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TO: ALL HOLDERS OF XFROX Sigma 7 Central Processor, Model 8401 

SUBJECT: TEMPORARY CHANGES TO TECHNICAL MANUAL 

The following changes to Technical Manual 90106QB are necessary to reflect the latest 

technical information. The changes are released in this manner for purposes of expediency. 
The next scheduled revision to the manual will incorporate these changes formally. 

PURPOSE: To make corrections in the Environmental Requirements (temperature and humidity) 
and Primary Power Requirements in this technical manual. 

INSTRUCTIONS: Make the following pen and ink changes: 

1. Page 1-7, Table 1-3. General Specifications: Under the Specification column for 
Temperature (electronics), Operating, change to read... 60°F to 90°F; under 
Characteristics column, immediately below Temperature (electronics), Operating, 
add the category Relative Humidity and in the Specification column for the 
Relative Humidity add 25% to 80%. 

2. Remove and destroy old title page, insert new title page. 

Insert this PDQ instruction sheet between the cover and title page of the manual. Do not 
remove until this change has been incorporated in a released or re-issue of the technical 
manual . 
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TO: ALL HOLDERS OF XDS Siama 7 Computer 

SUBJECT: TEMPORARY CHANGES TO TECHNICAL MANUAL 

The following changes to Technical Manual XDS 901 060 B are necessary to reflect the latest 
technical information. The changes are released in this manner for purposes of expediency. 
The next scheduled revision to the manual will incorporate these changes formally. 

PURPOSE: The purpose of this PDQ is to correct the phase sequence charts per Technical 
Action Report No. 20890. 

INSTRUCTIONS: Make the following changes to the manual with pen and ink. 

1. Page 3-661, table 3-143: Add timing signal 'T6L" to the Phase column of the 
table under PCP2. 

2. Page 3-663, table 3-143: Add timing signal "T6L" to the Phase column in two 
places in the table: under PCP7 and PCP1. 

3. Page 3-665, table 3-144: Add timing signal "T6L" to the Phase column of the 
table under PCP2. 

4. Page 3-666, table 3-144: Add timing signal ir T6L" to the Phase column of the 
table under PCP2. 

5. Page 3-668, table 3-145: In the "Function Performed" column for phase PCP3, 
change Q15-Q31 -^— PO-P31 to read Q15-Q31 —h- P15-P31. 
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INSTRUCTIONS (Cont.) 

6. Page 3-669, table 3-145: 

a. In the "Signals Involved" column for phase PCP5, change: 

LB15-LB31 = P15-P31 NCMXQ NCMXC 
to read 

LB15-LB31 = P15-P31 NLMXQ NLMXC 

b. Add timing signal "T6L" to the Phase column of the table under PCP2. 

7. Page 3-670 and page 3-671, table 3-146: Add timing signal 'T6L" (one place on 
each page) to the Phase column of the table under PCP2. 

8. Page 3-674, table 3-147, and page 3-676, table 3-148: Add timing signal "T6L" 
(one place on each page) to the Phase column of the table under PCP2. 

9. Page 3-679, table 3-149: Change the first entry in the "Function Performed" 
column from "Repeated untii switch released" to "Repeated untii P28 goes high". 

10. Page 3-680, table 3-149: Add a horizontal line through the middle of the table 
to separate the PCP6 phases from the PCP7 phases. 

11. Page 3-681, table 3-149: Add timing signal "T6L" to the Phase column of the 
tabie under PCP2. 
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TO: ALL HOLDERS OF XDS Sigma 7 Central Processor Mod el 8401 Assembly 117307 
SUBJECT: TEMPORARY CHANGES TO TECHNICAL MANUAL 

The following changes to Technical Manual XDS 901060B are necessary to reflect the latest 
technical information. The changes are released in this manner for purposes of expediency. 
The next scheduled revision to the manual will incorporate these changes formally. 

PURPOSE: The purpose of this PDQ is to update the text and illustrations that 
apply to the power monitor change affected by Field Modification Kit 8001, 8201, 
8401 (drawing 159871). 

INSTRUCTIONS: Make the following changes to the manual with pen and ink: 

1. Page 3-128, paragraph 3-98. Change AT13 line driver (or module) to 
AT68 line driver (or module). Total of seven changes. 

2. Page 3-129, figure 3-117. Change LINE DRIVER AT13 to LINE DRIVER AT68 

3. Page 3-129, paragraph 3-103. Change AT13 modules to AT68 modules 

4. Page 3-129, paragraph 3-105. Change AT13 line drivers to AT68 line 
drivers 

5. Page 3-130, Figure 3-118: 

a. Change AT13 (below J3) to AT68. 

b. Add pin 44 to lower part of J3. 

c. Add a connecting line between pin 44 of J3 and pin 8 of PI. Label 
the connection "+ 60 V filtered". 

6. Pages 3-140 and 3-142, paragraph 3-107. Change AT13 to AT68 (three 
places) 
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FOREWORD 



This B reissue supersedes XDS publication No. 901060A (preliminary) and 
contains the following information and changes: 

1. Incorporation of the latest revision of all applicable engineering 
drawings 

2. Incorporation, in section IV, of the information previously released 
in the form of Publications Data Quick (PDQ) 70-001. PDQ 70-001 relates 
to the replacement of miniature incandescent lamps that are mounted on the 
processor control panel 

3. Deletion of sections V through VIII 

4. Addition of an appendix which includes a parts list 
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SECTION I 
GENERAL DESCRIPTION 



1-1 INTRODUCTION 

This manual contains information necessary to install, 
operate, and maintain the Sigma 7 Computer System manu- 
factured by Xerox Data Systems, El Segundo, California. 
Section I provides a general physical and functional descrip- 
tion. Subsequent sections contain information on operation 
and programming, complete principles of operation, mainte- 
nance instructions, and tabular parts lists of printed circuit 
modules. 

The List of Related Publications in the front matter of this 
manual references technical manuals and programming man- 
uals describing equipment and programs associated with the 
Sigma 7 computer system. 

The Sigma 7 computer is a high-speed, general-purpose 
digital computer for use in business, scientific, process 
control, hybrid, and systems applications. The computer 
functions efficiently in real-time, time-sharing, and multi- 
usage computing environments. 

Figure 1-1 shows a maximum Sigma 7 computer system con- 
figuration without peripheral input/output equipment. 

1-2 PHYSICAL DESCRIPTION 

1-3 BASIC COMPUTER SYSTEM 

The basic computer system contains a central processing 
unit (CPU) contained in two cabinets, an expandable 
memory contained in one to four cabinets, and an input/ 
output processor (IOP). The CPU, IOP, and memory are 
comprised of printed circuit modules inserted into chassis 
each of which may contain up to 32 modules. Pins at the 
rear of the modules are plugged into sockets mounted on 



a rear wiring board that contains all wire connections. 
Module sizes are identical except for the core diode mod- 
ules in the memory units. These modules occupy the verti- 
cal space normally filled by two standard modules and 
requires a double-sized chassis. 

Table 1-1 lists the main units in a basic Sigma 7 computer 
system. 

1-4 OPTIONAL FEATURES 

Optional features that may be added to the computer are 
listed in table 1-2. Many of these features are additional 
modules that are plugged into the CPU; others are added to 
accessory cabinets or memory cabinets as needed. The fol- 
lowing optional equipment is added by plugging additional 
modules into the chassis in CPU cabinets 1 and 2: power 
fail-safe, memory protection, memory map, floating point, 
two additional real-time clocks (two real-time clocks are 
part of the basic computer), three additional high-speed 
register banks used as private memory registers, and six 
internal interrupt levels. The main part of the optional 
decimal arithmetic feature is contained in three separate 
chassis located in CPU cabinet No. 2, and some of the deci- 
mal modules are in CPU cabinet No. 1. Three private mem- 
ory register banks, in addition to the one bank contained in 
the basic omputer, may be included in the CPU logic mod- 
ules in CPU cabinet No, 1; the remaining additional regis- 
ter banks are obtained by adding separate chassis to the 
memory cabinets. Each external interrupt chassis provides 
control and mounting space for up to eight interrupt modules 
and contains two interrupt levels per module. 

1-5 CABINET TYPES 

Two types of cabinets are used in Sigma 7 computers. The 
memory cabinets may contain two hinged frames and a fixed 



Table 1-1. Main Units 



Model No. 


Nameplate Nomenclature 
or 
Assembly Drawing Title 


Common Name 


Assembly 
Drawing No. 


Location 
(See figure 1-1) 


8401 
8451 
8471 


XDS Sigma 7 

Basic 4K x 33 Bit 

Input/Output Processor 
(IOP) 


Central Processing Unit (CPU) 

4K Memory 

Multiplexing Input/Output 
Processor (MIOP) 


117307 
132546 
117610 


CPU cabinets Nos. 1 and 2 
Memory cabinet 
CPU cabinet No. 2 
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Table 1-2. Optional Features 



Model No. 


Nameplate Nomenclature 
or 
Assembly Drawing Title 


Common Name 


Assembly 
Drawing No. 


Location 
(See figure 1-1) 


8411 


Real-Time Clock 


Two Additional Real-Time 
Clocks 


117616 


CPU cabinet No. 2 


8413 


Power Fail- Safe 


Power Fail-Safe 


117612 


CPU cabinet No. 2 


8414 


Memory Protection 
Feature 


Memory Protection 


117617 


CPU cabinet No. 2 


8415 


Memory Map Feature 


Memory Map 


117615 


CPU cabinet No. 2 


8416 


High-Speed Register 
Bank 

or 
High-Speed Register 
Bank 

and 
REU 

and 
REU Interface 


Private Memory Extension 

Private Memory Extension 

Register Extension Unit 
REU Interface 


117621 

117621 

130071 
132208 


CPU cabinet No. 1 

Memory cabinet No. 1 
or 2 

Memory cabinet No. 1 

or 2 

CPU cabinet No. 1 


8418 


Floating Point Feature 


Floating Point Feature 


117611 


CPU cabinet No. 1 


8419 


Decimal Arithmetic 
Feature 


Decimal Unit 


117613 


CPU cabinet No. 1 and 
CPU cabinet No. 2 or 
accessory cabinet No. 1 


8421 


Priority Interrupt 
(Nameplate - ICC) 


External Interrupt Chassis 


117330 


CPU cabinet No. 2 


8422 


Interrupt 2 Level 


Internal Interrupt, Two Levels 


132206 


CPU cabinet No. 2 


8422 


Interrupt 2 Level 


External Interrupt, Two Levels 


132206 


External interrupt chassis, 
CPU cabinet No. 2 


8452 


Memory Expansion Kit 
4K to 8K 


Memory Expansion to 8K 


117638 


Memory cabinet 




Memory Expansion Kit 
8K to 12K 


Memory Expansion to 12K 


117639 


Memory cabinet 




Memory Expansion Kit 
12K to 16K 


Memory Expansion to 16K 


117640 


Memory cabinet 


8456 


Port Expansion 2x3 


Two- to Three- Port Expansion 


128125 


Memory cabinet 


8457 


Memory Port Expander 
ii pn 

Memory Port Expander 

"S" 
Additional MIOP 

IOP/DC Expansion 


Three- to Six- Port Expansion 


130625 

(one memory) 

130626 


Memory cabinet 


8472 


Additional Eight Subchannels 


(two memories) 
117618 


IOP 



(Continued) 
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Table 1-2. Optional Features (Cont. ) 



Model No. 


Nameplate Nomenclature 
or 
Assembly Drawing Title 


Common Name 


Assembly 
Drawing No. 


Location I 
(See figure 1-1) 


8482 


Secondary Selector IOP 


Additional Selector Channel 


133997 


CPU cabinet No. 2, 
accessory cabinet No. 1 or 
No. 2 


8485 


Selector Input/Output 


Selector Input/Output 


117620 


Memory or accessory 




Processor 


Processor 




cabinet 


8491 


Controller, CFE-3 


CFE-3 


139237 


Accessory cabinet 


8492 


Multi-Add Unit, CFE-3 


CFE-3 


139228 


Accessory cabinet 


8495 


Free-Standing Console 


Free-Standing Console 


127418 


Separate console 



frame; the CPU, accessory, and I/O cabinets may contain 
two hinged frames. Power supplies are mounted on the side 
of the frames. In the CPU, I/O, and accessory cabinets, 
power supplies are also mounted in the rear of the cabinet. 
Examples of the two types of cabinets are shown in figure 1-2. 

1-6 COMPUTER CONFIGURATION 

A maximum computer system is comprised of the cabinets 
shown in figure 1-1. The two CPU cabinets, a memory cab- 
inet, and an I/O cabinet are always included. Accessory 
cabinets, additional memory, and I/O cabinets are included 
as needed. 

1-7 FUNCTIONAL DESCRIPTION 

1-8 BASIC COMPUTER SYSTEM 

For purposes of description, a minimum computer system is 
defined as a CPU, a 4K memory, an IOP, a device con- 
troller, and a device, as shown in figure 1-3. The com- 
puter is comprised of a CPU, a 4K memory, and an IOP. 

Although the CPU physically consists of rows of modules, 
certain basic functional elements can be identified. These 
are arithmetic and control logic and associated registers, 
two real-time clocks, a watchdog timer, seven internal 
interrupt levels, a clock generator, a 1.024-MHz clock 
oscillator, and a 16-register bank of private memory. The 
functions of the CPU are to address core memory, to fetch 
and store information, to perform arithmetic and logical 
operations, to sequence and control instruction execution, 
and to control the exchange of information between core 
memory and other elements of the svstem. 

The memory contains magnetic core storage; addressing, 
port priority, and control logic, a timing signal generator, 
and drive, predrive, .inhibit, and sensing circuits. The 
memory stores 32-bit words and generates and checks parity 
for each word. Partial words may be stored in the form of 



8-bit bytes and 16-bit halfwords. All memory is directly 
addressable by both the CPU and the IOP. 

The IOP contains input and output data storage register^ 
and buffers, fast-access memory registers for command 
manipulation, a timing signal generator, and control logic. 

The function of the multiplexing IOP is to control and se- 
quence simultaneously input and output operations for eight 
(expandable to 32^ peripheral devices, allowing the CPU to 
concentrate on program execution. The active devices time- 
share the hardware in the IOP. For each device connected 
to the IOP, a storage unit (subchannel) is included in the 
IOP. Any input/output events that require CPU interven- 
tion are brought to the attention of the CPU by means of 
the interrupt system. Device controller and other devices 
are described in other technical manuals. 

1-9 OPTIONAL FEATURES 

1-10 Two Additional Real-Time Clocks 

This feature adds interrupt capability for two real-time 
clocks in addition to the two already in the CPU. When 
this feature is installed, the CPU has four independent real- 
time clocks, and each is controlled separately by program- 
ming. The clocks can be used as either elapsed-time coun- 
ters or as real-pulse accumulators. The real-time clock 
frequency is selectable by means of a switch module in CPU 
cabinet No. 2. The optional frequencies of operation are 
8 kHz, 2 kHz, 500 Hz, 60 Hz, and an external frequency 
supplied by the user. 

1-11 Power Fail-Safe Feature 

The power fail-safe feature detects an imminent failure of 
primary power and, with the help of programming, brings 
the system to an orderly halt while power is still at a suffi- 
cient level to permit reliable operation. After a shutdown, 
this feature automatically senses that power has returned to 
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a normal level and causes the machine to resume compu- 
tation under program control at the point of prior interrup- 
tion. The contents of all volatile registers are saved in non- 
volatile magnetic core memory before shutdown occurs. The 
register contents are restored as part of the start-up routine. 

1-12 Memory Protection 

The memory protection feature allows concurrent running of 
both real-time (foreground) and background programs. A 
foreground program is protected against destruction by an 
unchecked background program. The memory protection 
feature allows protected areas of memory to be written in 
only under specified conditions. 

1-13 Memory Map 

The memory map provides the means for automatic reloca- 
tion of programs and controls the problems of memory frag- 
mentation. Regardless of the addresses used by the operating 
program, the memory map permits the program to reside any- 
where in memory, including in noncontiguous areas. Access 
to these areas for reading or writing can be program- 
controlled. 

1-14 Private Memory Register Extension 

The private memory register extension provides additional 
private memory registers in blocks of 16 registers each. Up 
to 31 private memory register blocks may be added, making 
a total of 32 banks in the computer. 

1-15 Floating Point Feature 

The floating point feature enables floating point arithmetic 
to be performed, using an 8-bit exponent and a 24- or 56- 
bit fraction. Normalized or unnormalized modes of addi- 
tion and subtraction may be selected by the program. 

1-16 Decimal Arithmetic Feature 

The decimal arithmetic feature performs arithmetic and 
logical operations on binary-coded decimal data, adding 
decimal add, subtract, multiply, divide, compare, shift, 



Figure 1-3. Sigma 7 Minimum System 

load, store, pack, and unpack logical operations and a 
comprehensive edit-byte instruction to the CPU functions. 



1-17 External Interrupts 

The maximum external interrupt system provides 224 inter- 
rupt levels in addition to those already existing internally 
in the CPU. Each level can be individually armed or en- 
abled under program control. External interrupts are added 
to the computer with a maximum of 16 per chassis. Priori- 
ties are established at the time of installation. 

1-18 Memory Expansion 

Memory size can be expanded in increments of 4096 words 
to a maximum of 131,072 words. 

1-19 Memory Port Expansion 

Each memory bank may have from two to six entry ports, 
each of which may be connected to a memory bus contain- 
ing data, address lines, and control signal lines. Each 
memory bus provides access to memory for one CPU, IOP, 
or other unit. The basic computer system includes two ports 
for each memory bank; an optional third port may be added 
for three-way access, and, if the third port is included, an 
optional port expander of four ports may be used to provide 
a total of six entry ports. Since each CPU or IOP has its 
own bus to any memory bank, a computer system with more 
than one memory bank can have more than one memory 
access occurring simultaneously. 

1-20 Additional Eight Subchannels (IOP) 

To increase the number of devices connected to one IOP, 
additional subchannels may be added in increments of eight 
up to a maximum of 32 subchannels for 32 devices. 

1-21 Selector Input/Output Processor 

The selector IOP provides control, sequencing, and data 
transmission for up to 32 high-speed peripheral devices 
operating one at a time. These devices may have data rates 
that would exceed the bandwidth of the multiplexing IOP or 
would use up such a large percentage of the bandwidth that 
it would be impractical to run any other device concurrently. 



1-6 



901060 



Paragraphs 1 -22 to 1 -24 



An optional selector channel identical to the first selector 
IOP may be added when a second high-speed data path is 
required. This optional additional channel may share the 
same memory with the first selector channel. 

1-22 System Supervisory Console 

The system supervisory free-standing console is a separate 
operator's control and display unit, featuring hexadecimal 
entry and display. Total system status is constantly presented 
for monitoring of system performance. A display of the rate 
of instruction execution is included. 

1-23 Six Internal Interrupt Levels 

Seven internal interrupt levels are included in the standard 
computer. The following internal interrupts are optional: 
two power interrupts (power fail-safe), two counter inter- 
rupts, and two counter zero interrupts. 

1-24 SPECIFICATIONS 

The general specifications for the Sigma 7 computer are 
given in table 1-3. 



The input power specifications for the power supplies used in 
the computer are given in table 1-4. Power supply PT14 re- 
ceives 60-Hz power from the main power source and supplies 
60 Vdc to the PT15 power supply. The 120V, 2000-Hz 
output of the PT15 power supply is used as an input to the 
PT16, PT17, and PT18 power supplies. Since the PT14 and 
PT15 power supplies are always in series, the input and out- 
put power specifications are given as if the two were one 
power supply. The power output in watts from the PT16, 
PT17, and PT18 power supplies is determined by the power 
requirements of the computer. Power requirements for pe- 
ripheral devices are given in the technical manuals for 
those devices. 

The fuses and circuit breakers for the computer are contained 
in the power supplies and in the processor control panel and 
are listed in table 1-5. 

The indicator lamps are located on the processor control 
panel and are listed in table 1-6 with reference designators 
and ratings. 



Table 1-3. General Specifications 



Characteristic 


Specification 


Temperature (electronics) 




Nonoperating 


-40°C to 60°C (-40° F to 140°F) 


Operating 


5°C to50°C (41°F to 122°F) 


Altitude 




Nonoperating 


20,000 ft max 


Operating 


10,000 ft max 


Memory cycle 




Without interleaving 


850 ns 


With interleaving 


635 ns effective time 


Logic signal levels 


ONE,-^V; ZERO, 0V 


Word length 


32 bits plus parity bit 


Data format 


8-bit byte, 16-bit halfword, fixed and floating 
point word, fixed and floating point doubleword 


Coding 


Binary 
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Table 1-4. Power Supply Input Power Specifications 



Power Supply 


Power Input 


PT14, PT15 

PT17 (2400 Hz input) 


1.66 times VA output (2000 Hz) 

150 +1.36 times dc output in watts (table 1-5) 



Table 1-5. Fuses 



Name 


Type 


Reference 
Designator 


Rating 


Location 


Circuit 
Protected 


Circuit 


PAM 666 


CB1 


24 Vdc 


Power Supply PT14 


Main power 


breaker 












Fuse 


3AG 


Fl 


125V, 8A 


Power Supply PT16 


120V, 

2000 Hz input 


Fuse 


3AG 


F2 


125V, 8A 


Power Supply PT16 


120V 

2000 Hz input 


Fuse 


3AG 


F3 


250V, 10A 


Power Supply PT16 


120V 

2000 Hz input 


Fuse 


3AB 


Fl 


250V, 15A 


Power Supply PT17 


Input circuit 


Fuse 


3AG 


Fl 


250V, 4.0A 


Power Supply PT18 


120 Vac input 


Fuse 


3AG 


F2 


32V, 7.5A 


Power Supply PT18 


+25V 


Fuse 


3AG 


F3 


250V, 1 .5A 


Power Supply PT18 


-25V 


Fuse 


3AG 


F4 


32V, 10.0A 


Power Supply PT18 


+8V 


Fuse 


3AG 


F5 


250V, 1. 5A 


Power Supply PT18 


+50V 





Table 1-6. Lamps 






Type 


Reference Designator 


Rating 


Quantity 


Miniature incandescent 


DS1 - DS21, 
DS29 - DS98 


5V, 53 mA 


91 


Miniature incandescent 


DS22 - DS26, 
DS28, DS100 


6. 0V, 0.20A 


14 
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SECTION II 
OPERATION AND PROGRAMMING 



2-1 INTRODUCTION 

This section contains operating instructions and programming 
description. Sigma 7 operating instructions describe the pur- 
pose and function of the processor control panel (PCP), its 
control switches and displays. The paragraphs describing 
programming include instruction and data formats and com- 
puter modes. Descriptions of individual instructions can be 
found in the Sigma 7 Computer Reference Manual, 
publication No. 900950, and in the operation code de- 
scriptions in section III of this manual. 

2-2 OPERATION 

The following paragraphs describe the operating procedures 
required during computer maintenance. All operations are 
carried out from the PCP. 

2-3 CONTROLS AND INDICATORS 

The PCP is divided into two parts: a maintenance section 
on the upper half of the panel and an operator's or pro- 
grammer's section on the lower half of the panel. The 
various control switches, indicators, and displays on the 
PCP are shown in figure 2-1 . Table 2-1 lists the switches 
and indicators found on the programmer's section of the PCP 
with their reference designator and a brief functional de- 
scription. A similar list of the switches and indicators on the 
the maintenance section of the PCP is given in table 2-2. 

2-4 OPERATING PROCEDURES 

The following paragraphs describe step-by-step manual pro- 
cedures for the various operations from the processor control 
panel . 

2-5 Applying Power 

Both ac and dc power are applied to the CPU and to all units 
connected to it when the POWER switch is pressed. The 
POWER switch is lighted when ac power is applied to the 
system. 

2-6 Displaying Contents of Memory Location 

2-7 SELECTED ADDRESS . To display the contents of any 
core memory location or private memory register, perform 
the following steps. 

a. Set the COMPUTE switch to IDLE. The PHASE 
display indicates that the CPU is in phase PCP2. 

b. Place the address of the memory location (or of the 
register in the current private memory register bank) into 
the SELECT ADDRESS switches. 



c. Place the DISPLAY switch in the momentary 
SELECT ADDR position. 

d. Observe the binary contents of the selected ad- 
dress in the DISPLAY indicators. 

e. Release the DISPLAY switch. The DISPLAY indi- 
cators still contain the contents of the selected location. 
The current instruction must be returned to the DISPLAY 
indicators by setting the DISPLAY switch to the momentary 
INSTR ADDR position, if the program is to be resumed by 
setting the COMPUTE switch to RUN or STEP. 

The contents of the POINTER field must be changed to point 
to the desired register bank, to observe the contents of a 
private memory register in a register bank other than the one 
currently displayed by the POINTER field of PSW2. This 
operation is described in paragraph 2-12. 

2-8 INSTRUCTION ADDRESS . To display the contents of 
the memory location indicated by the INSTRUCTION AD- 
DRESS indicators, perform the following steps: 

a. Set the COMPUTE switch to IDLE. The PHASE in- 
dicators show that the CPU is in phase PCP2. 

b. Place the DISPLAY switch in the momentary INSTR 
ADDR position. 

c. Observe the DISPLAY indicators, which now dis- 
play the contents of the instruction address location. 

d. If successive memory locations are to be displayed, 
perform steps a, b, and c and momentarily set the INSTR 
ADDR switch to the INCREMENT position. The display in- 
dicates the contents of the INSTRUCTION ADDRESS indi- 
cator, which have been incremented by one. Continue 
setting the INSTR ADDR switch to INCREMENT to succes- 
sive memory locations to be displayed. 

The memory map is in effect if the memory map option is 
included and if the MAP MODE indicator is lighted. Mem- 
ory protection, if included, is inhibited in these PCP opera- 
tions. 

2-9 Changing Contents of a Memory Location 

2-10 SELECTED ADDRESS . To store data into selected 
memory locations, in core memory or in private memory, 
perform the following steps. 

a. Set the COMPUTE switch to IDLE. The PHASE 
display indicates that the CPU is in phase PCP2. 
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Table 2-1. Controls and Indicators, PCP Programmer's Section 



Control or Indicator 



Function 



POWER Pushbutton 



CPU RESET/CLEAR 
Pushbutton 



Push-on, push-off switch supplies ac power to CPU and to all units under its 
control. When power is first applied, indicator lights and a signal is gener- 
ated in the power monitor to initialize system. All reset functions normally 
performed by CPU RESET/CLEAR and SYSTEM RESET/CLEAR switches are 
performed by POWER switch. When power is applied to system (indicator DS28 
lit), pressing POWER switch removes power from system 

Pressing switch with COMPUTE switch at IDLE, establishes the following initial 
conditions within CPU: 

a. All interrupts except power on and power off are disarmed and disabled 

b. MEMORY FAULT and ALARM indicators are turned off 



c. WRITE KEY, INTRPT INHIBIT, POINTER, CONDITION CODE, FLOAT 
MODE, MODE and TRAP indicators are turned off 

d, INSTRUCTION ADDRESS indicators are set to X'25' 



I/O RESET 



SYSTEM RESET/CLEAR 
Pushbutton 



LOAD Pushbutton 



UNIT ADDRESS 
Thumbwheel Switches 



NORMAL MODE 
Indicator 



e. DISPLAY indicators are set to X'02000000', which is Load Conditions 
and Floating Control Immediate instruction with R-field of zero, to produce No 
Operation instruction 

Setting CPU to initial conditions by pressing CPU RESET/CLEAR switch does not 
affect any current input/output operation that may be in progress 

With COMPUTE switch at IDLE, resets all peripheral devices under control of 
CPU to "ready" condition. Resets all status, interrupt, and control indicators 
in I/O system. Does not affect current operation of CPU 

With COMPUTE switch at IDLE, pressing SYSTEM RESET/CLEARswitch performs 
all operations described for the CPU RESET/CLEAR switch and establishes initial 
conditions in standard I/O system. All peripheral devices under control of the 
CPU are halted, and all status and control indicators in I/O system are reset. 
MEMORY FAULT indicators are turned off, and control signals in the memory 
are reset to their initial states. 

SYSTEM RESET/CLEAR switch and CPU RESET/CLEAR switch are interlocked so that 
pressing both switches simultaneously clears the core memory to zeros. Switches 
do not affect private memory registers 

Pressing LOAD switch loads a bootstrap program into locations X'20' through 
X'29 1 in core memory so that an input operation may be performed using a pe- 
ripheral input device selected by UNIT ADDRESS switches 

Three UNIT ADDRESS switches select the peripheral unit to be used in the load- 
ing process. Unit addresses are hexadecimal ly notated. The first thumbwheel 
switch is for IOP addressing (0-7). The second and third thumbwheels are for 
device controller and device addressing (X'OO 1 - X'FF) 

Indicator lights when all of the following conditions are satisfied: 

a. WATCHDOG TIMER switch is set to NORMAL 

b. INTERLEAVE SELECT switch is set to NORMAL 
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Table 2-1. Controls and Indicators, PCP Programmer's Section (Cont, 



Control or Indicator 


Function 




c. PARITY ERROR MODE switch is set to CONT (continue) 




d. CLOCK MODE switch is set to CONT (continuous) 




e. All CPU, memory, and DC logic power margins are normal 


RUN Indicator 


Indicator lights when COMPUTE switch is set to RUN and no halt condition 




exists 


WAIT Indicator 


Indicator lights when any of the following conditions exist: 




a. CPU is executing Wait instruction 




b. Program is stopped because ADDRESS STOP switch is on and SELECT 




ADDRESS location is addressed 




c. CPU has attempted to execute instruction in interrupt location other than 




Exchange Program Status Doubleword or Modify and Test instruction 


INTERRUPT Pushbutton 


Switch is used by operator to activate control panel interrupt. If PCP interrupt 




level is armed, a single pulse is transmitted to interrupt level, and it is advanced 




to waiting state. INTERRUPT switch lights when this interrupt level is in waiting 




state and remains lit until interrupt level advances to active state 


WRITE KEY Indicators 


Two indicators, part of program status word 2 (PSW2), are used to control write 




access in areas of memory when memory protection option is used 


INTRPT INHIBIT 


Three indicators, part of program status word 2 (PSW2), are used to designate 


Indicators, CTR, 


which groups of interrupts are allowed or are inhibited: the counter (CTR), the 


I/O, EXT 


input/output (I/O), or the external group (EXT). When an indicator is on, the 




associated interrupt group is inhibited 


POINTER Indicators 


Five indicators, part of PSW2, are used to represent current status of register 




pointer in CPU 


CONDITION CODE 


Four CONDITION CODE indicators, part of program status word 1 (PSW1), are 


Indicators 


used to indicate nature of results of instruction after instruction execution. They 




are lighted if corresponding condition code flip-flop is set 


FLOAT MODE 


Three indicators, part of PSW1, represent current control modes for floating 


SIG 


point operations: significance, zero, and normalize. If SIG is on, the compu- 


ZERO 


ter traps to location X'44 1 when more than two hexadecimal places of postnormal- 


NRMZ 


ization shifting are required, or if the result is zero. If ZERO is on, underflow 


Indicators 


causes the computer to trap to location X'44 1 . If NRMZ is on, postnormalization 




of the results of additions or subtractions is inhibited 


MODE 


Two indicators, part of PSW1, represent current mode of operation of CPU: 


SLAVE 


whether it is in slave or master mode and whether map option is in effect when 


MAP 


available 


Indicators 




TRAP 


Indicator DEC, when lighted, indicates that trap is in effect with certain deci- 


DEC 


mal operations if decimal option is present. Indicator ARITH, when lighted, 


ARITH 


indicates that trap is in effect with certain fixed-point arithmetic operations. 


Indicators 

i 
I 


These two indicators are part of PSWI 
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Table 2-1. Controls and Indicators, PCP Programmer's Section (Cont. ) 



Control or Indicator 



Function 



INSTRUCTION 
ADDRESS Indicators 

DISPLAY Indicators 



DATA Switches 



INSERT Switch 



STORE Switch 



DATA Switch 



INSTRADDR Switch 



DISPLAY Switch 



Seventeen indicators, part of PSW1, represent current contents of Q-register 
in CPU. Address displayed in this field is address of next instruction 

Thirty-two indicators are used to display contents of memory word when used with 
INSTR ADDR, STORE and DISPLAY (INSTR ADDR and SELECT ADDR) and DATA 
switches. DISPLAY indicators normally represent current contents of internal CPU 
sum bus. When moving COMPUTE switch from IDLE to RUN or STEP, the first 
instruction executed is the one displayed in the DISPLAY indicators 

Thirty-two DATA switches are used to change contents of program status double- 
word when used with INSERT switch and to alter value of DISPLAY indicators 
when used with DATA CLEAR/ENTER switch. Each DATA switch is inactive in 
center position and is latching in both upper (1) and lower (0) positions. In 
center position, DATA switch represents no change. In upper or lower position, 
each switc!. represents 1 or 0, respectively 

Used manually to make changes in program status doubleword. Switch is inac- 
tive in center position and is momentary in upper (PSW2) and lower (PSW1) posi- 
tions. When switch is moved to either PSW1 or PSW2, corresponding portion of 
program status doubleword is altered according to current state of DATA switches 

Used to change contents of either general register or memory location. Switch is 
inactive in center position and is momentary in INSTR ADDR and SELECT ADDR 
positions. When switch is moved to INSTR ADDR, current value of DISPLAY indi- 
cators is stored in location shown by INSTRUCTION ADDRESS indicators. When 
switch is moved to SELECT ADDR, current value of DISPLAY indicators is stored 
in location shown by SELECT ADDRESS switches 

Single DATA switch is used to change state of DISPLAY indicators. Switch is not 
active in center position and is momentary in CLEAR and ENTER positions. When 
switch is moved to CLEAR, all DISPLAY indicators are turned off. When switch 
is moved to ENTER, DISPLAY indicators are altered according to state of 32 
DATA switches 

INSTR ADDR (instruction address) switch is inactive in center position. Upper 
position (HOLD) is latching, and lower position (INCREMENT) is momentary. 
When switch is placed in HOLD, normal process of incrementing instruction ad- 
dress portion of program status doubleword with each instruction is inhibited. If 
COMPUTE switch is placed in RUN while INSTR ADDR switch is at HOLD, in- 
struction in location displayed by INSTRUCTION ADDRESS indicators is exe- 
cuted repeatedly and INSTRUCTION ADDRESS indicators remain unchanged. 
However, if the instruction contains a branch or is a Load or Exchange Double- 
word instruction, the specified instruction is executed. If COMPUTE switch is 
moved to STEP while INSTR ADDR switch is at HOLD, the instruction is executed 
every time the COMPUTE switch is moved to STEP, and INSTRUCTION ADDRESS 
indicators remain unchanged. The following operations are performed each time 
INSTR ADDR switch is moved from center position to INCREMENT: 

a. Current value of INSTRUCTION ADDRESS indicators is counted up by one 

b. Contents of virtual address displayed by INSTRUCTION ADDRESS indi- 
cators (subject to current memory map, if MAP mode indicator is lighted) are 
shown in DISPLAY indicators 

Displays contents of either general register or memory location. Switch is in- 
active in center position and is momentary in both INSTR ADDR and SELECT 

(Continued) 
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Table 2-1. Controls and Indicators, PCP Programmer's Section (Cont, ) 



Control or Indicator 



Function 



COMPUTE Switch 



ADDR STOP Switch 



SELECT ADDRESS 
Switch 



ADDR positions. When switch is moved to INSTR ADDR or SELECT ADDR, 
contents of location shown by indicators or switches, respectively, appear in 
DISPLAY indicators 

Controls execution of instructions. Center position (IDLE) and upper position 
(RUN) are both latching. Lower position (STEP) is momentary. When COMPUTE 
switch is at IDLE, all other control panel switches are operative and interrupts 
are disabled. When COMPUTE switch is moved from IDLE to RUN, RUN indi- 
cator lights, and CPU begins to execute instructions as follows: 

a. Current setting of DISPLAY indicators is taken as next instruction to be 
executed regardless of contents of location shown by current value of INSTRUC- 
TION ADDRESS indicators 

b. Value in INSTRUCTION ADDRESS indicators is counted up by one 

c. Instruction execution continues with instruction in location shown by 
new value of INSTRUCTION ADDRESS indicators, unless a branch instruction is 
in effect 

When COMPUTE switch is in RUN, the only operative switches are POWER, 
INTERRUPT, ADDR STOP, INSTR ADDR (in HOLD position), and switches in 
maintenance section of control panel. Each time COMPUTE switch is moved from 
IDLE to STEP, the following operations occur: 

a. Current setting of DISPLAY indicators is taken as an instruction, and in- 
struction is executed 

b. Current value of INSTRUCTION ADDRESS indicators is counted up by 
one. If stepped instruction was a branch instruction, and if a branch should 
occur, INSTRUCTION ADDRESS indicators are set to value of effective address 
of branch instruction 

c. Instruction in location shown by new value of INSTRUCTION ADDRESS 
indicators is displayed in DISPLAY indicators 

If instruction is being stepped (executed by moving COMPUTE switch from IDLE 
to STEP), all interrupt levels are inhibited during instruction execution. How- 
ever, trap can occur, and the XPSD instruction in appropriate trap location is 
executed as if COMPUTE switch were in RUN. Thus, if trap occurs during 
stepped instruction, program status doubleword display (PSW1 and PSW2) auto- 
matically reflects the effects of the XPSD instruction in the trap location, and 
DISPLAY indicators then contain the first instruction of the trap routine 

ADDR STOP (address stop) switch causes CPU to halt whenever a core memory 
access is made to the location set in the value of INSTRUCTION ADDRESS indi- 
cators and the value set in SELECT ADDRESS switches. When halt occurs, WAIT 
indicator lights, and instruction in the location displayed by INSTRUCTION 
ADDRESS indicators appears in DISPLAY indicators. Instruction displayed is one 
that would be executed next if halt had not occurred. Address-stop halt is reset 
when COMPUTE switch is moved from RUN to IDLE. If COMPUTE switch is then 
moved back to RUN (or to STEP), instruction shown in DISPLAY indicators is next 
instruction executed. CPU continues until the addresses match again 

Used with ADDR STOP switch to select virtual address where program is halted. 
Also used to select virtual address of location altered when used with STORE switch 
or to select virtual address of word displayed when used with DISPLAY switch 
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Table 2-2 c Controls and Indicators, PCP Maintenance Section 



Control or Indicator 



Function 



CONTROL MODE 
Switch 



CONTROL MODE switch is a three-position key lock When switch is in 
LOCAL, all controls and indicators on PCP are operative, and most controls on 
free-standing console are inoperative „ However, indicators on the free-standing 
console (if attached) continue to display the same information as indicators in 
programmer's portion of PCP„ POWER and INTERRUPT switches on free-standing 
console are operative when CONTROL MODE switch is in LOCAL 

When switch is in REMOTE, all controls on free-standing console are operative, 
and all indicators on PCP maintenance section are operative,, The WATCHDOG 
TIMER, INTERLEAVE SELECT, PARITY ERROR MODE, and AUDIO switches on 
the maintenance section are operative „ All indicators on programmer's portion 
of PCP continue to display the same information as those on free-standing con- 
sole. However, most of the switches on programmer's section are inoperative. 
The POWER switch is operative 

When CONTROL MODE switch is in LOCK, all controls on free-standing con- 
sole (except POWER, INTERRUPT and SENSE) are inoperative. Most controls 
on programmer's section of PCP are inoperative, although all indicators on both 
free-standing console and PCP continue to indicate various computer conditions. 
With CONTROL MODE switch in LOCK, the following switches on the PCP re- 
main operative: POWER, INTERRUPT, AUDIO and all SENSE switches. The 
following switches are interlocked to the following states regardless of their 
actual settings when CONTROL MODE switch is in LOCK: 

a. COMPUTE switch to RUN 

b. WATCHDOG TIMER switch to NORMAL 
c INTERLEAVE SELECT switch to NORMAL 
do PARITY ERROR MODE switch to CONT 
e CLOCK MODE switch to CONT 



MEMORY FAULT 
Indicators 



Since the system is limited to no more than eight memory banks, each MEMORY 
FAULT indicator corresponds to a specific memory bank. Whenever a memory 
parity error occurs in a memory bank, the appropriate indicator lights and re- 
mains lighted until the indicator is reset. MEMORY FAULT indicators can be 
turned off by pressing CPU RESET/CLEAR or SYS RESET/CLEAR switches or by 
Read Direct instruction coded to read MEMORY FAULT indicators 



ALARM Switch and 
Indicator 



PREPARATION 
PHASES Indicators 



Indicator is used to attract operator's attention to some urgent operating condi- 
tion and is turned on and off under program control by executing properly coded 
Write Direct instruction. When ALARM indicator is lighted and AUDIO switch 
is ON, a 1-kHz signal is sent to PCP speaker. Speaker is disconnected when 
AUDIO switch is not set to ON Q AUDIO switch does not affect state of ALARM 
indicator. ALARM indicator is turned off whenever CPU RESET/CLEAR or SYS 
RESET/CLEAR switches are pressed 

Three indicators display in binary notation one of four CPU phases during prepa- 
ration portion of instruction cycle 



PCP PHASES 
Indicators 



Three PCP indicators display CPU phases during processor control panel opera- 
tions. These phases, ranging from PCP1 to PCP7, are displayed in binary 
notation 

(Continued) 
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Table 2-2, Controls and Indicators, PCP Maintenance Section (Cont.) 



Control or Indicator 



Function 



EXECUTION PHASES 
Indicators 



INT/TRAP PHASES 
Indicators 

WATCHDOG TIMER 
Switch 



INTERLEAVE SELECT 
Switch 



PARITY ERROR MODE 
Switch 



SENSE Switches 



CLOCK MODE 
Switch 



REGISTER DISPLAY 
Switch 



REGISTER SELECT 
Switch 



Four EXECUTION indicators display CPU phases during execution portion of 
instruction cycle „ These phases, ranging from PHI to PH15, are displayed in 
binary notation 

Two indicators display four interrupt/trap phases during interrupt or trap opera- 
tion 

When WATCHDOG TIMER switch is in OVERRIDE, watchdog timer is inopera- 
tive. When switch is in NORMAL, watchdog timer is operative. CPU can be 
interrupted at end of each instruction and at certain points during execution of 
some instructions. An interval of not more than 40 ps may occur between any two 
interruptible points. Watchdog timer is reset at each interruptible point and 
counts at a rate of 1-MHz between interruptible points. If count in watchdog 
timer reaches 40 ps,CPU traps to location X'46' 

When switch is in NORMAL, interleaving between memory banks can be in effect 
according to the memory internal switches,, When switch is at DIAGNOSTIC, 
memory addresses may not be interleaved between memory banks 

Controls action of CPU if a memory error occurs when the CPU is accessing, If 
switch is at CONT (continue) when parity error occurs, appropriate MEMORY 
FAULT indicator lights, and an interrupt signal is transmitted to memory parity 
interrupt level „ If switch is at HALT when a parity error occurs, appropriate 
MEMORY FAULT indicator lights and CPU halts operation , Memory bank in 
which error has occurred is not available until its MEMORY FAULT indicator is 
reset or the PARITY ERROR MODE switch is set to CONT, In order to proceed, 
COMPUTE switch must be set to IDLE, CPU RESET or SYS RESET switches must be 
pressed, and COMPUTE switch then set to STEP or to RUN 

Switches are used, under program control, to set the condition code portion of 
program status doubleword. When Read Direct or Write Direct instruction is exe- 
cuted in internal control mode, condition code is set according to state of four 
SENSE switches. SENSE switches are always operative and are normally used 
in this manner during diagnostic or other test routines 

Controls internal CPU clock. When switch is at CONT (continue), clock oper- 
ates at normal speed. When switch is in inactive (center) position, CPU clocks 
are not generated, Under these circumstances a single clock is generated each 
time CLOCK MODE switch is moved to SINGLE STEP position. As clock is 
stepped manually, PHASE indicators reflect CPU phase 

Normally, REGISTER DISPLAY switch is not at ON. When switch is at ON, 
contents of register selected by REGISTER SELECT switch are displayed in DIS- 
PLAY indicators if the CLOCK MODE switch is in the center position 

Used to display contents of selected internal registers. When CLOCK MODE 
switch is in center position, register selected by REGISTER SELECT switch may 
be shown in DISPLAY indicators by moving REGISTER DISPLAY switch to ON 
position. When REGISTER DISPLAY switch is returned to inactive position, 
DISPLAY indicators return to state previous to display of selected register 
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Paragraphs 2-11 to 2-13 



b. Place the address of the memory location into which 
the data is to be stored in the SELECT ADDRESS switches. 

c. If the entire contents of the memory word are to be 
changed, set the single DATA ENTER/CLEAR switch to 
CLEAR. This resets the DISPLAY indicators. 

d. If the DISPLAY indicators have been cleared, set 
the DATA switches to one wherever a one is to be stored in 
the memory word. If only a part of the memory word is to 
be changed, set the DISPLAY switch to SELECT ADDR. The 
selected memory word appears in the DISPLAY indicators. 
Set the DATA switches to the center position wherever a bit 
is to remain unchanged. Where a one is to be changed to a 
zero, set the corresponding DATA switch to 0; where a zero 
is to be changed to a one, set the corresponding DATA 
switch to 1. 

e. Set the single DATA switch to ENTER and then re- 
lease. The DISPLAY indicators contain the information to 
be stored. 

f. Set the STORE switch momentarily to the SELECT 
ADDR position and release. The data in the DISPLAY indi- 
cators are stored in the selected memory location. The 
current instruction must be returned to the DISPLAY indicators 
by momentarily setting the DISPLAY switch to INSTR ADDR 
before program resumption by setting the COMPUTE switch 

to RUN or STEP. 

2-11 INSTRUCTION ADDRESS . To store new data in the 
contents of the current instruction address, perform the fol- 
lowing steps: 

a. Set the COMPUTE switch to IDLE. The PHASE dis- 
play indicates that the CPU is in phase PCP2. 

b. Set the single DATA switch to CLEAR. This resets 
the display indicators. 

c. Place the binary information to be stored in the in- 
struction address into the DATA switches. 

d. Set the single DATA switch to ENTER and then re- 
lease. The DISPLAY indicators then contain the same in- 
formation as the DATA switches. 

e. Set the STORE switch momentarily to the INSTR 
ADDR position and release. The data in the DISPLAY indi- 
cators are stored in the memory location indicated by the 
INSTRUCTION ADDRESS indicators. If the program is re- 
sumed by setting the COMPUTE switch to RUN or STEP, the 
new instruction set in the DISPLAY indicators is executed 
as the current instruction, followed by the instructions in 
successive memory locations. 

If the memory map option is included and the MAP MODE 
indicator is lighted, the memory map is in effect as the data 
is stored. Memory protection, if included, is inhibited in 
this PCP operation. To store data into a private memory 



register bank other than the one currently displayed by the 
POINTER field of PSW2, the contents of the POINTER field 
must be changed to point to the desired register bank. This 
operation is described in the next paragraph. 

2-12 Changing the Current Program Status Doubleword 

Changing any data in the current program status doubleword 
(PSD) requires that PSW1 and PSW2 be treated separately 
and that the following steps be performed-. 

a. Set the COMPUTE switch to IDLE. 

b. Enter the desired information into the 32 DATA 
switches in the bit positions of PSW1 or PSW2 being changed. 
In bit positions where no changes are made, the correspond- 
ing DATA switches must be in the center (no change) posi- 
tion. Be sure to set DATA switches to where zeros are 
desired. 

c. Set the INSERT switch to PSW1 or to PSW2, de- 
pending on the portion of the PSD that is being changed. 

d. Release the INSERT switch. The new information 
is entered in the appropriate word of the program status 

doubleword. 

2-13 Manual Branching 

Perform the following steps to cause the CPU to branch to 
any instruction in memory, regardless of the instruction that 
is currently being executed. 

a. Set the COMPUTE switch to IDLE. 

b. Enter the address of the instruction to which the 
CPU is to branch in the 17 least significant DATA switches 
which correspond to the INSTRUCTION ADDRESS field of 
PSW1. Set the DATA switches to where zeros are desired. 

c. Set the INSERT switch to PSW1 and release. The 
INSTRUCTION ADDRESS indicators display the address set 
in the DATA switches. The DISPLAY indicators display the 
instruction ready for execution when the CPU went into the 
idle state. 

d. Set the DISPLAY switch to INST ADDR and re- 
lease. The contents of the location in INSTRUCTION AD- 
DRESS indicators appear in the DISPLAY indicators. 

The INSTRUCTION ADDRESS indicators continue to display 
the address set in the DATA switches. The instruction read 
from the location set in the data switches is the next in- 
struction executed by the CPU. 



e. If the COMPUTE switch is set to RUN, the CPU 
executes the instruction in the address in the INSTRUCTION 
ADDRESS indicators, then continues from the point in 
memory, executing instructions in successive memory 
locations. 
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2-14 Stepping Through a Program 

It is often necessary when debugging programs or when 
maintaining the equipment to sequence slowly through the 
program one instruction at a time and to observe the re- 
sults of each instruction after it has been executed. This is 
done by performing the following steps: 

a. Set the COMPUTE switch to IDLE, and use the man- 
ual branching procedure to branch to the part of the program 
from which stepping is required. See paragraph 2-13. 

b. Set the COMPUTE switch to STEP. The instruction 
in the branch location is executed. When the switch 

is released, the following instruction is displayed in the 
DISPLAY and the INSTRUCTION ADDRESS indicators. 

c. The results of the executed instruction can be seen 
by displaying the contents of the memory location or private 
memory register affected by the instruction. See paragraph 
2-7. 

d. Repeat steps b and c to continue the program se- 
quence step by step. 

2-15 Single Clocking an Instruction 

During maintenance operations, it is often necessary to se- 
quence through individual instructions from one clock period 
to the next, observing the results in the CPU internal regis- 
ters after each clock pulse. This technique can often be used 
to pinpoint a malfunctioning logic gate or an active circuit 
element without observing the action on an oscilloscope. 
However, this operation is not usually of value until after 
the malfunctioning instruction has been located. To single- 
clock instructions, perform the following steps: 

a. Branch to the malfunctioning instruction, using the 
manual branching procedure in paragraph 2-13 or store an 
identical instruction in memory (paragraph 2-10) and branch 
to this location. 

b. Set the CLOCK MODE switch to the center posi- 
tion. (This inhibits all clock pulses. ) Set the COMPUTE 
switch to RUN or STEP. 

c. Set the CLOCK MODE switch to SINGLE STEP. 
This causes the CPU to go to phase PCP3. PCP4 and PCP5 
enter with further single clocking, then phase PRE1 of the 
instruction. 



In most single-clock operations, the INSTR ADDR switch 
can be placed in the HOLD position if the single-clock 
operation is to be repeated more than once. 

2-16 Single Instruction Repetition 

Single clocking a malfunctioning instruction (paragraph 
2-15) may pinpoint the area of the malfunction, but the 
observer may be unable to determine what is causing the 
faulty condition. In some cases, an error may consistently 
occur while the CLOCK MODE switch is in the CONT 
(continuous) position, but may never occur when the switch 
is in the SINGLE STEP position. This could be caused by 
a slow gate or by a slow active circuit element. In such a 
case, the operator should repeatedly run the single mal- 
functioning instruction using the oscilloscope to observe all 
signals that could be the cause of the error condition. 

To run a single instruction repeatedly, perform the follow- 
ing steps: 

a. Branch to the malfunctioning instruction. (See 
paragraph 2-13. ) 

b. Set the INSTR ADDR switch to HOLD. This pre- 
vents the instruction address field of PSW1 from changing 
after each instruction execution, 

c. Set the COMPUTE switch to RUN and observe all 
pertinent signals on the oscilloscope as the instruction is 
repeatedly executed. 

Certain instructions (for example, multiply and divide in- 
structions which change an operand each time the instruc- 
tion is executed) cannot be repeated in this manner without 
destroying data meaningful to the observer. For this type 
of instruction, it may be necessary to enter a small four- 
or five-word instruction program loop to establish initial 
conditions each time the instruction is observed. 

2-17 Loading Program 

After the input device has been loaded with the program 
tape or cards and has been properly prepared to read, the 
following steps should be completed to load the program into 
memory: 

a. Set the COMPUTE switch to IDLE. 



b. Press the SYS RESET/CLEAR switch. 



d. Observe the contents of the affected internal regis- 
ters by setting the REGISTER SELECT switch to the proper 
register position and by setting the REGISTER DISPLAY switch 
to ON. 



c. Set the UNIT ADDRESS switches to the address of 
the desired input peripheral device. 

d. Press the LOAD switch. 



e. After all affected internal registers have been 
observed and if no malfunction is seen, repeat steps c 
and d. 



e. Set the COMPUTE switch to RUN. The CPU reads 
the program from the input device and stores it in memory. 
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Paragraphs 2-18 to 2-20 



2-18 PROGRAMMING 

2-19 BASIC INSTRUCTIONS 

Table 2-3 lists all of the basic operation codes, options 
included. Operation codes and corresponding mnemonics 
are given in table 2-4. This table also indicates optional, 
privileged, or nonexistent instructions. For detailed opera- 
tion of each instruction see the Sigma 7 Reference Manual, 
XDS publication No. 900950, or refer to the operation code 
descriptions in section III of this manual. 

2-20 COMPUTER MODES 

The Sigma 7 computer operates in either the master mode or 
the slave mode. The mode of operation is determined by the 
slave mode bit in program status doubleword 1. When 
this bit is set, the computer is in the slave mode. When the 
bit is reset, the program is in the master mode. The mode 
control bit can be changed when the computer is in the mas- 
ter mode and when a RESET signal is generated. The bit 
can also be changed when a trap or interrupt takes the pro- 
gram to an interrupt or trap location that contains a Load or 
Exchange Program Status Doubleword instruction. Therefore, 
a slave program cannot directly change the computer from 
slave to master mode. 

In the master mode, any legal Sigma 7 instruction may be 
executed. In the slave mode, privileged instructions are 
prohibited. The following are privileged instructions: 

a. Load Program Status Doubleword 

b. Exchange Program Status Doubleword 



c. Load Register Pointer 

d. Move to Memory Control 

e. Wait 

f. Read Direct 

g. Write Direct 

h. Start Input/Output 

i. Halt Input/Output 

j. Test Input/Output 

k. Test Device 

I. Acknowledge Input/Output Interrupt 



An executive program, which is stored in memory and oper- 
ates in the master mode, controls and supports the operation 
of other programs in the master or slave mode. Control re- 
turns to the executive program if any attempt is made by a 
program to execute a privileged instruction while the com- 
puter is in the slave mode. However, the slave program can 
gain direct access to certain executive program operations 
without the use of the executive program by means of Call 
instructions. The operations available through the Call in- 
structions are established by the executive program. 



Table 2-3. Basic Instructions 



Mnemonic 


Code 


Instruction Name 


LOAD-STORE 






LI 


22 


Load Immediate 


LB 


72 


Load Byte 


LH 


52 


Load Halfword 


LW 


32 


Load Word 


LD 


12 


Load Doubleword 


LCH 


5A 


Load Complement Halfword 


LAH 


5B 


Load Absolute Halfword 


LCW 


3A 


Load Complement Word 


LAW 


3B 


Load Absolute Word 


LCD 


1A 


Load Complement Doubleword 


LAD 


IB 


Load Absolute Doubleword 


LS 


4A 


Load Selective 


LM 


2A 


Load Multiple 


LCFI 


02 


Load Conditions and Floating 
Control Immediate 


LCF 


70 


Load Conditions and Floating Control 


XW 


46 


Exchange Word 


STB 


75 


Store Byte 


STH 


55 


Store Halfword 


STW 


35 


Store Word 


STD 


15 


Store Doubleword 

. J 
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Table 2- 


3. Basic Instructions (Cont, ) 




Mnemonic 


Code 


Instruction Name 


LOAD-STORE (Cont. ) 


1 " ~ 






STS 


47 


Store Selective 




STM 


2B 


Store Multiple 




STCF 


74 


Store Conditions and Floating 


Control 


ANALYZE-INTERPRET 








ANLZ 


44 


Analyze 




INT 


6B 


Interpret 




LOGICAL 








OR 


49 


OR Word 




EOR 


48 


Exclusive OR Word 




AND 


4B 


AND Word 




CONVERSION 








CVA 


29 


Convert by Addition 




CVS 


28 


Convert by Subtraction 




FLOATING POINT ARITHMETIC 








FAS 


3D 


Floating Add Short 




FAL 


ID 


Floating Add Long 




FSS 


3C 


Floating Subtract Short 




FSL 


1C 


Floating Subtract Long 




FMS 


3F 


Floating Multiply Short 




FML 


IF 


Floating Multiply Long 




FDS 


3E 


Floating Divide Short 




FDL 


IE 


Floating Divide Long 




DECIMAL 








DL 


7E 


Decimal Load 




DST 


7F 


Decimal Store 




DA 


79 


Decimal Add 




DS 


78 


Decimal Subtract 




DM 


7B 


Decimal Multiply 




DD 


7A 


Decimal Divide 




DC 


7D 


Decimal Compare 




DSA 


7C 


Decimal Shift Arithmetic 




PACK 


76 


Pack Decimal Digits 




UNPK 


77 


Unpack Decimal Digits 




FIXED-POINT ARITHMETIC 








AI 


20 


Add Immediate 




AH 


50 


Add Halfword 




AW 


30 


Add Word 




AD 


10 


Add Doubleword 




SH 


58 


Subtract Halfword 




sw 


38 


Subtract Word 




SD 


18 


Subtract Doubleword 




MI 


23 


Multiply Immediate 





(Continued) 



2-12 



901060 



Table 2-3. 


Basic Instructions (Cont. ) 


Mnemonic 


Code 


Instruction Name 


FIXED-POINT ARITHMETIC (Cont. ) 






MH 


57 


Multiply Halfword 


MW 


37 


Multiply Word 


DH 


56 


Divide Halfword 


DW 


36 


Divide Word 


AWM 


66 


Add Word to Memory 


MTB 


73 


Modify and Test Byte 


MTH 


53 


Modify and Test Halfword 


MTW 


33 


Modify and Test Word 


COMPARISON 






CI 


21 


Compare Immediate 


CB 


71 


Compare Byte 


CH 


51 


Compare Halfword 


cw 


31 


Compare Word 


CD 


11 


Compare Doubleword 


CS 


45 


Compare Selective 


CLR 


39 


Compare with Limits In Register 


CLM 


19 


Compare with Limits in Memory 


SHIFT 






S 


25 


Shift 


SF 


24 


Shift Floating 


BYTE STRING 






MBS 


61 


Move Byte String 


CBS 


60 


Compare Byte String 


TBS 


41 


Translate Byte String 


TTBS 


40 


Translate and Test Byte String 


EBS 


63 


Edit Byte String 


PUSH-DOWN 






PSW 


09 


Push Word 


PLW 


60 


Pull Word 


PSM 


0B 


Push Multiple 


PLM 


0A 


Pull Multiple 


MSP 


13 


Modify Stack Pointer 


EXECUTE-BRANCH 




' 


EXU 


67 


Execute 


BCS 


69 


Branch on Conditions Set 


BCR 


68 


Branch on Conditions Reset 


BIR 


65 


Branch on Incrementing Register 


BDR 


64 


Branch on Decrementing Register 


BAL 


6A 


Branch and Link 


CALL 






CAL1 


04 


Call 1 


CAL2 


05 


Call 2 



(Continued) 
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Table 2-3. Basic Instructions (Cont. ) 



Mnemonic 


Code 


Instruction Name 


CALL (Cont. ) 






CAL3 


06 


Call 3 


CAL4 


07 


Call 4 


CONTROL 






LSPD 


0E 


Load Program Status Doubleword 


XPSD 


OF 


Exchange Program Status Doubleword 


LRP 


2F 


Load Register Pointer 


MMC 


6F 


Move to Memory Control 


WAIT 


2E 


Wait 


RD 


6C 


Read Direct 


WD 


6D 


Write Direct 


INPUT/OUTPUT 






SIO 


4C 


Start Input/Output 


HIO 


4F 


Halt Input/Output 


TIO 


4D 


Test Input/Output 


TDV 


4E 


Test Device 


AIO 


6E 


Acknowledge Input/Output 







Table 2-4. 


Basic Instruc 


tion Codes, 


Cross- Reference 






LEAST 

SIGNIFICANT 

CHARACTER 


MOST SIGNIFICANT CHARACTER 





1 


2 


3 


4 


5 


6 


7 





* 


AD 


Al 


AW 


TTBS 


AH 


CBS 


LCF 


1 


* 


CD 


CI 


CW 


TBS 


CH 


MBS 


CB 


2 


LCFI 


LD 


LI 


LW 


* 


LH 


* 


LB 


3 


* 


MSP J MI 


MTW 


* 


MTH 


EBS f 


MTB 


4 


CAL1 


* ' SF 

i 


* 


ANLZ 


* 


BDR 


STCF 


5 


CAL2 


STD S 


STW 


CS 


STH 


BIR 


STB 


6 


CAL3 




DW 


xw 


DH 


AWM 


PACK* 


7 


CAL4 


1 


MW 


STS 


MH 


EXU 


UNPK f 


8 


PLW 


SD i CVS 


SW 


EOR 


SH 


BCR 


DS* 


9 


PSW 


CLM 


CVA 


CLR 


OR 


* 


BCS 


DA f 


A 


PLM 


LCD 


LM 


LCW 


LS 


LCH 


BAL 


DA 1 


B 


PSM 


LAD STM 


LAW 


AND 


LAH 


INT 


DD f 


C 


** 


FSL t j ** 


FSS f 
FAS* 


SIO** 


•k 


RD** 


DM f 


D 


i FAL t 


** 


TIO** 


* 


WD** 


DSA* 


E 


LPSD** 


FDL f 


WAIT** 


FDS* 


TDV** 


■" 


AIO** 


DC f 


F 


XPSD** 


FML f 


LRP** 


FMS f 


HIO** 


* 


MMC** 


DST f 


*Nonexistent instruction 
Optional instruction 
•'•* Privileged instruction 
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SECTION III 
PRINCIPLES OF OPERATION 



3-1 INTRODUCTION 

This section describes the principles of operation of the 
Sigma 7 computer system on a general information, or 
block diagram, level and on a detailed information, or 
circuit diagram, level. The general principles describe 
the overall operation of the computer equipment, beginning 
with the main functions and proceeding logically through 
the subfunctions. The detailed principles describe the 
operation of each physical or functional unit of the equip- 
ment in terms of logic elements. 

3-2 GENERAL PRINCIPLES 

The computer system is organized around one or more cen- 
tral processing units, magnetic core memories, and input/ 
output processors, device controllers, and devices such as 
card readers and punches, magnetic tape units, and printers. 
Two types of input/output processors are available: a multi- 
plexing input/output processor, which allows up to 32 pe- 
ripheral devices to operate simultaneously, and a selector 
input/output processor, which allows one device at a time 
to operate at a high-speed transfer rate. The major system 
elements are shown in figure 3-1. Each of the illustrated 
system elements performs asynchronously with respect to 
the other elements. 

3-3 CORE MEMORY 

The core memory consists of from one to eight memory 
banks, each containing from 4K to 16K of memory. Thus, 



a maximum memory system may contain 128K of memory 
storage. Memory banks are connected in parallel to the 
central processing unit as shown in figure 3-2. 

Each memory bank in the system contains three ports, desig- 
nated A, B, and C. A port is a section of memory logic 
that controls entry priorities during memory access. Each 
port may be connected to a memory bus. A controlling cen- 
tral processing unit must be connected to port C to provide 
auxiliary signals not present on the other ports. Port A and 
Port B may be connected to an input/output processor or to 
another CPU. Port A has the highest priority and port C, 
the lowest priority. 

Either port A or port B may be replaced by a three- to six- 
port expansion unit, which expands one port to four ports. 
The three available ports on one memory bank are thereby 
increased to six. The four ports on the port expansion unit, 
designated ports 1, 2, 3, and 4, are assigned priorities in 
numerical order, port 1 having the highest priority and port 
4 the lowest. 



The memory is organized in banks as shown in figure 3-3. 

A memory bank contains from one to four memory stacks 
plugged into one memory frame; hence, a memory bank may 
contain 4K, 8K, 12K, or 16K words. 
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Figure 3-1. Sigma 7 System Elements 
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Fiaure 3-2. Memory Connection 



3-4 Three-Wire Core Selection 

The Sigma 7 combines the three-dimensional coincident- 
current selection method with the two-dimensional linear 
selection method and is commonly known as the 2-1/2D 
system. The system has a coincident-current read cycle and 
a linear-select write cycle. Three wires are threaded 
through each core: an X wire (word wire), a Y wire, and 
a sense wire. No inhibit winding is necessary. 

On each bit plane there are 128 X wires. Each X wire also 
threads all other bit planes on a core module. A bit plane 
contains 16 Y wires, which are separate for each bit plane. 
Each Y wire doubles back through a second row of cores to 
provide 32 Y wires in all. Typical X and Y wiring for two 
cores in each of two bit planes on a memory module is shown 
in figure 3-4. A sense wire threads through all of the cores 
on one bit plane. 



When writing ones, half current is passed through one word 
wire, and half current is passed through the proper Y wire 
to select one out of 4096 cores. The addition of the two 
half-currents at the intersection forces the core to the logi- 
cal one state. To write zeros, the Y current is inhibited on 
the bit planes where zero bits are desired. This is similar 



to the linear-select method because the digit current is 
added to, rather than subtracted from, the word current. 

When reading data, half current is passed through the appro- 
priate X wire, and half current is passed through the same Y 
wire on all bit planes. All cores in the selected word lo- 
cation are forced to zero, and the sense wires detect current 
from the bit planes that contained ones in the selected lo- 
cation. 

As shown in figure 3-4, each Y wire on a bit plane passes 
through two rows of cores; hence, there are two core inter- 
sections for each combination of X and Y wires. For a given 
direction of current, the currents add in the core at one in- 
tersection and cancel in the other. Therefore, core selec- 
tion is determined by current direction as well as by wire 
location. 

3-5 Data Paths 

Interchange of data between the CPU and memory takes 
place on the bidirectional 32 -bit memory bus. Data enter- 
ing memory from the CPU is gated onto the memory bus from 
the sum bus in the CPU and is placed in the memory data 
(M) register. Outputs from the M-register flip-flops con- 
trol current flow in the Y wires, causing ones or zeros to 
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Figure 3-3. Memory Organization 



appear in the corresponding core locations. During read 
operation, outputs from the sense amplifiers cause ones or 
zeros to be placed in the M-register flip-flops. This infor- 
mation is transmitted on the memory bus to the C-register 
in the CPU. A similar memory bus connects the memory with 
the IOP, and data is transferred in both directions between 
the M-register in memory and a data register in the IOP, 
also designated the M-register. 

3-6 Memory Timing 

Two delay lines are used in a memory bank to control the 
timing; one controls the read cycle and the other controls 
the write cycle. The delay lines have taps at each 20-ns 



interval. Both a read and a write cycle are required for 
each memory access. When a read cycle is used to read 
data from memory, it must be followed by a write cycle to 
restore the data to the same location. When a write cycle 
is used to enter data, it must be preceded by a read cycle 
to clear the location to zero. 

Three types of memory access are used: read-restore, write 
full, and write partial. The latter is used when data is being 
entered only into 1, 2, or 3 bytes of the memory word. The 
timing is slightly different for each type of access. 

The read cycle is the same in all three memory accesses. As 
a result of a memory request, a pulse is started down the 
read-delay line. Outputs from the delay line taps are used 
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Figure 3-4. X and Y Core Winding, Typical 



to control the timing signals to energize the X and Y drive 
lines, to set latches enabling data to enter the M-register, 
and to control the operations strobing data into the M- 
register. In the write- full operation, the read data is not 
gated into the M-register and is lost. In the write-partial 
operation, the read data is placed in the M-register, and 
parity is checked, but the data is not gated out of memory. 
Parity is also checked in the read-restore operation. 

The write cycle is the same for read-restore and write-full 
operations. An output from the read-delay lines starts a 
pulse down the write-delay line. Outputs from the write- 
delay lines are used to send current through the X and Y 
drive lines in the opposite direction from that in read oper- 
ation and to inhibit current in the Y lines on the bit planes 
where zeros are to be stored. Odd parity is generated in 
write-full operation by setting the parity flip-flop if the 
M-register contains an even number of ones. 

Write partial timing is the same as for read-restore and write 
full except that energizing the drive lines is delayed long 
enough to set byte indicators that steer the information into 
the desired byte locations. 

3-7 Interleaving 

Memory speed can be increased by interleaving or over- 
lapping the second cycie of one access with the first cycie 
of the following access as shown for a read-restore cycle in 
figure 3-5. This can be done only if successive words are 
stored in different memory banks, because both the read and 
write cycles of one access must be completed before another 
access is started when addressing twice in one memory bank. 



As an example of interleaving, consider two 4K memory 
banks and a program that stores data in a series of sequen- 
tial memory locations. The first word is stored in one 4K 
bank, the second word is stored in the same location in the 
second 4K bank, the third word is stored in the first 4K bank, 
and so forth. In larger memories with various bank sizes, 
the process is more complicated, but two successive words 
are never stored in the same memory bank. 

3-8 CENTRAL PROCESSING UNIT 

The basic central processing unit (CPU) consists of eight ele- 
ments: private memory, arithmetic, control and address unit, 
processor control panel, internal interrupts, real-time clock, 
watchdog timer, clock-generation circuits, and power sup- 
plies (see figure 3-6). 

3-9 Private Memory 

The private memory is a bank of 16 integrated circuit flip- 
flop registers containing 32 bits each. These registers which 
are loaded and unloaded through the arithmetic and control 
unit of the central processing unit are not available to the 
input/output units. The private memory registers may be 
used as accumulators, temporary storage, or to contain in- 
formation such as data addresses, counts, points, and so 
forth. Any or all of private memory registers 1 through 7 
may be used as index registers. 

3-10 Arithmetic and Control Section 

The registers in the arithmetic and control unit with data 
flow paths are shown in block diagram form in figure 3-7, 
The paths that are used at any one time are determined by 
the instruction being executed. 
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Figure 3-5. Interleaving Timing 



The functions of the individual registers are as follows: 

a. C-Register. Receives data and instructions from 
private and core memory. The instruction operation code 
is placed in the O-register for decoding, and the private 
memory address from the R-field of the instruction is placed 
in the R-register. All C-register information used in the 
adder or placed on the sum bus which is a 32-bit data path 
with multiple sources goes through the D-register. Data may 
be modified in the adder and returned to the C-register via 
this sum bus. Addresses from the address field in the C- 
register are placed on the core memory address lines if the 
address is greater than 15, or on the private memory address 
lines if the address is 15 or less. 

b. O-Register. Receives operation code from the 
operation field in the C-register. 



inputs from the sum bus so that A-register information may 
be modified in the adder and returned to the A-register. 
The A-register places information on the sum bus for memory 
storage and for control panel display. 

f. B- Register, Used for temporary storage and as an 
intermediate register in certain operations, 

g. CS-Register. Stores the carry in some adder oper- 
ations. This register is also used for complementing and for 
other arithmetic functions. 

h. RP-Register. Receives the most significant five 
bits of the private memory address from the D-register. 
These bits indicate the private memory block being used. 
The RP-register places these bits on the private memory ad- 
dress lines. 



c. R-Register. Receives private memory address from 
R-field in C-register and places the address on private mem- 
ory address lines. In some instructions, the R-register con- 
tains the number used to modify the memory contents. 

d. D-Register. Receives all C-register information 
except addresses. During manual entry of data, the D- 
register receives information from the control panel DATA 
switches. The D-register receives condition codes from CC 
flip-flops and places data on the sum bus for memory stor- 
age and control panel display. It places the index register 
address on private memory address lines and supplies regis- 
ter pointer, RP, with a code indicating the private memory 
currently in use. 

e. A- Register. Serves as one of the adder inputs. 

It receives direct inputs from private memory and receives 



i. Q-Register. Holds the address of the next instruc- 
tion and is displayed in the INSTRUCTION ADDRESS indi- 
cators on the control panel. The Q-register receives the 
address from the P-register, and sends the address to the 
P-register to be increased by one for the next instruction 
access. The Q-register also supplies the address to the 
private memory and to the core memory address lines. 

j. P-Register. Holds the current instruction address, 
obtained from the Q-register, the sum bus, or the control 
panel INSTRUCTION ADDRESS switches. It puts informa- 
tion on the sum bus for storage or display, and supplies the 
address to core memory address lines. The P-register adds 
one to the address received from the Q-register. 

The control flip-flops in the arithmetic and control unir are 
shown in figure 3-8. These flip-flops, together with the 
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Figure 3-6. Central Processing Unit, Functional Block Diagram 



Q-register and RP-register, are part of the program status 
doubleword and are displayed as such on the control panel. 
The outputs of the flip-flops are used throughout the com- 
puter logic to control modes and operations. 

The control flip-flops, their functions and setting con- 
ditions, are as follows: 



a. Flip-Flops CC1 Through CC4. Condition code flip- 
flops which indicate the nature of the results of an instruc- 
tion. These flip-flops are set by various conditions at the 
end of an instruction, or may also be set by the control 
panel SENSE switches or the INSERT switch. When the 
INSERT switch is used, the information enters the CC flip- 
flops by way of SO through S4 of the sum bus. The trap 



condition code flip-flops and signals from the decimal unit 
may also set CO through CC4. 

b. Flip-Flops FS, FZ, and FN. Flip-flops used for 
control purposes in floating point instructions. 

c. Flip-Flop MASTERF. When set, puts the computer 
in the slave mode. This flip-flop is set by bit 8 of the sum 
bus when a load or exchange program status doubleword 
instruction is bein" executed. 



d. Flip-Flop MAPF. When set, puts the memory map 
in effect. It is set by bit 9 of the sum bus when a load or 
exchange program status doubleword instruction is being 
executed. 
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Figure 3-7. Arithmetic and Control Unit Registers 
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Figure 3-8. Control Flip-Flops and Setting Conditions 
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e. Flip-Flop DM. When set, puts the decimal arith- 
metic trap in effect; it is set by bit 10 of the sum bus when 
a load or exchange program status doubleword is being 
executed. 

f. Flip-Flop AM. When set, puts the arithmetic over- 
flow trap in effect. Flip-flop AM is set by bit 11 of the sum 
bus when a load or exchange program status doubleword is 
being executed. 

g. Flip-Flops WKO and WK1. Write key bits used with 
the optional memory protection unit. These flip-flops are 
loaded from bits 2 and 3 of the D-register during load and 
exchange program status doubleword instructions. 

h. Flip-Flops CI, II, and EI. Counter interrupt, in- 
put/output interrupt, and external interrupt group inhibit 
flip-flops. These are set by bits 5, 6, and 7, respectively, 
of the D-register during load and exchange program status 
doubleword instructions and are also set during a write 
direct instruction according to the configuration of the in- 
struction. 

3- 1 1 Processor Control Panel 

The processor control panel (PCP, figure 2-1) indicates the 
states of selected registers in the central processing unit 
and provides switch-controlled signals for manual computer 
operation. The upper section is specifically for mainte- 
nance purposes; the lower section is for the computer oper- 
ator. 

3-12 Internal Interrupt Circuits 

The 16 internal interrupts in the central processing unit are 
classified as override, counter, and input/output as shown 



in figure 3-9. The override interrupts always have the 
highest priority. The counter zero interrupts are activated 
when the corresponding counter in core memory reaches a 
count of zero. These interrupts may be inhibited as a group. 
The input/output interrupt levels receive signals from the 
input/output system or from the control panel. The inter- 
rupts, in order of their priority, take the program to the 
memory location which may contain a subroutine for pro- 
cessing the interrupt. Two levels of interrupt are contained 
on one interrupt module. 

3-13 Clock Generator 

The CPU clock generator produces an irregular clock signal. 
The time intervals of this signal are determined by the num- 
ber of logic levels through which the computer control sig- 
nals must pass before another clock is needed. Three types 
of clocks are generated: a CL clock for trailing-edge trig- 
gering of ac flip-flops in the computer system, a general 
register CK clock to gate information into the general reg- 
isters, and a dc hold DCH clock to latch data in the C- 
register. 

A simplified block diagram of the clock generator is pre- 
sented in figure 3-10. A clock pulse starts a pulse down 
delay line 4. This pulse is transmitted into delay line 1, 
and then into delay line 2 or 3, depending on the length 
of the clock interval required. Signals are tapped off at 
various points on the three delay lines. To obtain time 
intervals longer than from the combined delay lines, the 
pulse is recirculated through delay line 2 from one to three 
times. Since a clock pulse cannot enter delay line 1 with- 
out a previous clock pulse, delay line 4 is used to produce 
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Figure 3-9. Internal Interrupt System, Block Diagram 
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Figure 3-10. Clock Generator, Simplified Block Diagram 



a clock pulse when the control panel CPU RESET pushbutton 
is pressed at the start of the operation. Delay line 4 also 
produces a clock pulse after the clock logic has been dis- 
abled for a period of time, and a clock enable signal is re- 
ceived. 

A 2-MHz clock oscillator is included in the CPU in addi- 
tion to the delay line clock circuits. The actual frequency 
is 2. 048 -MHz, and is crystal-controlled. This frequency is 
then down-counted by a flip-flop counter to make the fol- 
lowing frequencies available: 

2. 048 MHz - used in the interrupt system 

1.024MHz - used to provide clock for single-clock 
mode. Also available for use by all 
units in computer system 



512 kH; 



lused 



256 kHz 


- 


unused 


128 kHz 


- 


unused 


64 kHz 


- 


unused 


32 kHz 


- 


unused 


16 kHz 


- 


unused 


8 kHz 


- 


input to time base selector 



4 kHz - unused 

2 kHz - input to time base selector 

1 kHz - input to time base selector. Also used 
to drive PCP speaker 

500 Hz - input to time base selector 

3-14 Real-Time Clock 

The real-time clock basically consists of an oscillator and 
a time base selector as shown in figure 3-11, Two of the 
outputs from the time base selector are connected to the 
internal interrupt circuits as counter 3 and counter 4 count 
pulses. (See paragraph 3-12.) The desired frequencies may 
be selected by means of switches on the time base selector 
module, Two additional outputs from the time base selec- 
tor are part of optional equipment and are used as counter 
1 and counter 2 count pulses in the internal interrupt cir- 
cuits, 

3-15 Watchdog Timer 

The watchdog timer ensures that the program periodically 
reaches interruptible points in instruction execution. The 
timer is a six-bit counter triggered by a 1.024-MHz clock 
signal. The counter starts at the end of every instruction 
or at interruptible points in long instructions, and sends a 
trap signal to the trap circuits if a count of 40 is reached. 
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Figure 3-11, Real-Time Clock, Simplified Block Diagram 



This indicates an elapsed time of approximately 40 ps before 
another interruptible point or end of instruction is detected. 
Programs trapped by the watchdog timer usually cannot be 
continued. 

3-16 Power Supplies 

Power for the basic CPU is furnished by two PT14 ac-dc 
converters, two PT15 dc-ac inverters, four PT1 6 logic power 
supplies, and one PT18 auxiliary power supply. An output 
from one of the PT15 converters supplies 120V, 2000 Hz 
power for the core memory power supply (PT17). 

3-17 OPTIONAL FEATURES 

3-18 Decimal Arithmetic Unit 

This unit contains the logic circuits to perform arithmetic 
and logic operations on four-bit binary-coded decimal 
data. Decimal instructions that may be executed are Add, 
Subtract, Multiply, Divide, Compare, Shift, Load, Store, 
Pack, Unpack, and comprehensive Edit. One eight-bit 
byte in memory contains two decimal digits. Decimal fields 
are variable in length, the longest being 31 digits plus 
sign. 

3-19 Floating Point Arithmetic Feature 

This feature extends the A-, B-, C-, D-, and CS-registers 
and the sum bus from 32 to 57 or 58 bits so that floating 
point arithmetic may be performed. 

\j Am. \* uaiv>iiiUi iiiiwnuwu 

Fourteen groups of external interrupts are available for rec- 
ognizing and processing selected special conditions that ex- 
ist in external equipment. All external interrupt signals 
are wired into the interrupt chassis according to the require- 
ments of the individual system. The groups of external 



interrupts can be connected in any priority sequence, de- 
termined by the manner in which it is connected to the rest 
of the interrupt system. Each group of external interrupts 
contains a maximum of 16 levels. The priority assignment 
of interrupts within these 16 levels is fixed, the level as- 
signed the lowest memory address having the highest prior- 
ity. 

The individual interrupt modules, each containing the logic 
for two interrupt levels, are identical to the interrupt mod- 
ules used in the internal interrupt system described in para- 
graph 3-12. The external interrupts operate in the same 
manner as the internal interrupts except for the source of 
the interrupt signal. 

3-21 Power Fail-Safe Feature 

The power fail-safe feature enables the computer to retain 
programs and processed or partially processed data when the 
primary power source fails. When a power failure occurs, 
the power fail-safe circuits notify the computer by an in- 
terrupt. Sufficient energy is stored in the Sigma 7 power 
supply system to maintain dc power for the duration of a 
short power failure subroutine. Such a subroutine usually 
stores in core memory all pertinent volatile data held in 
flip-flops in the CPU. On reapplication of primary power, 
a second interrupt causes the computer to enter a power-on 
recovery subroutine that restores the computer to the state 
existing prior to the lapse of power. 

The primary power source is monitored by a power monitor 
assembly located in the power distribution panel. When 
the power drops below a preset threshold, a power-off sig- 
nal is generated and a power-on signal is generated when 
the line voltage goes above the preset level. Both of these 
signals, connected to the internal interrupt system, are part 
of the override group described in paragraph 3-12. The 
power-on and power-off signals have the highest priority 
in the override group and in the entire interrupt system. 
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3-22 Two Additional Real-Time Clocks 

The optional two additional real-time clocks are identical 
to the two real-time clocks included with the standard com- 
puter system. Two additional interrupt modules must be 
added to the internal interrupt chassis to receive the coun- 
ter 1 and counter 2 pulses described in paragraphs 3-12 and 
3-14. The four counter interrupts are part of the override 
group in the internal interrupt system. 

3-23 Additional Private Memory Register Banks 

Up to 31 additional private memory register banks may be 
added to the CPU. Each bank is identical to the private 
memory bank included with the standard computer system 
and described in paragraph 3-9. One of a possible 32 pri- 
vate memory register banks is selected by a code in the pro- 
gram status doubleword and this code is placed in the RP- 
register. 

3-24 Memory Map 

When the computer is in the memory map mode (MM-bit in 
the program status doublev/ord true), all memory references 
used by the program (direct, indirect, or indexed) are ref- 
erenced as program addresses. The memory map divides the 
program addresses into a series of 256 512-word blocks 
called memory map pages. The nine low-order bits of the 
program address select a word within a 512-word page of 
addresses. The eight high-order bits select one of 256 
pages. The addresses of these pages appear in the CPU 
registers, but do not necessarily represent the same physical 
locations in core memory. 

Associated with each page of addresses is an eight-bit map 
register. The 256 map registers are designated page 
through 255 as shown in figure 3-12. These registers are 
in teg rated- circuit, fast-access memory registers identical 
to those used for the CPU private memory. 

The program places in each map page register an eight-bit 
code representing the eight high-order bits of the address 
of an actual core memory location. When memory is ad- 
dressed in the map mode and when indexing has been com- 
pleted, the nine low-order bits of the address field in the 
C-, P-, or Q-register are presented to the nine low-order 
memory address lines. The eight high-order bits of the pro- 
gram address go into the map logic to select the outputs of 
the map register associated with the addressed page. The 
map register outputs replace the high-order bits of the pro- 
gram address and are presented to the high-order address 
lines to select an actual 512-word block of memory loca- 
tions. 

Using the memory map registers, the programmer may locate 
512-word blocks of information in any desired positions in 
memory, either in a selected set of sequential locations or 
distributed throughout memory. Since the map is used 
during reading as well as during writing, the program ad- 
dress is altered by the map registers to read the information 



out of the block of memory locations into which it was 
written. 

The program used to load the map register contents into mem- 
ory must organize the codes in a byte string as shown in fig- 
ure 3-13. This series of codes in memory, the memory map 
control image, may reside in any set of sequential memory 
locations. A control image for the entire set of 256 map 
registers may be contained in 64 words in memory. 

The map control image is transferred from memory to the map 
registers one word at a time by a Move to Memory Control 
instruction. Each memory word is transferred into four suc- 
cessive map registers. 

Not all memory locations may be addressed at all times in 
the map mode. Program addresses in the range through F 
are not used to address core memory. The four low-order 
bits of the program address used as a private memory regis- 
ter address are the source or destination of the instruction 
operand. 

In the master mode, the CPU has access to all memory lo- 
cations. In the slave mode, however, memory access is 
controlled by a set of 256 program control registers that are 
part of the memory map option. A two-bit program control 
register is assigned to each page of program addresses as 
shown in figure 3-12. These registers are referenced as ac- 
cess control code registers in the Sigma 7 Reference Manual. 
The program control codes are interpreted by the CPU as 
shown in table 3-1 . 

The program control bits are stored in integrated-circuit 
fast-access memory registers like those used for the memory 
map codes. The program must first store in memory a series 
of two-bit codes, 16 codes to a memory word as shown in 
figure 3-14. This string of codes in memory is known as the 
program control image. The image is transferred to the pro- 
gram control registers by a Move to Memory Control in- 
struction which reads a word at a time from memory and 
places the codes in a succession of locations in the fast- 
access memory registers. 

In the slave mode, when a program address is received by 
the CPU, the logic first checks the program control regis- 
ters to see the type of access that may be made into the page 
of program addresses. 

Note 

The memory map controls access into 
program addresses, not into actual core 
memory locations. 

3-25 Memory Protection Feature 

Access to core memory locations may be program-controlled 
by using a set of write lock registers identical to those used 
for the control codes. A two-bit write lock code is assigned 
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Figure 3-12. Memory Map Organization 
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Figure 3-13. Organization of Block Addresses in Memory Map Word 
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Table 3-1. Program Control Code Functions 



PC BO 


PCB1 


Function 


— ■ — o o 


— o — o 


Permits program to write into, read from, or take instructions from this page 
of program addresses 

Prevents writing into this page of program addresses, but permits reading or 
taking instructions from this page 

Prevents writing into or taking instructions from this page of program ad- 
dresses, but permits reading from the page 

Prevents any access to this page of program addresses by the slave program 
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Figure 3-14. Organization of Program Control Codes in Memory Word 



to each 512-word block of core memory addresses. The 
write lock codes with 16 codes to a memory word are first 
written into memory as a lock control image. The lock con- 
trol image is transferred to the write lock registers by a 
Move to Memory Control instruction. When memory access 
is required, the write lock codes are compared with two 
write key bits in the program status doubleword to determine 
if the memory bank addressed may be used for reading or 
writing. 

Note 

The memory protection feature protects 
actual core memory addresses, not pro- 
gram addresses. 

3-26 BASIC TIMING CHARACTERISTICS 

Timing signals for instruction execution are taken from the 
clocks generated from delay line 1 or 3 and from two sets of 
timing sources: phase control flip-flops and clock-gating 
flip-flops. The phase control flip-flops determine the phase 
of the instruction being performed; that is, PRE1 through 
PRE4 are for preparation phases and PHI through PHI 5, for 
execution phases. Only one phase flip-flop is set at a time. 

Every instruction must use preparation phases PRE1 and PRE2 
to clear registers and to prepare for operand access. Phases 
PRE3 and PRE4 are used for operations that require special 
preparation sequences such as indirect addressing. 



When preparation is complete, flip-flops PHI through PH15 
are set in numerical order unless a branch signal is given 
during one phase to skip one or more phases at the next tran- 
sition or to return to an earlier phase. Generally, only a 
few of the available phases are used, and the instruction 
may end at any point in the sequence. 

The transition between phases is marked by a CL clock sig- 
nal. Although the clock signal always comes from the same 
source, the time interval between clock pulses varies ac- 
cording to the time required to generate the signals needed 
before the next clock pulse. The time inverval is defined 
by one of the clock gating flip-flops, TIL, T4L, T8L, or 
T10L, or by a clock-gating signal, T6L, which is true when- 
ever none of the clock-gating flip-flops is set. The time 
intervals are given in table 3-2. Gating the clock signals 
from the delay lines in the clock generator is shown in 
figure 3-10. A timing diagram of a typical sequence of CL 
clock pulses is given in figure 3-15. 

3-27 CENTRAL PROCESSOR OPERATIONS 

Computer operations are controlled by instructions, which 
are first loaded into memory and then read out of memory 
by the arithmetic and control units. 

Reference addresses in the instruction word can be inter- 
preted in three ways: the reference address refers to an 
actual location in memory, the location specified in the 
reference address contains the address of the instruction to 
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be executed (indirect addressing), or the contents of the 
index register must be added to the reference address before 
memory access (indexing). Indirect addressing and indexing 
may be performed on the same instruction; that is, memory 
is first indirectly addressed and then the contents of the in- 
dex register are added to the address read from memory. 



Table 3-2. CL Clock Pulse Intervals 


Gating Signal 


Time Interval (ns) 


TIL 


150 


T4L 


280 


T6L 


320 


T8L 


380 


T10L 


440 



An immediate instruction contains in the reference address 
field a number to be operated on, rather than an address. 
If bit position of an immediate instruction word contains 
a one, indicating indirect addressing, the operation is il- 
legal, and the program branches to a trap memory location 
which may contain a subroutine to carry out the necessary 
remedial steps. 

In all computer operations, words are read from memory a 
full 32-bit word at a time; however, writing may be done 
on a byte basis, using four signal lines to indicate which of 
four bytes are to be written. 

3-28 PROCESSOR CONTROL PANEL OPERATIONS 

When control switches are operated on the processor con- 
trol panel, a phase sequence is entered similar to the phases 
used in central processor operations. The CPU contains a 
set of phase flip-flops designated PCP1 through PCP7 for use 
of the processor control panel. The flip-flops are set and 



reset by ac clock signals from the CPU delay lines, usually 
using the T6L clock-gating signal. 

Operating the RESET switch places the control panel logic 
in PCP2. When operating other switches, the other phases 
follow in numerical order, and the computer functions are 
performed according to the setting of the switches. PCP1 
follows PCP7, except during a LOAD operation, and the 
operation waits in PCP2 until the COMPUTE switch is placed 
in RUN or STEP. The PCP then goes through the sequence 
to PCP5, and the next clock sets the first preparation phase 
flip-flop to start normal computer operation. 

3-29 INTERRUPT OPERATION 

This system permits the interruption of the normal sequence 
of events in the CPU by a signal generated either internal or 
external to the CPU. Each interrupt has an assigned priority 
and can be individually armed and enabled by the program. 
An active interrupt causes the program to branch to a mem- 
ory address assigned to the interrupt, and the instruction in 
that address is executed. The interrupt location may con- 
tain a single instruction or may take the program to a sub- 
routine. Normal operation can usually be resumed from the 
point of interruption. 

Interrupt operations are controlled by phase flip-flops 
INTRAP1 and INTRAP2. The flip-flops are clocked by CPU 
ac clock signals; however, actual control of the phases is 
in the interrupt circuits which are clocked by a 2.048 MHz 
clock from the CPU. The synchronization of the clocks is 
accomplished by disabling the CPU clock until a clock is 
received from the interrupt chassis. During the interrupt 
phases, the next instruction address is stored, and the in- 
terrupt address associated with the interrupt in progress is 
received by the CPU for memory access. 



Flip-flops in the interrupt circuits, which indicate whether 
the interruot is armed, disarmed enabled, waitina or ac- 
tive, determine whether or not an interrupt is admitted. 
Priority is established by cabling between these circuits, 
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Figure 3-15. CL Clock Timing, Typical 
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because only the highest priority interrupt may advance 
from the waiting to the active state. 

3-30 TRAP OPERATION 

The trap system is used basically for error detection. A 
trap indication results from a condition such as a nonexist- 
ent instruction, addressing a nonexistent memory location, 
watchdog timer runout, or an instruction calling for decimal 
or floating point operation when the option is not included 
in the system. The detection of a trap condition causes the 
immediate execution of a trap instruction in a unique lo- 
cation in memory. Trap operation is also used to simulate 
instructions not included in the system logic; that is, a Call 
instruction causes the program to trap to a specific location 
from which a branch is made to a subroutine to carry out 
the desired operation. 

Trap operations are controlled by the two phase flip-flops 
used in interrupt operation: INTRAP1 and INTRAP2. A 
trap operation has priority over any interrupt except when 
a power on or power off interrupt has been detected and 
the INTRAP phases are entered in the first cycle following 
the end phase of the instruction in process. Trap phases 
are clocked by T6L and T10L clocks and are not affected 
by the 2.048 MHz clock in the interrupt circuits. During 
the trap phases, the next instruction is stored and the trap 
address associated with the trap signal received is pre- 
sented to memory for access. The program then branches 
to the memory address stored in the trap location. 



Information exchange between the IOP and the CPU takes 
place on three function lines, three IOP address lines, and 
two condition code lines. The function lines carry a three- 
bit code which indicates one of five input/output instruc- 
tions being executed. The IOP address is a three-bit code 
designating one of eight possible IOP's being addressed. The 
IOP addresses, in the range through 7, are set by manual 
switches in the individual IOP units. Information exchange 
between the IOP and other units is shown in figure 3-16. 
However, timing, control, and interrupt signals are not 
shown on the diagram. 

Each IOP is connected to one memory port and uses a single 
memory bus. Memory addresses are placed on the 17 address 
lines for memory access. Commands, responses, and data 
are carried on 32 memory data lines as shown in figure 3-16. 

The eight data lines between the IOP and the device con- 
troller carry data in both directions and also carry the eight 
order bits from the input/output commands. Interrupts are 
generated in the device controller and are acknowledged 
by the IOP. 

A general flow chart of the IOP functions during an input/ 
output operation is shown in figure 3-17. The functions in 
the instruction execution block are carried out in coopera- 
tion with the CPU. Except for the Halt instruction, the 
functions under command execution proceed without help 
from the CPU. Commands are first stored in memory by the 
CPU. 



3-31 INPUT/OUTPUT CHANNEL 

An input/output channel is composed of a multiplexing 
input/output processor or a selector input/output processor 
and of one or more device controllers, each connected to 
one or more peripheral input/output devices such as card 
readers and punches, magnetic tape units, and printers. 
Operation of the device controllers and devices is covered 
in other technical manuals. Therefore, it is not explained in 
detail in this section. 

The input/output processor controls all data transfers be- 
tween the computer memory and the peripheral devices. 
After receiving an instruction from the CPU to start opera- 
tion, the IOP executes input/output commands in much the 
same manner as the CPU executes instructions. Input/ 
output is performed simultaneously with central processing 
operations, since the IOP operates independently. 

3-32 Multiplexing Input/Output Processor 

The multiplexing input/output processor (MIOP) contains an 
address register, a data register, fast access memory regis- 
ters, adding circuits, and delay lines for generating timing 
pulses. Interface signal exchange is via cable receivers 
and cable drivers, and a logical one is represented by +2 
volts and a logical zero is represented by volts. 



After a Start Input/Output instruction is indicated on the 
function lines, and an IOP recognizes its address on the 
IOP address lines, all communication between the IOP and 
the CPU takes place by way of locations X'20' and X'21' 
in memory. The IOP reads the first command address 
and the device controller (or device and device controller) 
address from location X'20 1 . Information on the device 
status is then placed in locations X'20 1 and X'21' by the 
IOP for use by the computer. During command execution, 
the IOP acts independently and transfers a series of bytes 
between the device and successive locations in core memory 
until the number of bytes sepcified in the command double- 
word is transferred. One word at a time is transferred be- 
tween the IOP and memory on the 32 data lines. Transfer 
between the IOP and the device controller is a byte at a 
time on the eight data lines. 



The IOP contains a fast-access memory register for each de- 
vice controller. Each command goes into the register as- 
sociated with the device controller specified in the input/ 
output instruction. In the command word there is an eight- 
bit order field directing the peripheral unit to read, write, 
read backward, and so forth. These order bits are trans- 
ferred directly to the device on the eight data lines without 
entering the memory register. 
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Figure 3-16. IOP Information Exchange 
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Figure 3-17. IOP Functional Flow Chart for Input/Output 



After input/output has started, the computer communicates 
with the IOP only to halt the operation, to test the status 
of data transmission or of the device, or to acknowledge an 
interrupt. Halt, Test, and Interrupt Acknowledge instruc- 
tions are available for these communications. During exe- 
cution of these instructions, the instruction code is placed 
on the function lines to the IOP. After an IOP address or 
an interrupt has been recognized, the remainder of the com- 
munication between the CPU and the IOP takes place via 
memory locations X'20 1 and X '2 1 ' as in the Start instruction. 
The type of information carried on the condition code, data, 
and status lines varies according to the instruction being 
executed. 

Two types of chaining are used to permit the IOP to take 
more than one command from memory with only one instruc- 
tion from the CPU. 

a. Command Chaining. Stipulated by setting a com- 
mand chain flag bit in the command doubleword in memory. 
When the command has been executed, the IOP, instead of 
terminating the service, steps up a command counter by one 
and reads the next command from the next memory location. 
This process continues until the IOP receives a command 
with a zero in the command chain flag bit. The command 
chain function permits the IOP to read a chain of commands 



from core memory and to execute these commands until the 
chain is completed without communicating with the CPU. 

b. Data Chaining. Setting a data chain flag bit in 
the command doubleword permits scatter-reading and gather- 
writing. Scatter-reading is placing information from one 
physical record in a device into one or more noncontiguous 
memory locations. Gather-writing is taking information 
from one or more noncontiguous memory locations and writ- 
ing it into one physical record in a device, such as a mag- 
netic tape unit or a card punch. When a data chain flag 
bit is detected, the IOP reads a command from the next 
memory location as in command chaining; however, the or- 
der bits in the command are not passed on to the device 
controller. Thus, the operation required in the previous 
order is continued without starting a new record. Data 
chaining stops when a zero is detected in the data chain 
flag bit in a command word. 

3-33 IOP Priority 

Two types of priority are established in the system with re- 
gard to the IOP: interrupt priority and memory access pri- 
ority. 

Each IOP is recognized in the order of its assigned priority, 
if more than one IOP sends an interrupt request to the CPU 
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while an interrupt is being processed. The priority is de- 
termined by the cable connection as shown in figure 3-18. 
IOP has the highest priority and IOP 4 has the lowest 
priority. All of the IOP's share a single interrupt request 
line to the CPU. 

If more than one IOP requests memory access from the same 
memory bank at the same time, the priority is determined by 
the memory port to which the IOP is connected. Since mem- 
ory port A has a higher priority than port B, and the four 
port expander outputs have priority corresponding to their 
numerical order, the IOP units have memory access pri- 
ority in the following order: IOP 4, IOP 3, IOP 2, IOP 1, 
and IOP 0. 

3-34 DETAILED PRINCIPLES 

3-35 INTRODUCTION 

This subsection describes the operation of each func- 
tional unit of equipment, primarily in terms of logic 



elements (flip-flops, gates, registers) rather than in terms of 
circuit components (capacitors, resistors, transistors). Also 
included are functional, logic, timing, and simplified sche- 
matic diagrams. 

3-36 Circuit Description 

Diode-transistor logic is used for all Sigma 7 T-Series module 
logical functions. Integrated circuit flip-flops, inverters, 
and buffer amplifiers are combined with discrete electronic 
components such as diodes, transistors, and resistors to form 
logic element modules, flip-flop and register modules, and 
special circuit modules. The logic element modules con- 
tain AND, OR, NAND, and NOR gates. The outputs are 
logically amplified or amplified and inverted. The flip-flop 
modules are used for storage, counting, and shifting. The 
special circuits, such as cable drivers and receivers, one- 
shots, and lamp drivers, are used primarily for communica- 
tion with other equipment or display devices. 
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Figure 3-18. IOP Priority Assignments 
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The clock pulse that is applied to the T-Series flip-flops is 
a standard 4-volt logic signal that is shaped and synchro- 
nized to provide proper system operation. 

Standard supply voltages for the logic circuitry are +4, +8, 
and -8 volts. Voltage tolerances must be within ±10 per- 
cent. The logic levels are +3.6 volts for a minimum logi- 
cal 1 and +0.05 volts for a maximum logical (nominal 
volts for a zero arid nominal +4 volts for a one). Typical 
noise margins are 1. 1 volts for both one and zero rejections. 
The typical propagation delay time is 40 ns for flip-flops 
and 18 ns for buffered AND/OR or NAND/NOR gate 
circuits. Propagation time is defined as the time between 
a 50 percent change of input level and a 50 percent change 
in output level. 

3-37 TYPICAL T-SERIES CIRCUIT . The AT21 cable driver 
schematic diagram in figure 3-19 shows a typical combina- 
tion of an integrated circuit with diodes and resistors on a 
logic module. The module contains 14 cable driver circuits, 
only one of which is shown in the figure. 

A logic diagram of the AT21 cable driver is shown in figure 
3-20. Diodes CRl and CR2 make up one AND gate; diodes 
CR3 and CR4 make up a second AND gate; diodes CR5 and 
CR6 form an OR gate whose output is amplified by the inte- 
grated circuit buffer (XDS 306) A4 through A7. Emitter fol- 
lower Ql transmits an uninverted signal to the cable con- 
nected to P2. 

As shown in figures 3-19 and 3-20, circuits 2 through 7 
contain only one AND gate. In the remaining circuits, 
the outputs of two AND gates are joined in an OR gate. 

The integrated circuit chip (XDS 306) consists of four buffer 
circuits, as shown in the schematic diagram of A4 through 
A7 (figure 3-19). The circuits are designated -1 through 
-4. As shown in figure 3-19, all of the buffer circuits are 
used on the AT21 module except A6-1 and A6-2. 

3-38 INTEGRATED CIRCUITS . Six integrated circuits are 
used as the active logic elements in the Sigma 7 modules. 
The logic output of each circuit may be considered like a 
semiconductor switch at ground. A conducting output 
(transistor on) propagates a zero; an open output (transistor 
off) propagates a one. The +4, +8, and -8 supply voltages 
are standard for the integrated logic circuits. 

The following integrated circuits are used in Sigma 7: 

a. Memory Element (XDS 304). Contains eight storage 
bits in one integrated circuit element. A schematic diagram 
of the memory element is shown in figure 3-21. Each bit in 
the memory element consists of a flip-flop with the collec- 
tors of the two transistors, Ql and Q2, connected to the 
source voltage. The control line is connected to transistor 
Q3 which supplies power to the decoding and writing cir- 
cuits. When the control line is false, these circuits are 
deprived of power, and the data output line is the collec- 
tor of a cutoff transistor, Q4. The three address lines are 



decoded so that only one of the eight flip-flops in the 
memory element is subjected to a write line input. Also, 
only that bit controls the data output line. The register- 
write input must be true in order for a data input signal to 
set the selected flip-flop. A timing diagram of memory 
element operation is shown in figure 3-22. 

b. Inverter (XDS 305). Contains four inverter circuits 
in one package. The inverters drive and are driven by 
diode-resistor AND/OR gates. The nominal threshold is 
+2.0 volts. Each inverter circuit presents the logical in- 
version of the input signal at the output. The typical gate 
structure for the inverter is shown in figure 3-23, and a 
schematic diagram of one inverter is shown in figure 3-24. 

• c. Buffer (XDS 306). The XDS 306 buffer contains four 
buffer circuits in one package. The buffers drive and are 
driven by diode- resistor AND/OR gates. The nominal 
threshold is 2.0 volts. The typical gate structure for the 
buffer is shown in figure 3-25. Each buffer circuit presents 
the logical equivalent of the input signal at the output. A 
schematic diagram of one buffer circuit is shown in figure 
3-26. 

d. F lip— Flop (XDS 307). Containsoneflip-flopcircuit 
in one package. The flip-flop drives and is driven by diode- 
resistor AN D-OR gates. The nominal threshold is 2.0 volts. 
The typical gate structure is shown in figure 3-27. A sche- 
matic diagram of the flip-flop is shown in figure 3-28, and 

a logic diagram is shown in figure 3-29. The flip-flop is 
set or reset on the trailing edge of the clock pulse. The 
flip-flop sets, if both set and reset inputs are true. The dc 
set and dc reset inputs act independently of the others. 
When the dc set input becomes one, the set output becomes 
one and remains one after the dc set input becomes zero. 
When the dc reset input becomes one, the reset output be- 
comes one and remains one after the dc reset input becomes 
zero. When the dc set and dc reset inputs are one simul- 
taneously, the state of the flip-flop is indeterminate. 

e. Discriminator (XDS 308). Contains two discrimi- 
nator circuits in one integrated circuit package. A sche- 
matic diagram of the discriminator is shown in figure 3-30. 
If the input signal is greater than the reference voltage, 
the discriminator generates a logical 1 at the output. If 
the input signal is less than the reference voltage, the dis- 
criminator generates a logical at the output. The dis- 
criminator is driven by an emitter follower circuit of the 
type shown in figure 3-31, and drives diode-resistor AND/ 
OR gates of the type shown in figure 3-32. The voltage 
discrimination level for each circuit is set externally. In- 
put signals must range from -2.0 to 4.4 volts with a voltage 
discrimination level between -1.5 and +1.5 volts. 

f. Flip-Flop (XDS 311). Contains two flip-flop cir- 
cuits in one package. A schematic diagram of the flip- 
flop is shown in figure 3-33. The flip-flop changes state 
at the trailing edge of the clock pulse. If both the 
set and reset inputs are true, the flip-flop sets. The 
dc set and dc reset inputs act independently of the others. 
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Figure 3-19. AT21 Cable Driver, Schematic Diagram 
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Figure 3-20. AT21 Cable Driver, Logic Diagram 
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Figure 3-21. Memory Element (XDS 304), Schematic Diagram 
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Figure 3-22. Memory Element Operation, Timing Diagram 
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Figure 3-23. Gate Structure for Inverter (XDS 305), Typical 
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Figure 3-24. Inverter (XDS 305), Schematic Diagram 
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Figure 3-25. Gate Structure for Buffer (XDS 306), Typical 
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Figure 3-26. Buffer (XDS 306), Schematic Diagram 
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Figure 3-27, Gate Structure for Flip-Flop (XDS 307), Typical 
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Figure 3-31. Use of Discriminator (XDS 308), Typical 



+8V 



2.2K 



AO M- 

BO H- 



+8V 



2.2K 



co — x- 



DO |f 



+8V 



* 



2.2K 



co — 14- 
fo 14- 



* 



-►AB+CD+EF 



901 060A. 3383 



Figure 3-32. Discriminator (XDS 308) Gate Structure, Typical 
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Figure 3-33. Flip-Flop (XDS 311), Schematic Diagram 
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When the dc set input becomes one, the set output becomes 
one and remains one after the dc set input becomes zero. 
When the dc reset input becomes one, the reset output be- 
comes one and remains one after the dc reset input becomes 
zero. When the dc set and dc reset inputs are one simul- 
taneously, the state of the flip-flop is indeterminate. The 
logical function is independent of the delay control input, 
which provides an output signal delay of 80 to 200 ns after 
the fall of the input clock pulse. This flip-flop is functional 
only if the delay control input is grounded. If the input is 
left open, the flip-flop (XDS 311) functions exactly like the 
flip-flop (XDS 307). The flip-flop drives and is driven by 
diode -resistor AND/OR gates of the type shown in figure 
3-34. 
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Figure 3-34. Flip-Flop (XDS 31 1) Gate Structure, Typical 

3-39 CPU INFORMATION TRANSFER AND STORAGE 

3-40 Control and Data Registers 

Information transfer and storage in the CPU is performed by 
12 registers, designated A, B, C, CC, CS, D, E, O, P, 
Q, R, and RP. Temporary storage is provided by a set of 
private memory registers, and all data except address in- 
formation leaves the CPU via the sum bus. An adder is 
used in conjunction with the A-, D-, and CS-registers for 
calculation purposes. Figure 3-35 shows the data transfer 
between the registers, the sum bus, and the adder. 

This description includes a diagram of each register that 
shows inputs to the register and the enabling signal for each 
input. The byte inputs are not shown separately except for 
the C -register diagram. For example, the transfer of the sum 



bus to the B-register is shown as S0-S31 into B0-B31. The 
enabling signal is given as BXS-0 through BXS-3. The ac- 
tual enabling signals are: BXS-0 for byte 0, BXS-1 for 
byte 1, BXS-2 for byte 2, and BXS-3 for byte 3. 

The generation of the enabling signals is shown in the set 
of logic diagrams that follow each register diagram. In 
most cases, the origin of an enabling signal is an instruction 
family and an instruction phase. The interpretation of the 
instruction family mnemonics and of other signals found in 
the logic diagrams is contained in the glossary of terms in 
this manual. Register data transfers are given detailed ex- 
planation in discussions of the individual instructions. 

Enabling terms for data transfer must be connected to the 
reset sides of the flip-flops so that when the input is a zero, 
a one previously in the flip-flop may be cleared. When the 
set and reset sides of a flip-flop in a CPU register are made 
true at the same time, the set side overrides the reset side, 
and the flip-flop sets. 

3-41. A-REGISTER . The A-register is used for the follow- 
ing purposes: 

a. Providing an accumulator for arithmetic calcu- 
lations 

b. Providing an intermediate register during storage 
of private memory information in core memory 

c. Accepting R-register information when the R-field 
in an instruction is used as an operand during Modify and 
Test Word, Modify and Test Halfword, and Modify and Test 
Byte instructions 

d. Shifting words right and left during shift instructions 

e. Shifting private memory words right for byte and 
halfword instructions 

f. Shifting private memory words left for indexing 
during doubleword operation 

g. Receiving E-register information during exponent 
operation 

h. Storing count from the E-register during byte string 
operations 

i. Receiving count information from the E-register 
when storing the control image for the memory map and 
memory protection 

j. Forming words for storage in core memory location 
X'20' for communication with the IOP 

The A-register consists of 32 register flip-flops when the 
floating point option is not included. The floating point 
option adds 25 additional flip-flops. The flip-flops have 
both set and reset inputs. 

Inputs to the A-register, with the enabling signals for each 
input, are shown in figure 3-36. The inputs to the A- 
register floating point extension, with enabling signals, 
are shown in figure 3-37. 
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Figure 3-36. A-Register Inputs and Enabling Signals 
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Figure 3-37. A-Register Extension Inputs and Enabling Signals 



3-42 B- REGISTER . The B-register is used as follows: 

a. To operate in conjunction with the D-register 
and the sum bus for arithmetic calculations 

b. To indicate shift left and right for shift instructions 

c. To save byte address for the P-register during byte 
string instructions 

d. To contain the upper half of doubleword during 
doubleword instructions 

e. To store address during interrupt operation 

f. To store exponents 



The standard B-register consists of 32 register flip-flops. 
With the floating point option, 25 additional flip-flops are 
added. The flip-flops have both set and reset inputs. 

Inputs to the B-register, with the enabling signals for each 
input, are shown in figure 3-38. The inputs to the B- 
register floating point extension are shown in figure 3-39. 

3-43 C-REGISTER . The C-register serves as an instruction 
register and is used in calculations in conjunction with the 
A-, D-, and CS-registers. All core memory information enters 
the CPU via the C-register, and part of the private memory 
information also uses this path. Inputs for calculation pur- 
poses are received from the sum bus. Opcodes and private 
memory addresses are sent from the C-regisfer to the O- and 
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Figure 3-38. B-Register Inputs and Enabling Signals 
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Figure 3-39. B-Register Extension Inputs and Enabling Signals 



R-registers, respectively. Core memory addresses go 
directly from the C-register to the memory address lines. 
AH other outputs from the C-register are taken to the D- 
register. In doubleword operations, the C-register holds 
the 32 high-order bits of the effective doubleword. 

The C-register is unique among the CPU registers in that its 
storage circuits are made of buffered latches instead of 
flip-flops. In the logic equations, these buffered latches 
are referenced as buffer flip-flops, designated by symbol 
FB. 

The operation of a buffered latch, using bit one of the C- 
register as an example, is illustrated in figure 3-40. Other 
bits are the same, except that with bytes 1, 2, and 3 the 
dash number after the HOLDC term and the number after 
the slash in the enabling terms is 1, 2, or 3 instead of 0. 

When the C-register is loaded from private memory, the 
sum bus, or the memory bus, one of the three lower inputs 
to the OR gate (see figure 3-40) goes true, and buffer 
output CI is driven true. The CI output is fed back to the 
input of an AND gate containing holding term HOLDC-0. 
As long as HOLDC-0 is true, CI contains a logical 1. 
even after the qualifying signal has dropped. A zero is 
placed in CI when a false output from one of the inverters 
causes HOLDC-0 to go false. 

A timing diagram for loading CI from the sum bus is shown 
in figure 3-41. The generation of enabling signals CXS/0 



through CXS/6 is shown in figure 3-42. A low N(S/CXS) 
signal is generated at the output of an AND gate whenever 
a combination of instruction logic and phasing indicates 
that a transfer from the sum bus to the C-register is to be 
performed. When ac clock signal occurs, CXSE goes true 
and is latched by feedback because CXS is false. After a 
45-ns delay, CXSE/D rises, causing CXS to go true. Sig- 
nal CXS is latched by feedback to the AND gate which 
contains DCH, true in its inactive state. Forty-five nano- 
seconds later, time delay output CXS/D causes CXS/0 to 
rise, and a one is gated into CI by SI and CXS/0. 

When a given time interval has elapsed after the occurrence 
of the ac clock, a pulse traveling down the clock generator 
delay line causes DCH to go false for 40 ns. The CXS latch 
is then released. Dropping CXS allows HOLDC-0 to go 
true, and the bit in CI is latched until a subsequent signal 
drives HOLDC-0 false. Because of circuit delays between 
HOLDC-0 and CXS/0, CXS/0 remains true for a short time 
after HOLDC-0 rises. The overlap ensures that the latch 
will hold while the signals are changing. 

Figure 4-43 shows all possible inputs to the C-register and 
the enabling signal for-each input. Signal CX/1 clears the 
C-register; CXRR transfers data from private memory; CXMB 
transfers data from the memory bus; and CXS transfers data 
from the sum bus. Signal CXCL32 moves data into bits 47 
through 71 during floating point operation. Figure 3-44 is 
a logic diagram showing the generation of the enabling 
signals. 
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Figure 3-40. C-Register Bit 1, Simplified Logic Diagram 
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Figure 3-41. Loading CI from Sum Bus, Timing Diagram 
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Figure 3-42- CXS Enabling Signal Generation 
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Figure 3-44. C-Register Enabling Signal Generation 



3-42 



901060 



Paragraphs 3-44 to 3-45 



Bits 46 through 71 of the C-register are included only when 
the CPU contains the floating point option. 

3-44 CONDITION CODE REGISTER . The condition code 
register contains a four-bit code that indicates the nature 
of the results of an instruction. The significance of the 
condition code bits depends on the instruction just executed. 
The condition code register is also used as a control register 
during execution of Load Multiple, Store Multiple, Edit 
Byte String, Push Multiple, and Pull Multiple instructions. 
The outputs of the condition code register are fed to theD- 
register for storage in memory as part of the program status 



doubleword. The CC-register is part of the program status 
doubleword. The condition code register consists of four 
flip-flops. Common inputs to all four flip-flops, with the 
enabling signal for each input, are shown in figure 3-45. 

3-45 CS-REGISTER. The carry save (CS) register is used 
for the following purposes: 

a. To save the carry bits in multiplication 

b. To help form the two's complement of the data in 
the A- or D-register 
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Figure 3-45. Condition Code Register Inputs and Enabling Signals 
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Paragraph 3-46 
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c. To extend the sign of the R-field in the instruction 
when this field is used as a number 

Only one bit (CS31) in the CS-register has a reset term. 
The reset sides of all the other flip-flops are connected to 
an ac-clock signal. These flip-flops reset at the first clock 
pulse after the setting term for the flip-flop has dropped. 

The standard CS-register consists of 34 flip-flops, CSO 
through CS33. For the floating point option, 25 more flip- 
flops, CS47 through CS71, are added. The inputs to the 
register are generate terms from the adder, designated G, 
and ones. Outputs are taken to the adder and to the sum 
bus. A block diagram of the CS-register with inputs is 
shown in figure 3-46. 

3-46 D-REGISTER. The D-register is used for the follow- 
ing purposes: 

a. To enter information from the data keys on the 
processor control panel 



b. To receive data from the decimal arithmetic option 

c. To receive direct input from external equipment by 
way of the read/write direct data lines 

d. To form the program status doubleword for storage 
in memory 

e. To place the index register address and private 
memory page address on the private memory address lines 

f. To display the contents of the memory fault flip- 
flops in the MEMORY FAULT indicators on the processor 
control panel 

g. To align bytes and halfwords downward from the 
C-register for storage in memory 

h. To perform arithmetic calculations 

i. To provide intermediate storage during transfer 
from core memory into private memory 
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Figure 3-46. CS-Register Inputs and Enabling Signals 
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Paragraphs 3-47 to 3-49 



j. To store full words in core memory 

k. To load into memory the complement of the word 
in the C -register 

I. To extend the sign bit 

m. To hold the 32 low-order bits of the effective 
doubleword in doubleword operation 

The D-register consists of 33 register flip-flops, DO through 
D31 and D71, when the floating point option is not included; 
25 register flip-flops, D46-D70, are added for float- 
ing point operation. Flip-flop D71 is used in multiplication 
in the standard computer. The inputs to the D-register and 
to the D-register extension, with the enabling signals for 
each input, are shown in figures 3-47 and 3-48. The four- 
byte enabling signals are given under one bracket for a 
specified transfer instead of showing individual byte transfer. 
For example, C is gated into D with DXC/10 through 
DXC/13. Byte is gated with DXC/10, byte 1 with 
DXC/11, byte 2 with DXC/12, and byte 3 with DXC/13. 
Other byte-enabling signals are similarly gated. 

3-47 E-REGISTER. The E-register is used for the following 
purposes: 

a. To hold the exponent in floating point operation 

b. To check for a nonzero product in multiplication 

c. To act as a counter in byte operation and in float- 
ing point shift instructions, and to place the control image 
in memory during memory map and memory protection oper- 
ations 

d. To store the condition code in stack instructions 

The E-register consists of eight counter flip-flops. Data 
enters the register via the B-register, the condition code 
register, and the sum bus. Outputs from the E-register are 
applied to the A-register. Internal E-register count logic 
adds or subtracts one from the contents of the register or 
subtracts four from the contents. 

Figure 3-49 shows inputs to the E-register, with enabling 
signals. Count logic is not shown in this figure, but the 
complete count logic is given in table 3-3. 

3-48 O-REGISTER. The O-register is an operation code 
register. Decoding to determine the instruction to be exe- 
cuted is done from this register. The operation code is taken 
from bits 1 through 7 of the C-register which contain the 
operation field of the instruction. 

The O-register is made up of seven flip-flops. The inputs 
to the O-register and the enabling signals are shown in 
figure 3-50. 

3-49 P-REGISTER . The P-register is used as a storage reg- 
ister for core memory addresses and as a counter. During 



address storage, the count logic increases or decreases the 
contents of the P-register in increments of one in order to 
address the next memory location in sequence or to address 
the previous memory location. The P-register is part of the 
program status doubleword; however, the INSTRUCTION 
ADDRESS indicators in the program status doubleword on the 
processor control panel are lighted by the outputs of the 
Q-register that contain the same information. 

The P-register consists of 19 counter flip-flops. Addresses 
are placed in the register by way of the sum bus, the Q- 
register, the interrupt address flip-flops, the trap address 
flip-flops, and the SELECT ADDRESS switches on the pro- 
cessor control panel. Address information goes out of the 
P-register to the core memory by direct input, via the LB 
lines, to the Q-register and to the processor control panel 
INSTRUCTION ADDRESS indicators via the sum bus. 

Information input to the P-register and the enabling signals 
are shown in figure 3-51. The count logic for the P-register 
is not shown in this figure, but is discussed separately. 

The counting function of the P-register is used for the fol- 
lowing purposes: 

a. To add or subtract increments to or from the en- 
tire P-register contents for address sequencing 

b. To count shifts in shift instructions 



c. To count iterations in multiply and divide instruc- 



tions 



d. To count words when storing the memory map or 
memory protection control image in memory 

The P-register count-control logic operates on five separate 
sections of the register as shown in figure 3-52. The en- 
abling signals are the plus-count P-register signals, PCTP1 
through PCTP5, for adding increments to all five sections; 
and the minus-count P-register signals, MCTP1, MCTP2, 
and MCTP5 for subtracting increments from the correspond- 
ing sections. 

The outputs of the P-register flip-flops and the plus-count 
signals PCTP1 through PCTP5 are used to add one to the 
contents of the P-register for address sequencing. Signal 
PCTP1 is generated for this purpose from the ENDE signal 
during the end phase of each instruction or from the follow- 
ing processor control panel switch inputs to the NPCTP1 
logic: 
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Figure 3-48. D-Register Extension Inputs and Enabling Signals 
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Figure 3-49. E-Register Inputs and Enabling Signals 
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Table 3-3. E-Register Count Logic 



Count 










Enabling 


Flip-Flop 


Set Logic 


Reset Logic 


Count 


Signal 










PCTE1 


E4 


NE4 E5 E6 E7 


E5 E6 E7 


Counts up by ones. 
ES4 - 1 during 




E5 


NE5 E6 E7 


E6 E7 


PCTE1 




E6 


NE6 E7 ES4 


E7 ES4 






E7 


NE7 ES4 


ES4 




MCTE1 


E4 


NE4 NE5 (NE6 NE7 + NES4) 


NE5 (NE6 NE7 + NES4) 


If ES4 - 1, counts 
down by ones. 




E5 


NE5 (NE6 NE7 + NES4) 


NE6 NE7+ NES4 


If ES4 = 0, counts 
down by fours 




E6 


NE6 NE7 ES4 


NE7 ES4 






E7 


NE7 ES4 


ES4 




PCTE2 


E0 


NEO El E2 E3 


El E2 E3 


Counts up by ones 




El 


NE1 E2 E3 


E2 E3 






E2 


NE2 E3 


E3 






E3 


NE3 


PCTE2 




MCTE2 


E0 


NEO NE1 NE2 NE3 


NE1 NE2 NE3 


Counts down by 
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El 


NE1 NE2 NE3 


NE2 NE3 






E2 


NE2 NE3 


NE3 






E3 


NE3 


MCTE2 
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C5 
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Figure 3-50. O-Register Inputs and Enabling Signals 
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Figure 3-51. P-Register Inputs and Enabling Signals 
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Figure 3-52. P-Register Count Gating 



The count begins in a two-bit counter, P30 and P31. When 
these flip-flops contain ones, PCTP2/1 is true, and P26 
through P29 act as a four-bit counter until all of these flip- 
flops contain ones. This causes P2629W to go true. Signal 
PCTP3 is then generated, and P23 through P25 count up by 
ones. Signal P2329W is now true, and PCTP4 counts up the 
section consisting of P19 through P21. At the end of this 
count, P1929W is true, and P15 through P18 are allowed to 
count to all ones. When the P-register is full of ones, the 
count is 131,072 which includes ail iocations in a maximum 
128K memory. 

The set and reset logic for each bit in the P-register during 
count operations is shown in table 3-4. Signal PA33 is true 
during byte string, decimal, translate, and move-to-memory 
control instructions. Signal FASHFX is true during shift 
instructions. 



3-50 Q-REGISTER. The Q-register stores the next instruc- 
tion address in order to release the P-register for other func- 
tions. In some cases, the Q-register outputs are applied 
directiy to the core memory address iines for memory access. 
The Q-register information is transferred to the P-register 
when the P-register is ready to supply the address. When 
the computer is being set to the initial conditions by the 
CPU RESET switch, a hexadecimal 25 is placed directly in 
the Q-register. 



Lamp drivers are connected to the Q-register flip-flops for 
display in the INSTRUCTION ADDRESS indicators in the 
program status doubleword on the processor control panel. 
The information in the Q-register, the same as that in the 
P-register, is part of the program status doubleword. A 
block diagram of the Q-register and the enabling signals 
is shown in figure 3-53. 

3-51 R-REGISTER. The R-register stores the address of a 
private memory register. The register addresses, ranging 
from to 15, address the 16 registers in one register bank. 
The address is received from the C-register, bits 8 through 
11, which contains the R-field of the instruction word. 
Outputs from the R-register go to the private memory ad- 
dress lines. 

The R-register acts as a counter when it is necessary to ad- 
dress sequential private memory registers. Signal PCTR 
(plus count the R-register) adds one to the contents of the 
R-register, and signal MCTR (minus count the R-register) 
subtracts one from the contents of the R-register. Table 
3-5 contains set and reset logic for each R-regisrer flip- 
flop when counting up and down. 

Figure 3-54 is a diagram of the R-register inputs and en- 
abling signals. The count logic for the R-register is not 
shown. 
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Table 3-4. P-Register Count Logic 



Count Enabling 
Signal 


Flip-Flop 


Set Logic 


Reset Logic 


Count 


PCTP1 


P30 


NP30 P31 (P32 P33 + NPA33) 


P31 (P32 P33 + NPA33) 


N PA true, P30 and P31 




P31 


NP31 (P32 P33 + NPA33) 


(P32 P33 + NPA33) 


count up by ones; 
P32 and P33 remain un- 




P32 


NP32 P33 PA33 


P33 PA33 


changed. PA33 true. 




P33 


NP33 PA33 


PA33 


Four bits count up by 
ones 


MCTP1 


P30 


NP31 NP30 N(FASHFX NP30 


NP31 N(FASHFX NP30 


FASHFX true. P30 and 






NP31) 


NP31) 


P31 count down by ones 




P31 


NP31 N(FASHFX NP30 NP31) 


N(FASHFX NP30 NP31) 


to zero, then remain un- 
changed. P32 and P33 




P32 


PA33 NP33 NP32 


PA33 NP33 


cannot set or reset. 




P33 


PA33 NP33 


PA33 


PA33 true. P30andP31 
count down by ones; 
P32 and P33 count down 
by ones 


PCTP2 


P26 


NP26 P27 P28 P29 


P27 P28 P29 


Counts up by ones 




P27 


NP27 P28 P29 


P28 P29 






P28 


NP28 P29 


P29 






P29 


NP29 


PCTP2 




MCTP2 


P26 


NP26 NP27 NP28 NP29 


NP27 NP28 NP29 


Counts down by ones 




P27 


NP27 NP28 NP29 


NP28 NP29 






P28 


NP28 NP29 


NP29 






P29 


NP29 


MCTP2 




PCTP3 


P23 


NP23 P24 P25 


P24 P25 


Counts up by ones 




P24 


NP24 P25 


P25 






P25 


NP25 


PCTP3 




PCTP4 


P19 


NP19 P20 (P21 P22 + NPA22) 


P20 (P21 P22 + NPA22) 


NPA22 true. P21 and 




P20 


NP20 (P21 P22 + NPA22) 


(P21 P22 + NPA22) 


P22 remain unchanged; 
PI 9 and P20 count up by 




P21 


NP21 P22 PA22 


P22 PA22 


ones. PA22 true. Four 




P22 


NP22 PA22 


PA22 


bits count up by ones 


PCTP5 


P15 


NP15 P16 P17 P18 


P16 P17 P18 


Counts up by ones 




P16 


NP16 P17 P18 


P17 P18 






P17 


NP17 P18 


P18 




MCTP5 


P18 
P15 


NP18 


PCTP5 




NP16 NP15 


NP16 


Counts 0000 down to 




P16 


NP16 


MCTP5 


1111 




P17 


NP17 NP18 


NP18 






P18 


NP18 


MCTP5 

1 
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Figure 3-53. Q-Register Inputs and Enabling Signals 
Table 3-5. R-Register Count Logic 



Count Enabling Signal 


Flip-Flop 


Set Logic 


Reset Logic 




PCTR 


R28 


NR28 R29 R30 R31 


R29 R30 R31 






R29 


NR29 R30 R31 


R30 R31 






R30 


NR30 R31 


R31 






R31 


NR31 


PCTR 




MCTR 


R28 


NR28 NR29 NR30 NR31 


NR29 NR30 NR31 






R29 


NR29 NR30 NR31 


NR30 NR31 






R30 


NR30 NR31 


NR31 






R31 


NR31 


MCTR 



ONES 



RX1 
C8-C11 (C-REGISTER) 



ORXC 



28 



R-REGISTER 
29 I 30 



31 



ORXC 



ZEROS 



901060B.3348 



Figure 3-54. R-Register Inputs and Enabling Signals 
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Paragraphs 3-52 to 3-53 



3-52 RP-REGISTER. The register pointer (RP) register is 
part of the program status doubleword and is used to store 
the address of a private memory extension register bank. 
This register is used when one or more additional private 
memory banks are included in the system to augment the 16 
basic private memory registers in the standard computer. 
When the D-register contains PSW2 of the program status 
doubleword during PSD instructions, the register pointer is 
loaded from the D-register. During the Load Register Pointer 
instruction, the register pointer address is taken from mem- 
ory and is stored in the RP-register through the D-register. 

The RP-register consists of five flip-flops with inputs from 
the D-register and outputs to the private memory address 
lines. Figure 3-55 is a block diagram of the register and 



the enabling signal. 



D23-D27 (D-REGISTER) 



RPXD 



23 



RP-REGISTER 
24 I 25 I 26 



27 



RPXD 



ZEROS 
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Figure 3-55. RP-Register Inputs and 
Enabling Signals 



3-53 PRIVATE MEMORY REGISTERS . The private memory 
registers are located on a set of FT25 fast-access memory 
modules. The registers are installed in banks of 16, num- 
bered register through F in hexadecimal notation. Each 
register contains a 32-bit word. 

A maximum of 32 private memory banks may be installed 
in the computer. Each bank is assigned a page number, 
through 31, and is addressed by the RP-register with codes 
from 00000 to 11111. Page is included in the standard 
computer; pages 1 through 31 are optional. Pages through 
3 are installed in frame 2 of computer unit 1. Additional 
pages are installed in the register extension chassis in frame 
2 of unit 2. 



Each private memory bank consists of four FT25 fast-access 
memory modules. The distribution of the words among the 
four modules is shown in block diagram form in figure 3-56. 
Each module contains one byte of any given word. 

One FT25 module conains 16 eight-bit integrated circuit 
memory elements (XDS 304). A simplified diagram of a 
single memory element is shown in figure 3-57. The con- 
trol, address, and Vqq inputs are applied to all flip-flops 
in the element, although it is not shown in the diagram. 

Each bit of the element is individually addressed by the 
address lines on pins 2, 3, and 4. The three-bit code se- 
lects one of eight flip-flops. The control line also con- 
tains address information. When the control line is false, 
the states of all bits in the memory element remain un- 
changed, regardless of the state of the read/write line. 
When the control line is true, bits of the element may 
change state if the read/write line is true; the output of 
each bit may be read when that bit is addressed regardless 
of the state of the read/write line. 
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Figure 3-56. Word Distribution in Private Memory Bank 
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Figure 3-57. Memory Element (XDS 304), Simplified Block Diagram 



The arrangement of bits in the memory elements on one 
FT25 fast-access memory module is shown in figure 3-58. 
The module shown contains byte of the standard private 
memory bank, designated page 0. Each of the 16 memory 
elements contains eight corresponding bits in eight registers. 
The data, address, and write clock signals are interpreted 
as follows: 

^W/,RPQ,B0/0 



WRITE 



\ 



PAGE BYTE BIT 



,L/RP0B0/X 




ADDRESS PAGE BYTE 



X/RP0B0 



CLOCK PAGE BYTE 



/ i through / 5 
(bit selection) 



Input and output data signals for the four modules in a mem- 
ory bank are shown in figure 3-59. The address lines in the 
four modules are identical. 

Individual bits in each memory element on the FT25 modules 
are selected by address lines LR28 through LR31. As indi- 
cated in figure 3-58, a memory element contains a corres- 
ponding bit for each of eight registers. Dividing the memory 
elements into two sets of eight (figure 3-58), the three least 
significant bits (LR29, LR30, and LR31) select one of eight 
registers in each set (see figure 3-60). Address line NLR28 
gates information into the memory elements containing reg- 
isters through 7, and LR28 gates information into the ele- 
ments containing registers 8 through F. The gating signal 
is connected to the control line input of every memory ele- 
ment. The total effect of the LR28 through LR3I address 
lines is to select one of 16 registers for input or output of 
data. Gating signals RP23 through RP27 which designate 
the private memory page are taken from the RP-register. 
Since each memory bank is equivalent to one page, the 
four FT25 modules in one bank receive the same code from 
the RP-register and are enabled at one time. 
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Figure 3-58. FT25 Module, Page 0, Byte 0, 
Simplified Diagram 
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Figure 3-59. Private Memory Data Organization 
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Figure 3-60. Bit Addressing on FT25 Module 
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The RP lines for the module in figure 3-58 contain NRP23 
through NPR27 which select page 00000. 

Address signals LR28 through LR31 are generated, in gen- 
eral, from either the R-register or the D-register. The R- 
register contains the number of the private memory register 
to be addressed and is used when no crossover occurs. The 
equation is as follows: 



LR28-LR31 



R28-R31 (LRXR NLRXLB) + 



Crossover occurs when a core memory location with an ad- 
dress of less than 16 is addressed. During crossover, LR28 
through LR30 are taken from the D-register, when trans- 
ferring from the C-register to the core memory address lines 
with the equation 

LR28-LR30 = (D28-D30 LMXC + . . . ) LRXLB 

or are taken from the LB lines, when transferring from the 
Q-register or the P-register with the equation 



LR28-LR31 



(LB28-LB31 NLMXC + . . . ) LRXLB 



In cases of doubleword operation or multiple-word opera- 
tion, LR31 is generated from other sources either to select 
an odd numbered register or to implement the function R+l, 
as explained in the discussion on individual instructions. 
During the indexing operation, the private memory address 
is taken from bits 12 through 14 (the index field) of the D- 
register. 



LR29-LR30 



D12-D14 LRXD + 



The equation for the register-write byte signals is as follows: 

RWB0-RWB3 = [RW+MBXS 

+ N(NRWB0)-N(NRWB3)] NRWDIS 

Where RW is a register-write enabling signal, MBXS gates 
the sum bus onto the core memory bus; NRWB0-NRWB3 are 
byte through 3 gating terms generated from instruction and 
phase logic; and RWDIS is a private memory write-disabling 
signal. Signal MBXS is used when crossover occurs because 
of a core memory address less than 16. The CK clock sig- 
nal, gated with the write byte signals, is the private mem- 
ory clock which comes true 20 ns before the ac clock 
signal. 

Data signals are gated from the sum bus into the private 
memory as follows: 



RW0-RW31 



S0-S31 RWXS 



3-54 REGISTER EXTENSION CHASSIS (REU) . A register 
extension chassis contains up to 16 FT25 fast-access memory 
modules and adds from one to four banks of additional pri- 
vate memory to the central processor. Since one bank of 
private memory requires four FT25 modules, these modules 
in the register extension chassis must be added in multiples 



of four. Up to seven register extension chassis may be 
added to the computer, making a maximum of 32 private 
memory banks, including the four banks in the CPU. 

Additional modules in the REU provide cable drivers and re- 
ceivers, terminators, chassis-selection switches and switch 
comparators, and logic circuits for selection and conversion 
of addresses and data signals. Figure 3-61 is a simplified 
logic diagram of the REU. 

Address, data, and control signals are transmitted from the 
CPU on cables and are applied to cable receivers in the 
register extension unit. These bidirectional data cables 
also have cable driver inputs from the REU. Clock signals 
are taken from the ac clock circuits, CL1-CL12, in the 
CPU. The nomenclature, functions, and decoding of the 
interface signals between the CPU and the REU are given 
in table 3-6. 

Each register extension chassis is assigned an address from 
001 through 1 1 1 by manually setting switches S3-2, S3-1, 
and S2-2 on an LT26 switch comparator module in the de- 
sired configuration, with S2-2 as the least significant bit. 
The outputs of these switches are designated SWI0 for S3-2, 
SWI1 for S3-1, and SWI2 for S2-2. A MATCH signal is 
generated in the selected REU by comparing the switch sig- 
nals with the chassis-selection bits in the address as follows: 

MATCH = N(SWI0 NREU0 + NSWI0 REU0 
+ SWI1 NREU1 + NSWI1 REU1 
+ SWI2 NREU2 + NSWI2 REU2) 
This MATCH signal is applied to an AND gate containing 
another input, NREUZ, to indicate that page is not being 
addressed, and the AND gate output, register extension unit 
select (REUSEL), is connected to all of the FT25 modules 
in the selected REU. 

Address lines LR26 and LR27, designated PAGO and PAG1 
in the REU, are decoded to select one of four blocks or 
pages in the selected REU. Figure 3-62 is a simplified 
logic diagram of page of the selected REU, a typical con- 
nection. The data, address, and clock signals are inter- 
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individually through 3. 
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Figure 3-61. Register Extension Chassis, Simplified Block Diagram 
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Figure 3-62, Register Extension FT25 Module, 
Page 0, Byte 0, Simplified Diagram 
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Paragraphs 3-55 to 3-56 



Table 3-6. REU Interface Signals 



Input Cable 


Function 


Cable Receiver Output 


Address Decoding 


/LR23/ 
/LR24/ 
/LR25/ 


Address 
Address 
Address 


REUO 
REU1 
REU2 


Seven chassis (in addition to one 
4-module set in CPU) 


/LR26/ 
/LR27/ 


Address 
Address 


PAGO 
PAG1 

WDAO or WDBO 


Four 16-register backs in a 
chassis 


/LR28/ 


Address 


Two sets of 8 memory elements 
on an FT25 


/LR29/ 
/LR30/ 
/LR31/ 


Address 
Address 
Address 


WDAl or WDBl 
WDA2 or WDB2 
WDA3 or WDB3 


Eight flip-flops in a memory 
element 


/RRWO/- 
/RRW31/ 


Data 


Cable receiver 
output: WR0-WR31 

Cable driver input: 

FD0-FD31 

RDB0-RDB3 




/RWB01/- 
/RWB3/ 


Write 
byte 


WRB0-WRB3 





Read byte signals RDBO through RDB3 are generated when 
the switch settings match the chassis-selecting address lines 
and when the write byte signals are low as shown in figure 
3-61. The SW01 term is added to save power by turning 
off circuits in the unselected REU's. 

Data is gated from the sum bus into the private memories 
in the CPU and in the REU as follows: 

RW0-RW31 = S0-S31 RWXS/1 - RWXS/3 
(CPU private memory) 

/RRW0/-/RRW31/ = S0-S31 RRWXS/1 - RRWXS/3 
(cables to REU) 



The arrangement of bits in the memory elements on one 
FT25 fast-access memory module is shown in figure 3-62. 

3-55 SUM BUS . The sum bus is a set of 32 wires (57 wires 
when extended) for floating point operation which carries 
all output information, except address signals, from the 
arithmetic and control section of the CPU. The sum bus is 
also used for the transfer of certain types of data between 
registers in the CPU. 

Information is gated onto the sum bus from the A-, the B-, 
the CS- and D-register, and from the adder. Since the 



sum bus bits are not stored in flip-flops, the terms are true 
only while the gating terms are true. Figure 3-63 shows 
the sum bus inputs and gating signals. 

Outputs from the sum bus are sent to processor control panel 
indicators, decimal arithmetic chassis, core memory, pri- 
vate memory, and to external equipment via the direct in- 
put/output data lines. Gating signals for these outputs are 
shown in table 3-7. 

3-56 Adder 

The adder performs the basic arithmetic and logical func- 
tions of the computer and is one of the outputs to the sum 
bus. The sum bus circuitry also gates other signals onto the 
sum bus. Figure 3-64 illustrates the adder and sum bus gat- 
ing. For discussion purposes, both the adder circuitry and 
the sum bus gating circuitry are called sum bus gating. 
The sum bus gating performs four functions, as shown in 
the figure: 

a. Adder Operation. Logical and arithmetic opera- 
tions performed on the contents of the A-, D-, and CS- 
register contents 

b. Register Gating. Direct gating of the A-, B-, CS-, 
D-, and P-registers to the sum bus 

c. Display Lamp Gating. Gating of the sum bus out- 
puts to the PCP DISPLAY lamps 
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A0-A31 (A-REGISTER) 



SXA/10 THROUGH SXA 7 13 
B0-B31 (B-REGISTER) 



SXB-0, -1,/12,/13 

CS0-CS31 (CS-REGISTER) 
I 



SXCS-4 THROUGH SXCS-6 
D0-D31 (D-REGISTER) 



SXD/10 THROUGH SXD 13 

K0-K31 (ADDER CARRY) 
I 



SXK/0,/01, -1, -1 1, -2, -21, -3, -31 

PR0-PR31 (ADDER PROPAGATE) 
I 



S0I-S9I 



SXPR/10 THROUGH SXPR'l3 
K25-K28 (SXUAB h SXUAH) S14I-S31I 



SUM BUS 
14|l5|l6|l7 



19 



20 



22 



23 



24 



25 



26 



27 



28 



29 



30 



SXK/0,/01, -1,-11, -2, -21,-3, -31 



ZEROS IF (K0-K31) (PR0-PR31) 1 

A47-A71 (A-REGISTER) 
I 



SXAF-4 THROUGH SXAF-6 

B48-B71 (B-REGISTER) 



B47(SXB/13) 1 

CS47(SXCS-3) — 

D47(SXD/13) — 

K47(SXK-3) — 

PR47(SXPR/13) — 



SXB-4 THROUGH SXB-6 
CS48-CS71 (CS-REGISTER) 



SXCS-4 THROUGH SXCS-6 

D48-D71 (D-REGISTER) 
I 



SXD-4 THROUGH SXD-6 
K48-K71 (ADDER CARRY) 



SXK-4, -41,-5,-51,-6, -61 

PR48-PR71 (ADDER PROPAGATE) 
I 



SXPR '14 THROUGH SXPR 16 



49 



50 



52 



53 



54 



55 



SUM BUS EXTENSION 
56 1 57 1 58 1 59 1 60 1 6 1 1 62 1 63 



64 



66 



69 



70 



SXK-4, -41,-5, -51,-6, -61 



ZERO (K47 PR47 SXK-3) ' ZERO s IF (K48-K71) (PR4S-PR7I) = 1 
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Figure 3-63. Sum Bus Inputs and Gating Signals 
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Figure 3-64. Adder and Sum Bus Gating, Block Diagram 
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d. Load Gating. Gating of manually entered data 
(PCP LOAD switch entry) to the sum bus 

Table 3-8 lists the functions that the sum bus gating performs, 
the controlling signals for each function, and the prior con- 
ditions for the performance of the function. The control 
signals listed in the table are generated by the operation 
code control logic circuits and are described in the opera- 
tion code descriptions in this section. 

In a computer without the floating point option, there are 
32 individual adder and sum bus gating combinations, one 
for each of the 32 sum bus outputs, SO through S3 1 , similar 
to the circuit in figure 3-65. A computer with the floating 
point option utilizes 25 additional adder and sum bus cir- 
cuits to perform the floating point operation. In the fol- 
lowing paragraphs, discussion of the four sum bus gating 
functions is with reference to figure 3-65. 

3-57 ADDER OPERATION . Parallel addition is used in 
the adder, that is, all bits in one register are added at the 
same time to the corresponding bits in another register. 
Figure 3-66 shows the logical operation of each of the 32 
individual adder stages in the sum bus gating. Adder stage 
N sums the Nth bit of the A-, CS-, and D-registers for all 
arithmetic and logical functions listed in table 3-8. The 
arithmetic and logical functions are divided into five 
groups: straight addition, exclusive OR addition, AND and 
OR functions, complementing, and upward alignment. 



The highest order adder stage is adder 0, the lowest order 
is adder 31. Adder N designates any adder (0 through 31); 
adder N+l is the adder one order below adder N. 



Each adder stage is a full adder which generates a sum 
signal (SN), a propagate signal (PRN), and a generate sig- 
nal (GN). Signals PRN and GN are developed in place of 
a carry. They control certain logical operations and are 
used in developing carry signals for higher order adders. 
One carry signal, KN, decoded from the previous (lower 
order) GN and PRN signals, may be received by each adder 
stage; a carry is added to the Nth-bit sum of the A-, CS-, 
and D-registers. To accelerate adder operation, propagate, 
generate, and carry signals from lower order adders are 
gated together to produce carry signals to individual adders. 
Thus, a carry to an adder may be immediately detected 
rather than waiting until it is propagated over a long chain. 
Carry gating is discussed later in this section. 

3-58 Generate Signal . The generate signal is used to 
develop carry signals for higher order adders and is routed 
to the higher order carry gating. Generate signal GN from 
adder N is generally true whenever two of the three bits in 
bit positions AN, CSN, and DN are ones, regardless of 
the carry from the lower orders. In figure 3-66, for example, 
signal GN is true whenever signals AN and DN are true 
(the CS-register has been previously cleared). For every 
adder function: 



GN 



where: 



GN 

AN, DN, CSN 
GX 



AN DN + AN CSN NDN GX 
+ NAN CSN DN GX 



= generate signal from adder N 

= Nth bit of applicable register 

= enabling signal for portion of 
generate gating 





Table 


3-7. Sum Bus Output Gat 


ing 


Signal Name 


Loqic Element ' 


Destination 


Equations 


RW 


_ 
Buffer 


Private memory 


RW0-RW31 = (S0-S31) RWXS 
/RRW0/-/RRW31/ = (S0-S31) RRWXS 


SX/L 


Lamp driver 


Processor control 


S16/L-S31/L = (S16-S21) 


(X -0-31, 56-71) 




panel indicators 


NKSHI + (S56-S71) 

KSHI 
where KSHI specifies high-order 
bits 56-71 


/MB/ 


Cable driver 


Core memory 


/MB0/-/MB31/ = (S0-S31) MBXS 


/DU/ 


Coble driver 


Decimal arith- 


/DUQ/-/DU7/ = DU0/1-DU7/1 + 






metic chassis 


DUO/1 -DUO/4 - (S24-S31) DUXS + . . . 


/DIO/ 


Cable driver 


External equip- 
ment via direct 
output 


/DIO0/-/DIO31/ = (S0-S31) DIOXS 
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Table 3-8. Sum Bus Gating Functions 



FUNCTION 



Arithmetic 

and Logical 

Functions 



CONTROL SIGNALS 



SXA 



SXB 



SXCS 



SXD 



GX 



PRX 



SXK 



SXPR 



SXP 



SXUAB 



SXUAH 



PRIOR 
CONDITIONS 



(A plus D)- 











0's 



— cs 



(A plus CS)-^S 



(D plus CS)-— S 



0's 



0's 



(A © D)^S 



(A © CS)^S 











_(D ©_CS)- 
(A or D) — 



(A and D)- 

T : a) 





■ t - 

1 









0's 



— CS 



0's 



— D 



— A 



0's 



— CS 



l's 



— CS 



l's - 
0's - 
NGX 



— CS 

— D 
>1— K31 



(-D) 



— S 







l's - 
0's - 
NGX 



— CS 

— A 
>1—K31 



A upward 

aligned 

(byte): 

A24-A31 - 
S16-S23 

A24-A31 - 
S8-S15 

A24-A31- 
S0-S7 

A24-A31- 
S24-S31 



1 

(A24 

to 

A31 

only) 



A upward 

aligned 

(halfword): 



A16-A31- 
S0-S15 

A 16- A3 1- 
S16-S31 

D upward 

aligned 

(byte): 

D24-D31 
S16-S23 

D24-D31 ■ 
S8-S15 



1 

A16 

to 

A31 

only) 



I 1 



| o 



1 

(D24 

to 

D31 

only) 



(Continued) 



0's 
0's 



— D 

— CS 



0's 
l's 



— CS 
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Table 3-8. Sum Bus Gating Functions (Cont. ) 



FUNCTIONS 
















Arithmetic 








CONTROL SIGNALS 






PRIOR 


and Logical 
Functions 














CONDITIONS 


SXA 


SXB 


SXCS 


SXD 


GX 


PRX 


SXK 


SXPR 


SXP 


SXUAB 


SXUAH 


D94-mi ■- 





o 





i 


i 














i 







S0-S7 










U s »- A 

l '- » r c 


noM mi b 


























Uz4- Uo l *■ 






S24-S31 




























D upward 











1 


1 

















1 


aligned 




























(halfword): 








(D16 
to 




















D16-D31 - 








D31 




















S0-S15 








only) 




















D16-D31 - 




























S16-S31 
























\ 


1 


Register 
















Gating 














Functions 














A -S 


1 





























o 1 

1 


B — S 





1 


























j 


CS -S 








1 























o 


D -S 











1 




















o ! 


P -S 


























1 


















Notes 






SXA, SXE 


>, SXCS, 


SXD, S 


XP ( 


3ating signal for transfer of applicable reg 


ster to sum bus 


GX, PRX 






E 


nabling signal for portion of generate and 


propagate 


gating, respectively 


CVI/ CVI 


>D 




( 

s 


urn bus 




nlc rocnnrf'\/ol\/ f^ 


SXUAB, J 


5XUAH 




( 
\ 


bating signal for upward alignment of byte 
word to sum bus 


and upwar 


d alignment of half— 


© 






£ 


Exclusive OR 






- 






r 


legation (two's complement) 






A -B 
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Figure 3-65. Typical Adder and Sum Bus Gating, Logic Diagram 
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Figure 3-66. Adder Logical Operation 



3-59 Propagate Signal. The propagate signal PRN is used 
in developing the sum bus output for adder N, SN; it is also 
used to develop carry signals for higher order adders and is 
routed to higher order carry gating. Propagate signal PRN 
from adder N is generally true whenever one or three bits 
in flip-flops AN, CSN, and DN are ones, regardless of the 
carry from the lower orders. In figure 3-66, signal PRN is 
true whenever either signal AN or DN is true (exclusive OR 
operation; CS-register has been cleared). For every adder 
function: 

PRN = AN NCSN NDN + NAN NCSN DN 

+ NAN CSN NDN PRX + AN CSN DN 



PRN = propagate signal from N-adder 

PRX = enabling signal for portion propagate gating 

3-60 Carry Signal . Carry signal KN to adder N is added 
to signals AN, CSN, and DN. Signal KN is true when 
there is a generate signal from the next lower order adder, 



G(N+1); a generate signal from adder N+l always results 
in a carry to adder N whenever lower order additions are 
performed. For example: 



1 1 
1 1 



Larry 



1 1 V 

t \ 

GN G(N+1) 

There is also a carry to adder N whenever adder N+l pro- 
duces a propagate signal and there is a carry signal to adder 
N+l, as in the following example: 



1 



Carry 



1 0. 

GN PR(N+1) 
The partial equation for a carry to adder N is: 
KN = G(N+1) + PR(N+1) K(N+1) + ... 
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Paragraph 3-61 



In some additions, a chain of carries is produced by an ad- 
dition in one of the least significant orders. For example: 

Carry 



1110 110 11 



1 000000000 



MSD 



The chain of carries is started at the extreme right of the 
addition. The final carry takes a relatively long time to 
reach the most significant digit (MSD); if a carry for the 
MSD could be detected before it is transmitted by the pre- 
vious order (that is, before going through the chain), ad- 
dition would be faster. This is accomplished by gating in 
the adder. Carry gating for any adder N is composed of 
AND-gated inputs of preceding (lower order) propagate, 
generate, and carry terms. The carry for adder N is en- 
abled whenever there are digits in the lower orders that 
produce the proper PR, G, and K terms which are digits 
that result in a carry to adder N. The carry to adder N is 
then immediately detected and is sent to the adder. The 
carry gating equations that describe these configurations 
follow. 

K NUMBER 
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Equation No. 
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14 3 2 14 
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Equation No. 
Equations for carry (KN) for bit N: 

1. KN = G(N+1) + PR(N+1) K (N+l) 

2. KN = G(N+1) + PR(N+1) G (N+2) 

+ PR(N+1) PR(N+2) K(N+2) 

3. KN - G(N+1) + PR(N+1) G(N+2) 

+ PR(N+1) PR(N+2) G(N+3) 

+ PR(N+1) PR(N+2) PR(N+3) K(N+3) 

4. K3 = K19 = [G (N+l) - (N+4)] 

+ PR [(N+l) - (N+4)] G [(N+5) - (N-8)] 
+ PR [(N+l) - (N+4)] PR [(N+5) - (N-8)] 



G [(N+9) - (N+12)] + PR [(N+l) - (N+4)] 
PR[ (N+5) - (N+8)]PR [(N+9) - (N+12)] 
K(N+12) 

K7 - K23 - G [(N+l) - (N+4)] 

+ PR [(N+l) - (N+4)] G [(N+5) - (N-8)] 
+ PR [(N+l) - (N-4)]PR [(N+5) - (N-8)] 
K(N+8) 

Kll - K27 - G [(N+l)- (N+4)] 

+ PR [(N+l) - (N+4)] K(N+4) 

K15 = G1619 + PR1619 G2023 
+ PR1619 PR2023 G2427 
+ PR1619 PR2023 PR2427 G2831 
+ PR1631 K31 + I(PH6 FAST) 

K31 = (K00H + NFASHFL) (BO CS32 
+ PR32 G33 + NGX) 

Note 

A logic term in the form AB1 115 means 
that logic signals ABU through AB15 are 
true simultaneously. That is, AB1115 = 
ABU AB12 AB13 ABM AB15 

There are four sets of conditions that result in a carry to 
adder 20, for example: 

Bit 20 21 22 23 Carry 



Bit 20 21 22 23 



1 X X 

1 X X 

1 X X 



11 Carry 
10 1 



1 X 

1 1 X 

1 X 




10 



10 



The remainder of the right-hand side of the partial equation 

KN = G(N+1) + PR(N+1) K(N+1) + ... 

is composed of propagate and generate terms from the pre- 
ceding adders. (See preceding paragraphs for an expla- 
nation of the equation.) 

3-61 Sum Bus Output . Sum bus output SN for any adder 
N in the sum bus gating is always false if there are, 
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simultaneously, a carry to the adder and a propagate signal 
from the adder. 

i Carry 

1 1 



1 

PRN G(N+1) 

Either of these alone, however, produces a true output for 
SN. The equation for the adder N portion of the sum bus 
output is: 

SN - N(KN PRN SXK) (KN SXK + PRN SXPR + . . . ) 

where: 

SXK ~ enabling term for carry gating 
SXPR ~ enabling term for propagate gating 
SN ~ sum bus output for bit N 

Figure 3-66 includes a truth table for an individual adder 
that illustrates a sample addition. 

3-62 Addition. The adder adds the contents of two of the 
three registers together in a straight binary addition. The 
remaining register is cleared before the addition takes 
place. The sum output of each adder stage goes directly 
to the sum bus. 



Figures 3-67 through 3-69 illustrate the three additive 
functions and list the simplified logic equations for each 
function. Only the last byte of each register is shown. 
Applicable control signals are defined in table 3-8. 



3-63 Exclusive OR Operation . The adder adds the con- 
tents of two of the three registers together in an exclusive 
OR operation, that is, there is a true output for SN when 
there is a one in the Nth bit position of one, but not both 
registers. Since the propagate signal is developed accord- 
ing to the same rules as an exclusive OR addition, it alone 
is used as a signal to the sum bus gating; a propagate signal 
produces a true sum bus output. Carry and generate sig- 
nals do not enter into the gating logic. The third register 
is cleared before the operation takes place. 

Figures 3-70 through 3-72 illustrate the three exclusive OR 
operations and list the simplified logic equations of each. 
Only the last byte of each register is shown. Applicable 
control signals are defined in table 3-8. 



3-64 AND and OR Operations. The AND operation is per- 
formed by filling the CS-register with ones and by adding 
the contents of the A- and D-registers. The propagate sig- 
nals, developed when there is a one in bit position AN and 
a one in bit position DN, are the only enabling signals to 
the sum bus gating used in this operation. A true propa- 
gate signal produces a true sum bus output. 
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PR 
K 

S 


GN =AN DN 

PR =AN NDN +NAN DN 

KN = G(N + 1 ) + PR(N + 1 ) K(N + 1 ) + • • • 
SN = N(KN PRN) (KN + PRN + • • • ) 
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Figure 3-67. (A Plus D) Gated to S 
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D 
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G 
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K 
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GN =AN CSN 

PRN = AN NCSN + NAN CSN 

KN = G(N +1) + PR(N+1) K(N+1) + ••• 
SN = N(KN PRN) (KN + PRN + • • • ) 
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Figure 3-68. (A Plus CS) Gated to S 
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Figure 3-69. (D Plus CS) Gated to S 
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Figure 3-70. (A D) Gated to S 
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Figure 3-71. (A © CS) Gated to S 
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Figure 3-72. (D © CS) Gated to S 



The OR operation is not strictly an adder function since 
the two registers involved are simply gated to the sum bus 
at the same time. The adder acts as a two- input OR gate. 
The CS-register is cleared before the operation takes place. 

Figures 3-73 and 3-74 illustrate the OR and AND opera- 
tions, respectively, and list the simplified logic equations 
for each, Only the last byte of each register is shown. 
Applicable control signals are contained in table 3-8. 

3-65. Complementing. This function is used to form the 
two's complement of the contents of either the A- or the 
D-register and to gate the result to the sum bus. The two's 
complement of any binary number is defined as 2 X - N, 
where x is the number of digits in a register. The two's 
complement of a binary number can be calculated by chang- 
ing all the ones in the number to zeros and all of the zeros 
to ones and by adding one to the result. The adder per- 
forms two's complementing in this manner. The CS-register 
is filled with ones, and the register containing the number 
to be complemented is added to the contents of the CS- 
register; this addition effectively changes all zeros to ones 
and ones to zeros in the number. Since the carry for bit 
31 is set initially to one, one is added to the result at the 
same time that the two registers are added. 



Figures 3-75 and 3-76 illustrate the two complementing 
operations and list the simplified logic equations for each 
function. Only the last byte of each register is shown. 
Applicable control signals are defined in table 3-8. 



3-66 Upward Alignment. This function is used to: 

a. Transfer the last byte (bits 24 through 31) in the 
A- or D-register to all byte positions on the sum bus (bits 
SO through S7, S8 through SI 5, S16 through S23, and S24 
through S31). Figure 3-77 illustrates this operation. 

b. Transfer the last halfword (bits 16 through 31) in 
the A- or D-registers to the two halfword positions on the 
sum bus (bits SO through S15 and S16 through S31). Figure 
3-77 shows this operation, 

To perform the upward alignment, the CS-register is filled 
with ones, and the register not containing the byte or half- 
word to be transferred is cleared. The registers are then 
added and the choice of halfword or byte alignment is made 
by control signals SXUAH or SXUAB, respectively. 

Figures 3-78 through 3-81 illustrate upward alignment for 
bytes and halfwords and list the simplified logic equations 
for each. Applicable control signals are shown in table 
3-8. 

3-67 REGISTER GATING . The register gating portion 
of the sum bus gating transfers the contents of different 
registers onto the sum bus with application of the proper 
control signal. The register gating functions are listed 
in table 3-8. Registers A, B, CS, and D are gated so 
that bits through 31 go to sum bus outputs SO through 
S31, respectively. Register P is gated so that bits 15 
through 31 go to sum bus outputs S15 through S31, re- 
spectively; bit 32 goes to bit SO, and bit 33 goes to SI. 
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Figure 3-73. (A OR D) Gated to S 
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Figure 3-74. (A AND D) Gated to S 
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Figure 3-75. Two's Complement of A Gated to S 
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Figure 3-76. Two's Complement of D Gated to S 



3-79 



XDS 901060 



BYTE UPWARD ALIGNMENT 









00 1 00000 


, l l 2 l 3 , 4 l 3 l 6 , 7 


8 9 1CM1 12 13 lV 15 


16 17 18 19 2021 22 23 


24 25 1 26 27. 


28 29*30 31 



A OR D 




00 1 00000 



00 1 00000 



00 1 00000 



0V2W5 6 7 8 9 10 11 12 13 14 15 16 17 18 19 20 21 22 23 24 25'26'27 28 29*30 31 



00 1 00000 



SUM BUS 





HALFWORD UPWARD ALIGNMENT 




:> 1 00000000 


o 1 


, 2 , 3 I 4 , 5 , 6 , 7 , 8 , 9 I 10 I „ , 12 I 13 , ,4 I 1 5 


16 17 18 19 2021 22 23 24 25 26 27 28 29*30 31 



A OR D 



000 0001 00 00000 



0000000 1 00000000 



o'l^'s^'s'dS's^'lo' n l 12 l 13 , 14'l5'l6 , 17'l8'l9'20 , 21 , 22 l 23'24 , 25 , 26'27'28 29 W3I 



SUM BUS 



901 060A. 3513 



Figure 3-77. Upward Alignment, Functional Diagrar 
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Figure 3-78. A-Register Upward Alignment (Byte) 
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Figure 3-79. A-Register Upward Alignment (Halfword) 
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Figure 3-80. D-Register Upward Alignment (Byte) 
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Figure 3-81. D-Register Upward Alignment (Halfword) 



Sum bus outputs S2 through S14 have no output for P to S. 
The equation for the register gating portion of the sum bus 
output is: 

SN = AN SXA + BN SXB + CSN SXCS 

+ DN SXD + PN' SXP + ... 



Where: 
N 
N' 



= 0-31 

= 15-31 when N = 15 -31 

= 32 when N = 
= 33 when N = 1 



3-68 DISPLAY LAMP GATING . Display lamp gating is 
not strictly a part of sum bus gating but is related to it. 
The display gating enables the sum bus outputs to be dis- 
played on the PCP display lamps, if the REGISTER DISPLAY 
switch is ON, the CLOCK MODE switch is not set to 
CONT, and the REGISTER SELECT switch is set to the ap- 
propriate position. The REGISTER SELECT switch generates 
control signals which select the register to be gated to the 
sum bus for later gating to the DISPLAY lamps. Figure 



3-82 illustrates the display lamp gating, and table 3-9 lists 
the possible displays and the logic equations for the gating. 

3-69 LOAD GATING . The load gating portion of the sum 
bus gating enables decoded data from the UNIT ADDRESS 
switches that has been entered by the LOAD switch to be 
gated to the sum bus. The entire loading process and switch 
functions are described in the discussion of the PCP in this 
section (paragraphs 3-303 through 3-340). 

3-70 FIXED-POINT OVERFLOW . Fixed-point overflow 
occurs when the sum of an addition is greater than 2-1; 
that is, when the sum is greater than the largest number 
that can be held in a 32-bit register. The buffered gate 
PROBEOVER (figure 3-83) determines those instructions in 
which an arithmetic overflow can occur. The equation for 
the buffered gate PROBEOVER is: 

PROBEOVER - PH5(FAS3 + FAS12 + FAS19 + FAS26) 
The instructions during which PROBEOVER is true are: 
Load Complement Doubleword 
Load Complement Word 
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Load Absolute Doubleword 
Load Absolute Word 
Add Immediate 
Add Word 
Add Ha If word 
Add Doubleword 
Subtract Word 
Subtract Doubleword 
Subtract Halfword 

Addition of magnitudes with unlike signs can never cause 
an overflow. The addition of magnitudes with like signs 
causes an overflow when the sign bit of the sum is different 
from the sign of the magnitudes being added. The buffered 



gate OVER (figure 3-83) detects an overflow condition in 
the adder by the following logic: 

OVER - NFAS10 (DO NKO NPRO) 

+ NFAS10 (NAO NDO K0 NPRO) 

Although PROBEOVER is true during Load Absolute Word 
and Load Absolute Halfword instructions, OVER cannot 
come true during these two instructions because the term 
NFAS10 inhibits the OVER gate. 

The gate term (NAO NDO K0 NPRO) In the above equation 
applies to the addition of two positive numbers in the A- 
and the D-registers. If K0 is true, the sign of the sum of 
the two positive numbers is negative, causing OVER to be 
true. The gate term (DO NKO NPRO) in the above equation 
applies to the addition of two negative numbers in the A- 
and the D-registers. 
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Figure 3-82, Display Lamp Gating, Logic Diagram 
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Figure 3-83. Overflow into Condition Code Bit CC2, Simplified Logic Diagram 



If DO is true and NPRO is true, then either CSO or AO, but 
not both, must contain a one. If KO is not true, the sign of 
the sum of the two negative numbers being added is posi- 
tive, causing OVER to be true. 

In all instructions in which a fixed-point overflow can occur, 
condition code bit CC2 is set to a one if overflow occurs. 

S/CC2 = OVER PROBEOVER + . . . 

Condition code bit CC2 is set if an overflow should occur 
during a Load Absolute Word instruction (FAS10). This 
happens only if the effective word contained a one in bit 
position and zeros in bit positions 1 through 31 (negative 
zero). Carry K0 can never be true (overflow can never 
occur) in a Load Absolute Halfword instruction. 

S/CC2 = FAS10 PH5 K0 + . . . 



An overflow occurs during a fixed-point left shift instruc- 
tion when bit and bit 1 of the A-register are not of the 
same binary magnitude. 

S/CC2 = SFTLl NP25 (NAO Al + A0 NA1) 

Overflow can occur as the result of certain conditions 
during a divide instruction. Since overflow by divide is 
not strictly an adder function, it is treated separately in the 
Divide instructions (paragraph 3-201). 

3-71 FIXED-POINT END CARRY . The buffered gate K00 
checks for an end carry condition during all additions onto 
the sum bus. An end carry is meaningful only in those 
operations in which bit of both the addend and the aug- 
end are considered to be magnitude bits rather than sign 
bits. End carry generation is independent and exclusive 
of overflow generation. For example, if the overflow has 
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significance in a specific instruction, the end carry, if gen- 
erated, has no significance. Conversely, if the end carry 
has significance in a specific instruction, the overflow, if 
generated, is ignored. 

In many instructions, both overflow and end carry are re- 
corded in CC2 and CC1, respectively, after the instruction 
has been completed. 

In both Add Doubleword and Subtract Doubleword instruc- 
tions, the end carry out of the low order sum is transferred 
to flip-flop K00H. See figure 3-84. Flip-flop K00H forces 
a one into CS31 for the addition of the high order sum, 
which, in effect, adds the end carry from the low order sum 
to the high order sum. In an Add Word or a Subtract Word 
instruction, an end carry is recorded in condition code bit 
CO. This end carry has meaning only if the program is 
dealing with multiple precision fixed-point numbers. 

The following five examples describe conditions in which 
combinations of overflow and end carry can occur. 

Example 1. No overflow, no end carry 



Sign 
Bit 







1 10 0. 
10 10. 


. 
. 





11110. 


. 



Augend 
Addend 

Sum 



Example 2. Overflow, no end carry 



Sign 
Bit 







10 0. 
10 10. 


. 
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10. 


. 



Augend 
Addend 

Sum 



Example 3. No overflow, end carry 

Sign 
Bit 



1 
1 


1 0. 

1 1 10 0. 


. 
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10 0. 


. 



Augend 
Addend 

Sum 



Example 4. No overflow, end carry 



Bit 






10 10 0. 


. 
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10 0. 


. 





10 0. 


. 



Augend 
Addend 
Sum 



Example 5. Overflow, end carry 

Sign 
Bit 



1 





1 


1 
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1 
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. 
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1 


1 


. 


. 



Augend 
Addend 

Sum 

The buffered gate K00 detects an end carry by the following 
logic (see figure 3-84): 

K00 = A0 DO + A0 CS0 ND0 + NA0 CS0 DO GX 
+ PRO Gl + PRO PR1 G2 + PRO PR1 PR2 G3 
+ PR0003 G0407 + PR0003 PR0407 G0811 
+ PR0003 PR0407 PR0811 G1215 
+ PR0015 K15 

After an end carry has been generated, it is stored in K00H 
as a one or zero depending on the state of S00X: 

S/K00H - S00 
R/K00H = 

S00 = K00 S00X + NKOO NS00X 

N[FASHFL (PH14/1 + PHI + PH 1 1 )] 
S00X = FASH [S00XN + (AO0DO)] 

+ S00XN (A0 DO + NA0 ND0) 
S00XN = FAS1 PH2 + FAS22 PH5 

NK00H sets a one into CS31, before the addition of the 
high-order half of the doubleword instructions. 

S/CS31 = (S/BWZ/1) NK00H NO LB 

(S/BWZ/1) = (FA SI 6 + FAS22) PH3 NOL9 

During Compare Doubleword, Compare with Limits in Mem- 
ory, and Compare with Limits in Register instructions, K00H 
is used to generate an end carry from the low-order sum to 
the high-order sum. During all compare instructions K00H 
is also used to detect the equal, less-than and greater-than 
conditions of the words compared. Compare instructions 
are discussed in detail in paragraphs 3-209 to 3-216. 

3-72 Basic Timing 

3-73 CLOCK GENERATOR . The clock generator in the 
central processor consists of four delay lines with associated 
gates and amplifiers to tap off pulses or me desired rime 
intervals. Three basic clock signals are produced: 

a. A CL clock signal for trailing edge triggering of 
flip-flops throughout the CPU. This signal, when distributed, 
is referenced in the following discussion as CL clocks CL/1 
through CL/12. 
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b. A private memory clock signal to gate information 
into the private memory registers. This signal, when dis- 
tributed, is referenced as CK clocks CK/1 through 
CK/12. 

c. A negative-going dc-hold signal to place data in 
the C-register buffer flip-flops, which are latching circuits 
and do not use an ac clock signal. This signal is referenced 
as the DCH clock signal. 

All clock pulses are 40 ns wide. 

Figure 3-85 is a simplified block diagram of the clock gen- 
erator in which only the basic timing functions are shown. 
Gating, latching, pulse shaping, enabling, and other clock 
control functions are shown in detail later in this manual. 

All clock signals except the first originate with a CL clock 
input to delay line 1. Taps are taken from this 300 ns delay 
line according to the time interval needed between one 
clock pulse and the next. These taps are controlled by flip- 
flops TIL, T4L, T8L, and T10L and signal T6L, and are se- 
lected according to the number of logical operations to be 
performed before another clock signal is needed. 

A TIL clock request gives rise to an odd and an even CL 
clock signal every time a pulse travels down delay line 1 
(except the first time when only an odd pulse is produced). 
Since the TlL delay line outputs are fed directly to the 
clock drivers, no DCH or clock signals are generated. 

The T4L output from delay line 1 and the T6L, T8L, and 
T10L outputs, when not preceded by a TIL timing request, 
are fed into delay line 3, which times and shapes the three 
basic output clock signals. The positive-going CK clock 
signal is tapped off at the 20 ns point on delay line 3, and 
the CL clock signal is tapped off at 40 ns and is fed to 
delay line 4. A negative-going DCH signal appears at the 
90 ns tap. The total delay times of these clock signals 
include a delay of approximately 40 ns at the inputs to the 
delay lines and in the clock-gating and amplifying circuits. 

When a T6L, T8L, or T10L clock request follows a TIL clock 
signal, the time interval is longer than the normal T6L, T8L, 
and T 1 0L clock intervals. A TIL post enable signal from a 
latch set by TIL disables the normal taps. When the even 
CL clock signal is generated from TIL, a pulse enters delay 
line 2. The T6L, T8L, and T10L taps are taken from delay 
line 2 and are gated into delay line 3. The CK, DCH, and 
CL clock signals are then tapped from delay line 3. 

Timing intervals, longer than those from combining delay 
lines, can be obtained by recirculating the timing pulse 
through delay line 2 under the control of a two-bit trip 
counter which counts the number of times the pulse has 
recirculated. 

Outputs, in addition to the three basic clock signals, are 
taken at timing points on delay lines 1 and 2 and are sent 
to various parts of the computer logic circuitry. Outputs 



from timing points on delay line 2 are gated by the trip 
counter to obtain specific extended time intervals. 

All CL clock signals, except the TIL clock signals, are 
tapped from delay line 4. A clock enable signal is used to 
gate the pulses into delay line 4. Thus, the input to delay 
line 4 is disabled, when it is necessary to stop the clock 
pulse circulation temporarily because a memory access has 
not been completed. In this case, the DCH and CK clock 
pulses occur, and the CL clock pulse is held in a latch cir- 
cuit at the input to delay line 4 until the clock enabling 
signal comes true. 

Delay line 4 is used to generate the first clock signal at the 
start of computer operation, using a signal from the control 
panel as the first input to the delay line. 

Logic diagrams of delay lines 1 through 4 are shown in 
figures 3-86 through 3-89. Figure 3-90 shows a timing dia- 
gram of the generation of the first two CL clock signals 
after the CPU RESET switch on the control panel is set. 
The timing is drawn on the assumption that the T6L clock 
request flip-flop is set, and the clock enable signal CE is 
true. 

When the CPU RESET switch is set, reset clock signal 
RESETCL goes up and remains for an indeterminate period 
of time (figure 3-89). Signal CLEXTE goes true, and a 
40 ns output, CLEXT, is generated from delay line 4. Clock 
driver outputs CL/1 through CL/12 are driven true as a 
result of CLEXT, and the first CL clock signal is distributed 
to the CPU. Signal RESETCL drives the TIL odd enable 
signal T1LOE and the TIL even enable signal TREE false 
and drives the DL1 enable signal DL1E true (see figures 
3-91 and 3-92). 

As a result of the delay line 1 input, delay line 1 pulse 
expansion signal DL1PE is brought up (see figure 3-90) and 
40 ns later delay line 1 pulse cutoff signal DL1PC goes 
down. These two signals continue the input to delay line 1 
and then terminate it after 40 ns which shapes the signal 
as it originally travels down the delay line. Delay line 1, 
delay 1, signal DL1/D1 is available at 30 ns, and the in- 
verted delay 2 signal NDL1/D2 is true at 50 ns. Delay 
line 1 sensor enable signal DLSE1 follows DLSE1/S at 
1 10 ns (figure 3-93), and this signal, with NT1 L post enable 
signal NT1LPE and T6L, gate the output of a delay line 
sensor at 170 ns to provide the T6L clock generate signal 
CLT6LG. 

The delay line 3 input, with its pulse expansion and pulse 
cutoff signals, is shown in figure 3-88. A low DL3PC sig- 
nal releases the TIL post enable latch T1LPE if this latch 
is set, as shown in the following equation: 

T1LPE = T1LPE DL3PC NRESETCL + TIL 

At 20 ns, signal CKT2NL is taken from a delay line sensor 
to develop the private memory clock signal outputs CK/1 
through CK/12. Forty nanoseconds down delay line 3, a 
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Figure 3-86. Clock Generator Delay Line 1, Logic Diagram 
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Figure 3-87. Clock Generator Delay Line 2, Logic Diagram 
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Figure 3-88. Clock Generator Delay Line 3, Logic Diagram 
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Figure 3-89. Clock Generator Delay Line 4, Logic Diagram 
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Figure 3-90. Original CL Clock Generation (TLl), Timing Diagram 
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Figure 3-91. TIL Clock Logic 
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Figure 3-92. Delay Line 1 Lockout Circuit 
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Figure 3-93. Delay Line Sensor Enabling Signal Generation 



CLT2NL signal is sensed and applied to the input circuitry 
to delay line 4. A CLEXT signal at the output of delay 
line 4 produces the second set of CL clock signals. Signal 
DCH which appears 90 ns down delay line 3 is fed to the 
C-register latching circuits. A timing diagram of the CL, 
DCH, and CK clock signals as actually seen on an oscil- 
loscope is shown in figure 3-94. 

3-74 Clock-Enabling Function . The timing diagram in 
figure 3-95 shows how the CL clock signal is temporarily 
disabled when clock enabling signal CE goes false and then 
goes true again. The assumption is made that the T8L tim- 
ing flip-flop has been turned on by a prior clock pulse and 
that timing flip-flop T4L is turned on by the T8L clock 
pulse. In this example, signal CE is dropped during the 
interval between the clock signals. The diagram shows 
that the CK and DCH clock signals occur as usual, but that 
the CL clock signals are delayed until CE rises again. 



Signal CLEXTE is latched by its own feedback and by 
NDL1/D2 which remains true as long as no clock pulse goes 
down delay line 1. The input to delay line 4 is held false 
by the negative signal at the CE input to the S/DL4 AND 
gate. As soon as CE goes true, the AND gate is enabled, a 
pulse starts down delay line 4, CLEXT goes true, and a CL 
clock signal is produced. 

3-75 TIL Clock Generation . The timing diagram in figure 
3-96 shows the generation of two TIL clock signals every 
time that a pulse travels down delay line 1. In the diagram, 
the previous clock signal is generated from a T6L clock re- 
quest. Delay line 1 enable signal DL1E has been latched 
on during the previous clock cycle (see figure 3-92); there- 
fore, S/DL1 goes true and a pulse starts down delay line 1. 
On the falling edge of the T6L clock signal, flip-flop T6L 
is reset, and flip-flop TIL is set. The TIL signal drives 
the TIL odd enable signal T1LOE true. Since Tl LEE is 
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Figure 3-94. CL, DCH, and CK Clock Signals 
Actual Timing 



false, an even TIL clock signal is not gated from the delay 
line during this first trip. 

About 300 ns after the previous clock pulse (including cir- 
cuit delays), a clock signal is gated from the 250 ns tap by 
T1LOE and DLSE1. The DLSE1 signal has been latched on 
since the pulse passed the 110 ns tap, driving DLSE1/S true 
(see figure 3-93). The odd clock signal CLT1LO drives 
the TIL even enable signal TILEE true, which enables a 
gate that passes an even clock signal on the next trip of a 
pulse down the delay line. 

The CLT1LO signal goes to the CL clock drivers through 
the OR gate shown in figure 3-89. The clock pulse is ap- 
plied to the input of delay line 1 through another gating 
circuit. The total delay time of the circuits external to 
the delay line is about 50 ns. An even clock pulse is 
tapped at 100 ns, giving a total time interval of about 
150 ns between the odd clock signal and the following even 
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Figure 3-95. Clock Enabling Function, Timing Diagram 
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clock signal. This even clock pulse is locked out of the 
delay line 1 input because DL1E has been driven false by 
DL1/D1 andTlLOE, as shown in figure 3-92. 

There are normally at least 16 clock pulses after TIL is set. 
Figure 3-96 is an abbreviated example that shows TIL re- 
set at the fall of the first even clock pulse. Two more TIL 
clock signals occur after the fall of TIL which is explained 
in the following paragraph. 

Down the delay line and 150 ns from the even tap, an odd 
clock pulse is sensed. Signal DL1E has risen by this time, 
and the pulse is allowed to reenter delay line 1. When the 
second even pulse is gated, CLT1LE and NT1L drive T1LOE 
false (see figure 3-91). Further odd pulses are now disabled. 
When CLT1LE drops, T1LEE can no longer remain true, and 
the even pulses are terminated. The last TIL clock signal 
is always an even one. 

A TIL post enable signal, T1LPE, is set by TIL to allow the 
next clock pulse following the last TIL clock to be tapped 
from delay line 2 (see figure 3-87). 



3-76 TIL Post Enabling Function. A TIL clock request is 
always followed by a T6L, T8L, or T10L clock request. 
These clock signals, when preceded by a TIL request, are 
taken from delay line 2 instead of from delay line 1 because 
the last TIL clock signal always comes from an earlier por- 
tion of delay line 1. If the next T6L clock signal were 
taken from the normal point on delay line 1, it would not 
be a true T6L time interval. Therefore, the signal must be 
propagated from delay line 1 into delay line 2 for an ad- 
ditional period of time to get a normal T6L delay. A TIL 
post enable signal, T1LPE, is driven true by TIL and is 
latched until the DL3 pulse cutoff signal, DL3PC, from de- 
lay line 3 at the end of the following clock cycle goes false 
(see figure 3-97). 

The timing diagram in figure 3-97 shows a T6L clock signal 
generated from delay line 2 with T1LPE true and from de- 
lay line 1 with TlLPE false. 

The last even TIL pulse is gated into delay line 2 as shown 
in figure 3-87: 

S/DL2 = CLT1LE NT1L TlLPE + ... 
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Figure 3-96. TIL Clock Generation, Timing Diagram 
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At the 200 ns tap, CLT6LG/1 is sensed and is gated into 
delay line 3 as shown in figure 3-88: 

S/DL3 = CLT6LG/1 T6L T1LPE + . . . 

The CL, CK, and DCH clock signals are then tapped from 
delay line 3 as in normal clock generation. 

Signal T1LPE drops at the end of the first T6L cycle (figure 
3-97). The second T6L pulse is gated from delay line 1 by 
NT1LPE. The T6L tap, CLT6LG, is applied to the delay 
line 3 input gates, and the three basic clock signals are 
obtained as usual. 



3-77 Trip Counter. Time signals are required from delay 
line 2 for length intervals beyond the last clock. For ex- 
ample, if clock enable signal CE goes false, it is necessary 
to have some means of determining whether a signal such 
as an address from memory has been received within a 
certain interval of time. If the signal is not received, ap- 
propriate action must be taken to generate a clock, to note 
that an error has occurred, and to continue from this point 
with the error condition. For this reason, it may be necessary 
to get timing pulses at intervals greater than those provided 
by delay lines 1 or 2. This is done by repeatedly circulat- 
ing a pulse through delay line 2. A trip counter is used 
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Figure 3-97. TIL Post Enabling Timing Diagram 
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to count the number of trips that the pulse makes through 
delay line 2. 

The trip counter, shown in figure 3-87, consists of four flip- 
flops, DL2TC1A, DL2TC1B, DL2TC2A, and DL2TC2B. Each 
of the two flip-flop combinations in the trip counter 
is placed in the 0-0 state when signal DL1/D1 is tapped 
from delay line 1. In the absence of a clock signal, the 
count progresses as the clock pulse circulates through the 
delay line as shown in table 3-10. 



Table 3-10. 


Trip Counter Progression 


DL2TC1A 
DL2TC1B 


DL2TC2A 
DL2TC2B 


State 












1 


1 
1 


1 

3 


1 





2 












The use of the trip counter is shown in figure 3-98. The 
top waveforms show the input to delay line 1, followed by 
delay line sensor enable 1 (DLSE1) at the 1 10 ns tap and 
delay line sensor enable 2 (DLSE2) at 230 ns. At 300 ns, 
the pulse enters delay line 2, and delay line sensor enable 
3 (DLSE3) rises at the 40 ns tap on delay line 2. The logic 
of these sensor enabling signals is shown in figure 3-93. 

The delay line 2 recirculation enabling signal, DL2RE, rises 
and is latched when the delay line 2 input occurs (see fig- 
ure 3-99). Each time the pulse reaches a tap labelled 
DL2TCCA or DL2TCCB (delay line 2 trip counter clocks), 
the two halves of the trip counter are advanced to their 
following states. The timing point signals shown in figure 
3-98 are gated by the trip counter outputs. The CL clock 
signal, which is disabled by a false CE signal during the 
delay line 2 recirculation, causes the sensor enabling sig- 
nals to go false. 

3-78 Timing Request Flip-Flops . The TIL, T4L, T8L, and 
T10L clock request flip-flops are set by instruction and phase 
logic so that the time interval between one clock signal and 
the next is adequate to allow the necessary operations to be 
performed. Clock request signal T6L, which is not a flip- 
flop, is true when no other timing request is set: 

T6L NT1L NT4L NT8L NT10L 

The time intervals obtained by the clock request are shown 
in table 3-11. 



Table 3-11. Clock Time Intervals 



Clock Request 


Time Interval (ns) 


TIL 
T4L 


150 
280 



Table 3-11. Clock Time Intervals (Cont.) 


Clock Request 


Time Interval (ns) 


T6L 


320 


T8L 


380 


T10L 


440 



(Continued) 



The time required when private memory is addressed is de- 
pendent, in part, on the location of the private memory 
register bank being addressed. Because of the physical dis- 
tance the signals must travel, more time is required to ad- 
dress private memory extension register banks in frame 2 of 
CPU cabinet No. 2 than to address one of the first four 
pages of private memory registers in CPU cabinet No. 1. 
Signals T4RL and T6RL are used when the private memory 
extension registers might be addressed. Signal T4RL requests 
a T4L clock signal if the CPU private memory is addressed 
and a T10L clock signal if the register extension is addressed. 
Signal T6RL requests a T6L clock signal for the CPU registers 
and a T10L clock signal for the register extension. 

In either case, the T10L request flip-flop is set if either 
RP23, RP24, or RP25 in the register pointer register contains 
a one, which indicates a register designation higher than 
four. If RP23 through RP25 contains zeros, only RP26 and 
RP27 select the private memory register bank one of banks 
through 3 in the CPU. The T4RL and T6RL signals are 
gated with the outputs of flip-flops RP23 through RP25 to 
select a T10L clock signal. A T4L clock is selected when 
these flip-flops contain zeros. 

3-79 CLOCK ENABLING LOGIC CIRCUITS . As explained 
in paragraph 3-74, a CLEXT signal for clock generation is 
obtained from delay line 4 only if clock enable signal CE 
is true. When it is necessary to delay the clock, CE is 
held false until a CL clock signal is desired. 

A logic diagram of the clock enabling signal is shown in 
figure 3-100. To illustrate the various functions of the 
clock-enabling gates, figure 3-101 shows the equation for 
CE divided into sections. The function of each section is 
described separately. 



If all other gates are true, gate 1 allows a CL clock to be 
generated at the proper time in a memory access. Any one 
of the terms listed in figure 3-101 produces a clock. Be- 
ginning at the top, AHCL (address here clock) is a timing 
signal that goes true when the memory acknowledges an 
address. Signal AR comes from an address release signal 
from memory. Signal NARQ is the reverse of signal ARQ 
which indicates that after a memory request, an address 
release signal must be received from memory before another 
clock signal is generated. Signal NRIP means that no mem- 
ory request is in progress, and signal MAA indicates that 
no memory request is pending. Signals NMAA and NMR 
indicate that a memory request is pending, but that a mem- 
ory request signal has not been sent to the memory. 
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Figure 3-98. Trip Counter Functions, Timing Diagram 
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Figure 3-99. Delay Line 2 Recirculation Enabling Signal Generation 



Gate 2 of the clock enabling signal coordinates the CL 
clock with the data request and data release signals be- 
tween memory and the CPU. Signal NDRQ is the reverse 
of signal DRQ which indicates that if a memory request is 
out, the clock must be delayed until a data release signal 
has been received from memory. Signals MAA and NRIP 
indicate that no memory request is in progress and no mem- 
ory request is pending. Signal MFF means that one memory 
request has been sent to memory, and an early data release 
signal has come back. Signal DRL is the output of a flip- 
flop set when data release signal DR is received from 
memory and is latched if a second memory request is not 
pending. 

S/DRL = DR + (DRL NMGG NMEE) 

If all the other gates are true, any one of the signals on 
gate 2 drives CE high. 

Gate 3 provides a means of disabling signal CE if crossover 
is taking place, if the watchdog timer has been activated, 
or if a memory parity error signal has been received when 
the PARITY ERROR MODE switch is in the HALT position. 

Gate 4 is used to synchronize the CL clock signal with the 
2.048 MHz clock signal used in the interrupt circuits. This 
gate is also used to synchronize the CL clock signal with 
the 1.024 MHz clock signal when the CLOCK MODE switch 
is in the SINGLE STEP position. Gates 5 and 6 are used 
in the single clock mode. 

3-80 Single Clock Generation . When the CLOCK MODE 
switch is moved from the CONT to the center position, 
KSC goes true and signal CE is disabled by NKSC and SC2 
at gate 5 (figure 3-101). Setting the switch to the SINGLE 
STEP position drives KC true, and KSC remains true. On 
the trailing edge of the following 1.024 MHz clock signal, 
flip-flop SCI is set. Flip-flop SC2 sets on the next 1.024 
MHz clock signal, and the output of gate 5 goes true, gen- 
erating a CL clock signal. Assuming that the AND gate 
inputs to SCEN are all false, the clock signal drives SCD 
true, and this signal is latched by feedback as long as the 
switch is kept in the SINGLE STEP position. While the 
latch is set, CE is disabled by gate 6, and no CL clock 



signals may be generated. Releasing the switch resets SCI 
and SC2, and CE is disabled by gate 5 until the switch is 
set in the SINGLE STEP position again. Releasing the 
switch also drops the latch holding SCD true. A timing 
diagram of this operation is shown in figure 3-102. 

Gate 4 and the SCEN signal on gate 6 are used to synchro- 
nize the CL clock signal with the 2.048 MHz clock signal 
used in the interrupt system. Signal SCEN is false when 
the following conditions are true: 

a. Phase 6 of Load Program Status Doubleword in- 
struction with R30 true 

b. Interrupt operation with INTRAP1 set and INTRAP2 
reset. This is the first phase of interrupt operation 

c. Phase 3 of Modify and Test Word, Halfword, or 
Byte instruction with INTRAPF set 

When the CLOCK MODE switch is in the SINGLE STEP 
position and signal SCEN is false, a CL clock signal is gen- 
erated through gate 5, but SCD may not go true. The SCD 
latch may no longer disable signal CE; however, the CL 
clock signal produced by the SINGLE STEP position of the 
CLOCK MODE switch moves the instruction to the follow- 
ing phase, and signal CE is disabled by a low signal on the 
NCEINT line. In the case of conditions a and c above, 
a GARF signal is generated at the next IMC clock signal: 

S/GARF = AIB 



C/GARF 
S/AIB 



IMC 



LEVACT NAIB NGARF 



LEVACT = (FAPSD PH7 N07 R30) 
+ (FAS7 PH4 INTRAPF) 

Note 

The term IMC in the interrupt system is 
actually 2.048 MHz. 
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Figure 3-100. Clock Enabling Logic 
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Figure 3-101. Clock Enabling Gates 



When GARF is true, NGARF is false, and one input to the 
ARE gate is enabled. At the leading edge of the IMC clock 
signal, ARE goes true, and signal CE is enabled, which pro- 
duces a CL clock signal in synchronization with the IMC 
clock signal. 

During interrupt operation, NCEINT is driven low by 
INTRAP2, INTRAP1, and NTRAP. Signal NAIEB immedi- 
ately goes false. 



S/AIEB 



AIEA NAIEB 



S/AIEA = NAIEA SAIEA 

SAIEA= INTRAP1 INTRAP2 NEWDM 

This enables CE when the IMC signal goes true, as explained 
in the previous paragraph. 

3-81 Memory Map 

The function of the memory map as an addressing feature 
and the use of the memory map registers for memory ad- 
dressing and access control are described in the general 
principles. This section describes the type of registers, the 
logic used to load the registers, and the gating logic for 
the register outputs during memory access. 

3-82 MAP REGISTER ORGANIZATION . The registers that 
store memory map information are made up of FT25 fast- 
access memory modules and are identical to the private 
memory registers. The page address code registers may be 
represented as shown in figure 3-103. Each FT25 module 
contains 16 eight-bit registers; 16 modules are used to hold 
the required 256 registers. 

The actual organization of the codes in the integrated cir- 
cuit memory elements (XDS 304) on an FT25 module is shown 



in figure 3-104, using the first FT25 module as an example. 
A description of the flip-flops in a memory element and 
their logical characteristics are given in the circuit de- 
scription. Each memory element on an FT25 module con- 
tains a corresponding bit in each of eight page address code 
registers. The elements on the left-hand side of figure 3-104 
contain the codes for pages 0-7 and those on the right-hand 
side for pages 8-F. The other 15 FT25 modules are arranged 
in a similar manner. The last module contains codes for 
pages 239 through 247 on the left side and for pages 248 
through 256 on the right side. 

3-83 LOADING THE MEMORY MAP . A Move to Memory 
Control instruction with a one in bit 12 transfers the page 
address codes in core memory, known as the memory map 
control image, from memory to the memory map registers. 
The data is first placed in the C-register, then is transferred 
a byte at a time to D24-D31. From the D-register, each 
byte is gated onto the memory map data lines, MAPW15 
through MAPW22, with the equation: 

MAPW15-MAPW22 = D24-D31 MAPWXD 

The eight write data lines on each module are connected to 
the MAPW lines as follows: 

W/MP0/15-W/MP0/22 = MAPW15-MAPW22 

for the first FT25 module, MP0. Other modules are desig- 
nated MP1 through MP15. 

The individual bits in the memory element are selected by 
address signals generated from the LM lines with the follow- 
ing equations for the first FT25 module: 

L/MPO/3 - LM20 

L/MPO/4 - LM21 

L/MP0/5 " LM22 
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Figure 3-102. Single Clock Mode, Timing Diagram 
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Figure 3-103. Memory Map Page Address Code 
Registers 

The modules are selected by decoding address lines LM15 
through LM18, which are inputs to the AND gates in figure 
3-104. The two halves of the module are selected by ad- 
dress line LM19, as shown in figure 3-105. The write clock 
signal is generated from a map write signal and a private 
memory clock signal with the equation for the first FT25 
module: 

K/MP0 MAPW CK 

Clock signals for the other modules are K/MP1 through 

K///.P15. 



3-84 PROGRAM CONTROL CODE ORGANIZATION . 
Four FT25 fast-access memory modules are used to store the 
256 tv/o-bit program control codes (called access control 
codes or access protection codes in the reference manual) 
associated //ith the page address codes. The functions of 
the program control codes are described under General 
Principles. The registers are represented in figure 3-106. 

The actual organization of the codes in the integrated cir- 
cuit memory elements (XDS 304) on an FT25 module is 
shown in figure 3-107, and uses the first FT25 module as an 
example. Memory elements on the left half of the diagram 
contain the codes for pages through IF; those on the 



right half contain the codes for pages 20 through 3F, for a 
total of 128 bits, or 64 codes, on one module. Because of 
the limited space, only the first, second, and last bits in 
each memory element are shown. 

3-85 LOADING THE PROGRAM CONTROL CODES. The 
codes are entered a byte at a time from the D-register 
(figure 3-108). When one word has been transferred, the 
eight elements on the left side are half full. The second 
word fills the left side, and the third word is loaded into 
the top half of the elements on the right side. After the 
fourth word, the second FT25 module is selected and the 
loading continues as described. 

A Move to Memory Control instruction with a one in bit 13 
transfers the program control codes in core memory, known 
as the program control image (also referred to in the refer- 
ence manual as the access protection control image) from 
memory to the program control registers. The data is first 
placed in the C-register, then is transferred a byte at a 
time to D24 through D31. From the D-register, each byte 
is inverted and is gated onto the program control data lines 
with the equation for the first FT25 module, PB0: 



MAPW15-MAPW22 



W/PB0/15-W/PB0/22 



D24-D31 
MAPWXD 

NMAPW15- 
NMAPW22 



Other modules are designated PB1 through PB3. 

The individual bits in the memory elements are selected by 
address signals generated from the LM lines with the equa- 
tions for the first FT25 module: 

L/PBO/3 = LM18 
L/PBO/4 = LM19 
L/PBO/5 = LM20 

The modules are selected by decoding address lines LM15 
and LM16 which are inputs to theANDgates in figure 3-108. 
The two halves of the module are selected by address line 
LM17, as shown in figure 3-107. The write clock signal 
is generated from a program control bit write signal and a 
private memory clock signal with the equation for the first 
FT25 module: 

K/PB0 --■ PCBW CK 



Clock signals for the other modules are K/PB1 through 
K/PB3. 

3-86 USING THE MEMORY MAP . Paragraphs 3-87 and 
3-88 present a detailed description of the control registers 
used for the memory map. 
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Figure 3-105. Memory Map Bit Addressing 
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Figure 3-106. Memory Map Program Control Registers 
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Figure 3-108. Loading One Word of Program Control Codes 
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3-87 Memory Map Control Registers . The virtual address 
of en instruction or operand is divided between the LM and 
the LB lines. The LB lines, LB23 through LB31, go directly 
to the memory address cable drivers. The LM lines, LM15 
through LM22, which are select groups of 512 memory 
locations known as pages, are connected to the memory 
map registers. A page of virtual addresses may be located 
anywhere in memory, depending on the code stored in the 
map register for that page. 

Figure 3-109 shows a typical virtual address on the LM and 
the LB lines. The most significant eight bits of the address, 
which specify the page, contain a two, and map register 2 
is selected by the address lines (figure 3-105). The outputs 
of map register 2, which in this case contain a four, are 
gated onto the most significant eight bits of the LB address 
lines to memory. Thus, page 2 on the input lines to the 
memory map is converted to page 4 for actual addressing. 

When reading the map register outputs, the modules, mod- 
ule halves, and bits in the memory elements are selected by 
the LM address lines in the same manner as when storing 
data. In this case, the register write clock signal need not 
be true. As long as the control line is true, the outputs of 
the memory elements connected to that control line may be 
sensed. Since one control line selects the elements on one- 
half a module, those eight bits are read at one time on the 
lines designated MAP 15/1 through MAP22/1 or MAP 15/2 
through MAP22/2 (figure 3-104). The signals ending in 
/l are taken from the first eight modules, and the signals 
ending in /2 are taken from the second eight modules 
(figure 3-110). The outputs of unselected memory elements 
remain high; therefore, several outputs may be connected 
and applied to the same AND gate. If the selected flip- 
flop contains a one, the outputs of all of the memory ele- 
ments are true, and the LB line at the AND gate output 
senses a one. If the selected flip-flop contains a zero, 
all of the eight lines connected to that flip-flop output are 
brought low, one input to the AND gate becomes false, 
and a zero is sensed at the AND gate output. Signal MAP 
is true when bit 9 in program status doubleword 1 is true, 
which indicates that the memory map is operative. 

Figure 3-110 shows how eight bits at a time are read in 
parallel from corresponding flip-flops in eight selected 
memory elements containing one page address code. Only 
one register on one module is selected at any one time. 

3-88 Program Control Registers . The program control regis- 
ters are used to prevent the slave program from performing 
certain operations on the associated page of virtual ad- 
dresses. 

To read the program control register outputs, address lines 
LM15 through LM20 select eight memory elements on a mod- 
ule of map registers and the upper or lower half of each 
memory element (see figure 3-104). These address lines also 
select a module of program control registers, a control line 
for half the module, and one bit in each of the eight memory 
elements (see figure 3-107). A one on the control line 



allows outputs PCB15 through PCB22 for the half module 
to be sensed. Address lines LM21 and LM22 select the page 
code within the map memory elements. Those lines are also 
decoded to select one of four two-bit codes in the half mod- 
ule of program control codes, as shown in figure 3-1 1 1. 
The outputs of all the decoding circuits NPCB0 and NPCB1 
contain the complement of the code stored with the selected 
virtual page address. The complement is used because the 
codes were inverted when they were stored in the program 
control registers. 

Signals NPCB0 and NPCB1 are interpreted during write 
operation as shown in table 3-12. A trap condition is pro- 
duced if the slave program attempts to perform a forbidden 
operation. Signal PROTECTD (protect data) or PROTECTI 
(protect instruction) is generated from the program control 
bits, and the trap flip-flop is set with the equations: 

S/TRAP - NRESET S/TRACC4/1 

S/TRACC4/1 - (PROTECTD NPROTECTDIS NTRAP 
+ PROTECTI ENDE NFUEXU 
NTRAP) NRESET 

PROTECTD - PROTD DRQ 

PROTD " NPCP5 NPCP6 FAILD 

+ NPCB1 N(FAI0 EXU) NPCB0 
PCB NPCP5 NPCP6 NLMXQ 
MR 

+ . . . 

FAILD - MR [WRITE (NPCB0 PCB + NPCB1 

N(FAI0 EXU) PCB NLMXQ +...)] 
+ . . . 

PROTECTI - PROTI DRQ 

PROTI - (MR NPCB0 PCB NPCP5 NPCP6 

PCB - NMASTER MAP 

If both NPCB0 and NPCB1 are false, no trap condition is 
produced; reading, writing, and instruction access may be 
performed. 

If NPCB0 is false and NPCB1 is true, only writing is pro- 
hibited. A one in NPCB1 and a WRITE signal generate 
FAILD, which causes PROTECTD to go true, setting the trap 
flip-flop at the next clock signal. The NLMXQ term on 
the FAILD AND gate is for mechanization convenience. 
The NPCP5 and NPCP6 terms disable the PROTD gate during 
processor control panel phases when the memory is being 
cleared. The N(FAI0 EXU) term is included because other 
logic aborts an instruction when the slave program attempts 
an input/output operation. 

If NPCB0 is true and NPCP1 is false, reading operands 
is permitted while reading instructions and writing are 
forbidden. Signal FAILD is generated from NPCP0 and 
WRITE which causes a trap condition through the 
PROTECTD logic when attempting to write into memory. 
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Figure 3-109. Memory Map Address Conversion 
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Figure 3-110. Map Register Output Gating 
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Figure 3-111. Program Control Register Output Decoding 
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Signal PROTECTI is generated from NPCBO, PCB, and MR, 
so that a trap occurs when the next instruction is read from 
memory. Reading data occurs before ENDE is true, and is 
therefore allowed. 

If both NPCBO and NPCB1 are true, all memory access is 
prohibited. Writing is inhibited by FAILD, as described 
above. Reading is disqualified by the gate containing 
NPCBO and NPCB1, which produces PROTECTD. If LMXQ 
is true, indicating that instruction access is being performed, 
PROTECTI is generated instead of PROTECTD. The differ- 
ence is one of timing, since PROTECTD sets the trap flip- 
flop at the next clock, and PROTECTI waits until ENDE is 
true. 



Table 3-12. Program Control Code Functions 



NPCBO 


NPCB1 


Read 


Write 


Instruction Address 








Yes 


Yes 


Yes 





1 


Yes 


No 


Yes 


1 





Yes 


No 


No 


1 


1 


No 


No 


No 



3-89 Memory Protection 

The memory protection feature, which operates independ- 
ently of the memory map, prevents alteration of specified 
areas of actual addresses in memory. The program is sub- 
jected to memory protection in both master and slave modes. 
If the CPU is in the slave mode using the memory map, the 
program control codes are examined when the virtual ad- 
dresses are converted into actual addresses. The memory 
protection feature is then used to determine if the program 
is allowed to alter the contents of the core memory loca- 
tion corresponding to the final actual address. 

The memory protection registers contain a two-bit write 
lock code for each 5 12- word page of core memory addresses. 
Two flip-flops designated the write key are set by bits 3 and 
4 of program status doubleword 2. The write locks and write 
key are interpreted as shown in table 3-13. If an instruc- 
tion attempts to write into a protected memory page, the 
trap flip-flop is set, and a trap sequence is entered. 



Table 3-13. Memory Protection Functions 



Write Lock 


Write Key 


Protection 





X X 


Write access permitted inde- 
pendent of key vaiue 


X X 





Write access permitted inde- 
pendent of lock value 


1 


1 


Write access permitted only if 


through 
1 1 


through 
1 1 


lock value matches key value 



3-90 MEMORY PROTECTION REGISTER ORGANIZATION . 
The 256 memory protection codes are located on four FT25 
fast-access memory modules. The registers may be repre- 
sented as shown in figure 3-106. 

The actual organization of the write locks in the integrated 
circuit memory elements (XDS 304) on an FT25 module is 
shown in figure 3-1 12, using the first FT25 module as an 
example. The write lock bitsare placed in the memory ele- 
ments in the same manner as the codes in the memory map pro- 
gram control registers. The memory elements on the left half 
of the diagram contain the write locks for pages through IF; 
those on the right half contain the write locks for pages 20 
through 3F, for a total of 128 bits or 64 write locks on one 
module. Only the first, second, and last bits in each mem- 
ory element are shown in the figure. 

3-91 LOADING THE WRITE LOCKS . A Move to Memory 
Control instruction with a one in bit 14 transfers the write 
locks in core memory, referenced in the reference manual 
as the memory lock control image from core memory to the 
memory protection registers. The data is first placed in the 
C-register, then transferred a byte at a time to D24 through 
D31. From the D-register, each byte is inverted and gated 
onto the lock data lines with the equations: 

MAPW15 - MAPW22 - D24 - D31 MAPWXD 

W/LK0/15-W/LK0/22 - NMAPW15 - NMAPW22 

where MAPWXD is true during a Move to Memory Control 
instruction. The second equation applies only to the first 
FT25 module. Other modules are designated LKl through 
LK3 instead of LK0. 

The individual bits in the memory elements are selected by 
address signals generated from the LB lines with the equa- 
tions for the first FT25 module: 

L/LK0/3 = LB 18 
L/LK0/4 = LB 19 
L/LKO/5 = LB20 

The modules are selected by the decoding address lines 
LB15 and LB16 which are inputs to the AND gates in figure 
3-112. The two halves of the module are selected by ad- 
dress line LB17, as shown in figure 3-112. Use of the LB 
lines instead of the LM lines ensures that any mapping 
function takes place before the memory protection feature 
takes effect. 



The write clock signal is generated from write lock signal 
LOCKW and a private memory clock signal with the equa- 
tion for the first FT25 module: 

K/LK0 = LOCKW CK 



Clock signals for the other three modules are K/LK1 through 
K/LK3. 
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Paragraphs 3-92 to 3-94 



3-92 USING THE WRITE LOCKS . To read the memory 
protection register outputs, address lines LB15 through LB20, 
select a module of write lock registers, a control line for 
half the module, and one bit in each of the eight memory 
elements (see figure 3-112). A one on the control line 
allows sensing of outputs LOCK15 through LOCK22. Ad- 
dress lines LB21 and LB22 are decoded to select one of four 
two-bit codes in the half module of write locks, as shown 
in figure 3-113. The outputs of the decoding circuit, 
NLOCK0 and NLOCK1, contain the complement of the 
write lock stored with the selected actual page address. 
The complement is used because the codes were inverted 
when they were stored in the memory protection registers. 

A mismatch of a write lock and the write key generates a 
FAILD signal, as shown in table 3-14. The logic equation 
for the FAILD signal is as follows: 

FAILD = LOCK0 NLOCK1 WKO CMPKEYS 

+ NLOCK0 LOCK1 WK1 
CMPKEYS 

+ WRITE (NLOCK0 NWKO 
CMPKEYS + NLOCK1 NWK1 
CMPKEYS + . . .) 

CMPKEYS = WRITE NINTRAPF (WKO + WKl) 

From the FAILD signal, a PROTECTD signal is produced, 
the trap flip-flop is set, and a trap sequence is entered. 

Table 3-14. FAILD Signal Generation in 
Memory Protection 



c. At the first clock pulse after the END signal goes 
true during the last execution phase of an instruction 



d. At phase 4 of a Move to Memory Control instruc- 



Write Lock 


Write Key 


1 

1 

1 X 

x 1 


1 X 

x 1 
x 
x 



3-93 Watchdog Timer 

The watchdog timer is a six-bit flip-flop binary counter, 
triggered by the 1-MHz clock signal. The counter is set 
at interruptible points in the program and counts to 40, 
which allows 40 )js before runout. If the timer runs out 
before another interruptible point is reached, a trap se- 
quence is entered. 

A logic diagram of the watchdog timer counter is shown in 
figure 3-114, The control circuits and trap-setting logic 
are shown in figure 3-1 15. The counter is started by load- 
ing it with ones at the following times: 

a. When the counter contains 1010XX 

b. At the first clock pulse after the interrupt enable 
flip-flop IEN has been set 



tion 



e. While the WATCHDOG TIMER switch is set at the 
OVERRIDE position 

f. At phase 6 of byte operation instructions 

g. While the CLOCK MODE switch is not in the 
CONT position 

h. While the COMPUTE switch is not in the RUN 
position 

i. At processor control panel phases 2 through 6 

j. At phase 6 of Decimal Add and Decimal Compare 
instructions 

Any one of these conditions drives WDTRAC true, and flip- 
flops WCT1 through WCT6 are set. 

When the watchdog timer has counted to 40 without being 
restarted, flip-flop WDTA is set by WCT1, NWCT2, WCT3, 
and NWCT4. A one at the set output of WDTA causes 
WDTRAC to be set which restarts the counter and causes 
WDTLATCH to go true. Feedback from WDTLATCH holds 
this signal true until STRAP and TRAP are true. 

When WDTLATCH goes true, STRAP is latched true, and 
the trap flip-flop is set. As soon as STRAP and TRAP are 
true, WDTLATCH drops, and is followed by STRAP. A trap 
sequence is then entered to take the program to location 
X'46'. 

Any one of the conditions stated in the above-mentioned 
steps restarts the counter without causing a trap. Signal 
WDTR goes true, setting flip-flop WDTRAC, but WDTLATCH 
stays low because WDTA has not been set. In the case of 
KWDTR, KSC, and NRRUN/B, the set input to flip-flop 
WDTRAC is held true as long as the switch is in the position 
indicated, and the counter is not allowed to step. 

3-94 Real-Time Clocks 

The real-time clock signals are obtained from an ST29 Time 
Base Selector, which, in turn, receives its clock pulses 
from a CT16 Medium Frequency Oscillator. A simplified 
diagram of these circuits is shown in figure 3-116. Outputs 
from the time base selector are applied to the interrupt cir- 
cuits on the LT16 Priority Interrupt modules in the CPU. 

A 2-MHz sine wave from the oscillator, shown in figure 
3-116, goes through a frequency divider consisting of 
seven flip-flops, each of which divides the frequency by 
two. The 16-kHz signal at the output of the oscillator 
module is connected to the time base selector, where the 
frequency is again divided by a series of five flip-flops. 
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Figure 3-113. Memory Protection Register Output Decoding 



3-124 



XDS 901060 



C 



WDTRAC- 



o 



(S/WCT1) 



^ 



(R ; AVCT2) 




IMC 



(R/WCT1) 




1MC- 



(R/WCT4) 



(S/WCT3) 




D 



s 1 

FF 



R 



S 1 

FF 

C 

R 



WCT2 



IMC C 

(R/WCT3) 



^V (S/WCT4) 




S 1 

FF 
C 

R 



S 1 

FF 



R 



WCT4 



"WCT1 



-»-NWCT2 



-WCT3 



-NWCT4 



TO SET 
'WDTA 



(S/WCT5) 




1MC- 




1MC- 



S 1 

FF 
C 

R 



WCT5 



S 1 

FF 



R 



WCT6 



901060B.3900 



Figure 3-114. Watchdog Timer Counter, Logic Diagram 
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Figure 3-116. Real-Time Clock, Simplified Diagram 
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The 8-kHz, 4-kHz, 2-kHz, 1-kHz, and 500-kHz square 
wave outputs of these flip-flops are available as internal 
time bases, to be used as inputs to the real-time clock flip- 
flops CPUL1 through CPUL4. The clock frequencies may 
be selected by jumpers from the frequency divider outputs 
to the clock pulse flip-flop inputs. 

Time bases from sources outside the CPU may be used by 
connecting external frequencies to the amplifiers shown on 
the oscillator module in figure 3-116. The amplifier out- 
puts may be connected by jumpers to the desired clock 
pulse flip-flops on the time base selector. The line fre- 
quency of 50 or 60 Hz may also be used by connecting 
the clock pulse flip-flop inputs to a 50/60-Hz source else- 
where in the computer. 

The outputs of flip-flops CPUL3 and CPUL4 are taken to 
the priority interrupt modules used to process the standard 
counter 3 count-pulse and counter 4 count-pulse interrupts. 
The outputs of flip-flops CPUL1 and CPUL2 are used only 
if the optional counter 1 count-pulse and counter 2 count- 
pulse interrupt levels are included in the CPU. The events 
that occur after a count-pulse signal enters the interrupt 
circuits are described in the section on interrupts (begin- 
ning with paragraph 3-108). 

3-95 Power Fail -Safe 

3-96 GENERAL . The Sigma 7 optional power fail-safe 
feature monitors the primary power sources and provides 
automatic shutdown in cases of partial or complete power 
failure where power drops below given limits. If power 
returns to an acceptable level, normal operation auto- 
matically resumes. During power fail-safe shutdown, infor- 
mation in certain volatile flip-flop registers is stored in 
core memory to prevent critical program data loss. When 
power is restored, the information in core memory is re- 
turned to the volatile flip-flop registers so that the program 
can resume at or near the interrupted point. Core memory 
serves as the storage device during power fail-safe oper- 
ation because the cores are nonvolatile and retain infor- 
mation without the presence of power. 

The power fail-safe feature is composed of two major com- 
ponents: the power fail-safe interrupts, which initiate the 
save and recovery programs, and the power monitor assem- 
bly, which monitors the primary power source. 

3-97 POWER FAIL-SAFE INTERRUPTS . When a power 
failure occurs, the power fail-safe feature notifies the CPU 
by means of a power-off interrupt. Sufficient energy is 
stored in the Sigma 7 power supply system to maintain dc 
power for the duration of a short power failure subroutine. 
When primary power resumes, a power-on interrupt causes 
the CPU to enter a recovery subroutine that restores the CPU 
to the state existing prior to the lapse of power. 

The interrupt memory locations are X'50' for the power-on 
interrupt and X'51' for the power-off interrupt. The power- 
on interrupt is the highest priority interrupt in the system; 



power-off interrupt has second highest priority. Both of 
these interrupt levels are always enabled; neither can be 
disarmed, disabled, inhibited, or triggered under program 
control. 

3-98 POWER MONITOR ASSEMBLY . Figure 3-1 17 is a 
simplified block diagram of the power monitor assembly, 
which is a standard equipment item in Sigma 7, consisting 
of three standard modules: the WT21 regulator and inde- 
pendent power supply, the WT22 line detector, and the 
AT13 line driver. 

The WT21 regulator is used to supply regulated dc voltages 
to the WT22 line detector and the AT13 line driver. 

The WT22 line detector performs the function of detecting 
a power failure and indirectly providing the necessary sig- 
nals to the CPU for a start-up or shutdown sequence. 

The ATI 3 line driver is basically a cable driver which is 
used to drive the output signals of the WT22 module. 

Although the primary power sources are optional, depending 
on user requirements, the primary power source shown in 
the simplified block diagram is single phase 120 Vac. 

The application of primary power to the Sigma 7 system 
power supplies provides the power fail-safe feature with the 
voltage necessary to power the WT21, WT22, and ATI 3 mod- 
ules. These standard dc voltages are provided by the in- 
ternal power supply in the WT21 regulator. The power fail- 
safe feature receives 120 Vac and 60 Vdc power when pri- 
mary power is applied. The 120 Vac power is transmitted 
to the WT21 regulator, which in turn is converted to regu- 
lated +4 Vdc, +8 Vdc, and -8 Vdc. The regulated dc vol- 
tages are transmitted to the WT22 and ATI 3 module. 

The 60-Vdc power output from the PT14 power supply is 
monitored directly to the WT22 line detector, which senses 
this input and the other dc voltages to determine if they 
are within acceptable limits. 



The requirements for a start-up or shutdown sequence are 
governed by the WT22 line detector, which contains the 
basic sensing circuits within the power fail-safe feature. 
Detection of one or more out-of-tolerance voltages by the 
WT22 line detector generates the necessary logic signals 
to the AT13 line driver for a fail-safe shutdown. A sub- 
sequent return of voltages that are within tolerance gen- 
erates the necessary logic signals to the ATI 3 line driver 
for a fail-safe start-up. 



3-99 Real-Time Clock Line Frequency. The real-time 
clock circuit on the WT22 module generates a stable clock 
frequency synchronized to the line frequency. This real- 
time clock is not an integral part of the power fail-safe 
feature and is located on the WT22 module primarily for 
purposes of convenience. 
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Figure 3-117. Power Fail-Safe Feature, Simplified Block Diagram 



3-100 Input Requirements . The input power source varies 
according to user requirements. For information on the 
various power sources, refer to the section on Power Distri- 
bution (paragraph 3-341). 

3-101 Three-Phase Input Detection . When three-phase 
operation is used, one phase is used to supply power to the 
power monitor. The presence of three phases is detected by 
sensing the presence of a three-phase rectified but unfil- 
tered 60-Vdc signal supplied by the PT14 power supply. 

3-102 Single-Phase Detection. Single-phase detection is 
provided for by a simple rewiring in the power monitor. 
When rewired, this standard 110-Vac line is the only exter- 
nal input to the power monitor assembly. 

3-103 Internal Power Supply . The power monitor has its 
own internal power supply capable of delivering power to 
the WT21, WT22, and ATI 3 modules. This supply comes 
into operation when external power is applied. When power 
is shut off, this internal supply outlasts the dc supplies in 
the computer, thereby keeping logic signals in their appro- 
priate states as power decays and the power-off subroutine 
is executed. 



3-104 Parallel Operation . The power monitor is capable 
of paralleling its output with the output of other power 



monitors. This is necessary, since several power monitors 
may be used to monitor individual lines and power supplies 
in a system. Therefore, if more than one power monitor is 
used in a given installation, the equivalent logic outputs 
of the power monitors are OR-gated. 

3-105 Output Signals. There are five output signals from 
the AT13 line drivers: ST, the master reset signal; ION, 
which initiates the start-up sequence; IOFF, which initiates 
the shutdown sequence; IONEN, the ION enable signal, 
which performs an AND function for the output of the 
power monitor assembly; and RTC, the real-time clock sig- 
nal, which is a clock synchronized to the line frequency, 
but which is not used directly in the power fail-safe 
feature. 



3-106 Circuit Description . Figure 3-118 is a functional 
schematic of the power monitor assembly. Input power to 
the internal power supply on the WT21 regulator is shown 
to be single phase 1 10/120 Vac from pins 1 and 2 of the PI 
connector. This input power is transmitted to transformer 
Tl, which is in the internal power supply of the WT21 regu- 
lator package. Diodes CR1 through CR4 comprise a full- 
wave bridge rectifier and provide the dc inputs to the +8 Vdc 
and the +4 Vdc regulator drivers. Diodes CR5 and CR6 act 
as a full wave rectifier providing ac input to the -8 Vdc 
regulator circuit. 
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a. WT21 Regulator. The WT21 (see figure 3-119 for 
the schematic) is the voltage regulator-driver used to supply 
regulated dc to the WT22 power monitor. The WT21 con- 
tains a +8 Vdc regulator-driver, +4 Vdc regulator-driver, 
and -8 Vdc regulator. The +8-volt and +4-volt drivers are 
used with external pass transistors. The -8-volt regulator 
contains the pass transistor located on the module. The 
-8-volt regulator contains a rectifier circuit to allow oper- 
ation from ac inputs at pins 14 and 18. The +8 and +4-volt 
regulator-drivers require dc input voltages. Two additional 
bridge rectifying circuits are located on the WT21 to pro- 
vide 24 Vdc and 50 Vdc. 

Filter capacitors for input filtering to the series regulators 
are not located on the module; however, provisions are 
made for external connections. Surge resistors are located 
on the WT21 to prevent damage to the external rectifiers 
that supply current to the +8-Vdc and +4-Vdc regulators. 

Rl through R4 are the surge protection resistors. CR1 through 
CR4 and CR5 through CR8 rectify the ac input voltages, 
which are then used to operate the power monitor with 24 
Vdc and 50 Vdc. 

Transistors Q2 and Ql are the sense and drive transistors 
used in the +8-Vdc regulator. The input of the regulator 
is pin 17 (V2). Pin 27 (VI) is brought out to connect to 
an external filter capacitor. Voltage adjustment is accom- 
plished by controlling the current in Q2. This current is 
determined by the emitter voltage (reference voltage) and 
the sampled base voltage as adjusted by R8. The Ql emit- 
ter output drives the external pass transistor. 

Transistors Q3 and Q4 are the drive and sense transistors 
for the +4-volt regulator. Collector voltages to Q3 are 
derived from the +8-volt supply. Drive voltage to Q3 also 
comes from the +8 volts, therefore providing preregulation 
for the +4-volt regulator. Q3 drives a power transistor 
external to the WT21 . The base of Q4 is connected to the 
+4-volt output. Current is controlled by changing the 
reference voltage, R12, at the emitter of Q4. 

The -8-volt regulator, including pass transistor Q5, is lo- 
cated on the WT21. CR9 and CR10 provide a negative 
supply voltage when ac is applied to pins 18 and 14. Pin 
20 is the common and external capacitor connection. R17 
provides voltage control of the output. 

b. WT22 Line Detector. Figure 3-120 is a block dia- 
gram of the WT22; figure 3-121 is the WT22 schematic; and 
figure 3-122 shows the WT22 waveforms. Basic timing and 
input power for the WT22 are as follows: 



Delay time D 

ION time A 

Power failure 
detection time 



adjustable from 5 to 20 ms 
300 ms ±10% 
< 3 ms 



Input power +8 Vdc a) 40 mA 

+4 Vdc a) 30 mA 

+60 Vdc @ 50 mA for 30 
detection 

+22 Vdc@ 10 mA for }0 
detection 

The WT22 is the line detector module that provides all out- 
put signals for the power monitor. This is the basic unit 
within the power fail-safe feature. The principal function 
of the WT22 is to detect a power failure and provide the 
necessary reset and interrupt signals for the CPU. These 
signals provide start-up and shutdown sequences when power 
comes on and goes off. 

When power is first turned on (figure 3-121) the 307 flip- 
flop is dc set by VI (+8 Vdc), charging C8, causing ST to 
go high. VD, the ION threshold voltage, is also applied 
and charges C4 through R13. The voltage across 04 is 
determined by the magnitude of VD through R13, as well 
as the time constant R13-C4. This time constant determines 
the time after power has been turned on that the threshold 
sensing circuit triggers the ION pulse. As shown in figure 
3-122, the occurrence of ION is time A, or the time nec- 
essary for all dc power supplies in the computer to stabilize. 
The ION pulse resets the 307 flip-flop, and ST falls to zero. 
If ST is zero, the reset of the 307 flip-flop is high and pre- 
vents C4 from charging by holding the NOR gate on. 



When the line detection circuit indicates power failing, 
it generates the IOFF signal. At the same time, the IOFF 
signal is delayed by the period D which is the maximum 
time that dc power supplies remain within regulation after 
a power failure (figure 3-122). IOFF is applied to the clock 
input of the 307 flip-flop, and since the set is held high, 
the flip-flop sets when IOFF returns to zero at the con- 
clusion of period D. IOFF pulses continue to be generated 
as long as power is below the acceptable threshold level. 

As shown in figure 3-122, IOFF pulses and NST prevent C4 
from charging in case of a short power interrupt. As long 
as IOFF produces a pulse, C4 discharges, preventing an 
ION pulse until C4 charges up again. During this time ST 
is held high by IOFF, setting the 307 flip-flop continuously. 



ST goes false when ION goes true, and there are no IOFF 
pulses present. This means that any time an IOFF pulse 
occurs, the entire start-up sequence takes place. When 
power returns, the line detection circuit generates IOFF 
pulses whenever the line voltage drops below threshold. 
Threshold oscillation is prevented by a preset hysteresis. 
IOFF and ION, as determined by their respective thresh- 
old settings, may be set 10 volts apart; for example, IOFF 
is present at 80-volts line and ION occurs at 90-volts line. 
ST goes high when the line drops below 80 volts and re- 
mains high until the line raises above 90 volts. 
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Figure 3-119. WT21 Regulator, Schematic Diagram 
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Figure 3-120. WT22 Line Detector, Block Diagram 



3-133/3-134 



901060 



+8V 51 O 



+4V 49 O 



A1E6,A5E6 

A2E6,A3E10,A4E10 

A3E5,A4E5 




39 5 

10 50 VDC 



NOTE: REFERENCE DWG: 132379-1 A 



Figure 3-121. WT22 Line Detector, Schematic 
Diagram 
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Figure 3-122. Power Fail -Safe Waveforms 



In addition to the ST, ION and IOFF signals, the WT22 
generates a real-time clock pulse (RTC) synchronized to 
the line frequency. By selecting the IF or 2F term on the 
module, this pulse is at the line frequency or twice the 
line frequency. 

The WT22 is supplied with power by the internal power 
supply in the power monitor. A schematic of this power 
supply and its relationship to all the modules in the power 
monitor assembly is shown in figure 3-118. 

The line detection circuit is that part of the WT22 
module which detects an ac line failure. The detection 
scheme is slightly different for single-phase and three-phase 
operation; however, both phases are detected by the WT22. 



Single phase operation is shown in figure 3-123. CI cannot 
charge to level Vp if an ac signal is present at Ej n , the 
single-phase input. Ej n is generated by an unfiltered dc 
signal that is clamped to provide a steep rise at the zero 
crossing. This rise time determines the minimum response 
time of the IOFF pulse. CI must charge to V , and V is 
determined by setting potentiometer R2. The time constant 
of R3C1 is longer than Tl as the voitage charges to V D . 
In addition, the base voltage, Vp, is derived from an un- 
regulated source so it decreases with the line voltage, 
causing V p to be at a lower point (Vp = n Vgp where 
n is 0.7 and Vp is the firing point of the unijunction 
transistor Q2). If power drops out completely, Q2 
fires at less than one-quarter of a cycle, as set by R2. 
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Figure 3-123. Single-Phase Detection 



a worst-case condition of one-half cycle caused by the de- 
crease in Vf$B; however, this is only if power drops slowly 
below threshold and is not a worst-case condition. This 
happens because the power supplies take longer to come 
out of regulation. 

For three-phase operation, the threshold is set below the 
crest of the multiphase signal, as shown in figure 3-124. 
This unfiltered signal supplies the VBB source voltage in 
three-phase operation. If any phase falls below threshold 
the unijunction transistor triggers. Since the voltage is now 
sampled at six times the line frequency, response time is 
faster than in singie-phase operation. The additional tran- 
sistor across CI is not used and is therefore disconnected in 
three-phase operation by selecting the proper input con- 
nections to the WT22 module. 

For single-phase operation, pin 39 is connected to pin 5, 
and 22 Vdc is applied to pins 13 and 45. For three-phase 



operation, ov-vdc unfiitereo tnree-pnast: is uppneu to pm 
1, and pin 1 1 is connected to pin 45. 

The ION one-shot is used to generate the ION pulse. This 
occurs when there are no IOFF pulses, and the 307 flip- 
flop is in the reset state with ST low if the line is above the 
ION threshold. The one-shot shown in figure 3-125 con- 
sists of a unijunction transistor threshold circuit, an inver- 
ter, and a two-input OR gate. If pulses are applied to D, 
the emitter voltages never reach Vp on Q6; likewise, if 
R is positive Q5 conducts and C4 never charges. This pro- 
vides the inhibit function of the one-shot. C4 only charges 
if power is on and no IOFF pulses are present. This is the 
start-up routine. When Q6 fires, it produces a pulse across 
R15 that is used to generate ION. 

The real-time clock puts out pulses at the line frequency 
or twice the line frequency, as shown in figure 3-126. 
Q7 derives its interbase voltage Vdd from a clamped, 
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Figure 3-124. Three-Phase Detection 
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Figure 3-125. ION One-Shot Operation 
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WHEN C IS CONNECTED TO B, CRl IS FORWARD 

BIASED AND PREVENTS C7 FROM CHARGING 

FOR THE REAL-TIME CLOCK TO FUNCTION AT TWICE 

THE LINE FREQUENCY, C IS LEFT OPEN 

FOR THE REAL-TIME CLOCK TO FUNCTION AT THE 

LINE FREQUENCY, C IS CONNECTED TO B 
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Figure 3-126. Real-Time Clock Operation 



high-voltage, unfiltered, dc source. R20C7 is set to be 



Ac CI 



~r\c\rr\c±A Vimi ic cnrirU 

n V DD and produces a 



reduced, and Q7 fires when V p 

pulse at Bl. If single frequency pulses are required, Q7 
must not fire every half cycle. C7 is prevented from charg- 
ing by diverting the current through R20 through CRl every 
other cycle. 

3-107 Power Monitor Logic . There are five power monitor 
logic signals put out by the AT13 logic module. The signals 
and their cable pins are as follows: 



Signal 

ST 

RTC 

IONEN 

ION 

IOFF 



Cable Pin 

04 
07 
08 
09 
10 



The ION and IOFF signals are input to the LT 16 interrupt 
module as shown in fiaure 3-127. 

a. Start-up Routine. The following steps outline the 
logic signals that make up the power monitor assembly 
start-up routine. 

1. ST is the master reset signal that is true when 
power on/off transitions are occurring. When power is ap- 
plied, this signal comes true as soon as possible (deter- 
mined by the internal power supply). ST remains high ini- 
tially as the power supplies in the computer stabilize. 
This time is determined by ION occurring. 



2. ION occurs only if the line voltage is above 
a preset level, the ION threshold. ION is generated ap- 
proximately 300 ms after power is turned on. When ION 
occurs, ST falls to 0. ION should outlast ST by more than 
2 ps but less than 100 ps. 
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Figure 3-127. Power rail -Safe, Logic Diagram 
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3. IONEN is a true signal as long as a power 
monitor is operating. This signal is necessary only when 
using more than one power monitor per system. It is avail- 
able on an AT13 cable driver-receiver where the receivers 
and drivers are externally connected. This signal from a 
driver of one power monitor connects to the receiver of another, 
cascading the signals. IONEN becomes an AND function 
which is only true if all power monitors are operative. 

As shown in figure 3-1 17, the IONEN switch SI, is left 
open if only one power monitor is used in a system. If more 
than one is used, the IONEN switches are closed on all 
power monitors except the last switch in the cable scheme 
which is the IONEN switch closest to the cable terminator. 
It is always left open. With SI open, the IONEN signal 
remains high as long as primary power is applied to the 
power monitor. IONEN is AND-gated with ION to produce 
the PON signal for the LT16 interrupt module so that the 
power-on interrupt subroutine can be initiated. 

b. Real-Time Clock (RTC). A clock pulse that is 
jitter-free and synchronized to the line frequency is one of 
the outputs. This output is arranged so that the intercon- 
necting cables do not parallel one RTC signal with other 
RTC signals. One of the isolated receiver-drivers on the 
AT 13 is used for this purpose. This precaution is necessary 
since these RTC signals maybe on different phases of the line. 



are also available: the power-on interrupt, the power-off 
interrupt, two additional count-pulse interrupts, and two 
additional counter-equals-zero interrupts. The 224 exter- 
nal interrupts are divided into 14 groups of 16 interrupt 
levels each. Chassis wiring in the CPU divides the internal 
interrupts into the override group, the counter-equals-zero 
group, and the input/output group. The override group has 
priority over other interrupts. As described in the Sigma 7 
Computer Reference Manual in the Interrupt System section, 
the priority sequence of all other groups is optional. Also 
see the reference manual for a detailed description of each 
group of interrupts. 

3-109 INTERRUPT CONTROL. Interrupt operations are 
controlled by logic and by programming. Each of the 237 
interrupt levels is assigned a unique memory location to 
which the CPU branches when the interrupt level is ac- 
knowledged. The contents of the memory location are trans- 
ferred to the CPU. The interrupt location must contain one 
of the following instructions: Modify and Test Byte (MTB), 
Modify and Test Halfword (MTH), Modify and Test Word 
(MTW), or Exchange Program Status Doubleword (XPSD). 
The MTB, MTH, and MTW instructions are single instruction 
interrupts. The XPSD instruction transfers control of the 
CPU to a service routine stored in memory. The service 
routine must end with a Load Program Status Doubleword 
instruction (LPSD). 



c. Shutdown Routine. The following steps outline the 
logic signals that make up the power monitor assembly shut- 
down routine. 

1. IOFF is a signal that sets an interrupt channel 
indicating to the CPU that the line voltage is below a pre- 
set threshold. This interrupt initiates a shutdown subroutine 
that stores all volatile data into core storage before the 
master reset signal ST causes a cessation of memory oper- 
ations. The IOFF pulse should be greater than 2 ps, but 
less than 20 ms. The delay between a power failure and 

the IOFF pulse going true should be minimized (less than 
o _.- r_„ .? i_ _i i j.1 — 
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2. ST goes true, after a delay time, when power 
fails. This delay time is determined by the amount of time 
it takes for the external dc supplies in the computer to fall 
below their specified tolerances. This delay time or the 
time between IOFF occurring and ST going true should be 
adjusted to the maximum possible duration to allow suf- 
ficient time to store data before shutting down the memory 
input. The delay is adjustable between 5 to 20 ms. 

3-108 Interrupts 

The interrupt system provides a maximum of 237 interrupt 
levels, of which 13 originate inside the CPU, and 224 are 
external, originiating in equipment outside the CPU. The 
13 internal interrupt levels include seven standard fea- 
tures: two count-pulse interrupts, a memory parity interrupt, 
two counter-equals-zero interrupts, an input/output inter- 
rupt, and a control panel interrupt. Six optional features 



3-110 INTERRUPT LEVELS . Each of the 237 interrupt levels 
includes an interrupt circuit consisting of three flip-flops. 
The state of the interrupt circuit indicates the status of the 
interrupt level. An armed circuit is transferred to the wait- 
ing state when an event or condition associated with the 
circuit is detected. For example, the event or condition 
may be a power failure, a programmed count sequence, or 
a control panel operation. If a circuit in the waiting state 
is enabled, it causes an interrupt operation to begin when 
that interrupt level has priority. Any number of interrupt 
circuits may be in the waiting and enabled state, but only 

one may be in the active state at any one time. Priority 
:. t_ui:_l i u.. U: «.: ( -: U -«<■ — I U,, 

interrupt circuits and by system cabling. 

3-111 INTERRUPT SEQUENCE . Any interrupt except the 
power-on and power-off interrupts may be individually 
armed, disarmed, enabled, or disabled by a Write Direct 
instruction. An armed interrupt level accepts and re- 
members an input interrupt signal, and remains in the 
waiting state until enabled. A disarmed interrupt cannot 
enter the waiting state; that is, it cannot accept an input 
interrupt signal and is effectively removed from the system. 
A disabled interrupt may go into the waiting state when 
the event connected with that interrupt occurs, but interrupt 
operation cannot begin until the interrupt is enabled. 

All interrupts except the override interrupts maybe inhibited 
by groups by means of three flip-flops whose outputs are used 
in the program status doubleword. If counter inhibit flip- 
flop CIF which represents bit 37 in the program status double- 
word is set, the counter-equals-zero interrupts are inhibited. 
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If input/output inhibit flip-flop II, representing bit 38, is 
set, the input/output and control panel interrupts are inhib- 
ited. If external interrupt inhibit flip-flop EI, representing 
bit 39, is set, all of the external interrupts are inhibited. 
An inhibited interrupt may accept an input and go into the 
waiting state, but that input may not begin operation until 
the flip-flop representing its respective program status 
doubleword bit is reset. 

Any interrupt except the power-on and power-off interrupts 
may be triggered by means of a Write Direct instruction 
which is described later in this section. When a Write 
Direct instruction triggers an armed interrupt, the specified 
interrupt level goes into the waiting state as if its asso- 
ciated event or condition has been detected. The trigger- 
ing function allows the use of diagnostic programs to test 
the interrupt system. 

3-112 INTERRUPT CIRCUITS . The state of each interrupt 
level is controlled by an interrupt circuit that generates 
signals to control the priority of each level. Each inter- 
rupt consists of three flip-flops: ISn, IPn, INn, (n = 0, 1, 
2, . . . 15). These flip-flops are clocked at a 2.048 MHz 
rate by signals GCLK1 and GCLK2, which are generated 
from signal 1MC-2, the output of an amplifier whose input 
is 2 MHz signal 2MC. Other interrupt circuit flip-flops 
are also clocked at 2.048 MHz, by signal 1MC-1, which is 
developed from signal 2MC. The five significant states 
of an interrupt circuit and the condition established for 
the level are summarized in table 3-15. 

3-113 Power Fail -Safe Interrupts . Interrupt levels and 
1 are the power-on and power-off interrupts which are 
controlled by optional equipment. These circuits have the 
highest priority level and are always enabled because the 
input to INn flip-flops are hard wired. 



Table 3-15. Significant States of Interrupt Circuit 



S/IN0 
R/IN0 
S/IN1 
R/IN1 



= GND 



= GND 



The circuits are placed in the armed state by a reset signal 
and are normally in the armed and enabled state. 

S/IP0 = CPUREST2 + . . . 

R/IS0 = CPUREST2 RESET + . . . 

S/IP1 = CPUREST2 RESET + . . . 

R/IS1 = CPUREST2 RESET + . . . 

When power fails, signal IOFF is true, and interrupt level 
1 is placed in the waiting and enabled state. 



S/IS1 



IP1 POFF 



FLIP-FLOPS 


STATE 


ISn* 


IPn* 


INn* 








X 


Disarmed. Circuit removed from inter- 
rupt system. Interrupt signal neither 
accepted nor remembered. Change of 
state only by program intervention 





1 


X 


Armed. Can accept and remember in- 
terrupt signal. Advances to waiting 
state when interrupt signal is recog- 
nized 


1 


1 





Waiting and disabled. Cannot advance 
to active state. Requires program in- 
tervention to be enabled 


1 


1 


1 


Waiting and enabled. Can advance to 
active state if interrupt circuit has 
highest priority 


1 





1 


Active or waiting. The highest priority 
circuit in this state becomes active 
when accepted as an interrupt by the 
CPU. Other circuits in this state wait 
for acceptance in priority sequence 


* n - 0, 1, 2, ... 15 

Power fail-safe interrupt circuits (0 and 1) are always 
enabled, so that state of flip-flops is XXI at all times 
(INn set) 



An interrupt sequence takes place, during which the inter- 
rupt level is placed in the active state. 



R/IP1 = REIP1 IE0 + . . . 

REIP1 = INI IP1 IS1 NISIN0 NISNIP0 

NISIN0 = NIS0 + NINO 

NISNIP0 = N(IS0 NIP0) - NIS0 + IPO 

IE0 = AIEB ENOVRD 

ENOVRD = NENFNL OVRQ 

OVRQ = R01 + . . . 

R01 - REIP1 + . . . 

Signals NISIN0 and NISNIP0 are priority signals that pre- 
vent a change of state if the higher priority level is wait- 
ing and enabled, or is active. Signal ENOVRD initiates 
the interrupt sequence. Signal AIEB is a timing signal gen- 
erated during an interrupt sequence. 

After the XPSD instruction in the interrupt location has been 
executed, the associated service routine is followed, and 
the interrupt circuit returns to the armed state. 

R/IS1 = NISNIP0 NIP1 IB0 + . . . 

IB0 = AIB CHA0 

S/IP1 -- IS1 NISNIP0 IB0 
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Signal CHAO is a timing signal generated during the inter- 
rupt sequence. Signal AIB is generated from signal LEVACT 
which is an interrupt exit signal in the service routine: 

S/AIB = LEVACT N (. . .) 

When power is applied, signal PON is true, and interrupt 
circuit goes through a similar sequence of operations. 

S/IPO = ISO IBO + CPUREST2 

R/IPO = R0 IEO + . . . 

R0 = INO IPO ISO 

S/ISO = IPO PON 

R/ISO = NIPO IBO + CPUREST2 

Because interrupt level has the highest priority of all 
interrupts, no priority signals such as NISNIPO or NISINO 
are required. Signal ENOVRD is enabled by signal R0, as 
explained above. 

3-114 Count Pulse Interrupts . Interrupt levels 2 through 
5 are count pulse interrupts, two of which are standard and 
two of which are optional. The interrupt circuit feature 
that distinguishes its function is the input that enables the 
change of state from armed to waiting (01X to 1 IX). For 
the count pulse interrupts, the signals are CPUL1 through 
CPUL4. 

S/IS2 = IP2 CPUL1 + . . . 

S/IS3 = IP3 CPUL2 + . . . 

S/IS4 = IP4 CPUL3 + . . . 

S/IS5 = IP5 CPUL4 + . . . 

These signals are generated by real-time counter flip-flops, 
which are direct reset after the transfer from the armed 
state (01X) to the waiting state (1 IX). 

E/CPUL1 = IS2 

E/CPUL2 = IS3 

E/CPUL3 = IS4 

E/CPUL4 = IS5 



The inputs to interrupt circuit 2 are typical of interrupt 
circuits 2 through 15. 

S/IN2 

R/IN2 



DATA16 AEENLE 
DATA16 ADBDB1 + REN 



S./IP2 = IS2 NISNIP1 ARMOVD + DATA 16 

AEADB1 

NISNIP1 = NISI NISNIPO + IP1 NISNIPO 

ARMOVD = IBO LEVARM 

FAPSD PH7 N07 R30 R31 + . . . 



R2 = IS2 IP2 IN2 NISINI 

NISIN1 = NISI NISINO NISNIPO + NINl 
NISINO NISNIPO 

S/IS2 = IP2 CPUL1 + DATA16 IP2 TRIG1 

R/IS2 = NIP2 NISNIP1 IBO + DATA DARM1 

Signals associated with DATA16 are controlled by a Write 
Direct (WD) instruction; therefore, the circuit can be en- 
abled (placed in state XXI) only during a WD instruction. 
The circuit is also initially placed in the armed state (010 
or 011) by a WD instruction. 

Signals NISNIP1, NISNIPO, NISINO, and NISINI are pri- 
ority signals that prevent changes of state when higher 
priority circuits are active, or are waiting and enabled. 
Such signals are generated at all levels which makes it pos- 
sible for only one interrupt circuit to transfer to the active 
state (101) at any time. More than one interrupt circuit 
can be in the active state if a higher priority interrupt cir- 
cuit goes active during a subroutine for a lower priority 
interrupt circuit. Several interrupt circuits may be in the 
waiting and enabled state (111) at one time; however, only 
the circuit having the highest priority can be transferred 
to the active state (111 to 101). 

Signals IEO, IBO, and ARMOVD are generated during the 
interrupt sequence for the override interrupts. Correspond- 
ing signals for the counter-equals-zero interrupts are IE1, 
IB1, and ARMCNTR; and IE2, IB2, and ARMI0 are corres- 
ponding signals for the input/output interrupts. 

The normal sequence of operations for an interrupt circuit 
begins when the circuit is armed (placed in state 01X). 
When the interrupt input signal is true, the circuit is placed 
in the waiting state (11 X). 



S/IS2 



IP2 CPUL1 + 



When the circuit is enabled and waiting and has highest 
priority, it initiates an interrupt sequence and is trans- 
ferred to the active state (101). 



R/IP2 



R2 IEO + 



R/IP2 



= R2 IEO + DATA 16 DARM1 



The instruction stored in the associated memory location is 
executed while the interrupt circuit is in the active state. 
After all operations associated with the interrupt have been 
completed, the interrupt circuit leaves the active state 
(101 to 011 or 001). The circuit cannot be disabled by an 
interrupt sequence. 

S/IP2 = IS2 NISNIP1 ARMOVD + . . . 

R/IS2 - NIP2 NISNIP1 IBO 

ARMOVD = IBO LEVARM 

Signal IBO is always true at the end of the interrupt 
sequence and causes a transfer from state 101 to state 0X1. 
If signal LEVARM is true at the end of the active state, 
the transfer is from state 101 to 011; if LEVARM is false, 
the transfer is from state 101 to 001. 
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3-1 15 Memory Parity Interrupt. Interrupt circuit 6 is trans- 
ferred from the armed state to the waiting state (01X to 
11X) if PEI is true which indicates a core memory parity 
error has occurred while the CPU was accessing core mem- 
ory. 

S/IS6 - IP6 PEI + . . . 

3-1 16 Counter-Equals-Zero Interrupts . Interrupt circuits 
8, 9, 10, and 11 are controlled by interrupt circuits 2, 3, 
4, and 5, respectively. 

S/IS8 = 1P8 SR8 + . . . 

SR8 = U8 OF 

S/IJ8 = R2 IEO 

R2 = IP2 IS2 IN2 NISIN1 

IEO = AIEB ENOVRD 

S/AIEB = AIEA NAIEB 

S/AIEA = NAIEA SAIEA 

SAIEA = INTRAP1 INTRAP2 NEWDM NAIEB 

S/OF = I BO CNTZREQ 

CNTZREQ = FAS7 PH4 INTRAPF A0031Z 

S/IS9 = IP9 SR9 + . . . 

SR9 = IJ9 OF 

S/IJ9 = SIJ9 IEO 

S/IJ9 = NR2 R23 

R23 = REIP3 + . . . 

REIP3 = ip3 iN3 IS3 NISIN1 NISIN2 

NISNIP2 



S/IS10 


= IP10 SR10 + . . . 


SR10 


= IJ10 OF 


S/1J10 


= R4 IEO 


R4 


= IP4 IS4 IN4 NISIN3 


S/IS11 


= IP11 SR11 + . . . 


SR11 


= Ull OF 


S/IJ11 


= SIJ11 IEO 


sun 


= NR4 R45 


R45 


= REIP5 + . . . 


REIP5 


= IP5 IN5 IS5 NISIN3 NISIN4 




NISNIP4 



When one of the count pulse interrupt circuits is in the 
active state (101), and the count has been reduced to zero 
(A0031Z), one of the counter-equals-zero interrupt cir- 
cuits is placed in the waiting state (01X to 11X). 

3-117 Input/Output Interrupt. Interrupt circuit 12 is 
placed in the waiting state (1 IX) by an IOP interrupt 



request signal. 

S/IS12 = IP12 IR + . . . 

3-118 Control Panel Interrupt . Interrupt circuit 13 is 
placed in the waiting state (11 X) by control pane! switch 
signal KINTRP interlocked with a flip-flop. 

S/IS13 = IP13 SR13 + . . . 

SR13 = KINTRP NCNLK 

S/CNLK = IS13 

R/CNLK = NKINTRP/B + . . . 

3-119 PRIORITY SIGNALS . Signals generated by interrupt 
circuits are interconnected in order to control priority of 
interrupt levels. Interrupt levels through 7 have the high- 
est priority. Counter-equals-zero interrupts, input/output 
interrupts, and external interrupts in groups of 16 may be 
connected in any priority sequence at the option of the 
user. 

The priority signals permit only one interrupt circuit in the 
waiting and enabled state (1 1 1) to be transferred to the 
active or waiting state (101) on a particular interrupt clock. 
However, more than one interrupt circuit may be in the ac- 
tive or waiting state at a given time; for example, if a 
high-priority interrupt circuit is transferred to the active 
or waiting state while a low-priority interrupt circuit is 
active, the high-priority circuit overrides the low- 
priority circuit. While the high-priority circuit is active, 
the low-priority circuit which was previously active is 
dormant until the high-priority circuit has completed its 
operation. The low-priority circuit, having remained in 
the active or waiting state (101), then resumes operation. 

Priority signals are associated with each interrupt circuit. 
Typical signals for even-numbered circuits are: 

R10 - IN10 IP10 IS10 NISIN9 

NISIN9 = NIS9 NISIN8 NISNIP8 + . . . 

NISNIP8= NIS8 + IP8 

Thus, R10 can be true only if interrupt circuit 10 is waiting 
and enabled and if no high priority interrupt in that group 
is waiting or active. Signal NISIN10 is true only if cir- 
cuit 10 is not active, and not waiting and enabled: 
NISNIP10 is true only if circuit 10 is not active. 

Typical signals for odd-numbered circuits are: 

REIP11 =■- INI 1 IPH IS 1 1 NISIN10 NISNIP10 

NISIN9 

NISIN10 - NIS10 + NIN10 

NISNIP10 - NIS10 + IP10 

Thus, REIP1 1 can be true only if interrupt circuit 1 1 is 
waiting and enabled and if no higher priority interrupt in 
that group is waiting or active. Signal NISIN10 can be 
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true only if interrupt circuit 10 is not active, and not wait- 
ing and enabled and if no higher priority interrupt in that 
group is waiting or active. 

Signals NISIN9 and NISNIP9 are controlled by all inter- 
rupt circuits from through 9. Similar signals are gener- 
ated at all levels of interrupts. 

3-120 Priority Chain Signals . An interrupt sequence is 
initiated after signal INT9 is true, enabling flip-flop INT 
to be set. Signal INT9 is controlled by inputs from all 
interrupt circuits, including external interrupts. 

/INT09/ 

TNIREQ 



= TNIREQ 
= ENOVRD OVRQ 
+ ENCNTR CNRQ 



+ ENIO IORQ + LINREQ NEWDM 

Signal ENOVRD is true if any of the first eight interrupt 
circuits is waiting and enabled. 

ENOVRD = OVRQ NENFNL 

OVRQ = R01 + R23 + R45 + R67 

R01 = IPO ISO IN0 (typical) 

More than one interrupt circuit may be waiting and enabled; 
however, only one can generate a true Rx signal or REIPy 
signal. 

Signal ENCNTR is true if any of interrupt circuits 8 through 
11 is waiting and enabled (R89 + R1011), provided that 
the group is not inhibited by the program status doubleword 
(NCIF), and that no higher priority group is waiting and 
enabled. 

ENCNTR - NCIF NHRQBZ1 NENFNL CNRQ 
HRQBZ1 = /RQY1/ 
CNRQ = R89 + R1011 

Signal RQY1 goes outside the CPU to provide for the op- 
tion of external interrupts with higher priority than the 
counter-equals-zero interrupt group or the input/output 
interrupt group. 

Signal ENIO is true if any of the interrupt circuits 12 
through 15 is waiting and enabled (R1213 + Rl 415), pro- 
vided that the group is not inhibited by the program status 
doubleword (Nil), and that no higher priority group is 
waiting and enabled. 

ENIO = Nil NENFNL IORQ 

IORQ = Rl 21 3 + R1415 

Signal LINREQ is generated in external equipment when 
an external interrupt is waiting and enabled, and starts an 
interrupt sequence if no Write Direct instruction in the 
interrupt mode (0001) is active. The NEWDM term is 



required because /DATm/ lines are shared between the 
trigger arm, enable data on output during a Write Direct 
instruction, and the memory address data on input during 
interrupt operations. 

INT09 = TNIREQ 

TNIREQ = LINREQ NEWDM + . . . 

LINREQ = /DATA25/ NEI 

EWDM = B16190NE WD 

3-121 Group Control. Priority signals generated by the 
interrupt circuits also control signals which cause changes 
of state in the interrupt circuits during an interrupt se- 
quence. These signals permit only one group of interrupts 
to be controlled at any time. The family of IEx signals 
causes a change of state from waiting and enabled (111) to 
active (101). 

IE0 = AIEB ENOVRD NEWDM 

IE1 = AIEB ENCNTR ENEXSTR 

IE2 = AIEB ENIO ENEXSTR 

The family of IBx signals remove an interrupt circuit from 
the active state. 



I B0 


= AIB CHA0 


IB1 


= AIB CHA1 


CHA0 


= CHA0 RCCHA0 NCPURESET 




+ 1E0 IMC 


RCCHA0 


= RCCHA NISNIP7 


CHA1 


= CHA1 RCCHA1 NCPURESET + IE1 


RCCHA1 


= RCCHA NISNIP11 


CHA2 


= CHA2 RCCHA2 NCPURESET + IE2 


RCCHA2 


= RCCHA NISNIP15 


RCCHA 


= GARF + . . . 


S/GARF 


= AIB 



The family of ARMx signals causes a change of state from 
active to armed (01 1). 

ARMOVD = IB0 LEVARM 

ARMCTR = IB1 LEVARM 

ARMI0 = IB2 LEVARM 

Signals AIB and LEVARM are generated during an interrupt 
sequence. If the LEVARM signal is false, the interrupt cir- 
cuit is left in the disarmed state (001) after transfer from 
the active state. 



3-122 Memory Address Control . Signals INT00 through 
INT08 retain a code which addresses the memory location 
associated with an interrupt level. This code, which is 
transferred to the P-register during the interrupt sequence, 
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is established by priority signals generated in the interrupt 
circuits. 

Signals INTO, INT1, and INT3 are false for any internal 
interrupt level; signals INT2 and INT4 are true for any in- 
ternal interrupt level. 

INT2 = TNI02 = ENOVRD OVRQ + ENCNTR 
CNRQ + ENIO IORQ + . . . 

INT4 = TNI04 = ENOVRD OVRQ + ENCNTR 
CNRQ + ENIO IORQ + . . . 

Signals INT00 through INT08 hold the code 0101 XXXX 
for any internal interrupt level. Signals INT05 through 
INT08 hold a code that is dependent upon the internal in- 
terrupt level enabled. 

INT05 = TNI05 = ENCNTR CNRQ + ENIO 

IORQ + . . . 



INT06 
OVLN6 = R45 + R67 



TNI06 - OVLN6 ENOVRD + ENIO 
IORQ + . . . 



INT07 



TNI07 = OVLN7 ENOVRD 

+ CNLN7 ENCNTR 
+ IOLN7 EN10 + 



OVLN7 = 


= R23 + R67 


CNLN7 = 


= R1011 


IOLN7 = 


= R1415 


INT08 


-- OVLN8 Ef 




+ IOLN8 1 


OVLN8 = 


= R1357 


CNLN8 - 


-- R911 


IOLN8 = 


= R1315 



Although more than one circuit may be waiting and enabled 
for a time, only one of the Rx signals associated with the 
internal interrupt circuits can be true at any time. The last 
four bits of the code held by signals INT00 through INT08 
are any of 0000 through 1111, depending upon the in- 
terrupt circuit controlling the interrupt. Therefore, the ad- 
dress code for an internal interrupt is any value between 
0101 0000 and 0101 1111 (hexadecimal 050 through 
05F). 

The logic diagram in figure 3-128 shows how a specific 
interrupt level generates address data to a specific memory 
location. The counter 1 zero interrupt is used for this ex- 
ample. 

When flip-flop outputs IN8, IP8, and IS8 are true, R8 is 
gated on. When R8 is true, the term NR89 goes false. 
NR89 which is one of the input terms to the CNRQ buffer- 
inverter causes CNRQ output to go true. CNRQ generates 
counter group service request signal which is fed into the 
TNI buffer gates. These buffers are the interrupt service 



routine address lines to the CPU, and because both CNRQ 
and the enable counter group signal ENCNTR are true, the 
input to the TNI buffers in this example has a binary 
equivalent of 0101 1000. This is equivalent to X'58 1 , the 
memory location to be addressed. 

The TNI buffer gating is input to the /I NT 00/ through 
/INT09/ cable drivers that drive the data into the CPU. 
Cable receivers INTO to INT9 receive the data. The terms 
INTO through INT8 are gated with the term PXINT and are 
clocked into P-register flip-flops P23 through P31. 

Signal INT9 generates interrupt request INT. When the 
request is received and acknowledged by the CPU, sig- 
nal IE1 is generated, flip-flop IP8 is reset, and the inter- 
rupt sequence in the CPU is started. A detailed sequence 
chart is given later in this section. 

3-123 SERVICE ROUTINE SEQUENCE . Figure 3-129 is a 
timing diagram for an interrupt operation which transfers 
control to a stored service routine. 

When an interrupt circuit is waiting and enabled, INT is 
set by the interrupt service request signal, INT9. 

S/INT = INT9 

The three interrupt flip-flops are then set during a program 
instruction. 

S/INTRAPF = (S/INTRAPF) NRESET 

(S/INTRAPF) = INT (S/INTRAPF/1) 
(IEN + ENDE) + . . . 

(S/INTRAPF1) = NINTRAPF NINTEN KRUN/B 
INT 

Flip-flop IEN is set during phase 1, 2, 8, 9 or 10 of an 
instruction, depending on the type of instruction. 

S/INTRAP1 = (S/INTRAPF) NRESET 

S/INTRAP2 = INTRAP1 NRESET 

Signal CEINT is generated and INTRAP2 is reset. 



CEINT 



R/INTRAP2 



INTRAP1 INTRAP2 
NTRAP + . . . 

INTRAP2 



The CPU clock is inhibited until signal ARE is true, and 
signal PXINT is true enabling transfer of address data to 
the P-register. 

CLEN = NCEINT + CEINT ARE + . . . 

ARE - IMC AIEB + . . . 

S/AIEB - AIEA NAIEB 

S/AIEA SAIEA NAIEA 

SAIEA INTRAP1 INTRAP2 NEWDM NAIEB 

PXINT ---■ INTRAP1 NINTRAP2 NTRAP 
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Figure 3-129. Interrupt Timing Diagram (Counter 4 Count Pulse) 
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Signal CLEN is a clock enable signal. 

Signal ARE is controlled by the 2-MHz clock through signal 
1MC-1 and prevents changes of state in the interrupt circuit 
by inhibiting gated clock signal GCLK. 

GCLK1,2 = IMC NAIEA 

While signal AIEB is true, a true IEO, IE 1 , or IE2 signal 
causes the interrupt circuit to transfer from waiting and 
enabled (111) to active (101). 

R/IPn = Rn IEx + . . . (typical) 

IEO = AIEB ENOVRD NEWDM 

IE1 = AIEB ENCNTR ENEXSTR 

IE2 = AIEB ENIO ENEXSTR 

Signal DATA26 is generated to enable the change of state 
in the external circuit, if the interrupt logic is servicing 
an external interrupt. 



DAT26 



= AIEB IMC + . . 



Signal DAT26 becomes signal DATA26 in the external in- 
terrupt circuits. This signal is used to enable the change of 
state of the external interrupts from waiting and enabled 
to active, as explained in paragraph 3-125, External 
Interrupts. 

After signal ARE is true, a CPU clock is generated which 
resets INTRAP1, sets INTRAP2, and drops CEINT. 

R/INTRAP1 = INTRAP2 + . . . 

S/INTRAP2 = INTRAP1 NRESET 

At this time, the XPSD instruction in the assigned memory 
location is extracted from memory and is executed. The 
service routine addressed by the XPSD instruction may be 
interrupted. A service routine that is not interrupted is 
terminated by an LPSD instruction which generates CEINT 
during phase 7 and causes signal LEVACT to be true. 

CEINT = FAPSD PH7 N07 R30 + . . . 

LEVACT = FAPSD PH7 N07 R30 + . . . 

The CPU clock is inhibited until signal ARE is true. 

CE - NCEINT+ CEINT ARE +... N (.. .) 

ARE = IMC AIEB (...) 

When the interrupt service routine ends, the interrupt cir- 
cuit that initiated the operation is transferred from the 

active state (101) to either the disarmed state (001) or the 
-._^._j _4.^». e mn\ pu — ,:*:~., irv ~f *u„ i dch :-^,^: — 

must contain a one which causes R30 to be set, and enables 
LEVACT to be true for any change of state. 

R/ISn = NIPn NISNIPy IB0 + . . . (typical) 

IB0 = AIB CHA0 



If bit position 11 of the LPSD instruction contains a one, 
R31 is set, LEVARM is true, and the change of state is from 
active to armed (101 to 01 1). 

S/IPn = ISn NISNIPy ARMOVD + . . . 

(typical) 

ARMOVD = I B0 LEVARM 

LEVARM = FAPSD PH7 07 R30 R31 

If bit position 11 of the LPSD instruction contains a zero, 
R31 is not set, and the change of state is from active to dis- 
armed (101 to 001). 

If the interrupt logic is servicing an external interrupt, sig- 
nals DAT27 and DAT28 are generated to enable changes of 
state in the external circuit. 

DAT27 = AIB IMC + . . . 

DAT28 = LEVARM NEWDM + . . . 

These signals become signals DATA27 and DATA28 in the 
external interrupt circuits. Signal DATA27 enables removal 
of an external interrupt from the waiting or active state, 
and signal DATA28 is used to place the interrupt in the 
armed state. This logic is explained in paragraph 3-125. 



3-124 MODIFY AND TEST SEQUENCE . The sequence of 
operations for an interrupt that transfers control to a Modify 
and Test instruction is similar to the sequence that transfers 
control to an XPSD instruction and the associated service 
routine. When the interrupt circuit is waiting and enabled 
and has priority, INT is set, and the interrupt operations 
follow the end phase of the instruction or the interruptible 
point in an instruction as determined by flip-flop IEN. 
After INTRAP, INTRAP1, and INTRAP2 are set, the CPU 
clock is inhibited, the interrupt circuit is placed in the 
active state, and the contents of the memory location are 
extracted and executed, as described for the service routine 
sequence (paragraph 3-123). 

During a modify and test sequence of a counter interrupt, 
count-equals-zero A0031Z is sampled, and a count-equals- 
zero interrupt circuit may be placed in the waiting state 
(11 X) if the effective location of the Modify and Test in- 
struction contains all zeros when A0031Z indicates that the 
modified word in the effective location equals zero. 



S/IS8 


= IP8 SR8 + . . . (typical) 


SR8 


= IJ8 OF 


S/IJ8 


= R2 IEO 


R2 


= IP2 IS2 IN2 NISIN1 (count 




pulse interrupt) 


S/OF 


= IB0 CNTZREQ 


CNTZREQ = 


= FAS7 PH4 INTRAPF A0031Z 
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The interrupt circuit is always transferred from the active 
state (101) to the armed state (Oil) because LEVARM is 
always true. 

R/ISn = NIPn NISNIPy IBO + . . . (typical) 

IBO = AIB CHAO 

AIB - LEVACTN (...) 

LEVACT = FAS7 PH4 INTRAPF + . . . 

S/IPn = ISn NISNIPy ARMOVD + . . . 

ARMOVD - IBO LEVARM 



LEVARM 



FAS7 PH4 INTRAPF + 



After the Modify and Test instruction has been extracted 
from memory, it inhibits and enables the CPU clock by con- 
trolling CEINT 



CEINT 



FAS7 PH4 INTRAPF 



and terminates the sequence by resetting INTRAPF. 
R/INTRAP = FAS7 PH4 INTRAPF + . . . 

The modify and test sequence is controlled by the Modify 
and Test Word instruction. The address of the next instruc- 
tion in sequence is stored during PREP phases; therefore, a 
modify and test sequence is a single-instruction interrupt. 

3-125 EXTERNAL INTERRUPTS . External interrupts con- 
trol an interrupt circuit containing three flip-flops. The 
priority of an external interrupt group depends upon the 
cable connection with the CPU. The priority of the indi- 
vidual interrupts within a group is established in the same 
way as in the internal interrupt circuits. 

When an external interrupt is waiting and enabled and has 
priority, it generates a true INT9 signal, and causes INT 
to be set, like an internal interrupt. The true INT9 signal 
is generated by a DAT25 signal when no WD instruction in 
the interrupt mode is active where /DAT 25/ is the interrupt 
signal from the external interrupt chassis. 



S/INT 
INT9 



INT9 = /INT09/ 
LINREQ NEWDM + 



/INT09/ = TNIREQ 

TNIREQ = LINREQ NEWDM 

LINREQ = LINREQ NEWDM 

LINREQ = /DAT25/ 

EWDM - NB16, NB17, NBI8, B19 DIOWD 

The interrupt address is transmitted from the external to the 
internal interrupt circuits over lines /DAT 16/ through 
/DAT24/. 



INTO - /INT00/ = TNI00 - LIN00 NEWDM 

(internal) 

INT8 - /INT08/ = TNI08 = LIN08 NEWDM 

LIN00 - /DAT16/ (external) 



LIN08 



/DAT24/ 



The change of state of an external interrupt circuit from 
waiting and enabled (111) to active (101) is controlled by 
DAT26, originating in the internal interrupt circuits, when 
ENEXSTR is an interrupt enable signal generated in the 
internal circuits. 

R/IPn = REIPn EIE (external) 

EIE - DATA26 ENEXSTR LINREQ 

DATA26 = /DAT26/ (from internal circuits) 

Signal DAT27 from the internal interrupt circuits controls 
removing an external interrupt from the active state. 

R/ISn - EIB (. . .) (external) 

EIB DATA27 ENEXSTR (external) 

DATA27 - /DAT27/ (from internal circuits) 

Signal DAT28 from the internal interrupt circuits controls 
placing the interrupt in the armed state on removal from the 
active state. 

S/IPn ' = ISn LEVARM (...) (external) 

LEVARM = ENEXSTR DATA28 EIB (external) 

DATA28 = /DAT28/ (from internal circuits) 

All external interrupts are inhibited if flip-flop EI, part of 
the program status doubleword, is set. 

/ERQY/ = PCRQBZE (external interrupt request) 

PCRQBZE = DATA29 LINREQ NEWDM 
ECHA + . . . 

DATA29 = /DAT29/ (from internal circuits) 

/DAT29/ = NEWDM NEI + . . . (internal) 

3-126 WRITE DIRECT INTERRUPT OPERATION . A Write 
Direct (WD) instruction can control the interrupt operation 
in two ways. When operating in the internal mode, it can 
control the states of flip-flops CIF, EI, and II, which can 
inhibit the priority chain signals. A WD enables signals 
DAT16 through DAT31, which select individual interrupt 
circuits, when operating in the interrupt mode. These in- 
puts have the following general form, y - x + 14 for x - 
2, 3. . . 15. 

S/INx - DATAy AEENLE1 + . . . 

R/INx - DATAy ADBDB1 + REN + . . . 
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S/IPx = DATAy AEADB1 + . . . 

R/IPx = DATAy DARM1 + . . . 

S/ISx = DATAy TRIG1 IPx + . . . 

R/lSx = DATAy DARM1 + . . . 

DATAy = /DlOy/ = Sy DIOXS 

DIOXS = OLD OU6 SW3 NRZ (Write Direct) 

These signals change the state of interrupt circuits when a 
WD instruction in the interrupt control mode, bits 16 through 
19, presents a code, bits 21 through 23, addressed to any 
group, bits 28 through 31. The details of this operation are 
explained in the following paragraphs. 

When a WD instruction in the interrupt control mode is ex- 
ecuted, signal EWDM is true. 

= B16190NE WD 

DIO50X1 = OLD 



EWDM 
WD 



/DIO50/ = 
OU6 SW3 



During phase 3 of the WD instruction, /DI048/ is true and 
CNA is set. 



S/CNA 


= NCNA NCNB SCNA 


SCNA 


= FS EWDM 


FS 


= /DI048/ 


/DI048/ 


= DI048X1 - FARWD SW4 



Flip-flop CNB is set on the next 1-MHz clock following 
the setting of flip-flop CNA, and flip-flop CNA is reset 



by signal CNB: 

S/CNB = CNA NCNB 
R/CNA = CNB + . . . 

A function strobe acknowledge signal is generated in the 
interrupt circuits and is sent to the CPU on line /DI049/. 



FSA 
/DI049/ = 



NCNA CNB 
FSA 



These signals are generated in the internal interrupt circuits 
for use during both internal and external interrupt operation. 
Figure 3-130 is a timing diagram of these signals. 

Changes of state in the interrupt circuits may take place 
only when signal CNA is true. In the internal interrupt 
circuits, this is ensured by enabling the group signal with 
CNA: 

GRPO = CNA NADDR12 NADDR13 

NADDR14 NADDR15 

where ADDR12 through ADDR15 represent the group code 
in B28 through B31. The external interrupt operation is con- 
trolled by using signal CNA to generate function line en- 
able signal ENFNL. 



ENFNL 
FNL00 - FNL02 



= CNA IMC + . . . 

= (ADDR05 - ADDR07) ENFNL 



The function lines to the external interrupt circuits can be 
active only when signal CNA is true. 
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Figure 3-130. Write Direct Sequence, Timing Diagram 
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The next phase of the Write Direct instruction is entered, 
when the CPU receives signal FSA from the interrupt cir- 
cuits. 

The internal interrupts are selected when the Write Direct 
instruction selects group by zeros in bits 28 through 31 
of the instruction word. Signals DAT16 through DAT29, 
generated from the contents of the private memory register 
by way of the DIO lines, select interrupt circuits 2 through 
15. The first two internal interrupt circuits are the power 
fail-safe interrupts and are not controlled by a Write Direct 
instruction. 

An external interrupt group has been chosen if any inter- 
rupt group other than group is selected, and signals DAT16 
through DAT31 determine which of the 16 interrupts in the 
group are to be controlled. 

The code stored in bits 21 through 23 of the instruction 
word causes changes of state in the interrupt circuits as 
shown in table 3-16. Signals generated from this code in 
the B-register are as follows: 

ADDR05 - ADDR07 = /DI037/ - /DI039/ 
= B21 - B23 

For the external interrupts, signals ADDR05 through 
ADDR07 become signals FNL00 through FNL02, which are 
used for function decoding. The control signals generated 
from the code are DARM1, AEADB1, AEENLE1, ADBDB1, 
REN, and TRIG1. A logic diagram of these signals is shown 
in the interrupt control mode part of the Write Direct in- 
struction description. The signals are used to change the 
states of the IS, IP, and IN flip-flops as previously de- 
scribed in this discussion. The changes of state resulting 
from these signals are summarized in table 3-17. 

3-127 CPU INTERRUPT SEQUENCE. An interrupt can 
occur during the ENDE or IEN phase of an instruction. 
Since most instructions have a short execution time, most 
interrupts occur before or after an instruction execution of 
ENDE time. However, during multiple operand instructions, 
iterative sequences have a longer execution period because 
the control and intermediate results of these instructions 
reside in registers and memory. Since it may be necessary 
to interrupt during multiple operand instructions, the in- 
terrupt enable flip-flop, IEN, is set between instruction 
iterations. 

When IEN is set, an interrupt can be accepted on any clock. 
If an interrupt request is received and acknowledged, INT 
is set, and the term (S/INTRAPF) initiates the interrupt 
sequence. The CLEAR signal is generated during ENDE 
time or when (S/INTRAPF) is true. Flip-flop INTRAP1, the 
interrupt phase flip-flop, is set during ENDE or IEN in 
preparation for Pass 1 and Pass 2 of the INTRAP1 phasing. 

If IEN is true and ENDE is false, BRQ is set. BRQ 
is a repeater flip-flop which causes the contents of Q to 
transfer to P. BRQ insures that the address stored by the 
XPSD instruction points at the right instruction in the 



iteration chain for processing after the interrupt is com- 
pleted. 

Table 3-16. Function of Codes for WD Interrupt 
Control Mode 



CODE 


1 

OPERATION 


B2I 


B22 


B23 











1 


Undefined 


Disarm all levels selected by a one; 








all levels selected by a zero are not 








affected 





1 





Arm and enable all levels selected 
by a one; all levels selected by a 
zero are not affected 





1 


] 


Arm and disable all levels selected 
by a one; all levels selected by a 








zero are not affected 


1 








Enable all levels selected by a one; 
all levels selected by a zero are not 
affected 


1 





1 


Disable all levels selected by a one; 
all levels selected by a zero are not 
affected 


1 


1 





Enable all levels selected by a one 
and disable all levels selected by a 
zero 


1 


1 


1 


Trigger all levels selected by a one. 








All such levels that are currently 








armed advance to the waiting state. 








Those levels currently disarmed are 








not altered, and all levels selected 








by a zero are not affected 



Three interrupt phases are interposed between the interrupt 
acknowledgment at ENDE or IEN and preparation phase 1 
of the following Program Status Doubleword instruction. 
These three phases are referenced in the following para- 
graphs as Pass 1, Pass 2 and Pass 3, where Pass 1 = INTRAP1 
NINTRAP2, Pass 2 = INTRAP1 INTRAP2, and Pass 3 = 
NINTRAP1 INTRAP2. 

a. Pass 1. During Pass 1, the address of the inter- 
rupted instruction is transferred from the P-register to the 
S-bus. From the S-bus, the interrupted instruction address 
is clocked into the A-register. The D-register is cleared 
of ones and is filled with zeros. The CS-register is filled 
with ones. Further action on the interrupted instruction 
address occurs during Pass 3. 

The address in the P-register is transferred to Q at the Pass 
1 clock, and, if BRQ is true, the contents of the Q -register 



3-155 



Paragraph 3-128 



XDS 901060 



are clocked into P. If BRQ is not true, the contents of the 
P-register are not disturbed at the Pass 1 clock. Thus, dur- 
ing Pass 2, the P-register contains the address of the next 
instruction if the interrupt was acknowledged at ENDE 
time, or contains the address of the current instruction if 
the interrupt was acknowledged at IEN time. 

Table 3-17. Signals Enabled by Codes for WD Interrupt 
Control Mode, and Resulting Changes of State 



CODE 


TRUE CONTROL 
SIGNALS 


CHANGE OF STATE 
(ISn, IPn, INn) 


DATy = 1 


DATy = 


001 


DARM 


XXX— 00X 


No change 


010 


AEENLE, ADBDB, 
AEADB, DARM 


XXX— 011 


No change 


011 


ADBDB, AEADB, 
DARM 


XXX— 010 


No change 


100 


AEENLE, ADBDB 


XXX— XXI 


No change 


101 


ADBDB 


XXX— XXO 


No change 


110 


AEENLE, REN 


XXX— XXI 


XXX— XXO 


111 


TRIG (if IPn) 


XIX— ^1 IX 


No change 




(if NIPn) 


XOX— -xox 





If the memory map feature is used in the system, the map 
disconnect flip-flop, MAPDIS, is set during INTRAP1 Pass 
1 to inhibit mapping for the ensuing phases of the interrupt 
sequence. MAPDIS prevents any modification of the inter- 
rupt address if MAP is true. 

At the end of Pass 1, DRQ and INTRAP2 are set. DRQ is a 
repeater flip-flop that indicates the next clock will not 
occur untii the data release signal, DR, has been received 
by the CPU from memory, if a memory request, MRQ, has 
been generated. 

The term that generates the T10L clock (S/T10L/I) is 
always true during Pass 1. Therefore, T10L measures the 
period for Pass 2. 

b. Pass 2. The Pass 2 phase of the sequence sets the 
highest priority waiting interrupt to the active state, and 
the interrupt address is transferred to the P-register by the 
term PXINT. The contents of INT0-INT08 are clocked 
into P23-P31. Bits P15-P22 of the P-register are simul- 
taneously filled with zeros. 

The contents of P15-P31 are put on the LM-LB lines, and 
the memory request, MRQ, is generated during this pass. 
Signal CEINT is a clock enable interlock signal that causes 
the next clock to be synchronized with the 1 MHz interrupt 



clock. CEINT further insures that the address on the inter- 
rupt lines has settled before the next T6L clock is generated. 
Both INTRAP1 and INTRAP2 are reset and Pass 2 is clocked. 
During this pass, INTRAP2 is again set so that it goes true 
for the Pass 3 phase that follows. 

c. Pass 3. During Pass 3, the A-register contains the 
next instruction address of the interrupted instruction. This 
was accomplished during Pass 1 by SXP and AXS. Since 
the next instruction address of the interrupted instruction is 
currently in the A-register, it is necessary to decrease the 
contents of A by a count of one. This is necessary because 
when the interrupted instruction address is returned to the 
P-register after the interrupt, it is increased by a count of 
one. Therefore, the contents of registers A, D, and CS are 
added for the decrement of one. The A-register contains 
the interrupted instruction address, the CS-register contains 
all ones and the D-register contains all zeros. 

G0-G31 = A0-A31 CS0-CS31 ND0-ND31 

Data from the memory bus lines, MB, is loaded into the C- 
register by the data release signal, DR, at any time during 
INTRAP2. At the next clock, the contents of the C-register 
are transferred to the O-, R-, and D-registers. Flip-flop 
SWI is also set because INTRAPEND is generated. 

At the next clock, flip-flop MAPDIS is reset if bit 10 of 
the Exchange Program Status Doubleword is set which in- 
dicates map mode. Flip-flop SWI is set in this phase, which 
enables the setting of flip-flop PRE1 at the following clocks. 
The XPSD instruction is then executed. 

The interrupt phase sequence chart is shown in table 3-18. 
See table 3-153 for an explanation of phase sequence 
chart symbology. 

If HALT is true at this point in the sequence, PCP1 is set. 

3-128 Traps 

Trap is basically an automatic error detection system. If a 
call instruction, nonallowed operation, unimplemented in- 
struction, fault condition, or watchdog timer runout is de- 
tected, a trap results. The CPU detection of a trap con- 
dition causes the immediate execution of the Trap instruction 
in a unique location in memory. Trap can also be used to 
simulate optional instructions that have not been physically 
implemented. The simulation is accomplished by the use of 
call instructions. 

When a trap condition occurs, the CPU sets the trap state 
flip-flop, INTRAPF. Depending on the type of trap, the 
instruction currently being executed by the CPU may 
or may not be carried to completion. In any event, the 
instruction is terminated with a trap sequence. In this 
sequence, the instruction address portion of the Program 
Status Doubleword (PSD), which has already been incre- 
mented by one, is decremented by one, and the instruction 
in the location associated with the trap is executed. 
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Table 3-18. Interrupt Sequence 



Phase 


Function Performed 


S 


gnals Involved 


Comments 


ENDE 

or 
IEN 


Set IEN 

Interrupt request received 


S/IEN 
INT9 


FUMMC PH9 

+ FADE PH8 SW1 

+ FAMDSF NFAMUL PHI 

+ FADE PH2 

+ FABOA PH10 

+ (FAST PHI) (04 N05 06) 


IEN is interrupt enable 
flip-flop. Interrupt can be 
accepted on any clock set. 
Otherwise, interrupt can 
be accepted only at ENDE. 
IEN can be set during 
phases noted in logic 




Set INT 


S/INT 


INT9 






Set INTRAPF 


(S/INTRAPF) 
(S/INTRAPF/1) = 


INT ENDE (S/INTRAPF/1) 
+ INT IEN (S/INTRAPF/1) 

INT + INTRAPF + INTEN 
+ KRUN/B 


(S/INTRAPF) initiates in- 
terrupt sequence 




Generate CLEAR signal 


CLEAR 


ENDE + (S/INTRAPF) + . . . 






Set INTRAP1 


S/INTRAP1 


(S/INTRAPF) NRESET 






Set BRQ 


S/BRQ 


(S/INTRAPF) NENDE 
N(PRE1 NANLZ) + . . . 


If interrupt is to point at 
current instruction rather 
than next instruction 


PASS1 


Q^-P 


PXQ 


BRQ 


Current instruction address 




P / M. O 


QXP 


NINTRAP2 NCLEAR MEM 

+ . . . 


Next instruction address 


r / ** kJ 




P^^S 


SXP 


INTRAP1 NSDIS + . . . 




IN- 
TRAP1 


S^-^A 


AXS 


INTRAP1 + . . . 




NIN- 
TRAP2 


Clear D-register 


DX/1 


INTRAP1 + . . . 






Fill CS-register with ones 


CSX1 


INTRAP1 NSDIS + . . . 


For decrementing opera- 
tion 


T6L 


Set MAPDIS 


S/MAPDIS 


INTRAP1 + . . . 


Prevents modifications of 
interrupt address by mem- 
ory map 




Generate CLEAR signal 


CLEAR 


INTRAP1 + . . . 






Set DRQ 


S/DRQ 


INTRAP1 + . . . 






Enable T10L 


(S/T10L/1) 


INTRAP1 NINTRAP2 + . . . 








(Continue 


d) 


Mnemonic: Interrupt 
Sequence 
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Table 3-18. Interrupt Sequence (Cont.) 



Phase 


Function Performed 


Signals Involved 


Comments 


T6L 
(Cont.) 


SCEN 

Reset flip-flop HALT 
Set INTRAP2 


SCEN = N(INTRAP1 NINTRAP2 
NTRAP) 

R/HALT = INTRAP1 + . . . 
S/INTRAP2 = INTRAP1 N RESET 


SCEN goes false and in- 
hibits single clock during 
following clock period 


PASS 2 

IN- 
TRAP1 

IN- 
TRAP2 

T10L 


Interrupt address / *■ P-register 

Disable signal LMXC 
Disable AHCL 

P -S-7^--A 

Generate memory request 
Generate CEINT 


PXINT = INTRAP1 INTRAP2 NTRAP 

LMXC = LMXC NAR N(INTRAP1 
INTRAP2) 

AHCL = AHCL N(INTRAP1 INTRAP) 

(INTRAP1 

INTRAP) = INTRAP1 INTRAP2 

SXP = INTRAP1 NSDIS + . . . 

AXS = INTRAP1 + . . . 

MRQ = INTRAP1 INTRAP2 + . . . 

CEINT = INTRAP1 INTRAP2 NTRAP 

+ . . . 


INT0-8 -P23-P31 


U *~t IO-r zz 

ft . . . »» mo PTO 


U "^ loz-l Jo 

Disable C »~LM and 

LB address lines 

Address here clock 

Current instruction ad- 
dress 

Synchronizes next CPU 
clock with 1 -MHz inter- 
rupt clock 


PASS 3 

IN- 
TRAP2 
NIN- 
TRAP1 




SXADD = INTRAP2 NINTRAP1 NSDIS 

BXS = INTRAP2 + . . . 
QXP = INTRAP2 + . . . 
CXMB = DGC 

OXC = ORXC + OXC 
ORXC = NINTRAP1 INTRAP2 
DXC = INTRAP2 + . . . 


Decrements next instruc- 
tion address of interrupted 
instruction 

Interrupt address 

Read Program Status 
Doubleword instruction 
from interrupt address 

Instruction word-/-»-0-, 
R-, and D-registers 


A- 1 *" J / *" \i 

P15-P31 ^Q15-Q31 


NWiV-rAlio 1 ^ LU-Lo 1 

C0-/-^IA 
Cl-C7-7^— 01-07 

/~o s~i 1 l — . noo no i 


C0-C31-^-— D0-D31 






(Continued) 


Mnemonic: Interrupt 
Sequence 
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Table 3-18. Interrupt Sequence (Cont.) 



Phase 



Function Performed 



Signals Involved 



Comments 



PASS 3 
(Cont.) 



IN- 
TRAPF 

SW2 



Set flip-flop SW2 



Reset flip-flop MAPDIS 



Set flip-flop SW1 



S/SW2 
INTRAPEND 



R/MAPDIS 



S/SW1 



INTRAPEND + . . . 

INTRAPF NINTRAP1 NPREP 
NEXU 



FAPSD NSW1 SW2 R30 



= INTRAPEND SW2 + . . . 



R30=^>bit 10 of XPSD in- 
struction - 1. Specifies 
map mode 



IN- 
TRAPF 
SW1 



Set flip-flop PRE1 



S/PRE1 



INTRAPEND SW1 + 



Preparation phase of 
XPSD instruction 



Mnemonic: Interrupt 
Sequence 
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An interrupt acknowledgement cannot occur until the exe- 
cution of the instruction in the trap location is completed. 
The instruction in the trap location must be an Exchange 
Program Status Doubleword (XPSD) instruction; if the exe- 
cution of any other instruction in a trap location is at- 
tempted as the result of a trap activation, the results of the 
instruction are unpredictable. 

The XPSD instruction in a trap location is accessed without 
using the memory map, regardless of whether or not the 
memory map is in effect when the trap condition occurs. 
No memory protection violation or privileged instruction 
violation can occur as a result of either accessing or exe- 
cuting an XPSD instruction in a trap location. 

3-129 NONALLOWED OPERATION . The occurrence of 
one of the nonallowed operations or an interrupt system 
fault always causes the computer to abort the instruction 
being executed at the time that the nonallowed operation 
is detected and to execute immediately the instruction in 
trap location X'40 1 . 

3-130 NONEXISTENT INSTRUCTION . Any instruction 
that is neither standard nor optional is defined as nonexis- 
tent. This includes immediate addressing instructions that 
are indirectly addressed. If a nonexistent instruction is 
detected, the computer traps to location X'40 1 at the time 
the nonexistent instruction is detected. For this case, the 
operation of the XPSD instruction in trap location X'40' 
with respect to the condition code and instruction address 
portions of the PSD is as follows: 

a. Store current PSD. Condition code stored existed 
at the end of instruction executed immediately before the 
nonexistent instruction. 

b. Load new PSD. Current PSD is replaced by con- 
tents of the doubleword location following doubleword lo- 
cation in which current PSD was stored. 

c. Modify new PSD. 

1. Set CC1 to 1. CC2, CC3, and CC4 remain 
set at values loaded from memory. 

2. If bit position 9 of XPSD contains a one, the 
instruction address loaded from memory is incremented by 
eight. If bit position 9 of XPSD contains a zero, instruc- 
tion address remains at the value loaded from memory. 



3-131 NONEXISTENT MEMORY ADDRESS . Any memory 
access to a nonexistent memory address causes a trap to 
location X'40' at the time of the request for memory ser- 
vice. A nonexistent memory address condition is detected 
by memory on the basis of the actual address presented. 
If the CPU is currently using the memory map, the virtual 
address has already been modified by the memory map 
to generate an actual, but nonexistent, address. The 



operation of the XPSD in trap location X'40' for this case 
is as follows: 

a. Store current PSD. 

b. Load new PSD. 

c. Modify the new PSD. 

1. Set CC2 to 1. CC1, CC3, and CC4 remain 
set at values loaded from memory. 

2. If bit position 9 of XPSD contains a one, the 
instruction address loaded from memory is incremented by 
four. If bit position 9 of XPSD contains a zero, the in- 
struction address remains at the value loaded from memory. 

3-132 PRIVILEGED INSTRUCTION IN SLAVE MODE . An 
attempt to perform a privileged instruction while the CPU 
is in the slave mode causes a trap to location X'40 1 at the 
time of instruction decoding. In this case, the operation of 
the XPSD in trap location X'40' is as follows: 

a. Store current PSD. 

b. Load new PSD. 

c. Modify the new PSD. 

1. Set CC3 to 1. CC1, CC2, and CC4 remain 
at values loaded from memory. 

2. If bit position 9 of XPSD contains a one, the 
instruction address loaded from memory is incremented by 
two. If bit position 9 of XPSD contains a zero, the in- 
struction address remains at values loaded from memory. 

The operation codes X'OC, X'OD', X'2C, X'2D' and their 
indirectly addressed forms X'8C', X'8D', X AC, X'AD' 
are both nonexistent and privileged. If one of these opera- 
tion codes is used while the CPU is in the slave state, both 
CC1 and CC3 are set to ones after the new PSD has 
been loaded and, if bit position 9 of XPSD contains a one, 
the instruction address loaded from memory is incremented 
by 10. 

3-133 MEMORY PROTECTION VIOLATION . A memory 
protection violation can occur either because of a memory 
map access control bit violation by a slave program using 
the memory map or because of a memory write lock viola- 
tion by either a slave or a master mode program. When 
either memory protection violation occurs, the CPU aborts 
execution of the current instruction without changing pro- 

IW-~IV~V< '">"""'/ """ ti»»^j .w .w~<— ..w - . - ~— ..y,, 

the operation of the XPSD in trap location X'40' is as 
follows: 

a. Store current PSD. 

b. Load new PSD. 
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c. Modify the new PSD. 

1. Set CC4 to 1. CC1, CC2, and CC3 remain 
at values loaded from memory. 

2. If bit position 9 of XPSD contains a one, the 
instruction address loaded from memory is incremented by 
one. If bit position 9 of XPSD contains a zero, the instruc- 
tion address remains at the value loaded from memory. 

An attempt to access a memory location that is both pro- 
tected and nonexistent causes both CC2 and CC4 to be set 
to ones after the new PSD has been loaded and, if bit po- 
sition 9 of XPSD contains a one, the instruction address 
loaded from memory is incremented by five. 

3-134 UNIMPLEMENTED INSTRUCTIONS . There are two 
optional instruction groups for the system: the decimal op- 
tion and the floating point option. The computer traps to 
location X'41', if an attempt is made to execute a directly 
or indirectly addressed instruction in either of these groups 
when the required option is not implemented. An indirectly 
addressed Edit Byte String (EBS) instruction is always treated 
as a nonexistent instruction rather than as an unimplemented 
instruction. The Move to Memory Control (MMC) instruc- 
tion is always considered implemented even if the memory 
map or memory protection options are not implemented. The 
operation of the XPSD in trap location X'41 ' is as follows: 

a. Store current PSD. The condition code stored is 
that which existed at the end of the instruction immediately 
before the unimplemented instruction. 

b. Load new PSD. The condition code and instruc- 
tion address portions of the PSD remain at the values loaded 
from memory. 

3-135 PUSH-DOWN STACK LIMITS . Push-down stack 
overflow or underflow can occur during execution of any of 
the following instructions: 

Push Word 
Pull Word 
Push Multiple 
Pull Multiple 
Modify Stack Pointer 

During the execution of any stack-manipulating instruction, 
the stack is either pushed with words added to the stack 
or is pulled with words removed from the stack. In either 
case, the space and the word count fields of the stack 
pointer doubleword are tested before moving any words. 
If execution of the instruction would cause the space count 
to become either less than zero or greater than 2-1, the 
instruction is aborted with memory and registers unchanged. 
If bit 32 (TS) of the stack pointer doubleword is zero, the 
CPU traps to location X'42 1 . If execution of the instruc- 
tion would cause the word count to become either less than 



zero or greater than 2 -1, the instruction is aborted with 
memory and registers unchanged; then, if bit 48 (TW) of the 
stack pointer doubleword is zero, the CPU traps to location 
X'42'. If trapping does occur, the condition code remains 
at the value it had immediately before the instruction that 
caused the trap. When trapping is inhibited, either CC1 
or CC3 is set to one, or both CC1 and CC3 are set to one, 
to indicate the reason for aborting the instruction. The 
stack pointer doubleword, memory, and registers are modi- 
fied only if the instruction is successfully executed. The 
execution of the XPSD in trap location X'42' is as follows: 

a. Store current PSD. The condition code stored is 
that which existed immediately before execution of the 
aborted push-down instruction. 

b. Load new PSD. The condition code and instruc- 
tion address portions of PSD remain at values loaded from 
memory. 

3-136 FIXED-POINT OVERFLOW . Fixed-point overflow 
can occur for any of the following instructions: 

Load Complement Word 

Load Absolute Word 

Load Complement Doubleword 

Load Absolute Doubleword 

Add Immediate 

Add Ha If word 

Add Word 

Add Doubleword 

Subtract Ha If word 

Subtract Doubleword 

Divide Ha If word 

Divide Word 

Add Word to Memory 

Modify and Test Halfword 

Modify and Test Word 

Except for the Divide Halfword (DH) and Divide Word (DW) 
instructions, the instruction execution is allowed to proceed 
to completion; CC2 is set to one. CC3 and CC4 represent 
the actual result (0, -, or +) after overflow. 

If the fixed-point arithmetic trap mask, bit 1 1 of PSD, is 
a one, the CPU traps to location X'43' instead of exe- 
cuting the next instruction in sequence. 

For DW and DH, the instruction execution is aborted with- 
out changing any registers, and CC2 is set to one. CC1, 
CC3, and CC4 remain unchanged from their values at the 
end of the instruction immediately before the DW or DH. 
If the fixed-point arithmetic trap mask is a one, the CPU 
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traps to location X'43' instead of executing the next in- 
struction in sequence as follows: 

a. Store current PSD. If the instruction causing the 
trap was an instruction other than DW or DH, the stored 
condition code is interpreted as follows: 

CC1 CC2 CC3 CC4 Meaning 

Result after overflow is zero 



1 



1 



1 Result after overflow is neg- 

ative 

1 Result after overflow is pos- 

itive 

No carry from bit position 
Carry from bit position 



CC1 remains unchanged for the LCW, LAW, LCD, and LAD 
instructions. 

If the instruction causing the trap was DW or DH, the 
stored condition code is interpreted as follows: 

CC1 CC2 CC3 CC4 Meaning 

- 1 - - Overflow 

b. Load new PSD. The condition code and instruc- 
tion address portions of the PSD remain at the vaiue loaded 
from memory. 

3-137 FLOATING POINT ARITHMETIC FAULT CON - 
DITION . Floating point fault detection is performed 
after the operation called by the instruction code is per- 
formed, but before any results are actually loaded into the 
general registers. Thus, the floating point operation that 
causes an arithmetic fault is not carried to completion in 
the sense that the original contents of the general regis- 
ters remain unchanged. Instead, the computer traps to lo- 
cation X'44' with the current condition code indicating 
the reason for the trap. A characteristic overflow or an 
attempt to divide by zero always results in a trap condi- 
tion. A significance check or a characteristic underflow 
results in a trap condition only if the floating point mode 
controls (FS, FZ, and FN) in the program status doubleword 
are set to the appropriate state. 

If a floating point instruction causes a trap, the execution 
of XPSD in trap location X'44' is as follows: 

a. Store current PSD. If division is attempted with 
a zero divider or if characteristic overflow occurs, stored 
condition code is interpreted as follows: 

CC1 CC2 CC3 CC4 Meaning 

10 Divide by zero 



CC1 CC2 CC3 CC4 Meaning 

1 1 Characteristic overflow, 

negative result 

1 10 Characteristic overflow, 

positive result 

b. If none of the above conditions occurs, but char- 
acteristic underflow occurs with the floating zero (FZ) mode 
bit set to one, the stored condition is interpreted as follows: 



CC1 CC2 CC3 CC4 
110 1 



1 



1 







Meaning 

Characteristic underflow, 
negative result 

Characteristic underflow, 
positive result 



c. The stored condition code is interpreted in the fol- 
lowing manner, if none of the above conditions occur, but an 
addition or subtraction results in either a zero result (with 
FS = 1 and FN ~ 0), or a postnormalization shift of more 
than two hexadecimal places (with FS ~ 1 and FN ~" 0). 



CC1 CC2 CC3 CC4 
1 



Meaning 







Zero result of addition or 

subtraction 



10 1 More than two postnormal- 

izing shifts, negative result 

1 1 More than two postnormal- 

izing shifts, positive result 

d. Load the new PSD. The condition code and in- 
struction address portions of the PSD remain at the values 
loaded from memory. 

3-138 DECIMAL ARITHMETIC FAULT . When either of two 
decimal fault conditions occur, the normal sequencing of 
instruction execution is halted. CC1 and CC2 are set ac- 
cording to the reason for the fault condition; and CC3, 
CC4, memory, and the decimal accumulator remain un- 
changed by the instruction. If the decimal arithmetic trap 
mask, bit position 10 of the PSD, is a zero, the instruction 
execution sequence continues with the next instruction in 
the sequence of the time of fault detection; however, if 
the decimal arithmetic trap mask bit is a one, the com- 
puter traps to location X'45' at the time of fault detection. 
The execution of XPSD in trap location X'45' is as follows: 

a. Store the current PSD. The stored condition code 
is interpreted as follows: 

CC1 CC2 CC3 CC4 M 

1-. 



eaning 



1 



All digits legal and overflow 
Illegal digit detected 
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b. Load the new PSD. The condition code and in- 
struction address portions of the PSD remain at the values 
loaded from memory. 

3-139 WATCHDOG TIMER RUNOUT. The instruction' 
watchdog timer ensures that the CPU must periodically 
reach interruptible points of operation in the execution of 
instructions. An interruptible point is a time during the 
execution of a program when an interrupt request, if present, 
is acknowledged. Interruptible points occur at the end of 
every instruction, ENDE time, and during the execution of 
some instructions, IEN time. The watchdog timer measures 
elapsed time from the last interruptible point. If the max- 
imum allowable time has been reached before the next time 
that an interrupt could be recognized, the current instruc- 
tion is aborted, and the watchdog timer runout trap is ac- 
tivated. Except for a nonexistent address used with Read 
Direct or Write Direct instructions, programs trapped because 
of watchdog timer runout cannot, in general, be continued. 
In this case, execution of the XPSD in trap location X'46' 
is as follows: 



If a trap condition is detected by the CPU, the term 
(S/INTRAPF) is one of the terms that initiates the sequence 
during ENDE. (S/TRAPF) sets INTRAP1, the trap phase flip- 
flop. 

Flip-flop BRQ is set if the return address of the instruction 
following the trap is in the Q-register. This condition exists 
when both ENDE and PRE1 are false and (S/INTRAPF) is 
true. BRQ insures that the address stored by the XPSD in- 
struction points at the correct next instruction address in 
the program sequence after the trap is processed. The CLEAR 
signal is generated during ENDE time or when (S/INTRAPF) 
is true. 

Three trap phases are interposed between the trap acknowl- 
edgment at ENDE or IEN and preparation phase 1 of the 
following program status doubleword instruction. These 
three phases are referenced in the following paragraphs 
as Pass 1, Pass 2, and Pass 3, where Pass 1 = INTRAP1 
NINTRAP2, Pass 2 = INTRAP1 INTRAP2, and Pass 3 = 
NINTRAP1 INTRAP2. 



a. Store current PSD. Stored condition code is, in 
general, meaningless. 

b. Load new PSD. Condition code and instruction 
address portions of the PSD remain at the values loaded 
from memory. 

3-140 CALL INSTRUCTIONS . The four call instructions, 
CAL1, CAL2, CAL3, and CAL4, cause the computer to trap 
to location X'48' for CAL1, X'49' for CAL2, X'4A' for 
CAL3, or X'4B' for CAL4. Execution of the XPSD in the 
appropriate trap location is as follows: 

a. Store current PSD. The stored condition code is 
that which existed at the end of the instruction immediately 
before the call instruction. 

b. Load new PSD. 

c. Modify new PSD. 

1. The R-field of the call instruction is logically 
OR-gated with the condition code value loaded from mem- 
ory, and the result is loaded into the condition code. 

2. If bit 9 of XPSD conrains a one, the R-field 
of the call instruction is added to the instruction address 
loaded from memory. 

3. If bit 9 of XPSD contains a zero, the instruc- 
tion address remains at the value loaded from memory. 

3-141 CPU TRAP SEQUENCE . A trap can occur during 
the phases noted in the S/TRAP or S/TRACC logic or during 
the ENDE phase of an instruction. The trap flip-flop re- 
mains true until phase 7 of the XPSD instruction sequence. 
This allows an XPSD to be executed in the slave mode 
although the XPSD is a privileged instruction. 



a. Pass 1. If the return address of the instruction 
aborted by the trap is in the Q-register during this period, 
BRQ is true. If BRQ is true, the contents of the Q- 
register are clocked into the P-register. During the Pass 1 
phasing of the trap sequence, the aborted instruction ad- 
dress is transferred from the P-register to the S-bus. From 
the S-bus, the aborted instruction address is clocked into 
the A-register. The D-register is cleared of ones and is 
filled with zeros. The CS-register is filled with ones. 
MAPDIS is set during this pass to prevent modification of 
the trap address, and the contents of the P-register are trans- 
ferred to Q. 

The set logic for the DRQ flip-flop (S/DRQ) is true during 
this pass so that the DRQ flip-flop output S/DRQ is 
true at the next clock time. DRQ is a repeater flip-flop to 
indicate that the next clock does not occur until the CPU 
receives a data release signal from memory if MRQ is true. 
Since MRQ is true during Pass 2, DRQ is also true during 
Pass 2. DRQ is reset on the first clock after T10L time. 
INTRAP2 is also set at the end of Pass 1 . 



BRQ is reset at T10L time by the T10L clock. The term 
that generates the T10L clock (S/T10L/1) is always true 
during Pass 1. Therefore, T10L measures the period for 
Pass 2. 



b. Pass 2. The Pass 2 phase of the sequence clocks 
the trap address into the P-register. PXINT must be false 
at this time so that PXTR can be true. The trap address in 
flip-flops TR28 through TR31 is clocked into the P-register 
flip-flops P28 through P31. At the same time, zeros are 
clocked into P15 through P24, P26, P27, P32, and P33. A 
one is clocked into P25 to establish the most significant 
digit (MSD) of the trap address. The MSD in all cases is 
X'4 1 since trap addresses run from X'40' through X'4B'. 
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The P-register flip-flop configuration is then as shown in 
figure 3-131. 

The contents of P15-P31 are put on the LM-LB lines. The 
memory request, MRQ, is generated during this pass. 
INTRAP1 is reset during this pass and goes false at the next 
clock time. 



3-143 INSTRUCTION ANALYSIS 



3-144 Data Formats 
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, P25*»P27"p28-«--»- P31' 



1 o ■■ * * ' G 

II I I I I II I I I I I I I I II 



901060A.3833 



Figure 3-131. P-Register Configuration in 
Trap Sequence Pass 2 

c. Pass 3. During Pass 3, the A-register contains the 
next instruction address of the aborted instruction. This is 
accomplished during Pass 1 by SXP and AXS. Since the 
next instruction address of the aborted instruction is cur- 
rently in the A-register, it is necessary to decrease the con- 
tents of A by a count of one if the CPU operation is to con- 
tinue after the trap sequence. This is necessary because 
when the aborted instruction address is returned to the P- 
register after the trap, it is increased by a count of one. 
Therefore, the contents of registers A, D, and CS are added 
together for the decrement of one. The A-register contains 
the aborted instruction address, the CS-register contains all 
ones, and the D-register contains all zeros. 

The addition is performed in the adder. When the addition 
is completed, the sum is placed on the S-bus. From the S- 
dus, the data is transferred to the B-register for storage. 

Data from the memory bus lines, MB, is loaded into the C- 
register by the data release signal DR at any time during 
1NTRAP2. At the next clock, the contents of the C-register 
are transferred to registers O, R, and D, and PRE1 is set. 

Table 3-19 details the logic sequence for the trap system. 

3-142 TRAP ADDRESSING . Trap addressing is performed 
by the trap address flip-flops TR28-TR31 and by the logic 
term PXTR, as shown in figure 3-132. In all cases where 
a trap condition exists. P-register flip-flop P25 is set and 
represents the MSD of the trap address. The MSD is always 
X'4'. The LSD of the trap address is determined by the trap 
address flip-flops TR28 through TR31. In figure 3-132, the 
memory location of the trap is shown as X'41 ' which re- 
sults from an unimplemented instruction. The term FANIMP 
(PRE1 NANLZ) initiates the trap in this example. 



The 32-bit Sigma computer word has various data formats 
for the various instructions. The basic data formats are illus- 
trated in figure 3-133. Signed negative numbers are repre- 
sented in two's complement form. Decimal numbers are 
represented in sign-magnitude form. All fixed-point arith- 
metic operations are performed on integer operands. 

3-145 Instruction Formats 

The normal instruction format is illustrated in figure 3-134. 
A second instruction format, providing for immediate oper- 
ands, is illustrated in the same figure. 



3-146 Instruction Code 

The seven bit operation code (opcode) field of the in- 
struction word format provides for up to 128 instructions; 
however, not all of the available opcodes are used in the 
computer. Table 3-20 lists the available instructions, their 
hexadecimal opcodes for both direct and indirect address- 
ing, and their names. 

3-147 Opcode Families 

Many opcodes have identical sequences that are performed 
during execution of the instruction. For logic purposes, 
these similar opcodes are grouped into families. Opcodes 
which are unique or which contain unique execution se- 
quences are assigned function names. The opcodes and 
the families to which they are assigned are illustrated in 
figure 3-135. 

3-148 Operation Code Decoding 

Instructions are read into the C-register during the final 
phase of the previous instruction. As the CPU sequences 
into the first preparation state (PRE1) for the instruction in 
the C-register, the contents of the C-register are gated 
into the D-register. Bits Cl through C7 which represent 
the basic operation code of the instruction are also gated 
into the O-register and remain in the O-register until the 
instruction has been completed. Bit of the operation 
code determines if the instruction is indirectly addressed, 
is gated into flip-flop IA and does not go into the O- 
register. 



Bits Ol, 02, and 03 are gated to form all possible com- 
binations of the upper hexadecimal digit of the basic oper- 
ation code. Since only three of the operation code bits 
are used, the upper hexadecimal digit can range only from 
through 7. The lower four bits of the operation code in 
the O-register are gated to form all possible combinations 
of the lower hexadecimal digit of the operation code. 
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Table 3-19. Trap Sequence 



Phase 


Function Performed 


Signals Involved 


Comments 


During 

phases 

noted 

in 

S/TR 

logic 


Set TR31 


S/TR31 


= (SAR20/1) N(S/TRACC/1) 
+ TROVER N(S/TRACC/1) 
+ FAN IMP (PRE1 NANLZ) 
+ (FADIV PH11 CC2 AM) 
+ (FACAL PHI 07 N STRAP) 


To memory location X'45' 
To memory location X'43' 
To memory location X'41' 
To memory location X'43' 
To memory location X'49' 
or to '4B' 




Set TR30 


S/TR30 


- FACAL PHI 06 

+ TROVER N(S/TRACC4/1) 
+ (S/TR30/1) N(S/TRACC4/1) 
+ STRAP 


To memory location X'4A' 
To memory location X'43 1 
To memory location X'42' 
To memory location X'46 1 




Set TR29 


S/TR29 


- (S/TR29/1) N(S/TRACC4/1) 

+ STRAP 

+ FPRR FTRAP 


To memory location X'44' 
or '45' 

To memory location X'46' 
To memory location X'44 1 


During 
phases 
noted 


Set TR28 
Set TRACC1 


S/TR28 
S/TRACC1 


= (FACAL PHI NTRAP NSTRAP) 

= R28 (FACAL PHI NTRAP 
NSTRAP) 
+ FAILL PRE1 NANLZ NTRAF 


To memory location X'48' 




in 

S/TR- 
ACC 
logic 


Set TRACC2 


S/TRACC2 


= R29 (FACAL PHI NTRAP 
NSTRAP) 
+ AHCL/1 






Set TRACC3 


TRACC3 


= R30 (FACAL PHI NTRAP 
NSTRAP) 

+ FAPRIV PRE1 NMASTER 
NANLZ NTRAP 




ENDE 

or 

phase 


Set TRACC4 
Set TRAP 


S/TRACC4 


= R31 (FACAL PHI NTRAP 
NSTRAP) 

+ FABOA PHI 1 SW2 NTRAP 
+ PROTECTD NPROTECTDIS 
NTRAP 

+ PROTECTI ENDE NFUEXU 
NTRAP 




S/TRAP 


- + FAILL (PRE1 NANLZ) 


Nonexistent instruction. 
Trap to memory location 
X'40'. SetCCl 


noted 

in 

S/TR- 

AP 

logic 






+ AHCL/1 DRQ 

+ FAPRIV (PRE1 NANLZ) 
NMASTER 


Nonexistent instruction. 
Trap to memory location 
X'40'. Set CC2 

Privileged instruction in 
slave mode. Trap to mem- 
ory location X'40'. Set CC3 






(Con 


tinued) 


Mnemonic: Trap 

Sequence 
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Table 3-19. Trap Sequence (Cont.) 



Phase 


Function Performed 


Signals Involved 


Comments 


ENDE 


Set TRAP 


S/TRAP 


- + (S/TRACC4/1) 


Memory protection viola- 


or 








tion. Trap to memory lo- 


phase 








cation X'40'. Set CC4 


noted 






+ FANIMP (PRE1 NANLZ) 


Unimplemented instruc- 


in 

S/TR- 

AP 






S/TR30 


tion. Trap to memory lo- 
cation X'41' 


logic 






+ (S/TR30/1) 


Push-down stack limit. 


(Cont.) 




R/TRAP 


+ TROVER + FADIV PHI CC2 
AM 

+ FPRR FTRAP 

+ (S/TR29/1) NPH8 S/TR29 
S/TR31 

+ STRAP 

+ FACAL PHI 

= FAPSD PH7 + RESET 


Trap to memory location 
X'42' 

Fixed-point overflow. 
Trap to memory location 
X'43' 

Floating point fault. Trap 
to memory location X'44' 

Decimal unit fault. Trap 
to memory location X'45' 

Watchdog timer runout. 
Trap to memory location 
X'46' 

Trap to memory location 
X'48', X'49', X'4A', or 
X'4B* 




Set 1NTRAPF 


S/1NTRAPF 


= TRAP NINTRAPF + . . . 






! Set INTRAP1 


S/INTRAP1 


- (S/INTRAPF) NRESET 






Set BRQ 


S/BRQ 


= (S/INTRAPF) NENDE 
N(PRE1 NANLZ) 

+ ENDE (S/TRAP) 


BRQ is set if trap is to 
point at current instruc- 
tion rather than next in- 
struction 




Set flip-flop DRQ under conditions 


S/DRQ 


= (NENDE + AHCL/1) 


If nonexistent address or 




specified 




(S/INTRAPF) 


not end phase 




Generate CLEAR signal 


CLEAR 


= ENDE + (S/INTRAPF) 




IN- 


Q-/— P if BRQ --- 1 


PXO 


= BRQ 


Current instruction ad- 


TRAP1 








dress 


IN- 
TRAP2 


D M *~ 


SXP 


- INTRAP1 NSDIS 


Next instruction address 


r * b 




S-7^-^A 


AXS 


= INTRAP1 










Mnemonic: Trap 






(Cont 


nued) 


Sequence 
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Table 3-19. Trap Sequence (Cont.) 



Phase 


Function Performed 


Signals Involved 


Comments 


Pass 1 


Clear D-register 


DX/1 


- INTRAP1 






Fill CS-register with ones 


CSX1 


-- 1NTRAP1 NSDIS 


For decrementing opera- 
tion 




Set MAPDIS 


S/MAPD1S 


= INTRAP1 


Prevents modification of 
trap address by memory 
map 




Reset HALT flip-flop 


R/HALT 


- INTRAP1 




T6L 


Set DRQ 


S/DRQ 


=- INTRAP1 






Reset BRQ 


R/BRQ 


- 






Enable T10L 


(S/T10L/1) 


- INTRAP1 N(NCX/1 NBRQ) 






Set flip-flop INTRAP2 


S/INTRAP2 


- 1NTRAP1 NRESET 




IN- 
TRAP1 


TR28-TR31 -A— - 
P28-P31 


PXTR 


- INTRAP1 INTRAP2TRAP 


Trap address / * P- 
register 


IN- 








OV— P15-P24 


TRAP2 








]-/*- P25 
0-7=— P26 
0^-P32-P33 




P— *-S-7^-A 


AXS 
SXP 


---• 1NTRAP1 + . . . 

- INTRAP1 NSDIS + ... 


Current instruction ad- 
dress 


Pass 2 


P15-P31 — -LM15-LB31 


LM15 

LM22 
LB23 

LB31 


- P15 NLMXC NLMXQ 

- P22 NLMXC NLMXQ 
P23 NLMXC NLMXQ 

- P31 NLMXC NLMXQ 


Output of P-register flip- 
flops is put on LM-LB 
lines 




Disable signal LMXC 


LMXC 


- LMXC NAR N(INTRAP1 
INTRAP2) 




T10L 


Generate memory request 


MRQ 


- INTRAP1 (NCX/1 NBRQ) 






Clear D-register 


DX/1 


= INTRAP1 + ... 






Disable AHCL 


AHCL 


= AHCL N(INTRAP1 INTRAP) 






Reset INTRAP1 


(INTRAP1 
INTRAP) 


•-- INTRAP1 INTRAP2 






Set 1NTRAP2 


R/INTRAPI 
S/1NTRAP2 


= NCX/1 NBRQ 

- INTRAP1 NCX/1 NBRQ 








(Con 


rinued) 


Mnemonic: Trap 

Sequence 
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Table 3-19. Trap Sequence (Cont.) 



Phase 


Function Performed 


Signals Involved 


Comments 


Pass 3 

IN- 

TRAP2 

NIN- 

TRAP1 


A-l -S^— B 


Note 

The trap flip-flop remains true until phase 7 of 
the XPSD sequence. This allows an XPSD to be 
executed in slave mode although XPSD is a privi- 
leged instruction. 




SXADD = INTRAP2 NINTRAP1 NSDIS 

BXS = INTRAP2 + . . . 
QXP = INTRAP2 + . . . 
CXMB = DGC 

OXC = ORXC + OXC 
ORXC = NINTRAP1 INTRAP2 

DXC = INTRAP2 + . . . 

S/SW2 = INTRAPEND + . . . 

INTRAPEND = INTRAPF NINTRAP1 NPREP 
NEXU 


Decrements next instruc- 
tion address of trapped 
instruction 

Trap address 

Read program status 
doubleword instruction 
from trap address 

Instruction word — / — 
O-, R-, and D-registers 


r 1 O-r o 1 * Ul j-Uo 1 
MB0-MB31 -C0-C31 

CO-/— IA 

CI -07-^-^01-07 

C8-C11-/-^R28-R31 
f~r\ m _/ to nn mi 


HJ-v_Jl / "■ vv-voi 
Set flip-flop SW2 


IN- 

TRAPF 

SW2 


Reset flip-flop MAPDIS 
Set flip-flop SWl 


R/MAPDIS = FAPSD NSW1 SW2 R30 
S/SW1 = INTRAPEND SW2 + . . . 


R30=»bit 10 of XPSD 
instruction = 1. Speci- 
fies map mode 


IN- 

TRAPF 

SWl 


Set flip-flop PRE1 


S/PRE1 = INTRAPEND SWl + . . . 


Preparation phase of 
XPSD instruction 








Mnemonic: Trap 

Sequence 
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u 



u 



(S/TR29/1 ) N(S, TRACC4/ 1 )- 
TROVER N(S/TRACC4 1)- 
FANIMP (PRE1 NANLZ) — =0=. 
(FADIV PH11 CC2 AM) — U- 
(S/TR31/1) 



XT 



TRAP ADDRESS 
FLIP-FLOPS 




TR31 



PXTR- 



JT 



.TI- 



P-REGISTER 
FLIP-FLOPS 



S 1 

FF 

P31 
C 



FACAL PHI 06- 

TROVER N(S TRACC4, 1)- 

(S''TR30/1) N(S. TRACC4 1)- 

STRAP- 

(FADIV PH11 CC2 AM)- 



(S,'TR29/n N(S/TRAC C4. -"I)- 



STRAP- 



U 



T_T 



II 



IS 



i_r 



s 1 

FF 

TR30 



S 1 

FF 
TR29 



U 



TR30- 



PXTR- 



TR29- 



PXTR- 



TR28- 



PXTR- 



JT 



S 1 

FF 
^ P30 



FF 
P28 



S 1 

FF 
P29 



(FACAL PHI NTRAP NSTRAP)- 



S 1 

FF 

c TR28 



T_T 



CLOCK- 



CLOCK- 



S FF 1 

P27 
C 



S 


FF 
P?A 


1 


L 






R 








BINARY 
REPRESENTATION 
/OlOO/OOOl/^ 
MSD LSD 

IS EQUIVALENT 
MEMORY LOCATION 



PXTR- 



S 1 

FF 
c P25 



CLOCK- 



S 1 

FF 
_ P24 



901060B.3832 



Figure 3-132. Trap Memory Location and Addressing 
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A. BYTE 


90 1060A. 3600/1 


B 

C 
[ 

E 


BYTEO 


BYTE 1 


BYTE 2 


BYTE 3 


. HALFWORD 


16 17 18 19 2021 22 23 


24 25 26 27 28 29 30 31 


h HALFWORD 


± 


HALFWORD 1 


D , , 2 , 3 , 4 , 5 , 6 I 7 , 8 I 9 , ,0 , U , , 2 ',3 , ,4 I 1 5 

:. FIXED-POINT WORD 


16 


17 18 19 20 21*22 23 24 25 26 27 28 29^0 31 


t WORD 


l l 2 l 3 , 4 l 5 l 6 I 7 , 8 , 9 , 10 , n , 12 , 13 , M , 15 , 16 l 17 , )8 , 19 , 20 , 21 l 22 , 23 l 24 , 25 l 26 , 27 , 28 l 29 , 30 l 31 

). 20-BIT FIELD 




± 


VALUE 


, l , 2 , 3 l 4 , 5 , 6 , 7 , 8 l 9 , ,0 l n 

. FIXED-POINT DOL 


12 

JB 


13 14 15 16 17 18 19 20 21 22 23 24 25 26 27 28 29*30 31 

LEWORD 


± MOST SIGNIFICANT WORD 


} l 2^ 3 l 4* S l 6* 7 , 8 , 9 I 10 I n , 12 l 13 , 14 l 15 l 16 , 17 l 18 l 19 l 20 l 2l , 22 l 23 l 24 , 25 l 26 l 27 , 28 l 29 , 30 l 31 


LEAST SIGNIFICANT WORD 




32 l 33 , 34 l 35 l 36 , 37 l 38 l 39 l 40 l 41 ^^^Us^^UsVso'si l 52 , 53 l 54 , 55 , 56 I 57 l 58 , 59 l 60 l 6I ! 62 ! 63 



Figure 3-133. Data Word Formats (Sheet 1 of 2) 
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F. FLOATING POINT WORD 



CHARAC- 
TERISTIC 



SIX HEXADECIMAL FRACTIONAL DIGITS 



1 *2 ' 3 1 4 5 6 7 8 9 10 11 12 13 14 15 16 17 18 19 20 21 22 23 24 25 26*27 28 29*30 31 

G. FLOATING POINT DOUBLEWORD 



± 


CHARAC- 
TERISTIC 


SIX HEXADECIMAL FRACTIONAL DIGITS 





.VaVsVy 


8 l 9 l 10 l ll l 12 , 13 l 14 l 15 l 16 l 17 l 18 l 19 l 2o'21 l 22 l 23 l 24 l 25 l 26 , 27 l 28 l 29 l 30 l 31 



EIGHT HEXADECIMAL FRACTIONAL DIGITS 



32 l 33 l 34 l 35 l 36 , 37 l 38 , 39 1 40 l 41 '42 43 44 45 46 47 48 49 50 51 52 53 54 55 56 57 58 59 60 61 62 63 



H. BYTE STRING 



I 


BYTE 


BYTE 


BYTE 


BYTE 


I 


BB ' BB ' BB ' BB BB 
I. ZONED DECIMAL NUMBER 


[ 


ZONE 


DIGIT 


ZONE 


DIGIT 


ZONE 


DIGIT 


ZONE 


DIGIT 




BB BB BB BB BB 
J. PACKED DECIMAL NUMBER 


I 


DIGIT 


DIGIT 


DIGIT 


DIGIT 


DIGIT 


DIGIT 


DIGIT 


DIGIT 





BB 



BB 



BB 



BB 



NOTE: BB MUST BE A BYTE BOUNDARY. FIRST BIT AFTER BYTE 
BOUNDARY IS BIT 0, 8, 16, OR 24 



901 060A. 3600/2 



Figure 3-133. Data Word Formats (Sheet 2 of 2) 



3-171 



XDS 901060 



NOTES : 
1A 

OPERATION 
R 



ADDRESS 



1 

A 


OPERATION 


R OR L 


X 


ADDRESS 





, , 2 I 3 , 4 , 5 , 6 , 7 


8 ' 9 ' 10 1 11 


12 1 13*14 


15 16 17 18 19 20 21 22 23 24 25 26 27 28 29 30 31 



INDIRECT ADDRESSING IS PERFORMED IF THIS BIT POSITION CONTAINS A 
ONE AND IS NOT PERFORMED IF THIS BIT POSITION CONTAINS A ZERO 

SEVEN-BIT FIELD THAT DESIGNATES THE OPERATION TO BE PERFORMED 

FOUR-BIT FIELD THAT DESIGNATES ANY OF THE 16 REGISTERS OF THE 
CURRENT REGISTER PAGE AS AN OPERAND SOURCE OR DESTINATION 

IN DECIMAL OPERATIONS, THIS FIELD INDICATES THE LENGTH, IN BYTES, 
OF THE DECIMAL OPERAND. L - 1 DESIGNATES A 1-DIGIT SIGNED DECIMAL 
NUMBER; L - 2 DESIGNATES A 3-DIGIT SIGNED DECIMAL NUMBER. IN GENERAL, 
L n DESIGNATES A 2n-l DIGIT SIGNED DECIMAL NUMBER. L - DESIGNATES 
16 BYTES OR A 31-DIGIT SIGNED DECIMAL NUMBER 

THREE-BIT FIELD THAT DESIGNATES ANY OF REGISTERS 1 THROUGH 7 OF THE 
CURRENT REGISTER PAGE AS AN INDEX REGISTER. X DESIGNATES NO 
INDEXING; THEREFORE, REGISTER CANNOT BE USED AS AN INDEX REGISTER 

SEVENTEEN-BIT FIELD THAT CONTAINS THE INITIAL VIRTUAL ADDRESS OF 
THE INSTRUCTION OPERAND. THE ADDRESS FIELD ALLOWS ANY WORD, 
DOUBLEWORD, LEFT HALFWORD, OR LEFTMOST BYTE WITHIN A WORD IN 
MEMORY TO BE DIRECTLY ADDRESSED 



A. NORMAL INSTRUCTION 



NOTES : 


OPERATION 



OPERATION 



VALUE OR DISPLACEMENT 



o'l'j'aN's'd^'s^'lo'll 12'l3 l 14 l 15 , 14 , l7 , 18 l 19 , 20'21 l 22 , 23 l 24 l 25 , 26 , 27 , 28 , 29 , 30 , 31 



INDIRECT ADDRESSING CANNOT BE USED WITH THIS TYPE OF INSTRUCTION. 
IF INDIRECT ADDRESSING IS USED, THE COMPUTER TRAPS TO LOCATION 
X'64' AT THE TIME OF OPERATION CODE DECODING 

SEVEN-BIT FIELD THAT DESIGNATES THE OPERATION TO BE PERFORMED 
BETWEEN THE IMMEDIATE OPERAND AND THE DESIGNATED REGISTER 

R FOUR-BIT FIELD THAT DESIGNATES ANY OF THE 16 REGISTERS OF THE 

CURRENT REGISTER PAGE 

VALUE IMMEDIATE OPERAND 20 BITS IN LENGTH (19 MAGNITUDE BITS PLUS SIGN 

BIT WITH NEGATIVE NUMBERS IN TWO'S COMPLEMENT FORM). THE SIGN 
BIT (BIT POSITION 12) OF THE VALUE IS EXTENDED 1? BIT POSITIONS TO THE 
LEFT TO PROVIDE A 32-BIT OPERAND 

DISPLACEMENT A 20-BIT FIELD THAT CONTAINS A SIGNED 19-BIT QUANTITY USED AS 
DISPLACEMENT VALUE TO FORM AN EFFECTIVE BYTE ADDRESS IN BYTE 
STRING INSTRUCTIONS 

B. IMMEDIATE OPERAND INSTRUCTION 



901 060A. 3602 



Figure 3-134. Instruction Word Formats 
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Table 


3-20. Operation Code List 


Mnemonic 


Opcode* 


Name 


AD 


10, 90 


Add Doubleword 


AH 


50, DO 


Add Halfword 


AI 


20 


Add Immediate 


AIO 


6E, EE 


Acknowledge I/O Interrupt (privileged) 


AND 


4B, CB 


AND Word 


ANLZ 


44, C4 


Analyze 


AW 


30, B0 


Add Word 


AWM 


66, E6 


Add Word to Memory 


BAL 


6A, EA 


Branch and Link 


BCR 


68, E8 


Branch on Conditions Reset 


BCS 


69, E9 


Branch on Conditions Set 


BDR 


64, E4 


Branch on Decrementing Register 


BIR 


65, E5 


Branch on Incrementing Register 


CAL1 


04, 84 


Call 1 


CAL2 


05, 85 


Call 2 


CAL3 


06, 86 


Call 3 


CAL4 


07, 87 


Call 4 


CB 


71, Fl 


Compare Byte 


CBS 


60 


Compare Byte String 


CD 


11, 91 


Compare Doubleword 


CH 


51, Dl 


Compare Halfword 


CI 


21 


Compare Immediate 


CLM 


19, 99 


Compare with Limits in Memory 


CLR 


39, B9 


Compare with Limits in Register 


CS 


45, C5 


Compare Selective 


CVA 


29, A9 


Convert by Addition 


CVS 


28, A8 


Convert by Subtraction 


cw 


31, Bl 


Compare Word 


DA 


79, F9 


Decimal Add (optional) 


DC 


7D, FD 


Decimal Compare (optional) 


DD 


7A, FA 


Decimal Divide (optional) 


DH 


56, D6 


Divide Halfword 


DL 


7E, FE 


Decimal Load (optional) 


DM 


7B, FB 


Decimal Multiply (optional) 


DS 


78, F8 


Decimal Subtract (optional) 


DSA 


7C, FC 


Decimal Shift Arithmetic (optional) 


*First opcode specifies d 


rect addressing; seconc 


specifies indirect addressing 



(Continued) 
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Table 3-20 


. Operation Code List (Cont.) 




Mnemonic 


Opcode* 


Name 




DST 


7F, FF 


Decimal Store (optional) 






DW 


36, B6 


Divide Word 






EBS 


63 


Edit Byte String (optional) 






EOR 


48, C8 


Exclusive OR Word 






EXU 


67, E7 


Execute 






FAL 


ID, 9D 


Floating Add Long (optional) 






FAS 


3D, BD 


Floating Add Short (optional) 






FDL 


IE, 9E 


Floating Divide Long (optional) 






FDS 


3E, BE 


Floating Divide Short (optional) 






FML 


IF, 9F 


Floating Multiply Long (optional) 






FMS 


3F, BF 


Floating Multiply Short (optional) 






FSL 


1C, 9C 


Floating Subtract Long (optional) 






FSS 


3C, BC 


Floating Subtract Short (optional) 






HIO 


4F, CF 


Halt I/O (privileged) 






INT 


6B, EB Interpret 






LAD 


IB, 9B 


Load Absolute Doubleword 






LAH 


5B, DB 


Load Absolute Halfword 






LAW 


3B, BB 


Load Absolute Word 






LB 


72, F2 


Load Byte 






LCD 


1A, 9A 


Load Complement Doubleword 






LCF 


70, F0 


Load Conditions and Floating Control 






LCFI 


02 


Load Conditions and Floating Control 


mmediate 




LCH 


5A, DA 


Load Complement Halfword 






LCW 


3A, BA 


Load Complement Word 






LD 


12, 92 


Load Doubleword 






LH 


52, D2 


Load Halfword 






LI 


22 


Load Immediate 






LM 


2A, AA 


Load Multiple 






LPSD 


0E, 8E 


Load Program Status Doubleword (privi 


leged) 




LRP 


2F, AF 


Load Register Pointer (privileged) 






LS 


4A, CA 


Load Selective 






LW 


32, B2 


Load Word 






MBS 


61 


Move Byte String 






MH 


57, D7 


Multiply Halfword 






MI 


23 


Multiply Immediate 






MMC 


6F, EF 


Move to Memory Control (privileged) 




*F 


rst opcode specifies 


direct addressing; second specifies indirect addressing 





(Continued) 
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Table 3-20. Operation Code List (Cont.) 




Mnemonic 


Opcode* 


Name 


MSP 


13, 93 


Modify Stack Pointer 




MTB 


73, F3 


Modify and Test Byte 




MTH 


53, D3 


Modify and Test Halfword 




MTW 


33, B3 


Modify and Test Word 




MW 


37, B7 


Multiply Word 




OR 


49, C9 


OR Word 




PACK 


76, F6 


Pack Decimal Digits (optional) 




PLM 


0A, 8A 


Pull Multiple 




PLW 


08, 88 


Pull Word 




PSM 


0B, 8B 


Push Multiple 




PSW 


09, 89 


Push Word 




RD 


6C, EC 


Read Direct (privileged) 




S 


25, A5 


Shift 




SD 


18, 98 


Subtract Doubleword 




SF 


24, A4 


Shift Floating 




SH 


58, D8 
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Translate Byte String 




TDV 


4E, CE 


Test Device (privileged) 




TIO 


4D, CD 


Test I/O (privileged) 
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WAIT 
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Wait (privileged) 




WD 


6D, ED 


Write. Direct (privileged) 




XPSD 


OF, 8F 


Exchange Program Status Doubleword (pr 


vileged*! 


XW 


46, C6 


Exchange Word 




*First opcode specifies d 


irect addressing; second specifies indirect addressing 
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FUINT 



OUO = NOT N02 N03 

OU1 = NOl N02 03 

OU2 = NOl 02 N03 

OU3 = NOl 02 03 

OU4 = Ol N02 N03 

OU5 - Ol N02 03 

OU6 = Ol 02 N03 

OU7 - Ol 02 03 

OLO = N04 N05 NO6 N07 

OL1 - N04 N05 N06 N07 

OL2 = N04 N05 06 N07 

OL3 -- N04 N05 06 07 

OL4 = N04 05 NO6 N07 

OL5 - N04 05 NO6 07 

OL6 - N04 05 06 N07 

OL7 = N04 05 06 07 

OL8 = 04 N05 NO6 N07 

OL9 = 04 N05 NO6 07 

OLA = 04 N05 06 N07 

OLB - 04 N05 06 07 

OLC -~ 04 05 NO6 N07 

OLD = 04 05 NO6 07 

OLE = 04 05 06 N07 

OLF = 04 05 06 07 

3-149 Function Code Logic 

Certain combinations of the upper and lower hexadecimal ly 
decoded digits of the O-register are gated to form function 
codes. The decoded gates are designated as FUXX, where 
XX describes the function by its mnemonic. Only the fol- 
lowing functions or instructions are logically represented. 

FUAD = OU1 OLO 
FUANLZ = OU4 OL4 
FUAWM = OU6 OL6 



XDS 901060 




FUBAL 


= OU6 OLA 


FUCB 


- OU7 OL1 


FUCI 


- OU2 OL1 


FUCLR 


- OU3 OL9 


FUCS 


~ OU4 OL5 


FUCVS 


= FACV N07 


FUEOR 


- OU4 OL8 


FUEXU 


OU6 OU7 


FULAD 


- OU1 OLB 


FULCD 


- OU1 OLA 


FULD 


- OU1 OL2 


FUINT 


- OU6 OLB 


FULRP 


= OU2 OLF 


FULS 


--- OU4 OLA 


FUMMC 


= OU6 OLF 


FUMTB 


-- OU7 OL3 


FUMTH 


- OU5 OL3 


FUMTW 


- OU3 OL3 


FUSTD 


= OU1 OL5 


FUSTH 


OU5 OL5 


FUOR 


-- OU4 OL9 


FUSTS 


^ OU4 OL7 


FUWAIT 


- OU2 OLE 


FUXW 


- OU4 OL6 



Paragraphs 3-149 to 3-150 



3-150 Family Code Logic 

Families of instructions are made up of combinations of the 
function codes and O-register bits to form gates that de- 
scribe instruction groups having common usage. These gates 
are designated as FAXX, where XX describes the family 
group. For example, FAIM represents the family of instruc- 
tions that can be executed in the immediate mode. Table 
3-21 describes most families of instructions. Most families 
that are qualified by terms other than the function codes 
or O-register bits are omitted; for example, FATR = FABOX 
N02 NPHA. 



3-179 
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Table 3-21. 


Family Code Logic 






Families of Instructions 


Hexadecimal 
Opcodes 


Instruction 


FABC 


- OU6 04 N05 N06 


68/69 


BCR, BCS 




FABOX 


= OU6 OL3 


63 


EBS 






+ Ol N03 N04 N05 N06 


40/41, 60/61 


TBS, CBS, MBS 




FABR 


= OU6 N04 05 N06 


64/65 


BIR, BDR 




FACAL 


= OUO N04 05 


04—07 


CAL1 — CAL4 




FACV 


= OU2 04 N05 N06 


28/29 


CVA, CVS 




FADE 


= OU7 OU4 

+ OU7 N04 05 06 


78— -7F 

76/77 






FADIV 


= OU5 OL6 


56 


DH 






+ OU3 OL6 


36 


DW 




FADW 


= OU1 


10 — IF 


Doubleword functions 






+ OUO 04 


08— ^0F 


PSW, PLM, PSM, LPSD, 


XPSD 


FAFL 


= NOl 03 04 05 


1C — —IF 

3C— *3F 


Floating point 




FAFLD 


= NOl 03 OLE 


1E/3E 


Floating divide 




FAFLM 


= NOl 03 OLF 


1F/3F 


Floating multiply 




FAFRR 


= OU2 OL3 


23 


MI 






+ OU2 OL5 


25 


S 






+ OU1 OL5 


15 


STD 




FAFRR/1 


= OU3 N04 05 06 


36/37 


DW, MW 






+ OU4 OL7 


47 


SS 






+ OU1 OLF 


IF 


FML 




FAILL 


= OU5 04 05 
+ NOl 03 OL4 
+ OUO N04 N05 N06 
+ N02 N03 OL3 
+ Ol N03 OL2 
+ OU5 04 N06 07 
+ OU5 05 N06 N07 
+ OU1 N04 05 06 
+ NOl N03 04 05 06 
+ OU2 N04 05 06 
+ IA N03 N04 N05 


5C— — 5F 

14/34 

00/01 

03/43 

42/62 

59/5D 

54/5C 

16/17 

0C/0D, 2C/2D 

26/27 


Illegal operations causi 


ng traps 


FAIM 


= N03 N04 N05 


00—03, 
20—23 


Immediate mode 




FAIO 


= OU4 04 05 


4C— -4F 


I/O 






+ OU6 OLE 


6E 


AIO 




FAMDSF 


= FAMUL + FADIV + FASH 
+ FAFL + SDIS 









(Continued) 
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Table 3-21. Fami 


ly Code Logic (Cont. 


) 


Families of Instructions 


Hexadecimal 
Opcodes 


Instruction 


FAMDSF/D 


= FADIV + FAFLD 






FAMUL 


= OU5 OL7 
+ OU3 OL7 
+ OU2 OL3 


57 
37 
23 


MH 

MW 
SF 


FANIMP 


= NOl 03 04 05 NFPOPTION 
+ OU7 04 NDEOPTION 
+ OU7 N04 05 06 NDEOPTION 
+ FUEBS NIA NDEOPTION 




Nonimplemented instructions 


FAPRIV 


= N03 04 05 




Privileged instructions 


FAPSD 


= OU0 04 05 06 


OE/OF 


LPSD, XPSD 


FARWD 


= OU6 04 05 06 


6C/6D 


RD, WD 


FAS1 


= NOl 03 OL9 


.19/39 


CLM, CLR 


FAS2 


= OU1 OL8 
+ OU1 OL1 


18 
11 


SD 
CD 


FAS3 


= OU1 N05 N06 N07 


10/18 


AD, SD 


FAS6 


= OU4 N04 05 07 
+ OU4 OLA 


45/47 
0A 


CS, STS 

PLM 


FAS7 


= 02 03 OL3 
+ Ol 03 OL3 


33/73 
53/73 


MTW, MTB 
MTH, MTB 


FAS8 


= OU3 OL3 
+ OU6 OL6 


33 
66 




FAS9 


= OU4 OL6 

+ OU4 04 N05 NO6 
+ OU4 04 N05 07 


46 

48/49 

49/4B 


XW 

EOR, OR 
OR, AND 


FAS10 


= OU3 OLB 
OU5 OLB 


3B 
5B 


LAW 
LAH 


FASH 


= NOl 02 OL1 
+ Ol 03 OL1 


21/31 

51/71 


CI, CW 
CH, CB 


FAS12 


= NOl 02 OL0 

+ OU3 N05 NO6 N07 
+ OU5 N05 NO6 N07 


20/30 
30/38 
50/58 


A I, AW 
AW, SW 
AH, SH 


FAS13 


= Ol 03 OL3 


53/73 


MTH, MTB 


FAS14 


- OU4 OL7 
+ OU1 OL5 


47 
15 


STS 
STD 


FAS15 


- OU4 OL5 
+ OU4 OLA 


45 
4A 


CS 

LS 
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Table 3-21. Family Code Logic (Cont. 



Fam 


lies of Instructions 


Hexadecimal 
Opcodes 


Instruction 


FAS16 


= OU1 04'N05 06 


1A/1B 


LCD, LAD 




+ OU1 N05 06 N07 


12/1 A 


LD, LCD 


FAS17 


- OU0 OL2 


02 


LCFI 




+ OU7 OL0 


70 


LCF 


FAS18 


= OU7 N04 05 N06 


74/75 


STCF, STB 




+ 02 03 OL5 


35/75 


STW, STB 




+ Ol 03 OL5 


55/75 


STH, STB 


FAS19 


-- OU1 04 N05 06 


1A/1B 


LCD, LAD 


FAS21 


= FAS10 
+ FAS23 






FAS22 


= OU1 N05 N06 


10/11, 18/19 


AD, CD, SD, CLM 




+ NOl 03 OL9 


19/39 


CLM, CLR 


FAS23 


= OU5 N05 06 N07 


52/5A 


LH, LCW 




+ Ol 03 OL2 


52/72 


LH, LB 




+ NOl 02 OL2 


22/32 


LI, LW 




+ OU3 N05 06 N07 


32/3A 


LW, LCW 


FAS24 


■-■■ OU6 OL6 


66 


AWM 




+ 02 03 OL3 


33/73 


MTW, MTB 




+ Ol 03 OL3 


53/73 


MTH, MTB 


FAS26 


= OU3 04 N05 N06 


3A/3B 


LCW, LAW 


FASH 


= OU2 N04 05 N06 


24/25 


SF, S 


FASHFL 


= FASH N07 


24 


SF 


FASHFX 


= FASH 07 


25 


S 


FAST/1 


= OU0 04 N05 


08— 0B 


PLW, PSW, PLM, PSM 




+ OU1 OL3 


13 


MSP 






OA 


LM 




+ OU2 OLB 


2B 


STM 


FAW 


- OU3 


30— 3F 






+ N03 N04 05 


04—07, 24—27, 
44—^47, 64— -67 






+ Ol N03 04 


48— 4F, 68— 6F 






+ 02 N03 04 


28— 2F, 68 — 6F 





3-151 Logic Simplification 

The logic equations used in this section are a simplified 



-C il--. __l_i._ I_~:_ „ 

ui 1 1 16 uuiTipicic lOyn- cvjui 



-.~t- ~n-.K>->>- 



tative of the actual logic mechanization. For example, 
the logic to set flip-flop D16 for a Load Halfword instruc- 
tion may be shown as the following: 



S/D16 



C16 DXC + CO DXCR16 + 



R/D16 


DX 


C/D16 


CL-32P19 


DXC 


DXC/5 P32 


DXC/5 - 


OU5 (N04 N05) PHI + 


DX 


DXC/5 
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The actual logic equation to set flip-flop D16 as contained 
in the automated logic equations is as follows: 



Line No. 
1161320 S/D16 

1161330 

1161340 

1161350 R/D16 
1161360 C/D16 



*+ .C16 .DXC/12 
+.C17 .DXCL1-2. NC16 .DXNC/12 

+ .DI016 .DXDIO-2 

+.KS16.DXK-4 

+ .D16 .KNC16 .DXK-5 

+ .CO .DXCR16-2 
+ .NC0 .DXNCR16-2 

DX-2 

CL-32P19 



The particular instruction using this equation requires bit 
CO or C16 to be clocked into flip-flop D16 as determined 
by flip-flop P32. The above logic equation, therefore, is 
simplified as follows- 

S/D16 = C16 DXC/12 + CO DXCR16-2 + . . . 
R/D16 = DX-2 
C/D16 = CL-32P19 

The logic equation for term DXC/12 as contained in the 
automated logic equations is as follows: 

Line No. 

3908200 DXC/12 = I .NDXC/7 .NDXCM .NDXC/D 

Since signal DXC/12 is the output of an inverter, one of 
the input terms to the inverter must be false to make the 
output of the inverter true. The logic for the first term for 
signal DXC/12 is as follows: 



Line No . 

3907690 NDXC/7 



B .NDXC/2 .NDXC/6 
.NDXC/4.NDXC/3 



If one of the terms in the AND gate for signal NDXC/7 is 
false, signal NDXC/7 is false, thereby making DXC/12 true. 
The logic for term NDXC/2 is as follows: 

Line No. 



3907190 NDXC/2 - I * .DXC/5 .P32 

The instruction being discussed uses flip-flop P32 to indicate 
which half of the data word is used. The logic for signal 
NDXC/2 contains P32 true; therefore, only term DXC/5 is 
required to make signal NDXC/2 low. The logic for signal 
DXC/5 is as follows: 

Line No. 

3907401 DXC/5 - B *+ .OU5 .(.N04 .N05) .PHI 

3907402 +.OU5 . (.N05 .06 .07) .PHI 



Line No. 
3907404 



+ .wuj .\.inwj4 ,uo .u6) .PHI 



The particular instruction being discussed has an opcode of 
52. Therefore, signal DXC/5 is true because expression 
OU5 (N04 N05) PHI is true. With signal DXC/5 true 
and signal P32 true, signal NDXC/2 is low making signal 
NDXC/7 low. With signal NDXC/7 low, signal DXC/12 
is high, thereby setting flip-flop D16 at the PHI clock if bit 
C16 is a one. Eliminating the buffers and inverters contained 
in the actual logic mechanization, flip-flop D16 sets if bit 
C16 is a one, signal DXC/5 is true, and flip-flop P32 is set. 

The reset term DX must also be true to reset flip-flop D16 
if bit C16 is not a one. The logic for term DX-2, as con- 
tained in the automated logic equations, is as follows: 

Line No, 



3902200 DX-2 = I .NDX 



The logic for term NDX is as follows: 



Line No . 
3902610 NDX 
3902614 
3902618 
3902622 

3902626 
3902630 



B .NDXPARITY .NENDE .NDX/1 
B .NDXPSW1 .NDXPSW2 .NDXCC 
B .NDXDIO . NDX . CBP . NDXDU 

B .NDXNCR16 .NDXNC/1 
.NDXNC/2 .NDXNC 

B .NDXCR16.NDXCR16/1 
.NDXCR24 .NDXCR8 .NDXC/9 

B .NDXC/1 .NDXC/2 .NDXC/3 
.NDXC/4 .NDXC/6 



Term NDXC/2 is low. The output of the buffer is low, and 
signal NDX is low; therefore, signal DX-2 is high and flip- 
flop D16 is reset, if the set input is not true. The simplified 
logic equation for signal DX on the reset input to flip-flop 
D15 is indicated as: 



DX 



DXC/5 



The complete simplified logic equation for flip-flop D16 for 
a Load Halfword instruction with flip-flop P32 true is as 
follows: 

S/D16 = C16 DXC + . . . 



R/D16 
C/D16 



DX 
CL-32P19 



DXC = DXC/5 P32 

DXC/5 - OU5 (N04 N05) PHI + 
DX = DXC/5 
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3-152 INSTRUCTION TIMING 



3-153 Phases 



All operations required for an instruction are performed dur- 
ing two types of phase sequences: a preparation sequence 
consisting of from one to four phases, PRE1 through PRE4, 
and an execution phase sequence consisting of from 1 to 15 
phases, PHI through PH15. The timing of each phase is de- 
termined by the instruction being performed and by the fam- 
ily to which the instruction belongs. The timing for the next 
phase is set at the clock of the phase sequence being per- 
formed. Figure 3-136 shows the sequence of phases and the 
signals that enable the progression or branching from one 
phase to another. The processor control panel, interrupt, 
and trap phases are discussed in the paragraphs on these 
operations. 

3-154 Memory Request Timing 

The CPU-memory interface signals are subject to time de- 
lays because of the internal delays of active circuits (cable 
drivers and receivers), back board wiring, distributed capac- 
itances, loading conditions, cable length, and other factors. 
Typically, single direction delays in the CPU-memory inter- 
face signals can range from 50 to 80 nanoseconds. Cable 
length and loading characteristics contribute the major por- 
tion of interface signal delay. The interface signals that 
control communication between the CPU and the memory 
are listed in table 3-22. 

The interface signal timing characteristics described in this 
section are typical and do not necessarily describe the ac- 
tual timing of any particular Sigma 7 system because of the 
number of variables that can exist from one system to an- 
other. Since the operation between the CPU and the mem- 
ory is asynchronous, the logic must take into account all 
possible worst cases. As a result, the clock enable signals 
are dependent upon certain prior conditions resulting from 
the CPU-memory signal interchange. A discussion of pro- 
pagation delay may be found in XDS T-Series, Integrated 
Circuit Logic Modules, Descrintion and Soecifications. 
publication No. 645103. 

Figure 3-137 describes the timing characteristics of mem- 
ory port C (the CPU is always attached to memory port C) 
for a read-restore, a full write, and a partial write oper- 
ation. 



The major interface signals and the basic logic control terms 
with a brief description of each are listed in table 3-23. 
Logic diagrams of signals AHCL and RESTM, ARQ, /MQC/, 
MAA through MGG, OPRQ, RQ and RQC are shown in 
figures 3-138 through 3-144, respectively. Instruction de- 
coding tor some of the preparation sequence control signals 
is shown in table 3-24. 



In addition to the delays because of cable length and other 
factors previously described, other types of delays must be 



considered when addressing memory. These delays are the 
result of one or more of the following conditions: 

a. The memory map is in effect 

b. Crossover exists 

c. An instruction is indexed 

d. An instruction is indirectly addressed 

Each of these conditions require some action that is not nor- 
mally performed when the condition is nonexistent; there- 
fore, time must be allowed to carry out the required action. 
In most cases, the extra delay time is accounted for by the 
memory request delay line (MRDL) in the CPU and its assoc- 
iated circuitry. See figure 3-140. 

A delay occurs in the CPU when a memory read or write 
cycle has not been completed when the next clock should 
normally occur. This condition can occur when interleaving 
is either nonexistent or not in effect, or when two locations 
in the same memory bank are sequentially addressed. This 
delay is inserted by keeping the CPU in its current phase by 
withholding the clock enable signal (CE) until the memory 
cycle (including restoration of the data) has been completed. 

Because of the possible delays described above, the time re- 
quired to perform an instruction can vary. Four examples 
of memory access timing are shown in figures 3-145 through 
3-148. These timing diagrams illustrate the functions of the 
several interface terms, and show the total operation time 
conditions that inject delays into the execution. The dia- 
grams are presented to show the interaction of the major 
control terms that accomplish a successful memory access 
under the prescribed conditions. 

If memory banks are not interleaved, or if two successive 
memory requests are made from the same memory bank, the 
second memory access is forced to wait until after the data 
restoration cycle of the first access has been accomplished. 
Tj-115 rjQi-iirifQrJQriyQc! condition reouires an additional exe- 
cution delay time of approximately 390 to 400 nanoseconds 
for each access to memory. 

An indexed instruction also injects a delay into the execu- 
tion time of the instruction. This delay is caused by the 
extra time required to fetch the index register, to add its 
contents to the virtual operand address, and to place the sum 
into the P-register where it is then placed onto the LB lines. 
(See figure 3-147.) 

An indirectly addressed instruction requires two extra prep- 
aration phases to fetch the operand from the indirectly ad- 
dressed word location. 

When the operand address in the reference field of the in- 
struction is X'OOOOF 1 or less, a crossover situation exists in 
which the private memory address lines (LR) receive their 
address from the core memory address lines (LB). See figure 
3-146. 
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Figure 3-136. Phase Control 
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Table 3-22. CPU/Memory Interface Signals 



Port C 


M-- CPU 


CPU— ^M 


Function 


/MC00/ 








to 


X 


X 


32 data lines, two way 


/MC31/ 








/LC 15/ 








to 




X 


17 address lines 


/LC31/ 








/MWOC/ 








to 




X 


4 write byte lines 


/MW3C/ 








/MR/ 




X 


Memory reset 


/ORSP/ 




X 


Override slow port 


/ORIL/ 




X 


Override interleave 


/HOF/ 




x 


Halt on fault 


/ABOC/ 




X 


Abort (change write to read) 


/MQC/ 




X 


Memory request 


AHC/ 


X 




Address here signal 


/ARC/ 


X 




Address release signal 


/DRC/ 


X 




Data release signal 


/PEC/ 


X 




Parity error signal 


/POKC/ 


X 




Parity OK 


/EDRC/ 


X 




Early data release signal 


/SRAC/ 


X 




Second request allowed signal 


/DGC/ 


X 




Data gate signal 


- 


X 




Parity OK signal 


/MFLO/ 








to 


X 




Memory fault light signals 


/MFL7/ 








/MNN/ 


X 




Margins not normal 


/MFR/ 




! x 


Memory fault reset 


/SV 


X 


i 


Start 
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ADDRESS 
(L15-L31) 

MEMORY 
REQUEST (MQ) 



WRITE BYTE (MW0-MW3) 
DATA -WRITE (M00-M31) 

ADDRESS RELEASE (AR) 

SECOND REQUEST 
ALLOWED (SRA) 

EARLY DR-READ (EDR) 
DATA GATE-READ (DG) 
DATA-READ (M00-M31) 

DATA RELEASE-READ (DR) 
DATA RELEASE-WRITE (DR) 



PARITY ERROR, PARITY OK 
(PE, POK) READ OR WRITE 
PARTIAL 
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I I I 



25 MIN (80 MAX IF MEMORY NOT BUSY) 
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Figure 3-137. Memory Timing for Port C (Typical) 
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Table 3-23. Memory Request Timing and Control Signals 



Signal 


Definition 


/ABOC/ 


An interface signal sent to memory when writing into memory is denied because of 




memory map or memory protection lockout. This signal is generated in the buffer 




amplifier PROTECTD in the CPU. For detailed logic, refer to the discussions of 




memory map and memory protection contained in this section 


/AHC/ 


Address here - a signal generated in memory port C after the memory address has 




been verified and accepted. This signal becomes AH in the CPU after the cable 




receiver (figure 3-138) 


AHCL 


Address here clock - a signal generated in the CPU to enable the clock (figure 




3-139) 


/ARC/ 


Address release signal from memory port C informing the CPU that the address has 




been accepted, and that a memory cycle has started for the CPU. This signal be- 




comes AR in the CPU after the cable receiver 


ARQ 


A flip-flop in the CPU which, if true, indicates that the next CL clock cannot 




occur until the address release signal (AR) has been received from memory if a 




memory request is pending (figure 3-139) 


(ATE 


A signal generated in the CPU designating that the address time has elapsed but 


NAR) 


that the address release signal has not arrived from memory (figure 3-140) 


BRQ 


A memory request flip-flop in the CPU that is set true whenever an interrupt or 




a trap occurs 


/DGC/ 


Data gate signal from memory port C. Gates the MB (memory bus) lines into the 




CPU C-register 


/DRC/ 


Data release signal from memory port C denoting that the data lines contain the 




requested memory data. Becomes signal DR in the CPU after the cable receiver 


DRQ 


A flip-flop in the CPU indicating, when true, that the next CL clock cannot occur 




until the data release signal (DR) has been received from memory if a memory re- 




quest is pending 


/EDRC/ 


Early data release signal from memory port C. Becomes signal EDR in the CPU 




after the cable receiver. This signal, when true, unlatches the C-register just 




before the new data from memory is placed in the C-register by signal DGC 


/HOF/ 


A signal generated from the PCP when parity error mode switch is in HALT (KHOP). 




When this signal is true, the memory halts and remains busy at the end of the cycle 




in which a parity error has occurred 


MAA 


Buffer latches MAA, MBB, MCC, MDD, MEE, MFF, and MGG represent memory 


through 


request states (see figure 3-141) 


MGG 




MAA 


When signal MAA is true, no memory request is pending 


k *r>r> 
/V1DU 


\a/i .: 1 UDD :. i „_ „ „„i U„,. U„„„ ~„J« U..4- t-U^ m ^ rnrr 

vfiicn biy |,u| * v i u i_» is mug, uiic mcmuiy reque^i i ics Dssn maac, dut *nc aaaress 




release signal (AR) has not been received from memory 


MCC 


When signal MCC is true, one memory request has been made, and data release 




signal DR has not been received from memory 
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Table 3-23. Memory Request Timing and Control Signals (Cont.) 



c: .1 

j lynu i 


Definition 


MDD 


When signal MDD is true, a second memory request has been made before the DRQ 




clock for the first memory request 


MEE 


When signal MEE is true, the first memory request has been completed but a sec- 




ond request is pending 


MFF 


When signal MFF is true, one memory request is pending but DRQ CL has not 




occurred 


MGG 


When signal MGG is true, the last memory request has been completed 


/MFLO/ 


Memory fault light signals from memory to PCP memory fault lights. When true, 


through 


these signals indicate in which memory bank a parity error has occurred 


/MFL7/ 




/MNN/ 


Margins not normal signal from the memory logic power supply. True when the 




memory voltages are not within specified limits 


MR 


Memory request signal generated in the CPU. Becomes interface signal MQC to 




memory port C after cable driver (figure 3-140) 


/MR/ 


A signal generated from the PCP when the CPU reset switch is pressed 




(KCPURESET) 


MRD 


When true, this signal injects a pulse into the memory request delay line MRDL 




(figure 3-140) 


MRDL 


Memory request delay line in the CPU (figure 3-140). Delays setting of memory 




request signal MR depending upon such conditions as crossover, map in effect, 




indirect addressing, and indexing 


MRQ 


A signal generated in the CPU requesting a memory cycle with the memory ad- 




dress specified by the P-register 


MRQ/1 


A signal similar to MRQ with the address specified by the Q-register. A memory 




request is initiated with either MRQ or MRQ/1 (MRQ + MRQ/1) 


NPREFLL 


A signal generated in the CPU that is always true except during floating long 




instructions 


OPRQ 


A latch set true in PRE1 by either signal PREOPRQ/1 or PREOPRQ/2, and held 




true during the preparation phases (figure 3-142). [• dicates that an operand is 




required 


/ORIL/ 


A signal generated from the PCP when the INTERLEAVE SELECT switch is in 




DIAGNOSTIC. When this signal is true, the interleaving feature is not in 




effect 


/PEC/ 


Parity error signal generated in memory port C when a parity error is detected 




during a read or partial write cycle 


/POKC/ 


Parity OK signal generated in memory port C. True when no parity error is 




detected during a read or partial write cycle 


PREDO 

I i 


A signal generated in the CPU that is true for doubleword instructions 



(Continued) 
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Table 3-23. Memory Request Timing and Control Signals (Cont.) 



Signal 


Definition 


PRE FA DO 


A signal generated in the CPU that is true for doubleword instructions 


PREIM 


A buffered gate true for all immediate operand type of instructions (table 3-24) 


PREOPRQ/1 


Buffered gates that are decoded from the C-register during preparation state PRE1 


and 


to set OPRQ latch (table 3-24) 


PREOPRQ/2 




PRERQ 


A gate true for those instructions in which flip-flop RQ must be set during the 




preparation phases PRE1, PRE2, or PRE4 (table 3-24). Indicates that the next in- 




struction may be accessed early 


RIDL 


This signal, when true, denotes that a memory request is current in the memory 




request delay line (MRDL) (figure 3-140) 


RIP 


This signal, when true, denotes that a memory request is in progress (see figure 




3-140) 


RQ 


A memory request flip-flop in the CPU normally set at the beginning of the last 




i operand request of most instructions. If RQ is true when the address release 




signal (AR) associated with that operand request is received, another memory re- 




i quest is initiated with the Q-register specifying the address. Since the Q-register 




contains the address of the next instruction, signal RO true causes the next in- 




struction to be fetched and placed in the C-register (see figure 3-143) 


ROC 


RQC is a buffered gate in the CPU that initiates a memory request in either 




preparation states PRE1 or PRE4 when the memory address must be specified from 




j the contents of the C-register (see figure 3-144) 


/SRAC/ 


j Second request allowed signal generated in memory port C. Becomes signal SRA 




j in the CPU after the cable receiver. This signal is true before the memory data 




' has been strobed and specifies that a second memory request can be made 


SRAF 


Second memory request latch set by SRA and reset by AR or RESETM 


/SV 


This signal, when true, inhibits drive currents in the memory and resets the con- 




trol flip-flops. Signal ST is true when power is first applied and remains true 




until memnrv voltnoes nre stabilized- This signal also sets the CPU to initial 




conditions. When power fails, ST goes true when power falls below a preset level 



Table 3-24. Instruction Decoding for PREOPRQ/1, PREOPRQ/2, PRERQ, PREFADO, 

PREDO, and PREIM 



o 

Q_ 


PRQ/2 


o 

OH 
LU 

OH 

Q_ 


o 

a 
< 

u_ 


o 

Q 

LU 


2 

LU 

Q_ 


Code 


Mnemonic 


Instruction 


o 

LU 
OH 


PREO 




Q_ 






















X 


02 


LCFI 


Load Conditions and Floating Control 
Immediate 




X 




X 


X 




10 


AD 


Add Doubleword 




X 




X 


X 




" 


CD 


Compare Doubleword 




X 




X 


X 




12 


LD 


Load Doubleword 




X 










13 


MSP 


Modify Stack Pointer 



(Continued) 
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Table 3-24. Instruction Decoding for PREOPRQ/1, PREOPRQ/2, PRERQ, PREFADO, 

PREDO, and PREIM (Cont.) 



a 



LU 


PREOPRQ/2 


PRERQ 


PREFADO 


O 
Q 

LU 
C£ 

Q- 


2> 

LU 

c£ 
o_ 


Code 


Mnemonic 


Instruction 


X 


1 




X 


X 




18 


SD 


Subtract Doubleword 


X 


i 




X 


X 




19 


CLM 


Compare Limits in Memory 


X 


i 




X 


X 




1A 


LCD 


Load Complement Doubleword 


X 


! 




X 


X 


IB 


LAD 


Load Absolute Doubleword 


X 












1C 


FSL 


Floating Subtract Long 


X 


: 










ID 


FAL 


Floating Add Long 


X 












IE 


FDL 


Floating Divide Long 


X 










i IF 


FML 


Floating Multiply Long 










| x 20 

! j 


AI 


Add Immediate 










x 22 


LI 


Load Immediate 






X 




i 

2F 


LRP 


Load Register Pointer 




X 


X 




30 


AW 


Add Word 


X 


X 


X 




31 


CW 


Compare Word 


X 


X 


X 




32 


LW 


Load Word 


X 








! 33 


MTW 


Modify and Test Word 


X 








\ 36 


DW 


Divide Word 


X 








37 


MW 


Multiply Word 


X 




X 




38 


SW 


Subtract Word 


X 




X 




: ! 39 


CLR 


Compare with Limits in Register 


X 




X 




; 3A 


LCW 


Load Complement Word 


X 




X 




1 3B 


LAW 


Load Absolute Word 


X 








3C 

! 


FSS 


Floatinq Subtract Short 


X 








3D 


FAS 


Floating Add Short 


X 








j i 3E 


FDS 


Floating Divide Short 


X 


i 






'■■ i 

3F 


FMS 


Floating Multiply Short 




! x 






\ i 40 


TTBS 


Translate and Test Byte String 



(Continued) 
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Table 3-24. Instruction Decoding for PREOPRQ/I, PREOPRQ/2, PRERQ, PREFADO, 

PREDO, and PREIM (Cont.) 



a 

Q- 


PRQ/2 


a 

LU 


o 

a 
< 

LL. 


'REDO 


2 

LU 

ex. 


Code 


Mnemonic 


Instruction 


PREO 


o 

LU 
Q_ 




LU 














X 








41 


TBS 


Translate Byte String 




X 






i 


44 


ANLZ 


Analyze 




X 






45 


CS 


Compare Selective 




X 






46 


xw 


Exchange Word 




X 








47 


STS 


Store Selective 


X 




X 






48 


EOR 


Exclusive OR 


X 




X 






49 


OR 


OR 


X 








! 4A 


LS 


Load Selective 


X 




X 




4B 


AND 


AND 






X 


! 50 


AH 


Add Halfword 






X 


; 51 


CH 


Compare Halfword 






X 


' 52 


LH 


Load Halfword 




X 




53 


MTH 


Modify and Test Halfword 


X 




X 


: 58 


SH 


Subtract Halfword 


X 




X 


! 5A 


LCH 


Load Complement Halfword 


X 




X 


5B 


LAH 


Load Absolute Halfword 








x 60 


CBS 


Compare Byte String 








x 61 


MBS 


Move Byte String 








x 63 


EBS 


Edit Byte String 




X 




64 


BDR 


Branch on Decrementing Register 




X 




65 


BIR 


Branch on Incrementing Register 




X 




66 


AWM 


Add Word to Memory 




X 




67 


EXU 


Execute 


X 






68 


BCR 


Branch Condition Reset 


X 






69 


BCS 


Branch Condition Set 


X 






6A 


BAL 


Branch Area Link 


X 






6B 


INT 


Interpret 




X 




56 


DH 


Divide Halfword 




X 




■ 57 


MH 


Multiply Halfword 




X 


X 


70 


LCF 


Load Conditions and Floating Control 




X 


X 


71 


CB 


Compare Byte 




X 


X 


72 

I : 


LB 


Load Byte 




X 




i ! 73 


MTB 


Modify and Test Byte 
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Q_ 
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DRQ- 




NAH 
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MR- 
(ARQ+DRQ) 



TP1300- 
NINTRAP1- 



NWDTA- 



CPURESET- 
NKAS/B- 




NRESET 




NAHCL 



> 



AHCL 




x 

o 

NO 

o 
o 

O 




~k» 



•RESETM 



RESET 
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Figure 3-139. Address Release Request Signal (ARQ), Logic Diagram 
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Figure 3-142. OPRQ Signal Gating, Simplified Logic Diagram 
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QUI- 
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Figure 3-143. RO Signal Gating, Simplified Logic Diagram 
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Figure 3-144. ROC Signal Gating, Simplified Logic Diagram 



3-155 MEMORY ADDRESSING 

3-156 Core Memory 

Core memory is addressed by the address placed on the LB 
lines, LB15 through LB31. The LB lines receive memory ad- 
dresses directly or indirectly from either the Q-register, 
the C-register, or the P-register. If the memory map is pres- 
ent and in effect (flip-flop MAP true), the eight most sig- 
nificant LB lines (LB15-LB22) receive their page addresses 
from the appropriate memory map register. Whether the LB 
address lines take their data from the C-, Q-, or P-registers 
depends on the status of the terms LMXC and LMXQ. See 
figure 3-149. 

3-157 MEMORY ADDRESSING WITHOUT MAPPING . 
When the memory map option is either not present or not in 
effect (NMAP), the core memory address lines are affected 
in the following manner when LMXQ is true. 



Q15-Q22— «-LM15-LM22- 



-LB15-LB22 



When the memory map option is either not present or not in 
effect (NMAP), the core memory address lines are affected 
in the following manner when LMXC is true. 



C15-C22- 
C23-C30- 



-LM15-LM22- 
-LB23-LB30 



LB15-LB22 



If (LMXC CO NAG C31), 1— -LB31 

If (LMXC AG PREDO), 1— -LB31 

If (LMXC NPREFLL CO C31), 1— — LB31 



If (LMXC NCO PREFADO), 1 — ^LB31 
If (PRE3 NIA), 1 — — LB31 
If (LB31/1), 1 — -LB31 

The low order address bit (LB31) is handled in a manner dif- 
ferent from the high order bits (LB15-LB30). The LB31 ad- 
dress line represents the difference between an even num- 
bered address and the next higher odd numbered address. 
For doubleword operations or for multiple word operations 
where successive odd even numbered locations are addressed, 
the flip-flop LB31/1 is toggled to provide the successive 
even odd numbered operand locations. 

A memory request MRQ is initiated, and flip-flop ARQ is 
set inhibiting transmission of another clock until address re- 
lease signal AR is received. Flip-flop RQ is set indicating 
that another memory request can be generated as soon as the 
operand is received with the address specified in the Q- 
register. Flip-flop PHI is set, and clock T4R1 is enabled 
which indicates the first of the execution phases of the in- 
struction. 

If the memory map option is not present, or is not in effect 
(NMAP), the core memory address lines are affected in the 
following manner when neither LMXQ nor LMXC is true 
(NLMXQ NLMXC): 



P15-P22- 



P23-P31 



LM15-LM22- 



-LB23-LB31 



•LB15-LB22 
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RANSFERS OPERAND TO ANOTHER REGISTER 
PHj 



MRO 
DRQ 

RiDL 

5RAP 
DRL 
tAII 

rqdis 

TRK/j 
GPP.CJ 
DROC 
TR200 



IF Ct IS BROUGHT UP BEFORE THE END OF THE NORMAL 
CLOCK PERIOD, WAIT UNTIL NORMAL CLOCK TIME. 
i! 




NOTES: 

1. CHART BREAKS WHILE CPU IS WAITING 
FOR ADDRESS RELEASE FOR THE 
INCOMING INSTRUCTION 

2. THE NEXT PHASE <PH5) WILL BE DATA 
RELEASED, AS IT IS AN ENDE PHASE 

3. RQISSET AT PRE2 DUE TO THE LENGTH 
OF THE INSTRUCTION 

4. PRE2 AND PHI ARE RELEASED, BUT WILL 
BE AT LEAST THE TIME OF THE CLOCK 
SELECTED 

CONDITIONS: OPERAND AND 

INSTRUCTION IN 
SAME CORE 
MEMORY BANK. 
NO INDEXING OR 
INDIRECT ADDRESSING 



901060B.406 



Figure 3-145. Request from Port C During Load Word Instruction, Timing Diagram (Typical) 
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COUNTER TP740 | (AR) | TP8200 -\ 

PRE2 (SRAP)— ' 



TP1 300 



a 
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-/ t 
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■it 
-It- 



-It 
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ZJ 
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"1 



ENDE 






WA 



CRO | DEPENDS ON INSTRUCTION ADDRESS — £|_ _ ~| NO CRO IN 

ROC 






-^/- 



ATE UNTIL (AR + CROF TP740) TP170 



h 



-/ 



1 



TR200- 



V /- 
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RIP ATE NARL | ' t 



-II- 



H \ 



ARQ (NO DRQ) 



-/ /- 



-/ /- 



RQ (FOR NEXT INSTRUCTION) 
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■Q 
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MR 
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RQDIS 

—HI— 
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n 
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_r 
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ADDRESS IN P 
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1. THE END OF THE TIMING DIAGRAM REPRESENTS WAITING 3. THE NEXT M PHASE WOULD BE MCC AT THE RECEIPT OF AR FOR 

FOR ADDRESS RELEASE, FOR THE NEXT INSTRUCTION THE INSTRUCTION ACCESS 
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Figure 3-147. Load Word Instruction, Request from P-Register Followed by 
Request from Q-Register, Timing Diagram (Typical) 
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Figure 3-148. Sfore Display Operation, Timing Diagram (Typical) 
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Figure 3-149. LMXC and LMXQ Signals Gating, Logic Diagram 
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3-158 MEMORY ADDRESSING WITH MAPPING . If the 
memory map option (MAP) is present and in effect, the 
eight high order LB lines do not accept the address from the 
LM lines as is the case when mapping is not in effect. In- 
stead, the eight high order LM lines address a map register, 
and the information (page address) located in this addressed 
map register is placed on the LB lines, LB15-LB22. When 
the map mode is in effect, the eight high order LB lines are 
affected in the following manner. 



MAP15/1 MAP15/2-MAP22/1 MAP22/2 
LB15-LB22 



Mapping does not affect the manner in which the LM lines, 
LM15-LM22, and the LB lines, LB23-LB31, are addressed. 

The fast-access map addressing registers that address each 
LB line, LB15-LB22, are divided in two groups for each LB 
line, MAPn/1 and MAPn/2, where n 15 through 22. 
Either one or the other can be addressed at any time; both 
cannot be addressed simultaneously. Since the paralleled 
output of an unaddressed fast-access memory is always true, 
MAPn/1 is true when MAPn/2 is addressed, and MAPn/2 
is true when MAPn/1 is addressed. Figure 3-150 shows how 
LB15 receives its data from the memory map high-speed 
memory elements. LB16 through LB22 operate in a similar 
manner. Refer to the memory map detailed theory of oper- 
ation in this section. 

3-159 Private Memory 

The private memory registers are addressed on lines LR23 
through LR31 which go to cable drivers /LR23/ through 
/LR31/ and then through cables to the private memory fast- 
access registers. Address lines /LR23/ through /LR27/ re- 
ceive their inputs directly from the register pointer (RP) 
register. These lines address one of 32 possible private 
memory banks. Address lines LR29 through LR31 address 



one of 16 registers within the private memory bank currently 
selected by the register pointer. 

The individual private memory registers through F of the 
current private memory bank are addressed under the fol- 
lowing conditions: 

a. Before reading the contents of the register desig- 
nated by the R-field (bits 8 through 1 1) of the instruction 
word. This address is taken from the R-register when signal 
LRXR is true, and when crossover does not exist. When sig- 
nal LRXR is true and signal LRXLB is false, the LR lines are 
addressed in the following manner. 

RP23-RP27 — -/LR23/-/LR27/ 

R28-R31 — -LR28-LR31 — «-/LR28/-/LR31/ 

b. Before reading the contents of one of the index 
registers (1 through 7) during the preparation phases of an 
indexed instruction, halfword, or byte addressed instructions. 
This address is taken from the D-register (D12 through D14). 
When signal LRXD is true, the LR lines are addressed in the 
following manner. 



RP23-RP27-^/LR23/-/LR27/ 

0— -LR28-— /LR28/ 

D12-D14— ^LR29-LR31— -/LR29/-/LR31/ 



c. When a crossover condition exists while addressing 
either an operand or an instruction (NLMXC). Crossover 
occurs when the address on the LB lines is X'OOOOF' or less 
(figure 3-151). When crossover occurs, the address on core 
memory address lines LB28-LB31 is transferred to private 
memory address lines LR28-LR31. The LR lines are addressed 
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Figure 3-150. Fast-Access Memory Map Output Distribution 
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Figure 3-151. Crossover, Logic Diagram 



in the following manner, when the term (LRXLB NLMXC) 
is true. 

RP23-RP27 — -/LR23/-/LR27/ 

LB28-LB31— ^LR28-LR31— ^/LR28/-/LR31/ 

d. When a crossover condition exists while address- 
ing an operand. The LR lines are addressed in the following 
manner when signal LMXC is true and signal LRXLB is true. 

RP23-RP27 — -/LR23/-/LR27/ 

D28-D3 1 — *- LR28- LR3 1 — -/ LR28/-/LR3 1/ 

When an address for core memory is taken from the contents 
of the C-register, and the address causes crossover from core 
memory to private memory, the private memory address is 



taken from the D-register which contains the same informa- 
tion as the C-register. 

Flip-flop LR31/2 forces a one into the least significant pri- 
vate memory register line LR31 for doubleword and for some 
multioperand instructions to provide the successive odd even, 
even odd register addresses required for these instructions. 
Input logic for flip-flop LR31/2 is described under each 
appropriate instruction. 

When PCP switches CPU-RESET-CLEAR and SYS-RESET- 
CLEAR are pressed simultaneously, the general storage mem- 
ory is cleared to zeros. During this memory clear operation, 
crossover cannot occur with an address less than X'OOOOF 1 ; 
therefore, memory locations X'00000' through X'OOOOF' are 
cleared to zeros. The private memory registers are not 
affected. See figure 3-151 for the gating for CRO. 
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3-160 INSTRUCTION DESCRIPTION 

3-161 Preparation Sequence 

3-162 GENERAL PREPARATION . Nearly all instructions 
require the same preparation sequence. Sequence for those 
instructions requiring special preparation sequences is dis- 
cussed in the applicable instruction description. General 
preparation sequences are covered in the following para- 
graphs. 

During the last execution phase of an instruction, the next 
instruction address contained in the Q-register is gated into 
memory on memory address lines LB and LM (modified by 
MAP, if indicated). The instruction word contained in that 
memory address is loaded into the C-register. 

From the C-register, the opcode (bits CI through C7) is 
gated into bit positions 1 through 7 of the opcode register 
(O-register). The R-field (bits C8 through CI 1) is gated 
into bit positions R28 through R31 of the R-register; and, 
during the time when signal ENDE is true, the entire word, 
bits CO through C31, of the C-register is gated into the D- 
register. The address of the desired operand, bits C15 
through C31, is placed in the memory address lines LM15 
through LM23 and LB24 through LB31 by signal LMXC. When 
the clock occurs, phase flip-flop PRE1 is set, clock T6L is 
enabled, and the address contained in the P-register (pro- 
gram register) is increased by one count. 

When the PRE! clock occurs, the content of the P-register 
is transferred into the Q-register. The Q-register then con- 
tains the address of the next instruction. During phase PRE1, 
signal RQC is generated for the instructions that require 
an operand during the preparation phase. Signal RQC gen- 
erates memory request /MQC/ for data from the memory 
address placed on the LB and LM lines from the C-register. 
Registers A, B, and E are cleared; flip-flop ARO is set which 
indicates that there is a memory address request that has not 
received response and that another clock is not be to trans- 
mitted until address-release signal AR is received from mem- 
ory. Phase fiip-fiop PRE2 is set, and clock T4RL is enabled. 



During phase PRE2, the contents of the A-, D-, and CS- 
(carry save) registers are added, and the result is placed on 
the sum bus. Since the A-register was cleared during phase 
PRE1, and the CS-register is not used during phase PRE2, 
both contain all zeros. Therefore, the data transferred to 
the sum bus is the contents of the D-register. If address- 
release signal AR has been received from memory, a PRE2 
clock occurs, and bits SI 5 through S31 from the sum bus 
(address of the operand) are gated into the P-register. 
Registers A and D are cleared, and fiip-fiop DRQ is set. 
This inhibits transmission of another clock until data-release 
signal DR is received from memory if there is a memory re- 
quest out. Phase 1 (PHI) flip-flop, the first of the execu- 
tion phases, is set and clock T4RL is enabled. The execu- 
tion phase of the instruction begins with phase PHI. 



A sequence chart of the general preparation phases is shown 
in table 3-25. 

3-163 INDIRECT ADDRESSING . Any Sigma instruction, 
except immediate and byte string instructions, can be indi- 
rectly addressed. The indirect addressing operation is lim- 
ited to one level and is indicated by a one in bit position 
zero in the instruction word. Indirect addressing does not 
proceed to further levels regardless of the contents of bit 
position zero of the word addressed by the instruction ad- 
dress field. 

Indirect addressing is performed during the preparation phases 
of the instruction. In indirect addressing, the 17-bit word 
address field of the instruction, referenced as the program ad- 
dress, is used to obtain a second word from memory. The 17- 
bit address field of the second word, referenced as the in- 
direct program address, replaces the initial word address 
field and is used as the address to obtain the operand from 
memory. Because indirect addressing is the same for all in- 
structions, the logical operation is being presented in the 
following paragraphs and will not be repeated in the indi- 
vidual instruction discussions. 

During the execution phases of an instruction, the next in- 
struction is read from memory and is gated into the C- 
register as described under general preparation phases. If 
bit CO is a one, indicating indirect addressing, indirect 
address flip-flop IA is set at the following clock. The pro- 
gram address, bits C15 through C31, is gated onto the mem- 
ory address lines by signal LMXC. The preparation phase 
one (PRE1) flip-flop is set at the clock pulse, and clock T6L 
is enabled. 

Signal RQC is generated during phase PRE1 and causes a 
memory request with the address as specified by the C- 
register. When the PRE1 clock occurs, flip-flop ARQ is set. 
This inhibits transmission of another clock until address re- 
lease signal AR is received from memory. Phase PRE2 flip- 
flop is set, and T4RL is enabled. When address release sig- 
nal AR is received from memory, clock T4RL is allowed to 
occur. At clock T4RL, flip-flop DRQ is set. This inhibits 
transmission of another clock until a data release signal is 
received from memory. Repeater flip-flop AG is set, indi- 
cating the first pass through PRE2 for indirect addressing. 
Phase PRE3 is generated, and clock T4RL is enabled. 



When data release signal DGC is received from memory, 
gating signal CXMB is generated and the C-register is en- 
abled. As soon as the data is available on the MB lines 
from memory, signal CXMB gates the data into the C- 
register. Data release signal DR from memory enables clock 
PRE3 to occur. When the clock occurs, data from the C- 
register is transferred into the D-register, and bits CI 5 
through C31 are loaded onto the LM and LB memory address 
lines by signal LMXC to obtain the operand from memory. 
Indirect address flip-flop IA is reset, repeater flip-flop AG 
is held set, phase PRE4 flip-flop is set, and clock T4RL is 
enabled. 
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Table 3-25. Preparation Sequence (No Indexing, No Indirect Addressing) 



Phase 


Function Performed 


Signals Involved 


Comments 


ENDE 


ci -a -/— oi-o7 


OXC 


= ENDE 


Opcode — *~0 -register 


(Last 
phase 
of pre- 


<~n r"\ 1 / i- p^n pi i 


ORXC 
DXC 


= ENDE + . . . 
= ENDE + . . . 


R-field — *-R-register 


L-O-v^ 1 1 / * Kzo-Kol 
C0-C31^— D0-D31 


vious 
in- 
struc- 
tion ) 


C\ r C\\ ^ i » * l rr 1 poi 


LMXC 
S/PRE1 


--= OXC (...) + ... (latched) 

- ENDE (NHALT - FUEXU) 
(S/INTRAPF) + • • - 


Program address for re- 
quired operand 

Set at clock following 
ENDE 


L.l3-V_ol " i_/V\ I O-LDO 1 

Set phase PREl flip-flop 




Enable clock T6L for next phase 


T6L 


- NT1L NT4L NT8L NT10L 
NRESET 






Add one to address in P-register 


PCTP1 


-- ENDE + . . . 


Address of next instruc- 










tion 


PREl 


P-Z-^Q 


QXP 


-■■ PREl NANLZ + . . . 


Address of next instruc- 
tion 


T6L 


Clear A-, B-, and E-registers 


NAX/1 
NBX/1 
NEX/1 


PREl + . . . 
= PREl NINTRAPF + . . . 

= PREl + . . . 






Memory request for operand from 
address specified in C-register 


RQC 


= PREl NINDX PREOPRQ 

NANLZ + . . . 


Generates /MQC/ for 
transmission to memory 




Set flip-flop ARQ 


(S/ARQ) 


- RQC + . . . 


Set at T6L. Inhibits 
another clock until AR 
received from memory 




Set Phase PRE2 flip-flop 


S/PRE2 


- NPREIM PREl N (S/INTRAPF) 






Enable clock T4RL for next phase 


T4RL 


= PREP + . . . 




PRE2 
T4RL 


n » r 


SXADD 


- PRE2 NIA + . . . 


Contents of A-, D-, and 
CS-registers added and 
placed on sum bus. A- 
and CS-registers con- 


U *■ b 










tain zeros 




S^^P 


PXS 


PRE2 NIA + . . . 






Reset A- and D-registers 


NAX/1 
NDX/1 


PRE2 NIA + . . . 
- PRE2 NIA + . . . 


Clear A- and D-registers 




Set flip-flop DRQ 
Set phase 1 flip-flop 


S/DRQ 
S/PH1/1 


-■■ PRE2 NIA OPRQ N(PRED0 IX 
f NFABRANCH) * . . . 

NPREDO PRE2 NIA + . . . 


Set at T4RL. Inhibits 
another clock until data 
release signal received 


AR 

Re- 

ceivec 

PHI 
T4RL 


Enable clock T4RL 


T4RL 


PREP + . . . 




Execution phase of instruction 
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Signal RQC is generated during PRE4 ond causes memory 
request /MQC/ for the data word stored in the location 
specified on the LB and LM memory address lines. When 
the clock occurs, flip-flop ARQ is set to inhibit another 
clock until the address release signal is received. Repeater 
flip-flop AG is held set, indicating that a second pass 
through PRE2 has not yet been performed. Phase PRE2 flip- 
flop is set, and clock T4RL is enabled. 

During the second PRE2, the contents of the A-, D-, and 
CS- (carry save) registers are added, and the result is placed 
on the sum bus. The A-register was cleared during phase 
PRE3 and contains all zeros. The CS-register has not been 
set and also contains all zeros. The data transferred to the 
sum bus is, therefore, the contents of the D-register. If the 
address release signal has been received from memory, a 
T4RL clock is enabled, and bits S15 through S31 from the 
sum bus are gated into the P-register. The P-register then 
contains the address of the present operand and the Q- 
register contains the address of the next instruction. Regis- 
ters A and D are cleared, and flip-flop DRQ is set inhibiting 
transmission of another clock until a data release signal is 
received. Phase PHI flip-flop is set, the first of the execu- 
tion phases for the instruction, and clock T4RL is enabled. 
The logic for the PRE2 sequence is described in the PRE2 
discussion under the general preparation sequence. 

A sequence chart of the preparation sequence when indirect 
addressing is specified is shown in table 3-26. 

3-164 INDEXING . The three-bit X-field of a normal in- 
struction format allows any one of the registers, 1 through 7 
in private memory, to be used as an index register. 

The indexing technique provides for operation on bytes, 
halfwords, words, and doublewords. Indexing for byte oper- 
ations, halfwords, and doublewords will be discussed under 
the applicable instructions. Indexing for word operations 
(FAW) is discussed in the following paragraphs. See figure 
3-152 which illustrates all possible preparation phase se- 
quences. 

As described under indirect addressing, during a previous 
instruction, the next instruction in the sequence is read 
from memory into the C-register, and the appropriate bits 
are gated into the O-, and R-registers. The entire word is 
gated into the D-register. If bit CO of the instruction is a 
one, indirect addressing is performed prior to any indexing. 
When the clock occurs after occurrence of signal ENDE, 
flip-flop PRE1 is set, and clock T6L is enabled. 

During PRE1, bits D12 through D14 (X-field of the instruc- 
tion) are gated onto the private memory address lines LR29 
through LR31. The address contained on the LR lines selects 
one of seven registers in private memory for use as an index 
register. A one in bits C12, C13, or C14 causes signal INDX 
to be generated. Trie PRE1 ciock gates tne address con- 
tained in the P-register into the Q-register, resets registers 
B and E, and clocks the word on the RR lines from private 
memory into the A-register. Index flip-flop IX is set by 
signal INDX. Phase PRE2 flip-flop is set, and clock T4RL 
is enabled. 



During PRE2, the index data contained in the A-register, 
and the address contained in the D-register are added and 
are placed on the sum bus. Clock T4RL clocks the modified 
program address contained on the sum bus into the P-register. 
Index flip-flop IX is reset, and registers A and D are cleared. 
When the modified program address is in the P-register, the 
address is immediately gated onto the LM and LB lines to 
obtain the operand from memory. A memory request MRQ 
is initiated, and flip-flop ARQ is set which inhibits trans- 
mission of another clock until address release signal AR is 
received. Flip-flop RQ is set indicating that another mem- 
ory request can be generated as soon as the operand is re- 
ceived with the address as specified in the Q-register. Flip- 
flop PHI is set, and clock T4R1 is enabled which indicates 
the first of the execution phases of the instruction. 

Table 3-27 is a sequence chart of the preparation phases 
when indexing is specified. 

3-165 Load Immediate (LI 22, 62) 

This instruction extends the sign bit of a 20-bit operand 12 
positions to the left, then loads the new 32-bit word into 
the private memory register specified by the R-field. The 
operand, including the sign bit contained in bit 12, occu- 
pies bit positions 12 through 31. At the end of the instruc- 
tion, the word loaded in the private memory register is 
tested for a positive, a negative, or a zero value. The re- 
sults of this test are stored in flip-flops CC3 and CC4. A 
sequence chart of the Load Immediate instruction is given 
in table 3-28. 

3-166 Load Byte (LB 72, F2) 

The Load Byte instruction is used to transfer a byte from core 
memory into a private memory register specified by the R- 
field. Initially, the four bytes of the referenced word are 
transferred from core memory into the C-register. From here, 
the appropriate byte determined by the states of flip-flops 
P32 and P33 is clocked into D24-D31. At the end of the 
instruction, the byte is tested for a zero condition. Results 
of the test cue stored in flip-flop CCS. A sequence chart 
of the Load Byte instruction is given in table 3-29. 

3-167 Load Ha If word (LH 52, D2) 

The Load Halfword instruction is used to transfer a halfword 
from core memory into a private memory register specified 
by the R-field. Initially, both halves of the word, which 
are specified by the reference address, are transferred from 
core memory into the C-register. The appropriate halfword 
determined by the state of flip-flop P32 is then clocked 
into D16-D31. The sign bit of the halfword (MBO if NP32, 
MB16 if P32) is extended into D0-D15. Next, the contents 
of the D-register are loaded into the private memory regis- 
ter specified by the R-field. At the end of the instruction, 
the word loaded in the private memory register is tested for 
a positive, a negative, or a zero value. Results of this test 
are stored in flip-flops CC3 and CC4. A sequence chart of 
the Load Halfword instruction is given in table 3-30. 
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Table 3-26. Preparation Sequence (Indirect Addressing, No Indexing) 



Phase 


Function Performed 


Signals Involved 


Comments 


ENDE 


C1-C7-t^01-07 


OXC 


- ENDE + . . . 


Opcode — *-0 -register 


(Last 


C8-C11 / -R28-R31 


ORXC 


- ENDE + . . . 


R-field— »-R-register 


phase 
of pre- 
vious 




LMXC 
DXC 


- MCC OXC + . . . (latched) 

^ ENDE + . . . 


Program address to obtain 
second word from memory 


(_IO-v-JI ■" L/V\ 1 J-Llio 1 

C0-C31-y-^D0-D3l 


struc- 


Set Indirect Address flip-flop, IA 


S/IA 


CO OXC + . . . 




tion) 


Set Phase PRE! flip-flop 


S/PRE1 


- ENDE NHALT N(S/INTRAPF) 






Enable clock T6L 


T6L 


NT1L NT4L NT8L NTIOL 










NRESET 




PRE1 


Memory request for next word from 


RQC 


CO PRE1 




T6L 


address specified in C-register 










Set flip-flop ARQ 


S/ARQ 


- RQC + . . . 


Set at T6L. Inhibits 
another clock until AR 
signal received 




Set Phase PRE2 flip-flop 


S/PRE2 


- NPREIM PRE1 N(S/INTRAPF) 

+ . . . 






Enable clock T4RL 


T4RL 


; - PREP + . . . 




PRE2 


Set flip-flop DRQ 


S/DRQ 


IA PRE2 + . . . 


After signal AR received. 


T4RL 








inhibits another clock 
until data received 




Set flip-flop AG 


S/AG 


- PRE2 IA NIX OPRQ NANLZ 

+ . . . 


Indicates first pass 
through phase PRE2 




Set Phase PRE3 flip-flop 


S/PRE3 


- PRE2 IA N(S/INTRAPF) + . . . 






Enable clock T4RL 


T4RL 


PREP + . . . 




AR 










Re- 










ceived 










PRE3 


MB0-MB31 — -C0-C31 


CXMB 


DGC 


Second memory word 


T4RL 








gated into C-register 
when data release sig- 
nal received 




C0-C31-/— D0-D31 


DXC 


- IA PRE3 + . . . 






Reset indirect address flip-flop IA 


R/IA 


= PRE3 + . . . 






Set repeater flip-flop AG 


S/AG 


= PRE3 AG + . . . 


Indicates 2nd pass 




C15-C3I — »-LM15-LB3l 


LMXC 


- (PRE3 IA + . . .) NAR 


through PRE2 has not 
been made. Program ad- 




Set PRE4 flip-flop 


S/PRE4 


- PRE3 AG N(S/INTRAPF) 


dress to obtain operand 
from memory 








(Continued) 
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Table 3-26. Preparation Sequence (Indirect Addressing, No Indexing) (Cont. 



Phas 



Function Performed 



Signals Involved 



Comments 



DR 
Re- 
ceived 

PRE4 
T4RL 



Enable clock T4RL 



Memory request for operand from 
address specified in C-register 

Set flip-flop AG 

Set flip-flop ARQ 

Set Phase PRE2 flip-flop 

Enable clock T4RL 



PRE2 
T4RL 



D -S 



S-7^— P 



Reset A- and D-registers 



Set flip-flop DRQ 



| Set phase 1 flip-flop 

AR ! Enable clock T4RL 

Re- | 

ceivedj 



PHI 
T4RL 



Execution phase of instruction 



T4RL 



SXADD 



PXS 

NAX/1 
NDX/1 

S/DRQ 

S/PH1 
T4RL 



PREP 



RQC 


PRE4 + . . . 


S/AG 


- PRE4 + . . . 


S/ARQ 


RQC + . . . 


S/PRE2 


PRE4 N(S/INTRAPF) + . . . 


T4RL 


- PREP + . . . 



Indicates 2nd pass 
through PRE2 has not 
been made 



PRE2 NIA + . . 



PRE2 NIA + . . . 

PRE2 NIA + . . . 
PRE2 NIA + . . . 

PRE2 NIA OPRQ N(PRED0 IX 
+ NFABRANCH) + . . . 

NPREDO PRE2 NIA + . . . 

PREP + . . . 



Contents of A-, D-, and 
CS-registers added and 
placed on sum bus. A- 
and CS-registers contain 
zeros 

Address of present oper- 
and 

Clear A- and D-registers 

Inhibits another clock 
until data received 
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PHASE 
ENDE 



ENDE NHALT N(S/INTRAPF) =*- S/'PREl 
INDIRECT ADDRESSING => S/IA 



CLEAR A, B, AND E P^-^Q 



INDEXING^— -SET IX 



IMMEDIATE 



GO TO PHASE 1 



PRE1 



PRERQ. NOT INDEX =^> REQUEST NEXT INSTRUCTION. 
REQUEST OPERAND (IF NOT INDEXED) OR INDIRECT ADDRESS 
IF IA. SET ARQ 
NOT IMMEDIATE => GO TO PRE2 



IA 



SET DRQ 



NIX. OPRQ 



5/AG 



PRE2 

(ADDRESS 
RELEASE 
INTERLOCKED) 



GO TO PRE3 AND WAIT 
FOR CONTENTS OF 
INDIRECT ADDRESS 
LOCATION 



NIA 



IX 



REQUEST OPERAND 



ADD INDEX REGISTER 
RESET IX. CLEAR A, D 



PRERQ. IX => REQUEST 
NEXT INSTRUCTION 



NOT IX OR NOT TWO OPERANDS 
REQUIRED =^> GO TO PHI 



INDEXED AND TWO OPERANDS 
REQUIRED^ GO TO PRE3 



IA 



PRE3 

(DATA RELEASE 
INTERLOCKED 
IF IA) 



RESET IA 
SET AG 



NAG=>GO TO PRE2, NIA 



AG =£> GO TO PRE4 



NI/ 



SET DRQ 
SET AG 



REQUEST 2ND OPERAND 



GO TO PHI 



SET ARQ 
SET AG 



PRE4 



REQUEST OPERAND 



PRERQ 



REQUEST NEXT INSTRUCTION 



GO TO PRE2 NIA 



t 
PHI 

(FIRST EXECUTION 
PHASE) 



901060A. 360; 



Figure 3-152. Preparation Sequence, Flow Diagram 
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Table 3-27. Preparation Sequence (Indexing, No Indirect Addressing) 



Phase 


Function Performed 


Signals Involved 


Comments 


ENDE 

(Last 
phase 
of pre- 
vious 
in- 
struc- 
tions) 


Cl-C7-^—01-07 
C8-C1 1^— R28-R31 
C0-C31^— D0-D31 
Set flip-flop LRXD 

Add one tcaddress in P-register 
Set phase PREl flip-flop 
Enable clock T6L for next phase 


OXC -- ENDE + . . . 
ORXC ENDE + ... 
DXC ENDE + . . . 
(S/LRXD) " OXC + . . . 

PCTPl " ENDE + . . . 

S/PREl - ENDE NHALT N(S/INTRAPF) 

T6L - NTIL NT4L NT8L NT10L 
NRESET 


Opcode — »~0-register 
R-field — »~R-register 

X-field onto private mem- 
ory address lines for PREl 


PREl 
T6L 


Generate index signal INDX 

P^— Q 

Clear B- and E-registers 

Clear A-register 


INDX - (C12 + C13 + C14) (C3 + C4 
+ C5) 

QXP - PREl NANLZ + . . . 

NBX/1 - PREl NINTRAPF + . . . 

NEX/1 = PREl + . . . 

NAX/1 - PREl + . . . 

AXRR - FAW INDX PREl + . . . 

S/IX =--■ INDX PREl 

S/T J RE2 - NPREIM PREl N(S/INTRAPF) 

T4RL - PREP + . . . 


Select index register 
Address of next instruction 

Word from selected index 
register read into A-register 


KKU-KKJ 1 / *" AU-AJ 1 

Set index flip-flop IX 
Set phase PRE2 flip-flop 
Enable clock T4RL 


PRE2 
T4RL 




SXADD - PRE2 NIA + . . . 

PXS - PRE2 NIA + . . . 

R/IX - PRE2 NIA + . . . 

NAX/I = PRE2 NIA + 

NDX/1 = PRE2 NIA + . . . 

(NLMXC 

NLMXQ) = PRE2 NIA NRIP 

MRQ = PRE2 NIA IX OPRQ NANLZ 

+ . . . 

S/RQ = (PRE2 NIA) IX PRERQ + . . . 
S/ARO - PRE2 NIA IX + . . . 

S/PH1 - NPREDO PRE2 NIA 
T4RL - PREP + . . . 


Modified program address 
transferred to sum bus 

Modified program address 
gated into P-register 

New program address 
gated onto address lines 

Generate memory request 
for operand 

Memory address from 
Q-register 

Inhibits transmission of an- 
other clock unti 1 address 
release signal received 


A + I) ■+■ Lb ** oum bus 

S15-S31— 7^—- P15-P31 

Index flip-flop reset 
Clear A- and D-re^ister 


rl j-rol " ■" Livi 1 D-LI3JI 
Generate memory request MRQ 
Set flip-flop RQ 
Set flip-flop ARG 

Set phase 1 flip-flop 
Enable clock T4RL 
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Table 3-28. Load Immediate, Phase Sequence 



Phase 


Function Performed 


Signals Involved 


Comments 


PREP 


At the end of PREP: 

(O) Opcode 

(P) Next instruction address 

(D0-D11) Value of bit 12 of the 
instruction word 

(D12-D31) Value field of instruc- 
tion word 

(R) R-field 






Sign extended 12 posi- 
tions to the left 


PHI 


Set flip-flop DRQ 


S/DRQ 


FAS23 PHI t . . . 


Inhibits clock until data 


T4RL 




R/DRQ 




release signal received 
from memory 




Set flip-flop PH5 


S/PH5 

BRPH5 
R/PH5 


- BRPH5 N CLEAR i . . . 
FAS23 PHI + . . . 


Advance to PH5 




Enable signal (S/T10L) 


(S/T10L) 
SXADD 


- FAS23 PHI + . . . 

- FAS21 PH5 + . . . 


Select clock T10L in PH5 
Sign-extended value field 


PH5 




UU-UJI * AUULK *"JU-jJI 


T10L 








gated into sum bus 




S0-S31 -RW0-RW31 


RW 


FAS21 PH5 + . . . 


Data from sum bus gated 
into scratchpad memory 






AXS 


- FAS21 PH5 + . . . 


Data gated from sum bus 


jU-JOI / ""AU-AJI 










into A-register 




Set flip-flop TESTA 


S/TESTA 
R/TESTA 


- FAS21 PH5 + . . . 


Prepare to test result 
after the next clock 




Enable signal ENDE 


ENDE 


- FAS21 PH5 + . . . 






Set flip-flop PRE1 for next instruc- 


S/PRE1 


- ENDE N(S/INTRAPF) 






tion 




(NHALT + FUEXU) + . . . 




Next 


Test word in A-register and, accord- 






clock 


ingly, code condition-code flip- 
flops CC3 and CC4: 










If word is positive (NAO), set flip- 


S/CC3 


NAO NA0031Z TESTA (...) 






flop CC3 and reset flip-flop CC4 


NA0031Z 

R/CC4 


+ . , . 

A-register does contain all zeros 
- TESTA + . . . 






If word is negative (A0), set flip- 


S/CC4 


A0 TESTA NTESTA/1 + . . . 






flop CC4 and reset flip-flop CC3 


R/CC3 


TESTA + . . . 






If word contains all zeros, reset 


R/CC3 


- TESTA f . . . 






flip-flops CC3 and CC4 


R/CC4 


- TESTA + . . . 












Mnemonic: LI22 
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Table 3-29. Load Byte, Phase Sequence 



Phase 


Function Performed 


Signals Involved 


Comments 


PREP 

I 


At the end of PREP: 

(O) Opcode 

(Q) Next instruction address 

(R) R-field 

(P) Effective word address 










(P32, P33) Byte select bits 






Load next instruction ad- 
dress into the P-register 


PHI 
T4RL 


PXQ 


PRERQ PHI + . . . 


(o2Ij-<oMI / ""rlD-TOl 






CXMB 


DG 


Operand gated into the 
C-register from memory 
bus when data gate signal 
received from memory 


/V\DU-/v\Uo 1 — ""•■ *~U-i~v> 1 




If NP32 NP33 










rr\ ( — 7 ~J -^. no a mi 


DXCR24 


DXCBP NP32 NP33 + . . . 


Load byte into the D- 


\-KJ-\-/ / ^ UZ4-LMI 






DXCBP 


- OU7 N04 N05 PHI + . . . 


register 




IfNP32 P33 










/~o /~i c ._ j_.,». n9yi mi 


DXCR16/13 


= DXCBP NP32 P33 + . . . 


Load byte 1 into the D- 
register 


V-.0-V-. 1 f ^ UZ4- Uo 1 




If P32 NP33 










C16-C23-/—D24-D31 


DXCR8 


- DXCBP P32 NP33 + . . . 


Load byte 2 into the D- 
register 




If P32 P33 










C24-C31-y-^D24-D31 


DXC/I3 


- DXC/1 + . . . 


Load byte 3 into the D- 






DXC/1 


DXCBP P32 P33 + . . . 


register 




Enable signal DX 


r\\/ 


-- DXCR24 + DXCR16/1 
+ DXCR8 + DXC/1 






Set flip-flop DRQ 


S/DRQ 
R/DRQ 


FAS23 PHI + . . . 


Inhibits clock until data 
release signal received 
from memory 




Set flip-flop PH5 


S/PH5 

BRPH5 
R/PH5 


- BRPH5 NCLEAR + . . . 

- FAS23 PHI + . . . 


Advance to PH5 




Enable signal (S/T10L) 


(S/T10L) 


~ FAS23 PHI + . . . 


Select clock in PH5 


PH5 
T10L 




SXADD 


- FAS21 FH5 + . . . 


r>_i_ r n :.!.„.. __»._j 

wuiu injiii u-icyoici yuicu 

onto sum bus 












Mnemonic: LB (72, F2) 






(Conti 


nued) 
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Table 3-29. Load Byte, Phase Sequence (Cont.) 



Phas 



Function Performed 



Signals Involved 



Comments 



PH5 

T10L 

(Cont.) 



S0-S31- 



-RW0-RW31 



S0-S31-/-— A0-A31 



Set flip-flop TESTA 



Enable signal ENDE 

Set flip-flop PRE1 for the next 
instruction 



KVVAi/U- 

RWXS/3 


- RW 


RW 


= FAS21 PH5 + . . . 


AXS 


- FAS21 PH5 + . . . 


S/TESTA 


- FAS21 PH5 + . . . 


R/TESTA 


= 


ENDE 


= FAS21 PH5 t- . . . 


S/PRE1 


= ENDE N(S/INTRAPF) 




(NHALT + FUEXU) + 



R/PRE 1 



Next 
clock 



Test word in A-register and, accord- 
ingly, code condition-code flip- 
flop CC3 

If word is not zero (NA0031Z), set 
flip-flop CC3 



If word is zero (A0031Z), reset flip- 
flop CC3 



S/CC3 
NA0031Z 

R/CC3 



Load data from sum bus 
into private memory reg- 
ister specified by the R- 
field 

Load data from sum bus 
into A-register 



- NAO NA0031Z TESTA (. . .) 

+ . . . 

= A-register does not contain 
all zeros 

- TESTA + . . . 



Mnemonic: LB (72, F2) 
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Table 3-30. Load Halfword, Phase Sequence 



Phase 


Function Performed 


Signals Involved 


Comments 


PREP 


At the end of PREP: 








(O) Opcode 




(Q) Next instruction address 










(R) R-field 










(P) Effective word address 










(P32) Halfword select bit 








PHI 




PXQ 


= PRERQ PHI + . . . 


Load next instruction ad- 


UlJ-UJI / *l lO-lol 


T4RL 








dress into the P-register 




MB0-MB31 «~C0-C31 


CXMB 


- DGC 


Operand gated into the 
C-register from memory 
bus when data gate signal 
received from memory 




If NP32 










(~r\ /~-\r: ».niA mi 


DXCR16 
DXC/5 


= DXC/5 NP32 + . . . 

= OU5 N04 N05 PHI + . . . 


Load most significant half 
of operand word into the 
D-register 








MB0-t<— D0-D11 


C0C16C12 


= MBO NP32 CXMB (...)+,.. 


Extend sign bit of most 




ijinn /....fc.nio ni r 


C0C16 


- MBO NP32 CXMB (...) ^ .. . 


significant halfword in 
the D-register 


/V\I3U / ^U 1 i.-\J \ 




If P32 










C16-C31-A— D16-D31 


DXC/2 


- DXC/5 P32 


Load least significant half 
of operand word into the 
D-register 




MB 16 -/-- DO- Dll 


C0C16C12 


- MB16 P32 CXMB (. ..) + ... 


Extend sign bit of least 




Mm/. J— *.m9_ni c i 


C0C16 


=■■ MB16 NP32 CXMB (. . .) 

+ . . . 


significant half of operand 
word into the D-register 


(Vxu l o ■ ~f-™*- U 1 z - U 1 J 




Set flip-flop DRQ 


S/DRQ 


= FAS23 PHI + . . . 


Inhibits clock until data 






R/DRQ 


= . . . 


release signal received 
from memory 




Set flip-flop PH5 


S/PH5 

BRPH5 
R/PH5 


= BRPH5 NCLEAR + . . . 
= FAS23 PHI + . . . 


Advance to PH5 




Enable signal (S/T10L) 


(S/T10L) 


= FAS23 PHI + . . . 


Select clock in PH5 


PH5 


D0-D31 -ADDER — S0-S31 


SXADD 


= FAS21 PH5 + . . . 


Data from D-register 


T10L 








gated onto sum bus 




S0-S31 -RW0-RW31 


RWXS/0 - 




Load data from sum bus 






RVVXS/3 


- I\YV 


into private memory reg- 






RW 


= FAS21 PH5 + . . . 


ister specified by the R- 
field 










Mnemonic: LH (52, D2) 






(Con 


tinued) 
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Table 3-30. Load Halfword, Phase Sequence (Cont. 



Phc 



Function Performed 



Signals Involved 



Comments 



PH5 
T10L 

(Cont.) 



S0-S31-/-^A0-A31 



Set flip-flop TESTA 



Enable signal ENDE 

Set flip-flop PRE] for the next 
instruction 



AXS 



= FAS21 PH5 + 



Load data from sum bus 
into A-register 



S/TESTA 


- FAS21 PH5 + . . . 


R/TESTA 




ENDE 


-- FAS21 PH5 + . . . 


S/PRE1 


- ENDE N(S/INTRAPF) 
(NHALT + FUEXU) + 



Next 
clock 



Test word in A-register and, accord- 
ingly, code condition-code flip- 
flops CC3 and CC4 

If word is positive (NAO), set flip- 
flop CC3 and reset flip-flop CC4 



If word is negative (A0), set flip- 
flop CC4 and reset flip-flop CC3 

If word contains all zeros, reset 
flip-flops CC3 and CC4 



R/PRE1 



S/CC3 


NAO NA0031Z TESTA 




(...)+... 


NA0031Z 


A-register does not contain 




all zeros 


R/CC3 


- TESTA + . . . 


S/CC4 


- A0 TESTA NTESTA/1 + . 


R/CC4 


- TESTA + . . . 



Mnemonic: LH (52, D2) 
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3-168 Load Word (LW 32, B2) 

The Load Word instruction is used to read a word from a 
referenced core memory address, and to load this word into 
a private memory register specified by the R— field. At the 
end of the instruction, the word is tested for a positive, a 
negative, or a zero value. Results of this test are stored in 
flip-flops CC3 and CC4. A sequence chart of the Load 
Word instruction is given in table 3-31. 

3-169 Load Double word (LP 12, 92 ) 

The Load Doubleword instruction is used to transfer two 
words from consecutive locations in core memory into two 
consecutive private memory registers specified by the R- 
field. The low order word is loaded first, followed by the 
high order word. The sequence of word transfer is from core 
memory via the C-register to the D-register, then via the 
sum bus to the private memory register. A sequence chart 
of the Load Doubleword instruction is given in table 3-32. 

3-170 Load Complement Halfword (LCH 5A, DA) 

The Load Complement Halfword instruction is used to trans- 
fer the two's complement of a halfword from core memory 
into a private memory register specified by the R-field. 
Initially, both halves of the word, specified by the reference 
address, are transferred from core memory into the C-register. 
The one's complement of the appropriate halfword deter- 
mined by the state of flip-flop P32 is clocked into D16- 
D31. The complement of the sign bit of the appropriate 
halfword (NMBO if NP32, NMB16 if P32) is extended into 
D0-D15. Next, a one is added to the contents of the D- 
register in the adder, and the new sum placed on the sum 
bus. The two's complement formed from the appropriate 
halfword is loaded into the private memory register. At the 
end of the instruction, the new word (a complemented half- 
word with extended sign) is tested for a positive, a negative, 
or a zero value. Results of this test are stored in flip-flops 
CC3 and CC4. 

Table 3-33 is a sequence chart of the Load Complement 
Halfword instruction. 

3-171 Load Absolute Halfword (LAH 5B, DB) 

During the Load Absolute Halfword instruction, a halfword 
is read from core memory. The sign bit is extended, and the 
new 32-bit word is tested. If it is positive, the new word 
is loaded into a private memory register specified by the 
R-field. If it is negative, the two's complement of the new 
word is loaded into the specified private memory register. 
Initially, both halves of the word specified by the reference 
address are transferred from core memory into the C-register. 
The halfword specified by P32 is clocked into D16-D31, and 
its sign is extended into D0-D15. Next, depending on 
whether the new word is positive or negative, the CS- 
register is either reset or set in preparation for the adder 
operation. The adder places on the sum bus either the two's 
complement of the contents of the D-register (CS-register 



set) or the contents of the D-register unaltered (CS-register 
reset). From the sum bus, the result is loaded into the pri- 
vate memory register specified by the R-field. At the end 
of the instruction, the word that is loaded in the private 
memory register is tested for zero. The result is stored in 
flip-flop CC3. 

A sequence chart of the Load Absolute Halfword instruction 
is given in table 3-34. 

3-172 Load Complement Word (LCW 3A, BA) 

The Load Complement Word instruction is used to transfer 
the two's complement of a word from core memory into a 
private memory register specified by the R-field. First, the 
word obtained from a reference address in core memory is 
transferred to the C-register. The one's complement of the 
word is then clocked into the D-register. A one is added 
to the contents of the D-register in the adder, and the new 
sum placed on the sum bus. The two's complement formed 
is loaded into the private memory register, and the comple- 
mented word is first tested for overflow at the end of the 
instruction. Flip-flop CC2 is set, if overflow occurs and 
the trap mask is present. Next, the complemented word is 
tested for a positive, a negative, or a zero value. Results 
of the second test are stored in flip-flops CC3 and CC4. 

A sequence chart of the Load Complement Word instruction 
is given in table 3-35. 

3-173 Load Absolute Word (LAW 3B, BB) 

During the Load Absolute Word instruction, a word is read 
from a reference address in core memory, and is tested. If 
it is positive, the word is loaded into a private memory reg- 
ister specified by the R-field. If it is negative, the word is 
first two's complemented and then is loaded into the speci- 
fied private memory register. Initially, the word is read 
from the referenced core memory location and is clocked, 
via the C-register, into the D-register. Then, depending 
on the value of the sign bit DO, all flip-flops of the CS- 
register are either set (negative sign) or reset (positive sign). 
In addition, if DO is true, the term K31 is also driven true. 
During the next operation, the contents of the D-register 
are either two's complemented (CS-register set) in the adder 
or are maintained in theiroriginal form (CS-register reset) and 
are placed on the sum bus. The absolute value of the orig- 
inal word is loaded into the private memory register. At the 
end of the instruction, the word now contained in the pri- 
vate memory register is tested for overflow. Flip-flop CC2 
is set if overflow occurs and the trap mask is present. Next, 
the word is tested for a zero value. Results of this test are 
stored in flip-flop CC3. 

A sequence chart of the Load Absolute Word instruction is 
given in table 3-36. 

3-174 Load Complement Doubleword (LCD 1A, 9A) 

During the Load Complement Doubleword instruction, two 
words are read from consecutive locations in core memory. 
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Table 3-31. Load Word, Phase Sequence 



Phc 



Function Performed 



Signals Involved 



Comments 



PREP 



At the end of PREP : 

(O) Opcode 

(Q) Next instruction address 

(P) Effective word address 

(R) R-field 



PHI 
T4RL 



MB0-MB31 



— C0-C31 



Q15-Q31-7 6 — P15-P31 



C0-C31-7^— D0-D31 



Set flip-flop DRQ 



! Set flip-flop PH5 



; Enable signal (S/T10L) 

I 
PH5 ! D0-D31 -ADDER -S0-S31 

T10L '■ 



S0-S31 



■RW0-RW31 



Next 
clock 



S0-S3l-7^— A0-A31 



Set flip-flop TESTA 



Enable signal ENDE 

Set flip-flop PRE1 for next instruc- 
tion 



Test word in A-register and, accord- 
ingly, code condition-code flip- 
flops CC3 and CC4 



CXMB 



PXQ 



DXC/6 



R/PRE1 



DGC 



PRERO PHI 



OU3 N04 N05 PHI 



S/DRQ 


FAS23 PHI ■> . . . 


R/DRQ 




S/PH5 


BRPH5 NCLEAR + . . 


BRPH5 


FAS23 PHI + . . . 


R/PH5 




(S/10L) 


- FAS23 PHI 


SXADD 


- FAS21 PH5 t . . . 


RWXS/0 - 
RWXS/3 


RW 


RW 


- FAS21 PH5 t . . . 


AXS 


FAS21 PH5 ■+ . . . 


S/TESTA 


FAS21 PH5 + . . . 


R/TESTA 




ENDE 


- FAS21 PH5 t . . . 


S/PRE1 


- ENDE N(S/INTRAPF) 
(NHALT * FUEXU) + 



Operand gated into C- 
register from memory bus 
when data gate signal 
received from memory 

Load next instruction ad- 
dress into the P-register 

Operand clocked into D- 
register 

Inhibits clock until data 
release signal received 
from memory 

Advance to PH5 



Select clock T10L in PH5 



Data from D-register 
gated onto sum bus 

Load data from sum bus 
into private memory reg- 
ister specifield by R- 
fiefd 

Data gated from sum bus 
into A-register 

Prepare to test result 
after the next clock 



Mnemonic: LW (32, B2) 



(Continued) 
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Table 3-31. Load Word, Phase Sequence (Cont.) 



Phc 



Function Performed 



Signals Involved 



Comments 



Next 
clock 

(Cont.) 



If word is positive (NAO), set flip- 
flop CC3 and reset flip-flop CC4 



If word is negative (A0), set flip- 
flop CC4 and reset flip-flop CC3 

If word contains all zeros, reset 
flip-flops CC3 and CC4 



S/CC3 


NAO NA0031Z TESTA 




(...)+... 


NA0031Z 


A-register does not contain 




all zeros 


R/CC4 


■-■ TESTA + . . . 


S/CC4 


- A0 TESTA NTESTA/1 + . . 


R/CC3 


-- TESTA + . . . 



R/CC3 



R/CC4 - TESTA 



Mnemonic: LW (32, B2 
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Table 3-32. Load Doubleword, Phase Sequence 



Phase 


Function Performed 


Signals Involved 


Comments 


PREP 


At the end of PREP: 








(O) Opcode 




(Q) Next instruction address 










(R) R-field 










(P) Effective doubleword address 








PHI 
T4RL 


(LB31) Logical one 

Two memory requests pending, one 
for each word of the doubleword 






Selects 32 low order bits of 
doubleword to be loaded 




CXMB 
DXC/6 


DG 

NOl 03 N04 N05 N07 

PHI + . . . 


Low order word gated into 
the C-register from mem- 
ory bus when data gate 
signal received from mem- 
ory 

Clock low order word into 
the D-register 


MdU-Mdo 1 ^t-U-v-JI 
C0-C31-y-^D0-D31 




Enable signal (S/LR31/2) 


(S/LR31/2) 


OU1 N05 N07 PHI + . . . 


Force a one into address 
line LR31 for selection of 
odd numbered fast mem- 
ory register 




Set flip-flop RQ 


S/RQ 
R/RQ 


OU1 N05 N07 PHI + . . . 
- CLEAR + DRQ 


Generate memory request 
for next instruction 




Set flip-flop DRQ 


S/DRQ 

PREDO 
R/DRQ 


PREDO PHI + . . . 
■- OU1 N05 N07 + . . . 


Inhibits clock until data 
release signal received 
from memory 




Enable signal (S/T8L) 


(S/T8L) 
FULD 


- FULD PHI + . . . 

- OU1 OL2 + . . . 


Select clock in PH3 




Set flip-flop PH3 


S/PH3 
BRPH3 


- BRPH3 NCLEAR + . . . 
=- FULD PHI 


Advance to PH3 


PH3 
T8L 




R/PH3 






Q15-Q31^-— P15-P31 


PXQ 
PREDO 


■- PREDO PH3 + . . . 
OU1 N05 N07 + . . . 


Load next instruction ad- 
dress into the P-register 




D0-D31 — S0-S31 


SXD 
FULD 


- FULD PH3 + . . . 

= ■ OU1 OL2 + . . . 


Place low order word onto 
the sum bus 




S0-S31 "-RW0-RW31 [R + l] 


RWXS/0 - 
RWXS/3 

RW 


RW 
- FULD PH3 -r . . . 


Load low order word in 
odd numbered private mem- 
ory register 










Mnemonic: LD (12, 92) 






(Con 


tinued) 
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Table 3-32. Load Doubleword, Phase Sequence (Cont.) 



Phase 


Function Performed 


Signals Involved 


Comments 


PH3 
T8L 
(Cont.) 




AXS 


- FULD PH3 + . . . 


Load low order word in 
A-register in preparation 
for zero-testing in PH5 


bU-ool / ""AU-Aol 






CXMB 


- DG 


High order word gated 
into the C-register from 
memory bus when data 
gate signal received from 
memory 


rvUJU-fvUJJI ■" L.U-v_JI 




C0-C31-/—D0-D31 


DXC 


- FULD PH3 + . . . 


Load high order word into 
the D-register, Memory 
request for high order 
word was made during 
PREP phases 




Set flip-flop DRQ 


S/DRQ 


= FAS16 PH3 + . . . 


Inhibits clock until data 
release signal received 
from memory 




Set flip-flop PH5 


S/PH5 

BRPH5 
R/PH5 


■- BRPH5 NCLEAR + . . . 
= FAS16 PH3 + . . . 


Advance to PH5 




Enable signal (SA8L) 


(S/T8L) 


- FULD PH3 + . . . 


Select clock in PH5 


PH5 
T8L 


nn mi -fc.cn cii 


SXD 


- FULD PH5 + . . . 


Place high order word 
onto the sum bus 


UU-Uo l ■* ov-bo 1 




en oi ». c>wn pw?i TpI 


RWXS/0 
RWXS/3 

RW 


= RW 

- FAS16 PH5 + . . . 


Load high order word in 
even numbered private 
memory register 


bU-jol •"KWU-KWJI [_KJ 




If A-register does not contain all 
zeros, set flip-flop A31 


S/A31 
A31X1 


- A31X1 + . . . 

- FULD NA0031Z PH5 + . . . 


Store nonzero condition 
of low order word 




S0-S31-7*-— A0-A31 


AXS 


- FAS16 PH5 + . . . 


Load high order word 
in A-register 




Set flip-flop TESTA 


S/TESTA 
R/TESTA 


- FAS16 PH5 + . . . 






Enable signal ENDE 


ENDE 


- FAS16 PH5 + . . . 






Set flip-flop PRE1 


S/PRE1 
R/PRE1 


= ENDE N(S/INTRAPF) 

(NHALT + NFUEXU) +. . . 




Next 
clock 


Test doubleword for positive, 

accordingly, code condition-code 
flip-flops CC3 and CC4 














Mnemonic: LD (12, 92) 








(Continued) 
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Table 3-32. Load Doubleword, Phase Sequence (Cont.) 



Phc 



Next 
clock 

(Cont.) 



Function Performed 



If doubleword is positive, set flip- 
flop CC3; if doubleword is negative, 
set flip-flop CC4; if doubleword is 
zero, reset flip-flops CC3 and CC4 



Signals Involved 



S/CC3 


- NAO NA0031Z TESTA 

(...) + ... 


NA0031Z 


= A-register does not contain 




all zeros 


R/CC3 


TESTA 


S/CC4 


= A0 TESTA NTESTA/1 + . . 


R/CC4 


- TESTA 



Comments 



Mnemonic: LD (12, 92) 
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Table 3-33. Load Complement Halfword, Phase Sequence 



Phase 


Function Performed 


Signals Involved 


Comments 


PREP 


At the end of PREP: 








(O) Opcode 




(Q) Next instruction address 










(R) R-field 










(P) Effective word address 










(P32) Halfword select bit 








PHI 
T4RL 




PXO 


= PRERQ PHI + . . . 


Load next instruction ad- 
dress into the P-register 


IoHj-WJI / *"" 1 ID-IJI 




MB0-MB31 — -C0-C31 
If NP32 


CXMB 


- DG 


Operand gated into the 
C-register from memory 
bus when data gate signal 
received from memory 




NMBO^A— D0-D11 
NMB0y—D12-D15 


C0C16C12 

C0C16/1 
DXNCR16 


=■ (DXNCR16 NMBO NP32 
DXNC/3) (...)+ ... 

= (DXNCR16 NMBO NP32 
DXNC/3) (...)+ ... 

DXNC/3 NP32 


Extend sign bit of most 
significant halfword in the 
D-register 




NC0-NCI5 D16-D31 
If P32 


DXNC/3 


=-■ OU5 04 N05 N07 PHI 
DXNCR16 


Load most significant half 
of operand word into the 
D-register 




NMB16-V--D0-D11 


C0C16C12 
C0C16/1 


- (DXNC/2 NMB16 P32 
DXNC/3) (. . .) + . . . 

- (DXNC/2 NMB16 P32 
DXNC/3) (. ..) + ... 


Extend sign bit of least 
significant halfword in the 
D-register 








DXNC/2 


= DXNC/3 P32 








DXNC/12, 
DXNC/13 


- DXNC/2 + . . . 


Load one's complement of 
least significant halfword 
into the D-register 


INt- 1 0-INL.o 1 / ■^■uio-uoi 




Set flip-flop CS31 


S/CS31 
CSX1/31 
CSX 1/8 

R/CS31 


= CSX1/31 + . . . 

- CSX1/8 + . . . 

- OU5 04 N05 N07 PHI 

+ . . . 

- (R/CS31) 


Force a one into CS31 in 
preparation for two's 
complementing of data in 
PH5 




Set flip-flop DRQ 


S/DRQ 


- FAS23 PHI + . . . 


Inhibits clock until data 
release signal received 
from memory 










Mnemonic: LCH (5A, DA) 






(Continued) 
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Table 3-33. Load Complement Halfword, Phase Sequence (Cont.) 



Phase 


Function Performed 


Signals Involved 


Comments 


PHI 

T4RL 

(Cont.) 


Set flip-flop PH5 


S/PH5 
R/PH5 
BRPH5 


BRPH5 NCLEAR + . . . 
- FAS23 PHI + . . . 


Advance to PH5 




Enable signal (S/T10L) 


(S/10L) 


- FAS23 PHI + . . . 


Select clock in PH5 


PH5 


D0-D31 + CS31— -ADDER— -S0-S31 


SXADD 


FAS21 PH5 + . . . 


Gate two's complement of 
data onto the sum bus 




S0-S31 -RW0-RW31 


RWXS/0- 
RWXS/3 


■-- RW 


Load data from sum bus 






RW 


FAS21 PH5 + . . . 


into private memory regis- 
ter specified by R-field 




S0-S31-^— A0-A31 


AXS 


" FAS21 PH5 + . . . 


Load data from sum bus 
into A-register 




Set flip-flop TESTA 


S/TESTA 
R/TESTA 


FAS21 PH5 + . . . 






Enable signal ENDE 


ENDE 


FAS21 PH5 + . . . 






Set flip-flop PRE1 for the next 
instruction 


S/PRE1 


ENDE N(S/INTRAPF) 
(NHALT t NFUEXU) + . . . 




Next 
clock 


Test word in A -register and code 
condition-code flip-flop CC3 and 
CC4, accordingly 


R/PRE1 










If word is positive, set flip-flop CC3 
and reset flip-flop CC4 


S/CC3 
NA0031Z 


NAO NA0031Z TESTA 
(...)+... 

~ A-register does not contain 
all zeros 






If word is negative, set flip-flop 
CC4 and reset flip-flop CC3 


R/CC3 
S/CC4 


- TESTA + . . . 

A0 TESTA NTESTA/T +■ . . . 






If word is zero, reset flip-flops CC3 
and CC4 


R/CC4 


TESTA 












Mnemonic: LCH (5A, DA) 
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Table 3-34. Load Absolute Halfword, Phase Sequence 



Phase 


Function Performed 


Signals Involved 


Comments 


PREP 


At the end of PREP: 

(O) Opcode 

(Q) Next instruction address 

(R) R-field 

(P) Effective word address 

(P32) Halfword select bit 

(A) All zeros 






PHI 
T4RL 




PXQ PRERQ PHI + . . . 
CXMB - DGC 

DXCR16 - DXC/5 NP32 + ... 

DXC/5 = OU5 N05 06 07 PHI + . . . 

C0C16C12 - MBO NP32 CXMB (...) + .. . 
C0C16 - MBO CXMB NP32 (...)+... 

DXC/2 - DXC/5 P32 

C0C16C12 - MB16 P32 CXMB (...) + ... 
C0C16 - MB16 P32 CXMB (...)+.. . 

(S/T4L) . FAS 10 PHI + . . . 


Load next instruction ad- 
dress into the P-register 

Operand gated into the 
C-register from memory 
bus when data gate signal 
received from memory 

Load most significant half 
of operand word into the 
D-register 

Extend sign bit of most 
significant halfword in 
the D-register 

Load least significant half 
of operand word into the 
D-register 

Extend sign bit of least 
significant halfword in 
the D-register 

Select clock in PH2 


CJIj-UoI / "■rlO-rJI 
MB0-MB31 C0-C31 

If NP32 

CO-C 15-/— D16-D31 

MB0-/-— D0-D11 
MBO-/— D12-D15 
if P32 
C16-C31— /— D16-D31 


MulO / "" UU-U 1 1 


Enable signal (S/T4L) 


PH2 
T4L 


If data word is negative (DO) 

Enable signal (S/NGX) 

Force ones into the CS-register 

Set flip-flop DRQ 

Set flip-flop PH5 

Enable signal (S/T10L) 


(S/NGX) - FAS10 PH2 DO + . . . 
CSX/9, CSX/10 (S/NGX) + . . . 

S/DRQ -~ FAS 10 PH2 + . . . 
R/DRQ 

S/PH5 - BRPH5 NCLEAR + . , . 

BRPH5 - FAS10 PH2 + . . . 
R/PH5 - . . . 
(S/T10L) - FAS10 PH2 + . . . 


Prepare to place two's 
complement of word stored 
in D-register onto the sum 
bus during PH5 

Inhibits clock until data 
release signal received 
from memory 

Advance to PH5 
Select clock in PH5 






(Continued) 


Mnemonic: LAH (5B, DB) 
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Table 3-34. Load Absolute Halfword, Phase Sequence (Cont.) 



Phase 



Function Performed 



Signals Involved 



-omments 



PH5 
T10L 



If word stored in D-register is 
negative (NGX) 

Enable signal K31 



NA0-NA31- 
CS0-CS31- 



K31 



N(D0-D31)- 
K31 



ADDER- 



-S0-S31 



SXPR/10-13 
SXADD 



If word stored in D-register is 
positive 

NA0-NA31 -, 

NCS0-NCS31— -ADDER — — S0-S31 

D0-D31 1 

S0-S31 -RW0-RW31 



S0-S31-/— -A0-A31 



Next 
clock 



Set flip-flop TESTA 



Enable signal ENDE 

Set flip-flop PRE1 for the next 
instruction 



Test word in A-register and code 
condition-code flip-flop CC3 

If word is not zero, set flip-flop 
CC3. 



If word is zero, reset flip-flop CC3 



R/PRE1 



NGX + 



SXADD + . . . 
FAS21 PH5 + . 



SXPR/10-13 


SXADD + . . . 


SXADD 


- FAS21 PH5 + . . . 


RWXS/0- 
RWXS/3 


■- RW 


RW 


- FAS21 PH5 + . . . 


AXS 


- FAS21 PH5 + . . . 


S/TESTA 


FAS21 PH5 + . . . 


R/TESTA 




ENDE 


- FAS21 PH5 + . . . 


S/PRE1 


ENDE N(S/INTRAPF) 
(NHALT + FUEXU) + 



S/CC3 


NAO NA0031Z TESTA 


NA0031Z 


~ A-register does not contain 




all zeros 


R/CC3 


TESTA , 



Used for changing one's 
complement number to 
two's complement 



Place two's complement 
of word stored in the D- 
register onto the sum bus 



Place word contained in 
D-register onto the sum 
bus 

Load data from sum bus 
into private memory reg- 
ister specified by R-field 

Load data from sum bus 
into A-register 



Mnemonic: LAH (5B, DB) 
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Table 3-35. Load Complement Word, Phase Sequence 



Phase 


Function Performed 


Signals Involved 


Comments 


PREP 


At the end of PREP: 

(O) Opcode 

(Q) Next instruction address 

(R) R-field 










(P) Effective word address 


PXQ 


- PRERQ PHI + . . . 


Load next instruction ad- 


PHI 




loHD-vJJI / *l ID-lol 


T4RL 








dress into the P-register 




MB0-MB31 -C0-C31 


CXMB 


DG 


Operand gated into the 
C-register from memory 
bus when data gate signal 
received from memory 




NC0-NC31-y—- D0-D31 


DXNC/1 


= NOl 03 04 N05 N07 

PHI + . . . 


Load one's complement 
of data in C-register into 
the D-register 




Set flip-flop CS31 


S/CS31 


= CSX1/31 


Force a one into CS31 in 






CSX1/31 


- DXNC/1 + . . . 


preparation for two's 
complementing of data in 






R/CS31 


= (R/CS31) 


PH5 




Set flip-flop DRQ 


S/DRO 


- FAS23 PHI + . . . 


Inhibits clock until data 






R/DRQ 


= 


release signal received 
from memory 




Set flip-flop PH5 


S/PH5 

BRPH5 
R/PH5 


= BRPH5 NCLEAR + . . . 
= FAS23 PHI + . . . 


Advance to PH5 




Enable signal (S/T10L) 


(S/T10L) 


= FAS23 PHI + . . . 


Select clock in PH5 


PH5 


D0-D31 + CS3I — -ADDER—S0-S31 


SXADD 


- FAS21 PH5 + . . . 


Gate two's complement 


T10L 


S0-S31 -RW0-RW31 


RWXS/0- 




of data onto the sum bus 






RWXS/3 


= RW 


Load data from sum bus 






RW 


- FAS21 PH5 + . . . 


into private memory reg- 
ister specified by the R- 
field 




S0-S31-7— A0-A31 


AXS 


- FAS21 PH5 + . . . 


Load data from sum bus 
into A-register 




Set flip-flop TESTA 


S/TESTA 
R/TESTA 


= FAS21 PH5 + . . . 






Enable signal ENDE 


ENDE 


= FAS21 PH5 + . . . 






Set flip-flop PRE1 for the next 


S/PRE1 


- ENDE N(S/INTRAPF) 






instruction 


R/PRE1 


(NHALT + FUEXU) + . . . 












Mnemonic: LCW (3A, BA) 






(Cont 


nued) 
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Table 3-35. Load Complement Word, Phase Sequence (Cont.) 



Phc 



Function Performed 



Signals Involved 



Comments 



PH5 

T10L 

(Cont. 



Test 
clock 



If overflow, set condition-code flip- 
flop CC2 



S/CC2 

OVER 

PROBEOVER 
R/CC2 



OVER PROBEOVER + . . . 
DO NKO NPRO NFAS10 + 
FAS26 PH5 + . . . 
PROBEOVER + . . . 



If overflow and bit 1 1 of the PSW 
is a one (trap mask), enable signal 
TROVER 



Test word in A-register and code 
condition-code flip-flops CC3 
and CC4 



If word is positive, set flip-flop 
CC3 and reset flip-flop CC4 

If word is negative, set flip-flop 
CC4 and reset flip-flop CC3 

If word is zero, reset flip-flops 
CC3 and CC4 



TROVER 


OVER AM PROBEOVER + . 


AM 


Function of bit 11 of the PS 


S/CC3 


NAO NA0031Z TESTA 


NA0031Z 


A-register does not contain 




all zeros 


R/CC3 


TESTA + . . . 


S/CC4 


■■■ A0 TESTA NTESTA/1 + . . 


R/CC4 


~ TESTA + . . . 



During an LCW instruction 
fixed-point overflow 
occurs if the original data 
word in the C-register was 
X'80000000', since the 
two's complement of this 
number is also X'30000000 

Trap to location X'43' 



Mnemonic: LCW (3A, BA) 



3-231 



XDS 901060 



Table 3-36. Load Absolute Word, Phase Sequence 



Phase 


Function Performed 


Signals Involved 


Comments 


PREP 


At the end of PREP: 








(O) Opcode 




(Q) Next instruction address 










(R) R-field 










(P) Effective word address 










(A) All zeros 








PHI 


Q15-Q3l-/-^P15-P31 


PXQ 


= PRERQ PHI + . . . 


Load next instruction ad- 


T4RL 








dress into the P-register 




KAnn Mmi » t~r\ f~Ti 


CXMB 


= DG 


Operand gated into the 


/V\dU-/V\doI ^ v-U-V-ol 










C-register from memory 










bus when data gate signal 










received from memory 




(~r\ f~ii M nn mi 


DXC/6 


= NOl 03 OLB PHI + . . . 


Operand clocked into the 


i-U-v-ol ^uu-Uol 










D-register 




Set flip-flop PH2 


S/PH2 
R/PH2 


- PHI NBR N(FNANLZ) 
NANLZ) + . . . 


Advance to PH2 


PH2 


Enable signal (S/T4L/2) 


(S/T4L/2) 


- FAS10 PHI + . . . 


Select clock T4L in PH2 


If data word is negative (DO) 








T4L 


Enable signal (S/NGX) 


(S/NGX) 


= FAS10 DO PH2 + . . . 


Prepare to place two's 






CSXl/9, 
CSXl/10 


- (S/NGX) + . . . 


complement of word 
stored in D-register onto 
the sum bus during PH5 




Set flip-flop DRQ 


S/DRQ 
R/DRQ 


--- FAS 10 PH2 + . . . 


Inhibits clock until data 
release signal received 
from memory 




Set flip-flop PH5 


S/PH5 

BRPH5 
R/PH5 


- BRPH5 NCLEAR + . . . 

- FAS10 PH2 + . . . 


Advance to PH5 




Enable signal (S/T10L) 


(S/T10L) 


FAS10 PH2 + . . . 


Select clock in PH5 


PH5 


If word stored in D-register is 








T10L 


negative (NGX) 










Enable signal K31 


K31 


- NGX + . . . 


Used for changing one's 




t^ i An h i Aii 






complement number to 
two's complement 


INAU-rNAOl 

CS0-CS31 * 

i^u <~^«^-£ ADDER _^ S0 _ S31 




SXPR/10- 








N(D0-D3])' T 


rvpn /l o 
j/\riy i \j 


- SXADD + 


Place two s complement 




K31 1 


SXADD 


- FAS21 PH5 + . . . 


of word contained in the 
D-registeronto the sum bus 










Mnemonic: LAW (3B, BB) 






(Cont 


nued) 
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Table 3-36. Load Absolute Word, Phase Sequence (Cont. 



Phase 


Function Performed 


Signals Involved 


Comments 


PH5 


If word stored in D-register is 








T10L 


positive 








(Cont.) 


hah M A 1 1 












INMU-INMO I 








ADDER — — S0-S31 


SXPR/10- 






iNV-bU-INt-bo 1 *" 






i 


SXPR/13 


- SXADD + . . . 


Place word contained in 
the D-register onto the 


\J\J~ VJO \ 












sum bus 




S0-S31 -RW0-RW31 


RWXS/0- 










RWXS/3 


- RW 


Load data from sum bus 






RW 


- FAS21 PH5 + . . . 


into private memory reg- 
ister specified by R-field 




T\ r 11 / k Afl A 


31 


AXS 


- FAS21 PH5 + . . . 


Load data from sum bus 


bU- JO 1 / ■" AU-A 










into A-register 




Set flip-flop TESTA 


S/TESTA 
R/TESTA 


- FAS21 PH5 + . . . 






Enable signal ENDE 


ENDE 


- FAS21 PH5 + . . . 






Set flip-flop PRE1 for the next 


S/PRE1 


= ENDE N(S/INTRAPF) 






instruction 


R/PRE1 


(NHALT + FUEXU) + . . . 




! If overflow, set condition-code 


S/CC2 


- FAS10 PH5 K0 + . . . 


During an LAW instruction 


! flip-flop CC2 


R/CC2 


••-- PROBEOVER + . . . 


fixed-point overflow 
occurs if the original data 


i 
i 


PROBEOVER 


= FAS26 PH5 + . . . 


word in the C-register was 
X' 80000000' 




If overflow, and bit 11 of the PSW 


TROVER 


- FAS10 PH5 K0 AM + . . . 


Trap to location X'43' 


is a one (trap mask), enable signal 
1 TROVER, and set flip-flops TRAP, 


AM 


= function of bit 11 of the PSW 




TR30 and TR31 


S/TRAP 


- TROVER + . . . 






TRAP forces a 


one into P25 via PXTR 








R/TRAP 


RESET + . . . 








S/TR30 


--■ TROVER N STRAP 

N(S/TRACC4/1) + . . . 








TR30 forces a 


one into P30 via PXTR 








R/TR30 


■= (R/TR) 








SAR31 


- TROVER N(S/TRACC4/1) 
NSTRAP NTRAP + . . . 








TR31 forces a 


one into P31 via PXTR 








R/TR31 


- (R/TR) 








PXTR 


INTRAP1 INTRAP2 TRAP 










Mnemonic: LAW (3B, BB) 








(Cont 


inued) 
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Table 3-36. Load Absolute Wor4 Phase Sequence (Cont.) 



Phc 



Next 
clock 



Function Performed 



Test word in A-register and code 
condition-codeflip-flop CC3 

If word is not zero, set flip-flop 
CC3 



If word is zero, reset flip-flop CC3 



Signals Involved 



S/CC3 = NAO NA0031Z TESTA 

(...)+... 

NA0031Z = A-register does not contain 

a 1 1 zeros 

R/CC3 = TESTA 



Comments 



Mnemonic: LAW (3B, BB) 
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Paragraphs 3-175 to 3-176 



The two words are taken together as a 64-bit unit and two's 
complemented. The complemented doubleword is loaded 
into two consecutive private memory registers specified by 
the R-field. The 32 low order bits occupy the odd private 
memory location. If the address specified by the R-field 
is odd, only the 32 high order bits of the doubleword are 
stored. 

The low order word is read from core memory into the C- 
register. The contents of the C-register is one's comple- 
mented and is clocked into the D-register. In the adder, 
one is added to the contents of the D-register. The two's 
complement of the low order word formed is loaded via the 
sum bus into the odd private memory register specified by 
the R-field. The complemented low order word is also 
tested for zero and for end carry conditions, and the results 
are stored in flip-flops BWZ and CS31, respectively. 

The high order word is then read from core memory into the 
C-register. Again the one's complement of the C-register 
is clocked into the D-register and is placed in the adder. 
Bit CS31, if true, is added to the contents of the D-registers. 
The entire sum is placed on the sum bus and is loaded into 
the even numbered private memory register. In addition, 
this new high order word is clocked into the A-register, and 
bit A31 is merged with the contents of flip-flop BWZ. This 
information is used for zero-testing the complemented dou- 
bleword. At the end of the instruction the complemented 
doubleword is tested for overflow. Flip-flop CC2 is set, if 
overflow occurs and the trap mask is present. The comple- 
mented doubleword is tested for positive, negative, and zero 
conditions. Results of this test are stored in flip-flops CC3 
and CC4. 

A sequence chart of the Load Complement Doubleword in- 
struction is given in table 3-37. 

3-175 Load Absolute Doubleword (LAD IB, 9B) 

The Load Absolute Doubleword instruction is used to trans- 
fer the absolute value of a doubleword from two consecu- 
tive word locations in core memory to two consecutive fast 
memory registers specified by the R-field. Initially, the low 
order word is read from core memory and is gated, via the 
C-register, into the D-register. The two's complement of 
the low order word is clocked via the adder and sum bus 
into the A-register, while the D-register retains the orig- 
inal low order word. If end carry is detected in the two's 
complement of the low order word, it is stored in flip-flop 
K00H (reset condition). The high order word is read from 
core memory into the C-register, and is tested for a positive 
or a negative value. If it is positive, the low order word 
is transferred from the D-register into the odd private mem- 
ory register. If it is negative, the two's complement of the 
low order word is transferred from the A-register into the 
odd private memory register. Also, if the value is positive, 
the high oider word is clocked into the D-register; if nega- 
tive, the one's complement of the high order word is gated 
into the D-register. The two's complement of the low order 
word is also tested for zero conditions, and the result is 
stored in flip-flop BWZ (reset condition). 



In the adder, the contents of the D-register is combined with 
the end carry, if any, and the new sum is loaded via the sum 
bus into the even numbered fast memory register. The abso- 
lute value of the doubleword is tested for overflow condi- 
tion. If overflow occurs and the trap mask is present, it is 
stored in flip-flop CC2. Next, the absolute value of the 
doubleword is tested for a positive, a negative, and a zero 
condition. Results of this test are stored in flip-flops CC3 
and CC4. 

A sequence chart of the Load Absolute Doubleword instruc- 
tion is given in table 3-38. 

3-176 Load Selective (LS 4A, CA) 

The LS instruction causes storing of selected bits from the 
word contained in the effective memory location, as deter- 
mined by a 32-bit mask in private memory, into the private 
memory register addressed in the R-field of the instruction 
word. 

If the private memory register addressed in the R-field is an 
even numbered register, the 32-bit mask contained in the 
odd numbered private memory register is compared with the 
data word from core memory. Wherever a one is contained 
in the mask, the corresponding bit of the core memory data 
word is stored in the even numbered private memory regis- 
ter. Wherever a zero exists in the mask, the corresponding 
bit in the private memory register is left unchanged. 

If the private memory register addressed in the R-field is an 
odd numbered register (the same register containing the 
mask), a logical AND operation is performed with the mask 
and the data word from core memory. The result is stored 
in the odd numbered private memory register. 

The core memory operand is loaded into the D-register, and, 
at the same time, the contents of the odd numbered private 
memory register are loaded into the A-register. Address 
line LR31 has been set previously to address the odd num- 
bered register. A logical AND operation is performed in the 
adder between the mask in the A-register and the data word 
in the D-register. The result is loaded into the B-register. 
Next an Exclusive OR operation is performed between the 
mask in the A-register and the ones in the CS-register to 
obtain the complement of the mask. The result is stored in 
the D-register. Flip-flop LR31 is reset, and the data from 
the private memory register selected by the R-field of the 
instruction, whether even or odd, is clocked into the A- 
register. A logical AND operation is performed on the data 
in the A-register, the complement of the mask in the D- 
register, and the ones in the CS-register. The adder output 
Is merged on the sum bus with the output of the B-register, 
and the result is stored in the private memory register ad- 
dressed by the R-field of the instruction. The data on the 
sum bus is tested for all zeros and for the state of bit 0, and 
the condition-code flip-flops are set accordingly. 

Table 3-39 is an example of the Load Selective operation 
for both an even and an odd numbered private memory reg- 
ister. A sequence chart for the instruction is given in 
table 3-40. 
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Table 3-37. Load Complement Doublewor4 Phase Sequence 



Phase 


Function Performed 


Signals Involved 


Comments 


PREP 


At the end of PREP: 

(O) Opcode 

(Q) Next instruction address 

(R) R-field 

(P) Effective doubleword address 

(LB31) Logical one 

Two memory requests pending, one 






Selects 32 low order bits 
of doubleword to be 
loaded 


PHI 


for each word 


of the doubleword 








- /~r\ /~oi 


CXMB 


- DG 


Low order word gated into 


MdU-Mdoi ' »wU-v.o i 


T4RL 


i. irn Mr"ii ' k nn mi 


DXNC/10- 




the C-register from mem- 
ory bus when data gate 
signal received from 
memory 


NHJ-INCol / m \J\j-Vo\ 






DXNC/13 


- DXNC/1 + . . . 


Clock one's complement 






DXNC/1 


- NOl 03 04 N05 N07 

PHI + . . . 


of low order word into the 
D-register 




1 / ^ 1 RT1 




(S/LR31/2) 


- OU1 N05 N07 PHI + . . . 


Force a one into address 


1 / ^ Ll\0 1 










line LR31 for selection of 










odd numbered fast memory 










register 




1-^— CS31 


CSX1/31 


DXNC/1 + . . . 


Preset adder for two's 






DXNC/1 


- NOl 03 04 N05 N07 

PHI + . . . 


complement of low order 
word— ^S in PH2 




Set flip-flop RQ 


S/RQ 


- OU1 N05 N07 PHI + . . . 


Generate memory re- 






R/RQ 


CLEAR DRQ 


quest for next instruction 




Set flip-flop DRQ 


S/DRQ 


PREDO PHI + . . . 


Inhibits clock until data 






PREDO 


OU1 N05 N07 + . . . 


release signal received 
from memory 






R/DRQ 








Set flip-flop PH2 


S/PH2 
R/PH2 


= PHI NBR (...) + ... 


Advance to PH2 




Enable signal (S/T10L) 


(S/T10L) 


FULCD PHI + . . . 


Select clock in PH2 






FULCD 


- OU1 OLA 




PH2 
T10L 


r«m 










ADDER — S0-S31 


SXPR/10- 






UU-UJI * 






SXPR/13 


JArtfU ' . . . 


Place two's complement 






SXADD 


= FAS16 PH2 + . . . 


of low order word onto 
the sum bus 










Mnemonic: LCD (1A, 9A) 








(Cont 


inued) 
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Table 3-37. Load Complement Doubleword, Phase Sequence (Cont.) 



Phase 


Function Performed 


Signals Involved 


Comments 


PH2 


S0-S3l-7^—RW0-RW31 [R + l] 


RWXS/0- 






T10L 




RWXS/3 


- RW 


Load low order word into 


(Cont.) 




RW 


- OU1 04 N05 N07 PH2 

+ . . . 


the odd numbered private 
memory register specified 
by the R-field 




T\ r 1 1 / » A O A° 1 


AXS 


- FAS16 PH2 +- . . . 


Load low order word in 


oU-JO ! / ^ AU-Ao 1 










A-register in preparation 










for zero- testing in PH5 




MB0-MB31 -C0-C31 


CXMB 


DG 


High order word gated 
into the C-register from 
memory bus when data 
gate signal received from 
memory 




NC0-NC31^-^D0-D31 


DXNC 


- FULCD PH2 * . . . 


Clock one's complement 






FULCD 


OU1 OLA 


of high order word into 
the D-register 




If end carry is detected in low 


S/K00H 


SOO 1 . . . 


Store carry from low order 




order word, reset flip-flop K00H 


SOO 

K00 

R/K00H 


Function of NK00 
End carry present 


word 




Set flip-flop PH3 


S/PH3 


- PH2 NBR (...) i- . . . 


Advance to PH3 


PH3 


Enable signal (S/T4RL) 

If A-iegister does not contain all 


(S/T4RL) 
S/BWZ 


FULCD PH2 t . . . 
- NA0031Z FAS16 N0L9 PH3 


Select clock in PH3 




T4RL 


zeros, set flip-flop BWZ 


R/BWZ 


+ . . . 
- CLEAR 






Clear A-regisrer 


R/AO-A/31 
AX/1 


- AX/1 + . . . 

■- FAS19 PH3 t- . . . 






If flip-flop K00H was reset in PH2, 


S/CS31 


- CSX1/8 + . . . 


Store end carry from low 




set flip-flop CS31 


CSX1/8 
R/CS31 


NK00H (S/BWZ/1) NO LB 
(R/CS31) 


order word in flip-flop 
CS31 




i<>iic p,n l / M pic pi l 


PXQ 


PREDO PH3 + . . . 


Load next instruction ad- 


Uij-UjI / * r!0 ro 1 




i 
! 


PREDO 


- OU1 N05 N07 t - . . . 


dress into the P-register 




Set flip-flop PH5 ! 


S/PH5 
BRPH5 


- BRPH5 NCLEAR t ... 

FAS16 PH3 '■ . . . 


Advance to PH5 




Enable signal (S/T10L) 


(S/T10L) 


FAS19 PH3 t . . . 


Select clock in PH5 




Enable signal (S/DRQ) 

i 
1 


(S/DRQ) 


FAS16 PH3 1- . . . 


Inhibits transmission of 
another clock until data 
release signal received 
from core memory 










Mnemonic: LCD (lA, 9A) 






(Continued) 
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Table 3-37. Load Complement Doubleword, Phase Sequence (Cont.) 



Phase 


Function Performed 


Signals Involved 


Comments 


PH5 


NA0-NA31 j 

D0-D31 ADDER — S0-S31 

CS31 * 








T10L 


SXPR/I0-13 


SXADD + . . . 


Place high order word 




SXADD 


FAS19 PH5 + . . . 


together with carry from 
low order word onto the 










sum bus 




S0-S31 -RW0-RW31 [r] 


RWXS/0- 










RWXS/3 


- RW 


High order word gated 






RW 


FASI6 PH5 + . . . 


into even numbered pri- 
vate memory register 
specified by the R-field 




S0-S31-t^-A0-A31 


AXS 


=■ FAS16 PH5 + . . . 


Load high order word from 
sum bus into the A- 
register 




BWZ-y-»-A31 


S/A31 


- A31XI + . . . 


Store not-all -zeros con- 






A31XI 


- FAS16 BWZ + . . . 


dition of low order word 
in flip-flop A31 




Set flip-flop TESTA 


S/TESTA 
R/TESTA 


- FAS16 PH5 + . . . 






Enable signal ENDE 


ENDE 


- FAS16 PH5 + . . . 






Set flip-flop PRE1 for the next 


S/PRE1 


■- ENDE N(S/INTRAPF) 






instruction 


R/PRE1 


(NHALT + FUEXU) + . . . 






If overflow, set condition-code flip- 


S/CC2 


- OVER PROBEOVER + . . . 


During an LCD instruction 




flop CC2 


OVER 


DO NKO NPR0NFAS10 + . . . 


fixed-point overflow 
occurs if the original 






PROBEOVER 


- FASI9 PH5 + . . . 


doubleword was 






R/CC2 


= PROBEOVER + . . . 


X 1 8000000000000000 ', 
since the two's comple- 
ment of this number is al- 
so X' 8000000000000000' 




if overflow, and bit 1 "l of the PSW 


TROVER 


= OVER AM PROBEOVER 


1 rap to location X'4J' 




is a one (trap mask), enable signal 
TROVER 


AM 


= Function of bit 11 of the PSW 




Next 


Test word in A-register and code 








clock 


condition -code flip-flops CC3 
and CC4 










If word is positive, set flip-flop CC3 


S/CC3 


= NAO NA0031Z TESTA 






and reset flip-flop CC4 


NA0031Z 


(...)+... 

~ A-register does not contain 
all zeros 






If word is negative, set flip-flop CC4 


R/CC3 


TESTA 






t-ftn/4 raco+ tlir% — fl^r* i K\ 


S/CC4 


A0 TESTA NTESTA/1 + . . . 






If word is zero, reset flip-flops CC3 
and CC4 


R/CC4 


- TESTA 












Mnemonic: LCD (1A, 9A) 
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Table 3-38. Load Absolute Double word, Phase Sequence 



Phc 



Function Performed 



Signals Involved 



Comments 



PREP 



PHI 
T4RL 



At the end of PREP : 

(O) Opcode 

(Q) Next instruction address 

(R) R-field 

(P) Effective doubleword address 

(LB31) Logical one 



Two memory requests pending, one 
for each word of the doubleword 



MB0-MB31- 



C0-C31 



C0-C31-7^— D0-D31 

Enable signal (S/NGX) 
Set flip-flop DRQ 

Force ones into the CS-register 



CXMB 



DXC/10- 
DXC/13 

DXC/6 
(S/NGX) 

FULAD 
S/DRQ 

PREDO 

R/DRQ 

CSX 1/9, 
CSXl/10 



Set flip-flop PH2 



Enable signal T6L 



PH2 NA0-NA31 
T6L 



Selects 32 low order bits 
of doubleword to be 
loaded 



CS0-CS31 - 
N(D0-D31) 
K31 



ADDER- 



-S0-S31 



S0-S31-/-^A0-A31 



DG 



DXC/6 + . . . 

NOl 03 OLB PHI + 

FULAD PHI + . . . 

OU1 OLB 

PREDO PHI + . . . 

OU1 N05 N07 +■ . . 



(S/NGX) + . . 



Low order word gated into 
the C-register from memory 
bus when data gate signal 
received from memory 

Clock low order word 
into the D-register 



— S 



S/PH2 


PHI NBR (...) + . . . 


R/PH2 




T6L 


- NT1L NT4L NT8L NT10L 




NRESET 


NA0-NA31 


Reset at end of PREP 


CS0-CS31 


Set at PHI clock 


SXPR/10-13 


SXADD + . . . 


SXADD 


- NGX NFAMDSF +■ . . . 


K31 


NGX 


AXS 


FAS16 PH2 + . . . 



Preset for -D 
PH2 



Inhibits clock until data 
release signal received 
from memory 



Prepare to place two's 
complement of word stored 
in the D-register onto the 
sum bus in PH2 

Advance to PH2 



Select clock in PH2 



Place two's complement 
of low order word onto 
the sum bus 



Load two's complement of 
low order word from sum 
bus into the A-register 



Mnemonic: LAD (IB, 9B) 



(Continued) 
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Table 3-38. Load Absolute Doublewor4 Phase Sequence (Cont.) 



Phase 


Function Performed 


Signals Involved 


Comments 


PH2 
T6L 
(Cont.) 


Reset flip-flop K00H if end carry 
is detected in complement of low 
order word 


S/K00H 
SOO 
KOO 

R/K00H 


=- SOO + . . . 

= Function of N KOO 
= End carry present 


Store carry from low 
order word 




MB0-MB31 -C0-C31 


CXMB 


- DG 


High order word gated 
into the C-register from 
memory bus when data 
gate signal received from 
memory 




1^-LR31 


(S/LR31/2) 


■--- FULAD PH2 + . . . 


Selects odd numbered 






FULAD 


= OU1 OLB 


private memory register 




Set flip-flop PH3 


S/PH3 
R/PH3 


PH2 NBR (...)+... 


Advance to PH3 


PH3 


Enable signal (S/T8L) 


(S/T8L) 


- FULAD PH2 + . . . 


Select clock in PH3 


If NCO 








T8L 




SXD/10- 
SXD/13 

SXD 


- SXD + . . . 

FULAD NCO PH3 + . . . 


If operand is positive, 
place low order word onto 
the sum bus 


UU-LMI" - *" 5U-5JI 

If CO 




A0-A31 "-S0-S31 

S0-S31 -RW0-RW31 [R + l] 


SXA/I0- 
SXA/I3 

SXA 

RWXS/0- 
RWXS/3 

RW 


- SXA 

- FULAD CO PH3 + . . . 

,-. RW 

FULAD PH3 + . . . 


If operand is negative, 
place two's complement 
of low order word onto 
the sum bus 

Load absolute value of 
low order word into the 
odd numbered private 




Set flip-flop BWZ if two's comple- 
ment of low order word does not 


S/BWZ 


- NA0031Z FAS16 N0L9 PH3 

+ . . . 


memory register speotied 
by the R-field 




contain all zeros 
If NCO 


R/BWZ 


; CLEAR 






C0-C31^-~ D0-D31 
If CO 


DXC/10- 
DXC/13 

DXC/6 


= DXC/6 

= FULAD NCO PH3 + ... 


If operand is positive, 
clock high order word 
into the D-register 




NC0-NC31-y— -D0-D31 


DXNC/10- 
DXNC/13 

DXNC 


- DXNC 

= FULAD CO PH3 + . . . 


If operand is negative, 
clock one's complement 
of high order word into 
the D-register 










Mnemonic: LAD (IB, 9B) 






(Con 


finued) 
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Table 3-38. Load Absolute Doubleword, Phase Sequence (Cont.) 



Phas 



Function Performed 



Signals Involved 



Comments 



PH3 
T8L 
(Cont. 



If CO and flip-flop K00H was reset 
in PH2, set flip-flop CS31 



Q15-Q31^^P15-P31 



Enable signal MRQ/1 



PH5 
T10L 



Set flip-flop PH5 



Enable signal (S/T10L) 



NA0-NA31 



DA0-DA31 "-ADDER- 

CS31 



-S0-S31 



S0-S31- 



-RW0-RW31 



M 



S0-S31-/— -A0-A31 



BWZ -A31 



Set flip-flop TESTA 



Enable signal ENDE 

Set flip-flop PRE1 for the next 
instruction 



If overflow, set condition-code 
flip-flop CC2 



S/CS31 
CSX1/8 



CSX1/8 + 



FULAD NK00H CO PH3 

+ 



PXQ 


-- PREDO PH3 + . . . 


PREDO 


-■ OU1 04 N05 + . . . 


MRQ/1 


- FULAD PH3 + . . . 


S/PH5 


■- BRPH5 NCLEAR + . . . 


BRPH5 


-- FAS16 PH3 + . . . 


(S/T10L) 


- FAS19 PH3 + . . . 


SXPR/10-13 


= SXADD + . . . 


SXADD 


--= FAS19 PH5 + . . . 


RWXS/0- 
RWXS/3 


- RW 



RW 



AXS 



FAS16 PH5 + . 



FAS16 PH5 + . . . 



S/A31 


- A31X1 + . . . 


A31X1 


- FAS16 BWZ + . . . 


S/TESTA 


FAS16 PH5 + . . . 


R/TESTA 




ENDE 


FAS16 PH5 4 ... 


S/PRE1 


ENDE N(S/INTRAPF) 
(NHALT + FUEXU) + . . . 


R/PRE1 




S/CC2 


OVER PROBEOVER + . . . 


OVER 


DO NKO NPRO NFAS10 

+ . . . 


PROBEOVER 


FAS19 PH5 + . . . 


R/CC2 


PROBEOVER 



Store end carry from low 
order word in flip-flop 
CS31 

Redundant Q — *-P is for 
mechanization conven- 
ience 

Generate memory request 
for next instruction 

Advance to PH5 



Select clock in PH5 



Place absolute value of 
high order word, together 
with carry from low order 
word, onto the sum bus 

High order word gated 
into even numbered pri- 
vate memory register 
specified by the R-field 

Load high order word from 
sum bus into the A- 
register 

Store not-all-zeros con- 
dition of low order word 
in flip-flop A31 



During a LAW instruction 
fixed-point overflow 
occurs if the original 
value of the doubleword 
was X' 8000000000000000' 



Mnemonic: LAD (IB, 9B) 



(Continued) 
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Table 3-38. Load Absolute Doublewor4 Phase Sequence (Cont.) 



Phc 



PH5 

T10L 

(Cont.) 



Function Performed 



If overflow and bit 1 1 of the PSW 
is a one (trap mask), enable signal 
TROVER, and set flip-flops TRAP, 
TR30, and TR31 



Next 
clock 



Test word in A-register and set 
flip-flops CC3 and CC4 

If word is positive, set flip-flop CC3; 
if word is negative, set flip-flop 
CC4; if word is zero, reset flip-flops 
CC3 and CC4 



Signals Involved 



TROVER 


= OVER AM PROBEOVER 


AM 


^ Function of bit 11 of the PSV\ 


S/TRAP 


- TROVER + . . . 


TRAP forces a 


one into P30 via PXTR 


R/TRAP 


= RESET + . . . 


S/TR30 


= TROVER N(S/TRACC4/1) 
NSTRAP + . . . 


TR30 forces a 


one into P30 via PXTR 


R/TR30 


- (R/TR) 


S/TR31 


= TROVER N(S/TRACC4/1) 
NSTRAP NTRAP + . . . 


TR3I forces a 


one into P31 via PXTR 


R/TR31 


= (R/TR) 


PXTR 


- INTRAP1 INTRAP2 TRAP 



S/CC3 


NAO NA0031Z TESTA 


NA0031Z 


= A-register does not contain 




all zeros 


R/CC3 


- TESTA 


S/CC4 


- A0 TESTA NTESTA/1 + . . 


R/CC4 


- TESTA 



Trap to location X'43 1 



Mnemonic: LAD (IB, 9B) 
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Table 3-39. Load Selective Operation Example with Even and Odd Numbered R-Field Address 
R-Field Even Address 



Contents of registers: 

R (odd) (mask) 
Effective word 
R (even) 

PH2 A.D— -S 

Mask (A-register) 
Effective word (D) 
Result in B 

PH4 A © CS— ^S 

Mask (A-register) 

CS-register 

Result in D-register 

(NRodd) 



PH5 



A.D — — S 



R (even) (A-register) 
D-register (NRodd) 
Result on sum bus 



00101100111010101110100011011101 
01010001 1 101 100101 1 1 10101 101001 1 

01100111001110100010101100110111 

00101100111010101110100011011101 

oioioooi noi looiom 10101 loiooi i 

000000001 100100001 1010001 1010001 

S— ^C^— D 
00101100111010101110100011011101 

nminnnmnmnnnmm 

11010011000101010001011100100010 



01100111001110100010101100110111 
11010011000101010001011100100010 
1 0000 1 1 000 1 0000000000 1 1 00 1 000 1 



2CEAE8DD 
51D97AD3 
673A2B37 



2CEAE8DD 
51D97AD3 
00C868D1 



2CEAE8DD 
FFFFFFFFF 
D3151722 



673A2B37 
D3151722 
43100322 



Sum bus 

B-register 

Merge 



1 0000 1 1 000 1 0000000000 1 1 00 1 000 1 
00000000110010000110100011010001 
0100001 11101 100001 101011 1 1 1 1001 1 



43100322 
00C868D1 
43D83BF3 



Operation: Wherever a one is contained in the mask, the corresponding bit of the effective 
word is stored in the even numbered private memory register. When a zero exists 
in the mask, the corresponding bit in the private memory register is left unchanged. 

B. R-Field Odd Address 



Contents of registers: 

R (odd) (mask) 
Effective word 

PH2 A.D— -S 

Mask (A-register) 
Effective word (D) 
Result in B-register 

PH4 A © CS— -S 

Mask (A-register) 

CS-register 

Result in D-register 

PH5 A.D— ^S 

R (odd) A-register 
D-register (NRodd) 
Result on sum bus 



00101100111010101110100011011101 
01010001110110010111101011010011 

S- 7 t -^B 

00101100111010101110100011011101 
01010001001010010111101011010011 
000000001 100100001 1010001 1010001 

S— -C-^-D 

ooioi iooi noioioi noioooi ion ioi 
in n in m in n in m ii n in in 

1 101001 100010101000101 1100100010 



ooionoon loioion ioioooi lomoi 

11010011000101010001011100100010 
00000000000000000000000000000000 



2CEAE8DD 
51D97AD3 



2CEAE8DD 
51 D97AD3 
00C868D1 



2CEAE8DD 

FFFFFFFF 

D3151722 



2CEAE8DD 

D3151722 

00000000 



Sum bus 
B-register 
Result of merge 



00000000000000000000000000000000 
000000001 100100001 1010001 1010001 
000000001 1001000011010001 1010001 



00000000 
00C868D1 
00C868D1 



Operation: A logical AND operation is performed with the mask and the effective word. The 
result is stored back in the odd numbered private memory register. 
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Table 3-40. Load Selective, Phase Sequence 



Phase 


Function Performed 


Signals Involved 


Comments 


PREP 


At the end of PREP: 








(O) Opcode 




(P) Effective word address 










(Q) Next instruction address 










(R) R-field 










(LR31) True 






Selects odd private mem- 


PHI 
T4RL 




CXMB 




ory register 


- DG 


Operand gated from core 
memory into C-register 
when data gate signal re- 
ceived from memory 


MBU-MliJI *" L-U-L.J 1 




C0-C31-y-— D0-D31 


DXC/10 - 
DXC/13 

DXC/6 

FAS6 


-- DXC/6 + . . . 

- FAS6 PHI + . . . 

- OU4 OLA + . . . 


Clock operand into the 
D-register 




Onnr / »- r^n r^^i 


CSX 1/9 
(S/NPRX) 


-- (S/NPRX) + ... 
- FAS6 PHI + . . . 


Used for logical opera- 
tion in PH2 






Enable signal (S/T4L) 


(S/T4L) 
FULS 


- FULS PHI + . . . 

- OU4 OLA 


Select clock in PH2 


PH2 
T4L 


RR0-RR31-^—A0-A31 [R + l] 

AH All 


AXRR 
FAS 15 

SXPR 

(S/NPRX/l) 


- FAS15 PHI + . . . 
OU4 OLA + . . . 


Transfer mask from odd 
fast memory register into 
the A-register 


NPRX/1 NSDIS + . . . 
(S/NPRX) - set in PHI 


Perform an AND opera- 
tion between the mask 
(A-register) and the oper- 
and (D-register) and place 
the result on sum bus 


AU-AJ 1 

f 

CS0-CS31 -ADDER -S0-S31 

* 
D0-D31 ' 




S0-S31-y— B0-B31 


BXS 


- FAS6 PH2 + . . . 


Clock masked bits of 
operand into the B- 
register 




nnnr / »r^n~rsTi 


CSX1 


FULS PH2 + . . . 


Used for logical opera- 
tion in PH4 






Enable signal BRPH4 


BRPH4 


- FULS PH2 


Advance to PH4 




Enable signal T6L 


T6L 


NT1L NT4L NT8L NT10L 
NRESET 


Select clock in PH4 




Enable signal (S/CXS) 


(S/CXS) 


FULS PH2 + . . . 


Used in PH4 










Mnemonic: LS (4A, CA) 






(Continued) 





3-244 



XDS 901060 



Table 3-40. Load Selective,Phase Sequence (Cont. 



Phc 



Function Performed 



Signals Involved 



Comments 



PH4 
T6L 



PH5 
T8L 



A0-A31- 



CS0-CS31 



$~ 



ADDER- 



S0-S31 — -C0-C31 
C0-C31^— D0-D31 



RR0-RR31^— A0-A31 



Enable signal (S/NPRX) 
Ones-^—CS0-CS31 
Enable signal MRQ/1 



Q15-Q31-^-^P15-P31 



Enable signal (S/DRQ) 



Enable signal (S/T8L) 

CS0-CS31 1 

A0-A31 --ADDER 

D0-D31 * 

B0-B31 



S0-S31 



[R] 



— S0-S31 



— S0-S31 



SXPR 



CXS 



(S/NPRX) 

CSX1/9 

MRQ/1 



PXQ 
(S/DRQ) 

(S/T8L) 

SXPR 
(S/NPRX/ 1) 



S0-S31 -RW0-RW31 



Enable signal ENDE 

Set flip-flop PRE1 for the next 
instruction 



RWXS/0 
RWXS/3 

RW 



ENDE 
S/PRE1 

R/PRE1 



FULS PH4 



Set at PH2 clock 



DXC/10 - 
DXC/13 


-■ DXC/6 + 


DXC/6 


- FULS PH4 


AXRR 


FULS PH4 



FULS PH4 + 
(S/NPRX) + 
FAS6 PH4 + 



MRQ/1 + . . 
FAS6 PH4 + 

FULS PH4 + 



NPRX/1 NSDIS + . . . 
(S/NPRX) Set in PH4 



RW 

Ol NQ2 NQ5 06 PH5 



FAS15 PH5 + . . . 

ENDE N(S/INTRAPF) 
(NHALT + FUEXU) 1 



Place complement of mask 
(A-register) via adder on 
sum bus, and then in the 
C-register 



Clock complement of mask 
in D-register 

Transferred word to be 
masked from even 
numbered private memory 
register into the A- 
register 

Used for logical opera- 
tion in PH5 

Generate memory request 
for next instruction, as 
specified by the Q- 
register 

Load next instruction ad- 
dress into the P-register 

Inhibits clock until data 
release signal received 
from core memory 

Select clock in PH5 

Perform an AND opera- 
tion between the comple- 
ment of the mask (D- 
register) and the word to 
be masked (A-register). 
Merge result on sum bus 
with masked bits of oper- 
and (B-register) 

Store result in even 
numbered private memory 
register 



(Continued) 



Mnemonic: LS (4A, CA) 
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Table 3-40. Load Selective, Phase Sequence (Cont.) 



Phas 



Function Performed 



Signals Involved 



Comments 



PH5 
T8L 
(Cont.) 



Next 
clock 



Set flip-flop TESTA 



S0-S31-^-A0-A31 



Test word in A-register, and set flip- 
flops CC3 and CC4 

If word is positive, set flip-flop CC3; 
if word is negative, set flip-flop CC4; 
if word is zero, reset flip-flops CC3 
and CC4 



S/TESTA 


- FAS15 PH5 + 


R/TESTA 




AXS 


- FAS15 PH5 + 



Clock result in A-register; 
used for testing result 
stored in private memory 
register 



S/CC3 


- NAO NA0031Z TESTA 




(...)+..• 


NA003IZ 


= A-register does not contain 




all zeros 


R/CC3 


- TESTA 


S/CC4 


- A0 TESTA NTESTA/1 + . . 


R/CC4 


- TESTA 



Mnemonic: LS (4A, CA) 
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Paragraphs 3-177 to 3-184 



3-177 Load Multiple (LM 2A, AA) 

During the Load Multiple instruction, a sequential set of 
words is read from core memory and is loaded into a se- 
quential set of private memory registers specified by the R- 
field. The number of words to be loaded (word count) is 
first stored in flip-flops CC1-CC4 and then is clocked into 
flip-flops E4-E7. An initial count of 0000 is interpreted as 
a word count of 16. 

The instruction is executed in a sequence of iterations. Dur- 
ing each iteration, a word is transferred from core memory, 
via the C- and D-registers, and sum bus into the private 
memory register. The P- and R-registers are incremented by 
one, and the E-register is decremented by one. Iterations 
stop when the word count in the E-register reaches one. 

A sequence chart of the Load Multiple instruction is given 
in table 3-41. 

3-178 Load Conditions and Floating Control Immediate 
(LCFI 02, 82 ) 

This instruction is used to load the condition codes and 
floating control bits obtained during the previous instruc- 
tion into CPU registers reserved for this purpose. The con- 
dition codes occupy bit positions 24 through 27 of the in- 
struction word, and are loaded into flip-flops CC1-CC4 if 
bit position 10 of the instruction word is a one. The float- 
ing control bits occupy bit positions 29 through 31 of the 
instruction word, and are loaded into flip-flops FS, FZ, and 
FNF if bit position 11 of the instruction word is a one. 

A sequence chart of the Load Conditions and Floating Con- 
trol Immediate instruction is given in table 3-42. 

3-179 Load Conditions and Floating Control (LCF 70, F0) 

The Load Conditions and Floating Control instruction is used 
to load the condition codes and floating control bits, ob- 
tained from a specific byte in core memory, into CPU regis- 
ters reserved for this purpose. The condition codes occupy 
bit positions through 3 of the effective byte, and are 
loaded into flip-flops CC1-CC4 if bit position 10 of the in- 
struction word is a one. The floating control bits occupy 
bit positions 5 through 7 of the effective byte, and are 
loaded into flip-flops FS, FZ, and FNF if bit position 11 of 
the instruction word is a one. 

A sequence chart of the Load Conditions and Floating Con- 
trol instruction is given in table 3-43. 

3-180 Exchange Word (XW 46, C6) 

The Exchange Word instruction is used to exchange a word 
in core memory with a word in a private memory register 
specified by the R-field. The original core memory word is 
held temporarily in the D-register and then is loaded into 
the private memory register. The original private memory 
word is held temporarily in the A-register and then is stored 



in core memory. At the end of the instruction, the new word 
contained in the private memory register is tested for zero, 
positive, and negative conditions. The results of this test are 
stored in flip-flops CC1-CC4. 

A sequence chart of the Exchange Word instruction is given 
in fable 3-44. 

3-181 Store Byte (STB 75, F5) 

The Store Byte instruction is used to transfer one byte from a 
fast memory register specified by the R-field info a core mem- 
ory location specified by the effective address. 

The byte to be stored is obtained from bits 24-31 of the af- 
fected fast memory register and is clocked into A24-A31. 
It is transferred to the appropriate byte on the sum bus (S0- 
S7, S8-S15, S16-S23, or S24-S31) as specified by P32 and 
P33 and is stored at the effective byte address in core mem- 
ory. 

A sequence chart of the Store Byte instruction is given in 
table 3-45. 

3-182 Store Halfword (STH 55, D5) 

The Store Halfword instruction is used to transfer one half- 
word from a fast memory register specified by the R-field 
into a core memory location specified by the effective ad- 
dress. 

The halfword to be stored is obtained from bits 16-31 of the 
affected fast memory register and is clocked into A16-A31. 
It is transferred to the appropriate halfword on the sum bus 
(S0-S15 or S16-S31) as specified by P32 and is stored at the 
effective halfword address in core memory. 

A sequence chart of the Store Halfword instruction is given 
in table 3-46. 

3-183 Store Word (STW 35, B5) 

The Store Word instruction is used to transfer one word from 
a private memory register specified by the R-field, via the 
A-register and sum bus, into the effective core memory lo- 
cation. 

A sequence chart of the Store Word instruction is given in 
table 3-47. 

3-184 Store Doubleword (STD 15, 95) 

The Store Doubleword instruction is used to transfer a dou- 
bleword from two consecutive private memory registers into 
two consecutive core memory locations. The R-field and 
the effective address point to the even numbered private 
memory register and to the even numbered core memory lo- 
cations, respectively. Initially, bits LR31 and LB31 are 
driven true, causing the low order word to be transferred 
first. The low order word is obtained from the odd private 
memory register and is stored in the odd core memory location. 
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Table 3-41. Load Multiple, Phase Sequence 



Phase 


Function Performed 


Signals Involved 


Comments 


PREP 


At the end of PREP: 








(O) Opcode 




(Q) Next instruction address 










(P) Effective address of first 
word 










(R) Address of first general 
register 








PHI 
T4RL 


(CC) Word count 
CCl-CC4-y-^E4-E7 


EXCC 






= FAST PHI 04 N05 06 


Load word count into the 
E-register 




Enable signal BRPH3 


BRPH3 


- FAST PHI OLA 02 + . . . 


Advance to PH3A 




Set flip-flop PHA 


S/PHA 
R/PHA 


- FAST PHI 02 + . . . 
= CLEAR 






Enable signal MRQ 


MRQ 


■-■ FAST PHI N02 N07 + . . . 


Request first data word 
from memory 




Enable signal (S/DRQ) 


(S/DRQ) 


- FAST EXU + . . . 


Inhibits clock until data 
release signal received 
from memory 




Set flip-flop IEN 


S/IEN 
R/IEN 


FAST PHI 04 N05 06 + . . . 
■-■ (R/IEN) 


Allows interrupt to be 
accepted at any clock 
pulse 




Enable signal T6L 


T6L 


NT1L NT4L NT8L NT10L 
NRESET 


Select clock in PH3A 


PH3A 
T6L 


kjtrtrt lAmi ^ ft\ /Tn 


CXMB 


--- DGC 


First word loaded into the 
C-register from memory 
bus when data gate sig- 
nal received from memory 


MDU-rViDJI *• ^_U-V- J 1 




f~c\ cx\ / to v\c\ mi 


DXC/6 


=•■ FASTA PH3 + . . . 


Clock first word into the 
D-register 


t-U-\~ol / * UU-Dol 




If word count does not equal 1 










P+ 1 -V— P 


PCTP1 
(E=l) 


- FASTA PH3A OLA N(E=1) 

+ . . . 
-' Word count equals 1 


Increment P-register to 
obtain the next word ad- 
dress 




Enable signal MRQ 


MRQ 


= FASTA PH3 OLA N(E-l) 

+ . . . 


Request next data word 
from memory 




Reset flip-flop IEN 


R/IEN 


- FASTA PH3 + . . . 


Prevents interrupt from 
being accepted 




Enable signal BRPH5 


BRPH5 


= FASTA PH3 OLA + . . . 


Advance to PH5A 




Enable signal T6L 


T6L 


NT1L NT4L NT8L NT10L 
NRESET 


Select clock in PH5A 










Mnemonic: LM (2A, AA) 








(Continued) 
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Table 3-41. Load Multiple, Phase Sequence (Cont.) 



Phc 



Function Performed 



Signals Involved 



Comments 



PH5A 
T6L 



D0-D31- 
S0-S31- 



►S0-S31 

-RW0-RW31 



MB0-MB31 -C0-C31 



C0-C31-/^D0-D31 



R + 1 -V— -R 



E-l— A*- E 



If count in E-register does not equal 
1, enable signal BRPH5 

If count in E-register does not equal 
1 or 2 

Enable signal MRQ 



P + 1 



— P 



PH13A 
T6L 



If count in E-register equals 1 
Enable signal MRQ/1 



Q15-Q31-7^-~P15-P31 

Enable signal BRPH13 
Enable signal T6L 

Enable signal ENDE 

Set flip-flop PRE1 for the next 
instruction 



SXD 

RWXS/0- 
RWXS/3 

RW 

CXMB 



DXC/6 
PCTR 

MCTE1 
BRPH5 

MRQ 
PCTP1 

MRQ/1 

PXQ 

BRPH13 
T6L 

ENDE 
S/PRE1 



-- FASTA PH5 NSDIS + 

- RW 

FASTA PH5 + . . . 

- DGC 



= FASTA PH5 + . 
- FASTA PH5 + . 

= FASTA PH5 + . 



FASTA PH5 OLA N(E--l) 

+ . . . 



FASTA PH5 N(E-1 or 2) 

OLA + . . . 

FASTA PH5 N(E-~1 or 2) 

OLA + . . . 



FASTA PH5 (E-l) 02 N07 

+ . . . 



MRQ/1 + . . . 

FASTA PH2 02 (E 1) + . . . 

NT1L NT4L NT8L NT10L 
NRESET 

FASTA PHI 3 + . . . 

ENDE NHALT N(S/INTRAPF) 



Transfer first data word 
from the D-register via the 
sum bus into the private 
memory register specified 
by the R-field 

Next word loaded into the 
C-register from memory 
bus when data gate signal 
received from memory 

Load next data word into 
the D-register 

Increment private memory 
register address in prepa- 
ration for the next itera- 
tion 

Decrement the word count 
by one after each itera- 
tion 

Sustain PH5A until word 
count is reduced to one 

Memory request is one 
clock ahead of the word 
count, and anticipates a 
reduction in the word 
count at the end of this 
phase 



Generate memory request 
for next instruction, with 
the address as specified 
by the Q-register 

Load next instruction ad- 
dress into the P-register 

Advance to PH13A 

Select clock in PH13A 



Mnemonic: LM (2A, AA) 
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Table 3-42. Load Conditions and Floating Control Immediate, Phase Sequence 



Phase 


Function Performed 


Signals Involved 


Comments 


PREP 


At the end of PREP: 








(O) Opcode 




(D) Opcode 










(R30) D10 










(R31) Dll 








PHI 


Enable signals CSX1/9 and 


CSX1/9 


= (S/NPRX) + . . . 


Force ones into the CS- 


T4RL 


CSX1/10 


CSX1/10 
(S/NPRX) 


= (S/NPRX) + . . . 
= FAS17 PHI + . . . 


register, in preparation 
for D -S in PH2 




Set flip-flop DRQ 


S/DRQ 
R/DRO 


- FAS17 PHI + . . . 


Inhibits transmission of 
another clock until data 
received 




Set flip-flop PH2 


S/PH2 
R/PH2 


= PHI NBR N(FNANLZ 
NANLZ) + . . . 


Advance to phase 2 




Reset flip-flop NT8L 


R/NT8L 
S/NT8L 
(S/T8L) 


= N(S/T8L) 

■■= FAS17 PHI + . . . 


Select clock T8L in PH2 


PH2 


D24-D31— LADDER— -S0-S7 


SXUAB 


= FAS17 PH2/1 + . . . 




T8L 


i If R31 


PH2/1 


= PH2 NSDIS 


R31 is derived from bit 11 




S5-r^FS 


S/FS 


= FSZNXS S5 


of the instruction word 
which specifies floating 






FSZNXS 


= FAS17 R31 PH2 + . . . 


mode control 






R/FS 


= FSZNXS 






S6^-~ FZ 


S/FZ 
R/FZ 


- FSZNXS S6 
= FSZNXS 








S/FNF 


= FSZNXS S7 




b/ / 1 INI 




If R30 


R/FNF 


= FSZNXS 


R30 is derived from bit 




en c? /. ■> cc\ cca 


S/CC1-CC4 


- (S0-S3) CCXS + . . . 


10 of the instruction word 
which specifies condition 


oU-jo / ^ ^^ 1 -^-^^t- 






CCSX 


- FAS17 R30 PH2 + . . . 


code setting 






R/CC1-CC4 


= (R/CC1)-(R/CC4) 






Enable signal ENDE 


ENDE 


- FAS17 PH2 + . . . 






Set flip-flop PRE1 


S/PRE1 
R/PRFl 


- ENDE N(S/INTRAPF) 
(NHALT + FUEXU) + . . . 






Enable signal T6L 


T6L 


- NT1L NT4L NT8L NT10L 
NRESET 












Mnemonic: LCFI (02) 
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Table 3-43. Load Conditions and Floating Control, Phase Sequence 



Phase 


Function Performed 


Signals Involved 


Comments 


PREP 


At the end of PREP: 

(O) Opcode 

(Q) Next instruction address 

(P) Operand address 








PHI 
T4RL 


(P32, P33) Byte address 


CXMB 






- DGC 


Operand word gated into 
C-register from memory 
bus when data gate signal 
received from memory 


If P32 P33 




C24-C31^-*-D24-D31 
If P32 NP33 


DXC/13 
DXCBP 


- DXCBP P32 P33 + . . . 

OU7 N04 N05 PHI + . . . 


Byte 3 of operand word 
gated into D24-D31 




C16-C23-r^D24-D31 
If NP32 P33 


DXCR8 


- DXCBP P32 NP33 + . . . 


Byte 2 of operand word 
gated into D24-D31 






DXCR16 


DXCBP NP32 P33 + . . . 


Byte 1 of operand word 
gated into D24-D31 


v_o-V_|j / *"UZ4-UJI 

If NP32 NP33 




C0-C7^— D24-D31 


DXCR24 


DXCBP NP32 NP33 + . . . 


Byte of operand word 
gated into D24-D31 




Enable signals CSXl/9 and 
CSX1/10 


CSXl/9 
CSX1/10 
(S/NPRX) 


(S/NPRX) * . . . 
(S/NPRX) + . . . 
FAS17 PHI + . . . 


Force ones into the CS- 
register in preparation 
for D— LADDER in PH2 




Set flip-flop PH2 


S/PH2 
R/PH2 


-■■ PHI NBR N(FNANLZ 
NANLZ) + . . . 


Advance to PH2 




Reset flip-flop NTSL 


R/NT8L 




Select clock T8L in PH2 


PH2 




S/NT8L 
PRX 


FAS17 PHI + . . . 




Was set at PHI clock 




Dz4-Uol ""AUULK ^jU-j/ 








and 








SXUAB 


-- FAS17 PH2/1 + . . . 






If R31 


PH2/1 

S/FS 
FSZNXS 


=- PH2 NSDIS 

-- FSZNXS S5 

FAS17 R31 PH2 + . . . 


R31 is derived from bit 11 
of the instruction word 
which specifies floating 
mode control 


OJ / * 1 J 






R/FS 


FSZNXS 












Mnemonic: LCF (70) 






(Co 


ntinued) 
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Table 3-43. Load Conditions and Floating Control Phase Sequence (Cont.) 



Phc 



Function Performed 



Signals Involved 



Comments 



PH2 

(Cont.) 



S6-t^FZ 

S7-y— ~ FNF 

If R30 

S0-S3-/— CC1-CC4 



S/FZ 


= FSZNXS S6 


R/FZ 


= FSZNXS 


S/FNF 


- FSZNXS 


CCXS 




S/CC1-CC4 


- (SO- S3) CCXS + . 


CCXS 


= FA SI 7 R30 PH2 + 


R/CC1-CC4 


- (R/CC1)-(R/CC4) 



R30 is derived from bit 10 
of the instruction word 
which specifies condition 
code setting 



Mnemonic: LCF (70) 
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Table 3-44. Exchange Word, Phase Sequence 



Phase 


Function Performed 


Signals Involved 


Comments 


PREP 


At the end of PREP: 

(O) Opcode 

(Q) Next instruction address 

(P) Effective address of data 
word in core memory 

(R) Address of data word in 








PHI 


fast memory 


CXMB 


- DGC 




Data word from core mem- 


MbU-Mbol *CU-t_ol 


T4RL 








ory loaded into the C- 
register upon receipt of 
data gate signal from 
core memory 




r~c\ f*n / »■ nn n n i 


DXC/6 


- FAS9 PHI + . . . 


Clock data word from 


HJ-Lol / * UU-Uo 1 










core memory into the D- 










register 




RR0-RR31-t^-^A0-A31 


AXRR 


--- FAS9 PHI 


Clock data word from 
fast memory into the A- 
register 




Enable signal (S/T8L) 


(S/T8L) 


- FAS9 PHI + . . . 


Select clock in PH2 




Enable signal MRQ 


MRQ 


FUXW PHI + . . . 


Generate memory re- 






FUXW 


OU4 OL6 


quest for writing fast 
memory data word into 
core memory 




Enable signal (S/DRQ) 


(S/DRQ) 


- FAS9 PHI -1- . . . 


Inhibits clock until data 
release signal received 


PH2 








from core memory 


A0-A31 -S0-S31 


SXA 


- FAS9 PH2 NSDIS + . . . 


Transfer data word orig- 


T8L 


S0-S31 -MB0-MB31 


MBXS/0- 
MBXS/3 


--■ MVV (...)+... 


inally contained in fast 
memory into core memory 
location specified by the 






MW 


=■ FAS9 PH2 + . . . 


P-register 




Enable signal MRQ/1 


MRQ/1 


= FAS9 PH2 + . . . 


Generate memory re- 
quest for next instruction 
as specified by the Q- 
register 




Enable signal (S/DRQ) 


(S/DRQ) 


- FAS9 PH2 + . . . 


Inhibits clock until data 
release signal received 
from core memory 




Q15-Q31^-^P15-P31 


PXQ 


- MRQ/1 + . . . 


Load next instruction ad- 
dress into the P-register 




Enable signal (S/T8L) 

i 


(S/T8L) 


FAS9 PH2 + . . . 


Select clock in PH3 










Mnemonic: XW (46, C6) 








(Continued) 
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Table 3-44. Exchange Word, Phase Sequence (Cont.) 



Phc 



PH3 
T8L 



Next 
clock 



Function Performed 



D0-D31 -S0-S31 

S0-S31 -RW0-RW31 



S0-S31-/-—A0-A31 



Set flip-flop TESTA 



Enable signal ENDE 



Test word now contained in both A- 
register and fast memory register 
for positive, negative, and zero 
values. Code condition -code flip- 
flops accordingly 

If word is positive, set flip-flop CC3; 
if word is negative, set flip-flop 
CC4; if word is zero, reset flip- 
flops CC3 and CC4 



Signals Involved 



SXD 

RWXS/0- 
RWXS/3 

RW 

AXS 



- FUXW PH3 NSDIS + 

= RW 

= FAS9 PH3 + . . . 

= FAS9 PH3 + . . . 



S/TESTA 


= FAS9 PH3 + 


R/TESTA 




ENDE 


- FAS9 PH3 + 



S/CC3 


= NAO NA0031Z TESTA 




(...)+... 


NA0031Z 


= A-register does not contain 




all zeros 


R/CC3 


= TESTA 


S/CC4 


= A0 TESTA NTESTA/1 + . . 


R/CC4 


= TESTA 



Comments 



Transfer data word orig- 
inally contained in core 
memory into the fast mem- 
ory register specified by 
the R-field 

Clock data word origi- 
nally contained in core 
memory into the A- 
register. Word will be 
tested after PH3 clock 
for positive, negative or 
zero value 



Mnemonic: XW (46, C6) 
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Table 3-45. Store Byre, Phase Sequence 



Phase 


Function Performed 


Signals Involved 


Comments 


PREP 


At the end of PREP: 

(O) Opcode 

(Q) Next instruction address 

(P15-P31) Effective word 
address 

(P32, P33) Byte address 

(A) Byte to be stored 








PHI 




SXUAB 


■-■ OU7 N04 05 N06 PHI 


Transfer byte from A- 


Az4-Aol ^AUULK * bU-b/ 


T4RL 




SXUAB 


+ . . . 


register via adder to each 
byte of the sum bus 


Az4-Aol * AUUtK "-bo blO 






SXUAB 






AZ4-AJ 1 ^AUULK ' *"blO-bzo 






SXUAB 






AZ4-AJI * AUULk ■" oZ4-oJ 1 




If NP32 NP33 












MBXS/0 


- NP32 NP33 MWB (...)+... 


Store byte to the byte lo- 


bU-b/ ""/VmU-MLJ/ 






MWB 


OU7 N04 05 N06 PHI 

+ . . . 


cation specified by flip- 
flops P32 and P33 




If NP32 P33 










S8-S15 -MB8-MB15 


MBXS/1 


- NP32 P33 MWB (...)+... 






If P32 NP33 












MBXS/2 


= P32 NP33 MWB (...) + ... 




b 1 O-bZ J "*" N\o 1 0-/V\L>Z J 




If P32 P33 










CO/I m. -*» M ft 9/1 kAmi 


MBXS/3 


- P32 P33 MWB (...)+... 




bZ4- bJI * /VU5Z4--/V\L>0 1 




Enable signal MRQ/1 


MRQ/1 


=-- FAS18 PHI + . . . 


Generate memory re- 
quest for next instruction 
with address as specified 
by the Q -register 






PXQ 


- MRQ/1 + . . . 


Load next instruction ad- 


vJID-LJJI / *-r|j-rJI 










dress into the P-register 




Enable signal (S/DRQ) 


(S/DRQ) 


■■■■ FAS18 PHI + . . . 






Enable signal T6L 


T6L 


= NT1L NT4L NT8L NT10L 


Select clock in PH2 








NRESET 




PH2 


Enable signal ENDE 


ENDE 


- FAS18 PH2 + . . . 




T6L 


Set flip-flop PRE1 for the next 
instruction 


S/PRE1 


- ENDENHALT N(S/INTRAPF) 
(NHALT + FUEXU) + . . . 












Mnemonic: STB (75, F5) 
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Table 3-46. Store Halfword, Phase Sequence 



Phase 


Function Performed 


Signals Involved 


Comments 


PREP 


At the end of PREP: 








(O) Opcode 




(Q) Next instruction address 










(P15-P31) Effective word address 










(P32) Halfword address 










(A) Contents of general register 










specified by R-field, includ- 










ing halfword to be stored 








PHI 




SXUAH 


= FUSTH PHI NSDIS + . . . 




AIO-AJI * AUUtK -* _ oU-blO 


T4RL 


A16-A31 ADDER -S16-S31 

If NP32 


FUSTH 
SXUAH 

MBXS/0, 


- OU5 OL5 




o>U- j 1 D '■'■" "■" N\\5\J-N\i5 1 J 






MBXS/1 


= NP32 MWH (...) + ... 


Store halfword in the 




If P32 


MWH 


= FUSTH PHI + . . . 


halfword location speci- 
fied by flip-flop P32 




^lA-^Tl fcUniA KAmi 


MBXS/2, 












MBXS/3 


- P32 MWH (...) + ... 






Enable signal /MRQ/1 


/MRQ/1 


-•= FAS18 PHI + . . . 


Generate memory re- 
quest for next instruction 
as specified by Q- 
register 




Enable signal (S/DRQ) 


(S/DRQ) 


- FAS18 PHI + . . . 


Inhibits clock until data 
release signal received 
from core memory 






PXQ 


- /MRQ/1 


Load next instruction ad- 


VJID-Wol / *" rl j-rol 










dress into the P-register 




Set flip-flop CS15 


S/CS15 


= FUSTH PHI + . . . 


Used in PH2 to generate 
carry bit K00 if high 
order halfword contains 
the extended sign of the 
low order halfword 




Enable signal (S/T8L) 


(S/T8L) 
K00 


- FUSTH PHI + . . . 


Select clock in PH2 


PH2 


Test for end carry K00 


--= CS15 (A0-A15 are all ones) 




T8L 


Set flip-flop CC2 under one of 
the following conditions 


CS15 


- Was set in PHI 






If Al 6 and NK00 


S/CC2 


- FUSTH PH2 A16 NK00 + . . . 


Setting of CC2 indicates 






A16 


~ Indicates that halfword 
stored is negative 


that high order halfword 
contains data and not the 
extended sign of the low 
order word 










Mnemonic: STH (55, D5) 








(Continued) 
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Table 3-46. Store Halfword, Phase Sequence (Cont. 



Phc 



Function Performed 



Signals Involved 



Comments 



PH2 
T8L 
(Cont.) 



If NA16 and A0-A15 are not zeros 

If neither of the above, reset flip- 
flop CC2 



Generate signal ENDE 

Set flip-flop PRE1 for the next 
instruction 



S/CC2 
R/CC2 



ENDE 
S/PRE 1 



FUSTH PH2 NA16 NA0015Z 

+ . . . 

FUSTH PH2 + . . . 



FAS18 PH2 + . . . 

ENDE NHALT N(S/INTRAPF) 



NCC2 indicates that high 
order halfword contains 
extended sign of low order 
halfword 



Mnemonic: STH (55, D5) 
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Table 3-47. Store Word, Phase Sequence 



Phc 



PREP 



PHI 
T4RL 



PH2 
T6L 



Function Performed 



At the end of PREP: 



(O) Opcode 

(Q) Next instruction address 

(P) Effective word address 

(A) Contents of general register 

specified by R-field 



A0-A31- 
S0-S31- 



— S0-S31 



-MB0-MB31 



Enable signal MRQ/l 



Enable signal (S/DRQ) 



Q15-Q31-y— P15-P31 



Enable signal T6L 



Enable signal ENDE 
Set flip-flop PRE! 



Signals Involved 



SXA 

MBXS/0- 
MBXS/3 

MW 

MRQ/l 



(S/DRQ) 

PXQ 
T6L 



ENDE 
S/PRE1 



NOl 03 OL5 PHI NSD1S 

MW (...)+.. . 

NOl 03 OL5 PHI + . . . 

FAS18 PHI + . . . 

FAS18 PHI + . . . 



= (S/MRQ/1) + . . . 

= NT1L NT4L NT8L NT10L 
NRESET 



= ENDE - FAS18 PH2 + 

- ENDE NriALT 

N(S/INTRAPF) + . . . 



Comments 



Store word obtained from 
fast memory in core mem- 
ory 



Generate memory request 
for next instruction as 
specified by Q-register 

Inhibits clock until data 
release signal received 
from core memory 

Load next instruction ad- 
dress into the P-register 

Select clock in PH2 



Mnemonic: STW (35, B5) 
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Paragraphs 3-185 to 3-188 



Bits LR31 and LB31 are driven false, and the contents of the 
even private memory register are stored in the even core 
memory location. 

A sequence chart of the Store Doubleword instruction is 
given in table 3-48. 

3-185 Store Selective (STS 47, C7) 

The Store Selective instruction is used to alter or to write 
over selected bits of a core memory word. If the R-field is 
even, the even numbered private memory register contains 
the operand, and the odd numbered private memory register 
contains a 32-bit mask. When ones appear in the mask, the 
corresponding bits of the operand are stored in the effective 
core memory word. When zeros appear in the mask, the 
corresponding bits of the core memory word remain un- 
changed. 

Initially, the complement of the mask is clocked in the A- 
register, and the effective word is clocked in the D-register. 
Then, the contents of the A-register are AND-gated with 
the contents of the D-register, and the result stored in the 
B-register. This result is the Exclusive OR between the mask 
and the core memory word. 

Next, the mask is placed in the A-register; the operand is 
placed in the D-register. The two are AND-gated in the 
adder, and are merged on the sum bus with the contents of 
the B-register. Finally, the contents of the sum bus are 
stored in the effective core memory location. 

If the R-field is odd, the contents of the private memory 
registerare OR-gated with the contentsof the effective core 
memory word. The new word is stored in the effective core 
memory location. 

An example of the Store Selective instruction is shown in 
table 3-49. A sequence chart of the instruction is given 
in table 3-50. 

3-186 Store Multiple (STM 2B, AB) 

During the Store Multiple instruction, a group of words is 
obtained from a sequential set of private memory registers 
specified by the R-field and is stored in a sequential set of 
core memory locations. The number of words to be stored 
(word count) is first stored in flip-flops CC1-CC4 and then 
is clocked into flip-flops E4-E7. An initial count of 0000 
is interpreted as a word count of 16. 

The instruction is executed in a sequence of iterations. 
During each iteration, a word is transferred from a fast mem- 
ory register, via the A-register and sum bus, into the effec- 
tive core memory location. The P- and E-registers are in- 
cremented by one, and the E-register is decremented by one. 
Iterations stop when the word count in the E-register reaches 
one. 

A sequence chart of the Store Multiple instruction is given 
in table 3-51 . 



3-187 Store Conditions and Floating Control (STCF 74, F4) 

This instruction is used to store the current condition codes 
and floating control bits of the program status doubleword in 
byte of the effective core memory location. 

A sequence chart of the Store Conditions and Floating Con- 
trol instruction is given in table 3-52. 

3-188 Analyze (ANLZ 44, C4) 

The ANLZ instruction causes a word to be read from the ef- 
fective core memory address. The operand read into the C- 
register is treated as an instruction, and either the reference 
address is modified by indexing or indirect addressing is per- 
formed, as required, by the instruction being analyzed. If 
the operation code (opcode) portion of the word specifies 
an immediate addressing type, the condition code register 
is set to indicate the addressing type, and the execution 
proceeds to the next instruction. If the opcode portion of 
the instruction being analyzed is a non-immediate address- 
ing type, the condition code register is set to indicate the 
type of addressing. 

The effective address of the analyzed instruction is computed 
and is aligned as an integer displacement value (as illus- 
trated in figure 3-153). The displacement value is then 
loaded into the private memory register indicated in the R- 
field of the ANLZ instruction word. 

The preparation sequence for an ANLZ instruction is the 
same as the general preparation sequence. Since the ANLZ 
flip-flop has not been set, normal indexing and indirect ad- 
dressing are performed as required. 

The instruction word being analyzed is loaded into the D- 
register, and its opcode is clocked into the O-register. Sig- 
nal LMXC is inhibited so that the reference address of the 
new instruction is not placed on the core memory address 
lines. A normal preparation sequence is entered to compute 
the effective address of the instruction being analyzed. 
Condition code flip-flops are set to indicate whether the in- 
struction is in the immediate, the byte, the halfword, or the 
word class (see table 3-53). The instructions for each class 
are shown in table 3-54. 



If the instruction is not an immediate type, the effective ad- 
dress in the P-register is gated onto bits 15 through 31 of the 
sum bus, and the byte or the halfword addressing bits in flip- 
flops P32 and P33 are gated into SO and SI. The contents 
of the sum bus are clocked into the A-register. 



If the instruction is of the byte addressing type, the A- 
register contents are shifted left two bit positions, and the 
byte selection bits in SO and SI are shifted into A30 and 
A31. The A-register contents are shifted left one bit posi- 
tion, and the halfword selection bit in SO is shifted into 
A31, if the instruction is of the halfword addressing type. 
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Table 3-48. Store Doubleword, Phase Sequence 



Phase 


Function Performed 


Signals Involved 


Comments 


PREP 


At the end of PREP: 








(O) Opcode 




(Q) Next instruction address 










(P15-P30) Effective doubleword 










address 










(P31) False 










(LB31) True 






Selects odd memory lo- 




(A) Low order word to be 






cation 


PHI 


stored 








AO All k T\ '■""ll 


SXA 


- NOl 03 OL5 PHI NSDIS 


Store low order word in 


AU-Ao! ^bU-bol 


T4RL 


S0-S31 -MB0-MB31 


MBXS/0 - 
MBXS/3 

MW 


+■ . . . 

- MW (...) + . . . 

- NOl 03 OL5 PHI + . . . 


odd memory location 




Enable signal MRQ 


MRQ 


- FUSTD PHI + . . . 


Generate memory re- 






FUSTD 


OU1 OL5 


quest for writing high 
order word 




RR0-RR3W— -A0-A31 


AXRR 


- FUSTD PHI + . . . 


Transfer high order word 
from even location in fast 
memory register to the A- 
register 




Enable signal (S/DRQ) 


(S/DRQ) 


- 03 OL5 PHI + . . . 


Inhibits clock until data 
release signal received 
from core memory 




Enable signal BRPH4 


BRPH4 


- FUSTD PHI + . . . 


Advance to PH4 




Enable signal T6L 


T6L 


NT1L NT4L NT8L NT10L 


Select clock in PH4 


PH4 






NRESET 




A0-A31 ^S0-S31 


SXA 


- FUSTD PH4 NSDIS + . . . 


Store high order word in 


T6L 


S0-S31 -MB0-MB31 


MBXS/0 - 
MBXS/3 

MW 


- MW (...) + ... 
FASH PH4 + . . . 


even memory location 




Enable signal MRQ/1 


MRQ/1 


- FUSTD PH4 + . . . 


Generate memory request 
for next instruction, as 
specified by the Q- 
register 




Q15-Q31-A^P15-P31 


PXQ 


- MRQ/1 + . . . 


Load next instruction ad- 
dress into the P-register 




Enable signal (S/DRQ) 


(S/DRQ) 


- FUSTD PH4 + . . . 


Inhibits clock until data 
release signal received 
from core memory 










Mnemonic: STD (15, 95) 








(Continued) 
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Table 3-48. Store Doubleword, Phase Sequence (Cont.) 



Phc 



Function Performed 



Signals Involved 



Comments 



PH4 
T6L 

(Cont.) 



Enable signal T6L 



T6L 



NT1L NT4L NT8L NT10L 
NRESET 



Select clock in PH5 



PH5 
T6L 



Enable signal ENDE 

Set flip-flop PRE1 for the next 
instruction 



ENDE 
S/PRE1 



FASH PH5 + . . . 

ENDE NHALT N(S/INTRAPF) 



Mnemonic: STD (15, 95) 
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Table 3-49. Store Selective Operation Example with Even and Odd Numbered R-Field Address 



A. R-Field Even Address 






Contents of registers: 






R (odd) (mask) 


00101100111010101110100011011101 


2CEAE8DD 


R (even) 


01100111001110100010101100110111 


673A2B37 


Effective word 


01010001110110010111101011010011 


51D97AD3 


PHI A CS-^S 


S-/-~- A 




R (odd) A-register 


00101100111010101110100011011101 


2CEAE8DD 


CS-register (NPRX) 


11111111111111111111111111111111 


FFFFFFFF 


NR (odd) A-register 


11010011000101010001011100100010 


D3151722 


PH2 A.D — S 


S^-^B 




Effective word (D-reg.) 


01010001 1101 100101 11 10101 1010011 


51D97AD3 


NR (odd) from A-register 


11010011000101010001011100100010 


D3151722 


Result in B-register 


01010001000100010001001000000010 


51111202 


PH4 A.D — -S 


s— *~s 




R (even) D-register 


01100111001110100010101100110111 


673A2B37 


R (odd) A-register 


00101100111010101110100011011101 


2CEAE8DD 


Result on sum bus 


00100100001010100010100000010101 


242A2815 


Sum bus 


00100100001010100010100000010101 


242A2815 


B-register 


01010001000100010001001000000010 


51111202 


Result of merge on sum bus 


01110101001110110011101000010111 


753B3A17 


Operation: Wherever a one 


s contained in the mask, the corresponding bi 


of the even numbered 


private memory r 


egister is stored in the core memory word. Th< 


5 corresponding bit in 


the core memory 


word is left unchanged, when a zero exists in 


the mask. 


B. R-Field Odd Address 






Contents of registers: 






R (odd) (mask) 


00101100111010101110100011011101 


2CEAE8DD 


Effective word 


oioioooi noi iooioi inoioi loioon 


51D97AD3 


PHI A + CS — S 


S-/—-A 




R (odd) (mask) A-reg. 


00101100111010101110100011011101 


2CEAE8DD 


CS-register (NPRX) 


1 1 11 1 11 1 1 1 11 i 11 11 1 11 11 11 11 1 1 ii 1 1 


i- i- I- i- t- t- t- t- 


NR (odd) A-register 


11010011000101010001011100100010 


D3151722 


PH2 A.D-^S 


r ' » n 




b / *^ D 


Effective word (D-reg.) 


010100011 101 1001011 110101 1010011 


51D97AD3 


NR (odd) A-register 


11010011000101010001011100100010 


D3151722 


Result in B-register 


01010001000100010001001000000010 


51111202 


PH4 A.D— -S 


B— ^S 




R (odd) D-register 


00101100111010101110100011011101 


2CEAE8DD 


R (odd) A-register 


00101100111010101110100011011101 


2CEAE8DD 


Result on sum bus 


00101100111010101110100011011101 


2CEAE8DD 


C .rv. ki ■<■ 


001011001 11 010101 11 01 0001 1011 101 


2CEAE8DD 


B-register 


01010001000100010001001000000010 


51111202 


Result of merge on sum bus 


01111101111110111111101011011111 


7DFBFADF 


Operation: An inclusive OR 


operation is performed with the word from the 


odd numbered 


private memory register and the core memory word. The result 


is stored in the 


core memory word location. 
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Table 3-50. Store Selective / Phase Sequence 



Phase 


Function Performed 


Signals Involved 


Comments 


PREP 


At the end of PREP: 






(O) Opcode 

(P) Effective word address 

(Q) Next instruction address 

(A) Contents of odd fast memory 
register (mask) 

(CS) All ones 


PHI 
T4RL 




SXPR FUSTS PHI NSDIS + . . . 

FUSTS OU4 OL7 

AXS FUSTS PHI + . . . 

CXMB DGC 

DXC/10- 

DXC/13 = DXC/6 + . . . 

DXC/6 - FAS6 PHI + . . . 

FAS6 - OU4 N04 05 07 + . . . 

CSXl - (S/NPRX) + . . . 

(S/NPRX) - FAS6 PHI + . . . 

(S/CXRR) - OU4 N04 05 07 PHI 

+ . . . 

(S/T10L) - (S/CXRR) + . . . 


Load complement of mask 
in A-registei 

Load effective word into 
the D-register 

Used for logical operation 
in PH2 


A0-A31 1 

© —S0-S31 

CS0-CS31 * 

S0-S31 -¥-*- A0-A31 


/V\l5U-/VUio 1 *" V-U-V-o 1 

C0-C31 —H^ D0-D31 

Ones —/-*- CS0-CS31 

Enable signal (S/CXRR) 
Enable signal (S/T10L) 


Preset lot KK ■* L. in 
PH2 

Select clock in PH2 


PH2 
T10L 






SXPR - NPRX/1 NSDIS + . . . 
NPRX Set at PHI clock 
BXS - FAS6 PH2 + . . . 
CXRR -■ Set at PHI clock 

S/LR31/2 = FUSTS PH2 + . . . 
T4RL - FUSTS PH2 + . . . 


Complement of mask AND- 
gated with effective core 
memory word, and loaded 
in B-register via sum bus 

Transfer word from fast 
memory register (even 
numbered word if R-field 
is even) to the C-register 

Select odd fast memory 
register in PH3 

Select clock in PH3 




ADDER— ^S0-S31 


nn rm 


S0-S31 -/-* 


- B0-B31 

- C0-C31 

31/2 
4RL 


KI\U-KI\J 1 * 

Set flip-flop LR 
Enable signal T 


PH3 
T4RL 


RR0-RR31 -/—■ A0-A31 


AXRR FUSTS PH3 + . . . 
LR31 = Was set in PH2 


Transfer mask from the 
odd numbered fast memory 
register into the A- 
register 








(Continued) 


Mnemonic: STS (47, C7) 
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Table 3-50. Store Selective, Phase Sequence (Conr.) 



Phase 


Function Performed 


Signals Involved 


Comments 


PH3 

T4RL 

(Cont.) 


C0-C31 -/-*- D0-D31 


DXC/6 


- FUSTS PH3 + . . . 


Load data word into the 
D-register (word was orig- 
inally contained in even 
numbered fast memory reg- 
ister if R-field is even) 




Ones -+-*- CS0-CS31 


CSX1/9 


= (S/NPRX) + . . . 


Used for logical operation 






(S/NPRX) 


= FUSTS PH3 + . . . 


in PH4 




Enable signal MRQ 


MRQ 


= FUSTS PH3 + . . . 


Generate memory request 
for writing result in PH4 




Enable signal (S/DRQ) 


(S/DRQ) 


- FUSTS PH3 + . . . 


Inhibits clock until data 
release signal received 
from memory 




Enable signal T6L 


T6L 


= NT1L NT4L NT8L NT10L 
NRESET 


Select clock in PH4 


PH4 
T6L 


Aft All 


SXPR 
NPRX/1 

SXB 


= NPRX/1 NSD1S + . . . 
- Set at PH3 clock 

= OU4 N04 05 07 PH4 

+ . . . 


AND mask in A-register 
with data word in D- 
register and place result 
on sum bus; merge result 
with contents of B- 
register 




UU-Uol ■". AUUtK ^"bU-bol 

rcA rr<ji J 


B0-B31 — S0-S31 




S0-S31 - MB0-MB31 


MBXS/0- 
MBXS/3 


- MW (...) + .. . 


Store result in core mem- 






MW 


= FAS14 PH4 + . . . 


ory 




Enable signal MRQ/1 


MRQ/1 


- FAS6 PH4 + . . . 


Generate memory request 
for next instruction, as 
specified by the Q- 
register 




Enable signal (S/DRQ) 


(S/DRQ) 


= FAS6 PH4 + . . . 


Inhibit clock until data 

ralanca cinnnl ic rorDivon 

from memory 




Q15-Q31 -y—~ P15-P31 


PXQ 


- MRQ/1 + . . . 


Load next instruction ad- 
dress into the P-register 




Enable signal T6L 


T6L 


- NT1L NT4L NT8L NT10L 
NRESET 


Select clock in PH5 


PH5 


Enable signal ENDE 


ENDE 


- FAS14 PH5 + . . . 




T6L 


Set flip-flop PRE1 for the next 
instruction 


S/PRE1 


-- ENDE NHALT 

N(S/INTRAPF) + . . . 












Mnemonic: STS (47, C7) 
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Table 3-51. Store Multiple, Phase Sequence 



Phase 


Function Performed 


Signals Involved 


Comments 


PREP 


At the end of PREP: 

(O) Opcode 

(P) Storage address of first word 

(Q) Next instruction address 

(R) First word address in private 
memory register 

(CC1-CC4) Word count 








PHI 
T4RL 


CC1-CC4-^— E4-E7 


EXCC 
FAST 


- FAST PHI 04 N05 06 
= OU2 OLB NPHA + . . . 


Transfer word count into 
the E-register 




Set flip-flop PHA 


S/PHA 


- FAST PHI 02 + . . . 


Advance to PHIA 




Enable signal BRPH1 


BRPH1 


= FAST PHI OLB 02 + . . . 






Enable signal T6L 


T6L 


= NT1L NT4L NT8L NT10L 
NRESET 


Select clock in PHIA 




Set flip-flop IEN 


S/IEN 


= FAST PHI 04 N05 06 

+ . , . 


Allows interrupt to be 
accepted at any clock 
pulse 


PHIA 
T6L 


RR0-RR31-t^-~ A0-A31 


AXRR 
FASTA 


- FASTA PHI 04 N05 07 

+ . , . 

= OU2 OLB PHA + . . . 


Transfer first word from 
fast memory register into 
the A-register 




R + 1-t^—R 


PCTR 


= FASTA PHI 07 + . . . 


Increment fast memory ad- 
dress by one 




Enable signal MRQ 


MRQ 


- FASTA PHI + . . . 


Generate memory request 
for writing first word 




Enable signal (S/DRQ) 


(S/DRQ) 
EXU 


- FASTA EXU + . . . 

~ Was set during PREP phases 


Inhibits clock until data 
release signal received 
from core memory 




Reset flip-flop IEN 


R/IEN 


- FASTA PHI + . . . 


Prevents interrupt from 
being accepted 


PH2A 


Enable signal (S/T8L) 
A0-A31 — — S0-S31 


(S/T8L) 
SXA 


--■- FASTA PHI + . . . 


Select clock in PH2A 


= FASTA PH2 NSDIS + . . , 


Store word in core memory 


T8L 


S0-S31 ^MB0-MB31 

If word count does not equal 
one [N (El)] 


MBXS/0- 
MBXS/3 

MW 


= MW (...) + . . . 
--■ FASTA PH2 + . . . 






RR0-RR31-V— A0-A31 


AXRR 


- FASTA PH2 N(E- 1) NOL9 

+ . . . 


Transfer next word from 
fast memory register into 
the A-register 










Mnemonic: STM (2B, AB) 








(Continued) 
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Table 3-51. Store Multiple, Phase Sequence (Cont.) 



Phc 



PH2A 

T8L 

(Cont.) 



Function Performed 



PH13A 
T8L 



Enable signal MRQ 

Enable signal (S/DRQ) 

P + l -/-*- P 

Enable signal BRPH2 

R + l -f—~ R 

E-l -/-*- E 

If word count equals one 
Enable signal MRQ/1 



Q15-Q31-^— P15-P31 

Enable signal BRPH13 
Enable signal (S/T8L) 



Enable signal ENDE 

Set flip-flop PRE1 for the next 
instruction 



MRQ 

(S/DRQ) 

CPTP1 
BRPH2 
PCTR 
MCTE1 

MRQ/1 

PXQ 

BRPH13 

(S/T8L) 



ENDE 

S/PRE1 



Signals Involved 



FASTA PH2 N(E=1) OLB 



FASTA EXU + 



FASTA PH2 N(E- 

+ . . . 


-■]) OLB 


FASTA PH2 N(E^ 

+ . . . 


1) NOL9 


FASTA PH2 + . . 




FASTA PH2 + . . 





FASTA PH2 (E-l) 02 

+ 



MRQ/1 + . . . 

FASTA PH2 02(E 1) 
FASTA PH2 + . . . 



FASTA PH13 + . 

ENDE NHALT 

N(S/INTRAPF) + 



Comments 



Generate memory re- 
quest for next word to 
be stored 

Inhibits clock until data 
release signal received 
from core memory 

Increment P-register by 
one 

Sustain PH2 until word 
count is reduced to one 

Increment fast memory 
address by one 

Decrement word count 
by one 



Generate memory re- 
quest for next instruction 
as specified by the Q- 
register 

Load next instruction ad- 
dress into the P-register 

Advance to PHI3A 

Select clock in PH13A 



Mnemonic: STM (2B, AB) 
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Table 3-52. Store Conditions and Floating Control, Phase Sequence 



Phase 


Function Performed 


Signals Involved 


Comments 


PREP 


At the end of PREP: 

(O) Opcode 

(Q) Next instruction address 

(P15-P31) Effective address 

(P32, P33) Zeros 

(D24) CC1 

(D25) CC2 

(D26) CC3 

(D27) CC4 

(D29) Floating significance (FS) 

(D30) Floating zero (FZ) 










(D31) Floating normalize (FN) 








PHI 
T4RL 


D24-D31 - ADDER -S0-S7 


SXUAB 


OU7 N04 05 N06 PHI 

+ . . . 


Transfer byte from D- 
register via adder to the 
high order byte of sum 
bus 




S0-S7 MB0-MB7 


MBXS/0 
MWB 
NP32,NP33 


= NP32 NP33 MWB (. . .) 

+ . . . 

OU7 N04 05 N06 PHI 

+ . . . 

" Came true at the end of 
PREP 


Store byte in core mem- 
ory location specified 
by the P-register. Byte 
contains condition codes 
and floating control bits 




Enable signal MRQ/1 


MRQ/1 


- FAS18 PHI »- . . . 


Generate memory re- 
quest for next instruction, 
as specified by the Q- 
register 




Enable signal (S/DRQ) 


(S/DRQ) 


FAS18 PHI + . . . 


Inhibits transmission of 
another clock until data 
release signal is received 
from core memory 




Q15-Q31 -y— P15-P31 


PXQ 


MRQ/1 + . . . 


Load next instruction ad- 
dress into the P-register 




Enable signal T6L 


T6L 


- NT1L NT4L NT8L NT10L 
NRESET 


Select clock in PH2 


PH2 


Enable signal ENDE 


ENDE 


FAS18 PH2 + . . . 




T6L 


Set flip-flop PRE! for the next 
instruction 


S/PRE1 


- ENDE NHALT 

N(S/INTRAPF) + . . . 












Mnemonic: STCF (74, F4) 
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BYTE ADDRESSING 



000 0000000000 



19-BIT BYTE DISPLACEMENT 



O l , , 2 l 3 l j5 l 6 l 7 l 8 , 9 l ,O l n l , 2 l,3 l U l , 5 l J, 7 ',8 l , 9 l 20 l 21 l 2 2 l 2 3 l 24g 26 y 2 8 l 29 l 30 l 3, 



HALFWORD ADDRESSING 



00000000000000 



18-BIT HALFWORD 
DISPLACEMENT 



o^^^^^^^^^^o^A 2 ^ 3 | u' 15 ^ ft '. , ,8^ 9 , 2 o , 2 , , 2 ^ | 2A5 | 2 ,' 2 ^ , 2 v'3o | 3 1 



WORD ADDRESSING 



000000000000000 



17-BIT WORD DISPLACEMENT 



2 ' 3*4' 5 1 6 1 7V 9 l IO l n ! l 2 l n , U , ) 5 , l6 l 17 , 18 l 19 , 20 l 2 l l 22 , 2 3 , 2 4 l 25 l 26 l 27 , 28 l 29 l 30 , 31 



DOUBLEWORD ADDRESSING 



0000000000 000000 



16-BIT DOUBLEWORD 
DISPLACEMENT 



, , l 2 , 3 , 4 l 5 , 6 l ; , 8 l 9 , 1 l n , , 2 l n l U l , 5 l J, l ,8 l „'20 l 2, l 2 2 , 2 3 , 24y2 6 l 2 7 , 28y30 l 3, 



901 060A. 3633 



Figure 3-153. Instruction Addressing, Integer Displacement 







Table 3-53. Condi 


tion Code Settings 




CONDITION CODE FLIP-FLOPS 






CC1 


CC2 


CC3 


CC4 




TYPE OF ADDRESSING* 
















Byte © 











1 




Immediate Byte (T) 





1 










Ha If word @ 


1 













Word ® 


1 








1 




Immediate Word (?) 


1 


1 










Doubleword Qj) 


*Circled n 


umbers indicate instruction groups listed in table 3-54 
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Table 


3-54. Analyze Table for Opcode Groups 




X 


00 + X 


20 + X 


40+ X 


60 + X | 


00 
01 
02 
03 




LCFI © 


AI 
CI 
LI 
MI 


TTBS 

TBS 


CBS 
MBS 

EBS 


04 CALl 

05 CAL2 

06 ! CAL3 

07 CAL4 


SF 
S 


ANLZ 
CS 
XW 
STS 


BDR 
BIR 
AWM 
EXU 


08 PLW 

09 PSW 
OA j PLM 
OB PSM 


CVS 

sr © 

STM 


EOR 
OR 
LS 
AND 


BCR 
BCS 
BAL 
INT 


oc — 

OD ! — 

OE ' LPSD @ 

OF ; XPSD 


WAIT 
LRP 


SIO 
TIO 
TDV 
HIO 


RD 
WD 
AIO 
MMC 


10 AD 

11 CD 

12 LD 

13 MSP 


AW 
CW 
LW 
MTW 


AH 
CH 
LH 
MTH 


LCF 
CB 
LB 
MTB 


i 

14 j 

15 STD 

16 ' 

17 i 


STW 

DW 

MW 


DH ^ 
MH 


STCF 

STB (o) 

PACK ^ 
UNPK 


18 
19 
1A 
IB 


SD 
CLM 
LCD 
LAD 


SW 
CLR 
LCW 
LAW 


SH 

LCH 
LAH 


DS 
DA 
DD 
DM 


IC 
ID 
IE 
IF 


FSL 
FAL 
FDL 
FML 


FSS 
FAS 
FDS 
FMS 


j 

DSA 

DC 
DL 

j DST 


Note 
Circled numbers indicate type of addressing on table 3-53 
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If the instruction is of the doubleword type, the A-register 
contents are shifted one bit position to the left and then two 
bit positions to the right. This is an effective shift of one 
bit position to the right. The result of these shifts is shown 
in figure 3-153. The modified word is stored in the ad- 
dressed private memory register. 

A sequence chart of the Analyze instruction is given in 
table 3-55. 

3-189 Interpret (INT 6B, EB) 

INT instruction causes bits zero through three of the core 
memory effective word to be loaded into the condition code 
flip-flops. Bits 4 through 15 are loaded into bit positions 
20 through 31 of the private memory register addressed in 
the R-field of the instruction word, and bits 16 through 31 
of the effective word are loaded into bit positions 16 through 
31 of the odd numbered private memory register. Zeros are 
loaded into the remaining bit positions. 

If the private memory register addressed in the R-field is an 
odd numbered register, bits 16 through 31 of the core mem- 
ory effective word are loaded into bit positions 16 through 
31 of the odd numbered register. Zeros are loaded into bit 
positions through 15 of the private memory register. 

Bits 4 through 15 of the core memory word are loaded into 
bit positions 20 through 31 of the D-register, and bits 
through 19 are forced to 0. The result is stored in the pri- 
vate memory register specified in the R-field of the instruc- 
tion. The entire memory word is then clocked into the D- 
register, and the odd numbered private memory register is 
cleared which may or may not be the register addressed 
above. Bits through 3 of the operand in the D-register 
are transferred to condition code flip-flops CC1 through 
CC4. Bits 16 through 31 of the core memory word are 
loaded into the odd numbered private memory register by 
setting the private memory write byte signals for bytes 2 
and 3. 

A sequence chart of the Interpret instruction is given in 
table 3-56. 

3-190 Add Immediate (A I 20) 

Add Immediate is an immediate addressing type instruction 
in which bits 12 through 31 of the instruction word are 
treated as a 20-bit two's complement integer. 

The AI instruction causes the sign bit of the integer (bit 12) 
to be extended 12 bit positions to the left which forms a 
32-bit addend. This addend is added to the 32-bit word 
contained in the private memory register addressed in the 
R-field of the instruction word. The sum is stored in the 
addressed private memory register. 

The sign in the D-register is extended into bits through 
11 during the preparation phases. The contents of the 
addressed private memory register are loaded into the 



A-register. This value is gated into the adder with the con- 
tents of the D-register. The sum on the sum bus is stored in 
the selected private memory register, and the contents of 
the sum bus are also clocked into the A-register to allow the 
setting of appropriate condition code flip-flops. 

The instruction traps to location X'43 1 , if condition code 
flip-flop CC2 is set and if the trap mask flip-flop in the 
PSD contains a one. The instruction traps in the prepara- 
tion phases, if indirect addressing is attempted (see para- 
graph 3-141 for trap sequencing). 

Table 3-57 is a sequence chart of the Add Immediate in- 
struction. 

3-191 Add Ha If word (AH 50, DO) 

The AH instruction selects the desired halfword from the ef- 
fective core memory location and extends the sign bit 16 
bit positions to the left. The resulting 32-bit addend is then 
added to the data word contained in the private memory reg- 
ister addressed in the R-field. The sum is stored in the pri- 
vate memory register. 

During the preparation phases, the least significant bit (LSB) 
of the index register contents is moved into flip-flop P32 to 
select the desired halfword in the memory location. The 
indexing data is read into the A-register. The contents are 
shifted one bit position to the right. The operand address 
in the D-register and the indexing data in the A-register 
are added. This modified program address is transferred to 
the P-register. The selected halfword from memory is loaded 
into the D-register, and the value from the selected private 
memory register is clocked into the A-register. These two 
values are gated into the adder. The sum is transferred to 
the selected private memory register and to the A-register. 
The contents of the adder and the A-register are tested for 
condition code and trap information. The program traps to 
location X'43 1 after loading the results into private mem- 
ory, if overflow has occurred and the fixed-point arithmetic 
trap mask bit in the PSD is set. 

Table 3-58 is a sequence chart of the Add Halfword in- 
struction. 

3-192 Add Word (AW 30, B0) 

The AW instruction causes the data word from the reference 
address location in core memory to be added to the data 
word from the private memory register addressed in the R- 
field of the instruction word. The sum is stored in the ad- 
dressed private memory register. 

The operand from core memory is transferred to the D- 
register, and the value in the addressed private memory 
register is transferred to the A-register. These two values 
are gated into the adder, and the sum is loaded into the 
selected private memory register. The sum is also stored 
in the A-regisfer. The adder and the A-register contents 
are tested for condition code and overflow information. 
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Table 3-55. Analyze, Phase Sequence 



Phase 


Function Performed 


Signals Involved 


Comments 


PHI 
T4RL 


C0-C31-/— D0-D31 


DXC = FUANLZ NANLZ PHI + . . . 
OXC = FUANLZ NANLZ PHI + . . . 

LMXC = NAR (NPH1 + NFUANLZ 

+ SW2) + . . . 

S/ANLZ - FUANLZ PHI 

S/PRE1 = FUANLZ NANLZ PHI 
N(S/INTRAPF) 4 . . . 

S/PH2 - BRPH2 NCLEAR + PHI NBR 

BRPH2 " PHI NBR 

NBR •--■ NFUANLZ + ANLZ (. . .) 
SA8L - FUANLZ PHI NANLZ + . . . 


Instruction to be analyzed 

Opcode of instruction to 
be analyzed 

To ensure that reference 
address of new instruction 
is not read onto LM and 
LB address lines 

To perform preparation 
sequence foi new instruc- 
tion 


Inhibit generation of signal LMXC 

Set flip-flop ANLZ 
Set flip-flop PRE! 

Inhibit setting of flip-flop PH2 
Enable clock T8L 


PRE1 
T8L 


Normal preparation sequence 
except as follows: 

Inhibit signal QXP 

Inhibit memory requests except for 
indirect addressing 

Set flip-flop SW2 

Set condition code flip-flops to 
indicate opcode class 

If flip-flop is not set, generate 
signal ANLZ/1 


QXP - PRE1 NANLZ + . . . 

S/RQ PRERQ PRE1 NIA NINDXX 

PRERQ - NOL3 NANLZ + . . . 

RQC - PRE1 NINDX PREOPRQ/2 
NANLZ + . . . 

S/SW2 - ANLZ PRE1 + . . . 

S/CC1 = FADW (ANLZ PRE1) + ANLZ 
PRE1 FAIM (NOl N03) 
(N04 N05) + (ANLZ PRE1) 

FAW + . . . 

S/CC2 - OU5 (ANLZ PRE1) + FADW 
ANLZ PRE1 + . . . 

S/CC4 -■ FAIM ANLZ PRE1 + ... 
ANLZ/1 - ANLZ NCC4 


To compute effective 
address 

Prohibit clocking operand 
address into Q-register 

Allowed for indirect 
addressing 

To control address gating 
term LMXC 

Immediate word type, 
doubleword type, and 
word type 

Doubleword and ha If word 
class 

Immediate class 


END 
PREP 

T4RL 


Generate signal (S/PHl/1) 

Set flip-flop PHI 

Force ANLZ opcode into O-register 
Enable T4RL 


(S/PHl/1) - N PRE DO (PRE2 NIA) 

+ PREDO NIX (PRE2 NIA) 
+ PRE3 NIA 

S/PHl - (S/PHl/1) NCLEAR + . . . 

OX/1 - (S/PHl/1) ANLZ + . . . 
T4RL PREP + . . . 








(Continued) 


Mnemonic: ANLZ 
(44, C4) 
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Table 3-55. Analyze, Phase Sequence (Cont.) 



Phase 


Function Performed 


Signals Involved 


Comments 


PHI 


If signal ANLZ/1 is true, gate 








(Cont.) 


P15-P31 -S15-S31 








T4RL 




SXP 


= ANLZ/I PHI + . . . 


Address gated onto sum bus 
if not immediate addressing 




If a byte addressing class, gate 


SO 


= P32 SXP + . . . 


Byte addressing bits 




signals 










P32 and P33 into SO and SI 


SI 


= P33 SXP + . . . 


Byte or halfword ad- 
dressing bit 






AXS 


= ANLZ/1 PHI + . . . 


If not immediate ad- 


L-lock oU-oJr ■/ *"AU-Aol 




Clear D-register 


DX 


= ANLZ PHI + . . . 


dressing 




Generate memory request for next 


MRQ/1 


- ANLZ PHI + . . . 






instruction 










QlS-QSl^^PlS-PSl 


PXQ 


- MRQ/1 + . . . 


Address of next instruc- 




pi 1 ; i>ti . . fc u»k i mi 


(NLMXC NLMXQ) 


tion 


1 ID-IJI •" L/v\ 10-LUo 1 




Set flip-flop PH2 


S/PH2 


= PHI NBR + . . . 






Enable clock T6L 


T6L 


= NT1L NT4L NT8L NT10L 
NRESET 




PH2 


If signal ANLZ/1 is true, 


SXA 


- (NCC1 +CC2)PH2 ANLZ/1 


Byte, halfword, or double- 


T6L 


A0-A31 -S0-S31 




+ . . . 


word 




S\-SZ\-/-^ A0-A30 


AXSL1 


(NCC1 +CC2) PH2 ANLX/1 
+ . . . 


Cyclic left shift into A- 
register 




S0-7 6 — A31 


A3 1 EN/2 
ALCYC 


- SO ALCYC 
= NFAMDSF 






Set flip-flop PH3 


S/PH3 


- PH2 NBR N(FNANLZ 
NANLZ) + . . . 






Enable clock T6L 


T6L 


= NT1L NT4LNT8L NT10L 










NRESET 




PH3 


If a byte class instruction, 








T6L 


A0-A31 — S0-S31 


SXA 


= NCC1 NCC2 PH3 ANLZ/1 

4- , , 






S1-S31-/— A0-A30 


AXSL1 


- NCC1 NCC2 PH3 ANLZ/1 


Cyclic left shift into A- 




SO —H*~ A31 




+ . . . 


register. Byte address 




If doubleword class, A0-A31 






now in bits 30 and 31 




- PR0-PR31 










PR0-PR29V L -~ A2-A31 


AXPRR2 


= CC1 CC2 PH3 ANLZ/1 

+ . . . 


Doubleword class shifted 
two bit places to the 
right (16 bit displace- 

mgnt \/nli i£> l 




Set flip-flop DRQ 


S/DRQ 


- PH3 ANLZ + . . . 


Inhibits transmission of 
another clock until sig- 
nal received 










Mnemonic: ANLZ 






(Cont 


nued) 


(44, C4) 
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Table 3-55. Analyze Phase Sequence (Cont.) 



Phas 



Function Performed 



Signals Involved 



Comments 



PH3 
T6L 
(Cont.; 



Set flip-flop PH4 
Enable clock T10L 



S/PH4 
S/T10L 



PH3 NBR + . 
ANLZ PH3 + 



Ha If word not shifted, 
leaving 18-bit displace- 
ment value. Word not 
shifted during PHI and 
PH2, leaving 17-bit dis- 
placement value 



PH4 
T10L 



A0-A31 
S0-S31- 



-S0-S31 



•RW0-RW31 



Generate write byte signals 
RWB0-RWB3 

Reset flip-flop ANLZ 

Generate signal ENDE 

Set flip-flop PRE1 

Enable clock T6L 



SXA = ANLZ NCC4 PH4 + . . . 

RWXS - RWBO through RWB3 

RWB0-RWB3 = ANLZ/1 PH4 + . . . 

R/ANLZ = PH4 + CLEAR 

ENDE = ANLZ PH4 + . . . 

S/PRE1 = ENDE (NHALT + FUEXU) 

N(S/INTRAPF) 

T6L = NT1L NT4L NT8L NT10L 

NRESET 



Write modified address 
into addressed private 
memory register 



Mnemonic: ANLZ 
(44, C4) 
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Table 3-56. Interpret, Phase Sequence 



Phase 


Function Performed 


Signals Involved 


Comments 


PREP 


At the end of PREP: 








(O) Opcode 




(P) Effective word address 










(Q) Next instruction address 










(R) R-field 








PHI 




CXMB 


= DG 


Operand gated from core 


MdU-MuJI ■" L-U-VwO 1 


T4RL 








memory into the C-register 
when data gate signal re- 
ceived from core memory 




C4-C15-y— -D20-D31 


DXCRI6/2 


= DXC/9 + . . . 


Bits 4 through 15 are 






DXC/9 


- FUINT PHI 


loaded into the even pri- 
vate memory register 






FUINT 


= OU6 OLB 


during PH2 




Enable signal (S/T8L) 


(S/T8L) 


- FUINT EXU NEDNE + . . . 


Select clock in PH2 




Zeros-A—D0-D19 


DX 


= DXC/9 




PH2 


D0-D31 -S0-S31 


SXD 


- FUINT 07 PH2 + . . . 


Load bits 4 through 15 in 


T8L 




RWXS/0- 
RWXS/3 


= RW + . . . 


the even numbered pri- 
vate memory register 


i>U-oJI ^■KVVU-KWJI L'\l 






RW 


= FUINT PH2 + . . . 






C0-C31^-^D0-D31 


DXC/6 


= FUINT PH2 + . . . 


Clock operand into the 
D-register 




Enable signal MRQ/1 


MRQ/1 


= FUINT PH2 + . . . 


Generate memory request 
for next instruction, as 
specified by the Q-register 






PXQ 


= MRQ/1 + . . . 


Load next instruction ad- 


Qlo-Uol / ""tU-rJI 










dress into the P-register 




cnarjie signal v-V >-i\Ji/ ^y 




= FUINT PH2 + 


Used in PH3 for selecting 
odd numbered private 
memory register 


PH3 


Enable signal (S/T8L) 


(S/T8L) 
RWXS/0- 


= FUINT EXU NENDE + . . . 


Select clock in PH3 


S0-S31 -RW0-RW31 [R + l] 






T8L 




RWXS/3 


- RW + . . . 


S0-S31 presently contain 
all zeros, causing the odd 






RW 


- FUINT PH3 + . . . 


numbered private memory 
register to be cleared. 
During PH4, data is written 
into bits 16 through 31 of 
the odd numbered private 
memory register, leaving 
bits through 15 clear 










Mnemonic: INT 






(Cor 


tinued) 


(6B, EB) 
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Table 3-56. Interpret, Phase Sequence (Cont.) 



Phc 



Function Performed 



Signals Involved 



Comments 



PH3 
T8L 
(ConU 



PH4 
T8L 



Enable signal (S/LR31/2) 



Enable signal (S/DRQ) 



Enable signal (S/T8L) 



D0-D31 -S0-S31 

S0^-CC1 

Sl-7^-CC2 

S2-y-^CC3 

S3-/— CC4 

S16-S31 -RW16-RW31 [R+l] 



Enable signal ENDE 

Set flip-flop PRE1 for the next 
instruction 



(S/LR31/2) 



(S/DRQ) 



(S/T8L) 



FUINT PH3 + 



FUINT PH3 + 



= FUINT EXU NENDE + 



SXD 



FUINT PH4 NSDIS + 



S/CC1 


= FUINT PH4 SO + . . 


R/CC1 


(R/CC1) 


S/CC2 


■- FUINT PH4 SI + . . 


R/CC2 


- (R/CC2) 


S/CC3 


FUINT PH4 S2 + . . 


R/CC3 


- (R/CC3) 


S/CC4 


FUINT PH4 S3 + . . 


R/CC4 


- (R/CC4) 


RWXS/2 


-■■ RWB2 


RWXS/3 


- RWB3 


RWB2, RWB3 


- FUINT PH4 + . . . 



ENDE 
S/PRE1 

R/PRE1 



FUINT PH4 + . . . 

ENDE N(S/INTRAPF) 
(NHALT + FUEXU) + 



Used in the PH4 for selec- 
ting odd numbered private 
memory register 

Inhibits transmission of 
another clock until data 
release signal received 
from core memory 

Select clock in PH4 



Place operand on the sum 
bus 

Load bits through 3 of 
operand into flip-flops 
CC1 through CC4, re- 
spectively 



Load bits 16 through 31 of 
the operand into the odd 
numbered private memory 
register. Leave bits 
through 15 of the odd num- 
bered private memory reg- 
ister clear 



Mnemonic: INT 

(66, EB) 
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Table 3-57. Add Immediate, Phase Sequence 



Phase 


Function Performed 


Signals Involved 


Comments 


PREP 


At the end of PREP: 








(O) Opcode 




(P) Next instruction address 










(R) R-field 










(D12-D31) Value field 










(D0-D11) Extended sign 










Instruction traps if IA is set 


FAILL 


= IA N03 (N04 N05) + . . . 




PHI 




AXRR 


- FAS12 PHI + . . . 


Transfer addend from pri- 


KRU-KKoi / *"AU-AJI 


T4RL 




FAS12 


- NOl 02 OL0 + . . . 


vate memory register into 
the A-register 




Enable signal (S/DRQ) 


(S/DRQ) 


- FAS12 PHI + . . . 


Inhibits transmission of 
another clock until data 
release signal received 
from core memory 




Enable signal BRPH5 


BRPH5 


= FAS12 PHI + . . . 


Advance to PH5 




Enable signal (S/T10L) 


(S/T10L) 


= FAS12 PHI + . . . 


Select clock in PH5 


PH5 


» n Aoi 








AU-Aol i 

CS0-CS31 -ADDER — S0-S31 


T10L 


SXPR/10- 








1 
nn mi 


SXPR/13 
SXADD 


= SXADD + . . . 

FAS12 PH5 NSDIS + . . . 


Add value field to addend 
and place result on sum 
bus 


uu-uo 1 




t\ r%r )'\ k v\htr\ nw 1 ! 


RWXS/0- 






iU-jvJl KWU-KVVOl 






RWXS/3 


- RW + . . . 


Store result in private 






RW 


- FAS12 PH5 + . . . 


memory register 




S0-S31-^— A0-A31 


AXS 


" FAS12 PH5 + . . . 


Store result in A-register. 
Used during next phase 
for testing result 




If end carry, set flip-flop CC1 


S/CC1 

(S/CCl/1) 
KOO 
R/CCl 


= (S/CCl/1) + . . . 
- FAS12 PH5 KOO 
" End carry 
= FAS12 PH5 + . . . 






If overflow, set flip-flop CC2 


S/CC2 

OVER 

PROBEOVER 
R/CC2 


- OVER PROBEOVER + . . . 
= DO NKO NPRO NFAS10 + . . . 
= FAS12 PH5 + . . . 
= PROBEOVER 






If overflow, and bit 11 of the PSW 


TROVER 


- AM OVER PROBEOVER +. . . 


Trap to location X'43 1 




is a one (trap mask), enable signal 
TROVER, and set flip-flops TRAP, 


AM 


- function of bit 11 of the PSW 






TR30, TR31, and BRQ 
















Mnemonic: AI (20) 






(Continued) 
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Table 3-57. Add Immediate, Phase Sequence (Gont.) 



Phase 



Function Performed 



Signals Involved 



Comments 



PH5 

T10L 

(Cont.) 



Set flip-flop TESTA 



Enable signal ENDE 

Set flip-flop PRE1 for the next 
instruction 



Next 
clock 



Test word in A-register, and set 
flip-flops CC3 and CC4 

If word is positive, set flip-flop 
CC3; if word is negative, set flip- 
flop CC4; if word is zero, reset 
flip-flops CC3 and CC4 



S/TRAP - TROVER + . . . 

TRAP forces a one into P25 via PXTR 

R/TRAP - RESET + . . . 

S/TR30 = TROVER N STRAP 

N(S/TRACC4/1) 

TR30 forces a one Into P30 via PXTR 



R/TR30 
S/TR31 



(R/TR) 

TROVER N(S/TRACC4/1) 
NSTRAP NTRAP +■ . . . 



TR31 forces a one into P31 via PXTR 
R/TR31 = (R/TR) 

S/BRQ - TROVER 



S/TESTA 


- FAS12 PH5 + . . . 


R/TESTA 




ENDE 


- FAST 2 PH5 + . . . 


S/PRE1 


ENDE N(S/INTRAPF) 




(NHALT + NFUEXU) 



R/PRE1 



S/CC3 


- NAO NA0031Z TESTA 


NA0031Z 


A-register does not contain 




all zeros 


R/CC3 


=■■ TESTA 


S/CC4 


- A0 TESTA NTESTA/1 + . . 


R/CC4 


- TESTA 



BRQ causes the return ad- 
dress to reflect the address 
of the instruction being 
executed at the time of 
the trap 



Mnemonic: AI (20) 
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Table 3-58. Add Halfword, Phase Sequence 



Phase 


Function Performed 


Signals Involved 


Comments 


PREP 


Same as general preparation phases 
except as follows: 










npi < r^nOA / ^ A 1 *" A 01 


AXRRR1 


= OU5 INDX PRE1 


Index value moved one bit 


KKI4-KKoU / ^Alo-Aol 




in PRE1 






position to the right 




nnoi / B POO 


S/P32 
CXMB 


= RR31 AXRRRI 

= DG 


Halfword address bit 


KKol / ■" Vol 


PHI 


MB0-MB31 -C0-C31 


Operand gated from core 










memory into the C- 










register when data gate 










signal received from core 




If NP32 






memory 




C0-C15-^-— D16-D31 


DXCR16 


= DXC/5 NP32 + . . . 


Bits through 15 of oper- 






DXC/5 


= OU5 N04 N05 PHI +■ . . . 


and clocked into D16- 
D31 




If P32 










C16-C31^— D16-D31 


DXC/12, 










DXC/13 


- DXC/7 + . . . 


Bits 16 through 31 of the 






DXC/7 


= DXC/2 


operand gated into D16- 
D31 






DXC/2 


= DXC/5 P32 + . . . 






If NP32 










MBO^-— D0-D11 


C0C16C12 
CXMB/4 


= MBO NP32 CXMB/4 
(...)+... 

= DGC 


Extend sign bit (MBO) into 
D0-D15 




MBO-/— D12-D15 


C0C16/1 


= MBO NP32 CXMB/4 (...) 






If P32 










h Am ' f » nn n 1 1 


C0C16C12 


= MB16 P32 CXMB/4 (...) 


Extend sign bit (MB16) 


MB 10 / ■" UV-U 1 1 








+ . . . 


into D0-D15 




mpi' / » ni /1 ni r 


C0C16/1 

AXRR 


= MB16 P32 CXMB/4 (...) 
+ . . . 

- FAS12 PHI + . . . 


Transfer augend from the 


AAblO / ^Ulz-UID 
rr>n pnoi / ^ *n aoi 




KKU-KKol / * AU-Aol 






FAS 12 


= OU5 N05 NO6 N07 + . . . 


fast memory register to 
the A-register 




Enable signal (S/DRQ) 


(S/DRQ) 


= FAS12 PHI + . . . 


Inhibits transmission of 
another clock until data 
release signal received 
from core memory 




Q15-Q31-?<-— P15-P31 


PXQ 


= PRERQ PHI + . . . 


Load next instruction ad- 






PRERQ 


= Ol 03 N04 N05 (...) 

+ . , , 


dress into the P-register 




Enable signal BRPH5 


BRPH5 


= FAS12 PHI + . . . 


Advance to PH5 




Enable signal (SA'OL) 


(S/T10L) 


= FAS12 PHI + . . . 


Select clock in PH5 








Mnemonic: AH (50, DO) 






(Continued) 
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Table 3-58. Add Halfword Phase Sequence (Cont. 



Phase 


Function Performed 


Signals Involved 


Comments 


PH5 
T10L 






SXPR/10- 
SXPR/13 

SXADD 


- SXADD + . . . 

- FAS12 PH5 NSDIS + . . . 


Add halfword (D-register) 
to augend (A -register) and 
place result on sum bus 


AU-Aol 
CS0-CS31 - 


ADDER — S0-S31 








S0-S31 ^RW0-RW31 


RWXS/0- 
RWXS/3 

RW 


= RW + . . . 

FAS12 PH5 + . . . 


Store result in private 
memory register 






-A31 


AXS 


= FAS12 PH5 + . . . 


Store result in A-register. 
Used during next phase 
for testing result 


i>U-oJ 1 / * AU 




If end carry, set flip-flop CO 


S/CC1 

KOO 

R/CC1 


= FAS12 PH5 KOO + . . . 

- End carry 

= FAS12 PH5 + . . . 






If overflow, set flip-flop CC2 


S/CC2 

OVER 

PROBEOVER 
R/CC2 


- OVER PROBEOVER + . . . 

- DO NKO NPRO NFAS10+. . . 
= FAS12 PH5 + . . . 

- PROBEOVER 






If overflow, and bit 1 1 of the PSW 
is a one (trap mask), enable signal 
TROVER, and set flip-flops TRAP, 
TR30, TR31, and BRQ 


TROVER 

AM 
S/TRAP 

TRAP forces a 
R/TRAP 
S/TR30 

TR30 forces a 
R/TR30 
S/TR31 

TR31 forces a 
R/TR31 
S/BRQ 


- AM OVER PROBEOVER + . . . 
: Function of bit 1 1 of the PSW 
= TROVER + . . . 

one into P25 via PXTR 

= RESET + . . . 

= TROVER NSTRAP 

N(S/TRACC4/1) + . . . 

one into P30 via PXTR 

= (R/TR) 

TROVER N(S/TRACC4/1) 
NSTRAP NTRAP + . . . 

one into P31 via PXTR 

- (RAR) 

- TROVER 


Trap to location X'43 1 




Set flip-flop TESTA 


S/TESTA 
R/TESTA 


- FAS12 PH5 * . . . 






Enable signal ENDE 


ENDE 


FAS12 PH5 + . . . 






Set flip-flop PRE1 for the next 
instruction 


S/PRE1 
R/PRE1 


- ENDE N(S/INTRAPF) 

(NHALT + NFUEXU) + . . . 












Mnemonic: AH (50, DO) 








(Cont 


nued) 
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Table 3-58. Add Ha If word, Phase Sequence (Cont.) 



Phc 



Function Performed 



Signals Involved 



Comments 



Next 
clock 



Test word in A-register, and set 
flip-flops CC3 and CC4 

If word is positive, set flip-flop CC3; 
if word is negative, set flip-flop 
CC4; if word is zero, reset flip-flops 
CC3 and CC4 



S/CC3 


= NAO NA0031Z TESTA 


NA0031Z 


- A-register does not contain 




all zeros 


R/CC3 


- TESTA 


S/CC4 


- A0 TESTA NTESTA/1 + . , 


R/CC4 


= TESTA 



Mnemonic: AH (50, DO) 
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Paragraphs 3-193 to 3-196 



The program traps to location X'43' after loading the results 
into private memory, if overflow has occurred, and the fixed- 
point arithmetic trap mask bit of the PSD is set. 

A sequence chart of the Add Word instruction is given in 
table 3-59. 

3-193 Add Doubleword (AD 10, 90 ) 

Instruction AD causes the effective doubleword from core 
memory to be added to the contents of an even and an odd 
numbered private memory register. The low order 32 bits of 
the sum are stored in the odd numbered private memory reg- 
ister, and the 32 high order bits are stored in the even num- 
bered private memory register. 

The one's complement of low order half of the core memory 
doubleword is loaded into the D-register. The low order 
half of the doubleword in the selected private memory reg- 
isters is loaded into the A-register. Flip-flop CS31 is set 
to form the two's complement of the word in the D-register. 
The A-, D-, and CS-register outputs are gated into the 
adder, and the addition is an effective subtraction of the 
core memory word from the private memory word. The re- 
sult is loaded into the odd numbered private memory regis- 
ter, and into the A-register to be tested for a zero condition. 
The one's complement of the high order half of the core 
memory doubleword is loaded into the D-register, and the 
high order half of the private memory doubleword is loaded 
into the A-register. The A-, the D-, and the CS-register 
outputs are gated into the adder, and the addition completes 
the effective subtraction mentioned above. The result is 
transferred to the even numbered private memory register. 

A sequence chart of the Add Doubleword instruction is 
given in table 3-60. 

3-194 Subtract Ha If word (SH 58, D8) 

The SH instruction causes a word to be read from a refer- 
enced memory address. The instruction selects the desired 
halfword and extends the sign bit 16 bit positions to the left. 
The two's complement is obtained; the resulting 32-bit word 
is added to the data word contained in the addressed pri- 
vate memory register. The sum is stored in the private mem- 
ory register. 

The index value is read into the A-register, and is shifted 
one bit position to the right, during the preparation phases. 
The halfword select bit in the least significant position is 
clocked into flip-flop P32. The operand address in the D- 
register and the indexing data in the A-register are placed 
in the adder, and the modified program address is clocked 
into the P-register. 

During the execution phases, the one's complement of the 
most or the least significant halfword, depending on the 
state of flip-flop P32, is clocked into the D-register. Flip- 
flop CS31 is set to form the two's complement. The data 
word in the selected private memory register is loaded into 
the A-register. These values are added in the adder which 



results in algebraically subtracting the core memory data 
word from the data word in private memory. The result is 
transferred to the selected private memory register, and to 
the A-register to test for a non-zero value and for condition 
code information. The program traps to location X'43' after 
loading the contents of the sum bus into private memory, if 
the sign bit changes, which indicates fixed-point overflow, 
and if the fixed-point arithmetic trap mask bit in the PSD 
is set. 

A sequence chart of the Subtract Halfword instruction is 
given in table 3-61 . 

3-195 Subtract Word (SW 38, B8) 

The SW instruction causes a word to be read from a refer- 
enced memory address. The two's complement of the word 
is obtained and is added to the data word contained in the 
addressed private memory register. The sum is stored in the 
private memory register. 

The one's complement of the word in memory is clocked into 
the D-register. Flip-flop CS31 is set to form the two's com- 
plement in the adder. The data word from the selected pri- 
vate memory register is loaded into the A-register. The out- 
puts of the A- and D-registers are gated into the adder where 
the addition performed results in the effective algebraic 
subtraction of the core memory word from the word in private 
memory. The result is transferred to the selected private 
memory register, and to the A-register to be tested for over- 
flow and condition code information. The program traps to 
location X'43 1 after loading the result into the private mem- 
ory register, if the sign bit changes, which indicates fixed- 
point overflow, and the fixed-point arithmetic trap mask bit 
in the PSD is set. 

Table 3-62 is a sequence chart of the Subtract Word instruc- 
tion. 

3-196 Subtract Doubleword (SD 18, 98) 

The SD instruction causes two data words to be read from 
successive core memory locations. The two's complement 
of the 64-bit data word is obtained and is added to the con- 
tents of an even and an odd numbered private memory regis- 
ter. The low order 32-bits of the sum are then stored in the 
memory register, and also in the A-register where they are 
tested for overflow and condition code information. If fixed- 
point overflow occurs, and if the fixed-point arithmetic trap 
mask bit in the PSD is set, the program traps to location 
X'43' after loading the result into the private memory regis- 
ters. 

A sequence chart of the Subtract Doubleword is given in 
table 3-63. 

The low order half of the addend from core memory is loaded 
into the D-register, and the low order half of the augend from 
the odd numbered private memory register is loaded into the 
A-register. The two values are gated into the adder, and the . 
sum is loaded into the odd numbered private memory register, 
and into the A-register to be tested for a nonzero condition. 
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Table 3-59. Add Word,Phase Sequence 



Phase 


Function Performed 


Signals Involved 


Comments 


PREP 


At the end of PREP: 








(O) Opcode 




(P) Effective address 










(Q) Next instruction address 










(R) R-field 








PHI 


MB0-MB31 -C0-C3 1 


CXMB 


= DG 


Addend gated from core 


T4RL 


C0-C31-/— D0-D31 


DXC/10- 




memory into the C- 
register when data gate 
signal received from core 
memory. 






DXC/13 


= DXC/6 + . . . 


Clock addend into the 






DXC/6 


= OU3 N04 N05 PHI + . . . 


D-register 




r*pn pro i / ^ 


\0-A31 


AXRR-0, 






KKU-KKo 1 / * / 






AXRR-1, 










AXRR/12, 










AXRR/13 


- AXRR + . . . 


Transfer augend from fast 






AXRR 


= FAS12 PHI + . . . 


memory register into the 
A -register 






FAS12 


= OU3 N05 N06 N07 + . . . 






Enable signal (S/DRQ) 


(S/DRQ) 


= FAS12 PHI +. . . 


Inhibits transmission of 
another clock until data 
release signal received 
from core memory 




r^i 1 *" /"\1 1 / m 


P15-P31 


PXQ 


= PRERQ PHI + . . . 


Load next instruction ad- 


(JlD-vJol / m 






PRERQ 


= OU3 N05 (...)+ ... 


dress into the P-register 




Enable signal BRPH5 


BRPH5 


- FAS12 PHI + . . . 


Advance to PH5 




Enable signal (S/T10L) 


(S/T10L) 


= FAS12 PHI + . . . 


Select clock in PH5 


PH5 


An ATI 








Add addend (D-register) 


AU-Ao 1 




T10L 


CS0-CS31 - 

nr» mi 


ADDER -S0-S31 


SXPR/10- 
SXPR/13 


= SXADD + . . . 


to augend (A-register) and 
place result on sum bus 


\J\)-uo 1 








SXADD 


= FAS12 PH5 NSDIS 






t\ '"y i m r*\f\ 


'0-RW31 


RWXS/10- 






bU-ool * Kv\ 






RWXS/13 


= RW + . . . 


Store result in fast mem- 






RW 


- FAS12 PH5 + . . . 


ory register 




t\ *"} i m ^ n 


-A31 


AXS 


= FAS12 PH5 + . . . 


Store result in A-register. 


bU-DO 1 *"AU 










Used during next phase 










to test result 




Set flip-flop TESTA 


S/TESTA 
R/TESTA 


= FAS12 PH5 + . . . 












Mnemonic: AW (30, BO) 








(Conl 


inued) 
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Table 3-59. Add Word, Phase Sequence (Cont) 



Phase 


Function Performed 


Signals Involved 


Comments 


PH5 


Enable signal ENDE 


ENDE 


- FAS12 PH5 + . . . 




T10L 
(Cont.) 


Set flip-flop PRE1 for the next 
instruction 


S/PRE1 
R/PRE1 


- ENDE N(S/INTRAPF) 

(NHALT + NFUEXU) + . . . 






If end carry, set flip-flop CC1 


S/CC1 

K00 

R/CC1 


FAS12 PH5 K00 + . . . 
~ End carry 
- FAS12 PH5 + . . . 






If overflow, set flip-flop CC2 


S/CC2 

OVER 

PROBEOVER 
R/CC2 


OVER PROBEOVER + . . . 
- DO NKO NPRO NFAS10 +. . . 
= FAS12 PH5 + . . . 

PROBEOVER 






If overflow and bit 1 1 of the PSW 


TROVER 


■-■ AM OVER PROBEOVER + . . . 


Trap to location X'43' 




is a one (trap mask), enable signal 
TROVER and set flip-flops TRAP, 


AM 


" Function of bit 11 of the PSW 






TR30, TR31, and BRQ 


S/TRAP 

TRAP forces a 
R/TRAP 
S/TR30 

TR30 forces a 
R/TR30 
S/TR31 

TR31 forces a 
R/TR31 
S/BRQ 


-■ TROVER + . . , 
one into P25 via PXTR 

- RESET + . . . 

- TROVER NSTRAP 
N(S/TRACC4/1) + . . . 

one into P30 via PXTR 

= (R/TR) 

- TROVER NSTRAP NTRAP 
N(S/TRACC4/1) + . . . 

one into P31 via PXTR 

- (R/TR) 

= TROVER 




Next 


Test word in A-register, and set 








clock 


flip-flops CC3 and CC4 










If word is positive, set flip-flop CC3; 


S/CC3 


- NAO NA0031Z TESTA 






if word is negative, set flip-flop 
CC4; if word is zero, reset flip-flops 
CC3 and CC4 


NA0031Z 

R/CC3 
S/CC4 
R/CC4 


~ A-register does not contain 
all zeros 

-- TESTA 

- AO TESTA NTESTA/1 + . . . 

- TESTA 












Mnemonic: AW (30, BO) 
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Table 3-60. Add Doubleword, Phase Sequence 



Phc 



Function Performed 



Signals Involved 



Comments 



PREP 



PHI C0-C31^— D0-D31 
T4RL 

RR0-RR31-t^— A0-A31 



Set flip-flop DRQ 



Same as general preparation sequence 
except 

Force a one on LB31 address line to 
select odd numbered core memory 
word location 

During PRE2, force a zero on LB31 
address line to select even numbered 
core memory word by inhibiting flip- 
flop P31 from setting 

Generate a memory request for second 
half of doubleword 

Force a one on LR31 address line to 
select odd numbered private memory 
register 



PREP 



PHI 
T4RL 



Force a one on LR31 address line 



LB31 
S/P31 

MRQ 
S/LR31/2 

DXC 

AXRR 

S/DRQ 

S/LR31/2 



PREFADO LMXC NCO 



S31 PXS NP31Z 



= PRE2 NIA PREDONANLZ 

- (S/PH1/1) 

(FAS3 N04 N05 N06) 



(N01 03) (N04 N05 N07) 
PHI 

FAS22 PHI 



PREDO PHI 



OU1 (N05 N07) PHI 



Low order half of double- 
word from core memory 

Low order half of double- 
word from private memory 

Inhibits transmission of 
another clock until signal 
received from memory 

Selects odd numbered 
private memory register 



At the end of PREP: 



(O) Opcode 

(P) Effective address 

(P31) Reset 

LB31 - 1 during PRE1 

LB31 during PRE2 

(Q) Next instruction address 

(R) R-field 

(LR31) Set 



LB31 

S/P31 

P31Z 



PREFADO LMXC NCO 
S31 PXS NP31Z 

PRE2 NIA FADW 



Memory request tor low 
order word was made in 
PRE1, for high order word 
in PRE2 by inhibiting 
setting of P31 

Selects R+1 in PHI 



MB0-MB31- 



— C0-C31 



CXMB 



- DG 



Low order half of addend 
doubleword gated into 
the C-register from core 
memory when data gate 
signal received from core 
memory 



Mnemonic: AD (10, 90) 



(Continued) 
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Table 3-60, Add Doubleword, Phase Sequence (Cont.) 



Phase 



Function Performed 



Signals Involved 



Comments 



PHI 

T4RL 

(Cont.) 



PH2 



C0-C31 / * • D0-D31 



RR0-RR31^— -A0-A31 [R + l] 



DXC/10- 
DXC/13 


= DXC/6 + . . . 


DXC/6 


= NOl 03 N04 N05 N07 
PHI 


AXRR 


= FAS22 PHI + . . . 


FAS22 


- OU1 NQ5 NQ6 + . . . 



Set flip-flop RQ 
Enable signal (S/DRQ) 

Enable signal (S/LR31/2) 
Enable signal (SA10L) 
A0-A31 



S/RQ OU1 N05 N06 PHI + 

(S/DRQ) - PREDO PHI + ■ . . . 

PREDO = OU1 N05 N07 + . . . 

(S/LR31/2) - OU1 N05 N07 PHI + 

(S/T10L) = FAS3 PHI + . . . 

FAS3 - OU1 NQ5 NQ6 NQ7 



CS0-CS31 -ADDER -S0-S31 

D0-D31 



If end carry is detected as a result 
of the low order addition, reset flip- 
flop K00H 



S0-S31^— A0-A31 



S0-S31 -RW0-RW31 [R + l] 



MB0-MB31 -C0-C31 



SXPR/10- 
SXPR/13 

SXADD 
S/K00H 

S00 

KOO 
R/KOOH 
AXS 



SXADD + . . , 
FAS22 PH2 NSDIS + 
S00 + . . . 
Function of NK00 
End carry present 

FAS22 PH2 + . . . 



RWXS/0- 
RWXS/3 


= RW + . . . 


RW 


-- FAS3 PH2 + . . . 


CXMB 


- DG 



Clock low order half of 
addend doubleword into 
the D-register 

Transfer low order half 
of augend doubleword 
from the odd fast memory 
register into the A- 
register 

Memory request for next 
instruction 

Inhibits transmission of 
another clock until data 
release signal received 
from core memory 

Used in PH2 for selecting 
odd numbered fast mem- 
ory register 

Select clock in PHI 



Add low order half of 
addend doubleword to 
low order half of augend 
doubleword, and place 
result on sum bus 



Store result in A-register. 
Used in PH3 for testing 
result 

Store result in odd fast 
memory register 

High order half of addend 
doubleword gated into the 
C-register from core mem- 
ory when data gate sig- 
nal received from core 
memory 



Mnemonic: AD (10, 90) 
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Table 3-60. Add Doubleword, Phase Sequence (Cont.) 



Phase 


Function Performed 


Signals Involved 


Comments 


PH2 


C0-C31-y— D0-D31 


DXC/10- 






(Cont.) 




DXC/13 


- DXC/6 + . . . 


Clock high order half of 






DXC/6 


- FUAD PH2 + . . . 


addend doubleword into 
the D-register 






FUAD 


- OU1 OL0 






Enable signal 


T6RL 

of A-register. If non- 


T6RL 

S/BWZ 


= FAS3 PH2 + . . . 


Select clock in PH3 


PH3 


Test contents 


- (S/BWZ/1) NA0031Z + . . . 


Store nonzero condition 


T6RL 


zero, set flip-flop BWZ 


(S/BWZ/1) 
NA0031Z 
R/BWZ 


- FAS22 NOL9 PH3 
= nonzero condition 
= CLEAR 


in flip-flop BWZ 




RR0-RR31-A—A0-A31 [r] 


AXRR 


= FAS22 PH3 + . . . 


Transfer high order half 
of augend doubleword 
from the even fast mem- 
ory register to the A- 
register 




If flip-flop K00H was reset in PH2, 


S/CS31 


CSX1/8 + . . . 


Store end carry from low 




set flip-flop CS31 


CSX1/8 

(S/BWZ/1) 
R/CS31 


- (S/BWZ/1) NK00H NOLB 

+ , . . 

- FAS22 NOL9 PH3 + . . . 

- (R/CS31) 


order addition in flip- 
flop CS3I 




Enable signal (S/DRQ) 


(S/DRQ) 


=■-■ FAS22 PH3 - . . . 


inhibits transmission of 
another clock until data 
release signal received 
from core memory 




r> 1 r 0^1 ' »pi r mi 


PXQ 


PREDO PH3 r . . . 


Load next instruction ad- 


vJID-LrfJI / m rlO-rdl 










dress into the P-iegister 




Enable signal BRPH5 


BRPH5 


- FAS22 PH3 + . . . 


Advance to PH5 




Enable signal 'S/T1QL 1 


(S/T10L) 


- FAS3 PH3 4 . . . 


Select clock in PH5 


PH5 


/■~ r n 1 








Add high order half of 


Loo 1 




T10L 


»n Ail ^ 


Annrn » r n r Ti 


SXPR/10-13 


^ SXADD + . . . 


addend doubleword to 
high order half of augend 


AU AJ 1 *■ 


A UUL \\ •" jU- jo 1 




nn mi 




SXADD 


FAS22 PH5 NSDIS + . . . 


doubleword; incorporate 
end cany if any, and 




DKJ U*J 1 


j/\n L/L/ 










place result on sum bus 




C C\ r 11 »- 


RW0-RW31 [R] 


RWXS/0- 






jU-oo 1 ^ 






RWXS/3 


- RW + . . . 


Store result in even fast 






RW 


- FAS3 PH5 4 . . . 


memory register 




S0-S31— A— A0-A31 


AXS 


FAS22 PH5 + . . . 


Used for testing result 




If BWZ, I 


/ > ATI 


S/A31 


- S31 AXS-3 + A31X1 + . . . 


during next clock 


/ ^Ao 1 






A31X1 


FAS22 BWZ + . . . 












Mnemonic: AD (10, 90) 
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Table 3-60. Add Doubleword, Phase Sequence (Cont. ) 



Phase 



Function Performed 



Signals Involved 



Comments 



PH5 
T10L 

(Cont.) 



Set flip-flop TESTA 



Enable signal ENDE 

Set flip-flop PRE1 for the next 
instruction 

If end carry, set flip-flop CC1 



If overflow, set flip-flop CC2 



If overflow and bit 1 1 of the PSW 
is a one (trap mask), enable signal 
TROVER and set flip-flops TRAP, 
TR30, and TR31 



S/TESTA 
R/TESTA 
ENDE 
S/PRE1 

S/CC1 

K00 
R/CC1 
S/CC2 

OVER 

PROBEOVER 
R/CC2 
TROVER 

AM 
S/TRAP 

TRAP forces a 
R/'TRAP 
S/TR30 

TR30 forces a 
R/TR30 
S/TR31 



FAS22 PH5 -t . . . 

- FAS22 PH5 + . . . 

ENDE NiS, 1NTRAPF) 
(NHALT i NFUEXU) + . . . 

FAS3 PH5 K00 -» ■ . . . 

End carry 

FAS3 PH5 i . . . 

OVER PROBEOVER t . . . 

NPRO NFAS10 (DO NKO 
+ NAO NDO K0) 

- FAS3 PH5 + . . . 
PROBEOVER 

AM OVER PROBEOVER + . . . 
Function of bit 1 1 of the PSW 
TROVER + . . . 
one into P25 via PXTR 
RESET + . . . 

- TROVER NSTRAP 
N(S/TRACC4/1) + , .. 

one into P30 via PXTR 

- (R/'TR) 

TROVER NSTRAP NTRAP 



Trap to location X'43' 



N(S/TRACC4/1) + 
TR31 forces a one into P31 via PXTR 
(R/TR) 



R/TR31 



Next Test word in A-register, and 
clock accordingly, set flip-flops CC3 
and CC4 

If word is positive (indicates that 
doubleword sum in private memory 
register is positive), set flip-flop 
CC3; if word is negative (indicates 
that doubleword sum in private mem- 
ory register is negative), set flip- 
flop CC4; if word is zero (indicates 
that doubleword sum in private mem- 
ory register is zero), reset flip-flops 
CC3 and CC4 



S/CC3 


NAO NA0031Z TESTA 

(...) 


NA0031Z 


A-register does not contain 




all zeros 


R/CC3 


TESTA 


S/CC4 


- A0 TESTA NTESTA/1 + . 


R/CC4 


TESTA 



Mnemonic: AD (10, 90) 
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Table 3-61. Subtract Hal fword, Phase Sequence 



Phase 


Function Performed 


Signals Involved 


Comments 


PRE1 
T6L 


D12-D14 — LR29-LR31 


LRXD 


ENDE 


Selects index register con- 
taining halfword selectbit 




Generate signal INDX 


INDX 


(C12 + C13 + C14) (C3 + C4 

+ C5) 






P15-P3W-*- Q15-Q31 


QXP 


- PRE1 NANLZ + . . . 






RR14-RR30-/— A1-5-A31 


AXRRR1 


- OU5 INDX PRE1 


Index data gated into A- 
register shifted one bit 
right 




RR31-A— P32 


S/P32 


- RR31 AXRRR1 


Halfword select bit 




Set flip-flop IX 


S/IX 


INDX PRE1 






Set flip-flop PRE2 


S/PRE2 


NPREIM PRE1 N(S/INTRAPF) 




PRE2 
T4RL 


Enable T4RL 

Aiq ATI i nTi mi »- 


T4RL 
SXADD 


PREP + . . . 
- PRE2 NIA + . . . 




Modified program address 


S15-S31 




S15-S31— A-^P15-P31 


PXS 


PRE2 NIA + . . . 






P15-P31 -LM15-LB31 


(NLMXC 
NLMXQ) 


PRE2 NIA NRIP + . . . 


Address of operand from 
core memory 




R28-R31 -LR28-LR31 


(LRXR NLRXLB) 


NENDE 


Address of operand from 
private memory 




Generate memory request for next 
instruction 


S/RQ 


PRE2 NIA IX PRERQ + . . . 






Set flip-flop PHI 


S/PH1 


NPREDO PRE2 NIA t- . . . 






Enable T4RL 


T4RL 


PREP + . . . 




PHI 
T4RL 


Reset IX flip-flop 


R/IX 


PRE2 NIA 




PXQ 

DXNCR16-2 
C0C16C12 


PRERQ PHI + . . . 

OU5 (04 N05 N07) PHI NP32 
NMBO NP32 CXMB/4 


Address of next instruction 

Most significant halfword 
Extend sign 


WIO-Wol / ■" flo-rjl 




D15-D31 and NMBO— A— D0-D15 




If PT9 Ic tma M^IA M/^T1 / M. 


DXNC 
C0C16C12 


OU5 (04 N05 N07) PHI P32 
NMB16 P32 CXMB/4 


Least significant halfword 
Extend sign 

D-register contains in- 
verse of selected halfword 


niA-DTl nnrl MMR1A ■/■ ■» 


D0-D15 










with inverted sign in- 
tended 16 places to the 
left 




Force a one into flip-flop CS31 


S/CS31 
AXRR 


CSX1 ■ OU5 (04 N05 N07) 
PHI 

FAS12 PHI + . . . 


To obtain two's comple- 
ment 




KMJ-KKJI / * AU-AJ 1 


Addend from private 










memory 










Mnemonic: SH (58, D8) 






(Continued) 
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Table 3-61. Subtract Halfword, Phase Sequence (Cont. 



Phase 


Function Performed 


Signals Involved 


Comments 


PHI 


Set flip-flop DRQ 


S/DRQ 


FAS12 PHI + . . . 


Inhibits transmission of 


T4RL 








another clock until data 


(Cont. 








release signal received 




Set flip-flop PH5 


S/PH5 


- BRPH5 - FAS 12 PHI + . . . 




PH5 


Enable clock T10L 


S/T10L 
SXPR 


- FAS12 PHI + . . . 




- SXADD - FAS12 PH5 ^ . . . 


Addition operation per- 


AU-Ao 1 + UU-Uol + L jo 1 * 




S0-S31 






formed 


T10L 


r r\ rr >i ^ nwn p^">i 


RWXS 


= FAS 12 PH5 




jU- jo 1 * KWU-KWol 




Generate write byte signals 


RWB0-RWB3 


RW FAS12 PH5 


Sum stored in addressed 




RWB0-RWB3 


AXS 


-- FAS12 PH5 + . . . 


private memory register 
Result into A-register 




jU-joI / AU-Ao 1 










for testing 




Set flip-flop TESTA 


S/TESTA 


- FAS12 PH5 + . . . 






Generate signal ENDE 


ENDE 


- FAS 12 PH5 * . . . 






If word in A-register is all zeros, 


S/CC3 


NTESTA/1 TESTA NAO 






reset flip-flops CC3 and CC4; if 




+ . . . NA0031Z 






word is negative (A0), set flip-flop 
CC4 and reset flip-flop CC3; if word 


R/CC3 


TESTA + . . . 






is positive (NAO), set flip-flop CC3 


S/CC4 


- NTESTA/1 TESTA A0 + . . . 






and reset flip-flop CC4 


R/CC4 


- TESTA + . . . 






If fixed-point overflow occurs, set 


S/CC2 


- PROBEOVER OVER + . . . 






flip-flop CC2; if a carry exists from 
bit position zero, set flip-flop CC1 


R/CC2 
S/CCl 
R/CC1 


- PROBEOVER + . . . 

- FAS12 PH5 K00 + . . . 

- FAS12 PH5 + . . . 






If fixed-point overflow occurs and 


S/TRAP 


- TROVER + . . . 






fixed-point arithmetic trap mask (bit 
1 1 of PSD) is a one, computer traps 


R/TRAP 


- RESET + . . . 






to location X'43' 


TROVER 
S/AM 


- PROBEOVER AM OVER + . . . 

- PSW1XS Sll 






Set flip-flop PRE1 


S/PRE1 


- ENDE (NHALT + FUEXU) 
N(S/INTRAPF) + . . . 






Enable clock T6L 


T6L 

PROBEOVER 
OVER 
S/BRQ 


-- NT1L NT4L NT8L NT10L 
NRESET 

- FAS 12 PH5 

- NAO NDO K0 +■ DO NKO 
TROVER 












Mnemonic: SH (58, D8) 
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Table 3-62. Subtract Word Phase Sequence 



Phas 



PREP 



PHI 
T4RL 



PH5 
T10L 



Function Performed 



Same as general preparation sequence 
except that during PRE! a memory 
request is generated for the next in- 
struction 

Q15-Q31 / > P15-P31 
NC0-NC15-y— D0-D15 
Force a one into flip-flop CS31 
RR0-RR31-y-«-A0-A31 
Set flip-flop DRQ 



Set flip-flop PH5 
Enable clock T10L 

A0-A31 + D0-D31 + CS31 
S0-S31 



S0-S31 -RW0-RW31 

Generate write byte signals 
RWB0-RWB3 



S0-S31^— A0-A31 

Generate signal ENDE 

Set flip-flop TESTA 

If word in A is all zeros, reset flip- 
flops CC3 and CC4; if word is nega- 
tive (A0), set flip-flop CC4 and 
reset flip-flop CC3; if word is posi- 
tive (NAO), set flip-flop CC3 and 
reset flip-flop CC4 

If fixed-point overflow occurs, set 
flip-flop CC2; if a carry exists from 
bit position zero, set flip-flop CC1 



S/RQ 



PXQ 

DXNC/ 

S/CS31 

AXRR 

S/DRQ 



S/PH5 
S/T10L 

SXADD 



RWXS 
RWB0-RWB3 

AXS 



Signals Involved 



NIA PRE1 NINDX PRERQ 



PRERQ PHI + . . . 



(N01 03) (04 N05 N07) PHI 



DXNC/1 



FASI2 PHI + 



FAS12 PHI + 



BRPH5 - FAS12 PHI + . . 
FAS12 PHI + . . . 

FAS12 PH5 + . . . 



FAS12 PH5 + . . . 

RW FAS12 PH5 + . . 

FAS12 PH5 + . . . 



ENDE 


FAS12 PH5 + . . . 


S/TESTA 


- FAS12 PH5 + , . . 


S/CC3 


- NTESTA/1 TESTA NAO 




NA0031Z 


R/CC3 


- TESTA + . . . 


S/CC4 


- NTESTA/1 TESTA A0 + 


R/CC4 


=-- TESTA + . . . 


S/CC2 


- PROBEOVER OVER + . 


R/CC2 


=-■ PROBEOVER + . . . 


S/CC1 


- FAS12 PH5 K00 + . . . 


R/CCI 


FAS12 PH5 + . . . 



Comments 



Address of next instruc- 
tion 

One's complement of data 
word from core memory 

To obtain two's comple- 
ment 

Data word from private 
memory 

Inhibits transmission of 
another clock until data 
signal received from mem- 
ory for next instruction 



Algebraic subtraction of 
data word from core mem- 
ory from data word from 
private memory 



Result of subtraction 
stored in private memory 
register 

For condition code and 
overflow tests 



Mnemonic: SW (38, B8) 



(Continued) 
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Table 3-62. Subtract Word, Phase Sequence (Cont. ) 



Phc 



PH5 

T10L 

(Cont. 



Function Performed 



If fixed-point overflow occurs and 
fixed-point arithmetic trap mask is 
a one, computer traps to location 
X'43' 

Set flip-flop PRE! 



Enable clock T6L 



Signals Involved 



S/TRAP 

TROVER 
S/AM 
S/PRE1 

T6L 

PROBEOVER 
OVER 
S/BRQ 



TROVER + . . . 

PROBEOVER AM OVER + 

PXW1XS Sll 

ENDE (NHALT + FUEXU) 
N(S/INTRAPF) 

NT1L NT4L NT8L NT10L 
NRESET 

FAS12 PH5 + . . . 

NAO NDO K0 t DO NKO 

TROVER 



Comments 



Mnemonic: SW (38, B8) 
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Table 3-63. Subtract Doubleword, Phase Sequence 



Phase 


Function Performed 


Signals Involved 


Comments 


PREP 


Same as general preparation 
sequence except 










Force a one onto LB31 address 
lines 


LB31 


- PREFADO LMXC NCO + . . . 


Selects address for low 
order half of doubleword 




Force a one onto LR31 address 
line 


S/LR31/2 


= (S/PH1/1) OU1 N04 N05 

N06 + . . . 


Selects low order half of 
doubleword from private 
memory 




During PRE2, force a zero onto 
LB31 address line by inhibiting 
flip-flop P31 from setting 


NP31Z 
P31Z 


- NPRE2 + IA + NFADW 

- PRE2 NIA FADW 


Selects even numbered 
core memory location for 
high order half of double- 
word 


PHI 
T4RL 


Generate a memory request for 
high order half of doubleword 

NC0-NC31-7^— D0-D31 


MRQ 


= PRE2 NIA PREDO NANLZ 

+ . . . 




DXNC 


- FAS2 PHI + . . . 


Complement of low order 
half of data word 




pr»n nmi f » hr\ a ?i 


AXRR 


- FAS22 PHI + . . . 


Low order half of data 
word from private memory 


KKU-KKJI / *"AU-Aol 




Set flip-flop DRQ 


S/DRQ 


- PREDO PHI + . . . 


Inhibits transmission of 
another clock until data 
signal received 




Force a one onto LR31 address 
line 


S/LR31/2 


= OU1 (N05 N07) PH1+. . , 


Odd numbered private 
memory register to store 
low order half of sum 




Generate memory request for next 
instruction 


S/RQ 


- OU1 (N05 N07) PHI +, . . 






Force a one into flip-flop CS31 


S/CS31/1 


- DXNC 


To form two's comple- 
ment of memory word 




Set flip-flop PH2 


S/PH2 


- PHI NBR N(FNANLZ 
NANLZ) + . . . 




PH2 


Enable clock T10L 

A0-A31 + D0-D31 + CS31 - 

S0-S31 


S/T10L 
SXPR 


- FAS3 PHI + . . . 




- SXADD - FAS22 PH2 + . . . 


Addition of low order 
half of doubleword 




If end carry occurs, reset flip-flop 
KOOH 


S/K00H 


- NK00 + . . . 






T\ r "}'\ m pwn PW 1 ! 


RWXS 


- FAS3 PH2 + . . . 




5U- j J 1 m KVVU-KVVOl 




Generate write byte signals 
RWB0-RWB3 


RWB0-RWB3 


- RW = FAS3 PH2 + . . . 


Sum of low order addition 
stored in odd numbered 
private memory register 




ff\ l-n } f rm tsC\ A°1 


AXS 


= FAS22 PH2 + 


For zero testin" 






MB0-MB3W— -C0-C31 


CXMB 


- DGC 


High order half of double- 
word from core memory 










Mnemonic: SD (18, 98) 






(Cont 


nued) 
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Table 3-63. Subtract Doubleword, Phase Sequence (Cont.) 



Phase 


Function Performed 


Signals Involved 


Comments 


PH2 

(Cont.) 


NC0-NC31— ^D0-D31 


DXNC 


- FAS2 PH2 + . . . 


Complement of high order 
half of doubleword 




Set flip-flop PH3 


S/PH3 


- PH2 NBR + . . . 




PH3 
T6RL 


Enable T6RL 

Check A-register for nonzero con- 
dition. If nonzero, set flip-flop 
BWZ 


T6RL 


- FAS3 PH2 + . . . 




S/BWZ 


= NA0031Z FAS22 NOL9 
PH3 + . . . 








AXRR 


- FAS22 PH3 + . . . 


High order half of double- 
word from private memory 


M\U-M\J 1 / •"AU-AJI 




If NK00H in PH2, force a one into 
flip-flop CS31 


S/CS31 


= NK00H FAS22 NOL9 PH3 

+ . . . 


End carry from previous 
addition 




Set flip-flop DRQ 


S/DRQ 


- FAS22 PH3 + . . . 


Inhibits transmission of 
another clock until data 
signal received from core 
memory for next instruc- 
tion 




Q15-Q31-/— P15-P31 


PXQ 


- PREDO PH3 + . . . 


Address of next instruction 




Set flip-flop PH5 


S/PH5 


= BRPH5 FAS22 PH3 + . . . 




1 Enable clock T10L 


S/T10L 


- FAS3 PH3 + . . . 




PH5 
T10L 




SXPR 


- SXADD FAS22 PH5 + . . . 


Addition of high order 
half of doubleword 


AU-AJI I UU-UJI i Ljol ■* 

S0-S31 




S0-S31 <-RW0-RW31 


RWXS 


- FAS3 PH5 + . . . 






Generate write byte signal 
RWB0-RWB3 


RWB0-RWB3 


= RWXS 


Sum of high order addi- 
tion stored in even num- 
bered private memory 
register 




S0-S31^— A0-A31 


AXS 


- FAS22 PH5 + . . . 


For overflow and condi- 
tion code testing 




Force a one into flip-flop A31 
if flip-flop BWZ was set during 
PH3 


S/A31 


- FAS22 BWZ + . . . 






Generate signal ENDE 


ENDE 


- FAS22 PH5 + . . . 






Set flip-flop TESTA 


S/TESTA 


= FAS22 PH5 + . . . 






If word in A is all zeros, reset flip- 
flops CC3 and CC4; if word is nega- 
tive (A0), set flip-flop CC4 and re- 
set flip-flop CC3; if word is positive 
(NAO), set flip-flop CC3 and reset 
flip-flop CC4 


S/CC3 

R/CC3 
S/CC4 
R/CC4 


= NTESTA/l TESTA NAO + . . . 
NA0031Z 

= TESTA + . . . 

= NTESTA/l TESTA A0 + . . . 

= TESTA + . . . 










Mnemonic: SD (18, 98) 
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Table 3-63. Subtract Doubleword, Phase Sequence (Cont.) 



Phas 



PH5 

T10L 

(Cont.) 



Function Performed 



If fixed-point overflow occurs, set 
flip-flop CC2; if an end carry occurs, 
set flip-flop CC1 



Set flip-flop PRE1 
Enable clock T6L 

If fixed-point overflow occurs and 
fixed-point arithmetic trap mask 
(bit 1 1 of PSD) is a one, trap to lo- 
cation X'43' 



Signals Involved 



S/CC2 
R/CC2 
S/CC1 
R/CC1 
S/PRE1 
T6L 



OVER PROBEOVER + . . . 

PROBEOVER + . . . 

FAS3 PH5 K00 + . . . 

FAS3 PH5 + . . . 

ENDE NHALT N(S/INTRAPF) 

NT1L NT4L NT8L NT10L 
NRESET 



S/TRAP 


= TROVER + . . . 


TROVER 


= PROBEOVER AM OVER 

+ . . . 


S/AM 


= PSW1XS Sll 


PROBEOVER 


- FAS3 PH5 + . . . 


OVER 


= NAO NDO K0 + DO NKO 



Comments 



Mnemonic: SD (18, 98) 
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Paragraphs 3-197 to 3-198 



The high order half of the addend is then loaded into the 
D-register, and the high order half of the augend from the 
even numbered private memory register is clocked into the 
A-register. These two values are gated into the adder, and 
the sum is clocked into the even numbered private memory 
register, and into the A-register to be tested for condition 
code and trap information. The program traps to location 
X'43' after loading the result into private memory if fixed- 
point overflow occurs, and if the fixed-point arithmetic 
trap mask bit in the PSD is set. 

3-197 Multiply Word (MW 37, B7), Multiply Immediate 
(MI 23), and Multiply Halfword (MH 57, D7) 

Instructions MW, MI, and MH are similar in implementation 
and result and are discussed as a group. Specific differ- 
ences are noted in the discussion. 

Instruction MW multiplies the contents of an odd numbered 
private memory register by the effective word from core 
memory. If the R-field of the instruction word is an even 
value, the 32 lower order bits of the product are stored in 
the odd numbered private memory register, and the 32 high 
order bits of the product are stored in the even numbered 
private memory register. If the R-field is an odd value, 
only the 32 lower order bits of the product are stored in 
the odd numbered private memory register. 

Instruction MI extends the sign of the value field (bit posi- 
tion 12) of the instruction word 12 bit positions to the left. 
The resulting 32 -bit value is then multiplied by the con- 
tents of an odd numbered private memory register in the 
same manner as instruction MW. 

Instruction MH multiplies the contents of bit positions 16 
through 31 of an even or odd numbered private memory reg- 
ister by the effective halfword from core memory. The 32- 
bit product is stored back in the odd numbered register if 
the R-field of the instruction word is odd. If the R-field is 
even, the 32 -bit product is stored in the odd numbered pri- 
vate memory register; the even numbered register retains 
the original multiplier. 



Instructions MW and MI utilize condition code bits 2 
through 4. Instruction MH uses only the third and fourth 



bits of the condition code. Table 3-64 lists the condition 
codes for the three instructions. 

3-198 MULTIPLICATION BY BIT -PAIRS AND CARRY-SAVE 
ADDITION . The Sigma 7 computer uses bit-pair multipli- 
cation and carry-save addition for implementation of in- 
structions MW, MI, and MH. A review of single-bit multi- 
plication may help in understanding bit-pair multiplication 
techniques. 

Single-bit multiplication by repeated addition is illustrated 
in figure 3-154. In this example, four-bit registers are used 
for both the multiplicand (the number to be multiplied) and 
the multiplier. An eight-bit register is used to hold the 
product. (The number of bits in the product is never greater 
than the total of the number of multiplicand bits, and multi- 
plier bits.) Sign bits are not used in this example. 

The multiplier is examined one bit at a time, starting with 
the least significant digit (LSD). If the bit examined is a 
zero, all zeros are added to the partial product in the prod- 
uct register. If the bit examined is a one, the multiplicand 
or the appropriate multiple of the multiplicand (two times 
the multiplicand, four times the multiplicand, and so forth) 
is added to the partial product. After each examination 
and addition, the multiplicand is shifted left one bit posi- 
tion. Alternately, the partial product is shifted one bit 
position to the right. The previous example and the Sigma 
7 computer use the latter type of shift. One iteration is re- 
quired for each bit of the multiplier. 

Bit-pair multiplication reduces the number of iterations re- 
quired by examining two bits of the multiplier at one time 
and by performing one addition or one subtraction for that 
bit pair. 

There are four permutations of two bits; 00, 01, 10, and 11. 
Multiplying by the first three types of bit pairs is done by 
normal shift and add operations: Multiplying by bit pair 00 
is done by adding zeros to the partial product; multiplying 
by bit pairs 01 and 10 is done by adding the multiplicand, 
or two times the multiplicand, respectively, to the partial 
product. Multiplying by bit pair 1 1 is a special case. 
Multiplication by 3 cannot be represented by a factor of 2; 
simply shifting the multiplicand and adding is not possible 
in this case. To multiply by this bit pair, one times the 
multiplicand is subtracted from the partial product during 



Table 3-64. Instruction MW, MI, and MH Condition Codes 



Description 


CC1 


CC2 


CC3 


CC4 


Meaning 


Instructions MW, MI, MH 


_ 








1 



1 



Result is zero 

Result is negative 

Result is positive 

Result can be held in odd numbered private 
memory register only 


Instructions MW, MI only j 

1 


1 


- 


Result cannot be held in odd numbered pri- 
vate memory register only 

1 
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EXAMINE MULTIPLIER 2 BIT 
ADD ZEROS 



FIRST PARTIAL PRODUCT 



SHIFT RIGHT ONE 



EXAMINE MULTIPLIER 2 BIT 
ADD MULTIPLICAND x 2 1 

SECOND PARTIAL PRODUCT 



SHIFT RIGHT ONE 

EXAMINE MULTIPLIER 2 2 BIT 
ADD ZEROS 

THIRD PARTIAL PRODUCT 



SHIFT RIGHT ONE 

EXAMINE MULTIPLIER 2 3 BIT 
ADD MULTIPLICAND x 2 3 

FINAL PRODUCT 



901 060A. 3655 



Figure 3-154. Single-Bit Multiplication 
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Paragraph 3-199 



one iteration, and four times the multiplicand is added to 
the partial product during the next iteration. Adding four 
times the multiplicand is accomplished by adding a one to 
the next bit pair at the time that the bit pair is under exam- 
ination. The next bit pair becomes a 01 (if it was 00)/ a 10 
(if it was 01), an 1 1 (if it was 10), or a 00 with a one to be 
added to the next bit pair (if it was 1 1). Any one, or carry, 
to the next higher bit pair is saved until that bit pair comes 
under examination. Table 3-65 lists bit pair combinations 
and multiplications. 

Table 3-65. Bit-Pair Multiplier Logic 



Bit Pair 


Carry From 

Lower Order 

Bit Pair 


Bit Pair 
Becomes 


Carry to 
Higher . 
Order 

Bit Pair 


Multiplicand 

Multiplied 

By 


00 





00 








01 





01 





1 


10 





10 





2 


11 





11 


1 


-1 


00 


1 


01 





1 


01 


1 


10 





2 


10 


1 


11 


1 


-1 


11 


1 


00 


1 






An example of multiplication by bit pairs is shown in figure 
3-155. Sign bits are not used in this example. After each 
partial product is found, the product register is shifted two 
places to the right, since the multiplicand has been mul- 
tiplied by two bit positions. 

One addition to the partial sum occurs during each iteration 
in a multiply operation. The Sigma 7 computer uses carry- 
save addition to eliminate the need (and time required) for 
propagating carries as each partial product is formed. Carry 
propagation is needed only after the last iteration with this 
technique. Carry-save addition resolves three quantities to 
be added into the two quantities, sums and carries. An ex- 
ample of carry-save addition is shown in figure 3-156. 

The sum for any bit position is a one when one or three of 
the three bits in a column is a one. The carry from any bit 
position is a one when two of the three bits are ones. The 
carry from any bit position is shifted one bit position to the 
left to provide a normal carry to the next higher order. 
Figure 3-157 shows how carry-save addition is used in the 
previous multiplication example. Quantity A (A-register) 
is the sums portion of the previous partial product. Quan- 
tity D (D-register) is the number produced when the bit pair 
is examined (0, 1, 2, or -1 times the multiplicand), and 
quantity CS (Carry-Save register) is the carries portion of 
the previous partial product. Register nomenclature and 
organization in this example are similar to the Sigma 7 com- 
puter multiply process. Sign bits are not used. The three 



quantities at the beginning of each iteration are resolved to 
two quantities at the end, which represent the partial sum 
for that iteration. The final two quantities are added by con- 
ventional methods to assimilate the complete product. 

3-199 DESCRIPTION OF MULTIPLY WORD AND MULTIPLY 
IMMEDIATE INSTRUCTIONS . Instructions Multiply Word 
(MW) and Multiply Immediate (MI) FAMULNH are almost 
identical in implementation. Figure 3-158 shows the register 
arrangement during the two instructions. The C-register 
holds the complete or the inverted multiplicand from core 
memory. (During instruction MI, the sign bit of the value 
field of the instruction word, bit position 12, is extended to 
bit positions through 11 to make up a 32-bit multiplicand.) 
The multiplicand is inverted if the multiplier is negative to 
ensure a correct product. The D-register holds the multiple 
of the multiplicand to be added to the partial product. The 
contents of the D-register, under control of the B control 
(BCON) logic, vary with each iteration. BCON logic, in 
turn, is controlled by the bit pair under examination in bit 
position 30 and 31 of the B-register and the contents of flip- 
flop BC31, the carry from the previous bit pair. The A- and 
CS-registers taken together contain the partial product for 
each iteration. The A-register holds the sums, and the CS- 
register holds the carries. The B-register initially holds the 
multiplier from private memory. With each iteration, the 
contents of the B-register are shifted two places to the right; 
the two least significant bits are lost; and a new bit pair 
comes under examination in B30 and B31. The four most sig- 
nificant bit positions in the B-register, through 3, receive 
four sum bits of the partial product for each iteration. The 
sums portion of the partial product is constantly expanding 
into the higher order bit positions of the B-register which 
are vacated as the multiplier is shifted out. At the end of 
the iterations (MITEX: multiply iteration exit), the A- and 
B-registers contain the 64 bits of the sums portion of the 
final product, and the CS-register holds the final product 
carries. The sums and carries are added to produce the 64- 
bit product. The 32 high order bits are placed in the even 
numbered private memory register, and the 32 lower order 
bits are placed in the odd numbered private memory register. 

The following paragraphs describe the phases of instructions 
MW and MI. Figure 3-158 and the sequence chart (table 
3-70) supplement the discussion. 

During the phase preceding PRE2 NIA, a one is forced onto 
private memory address line LR31 to obtain the multiplier 
contained in the odd numbered private memory register. 
During PRE2, the multiplier is clocked into the A-register. 
If the multiplier is negative, flip-flop RN (register negative) 
is set. One's are forced into the CS-register by signal CSX1 
in PRE2 in preparation for a possible multiplier sign adjust- 
ment in PHI. The remainder of the preparation sequence 
is the same as the general preparation sequence. 

At the time of the PHI clock, the multiplicand from core mem- 
ory has been read into the C-register. If instruction MI is be- 
ing performed, the sign-padded multiplicand is clocked into 
the D-register by signal DXC/4, and flip-flop CSX is set for 
use in PH2. Sign manipulation of the operand is started in PHI. 
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Figure 3-155. Bif-Pair Multiplication 
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Figure 3-156. Carry-Save Addition 

This is necessary to ensure that the multiplier is always pos- 
itive; multiplying by a negative, as shown in table 3-66, 
would produce an incorrect result. 

Table 3-66. Multiplication Sign Logic 



Multiplication 


Result 


Validity 


(+5) x (+4) 


(0101) x (0100) =00010100 


Correct 


(+5) x (-4) 


(0101) x (1100) -ooiiiioo 


Incorrect 


(-5) x (+4) 


(1011) x (0100) = 11 101100 


Correct 


(-5) x (-4) 


(1011) x (1100) = 10000100 


Incorrect 



If the multiplier is positive, the A-register is gated to the 
sum bus by signal SXA during PHI. At the time of the PHI 
clock, the multiplicand (sum bus) is clocked Into the B- 
register by signal BXS. The multiplier remains in its orig- 
inal form, positive or negative. 

If the multiplier is negative, it is inverted by an exclusive 
OR operation with the CS-register (all ones). The inverted 
(one's complemented) multiplier is gated to the sum bus from 
the adder by signal SXPR. At the PHI clock, the inverted 
multiplier is clocked into the B-register by signal BXS, and 
the BC31 (carry into B31) flip-flop is set. The contents of 
the B-register and flip-flop BC31 make up the two's comple- 
ment of the multiplier. The multiplier sign has changed, 



therefore the multiplicand sign must also change. This is 
accomplished in PH9 by combining the D-register (temporary 
multiplicand storage) with the CS-register (all ones) in an 
exclusive OR operation. The result is gated to the sum bus 
by signal SXPR and is clocked into the C-register at the time 
of the PH9 clock by signal CXS. Signal CCWCM denotes 
that C contains one's complement and was previously enabled 
in PRE2. The contents of the C-register and signal CCWCM 
constitute the two's complement of the multiplicand. Table 
3-67 shows the sign manipulation for all possible multiply 



Other operations occurring at the PHI clock include clearing 
the A-register, clearing the P-register, resetting flip-flop 
CC2, and enabling clock T4L for PH2. 

At the PH2 clock, the multiplicand in the C-register is 
clocked into the D-register if instruction MW is being per- 
formed. If instruction MI is being performed, the sign- 
padded multiplicand in the D-register is gated to the sum 
bus by signal SXD, is transferred to the C-register by signal 
CXS, and is transferred to the D-register by signal DXC/6. 
The multiplicand is now in the C- and D-registers. If the 
multiplier is negative (flip-flop RN is set), the D contents 
is inverted and clocked into the C-register in PH9 for sign 
manipulation, as discussed in previous paragraphs. 

Coincident with sign manipulation in PH2 through PH9, 
BCON logic is set up and performed. Signal BCON is high 
during the time that the multiplier bit pairs are examined 
and is an enable signal to the examination logic. BCON 
logic in PH2 through PH9 is described below. 



floating multiply 
BCON 



multiply last clock 

\ 
FAMDSF/M NFLMC NMULC 

N(FAMUL MITEX) (FAMUL PH2 

+ FAMDSF/M PH9 + MIT + . . . ) 



The absolute value of the multiplier is contained in the B- 
register in PH2. The first bit pair of the multiplier, B30- 
B31 (multiplier 2^, 20), and flip-flop BC31 are examined 
at this time. Flip-flop BC31 saves the carry to the next bit 
pair (multiply by -1 case). If the multiplier was origi- 
nally negative, BC31 is set at this time. B30, B31, and 
BC31 control the same functions as shown in table 3-65. 



Table 3-67. Multiply Sign Manipulation 



Original 
Multiplicand 
Sign 


Original 

Multiplier 

Sign 


RN 


Sign of 
Multiplicand 
in C-register 

(PH9) 


CCWCM 
f(RN) 


Sign of 
Multiplier in 
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(PHI) 


BC31 
f(RN) 


Sign of 
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Figure 3-158. Register Organization and Flow Chart for Multiply Word and Multiply Immediate Instructions 
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The multiplicand is multiplied by either 0, 1, 2, or (-1) 
and the resulting quantity is transferred to the D-register. 
Multiplier control flip-flops DXCM, DXCLIM, and DXNCM 
control the multiplication and transfer and are, in turn, 
controlled by B30, B31, and BC31. Setup of the multiplier 
control flip-flops occurs one clock before the transfer into 
the D-register; bit pair 2', 2^, therefore, controls the trans- 
fer to the D-register in PH9. Table 3-68 shows the multi- 
plier logic. Note that BC31 may be set for the next bit 
pair examination, 

(bit pair 01, no carry) 

S/DXCM = BCON (NB30 B31 NBC31 + NB30 
(bit pair 00, carry) 



NB31 BC31 



S/DXNCM 



S/DXCLIM 



S/BC31 



(bit pair 1 1, no carry) 

\ 
BCON (B30 B31 NBC31 + B30 

(bit pair 10, carry) 
NB31 BC31) 

(bit pair 10, no carry) 

\ 
BCON (B30 NB31 NBC31 + NB30 

(bit pair 01, carry) 
B31 BC31) 

(bit pair 11, no carry) 



BCON (B30 B31 NBC31 + B30 

(PHI) 



(bit pair 10, 
or 1 1, carry) 



D/'-OI -L CAMIII DU1 DM\ 



At the same time that the multiplier control flip-flops are 
set up, the B-register shifts two bit positions to the right, 
bringing the second multiplier bit pair (2 , 2^) into B30 
and B31. Zeros are clocked into B0 and Bl. At the end 
of PH2, the multiplier control flip-flops have been set up 
by the first bit pair, and the next bit pair is in position for 
examination. 

At the PH9 clock, the following operations occur simul- 
taneously: 

a. The contents of the C-register are ciocked into 
the D-register as a function of the multiplier control flip- 
flop set by multiplier bit pair 7} , 2" in PH2. If no multi- 
plier control flip-flops are set, zeros are clocked into the 
D-register. If multiplier control flip-flop DXCM is set, the 
contents of CO through C31 are clocked into DO through 
D31, respectively. If the multiplicand of the C-register 



is the one's complement of the original multiplicand (flip- 
flop CCWCM set), flip-flop DCWCM (D contains one's 
complement) is set. If multiplier control flip-flop DXCLIM 
is set, the contents of CO through C31 are clocked into D71 
and DO through D30, respectively. A one is forced into D31 
to maintain the one's complement condition, and flip-flop 
DCWCM is set. The contents of CO through C31 are in- 
verted and clocked into DO through D31, respectively, if 
multiplier control flip-flop DXNCM is set. If flip-flop 
CCWCM is set, the multiplicand is in its original form, and 
flip-flop DCWCM is not set. The one's complement is in 
the D-register and flip-flop DCWCM is set, if the C-register 
does not hold the one's complement. The various transfers 
are shown in table 3-69. 

b. The multiplier control flip-flops are set up again 
by bit pair 2^, 7/- of the multiplier. 

c. The B-register shifts two bit positions to the right 
by signal BXBR2, bringing bit pair 7$, 2-4 of the multiplier 
into B30, B31. Zeros are clocked into B0 and Bl. 

BXBR2 = FAMDSF/M PH9 + . . . 

d. Flip-flop MIT (multiply iterations) is set. Signal 
MIT controls the number of multiply iterations. 

e. Clock T10 is enabled for PH10. 

not single clocking 

S/T1L = FAMSDF/M PH9 NKSC 
floating multiply 

N(S/FLMC/1 PI 8) 
R/T1L = (MP19 S/MULC/1) + . . . 

The D-register now contains the first partial sum. The A- 
register contains all ones (cleared in PHI), and the CS- 
register all zeros. 

There are 16 clocks in PH10 for the 16 multiply iterations. 
At each clock, the following events occur: 

a. The D-register is combined with the A- and CS- 
registers in the adder to produce the partial product for that 
iteration. Figure 3-159 shows the addition process and sig- 
nal routing. The sums portion of the product is clocked 
into A0 through A31 and the first four bit positions of the 
B-register, B0 through B3. Depending upon the number of 
iterations previously performed, B4 through B31 contain 
to 27 lower-order bits of the partial product; however, 
these do not enter into the addition. Because of their posi- 
tion in the product, these bits remain constant as higher- 
order bits of the multiplier are examined, and the partial 
product is shifted. The carries portion of the partial prod- 
uct is clocked into the CS-register, bit positions through 
33. Generally, the sum for any bit position in the sums 
register (A-register) is set by a propagate signal from the 
adder, defined by PR n - A n NCS n ND n + NA n NCS n D n 
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Table 3-69. Multiplier Control Flip-Flop Logic 



CCWCM 


Multiplier Control Flip-Flop Set 


Transfer 


DCWCM 





None 


Zeros into D71, D0-D31 








DXCM 


C0-C31 into D0-D31 








DXCLIM 


CO into D71, C1-C31 
into D0-D30 








DXNCM 


NC0-NC31 into D0-D31 


1 


1 
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Zeros into D71, D0-D31 
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DXCM 
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into D0-D30, one into 
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DXNCM 


NC0-NC31 into D0-D31 






+ NA n CS n ND n + A n CS n D n . PR n is true when one or 
three bits of the three to be added are ones. The propa- 
gate signals are shifted two bit positions to the right in pre- 
preparation for the next addition. The carry to any bit posi- 
tion is generally set by generate signals from the adder, 
defined by G n = A n D n + A n CS n ND n + NA n CS n D n . 
Gn is true whenever two of the three bits added are ones. 
A true G n signal for any bit position provides a carry sig- 
nal to the next higher order; the generate signals are shifted 
right only one bit position for this reason (two right shifts in 
preparation for the next addition minus one left shift for a 
carry to the next higher order). A new set of sums and 
carries is generated with each iteration. The only bits 
changing in the addition are the 36 higher order sum bits 
(A0-A31, B0-B3) and the 33 carry bits (CS1-CS33). 

b. The extreme higher order and lower order bits of 
the partial product are formed by special logic. Figure 
3-160 shows the possible configurations of the high order 
bits to be added in an iteration (CSO is always a 0), to- 
gether with the resulting sums and carries. A0 of the sum is 
used only for sign-padding the partial product and is a one 
when there is a one in A0 or D71 or both. Al would nor- 
mally be the sign bit in a straight addition, but it is a sum 



bit in carry-save addition, since CS1 may hold a carry after 
the addition. Flip-flops A2 through A31 are set two orders 
to the left by the propagate signal. Flip-flop B3 is set by 
signal BIS, equivalent to a propagate signal from bit posi- 
tion 33 and true when there is a total of one or three ones 
in Bl, BC1, and CS33. Flip-flop BC1 is set by signal 
DCWCM and contains a one if the one's complement of the 
multiplicand was put in the D-register at the previous iter- 
ation. By adding a one to B3 of the partial product one 
clock after the addition of the A-, D-, and CS-registers, 
the D-register is paid the 1 needed to make a 2's comple- 
ment. The partial product has been shifted so that the or- 
der of B3 is the same that would have received the one, if 
it had been initially added to the D-register. Figure 3-161 
illustrates the timing for this operation. Flip-flop B2 is set 
by the propagate signal, PR32, for bit position 32; this is 
the same as the normal propagate signal except that only 
the CS- and B-registers are combined. There is no CS32 
or CS33. B2 is not set, however, when there are both a 
PR32 signal and a generate signal from the thirty-third bit 
position, G33 amounts to a carry from bit position 33. The 
carry from bit position 33, if not resolved by setting flip- 
flop B2, is stored in CS33. Flip-flops CS1 through CS32 
are set by GO through G31, respectively. 
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Figure 3-159. Multiply Iteration Signal Routing 



PRO = A0 NCS0 ND0 + NA0 NCS0 DO + NAO 

CSONDO +A0CS0 DO 



GO 



AO DO + AO CS30 NDO + NAO CSO DO 



PR31 = A31 NCS31 ND31 + NA31 NCS31 D31 
+ NA31 CS31 ND31 + A31 CS31 D31 

PR32 = BO NCS32 + NBO CS32 



G31 = A31 D31 + A31 CS31 ND31 + NA31 

CS31 D31 

G33 = Bl BC1 + Bl NBC1 CS33 + NB1 BC1 CS33 

S/BC1 = DCWCM CSXGR1 = DCWCM MIT 



3-304 



XDS 901060 



BEFORE 
ADDITION 

BIT POSITION 71 



CS 



AFTER 
ADDITION 



CS 











71 



71 



71 



71 











-lh-H— H— W--44-44 











110 



71 



7j o[7] ,[TJ ,[7] ,[] 











1 







1 


1 












1 







1 


1 



Q 



MUM Mil 001 100 






X 







X 







X 







X 







X 




1 


X 



BIT POSITION 012 012 012 012 012 012 



901060A.3661 



Figure 3-160. High-Order Bit Logic 



S/A0 - (A0 + D71) MIT + . . . 

S/Al ^ (A0 + D71) N(A0 D71) MIT + 

S/A2 - PRO MIT + . . . 



S/A31 


- PR29 MIT + . . . 


S/B0 


- PR30 MIT + . . . 


S/Bl 


= PR31 MIT + . . . 


S/B2 


- BOS MIT 


S/B3 


= BIS MIT 


BOS 


- (PR32 NG33 +- NPR32 G33) MIT 


BIS 


Bl NBC1 NCS33 + NB1 BC1 NC 



+ NB1 NBC1 CS33 + Bl BC1 CS33 



S/CS1 -- GO MIT + 



S/CS32 - G31 MIT + . . . 

S/CS33 - (B0 CS32 + PR32 G33) MIT + . . . 

c. The contents of the C-register are clocked into the 
D-register as a function of the multiplier control flip-flops 
that were set during the previous clock. 

d. The next bit-pair of the multiplier is examined, and 
the multiplier control flip-flops are set. 

e. The B-register shifts two bit positions to the right 
by signal BXBR2, bringing a new bit-pair into B30 and B31. 

f. The contents of B2 and B3 are clocked into bit posi- 
tions 2 and 3, respectively, of the register. If E2 and E3 
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Figure 3-161. BC1 Timing 



27 
contain O's at the end of 16 iterations, the product bits 2 

through 2 U are O's, since all of these bits have been shifted 

in and out of E2 and E3 during the iterative process. 

S/E2 = B2 (FAMUL MIT) + . . . 

S/E3 = B3 (FAMUL MIT) + . . . 

g. The number of the iteration is counted. The iter- 
ation counter is made up of flip-flops P15 through P18 
(cleared in PHI by signal PX) and flip-flop MP19. These 
five flip-flops form a five-bit binary up-counter that counts 
iterations during instructions MW, MI, MH, and floating 
point instructions. Figure 3-162 shows the counting config- 
urations and the signals enabled by the counter for instruc- 
tions MW and MI. The counter is used only through the 14th 
clock for the two instructions. At the first clock of PH10, 
signal PCTP5 (plus count control for P15 through P19) goes 
true as flip-flop MP19 is set. Flip-flop MP19 takes the 
place of P19 in the iteration counting and is set at every 
even clock except the last (clock 16). At the 14th clock, 
flip-flop MULC is set. A true MULC signal sets flip-flop 
MITEX at clock 15; MITEX resets flip-flop MIT at clock' 16. 
At clock 14, also, flip-flop TIL is reset to initiate the end 
of TIL (TIL timing lasts through PH10) and memory request 
flip-flop MRQ/M is set, requesting the next instruction. 
At clock 15, the P-register is cleared (signal PX), and the 
address of the next instruction is transferred from Q15 



through Q31 to P15 through P31 by signal PXQ. Clock 15 
is the last transfer of the C-register contents to the D- 
register under control of the multiplier control flip-flops. 
Other functions at clock 15 include clearing the D-register 
(signal DX/]) and resetting flip-flop MIT to signify the end 
of the multiply iterations. The last carry-save addition of 
the A-, D-, and CS-registers occurs during clock 16; the 
product of the multiplication is contained in A0 through A31 
and B0 through B31 (sums) and CS1 through CS33 and BC1 
(carries). If the R-field of the instruction word is even, clock 
T10L is enabled. If the R-field is odd, clock T6L is enabled. 
PH11 is set. 

During PH11, the final product of the multiplication isassim- 
ilated from the results of the last iteration in PH10 (see fig- 
ure 3-163). The most significant word of the product, bits 
2°^ through 2 , is obtained by adding the contents of the 
A-register to the contents of the CS-register. Any carry 
from bits 2^' through 2 U of the product, designated K31, is 
also added to the sum. The sum, SO through S31, is clocked 
into the A-register by signal AXS and, if R is even, it is 
clocked into the even private memory register by signal RW. 

The least significant word of the product, bits 2^' through 
2^, is obtained by adding the contents of B0 and Bl to the 
contents of flip-flops CS32, CS33, and BC1 . Flip-flop BC1 
may contain a one if the one's complement was put into the 
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Figure 3-162. Iteration Counting for Multiply Word and Multiply Immediate Instructions 



D-register at the fifteenth iteration of PH10. CS32 and 
CS33 contain the remaining carries to be added. The sum 
of B0, Bl, and CS32, CS33, and BC1 is clocked back into 
bit positions B0 and Bl of the B-register by signal BXB. The 
remainder of the bits in the B-register remain unchanged. 

If either bit positions 2 or 3 of the E-register contain a one 
at the beginning of PH 1 1 , the product 2^7 through 2" is 
nonzero. During PH 11, any ones in the product bits 2^' 
through 2 cause one or more ones to be clocked into E0 
through E3. If E0 through E3 contain all zeros at PH15, 
product bits 2^' through 2 are all zeros. 

At the PH11 clock, a one is forced on private memory ad- 
dress line LR31 to select the odd numbered private memory 
register for storage of the least significant word of the prod- 
uct, bits 2 31 through 2°, in PHI 5. A one is forced into 
CS31 to enable K00 in PH15 for magnitude testing. Flip- 
flop DRQ is set which inhibits transmission of another clock 
until the memory data release signal is received. PH15 is 
enabled by setting flip-flop PH15. Flip-flop T8L is set for 
PH15 clock. 

During PH15, the least significant word of the product, bits 
2^' through 2 , is gated to the sum bus by signal SXB. At 
the PH15 clock, the least significant word of the product is 
read into the odd numbered private memory register by signal 



RW at the PHI 5 clock. If the E-register contents are not 
equal to zero, the least significant word of the product is 
not zero. A one is forced into A31 in this case. Flip-flop 
CC3 is set if there is a one in Al through A31 and if A0 is 
a zero which indicates a positive product. Flip-flop CC4 
is set if A0 is a one, indicating a negative product. Flip- 
flop CC2 is set if the 2^ ' (B0) bit of the product is a zero 
and if bits 2° J through 2^ are nonzero, or if the 2^' bit is 
a one and bits 2°^ through 2 are not all ones. (K00 goes 
true if bits 2°^ through 2 ^ are all ones and if CS31 con- 
tains a one.) A one was forced into CS31 in PHI 1 for this 
test. Signal ENDE is generated. 

A sequence chart for Multiply Immediate and Multiply Word 
is given in table 3-70. 

3-200 DESCRIPTION OF MULTIPLY HALFWORD INSTRUC- 
TION . Instruction Multiply Halfword (MH), FAMULH, is 
very similar to instructions MW and MI. However, there 
are eight iterations rather than 16 in MH, and there are 
32 product bits. Figure 3-164 shows the register arrange- 
ment during instruction MH. The C-register holds the 
complete or inverted halfword multiplicand from core 
memory in bit positions through 15. The multiplicand 
is inverted if the multiplier is negative. Bit positions 16 
through 31 contain all zeros if the multiplicand is not in- 
verted or all ones if the multiplicand is inverted. 
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Figure 3-163. Multiply Word and Multiply Immediate Final Product Assimilation 
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Table 3-70. Multiply Word, Multiply Immediate, Phase Sequence 



Phase 


Function Performed 


Signals Involved 


Comments 


PREP 


Same as general preparation se- 


S/LR31/2 


- (PRE! NIA + PRE3 IX + PRE4) 


Selects odd numbered 




quence except that a one is forced 




FAFRR/1 + (PRE1 NIA + PRE3 


private memory register 




onto LR31 address line and PRE2 




IA) FAFRR 






NIA is as follows 


1 


AXRR 


- FAMDSF PRE2 NIA + . . . 


Multiplier-/ — ^A-register 


PRE2 


RR0-RR31-^— A0-A3 


NIA 


Set flip-flop RN if multiplier 


S/RN 


- RRO RNXRRO + . . . 


Stores multiplier sign 




negative 


RNXRRO 


- FAMULNH ■+ . . . 






Force ones into CS0-CS31 


CSX1 


- PRE2 NIA FAMUL + . . . 


To produce one's comple- 
ment of multiplier in PHI 










if RN 


PHI 


MB0-MB31-7^—C0-C3I 


Preparation con 


trol 


Multiplicand— /-"re- 


T4RL 








register 




C12-/— D0-D11 




C0C16 


= C0C16C12 DXC/4 C12 + ... 


Sign pad 




f t"> m t »■ ni° no 


1 


FAMULI 

► 

only 


DXC/4 


= FAMULI PHI + . . . 


Value field 


L.lz-^ol / ^"Uiz-Uo 




Set flip-flops CXS J 




S/CXS 


- FAMULI PHI + . . . 


For PH2 use 




A0-A31 — S0-S31 if A is 


SXA 


= FAMUL PHI NRN + . . . 


Absolute value of multi- 




positive 






plier transferred to the 
B-register and BC31 




A0-A31 ©CS0-CS31— 1 If . . 


SXPR 


- FAMUL PHI RN + . . . 






S0-S31 L ' S 
I negative 










Set flip-flop BC31 J 


S/BC31 


- FAMUL PHI RN + . . . 


Carry into B3l 




S0-S31-/— B0-B31 


BXS 


- FAMDSF PHI + . . . 


Multiplier or multiplicand 




Clear A-register 


AX/1 


- FAMDSF PHI -r . . . 






Clear P-register 


PX 


FAMUL PHI i- . . . 






Reset flip-flop CC2 


R/CC2 


= FAMDSF NFAMULH PHI 

+ . . . 




PH2 


Enable clock T4L if FAMULW 
Timing: T4L if FAMULW, T6L 


S/T4L 


= FAMUL OU3 PHI + . . . 






T4L 


if FAMULI 


SXPR 


■■■ FAMULI PH2 * ... 


PR- D since A - CS - 0. 


or 
T6L 


nn mi ^ r n r Ti 


if FAMULI 


CXS 


~ Previously set in PHI 


32-bit multiplicand 
transferred to D-register. 
Final multiplicand sign 


UU-Uol ■■ bU-io 1 
S0-S31 -C0-C31 . 




CO-CSI-t^—DO-DSI 


DXC/6 


= FAMUL PH2 + . . . 


adjustment occurs in PH9 




Force ones into CS0-CS31 for PH9 


CSX1 


- FAMUL PH2 RN + . . . 


For PH9 multiplicand 




if multiplier is negative 






sign adjustment 




Set flip-flop CXS for PH9 if multi- 


S/CXS 


- FAMUL PH2 RN 1- . . . 


For PH9 multiplicand 




plier is negative 






sign adjustment 










Mnemonic: MW (37, B7), 










(Cont 


nued) 


MI (23, 17) 
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Table 3-70. Multiply Word, Multiply Immediate, Phase Sequence (Cont. ) 



Phc 



Function Performed 



Signals Involved 



Comments 



PH2 

T4L 

or 

T6L 

(Cont.) 



PH9 
T6L 



B0-B29-/-—B2-B31 
Enable BCON 

Set up flip-flops DXCM, DXNCM, 
DXCLIM, BC31 as functions of B30, 
B3I, andBC31 

Set flip-flop PH9 

D0-D31 ©CS0-CS31 — S0-S31 

S0-S31 -C0-C31 



C0-C31-t^— D0-D31 
or 

NC0-NC31-V— -D0-D31 



C0-C31-7^-^D71-D30 



Zeros transferred to D71-D30 if 
none of the above 

Force a one into flip-fiop DCWCM 
if one's complement is transferred 
to D 



B0-B29 / - B2-B31 

JUbl U I IT U\~KS I N 

Set up flip-flops DXCM, DXNCM, 
DXCLIM, B31 as functions of B30, 
B31, BC31 

Set flip-flop MIT 



Enable clock TIL if not a single 
clocking 



BXBR2 
BCON 



BRPH9 

SXPR 
CXS 



DXCM 
DXNCM 

DXCLIM 



S/DCWCM 
CCWCM 



BXBR2 



S/MIT 
S/T1L 



FAMUL PH2 + . . . 
BXBR2 FAMDSF/M + 



= FAMUL PH2 + . . . 



FAMDSF/M PH9 + . 
Previously set in PH2 



Previously set in PH2 
Previously set in PH2 

Previously set in PH2 



- CCWCM (DXCM + DXCLIM) 
+ NCCWCM DXNCM 

= FAMUL RN 



FAMDSF/M PH9 



- CAMHCP/M UYRPO 



FAMDSF/M PH9 NCLEAR 

+ . . . 

FAMDSF/M PH9 NKSC 
N(S/FLMC/1 P18) + . . . 



Examine multiplier bit— 
pair 2,2. Set multi- 
plier control flip-flops to 
this bit-pair. Shift multi- 
plier to bring next bit- 
pair into B30, B31 



Final multiplicand sign 
adjustment in case of 
negative multiplier. C 
already contains multi- 
plicand if multiplier is 
positive 

First transfer of multi- 
plicand under control of 
bit pair 2\ 2° 



Records one's complement 
condition so that a one 
can be added later to 
make up two's complement 

Implies one's complement 
in C-register 

Examine multiplier bit- 

3 9 
pair 2 , 2 . Set multi- 
plier control flip-flops to 
this bit-pair. Shift multi- 
plier to bring next bit- 
pair into B30, B31 



PH10 
TIL 



Sixteen clocks. During the first 13 
clocks, the following events occur: 

A©D©CS -PR0-PR31 

PR0-PR31— A*-A2-A31, B0, Bl 



AXPRR2 



= MIT + 



Sums of the partial prod- 
ucts 



(Continued) 



Mnemonic: MW (37, B7), 
MI (23, 17) 
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Table 3-70. Multiply Word, Multiply Immediate, Phase Sequence (Cont. ) 



Phase 


Function Performed 


Signals Involved 


Comments 


PH10 


a r> i j* (~ , ~ i n f" M c* c\ (~~ ti 








A U + A Li> + D L.o *^OU-vj70l 


TIL 

(Cont.) 


c* n c* i i / •> f r i fii 


CSXGR1 


- MIT + . . . 


Carries of the partial 
products 


OU-Uol / * Lil-Lioz 




Contents of C are transferred to D 
under control of the multiplier con- 
trol flip-flops DXCM, DXNCM, 
DXCLIM, set during previous clock 










DCWCM set as before if one's com- 
plement is transferred to D 


BXBR2 


=-- MIT + . . . 




DU-DZ7 / m dz-doI 




PR30, PR31-^^^B0 7 Bl 


BXBR2 


--- MIT + . . . 


Least significant bits of 
partial product 




Sustain BCON 


BCON 


■- BXBR2 N(MULC + MITEX) 

+ . . . 






Set up flip-flops DXCM, DXNCM, 
DXCLIM, B31 as functions of B30, 
B31, BC31 










Merge contents of B2, B3 into con- 
tents of E2, E3 


Path enabled by FAMUL MIT 


For detection of a prod- 
uct in product bits 2^' - 
2° 




Count iterations using PI 5— PI 8 
andMP19 


S/MP19 
R/MP19 


- MIT N(MULC + MITEX) 
+ . . . NMP19 BCON 


High on all even clocks 
but the last 




On the 14th clock: 


PCTP5 


- MP19 + . . . 


Count up P15-P18 




Other events listed above 










Set flip-flop MULC 


S/MULC 


-- MP19 FAMULNH PI 6 P17 

+ . . . 






Reset clock TIL 


R/T1L 


= MIT NMP19 + . . . 


TIL timing lasts through 
PH10 




Set flip-flop MRQ/M 


S/MRQ/M 


- (S/MULC/1) MP19 


Request the next instruc- 
tion 




On the 15th clock: 










Other events listed above 










Set flip-flop MITEX 


S/MITEX 


- FAMUL MULC + . . . 


To signal end of multiply 
iterations 




Enable MRQ 

Clear the P-register 

015-031-7^— PI 5-P31 

On the 16th clock: 


MRQ 

PX 

PXQ 


= MRQ/M + . . . 

- PXQ 

- MULC + . . . 


No longer needed for 
iteration counting. Trans- 
fer next instruction ad- 
dress 


Other events listed above 






(Con 


1 
tinued) j 


Mnemonic: MW (37, B7) 
MI (23, 17) 
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Table 3-70. Multiply Word, Multiply Immediate, Phase Sequence (Cont. ) 



Phase 


Function Performed 


Signals Involved 


Comments 


PH10 

TIL 

(Cont.] 


Clear the D-register 

Reset flip-flop MIT 

Enable clock T10L if R is even 

Stop sustaining PH10 
Set flip-flop PHll 


DX/1 = MIT + . . . 
R/MIT = . 

S/T10L - FAMULNH MITEX NR31 

+ . . . 

BRPH10 = MIT NMITEX + . . . 
S/PH1.1 = PH10 N(MIT NMITEX) + . . . 




PHll 
T6L 
or 
T10L 


Timing: T6L if R is odd, T10L if R 
is even 


SXADD - FAMDSF/M PHll + . . . 
SXK = FAMDSF/M PHll + . . . 
AXS = FAMDSF/M PHll + . . . 

RW = FAMULNH PHll NR31 

+ . . . 

BXB - FAMDSF/M PHll + . . . 
Path enabled by FAMUL PHll 

CSXl = FAMUL PHll + . . . 
S/LR31/2 = FAMUL PHll + . . . 

S/DRQ = FAMUL PHll + . . . 
BRPH15 = FAMUL PHll + . . . 
S/T8L - FAMUL PHll + . . . 


Retained for PHI 5 testing 

Store product bits 2 63 - 
232 

B8-B31 remain unchanged 

For check of nonzero 
product in bits 231 - 20 
in PH15 

To select the odd num- 
bered private memory 
register for storage of bits 
231 _20 of the product 


A H- L.5 + l\JI *" jU-jo 1 

S0-S31-^— A0-A31 
S0-S31^^-RW0-RW31 if R is even 

n i rc"io /~m rtr~i /., .*. nn ti7 


Merge the contents of BO through 
B3 into the contents of E0-E3 - 

Force a one into CS31 to enable K00 
in PH15 for magnitude test 

Force a one on private memory ad- 
dress line LR31 

Set flip-flop DRQ 
Set flip-flop PH 15 
Enable clock T8L 


PH15 


B0-B31 -S0-S31 

S0-S31 -RW0-RW31 

Set flip-flop TESTA 

Force a one into A31 if the contents 
of E are not equal to zero 

Set CC2, CC3, CC4 as applicable 
Enable ENDE 


SXB - FAMULNH PH15 + . . . 
RW = FAMDSF PH15 + . . . 

S/TESTA = FAMDSF NFASHFX PH15 
+ . . . 

A31X1 = FAMULNH PH15 NEZ + . . . 

S/CC2 - FAMULNH PHI 5 (NBO 

NA0031Z + BO NK00)+ . . . 

S/CC3 = TESTA NAO NA0031Z + . . . 

S/CC4 = TESTA A0 + .. . 

ENDE = FAMDSF PH15 + . . . 


Store product bits 2^' - 
2 

If E / 0, the product bits 
2 31 _ 2 / 








Mnemonic: MW (37, B7) 
MI (23, 17) 
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Figure 3-164. Multiply Halfword Register Organization and Flow Chart 
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In either case, this portion of the multiplicand (shaded area) 
produces zeros in the lower order bits of the product; the 
lower order bits are then discarded. The effect obtained is 
the same as by using a 16-bit multiplicand. As with instruc- 
tions MW and MI, the D-register holds the multiple of the 
multiplicand, which has been transferred under control of 
the BCON logic. The iteration process is also the same. 
The A-register holds the sums, and the CS-register holds 
the carries. The B-register is shifted as before and initially 
holds the multiplier in bit positions 16 through 31. Bit posi- 
tions through 15 hold the other halfword from the private 
memory register. These bits do not take part in the multi- 
plication. At the end of eight iterations, the A-register 
contains the 32 sum bits of the final product, and the CS- 
register holds the final carries. The sums and carries are 
added to produce the 32-bit product which is placed in the 
odd numbered private memory register. 

The following paragraphs describe the phases of instruction 
MH. Figure 3-164 and table 3-71 supplement the discussion. 

The preparation sequence is the same as the general prep- 
aration sequence, with the following exceptions: During 
PRE2, the contents of the even numbered private memory 
register are clocked into the A-register by signal AXRR. 
The multiplier consists of bit positions 16 through 31; bit 
positions through 15 are clocked into the A-register, but 
are not used in the multiplication. The sign of the multi- 
plier, contained in bit position 16, is stored in flip-flop RN, 
Ones are clocked into the CS-register by signal CSX1 in 
preparation for a possible multiplier sign adjustment. 

During the preparation phase of the instruction, the word 
containing the effective halfword is read into the C- 
register from core memory. At the time of the PHI clock, 
the effective halfword is clocked by signal DXC/5 into bit 
positions 16 through 31 of the D-register from either the 
least significant halfword or the most significant halfword 
location in the C-register. Choice of halfword location is 
dependent upon the state of P32. Also dependent upon P32, 
signal C0C16 goes true if CO (P32 true) or C16 (P32 false) 
is true. If C0CI6 is true, ones are clocked into bit posi- 
tions through 15 of the D-register (temporary multipli- 
cand storage) to sign-pad the negative halfword multipli- 
cand. 

Sign manipulation identical to instructions MW and MI 
takes place in PHI. If the multiplier is positive, the multi- 
plier is gated to the sum bus by signal SXA and is clocked 
into the B-register by signal BXS. The multiplicand is not 
inverted in the following phases. If the multiplier is nega- 
tive, it is inverted by an exclusive OR operation with the 
CS-register (all ones). The inverted multiplier is clocked 
into the B-register, and flip-flop BC31 is set. The con- 
tents of the B-register and BC3I make up the two's comple- 
ment of the original multiplier. The multiplier is inverted 
in PH9 to complete the sign manipulation. Other opera- 
tions during PHI include clearing the A-register by signal 
AX/1, clearing the P-register by signal PX, and enabling 
clock T8L for PH2. Flip-flops CXS and NPRX are also set 
at this time in preparation for PH2. 



During PH2, the halfword multiplicand in D16 through D31 
is upward aligned into bit positions through 15 of the C- 
register by signals SXUAH/1 and CXS. Zeros are present in 
bit positions 16 through 31 of the C-register. The C-register 
contents are transferred to the D-register at the PH2 clock 
by signal DXC/6. The D-register now contains the multi- 
plicand in bit positions through 15, followed by zeros in 
bit positions 16 through 31. 

The remainder of PH2 is identical to instructions MW and 
MI. Ones are clocked into the CS-register by signal CSX1, 
and if the multiplier is negative, the CXS flip-flop is set for 
inversion of the multiplicand in PH9. The first bit-pair of 
the multiplier is examined, and the multiplier control flip- 
flops are set. The B-register shifts two bit positions to the 
right, bringing the next bit-pair into B30, B31. Zeros are 
clocked into BO and Bl. PH9 is enabled. 

PH9 of instruction MH is the same as instructions MW and 
MI. In summary: 

a. The contents of the C-register are clocked into the 
D-register as a function of the multiplier control flip-flops 
set by bit-pair 2 1 , 2° in PH2. 

b. Bit-pair 2 , 2 is examined. The multiplier con- 
trol flip-flops are set again. 

c. The B-register shifts two bit positions to the right, 
bringing bit-pair 2^, 2 4 of the multiplier into B30 and B31. 
Zeros are clocked into BO and Bl. 

d. Flip-flop MIT is set. 

The D-register now contains the first partial product, the A- 
register contains all zeros, and the CS-register contains all 
zeros. 

PH10 is identical to instructions MW and MI except that 
eight iterations are performed, and iteration counting is 
modified. Eight iterations are involved, since only eight bit- 
pairs in the multiplier are examined. At each of the eight 
clocks in PH10, the following operations occur: 

a. The D-register is combined with the A- and CS- 
registers in the adder to produce the partial product for the 
iteration. 

b. The C-register is clocked into the D-register as a 
function of the multiplier control flip-flops set during the 
previous clock, 

c. The next bit-pair of the multiplier is examined, 
and trie multiplier conhoi flip-flops are set. 

d. The B-register shifts two bit positions to the right, 
bringing a new bit-pair into B30 and B31. The last bit-pair 
examined is bit-pair 2'°, 2'$. 

e. The number of the iteration is counted. The iter- 
ation counting scheme is identical to instructions MW and 
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Table 3-71. Multiply Hal fword, Phase Sequence 



Phase 


Function Performed 


Signals Involved 


Comments 


PREP 


Same as general preparation se- 
quence except for PRE2 NIA 






PRE2 
NIA 


RR0-RR31-7*-^A0-A31 

Set flip-flop RN if halfword multi- 
plier negative 

Force ones into CS0-CS31 


AXRR 
S/RN 
CSX1 


- FAMDSF PRE2 NIA + . . . 

= RR16 FAMULH PRE2 NIA 

+ . . . 

= PRE2 NIA FAMUL + . . . 


Multiplier is in RR16- 
RR31 

Store multiplier sign 

To produce one's comple- 
ment of multiplier in PHI 
if RN 


PHI 


MB0-MB31 -C0-C31 


Preparation 


control 


Multiplicand / fc C- 
register 






C0-C16 


= RR0NP32 + RR16 P32 


Sign pad 


LU-LI6 / ■" UU-LH3 




rr\ f ia .J. fcniA.mi Jf NJPT? 


DXC/5 


= OU5 (N04 05 06) PHI 

+ . . . 


Downward aligned half- 
word multiplicand— / — »- 
C-register 


r i / rii . / * m a mi if p^9 


V_|o-L.ol / ^UIO-Uol IT vol. 






SXA 
SXPR 


= FAMUL PHI NRN + . . . 
= FAMUL PHI RN + . . . 


Absolute value of mul- 
tiplier transferred to the 
B-register and BC31 


AU-Aol •'jU-jjI lift posirivc 

An a oi f7\ C r *C\ f^Tl .._,_» <;n_^11 


AU-Aol ^^V-oU-VwjJI ♦'iU-jjl 

if A negative 




Set flip-flop BC31 


S/BC31 


= FAMUL PHI RN + . . . 






S0-S31— 7^-— B0-B31 


BXS 


= FAMDSF PHI + . . . 






Clear A-register 


AX/1 


= FAMDSF PHI + . . . 






Clear P-register 


PX 


= FAMUL PHI + . . . 






Set flip-flop CXS 


S/CXS 


= FAMULH PHI + . . . 


For PH2 upward align- 
ment of halfword 




Force a one into NPRX 
Enable clock T8L 


S/NPRX 
S/T8L 


- FAMULH PHI + . . . 

- FAMULH PHI + . . . 


For PH2 upward align- 
ment of halfword 


PH2 










DU-Dol \+) L.bU-<. >J1 *NU-NJl 


T8L 


1^1=; v ic\ fc. c >n ^m 


SX UAH/1 
CXS 


= FAMULH PH2 + . . . ■ 
~ Previously set in PHI 






l\IO-|\JU ^jU-jIJ 

S0-S31 -C0-C31 








DXC/6 


- FAMUL PH2 + . . . 




LU-v-JI / ^UU-UJI 




Force ones into CS0-CS31 for 
PH9 if multiplier is negative 


CSX1 


= FAMUL PH2 RN + . . . 


For PH9 multiplicand 
sign adjustment 




Set flip-flop CXS for PH9 if 
multiplier is negative 


S/CXS 


= FAMUL PH2 RN + . . . 


For PH9 multiplicand 
sign adjustment 




B0-B29-V— -B2-B31 
Enable BCON 


BXBR2 
BCON 


- FAMUL PH2 + . . . 

= BXBR2 FAMDSF/M + . . . 


Examine multiplier bit- 
pair 2 1 , 2°. Set multi- 
plier control flip-flops 
to this bit-pair 










Mnemonic: MH (57, D7) 






(C 


ontinued) 
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Table 3-71. Multiply Hal fword, Phase Sequence (Cont.) 



Phase 


Function Performed 


Signals Involved 


Comments 


PH2 


Set up flip-flops DXCM, DXNCM, 






Shift multiplier to bring 


T8L 


DXCLIM, BC31 as functions of B30, 






next pair into B30, B31 


(Cont.] 


B31, and BC31 










Set flip-flop PH9 


BRPH9 


- FAMUL PH2 + . . . 




PH9 


D0-D31 © CS0-CS31 — S0-S31 


SXPR 


= FAMDSF/M PH9 + . . . 


Final multiplicand sign 


T6L 


*~ n r oi m (~ c\ rii 


CXS 


= Previously set in PH2 


adjustment in case of neg- 
ative multiplier. C 


bO-bol ^ LU-Lol 










already contains multi- 










plicand if multiplier is 










positive 




C0-C31^-^D0-D31 


DXCM 


~ Previously set in PH2 






or 

t- \fc\ k iroi / B nn nil 


DXNCM 


- Previously set in PH2 




NCU-NLol / m UU-LMI 




or 
C0-C31-7^-D71-D30 


DXCLIM 


= Previously set in PH2 


First transfer of multipli- 




or 






cand under control of bit- 




Zeros transferred to D71-D30 if 






pair 2', 2°. 




none of the above 










Force a one into flip-flop DCWCM 


S/DCWCM 


= CCWCM (DXCM + DXCLIM) 


Records one's complement 




if one's complement is transferred 




+ NCCWCM DXNCM 


condition so that a one 




to D 






can be added later to 
make up two's comple- 
ment 




B0-B29^--B2-B31 


BXBR2 


= FAMDSF/M PH9 + . . . 


Examine multiplier bit- 




Sustain BCON 


BCON 


- FAMDSF/M BXBR2 + . . . 


pair 2^, 2 . Set multi- 
plier control flip-flops 




Set up flip-flops DXCM, DXNCM, 






to this bit-pair. Shift 




DXCLIM, B31 as functions of B30, 






multiplier to bring next 




B31, BC31 






bit-pair into B30, B31 




Set flip-flop MIT 


S/MIT 


= FAMDSF/M PH9 NCLEAR 

+ . . . 






Enable clock TIL if not a single 


S/T1L 


= FAMDSF/M PH9 NKSC 






clocking 




N(S/FLMC/1 PI 8) + . . . 




PH10 


Eight clocks. During the first 6 








TIL 


clocks, the following events occur: 

ft fT> Pl f?\ f~ r m- ppn PP11 








A [+) u {+j v~o ^"rKU-rKol 




npn DP'M / » A O ATI rtfi HI 


AXPRR2 


= MIT + . . . 


Sums of the partial prod- 


rKU-rKol / ^Az-Aol, BU, Bl 




A D + A CS + D CS -G0-G31 






ucts 




G0-G31 / -CS 1 -CS32 


CSXGR1 


= MIT 


Carries of the partial 
products 




Contents of C are transferred to 










D under control of the multiplier 










control flip-flops DXCM, 










DXNCM, DXCLIM, set during 










previous clock 
















Mnemonic: MH (57, D7) 






(Conl 


inued) 
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Table 3-71. Multiply Hal fword, Phase Sequence (Cont. ) 



Phase 


Function Performed 


Signals Involved 


Comments 


PH10 


DCWCM set as before if one's 








TIL 


complement is transferred to D 








(Contj 


nn mo / ■ n^ mi 


BXBR2 
BXBR2 


= MIT + . . . 




bU-b/y / ^oZ-ooi 




rKoU, rKo 1 / "^ dv, d \ 


~ MIT + . . . 


Least significant bits of 




Sustain BCON 


BCON 


= BXBR2 N(MULC + MITEX) 


partial product 




Set up flip-flops DXCM, DXNCM, 










DXCLIM, B31 as functions of B30, 










B31, BC31 










Merge contents of B2, B3 into 


Path enabled by 


FAMUL MIT 


For detection of a zero 




contents of E2, E3 






product in product bits 
227 _ 2° 




Count iterations using P15-P18 


S/MP19 


= MIT N(MULC + MITEX) 


High on all even clocks 




andMP!9 


R/MP19 
PCTP5 


NMP19 BCON 
- MP19 


but the last 




On the 6th clock: 










Other events listed above 










Set flip-flop MULC 


S/MULC 


= FAMULH P17 + . . . 






Reset clock TIL 


R/T1L 


- MIT NMP19 


TIL timing lasts through 
PH10 




Set flip-flop MRQ/M 


S/MRQ/M 


= (S/MULC/1) MP 19 


Request the next instruc- 
tion 




On the 7th clock: 








Other events listed above 




Set flip-flop MITEX 


S/MITEX 


- FAMUL MULC + . . . 


To signal end of multiply 
iterations 




Enable MRQ 


MRQ 


- MRQ/M + . . . 


No longer needed for 




Clear the P-register 


PX 


= PXQ 


iteration counting. Trans- 




Q15-Q31-V-^P15-P31 


PXQ 


- MULC + . . . 


fer next instruction ad- 
dress 




On the 8th clock: 










Other events listed above 










Clear the D-register 


DX/1 


= MIT + . . . 






Reset flip-flop MIT 


R/MIT 








Stop sustaining PH10 


BRPH10 


- MIT NMITEX + . . . 






Set flip-flop PH11 


S/PH11 


- PH10 N(MIT NMITEX) + , . . 










Mnemonic: MH (57, D7) 






(Continued) 
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Table 3-71. Multiply Halfword, Phase Sequence (Cont. ) 



Phc 



Function Performed 



Signals Involved 



Comments 



PH11 
T6L 



A + CS + K31 -S0-S31 

S0-S31-t^— A0-A31 

B + CS32, CS33, BCl-^-^B0-B7 

Merge the contents of BO through 
B3 into the contents of E0 through 
E3 

Force a one on private memory ad- 
dress line LR31 

Set flip-flop DRQ 
Set flip-flop PH15 
Enable clock T8L 



SXADD 
SXK 
AXS 
BXB 



FAMDSF/M PH11 + . 
FAMDSF/M PH11 + 
FAMDSF/M PHI 1 + 
FAMDSF/M PHI 1 + 



Path enabled by FAMUL PH11 



S/LR31/2 

S/DRQ 
BRPHI5 
S/T8L 



FAMUL PH11 + 



FAMUL PHI 1 + 
FAMUL PH11 + 
FAMUL PH11 + 



B0-B19 =- 0, B20-B31 is 
meaningless 

For check of nonzero 
product in bits 2 31 - 2° 
in PH15 

To select the odd num- 
bered private memory 
register for storage of the 
product 



PH15 



A0-A31- 
S0-S31- 



— S0-S31 



-RW0-RW31 



Set flip-flop TESTA 



Set CC3, CC4 as applicable 



Enable ENDE 



SXB 

RW 

S/TESTA 

S/CC3 
S/CC4 
ENDE 



FAMULNH PH15 + . . . 
FAMDSF PH15 + . . . 

FAMDSF NFASHFX PH15 

+ . . . 

TESTA NAO NA0031Z + 
TESTA A0 + . . . 
FAMDSF PH15 + . . . 



Store product 



Mnemonic: MH (57, D7) 
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MI except that terminal signals are detected at clocks six 
through eight rather than through 16. Figure 3-165 shows 
the counting configurations and the signals enabled for 
instruction MH. At clock 6, flip-flop MULC is set. A true 
MULC signal sets flip-flop MITEX at clock 7; M1TEX 
resets flip-flop MIT at clock 8. At the sixth clock, also, 
flip-flop TIL is reset to initiate the end of TIL (TIL timing 
lasts through PH10), and memory request flip-flop MRQ/M 
is set to request the next instruction. At clock 7, the P- 
register is cleared (signal PX), and the address of the next 
instruction is clocked into the P-register by signal PXQ. 
The seventh clock is the last transfer of the C-register con- 
tents to the D-register under control of the multiplier con- 
trol flip-flops. At the eighth clock, the D-register is cleared 
by signal DX/1 and flip-flop MIT is reset. This signifies the 
end of the multiply iterations. The last addition of the A-, 
D-, and CS-registers occurs at clock 8; the product of the 
multiplication is now contained in A0 through A31, BO 
through 31 (sums), CS1 through CS33, and BCl (carries). 
The product bits in B4 through B31 are irrelevent; the final 
product is contained in A0 through A31 after the final ad- 
dition of the sums and carries. PH11 is set by MITEX. 

During PH11, the final product of the multiplication is 
assimilated from the results of the last iteration in PH10. 
This is done by adding the contents of the A-register to the 
contents of CS1 through CS31 and K31 (carry from the lower- 
order bits). The addition is shown in figure 3-166. The sum, 
SO through S31, is clocked back into the A-register, which 
now contains the complete product of the halfword multi- 
plication. K31 is produced by the addition of BO and Bl 
to CS32, CS33, and BCl at the PH11 clock. Flip-flop BCl 
contains a one if the one's complement was put into the D- 
register on the seventh iteration of PH10. The sum of BO 
and Bl, CS32 and CS33, and BCl for this last addition is 
zero. Zeros are clocked into BO and Bl by signal BXB. 



The quantity in B2 through B19 is also zero; the contents of 
B20 through B31 are meaningless. 

At the PHI 1 clock, a one is forced on private memory ad- 
dress line LR31 to select the odd numbered private memory 
register for storage of the product. Flip-flop DRQ is set, 
inhibiting transmission of another clock until the memory 
data release signal is received. PHI 3 is enabled by setting 
flip-flop PH15. Flip-flop T8L is set for PH15. 

During PH15, the product in the A-register is gated to the 
sum bus by signal SXA. At the PHI 5 clock, the product is 
read into the odd numbered private memory register. Flip- 
flop CC3 is set if bits 2 through 2 U of the product are non- 
zero and if the 2 bit is not a one. Flip-flop CC4 is set if 
the 2°' bit is a one. Signal ENDE is generated. 

A sequence chart for Multiply Halfword is given in table 
3-71. 



3-201 Divide Word (DW 36, B6) and Divide Halfword (DH 
56, D6) 

Instructions DW and DH are similar in implementation and re- 
sult. Both instructions are discussed together; however, spe- 
cific differences between instruction DW and DH are noted. 

Instruction DW divides the contents of an even and an odd 
numbered private memory register by the effective word 
from core memory if the R-field of the instruction word is 
an even value. The resulting 32-bit quotient is stored in 
the odd numbered private memory register, and a 32-bit re- 
mainder is stored in the even numbered private memory reg- 
ister. If the R-field of the instruction word is an odd value, 
the contents of the odd numbered private memory register 
are divided by the effective word from core memory, and 
the 32-bit quotient is loaded back into the odd numbered 



CLOCK 
(PH10) 








P15 


PI 6 


P17 


P18 


MP 
19 


1 









2 


1 






3 


1 






4 


1 1 






5 


1 






6 


1 1 


S/MULC, R/T1L, S/MRQ/M 




7 


NOT APPLICABLE 


S/MITEX, MRQ, Q-/-P BY PX 




8 


NOT APPLICABLE 


0^— D, R/MIT 
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Figure 3-165. Multiply Halfword Iteration Counting 



3-319 



Paragraph 3-202 



901060 



private memory register. The remainder is lost in this case. 
When the R-field Is odd, the result of the instruction is the 
same as if instruction DH had been performed. 

Instruction DH divides the contents of the even or the odd 
numbered private memory register by the effective halfword 
from core memory, and loads the quotient back into the same 
private memory register. The remainder is lost. 

Instructions DW and DH use condition code bits 2 through 
4. Fixed-point overflow may occur in instruction DW if the 
quotient cannot be represented correctly in 32 bits, or the 
overflow may occur in instruction DH if division is by -2^1, 
-1, or 0. The condition codes shown in table 3-72 apply 
to the two instructions. 

Table 3-72. Instruction DW and DH Condition Codes 



ca 1 


CC2 


CC3 


CC4 


Meaning 













Quotient zero, 
no overflow 










1 


Quotient negative, 
no overflow 


- 





1 





Quotient positive, 
no overflow 


- 


1 


- 


- 


Fixed-point 
overflow 



3-202 NONRESTORING DIVISION . The Sigma 7 com- 
puter uses the method of nonrestoring division for instruc- 
tions DW and DH. A review of division techniques may 
help in understanding nonrestoring methods. 

Restoring division is the most basic type of division. Long 
division is an example of restoring type. Subtractions are 
repeated to obtain a quotient. An example of restoring 
binary division is shown in figure 3-167. Sign bits are not 
used in this example. 

Multiples of the divisor (hereafter called denominator) are 
subtracted from the dividend (hereafter called numerator) 
or partial dividend (hereafter called residue). The first 
subtraction in this example is (101 12 x 2 5 ) or 1011000002- 
Successive subtractions involve the demoninator times 
7r, 2 , and so forth, for as many times as necessary. Each 
subtraction yields either a one or a zero in the quotient, 
depending upon whether the residue is positive or negative. 
A negative residue signifies that the denominator multiple 
is larger than the previous residue and could not be con- 
tained in it. The previous positive residue, therefore, is 
restored. A is put in the quotient foi that order, and the 
next lower order multiple is subtracted. Figure 3-168 is 
a representation of restoring division using the same 
numbers as in figure 3- 167. At no time may the residue be 
negative. The zero point (residue = 0) is always approached 
from the positive side. The total of all multiples subtracted 
and the remainder (the last residue) equals the numerator. 



Nonrestoring division is similar to restoring division in that 
repeated subtractions of multiples of the denominator are 
used; however, it differs from the nonrestoring type because 
the residue may be negative. Figure 3-169 is an example 
of nonrestoring binary division, using the same numerator 
and denominator as before. Sign bits are not used. Succes- 
sive subtractions of multiples of the denominator are per- 
formed as before. However, if the residue is negative, the 
previous positive residue is not restored. A negative residue 
signifies that a zero should be placed in the quotient for 
that order and that the next denominator multiple should be 
added to, rather than subtracted from, the residue. Every 
time the residue goes positive, a one is added to the ap- 
propriate order of the quotient and the next denominator 
multiple is subtracted. Every time the residue goes nega- 
tive, a zero is added to the appropriate order of the quo- 
tient, and the next denominator multiple is added. The re- 
sult is exactly the same as restoring division. The numer- 
ator is equal to the total of all of the multiples subtracted, 
minus the total of all the multiples added, plus the remain- 
der. The zero point (residue = 0) is approached from both 
sides. Figure 3-170 illustrates how this type of division 
works. 

Nonrestoring division using complementing techniques for 
subtractions is used in Sigma 7. The denominator multiple 
to be subtracted can then be added to the residue. Figure 
3-171 shows a division of the previous numbers, using sign 
bits (MSD) and two's complementing. The division process 
in this example is the same as before. Each time a one 
appears in the sign bit of the residue, a zero is added to the 
appropriate order of the quotient, and the next denominator 
multiple is added (remaining in uncomplemented form). 
Each time that a zero appears in the sign bit of the residue, 
a one is added to the appropriate order of the quotient, and 
the next denominator multiple is subtracted (two's comple- 
ment form is added). The end carry bit is a one each time 
that a positive residue is reached. Normally, in two's com- 
plement additions, this end carry is discarded. In Sigma 7 
division, the end carry, designated K00, is used to signify 
that a positive partial dividend has been obtained. Non- 
restoring division, complementing, and the end carry are 
used in all division cases. There are four different divi- 
sions in regard to sign - a positive divided by a positive 
(-£-), a positive divided by a negative (-rr), a negative 
divided by a negative (-E-), and a negative divided by a 
positive (-=-). In Sigma 7 division, special logic is used to 
produce the correct quotient in the (-=-), (-^-), and (-E-) cases. 

Figure 3-171 is an example of the (-37) case. Each time 
that the end carry is a one, a one is placed in the quotient 
for that order. Each time that there is no end carry, a zero 
is placed in the quotient. The final quotient is in the cor- 
rect form with proper sign and magnitude. 

Figure 3-172 shows the case of (— ). If a one is put in the 
quotient for every end carry, the result is the two's comple- 
ment of the correct quotient as shown, with the opposite 
sign of the correct quotient. To produce the correct quo- 
tient, therefore, a one is put in the quotient when there is 
no end carry. 
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FINAL PRODUCT SUMS 



PHI 0-8 



I I | 



A0 ± A2 
Al 



A3! 



A30 



FINAL PRODUCT CARRIES 
I 






1 cs 


3 
1 


cso^ 


CS2 


1 

CS31 



csi 



PHn cso CSI 
AO Al 



CS30 



CS31 



LlL: 



A3! 

A,, 



ADDER 



A4(CS1-CS31)+ K31 



SO S3) 



PH15 



,31 



MAY PROVIDE CARRY (K31) 
TO LEAST SIGNIFICANT 
BIT OF FINAL PRODUCT 

I ZEROS 
J , 



K31 



R i 1 



i — — r 



BO Bl 



CS 



B 
C 
1 


1 


3 3 
2 3 



CS33 



CS32 



Bl CS33 
BO CS32 BC1 

LA.A 



GATING 



S/Bl 



S/BO 



L- 



MEANINGLESS 
I 



w 

Id 




il 



m 



wmA 



B + CS32, CS33, BC1 



f 2 . WMMWW^"'^ 



|2 xm%mm0'<m. ^ 



|o rmmm^ ■■'^y-- 



1 I 

ALL ZEROS MEANINGLESS 



901 060A. 3667 



Figure 3-166. Multiply Halfword Final Product Assimilation 
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Figure 3-167. Restoring Division 
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Figure 3-168. Restoring Division, Graphic Representation 
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Figure 3-169. Nonresfroring Division 
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Figure 3-170. Nonrestoring Division, Graphic Representation 
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SIGN BIT- 



NUMERATOR (+434) 



SIGN BIT 



DIVISOR (+11) 



SIGN 
BIT 

I 

100111— 



QUOTIENT 



DENOMINATOR 10 11 JO 1 1 1 1 00 1 NUMERATOR 

10 10 100000 
1 



RESIDUE 



RESIDUE 



RESIDUE 



RESIDUE 



RESIDUE 



RESIDUE 



0001010010 =1x25 

1 10 10 10000 

1 1 10100010 = x 2 4 

10 1 1000 
1111111010 =0x2 3 

10 1100 
1-0000 100 1 10 = 1 x 2 2 

111110 10 10 
1-00000 10000 - 1 X2 1 
1111110 10 1 



END CARRY 
BIT, K00 



1 — 0000000101 =1x2 
(REMAINDER) 



■SIGN BIT 
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Figure 3-171. Nonrestoring Division with Two's Corr.plerne^ A A-!?* 
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- 1111110 1 = 
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Figure 3-172. Plus/Minus Case in Division 
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A zero is put in the quotient every time that there is an end 
carry. Adding a one to this quantity produces the correct 
result. 

Figure 3-173 shows the case of (^-) which includes two sub- 
cases. If a zero residue is produced in iterations, the an- 
swer is correct as it stands. If, at the end of the division 
process, the residue has never been nonzero, the correct 
quotient is found by adding one to the quantity produced 
by the division. This difference in methods results from 
zero being a positive number; the nonrestoring division pro- 
cess becomes nonsymmetrical at the zero point. Eoth sub- 
cases produce a quotient bit of one when the end carry is 
one and produce a quotient bit of zero when the end carry 
is zero. The process used in both subcases is shown in the 
figure. 



Figure 3-174 shows the (■=■) case. The subcase of the non- 
zero remainder and the subcase of a zero remainder are 
shown. In both cases, putting a one in the quotient when 
there is an end carry results in a quantity with an incorrect 
sign. A one is put in the quotient, therefore, when there is 
no end carry. A zero is used when there is an end carry. 
In the nonzero residue case, the result is the correct quotient. 
A one must be added to the quantity produced to obtain the 
correct remainder, in the zero residue case. All division 
cases and accompanying logic for producing the correct quo- 
tient are shown in table 3-73, 

An eight-bit numerator divided by a four-bit denominator 
is shown in figure 3-175. Register nomenclature and divi- 
sion methods are similar to Sigma 7 division. The eight-bit 
numerator is held in the A- and the B-registers. The four- 
bit denominator is contained in the C-register. 
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Figure 3-173. Minus/Plus Case in Division 
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Table 3-73. Quotient- Logic 



CASE 


QUOTIENT BIT 


FORM AT END OF DIVISION 


1 





Plus/Plus 




KOO 


NK00 


Correct; no changes necessary 


Plus/Minus 




NK00 


KOO 


One less than correct quotient; 
add + 1 to form correct quotient 


Minus/Plus 


Zero residue 


KOO 


NK00 


Correct; no changes necessary 




Nonzero residue 




k \isr\r\ 

ININ.V/U 


One iess tnan correct quotient; 
add + 1 to form correct quotient 


Minus/Minus 


Zero residue 


NK00 


KOO 


One less than correct quotient; 
add + 1 to form correct quotient 




Nonzero residue 


NK00 


KOO 


Correct; no changes necessary 
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( - 7 ) 7 ( + 2 ) - - 3, R - 1 
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K00 








T 







1 


1 


1 








UL 






CS31 



K00 



4 1 IF NO»D 
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Figure 3-175. Sigma 7 Division 
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The signs of the numerator and the denominator are held 
in flip-flops RN and MWN, respectively. The size of 
the numerator and the demoninator are selected in such 
a way that the quotient may be held in a four-bit register 



(I 



ifl < 2 ) The numerator is shifted one bit position to the 



right to bring the 2 bit of the numerator (the maximum 
bit position of the quotient) over the 2 denominator bit 
before the first iteration. 

Either the true denominator (C) or the inverted denominator 
(NC) may be transferred to the D-register. If NC is trans- 
ferred, a one is forced into flip-flop CS31 to make up the 
two's complement of the true denominator. The transfer to 
the D-register is always made so that the D-register holds 
the opposite sign to the numerator (or residue) in the A- 
and B-registers. As each denominator multiple is added to 
the numerator or residue, one quotient bit is produced. 
During each iteration, the residue from the addition is 
shifted one bit position to the left so that the next addition 
produces the quotient bit for the next lower order. Quo- 
tient bits are produced according to the method of the 
case; each quotient bit is transferred to the least significant 
bit position of the B-register. After the last iteration, the 
residue is transferred directly to the A-register; and the 
quotient is adjusted (see table 3-73). 

3-203 DESCRIPTION OF DIVIDE WORD INSTRUCTION . 
Figure 3-176 shows the register arrangement during instruc- 
tion Divide Word (DW), FADIVW. Division is similar to 
the example in figure 3-175. The numerator from the even 
and odd numbered private memory registers is contained in 
flip-flop RN (numerator sign), the A-register (numerator 
bits 2°^ through 2 ), and the B-register bit positions 
through 30 (numerator bits 2 30 through 2°). The C- 
register holds the true denominator from core memory. 
Flip-flop MWN holds the sign of the denominator. Either 
the true denominator or the inverted denominator may be 
transferred from the C-register to the D-register. The reg- 
isters are aligned so that the 2^ bit is the first quotient 
bit produced. After each iteration except the last, the 
residue is shifted one place to the left and is transferred 
back to the A-register. At the same time, the B-register 
is shifted one place to the left; the contents of B0 are trans- 
ferred to A31. Quotient bits are clocked into B31. During 
the iterations, the quotient fills up more of the B-register 
as the A- and B-registers shift left, and the quotient bits 
are fed into B31 (the residue becomes smaller). After the 
32nd iteration, the B-register holds the 32-bit quotient 
and the A-register holds the last residue. The quotient is 
corrected, if necessary, and the remainder is restored from 
the residue. The quotient is clocked into the odd numbered 
private memory register, and the remainder is clocked into 
the even numbered private memory register. 

A fixed-point overflow condition exists, if the absolute 
value of the numerator is relatively large compared with 
the absolute value of the denominator, and the quotient is 
larger or equal to 2^' (too large to be contained in a 32- 
bit register if a sign bit is to be present. This condition 



is detected after the first division iteration and results in a 
trap to memory location 67. 

During PRE1, a one is forced on private memory address line 
LR31 to obtain the least significant word of the numerator 
in the odd numbered private memory register. During PRE2, 
the odd numbered private memory register is clocked into 
the A-register. The remainder of the preparation sequence 
is the same as the general preparation sequence. 

The following paragraphs describe the phases of instruction 
DW. Figure 3-176 and the sequence chart, table 3-74, 
supplement the discussion. 

During PHI, the A-register contents are gated to the sum 
bus by signal SXA. At the PHI clock, the sum bus output is 
clocked into the B-register by signal BXS. Flip-flop BWZ 
(B was zero) is set if bit positions 1 through 31 of the A- 
register contain zeros. Signal BWZ is used in PH11 for the 
overflow test. At the PHI clock, the even numbered pri- 
vate memory register contents are transferred to the A- 
register. The A-register now contains the most significant 
word of the numerator and the B-register contains the least 
significant word. Flip-flop RN is set if RR0 is true. The 
denominator from core memory has been read into the C- 
register at this time; if the denominator is negative, flip- 
flop MWN (memory was negative) is set. Flip-flop CC2 is 
reset; the P-register is cleared by signal PX; and interrup- 
tibility is started by setting flip-flop IEN (interrupt enable). 

During PH2, the contents of the A-register (most significant 
word of the numerator) and the B-register (least significant 
woid of the numerator) are shifted one bit position to the 
left by signals AXSL1 and BXBL1, respectively. The sign 
bit of the numerator is still retained in flip-flop RN. B0 is 
clocked into A31. Flip-flop B0 is not set. The numerator 
magnitude is held in A0 through A31 (numerator bits 2°^ 
through 2^', respectively) and B0 through B31 (numerator 
bits 230 through 20, respectively). The numerator is scaled 
in this fashion so that the first quotient bit produced is the 
2~" bit (the numerator 2~ • bit is in the same relative posi- 
tion as the denominator 2 bit). 

At the PH2 clock, the first transfer of the denominator from 
the C- to the D-register occurs at the PH2 clock. The de- 
nominator in the D-register must be of the opposite sign to 
the numerator to accomplish the first nonrestoring division 
iteration. Comparison of the numerator and the denominator 
signs is made by comparing flip-flops RN (numerator sign) 
and MWN (denominator sign). If only one of the flip-flops 
contains a one, the numerator and denominator signs are 
unlike, and the contents of register C are clocked into 
register D by signal DXC/6. If both the flip-flops con- 
tain ones or if both contain zeros, the signs of the numer- 
ator and denominator are the same. The contents of C are 
inverted and clocked into the D-register by signal DXNC/1, 
and a one is forced into CS31 in the case of like signs. 
The inverted denominator in the D-register and the one in 
CS31 make up the two's complement of the denominator. 
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Table 3-74. Divide Word, Phase Sequence 



Phase 


Function Performed 


Signals Involved 


Comments 


PREP 


Same as general preparation se- 
quence except that a one is forced 
onto LR31 address line and PRE2 
NIA is as follows 


S/LR31/2 = (PRE! NIA + PRE3 IX 

+ PRE4) FAFRR/1 + . . . 


Selects odd numbered 
private memory register 


PRE2 
NIA 


RR0-RR31— A— A0-A31 


AXRR = FAMDSF PRE2 NIA + . . . 


LSW of numerator 

(231 _ 2 bits) -/— A 


PHI 
T4L 


A0-A31^-*-S0-S31 
S0-S31-t^-B0-B31 

Force a one into flip-flop BWZ if 
the magnitude of the number in 
the A-register was zero 

RR0-RR31— A— A0-A31 

Set flip-flop RN if numerator 
negative 


SXA = FADIV PHI + . . . 
BXS = FAMDSF PHI + . . . 

S/BWZ = FADIV PHI A0131Z + ... 

AXRR = FADIVW PHI + . . . 
S/RN = RRO FADIVW PHI + . . . 

Preparation control 

S/MWN = C0C16 FAMDSF PHI + . . . 

R/CC2 - FAMDSF NFAMULH PHI 

+ . . . 

PX = FADIV PHI + . . . 

S/IEN = FAMDSF NFAMUL PHI 

+ . . . 


LSW of numerator— /-»-B 

MSW of numerator 
( 2 63 _ 2 32 blts ) -y-^A 

Stores numerator sign 

Denominator / *~C 
Stores denominator sign 


MdU-MdJI' " ** v~U-v~ J 1 

Set flip-flop MWN if denominator 
negative 

Reset flip-flop CC2 

Clear P-register 

Set flip-flop IEN to start 
interruptibility 


PH2 


A0-A3 1 — PR0-PR3 1 

Sl-S3l^-^A0-A31 


SXPR = FADIVW PH2 + . . . 
AXSL1 = FADIVW PH2 + . . . 
BXBL1 = FADIV PH2 + . . . 
BXBL1 = FADIV PH2 + . . . 

DXNC/1 = FADIV PH2 N(MWN©RN) 

+ . . . 


(D, CS = 0) 

Align numerator so that 
231 bit is over denom- 
inator 2° bit. First iter- 
ation yields quotient 
bit2 3 ' 

First transfer of denom- 
inator to D made so that 
D holds opposite polarity 

¥r\ tho niimprntnr 


bU / ■* A J 1 

Bl-B31-7^-B0-B30 


(U / "" DO 1 ) 

NC0-NC31-^-D0-D31 






(Continued) 


Mnemonic: DW (36, B6) 
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Table 3-74. Divide Word, Phase Sequence (Cont. ) 



Phase 


Function Performed 


Signals Involved 


Comments 




PH2 
(Cont.) 


Force a one into CS31 
or 


S/CS31 

or 
DXC/6 


= DXNC/1 + . . . 

= FADIV PH2 (MWN0RN) 


For two's complement 




LU-Lo \—f — *nJU-Do 1 






Plus - count iteration counter 


PCTP1 


= FADIV PH2 + . . . 








Set flip-flop PHI 1 


BRPH11 


= FADIV PH2 + . . . 






PH11 
T6L 


32 clocks if overflow does not occur, 
3 clocks if overflow does occur. Dur- 
ing the first 30 clocks (no overflow), 
the following events occur: 












Enable signal DIT 


DIT 


=■■ FAMDSF/D PH11 + . . . 








A + D + CS31 ^S0-S31 


SXADD 


= DIT + . . . 


Most significant part of 
residue 






r 1 r 11 / » Aft Ail 


AXSL1 


= DIT N(FADIV P26) + . . . 


Residue X 2— -A, B 




j|-oJI / * AU-Aol 






nn / fc »oi 


S/A31 


= A31EN/2 AXSL1 






DU / *" Ao 1 








A31EN/2 


= BOFAMDSF 








B1-B31^-^B0-B31 


BXBL1 


= DIT + . . . 








Force a one into B31 


S/B31 


= (MWN0KOO) FADIV PHI 1 


First quotient bit 






i- \<~c\ h if~*>i f *- nn iym 


DXNC/D 
S/CS31 


- FADIV PH11 (MWN0KOO) 

+ . . . 

= DXNC/D + . . . 


Polarity of denominator 
clocked into D and CS31 
must be opposite to the 
residue clocked into A, B 




Force a one into CS31 






C0-C31-^-— D0-D31 


DXC/D 


- FADIV PH11 N(MWN©K00) 








Set flip-flop SW3 if zero residue 
numerator is negative and zero 
residue is reached 


S/SW3 


= FADIV PH11 RN A0031Z 

+ . . . 

i 








Count iterations, using P26-P31 


PCTP1 


= DIT NDITEX + . . . ! 








Sustain PH11 until DITEX = 1 


BRPH11 


- DIT NDITEX + . . . 








On the 31st clock: 










Other events listed above 






Enable DITEX 


DITEX 


- FADIV P26 + CC2 + . . . 


Initiate end of iterations 










Mnemonic: DW (36, B6) 
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Table 3-74. Divide Word, Phase Sequence (Cont. ) 



Phase 


Function Performed 


Signals Involved 


Comments 


PHll 
T6L 

(Cont.) 


Enable MRQ/1 
Clear P-register 

/~\T~ /^11 / k PIT POT 


MRQ/1 

PX 

PXQ 


= DIT DITEX + . . . 
= MRQ/1 + . . . 
- MRQ/1 + . . . 




vJlO-LJol / ^rlD-rol 




On the 32nd clock: 










Other events listed above 
except that residue is not shifted 
into A, B 










t\ ""} i ' » An a *>i 


AXS 


- FAD1V PHll P26 + . . . 


Residue to A for remainder 


bU-bol / ^AU-AOI 










restoration 




Reset flip-flop IEN 


R/IEN 


= DIT DITEX + . . . 






Set flip-flop PH13 


BRPH13 


= FADIV PHll P26 + . . . 






Enable clock T10L 


S/T10L 


= FADIV PHll P26 FADIVW 

+ . . . 






Overflow Logic 










Set flip-flop CC2 if|lM|-i-|D|£2 31 


S/CC2 


= FADIV PHll P2629 P30 
NP31 DIVOVER + . . . 


Probe DIVOVER after the 
first iteration 






DIVOVER 


= RN NDO + NRN DO 


Negative numerator, 






+ DO A0031Z BWZ 


negative residue. Posi- 
tive numerator, positive 
residue. Residue ~ 




Enable DITEX if CC2 (3rd clock). 
Perform DITEX functions and inhibit 
N DITEX functions 
Also: 


DITEX 


= CC2 + . . . 






Set flip-flop DRQ 


S/DRQ 


- FADIV PHll CC2 + . . . 


ENDE follows 




Set flip-flop TRAP 


S/TRAP 


= FADIV PHll CC2 AM + . . . 






Set flip-flop TR30 


S/TR30 


- FADIV PHll CC2 AM + . . . 


Trap to location 67 if 
AM is true 




Set flip-flop TR31 


S/TR31 


= FADIV PHll CC2 AM + . . . 






Set flip-flop PHI 2 if P26 = 


S/PH12 


= PHll NBR + . . . 




PH12 
T6L 


Entered only if overflow detected 
in PHll 










Generate signal ENDE 


ENDE 


= FADIV PH12 + . . . 
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Table 3-74. Divide Word, Phase Sequence (Cont. ) 



Phase 


Function Performed 


Signals Involved 


Comments 


PH13 
T10L 


Remainder restoration phase. Four 
cases are possible 

Case 1: Quotient and residue have 
like signs, zero residue was never 
achieved 






Residue is true remainder 




A0-A31 -S0-S31 


SXA 


= FADIV PHI 3 NSW3 
(RN © DO) + . . . 






Case 2: Quotient and residue have 
like signs, zero residue was achieved 






Remainder must be equal 
to zero 




S0-S31 = 










Case 3: Quotient and residue have 
unlike signs, residue - 






Residue is true remainder 




S0-S31 - 










Case 4: Quotient and residue have 
unlike signs, residue / 










^ i pi f"y\ m r c\ ro i 


SXADD 


= FADIV PH13 N(RN©D0) 
NA0031Z + . . . 


Residue converted to re- 
mainder with same sign 
as quotient 


A + U i- LbJI ■ jU- jo 1 




T\ '" y '\ f m (• (\ 6°1 


AXS 


= FADIV PH13 + . . . 


For quotient adjustment 
in PH14 


bU->0 1 / ^AU-AO 1 


PH14 
T6L 


S0-S31 -RW0-RW31 


RW 


- FADIVW PH13 + . . . 


Remainder / — R 


Quotient adjustment setup phase 


SXB 


--= FADIV PHI 4 + . . . 


Transfer the unadjusted 
quotient to the A-register 


bU-DO 1 * bU-jol 




S0-S31^— A0-A31 


AXS 


= FADIV PH14 + . . . 






Clear D-register 


DX/1 


= FADIV PH14 + . . . 






Force a one into CS31 in four cases 










Case 1 : ( = ) 


S/CS31 


= FADIV PH14 NRN MWN 

+ . . . 


Completes two's comple- 
ment 




Case 2:(=) , remainder f 


S/CS31 


= FADIV PHI 4 RN NMWN 
NA0031Z + . . . 


Completes two's comple- 
ment 




Case 3:( = ) , remainder ~ 


S/CS31 


= FADIV PH14 RN MWN 
A0031Z + . . . 


Completes two's comple- 
ment 
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Table 3-74. Divide Word, Phase Sequence (Cont. ) 



Phc 



Function Performed 



Signals Involved 



Comments 



PH14 

T6L 

(Cont.) 



PH15 



Set flip-flop DRQ 

Force a one onto LR31 address line 

Enable clock T10L 

A + CS31 — S0-S31 

S0-S31 -RW0-RW31 

S0-S31-/— A0-A3I 
Set flip-flop TESTA 

Set CC3, CC4 as applicable 
Generate signal ENDE 



S/DRQ 
S/LR31/2 

S/T10L 

SXADD 
RW 
AXS 
S/TESTA 

S/CC3 
S/CC4 
ENDE 



= FAMDSF PH14 + . . . 
= FADIVW PH14 + . . . 

= FAMDSF PH14 + . . . 



Selects odd numbered pri 
vate memory register for 
PH15 



FADIV PH15 + . . . 
FAMDSF PH15 + . . . 
FADIV PH15 + . . . 

FAMDSF NFASHFX PH15 

+ . . . 

TESTA NAO NA0031Z + 
TESTA A0 + . . . 
FAMDSF PH15 + . . . 



Adjusted quotient 
Store quotient 
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Other operations occurring at the PH2 clock include en- 
abling signal PCTP1 (plus count P-register) for PH11 iter- 
ation counting and enabling PHIL 

PHI 1 is the iteration phase of instruction DW, There is one 
iteration in PH11 for each clock, making a total of 32 iter- 
ations. Signal DIT (divide iterations) is set at the beginning 
of the phase and remains true as long as the iterations are 
to continue. Signal DITEX (divide iterations exit) goes true 
at the 32nd clock if there is no fixed-point overflow, or at 
the third clock if there is fixed-point overflow, and signals 
the end of the divide iterations. 

During the first clock of PHI 1, the first addition of the divi- 
sion process occurs. The contents of the A-register (bits 2°^ 
through 2^1 of the numerator) are summed with the contents 
of the D-register (true or inverted form of the denominator) 
and CS31 (contains a one if denominator was inverted in 
PH2). The sum is the first residue (partial dividend). At 
the first clock of PH11, the following division operations 
occur. 

a. The residue is shifted one place to the left by sig- 
nal AXSL1 and is transferred back into the A-register. 

b. The contents of BO are transferred to A31. 

c. The B-register is shifted one bit position to the 
left by signal BXBL1. 

d. The first quotient bit is put into B31. The bit is 
a one if K00 is true and the denominator is positive or if 
K00 is false and the denominator is negative (see table 
3-72). 

e. The denominator or the inverted denominator is 
transferred from the C-register to the D-register. The trans- 
fer is made so that the contents of the D-register will be of 
opposite polarity to the residue in the A-register and will 
enable the next addition in the nonrestoring process to 
occur. The true denominator will be transferred by signal 
DXC/D if the residue is negative and the true denominator 
is positive, or if the residue is positive and the true denom- 
inator is negative. The inverted denominator will be trans- 
ferred by signal DXNC/D if both the residue and true de- 
nominator have like signs. A one is clocked into CS31 in 
the latter case to make up the two's complement of the de- 
nominator when the next addition takes place. 

f. Iteration counting begins. Flip-flops P26 through 
P31 make up a six-bit binary iteration up-counter for in- 
struction DW and DH. The count is increased by one (in 
PH2) so that PH13 will be enabled on clock 32 of PH11 
rather than on clock 33 (P26 sets flip-flop PHI 3). Figure 
3-177 shows the counting configurations and the signals 
enabled for instruction DW. 

When the counter indicates 31 iterations, signal DITEX 
goes true, enabling signal MRQ/1 to request the next in- 
struction. At the next clock (32nd), the P-register is 



cleared (signal PX). Signal BRPH11 goes false as DITEX 
goes true (31st clock). At clock 32, PH13 and clock T10L 
are enabled, and flip-flop IEN is reset. 

During successive clocks of PH11, another addition takes 
place, and the operations in steps a through f, with the ex- 
ception of residue transfer on the last iteration and overflow 
condition, are repeated. 

On the last iteration (32nd), signal AXSL1 goes false, and 
signal AXS is enabled. The residue, represented by sum bus 
outputs SO through S31, is not shifted before transfer to the 
A-register; it is transferred directly to the A-register. The 
residue remains intact ir this case to accomplish PH13 re- 
mainder restoration. 

Fixed-point overflow is detected, if present at the second 
clock of PHI 1 . Fixed-point overflow occurs if the quotient 
cannot be contained in a 32-bit register. (See figure 3-178) 
If the magnitude of the quotient is greater than or equal to 
2 , at least one 2^' multiple of the denominator is con- 
tained in the numerator. The quotient will be at least 33 
bits long (sign bit plus 32 magnitude bits). If the magnitude 
of the quotient is less than 2^', the 2^' multiple of the de- 
nominator extends over the zero-point line to make the 2^' 
magnitude bit of the quotient equal to zero. Extension to 
the opposite side is also true in the case of a negative nu- 
merator. After the first iteration, therefore, a residue sign 
opposite to the numerator sign signifies that there is no 
overflow and that the next denominator multiple to be added 
must be of the same sign as the numerator. Unlike denom- 
inator multiple and numerator signs after the first iteration 
indicate that the zero-point was not crossed. Divide over- 
flow is therefore defined by flip-flop RN condition and the 
contents of DO. The last DIVOVER = RN NDO + NRN DO 
+ DO A0031 BWZ term defines the case of a zero residue 
after the first iteration (figure 3-178, second example). 

Condition code 2 is set at the second clock of PHI 1 if sig- 
nal DIVOVER is true. CC2 enables DITEX, which enables 
the other control functions (MRQ/l, PX, NBRPH11, R/IEN). 
Flip-flops PH13 and T10L are not set. CC2 also causes a 
trap to memory location X'43 1 (67) if the fixed-point arith- 
metic mask (AM) is a one. PHI 2 is entered if overflow is 
detected, and signal ENDE is enabled. 

Flip-flop SW3 is set if the division involves a negative nu- 
merator, and a zero residue is reached after any iteration. 
If a zero residue is reached in this case, succeeding residues 
are negative and approach, but do not attain, a zero resi- 
due (see figures 3-173 and 3-174). SW3 indicates that the 
correct remainder of all zeros is to be restored after the 
division process is completed. 



PHI 3 is the remainder restoration phase of the instruction. 
The last residue produced in the iteration process is not 
necessarily the true remainder of the division. During this 
phase, the true remainder is restored from the last residue, 
and the sign of the remainder is adjusted to agree with the 
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sign of the quotient. There are four remainder cases at the 
start of the phase. 

a. If the last residue is the same sign as the quotient, 
and flip-flop SW3 is not set, a zero residue was never pres- 
ent during the iterations, and the last residue is the true 
remainder. The last residue in the A-register is gated to 
the sum bus by signal SXA. 

b. If the last residue is the same sign as the quotient, 
and flip-flop SW3 is set, the remainder should be all zeros 
(see figures 3-173 and 3-174). Nothing is gated to the sum 
bus. The sum bus outputs, SO through S31, represent a zero 
remainder. 

c. If the last residue is of an opposite sign to the quo- 
tient, and if the residue is equal to zero, the residue is the 
true remainder. Nothing is gated to the sum bus. The sum 
bus outputs represent a remainder of zero. 

d. If the last residue is of an opposite sign to the quo- 
tient, and the residue is not equal to zero, it must be con- 
verted to a remainder that has the same sign as the quotient. 
This is done by restoring the next to the last residue, which 
has the same sign as the quotient. The last bit of the quo- 
tient, in this case, must have the absolute value of zero, so 
that restoring the next to last residue does not alter the 
quotient. Any further division of the next to the last resi- 
due by the same denominator would result in exactly the 
same quotient as division of the last residue. The last resi- 
due in the A-register is added to the denominator multiple 
in the D-register (already of opposite sign to the last resi- 
due) and CS31 (containing a zero or one, depending on the 



previous C to D transfer). The true remainder result is gated 
to the sum bus by signal SXADD. The sum bus outputs, SO 
through S31, represent the 32-bit remainder. The remainder 
is clocked into the even numbered private memory register 
for storage and into the A-register for PH14 testing. 

PH14 is the quotient adjustment setup phase of instruction 
DW. As discussed in paragraph 3-202, certain division cases 
other than the plus/plus case produce a quantity that is one 
less than the correct quotient. These cases are detected in 
this phase, and the one is added in PHI 5. The B-register, 
containing the unadjusted quotient, is gated to the sum bus 
by signal SXB. At the PH14 clock, the sum bus outputs are 
clocked into the A-register by signal AXS. At the same 
time, a one is clocked into CS3I if the plus/minus, minus/ 
plus with nonzero residue, or minus/minus with zero residue 
case is being performed. The D-register is cleared by sig- 
nal DX/1 at the PH14 clock. Flip-flop DRQ is set, inhib- 
iting transmission of another clock until the data signal is 
received from memory. A one is forced on private memory 
address line LR31 to select the odd numbered register. T10L 
is enabled for PHI 5. 



Plus/minus case 



Minus/plus, remainder 



nonzero case 



S/CS31 = FAD1V PH14 NRN MWN + RN NMWN 
NA0031Z + . . . 

Minus/minus, remainder zero case 

i 

FADIV PHI 4 RN MWN A0031Z + . . . 



CLOCK 
(PH11) 

1 
2 



P26 


P27 


P28 


P29 


P30 


P31 



1 

1 1 

1 

1 1 

1 1 

1 1 1 



31 10 DITEX, MRQ/1 

32 NOT APPLICABLE R/IEN, S/PH13, S/T10L 
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Figure 3-177. Divide Word end Divide Halfword Iteration Counting 
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Figure 3-178. Overflow Detection 
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During PH15, the uncorrected quotient in the A-register is 
added to CS31 to produce the correct quotient. The sum is 
gated to the sum bus by signal SXADD and into the odd 
numbered private memory register by signal RW. Signal 
AXS also clocks the sum into the A-register at this time. 
Flip-flop TESTA is set. If A0 is zero and A0 through A31 is 
nonzero, flip-flop CC3 is set to denote a positive quotient. 
If A0 is a one, flip-flop CC4 is set, to denote a negative 
quotient. Signal ENDE is generated. 

3-204 DESCRIPTION OF DIVIDE HALFWORD INSTRUC- 
TION . Figure 3-179 shows the register arrangement during 
instruction Divide Halfword (DH), FADIVH. The 32-bit 
numerator from the even or odd numbered private memory 
register is initially contained in flip-flop RN (numerator 
sign) and bit positions 2 through 30 of the B-register. The 
A-register bit positions contain sign padding. The C- 
register holds the halfword denominator from core memory in 
bit positions 16 through 31. Bit positions through 15 con- 
tain sign padding for the denominator. Flip-flop MWN 
contains the denominator sign. The nonrestoring division 
process is the same as instruction DW. After the 32nd iter- 
ation, the B-register holds the 32-bit quotient, and the A- 
register holds the last residue. The quotient is corrected if 
necessary and the true remainder is restored from the resi- 
due. The quotient is clocked into the even or odd numbered 
private memory register. The remainder is discarded. Im- 
plementation of instruction DW with an odd value R-field 
is identical to implementation of instruction DH. 

The following paragraphs describe the phases of instruction 
DH. Figure 3-179 and the sequence chart in table 3-75 
supplement the discussion. During PRE2, the numerator in 
the even or odd numbered private memory register is clocked 
into the A-register. Flip-flop RN is set if the numerator is 
negative. The remainder of the preparation sequence is the 
same as the general preparation sequence. 

During PHI, the A-register contents are gated to the sum 
bus by signal SXA. The sum bus outputs are clocked into 
the B-register by signal BXS at the PHI clock. Flip-flop 
BWZ is set if bit positions 1 through 31 of the A-register 
contain zeros. The word containing the halfword denom- 
inator from core memory has been read into the C-register 
at this time. If the effective halfword is negative, bit 
or bit 16 of the memory word (zero if P32 is false, 16 if 
P32 is true) enables signal C0C16, which sets flip-flop 
MWN. At the PHI clock, the halfword denominator in 
the C-register is downward aligned into the D-register. 
The halfword denominator is clocked into bit positions 16 
through 31 of the D-register. If C0C16 is true, ones are 
clocked into bit positions through 15 of the D-register to 
sign-pad the denominator. 

Other functions that occur at the PHI clock include re- 
setting flip-flop CC2, clearing the P-register (signal PX), 
starting interruptibility by setting flip-flop IEN, and clear- 
ing the A-register (signal AX/l). Flip-flop CXS is set only 
if instruction DH is being implemented (not instruction 
DW, R31). 



The downward-aligned, sign-padded denominator in the D- 
register is gated to the sum bus by signal SXD, during PH2. 
The sum bus outputs are clocked into the C-register by CXS 
at this clock. (If instruction DW, R31 is being performed, 
these two operations are not done, since the C-register al- 
ready contains the 32-bit denominator.) The remainder of 
PH2 is identical to instruction DW, except for sign-padding 
of the numerator. If the numerator is negative, ones are 
put into bit positions through 31 of the CS-register. When 
the A-, D-, and CS-registers are added on the first iteration 
of PH11, the ones in CS0 through CS31 effectively sign-pad 
the numerator. 

The remainder of the operations in PH2 is identical to in- 
struction DH. In summation: 

a. The first denominator multiple is transferred from 
the C-register to the D-register so that the D-register con- 
tains a quantity of an opposite sign to the numerator (NC is 
transferred to D by signal DXNC/l; C is transferred to D by 
signal DXC/6). If the C contents are inverted and are trans- 
ferred to the D-register, a one is forced into CS31 if the 
numerator is positive, or into A31 if the numerator is nega- 
tive (a one is already in CS31 in this case). The inverted 
contents of the C-register and the one make up the two's 
complement of the denominator. For every other C to D 
transfer (PHI 1), a one is put into CS31 . 

b. The B-register is shifted one bit position to the left 
so that the numerator 2^1 bit is in the same relative position 
as the denominator 2^ bit. The first quotient bit, therefore, 
will be the 2^' bit. A zero is clocked into B31 . 

c. PCTP1 for PH11 iteration counting is enabled. The 
PH11 flip-flop is set. 

PH11 is identical to instruction DW. The following opera- 
tions occur for each iteration: 

a. Signal DIT goes true, or remains true. 

b. Addition of the A-, D-, and CS-registers occurs 
(after the first iteration, addition is of the A- and D- 
registers and CS31). The residue is shifted one bit position 
to the left by signal AXSL1 and is transferred back to the 
A-register. 

c. The B-register is simultaneously shifted one bit 
position to the left by signal BXBL1. B0 is clocked into 
A31. 



d. The first quotient bit is put into B31. 

e. The denominator or inverted denominator is trans- 
ferred from the C-register to the D-register so that the D- 
register contains a quantity of opposite polarity to the resi- 
due. A one is clocked into CS31 if the inverted denom- 
inator is transferred. 
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Table 3-75. Divide Halfword, Divide Word (R = 31), Phase Sequence 



Phase 


Function Performed 


Signals Involved 


Comments 


PREP 


Same as general preparation se- 
quence except PRE2 NIA 






PRE2 
NIA 




AXRR 
S/RN 


= FAMDSF PRE2 NIA + . . . 
= RRO RNXRRO 


Numerator / — A 
Stores numerator sign 


RR0-RR3I / ""AU-Aol 

Set flip-flop RN if numerator 
negative 






RNXRRO 


= FADIVH PRE2 NIA 




PHI 
T4L 




SXA 
BXS 


= FADIV PHI + . . . 
= FAMDSF PHI + . . . 


Numerator / - B 


AU-Aol' * - oU-ool 


S0-S31 "■/""*" BU-BJl 




Force a one into flip-flop BWZ if 
the magnitude of the number in the 
A-register was zero 


S/BWZ 


- FADIV PHI A0131Z + . . . 








Preparation control 


Word containing halfword 
denominator / »C 


MBU-MbJ! ^L.U-^0 1 






DXC/5 


= OU5 (N04 05 06) PHI 

+ . . . 


Denominator downward 
aligned 


C0-C15 or C16-C31 / * 
D16-D31 




Set flip-flop MWN if denominator 
negative 


S/MWN 
C0C16 


- C0C16 FAMDSF PHI + . . . 
= (RRO NP32 + RR16 P32) 


Stores denominator sign 




Reset flip-flop CC2 


R/CC2 


- FAMDSF NFAMULH PHI 

+ . . . 






Clear P-register 


PX 


- FADIV PHI + . . . 






Set flip-flop IEN to start 
interruptibility 


S/IEN 


■- FAMDSF NFAMUL PHI + . . . 






Set flip-flop CXS if DH (do not 
set in DW R31 case) 


S/CXS 


= FADIVH PHI OU5 + . . . 




PH2 


D0-D31 — S0-S31 

if DH 


SXD 
CXS 


= FADIVH PH2 + . . . 
~ Previously set in PHI 


C already contains 32-bit 
denominator DW R31 case 


jl-bJI — *" L.U-L-J 1 






BXBL1 


= FADIV PH2 + . . . 


Align numerator so that 
2^' bit is over denomin- 
ator 2° bit. First iter- 
ation yields quotient bit 
o31 


bU / ^Aol 










Mnemonic: DH (56, D6) 








(Continued) 
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Table 3-75. Divide Halfword, Divide Word (R ; 31), Phase Sequence (Cont. ) 



Phase 


Function Performed 


Signals Involved 


Comments 


PH2 




BXBL1 


- FADIV PH2 + . . . 




di -bol / ■" bu-bo 1 


(Cont.) 


(0-/-^B31) 










NC0-NC31-^— D0-D31 


DXNC/1 


- FADIV PH2 N(MWN©RN) 

+ . . . 


First transfer of denomi- 
nator to D made so that D 
holds opposite polarity to 
the numerator 




Force a one into CS31 


S/CS31 


- DXNC/1 + . . . 






or 


or 








e~c\ (~"~f\ ' m nn n n i 


DXC/6 


- FADIV PH2 (MWN0RN) 

+ . . . 




v_U-(~ol / ^UU-Uo| 




1 / »-A31 if numerator negative 


A31X1 


= FADIVH PH2 MWN RN 

+ . . . 






Force ones into CS0-CS31 if nu- 


CSX1 


= FADIVH PH2 RN + . . . 


To sign-pad negative 




merator negative 






numerator 




Pre-count iteration counter 


PCTP1 


- FADIV PH2 + . . . 






Set flip-flop PH11 


BRPH11 


= FADIV PH2 + . . . 




PH11 


32 clocks if overflow does not occur, 








T6L 


3 clocks if overflow does occur. 
During the first 30 clocks (no over- 
flow), the following events occur: 










Enable signal DIT 


DIT 


= FAMDSF/D PH11 + . . . 






ft i Pi i f")1 m T\ <~^-\ 


SXADD 


- DIT + , . . 


Most significant part of 


A + U + Lool * oU-bol 










residue 




S1-S31-/— A0-A31 


AXSL1 


= DIT N(FADIV P26) + . . . 






tin 1 _ * o 1 


AXSL1 


= DIT N (FADIV P26) + . . . 


Residue X 2 -A, B 


BU / * Ao 1 




n i re 1 ! f r nn mn 


BXBL1 


- DIT + . . . 




Dl-DOl / " bU-BOU 




Force a 1 into B31 










NC0-NC31-^-^-D0-D31 


DXNC/D 


- FADIV PH11 (MWN0KOO) 

+ . . . 


Polarity of denominator 
clocked into D and CS31 




Force a one into CS31 
i"~n f)] ' m v\c\ n° i 


DXC/D 


- FADIV PH11 N(MWN©K00) 

+ . . . 


must be opposite to the 
residue clocked into A, B 


i 










Mnemonic: DH (56, D6) 
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Table 3-75. Divide Halfword, Divide Word (R = 31), Phase Sequence (Cont. ) 



Phase 


Function Performed 


Signals Involved 


Comments 


PH11 


Set flip-flop SW3 if zero residue 


S/SW3 


- FADIV PHI1 RN A0031Z 




T6L 


numerator is negative and zero 




+ . . . 




(Cont.) 


residue is reached 










Count iterations, using P26-P31 


PCTP1 


= DIT NDITEX + . . . 






Sustain PH11 


BRPH11 


= DIT NDITEX + . . . 






On the 31st clock: 










Other events listed above 










Enable DITEX 


DITEX 


= FADIV P26 + CC2 + . . . 


Initiate end of iterations 




Stop sustaining PH11 


BRPH11 


= DIT NDITEX + . . . 






Enable MRQ/1 


MRQ/1 


= DIT DITEX + . . . 






Clear P-register 

ni r nil f k pit pi i 


PX 
PXQ 


- MRQ/1 + . . . 
= MRQ/1 + . . . 




<omD-woI / ^rlO-rol 




On the 32nd clock: 










Other events listed above except 










that residue is not shifted into A, B 










S0-S31^«-A0-A31 


AXS 


= FADIV PH11 P26 + . . . 


Residue to A for re- 
mainder restoration 




Reset flip-flop IEN 


R/IEN 


= DIT DITEX + . . . 






Set flip-flop PH13 


BRPH13 


= FADIV PH11 P26 + . . . 






Overflow Logic: 










Set flip-flop CC2 if |N|-HD| 


S/CC2 


= FADIV PH11 P2629 P30 


Probe DIVOVER after the 




N -2 31 


DIVOVER 


NP31 DIVOVER + . . . 

= RN NDO + NRN DO + DO 
A0031Z BWZ 


first iteration 

Negative numerator, 
negative residue. Posi- 
tive numerator, positive 
residue. Residue = 




Enable DITEX if CC2 (3rd clock) 


DITEX 


= CC2 + . . . 






Perform DITEX functions and inhibit 










N DITEX functions 

A 1—. 










Set flip-flop DRQ 


S/DRQ 


= FADIV PHI 1 CC2 + . . . 


ENDE follows 










Mnemonic: DH (56, D6) 
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Table 3-75. Divide Halfword, Divide Word (R " 31), Phase Sequence (Cont. ) 



Phase 


Function Performed 


Signals Involved 


Comments 


PHll 

T6L 

(Cont.) 


Set flip-flop TRAP 
Set flip-flop TR30 


S/TRAP 
S/TR30 


-- FADIV PHll CC2 AM + . . . 
= FADIV PHI 1 CC2 AM + . . . 


Trap to location 67 if AM 
is true 




Set flip-flop TR31 


S/TR31 


= FADIV PHll CC2 AM + . . . 




PH12 
T6L 


Entered only if overflow detected 
in PHll 










Generate signal ENDE 


ENDE 


= FADIV PH12 + . . . 




PH13 
T6L 


Remainder restoration phase. Four 
cases are possible. 

Case 1: Quotient and residue have 
like signs, zero residue was never 
achieved 










A0-A31- — -S0-S31 


SXA 


- FADIV PHI 3 NSW3 
(RN © DO) + . . . 


Residue is true remainder 




Case 2: Quotient and residue have 
like signs, zero residue was achieved 






Remainder must be equal 
to zero 




S0-S31 = 










Case 3: Quotient and residue have 
unlike signs, residue = 






Residue is true remainder 




S0-S31 = 










Case 4: Quotient and residue have 
unlike signs, residue / 










A + D + CS31 — S0-S31 


SXADD 


- FADIV PH31 N(RN©D0) 
NA0013Z + . . . 


Residue converted to re- 
mainder with some sign 
as quotient 




S0-S31^— A0-A31 


AXS 


- FADIV PH13 + . . . 


For quotient adjustment 
in PH14. Remainder 
later discarded 


PH14 
T6L 


Quotient adjustment setup phase 
nn mi *. en <ni 


SXB 


- FADIV PH14 + . . . 


Transfer the unadjusted 
quotient to the A- 


DU-uol * jU-jji 






AXS 


- FADIV PH14 + . . . 


register 


jU- jo 1 ' ■/"" *" AU-A J 1 










Mnemonic: DH (56, D6) 
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Table 3-75. Divide Halfword, Divide Word (R ~ 31), Phase Sequence (Cont. 



Phc 



Function Performed 



Signals Involved 



Comment's 



PH14 

T6L 

(Cont.) 



PH15 



Clear D-register 

Force a one into CS31 in three 
cases: 

Case 1 : ( = ) 

Case 2: ( -^ ) , remainder / 

Case 3:(-r ) , remainder = 

Set flip-flop DRQ 
Enable clock T10L 



A + CS31 -S0-S31 

S0-S31 -RW0-RW31 

S0-S31-?*— A0-A31 
Set flip-flop TESTA 

Set CC3, CC4 as applicable 
Generate signal ENDE 



DX/1 



S/CS31 



FADIV PH14 + . 



FADIV PH14 NRN MWN 

+ . . . 



S/CS31 


- FADIV PH14 RN NMWN 
NA0031Z + . . . 


S/CS31 


= FADIV PHI 4 RN MWN 
A0031Z + . . . 


S/DRQ 


= FAMDSF PH14 + . . . 


S/T10L 


= FAMDSF PH14 + . . . 


SXADD 


= FADIV PH15 + . . . 


RW 


= FAMDSF PH15 + . . . 


AXS 


= FADIV PH15 + . . . 


S/TESTA 


= FAMDSF NFASHFX PH15 

+ . . . 


S/CC3 


= TESTA NAO NA0031Z + . . 


S/CC4 


= TESTA A0 + . . . 


ENDE 


- FAMDSF PH15 + . . . 



Completes two's comple- 
ment 

Completes two's comple- 
ment 

Completes two's comple- 
ment 



Adjusted quotient 
Store quotient 



Mnemonic: DH (56, D6) 
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Paragraphs 3-205 to 3-207 



f. Iteration counting begins. Thirty-two iterations 
are counted, as described in the section on instruction DW, 
beginning in paragraph 3-203. 

g. SW3 is set if the residue goes to zero after any of 
the 32 iterations. 

h. Overflow is detected after the first iteration. 
Overflow can occur only if the denominator is zero or if 
the numerator is -23' and the denominator is -2 . Over- 
flow causes a trap to memory location X'43' (67). Signal 
ENDE is generated in PH12. 

PH 1 3 is identical to instruction DW except that clock T6L 
is used instead of T10L and that signal RW is not enabled 
(the remainder is not stored in private memory). The re- 
mainder is restored from the last residue as before and is 
gated to the sum bus and into the A-register (for PHI 4 use). 

PH14 is the quotient adjustment setup phase, as in instruc- 
tion DW. The 32-bit quotient is gated from the B-register 
to the sum bus and is clocked into the A-register. If the 
quotient needs correction, a one is forced into CS31. Flip- 
flops DRQ and T10L are set as before. A one is not forced 
on private memory address line LR3I/2 in this instruction. 

PH15 completes the halfword division. The A-register, 
containing the unadjusted quotient, is added to CS31. The 
result is gated to the sum bus and is clocked into the even 
or odd numbered private memory register for storage. The 
condition codes are set as in instruction DW. 

A sequence chart for the Divide Halfword Instruction is 
given in table 3-75. 

3-205 Add Word to Memory (AWM 66, E6) 

The AWM instruction causes a data word to be read from an 
effective core memory location. The contents of a private 
memory register addressed in the R-field of the instruction 
word is added to the data word, and the result is stored 
back in the effective core memory location. If fixed-point 
overflow occurs and if the fixed-point arithmetic trap mask 
(bit 11 of PSD) is a one, the computer traps to location 
X'43 1 (67) after loading the sum into the private memory 
registers. The data word from core memory is loaded into 
the D-register, and the data word from the selected private 
memory register is loaded into the A-register. The outputs 
of the A- and D-registers are gated into the adder, and 
the sum is written into the effective core memory location. 
The sum is also clocked into the A-register to be tested for 
condition code information. 

If fixed-point overflow occurs, and the fixed-point arith- 
metic trap mask bit in the PSD is set, the program traps to 
location X'43 1 after the sum is stored in core memory. A 
sequence chart of the Add Word to Memory instruction is 
given in table 3-76. 



3-206 Modify and Test Byte (MTB 73, F3) 

The MTB instruction causes a data word to be read from the 
effective core memory address and loads the selected byte 
into the D-register. The desired word is determined by the 
byte address which is stored in the private memory register 
that is addressed in the X-field of the instruction word. If 
the R-field of the instruction word is nonzero, the high order 
bit (bit position 8 of the R-field) is extended to the left to 
form a byte. This byte is added to the byte contained in the 
D-register, and the sum is stored back in the effective byte 
location. The condition code is set according to the value 
of the resultant byte. The three bits of the R-field plus a 
sign bit allow modification of a byte by any number from 
-8 through +7. 

If the R-field of the instruction word is zero, the effective 
byte is tested for a zero or nonzero value. The result sets 
the condition code, but the effective byte is not affected. 

During the preparation sequence, the index value is shifted 
two bit positions to the right into the A-register, and the 
byte selection bits in the two least significant bit positions 
of the index value are loaded into flip-flops P32 and P33 
for byte addressing. The index value is added to the effec- 
tive address in the D-register, and the operand is read from 
core memory into the C-register. In the first execution 
phase, the selected byte is loaded from the C-register into 
bit positions 24 through 31 of the D-register. The value in 
the R-field of the instruction word is clocked into flip-flops 
A28 through A31, and flip-flops CS0 through CS27 are set 
or are cleared according to the state of R28. The remaining 
flip-flops in the A- and CS-registers are cleared. The con- 
tents of the A-, D-, and CS-registers are gated into the 
adder, and the sum is placed in the A-register. The rele- 
vant portion of the sum, in bit positions 24 through 31 of 
the A-register, is upward aligned into all byte positions of 
the sum bus, and the sum byte, with byte addressing using 
the outputs of P32 and P33, is written into the selected byte 
location in the memory word. Flip-flop CC1 is set if an 
end carry occurs from the byte addition. 

Another execution phase is entered, if the instruction is 
part of an interrupt subroutine. The modified byte in the 
A-register is checked for a zero or nonzero condition. If 
the modified byte is all zeros, a counter-equals-zero in- 
terrupt is generated, and the appropriate interrupt sub- 
routine is performed. If the modified byte is not all zeros, 
a priority interrupt exit signal is generated, and flip-flop 
INTRAPF is reset. The address of the next instruction, 
which had been stored in the B-register during the interrupt 
sequence, is gated onto the sum bus and is clocked into the 
P-register. This address selects the next instruction. A 
sequence chart for the Modify and Test Byte instruction is 
given in table 3-77. 

3-207 Modify and Test Halfword (MTH 53, D3) 

The MTH instruction causes a data word to be read from the 
effective core memory address and loads the selected half- 
word into the D-register. The desired halfword is deter- 
mined by the halfword address stored in the private memory 
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Table 3-76. Add Word to Memory, Phase Sequence 



Phase 


Function Performed 


Signals Involved 


Comments 


PHI 


C0-C31 / - D0-D31 


DXC 


= FAS8 PHI + . . . 


Data word from core 
memory 




RR0-RR31-/— -A0-A31 


AXRR 


= FUAWM PHI + . . . 


Data word from private 
memory 




Generate memory request to write 


MRQ 


= FAS8 PHI NRZ + . . . 


To write result of ad- 




into core memory 






dition into core memory 




Set flip-flop DRQ 


S/DRQ 


= FAS8 PHI + . . . 


Inhibits transmission of 
another clock until sig- 
nal received data lines 
have been strobed 




Set flip-flop PH2 


S/PH2 


= NBR PHI N(FNANLZ 
NANLZ) + . . . 






Enable clock T10L 


S/T10L 


= FAS24 PHI + . . . 




PH2 


A0-A31 + D0-D31 


SXADD 


= FAS24 PH2 + . . . 


Addition of data word 
from core memory and 
data word from private 


+ t-bU-v-bol •'oU-iol 










memory. CS = 




S0-S31 -MB0-MB31 


MB0-MB31 


= S0-S31 MBXS 






Generate memory write signal MW 


MW 


= FAS8 PH2 + . . . 






Generate write byte signals 
MBXS/0-MBXS/3 


MBXS/0- 
MBXS/3 


= MW 


Sum stored in effective 
core memory location 




Ti ""ll / m APl All 


AXS 


= FAS24 PH2 + . . . 


To be tested for condition 


jU-bo 1 / "^ AU-AJ 1 










code information 




If an end carry occurs, set flip- 


S/CC1 


= PH2 NINTRAPF FAS24 






flop CC1; otherwise, reset it 


R/CC1 


K00 + . . . 

= PH2 NINTRAPF FAS24 + . . . 






If fixed-point overflow occurs, 


S/CC2 


= PH2 NINTRAPF FAS8 






set flip-flop CC2; otherwise, reset it 


OVER 
R/CC2 


OVER + . . . 
= NAO NDO K0 + DO NKO 
= PH2 NINTRAPF FAS24 + . . . 






Generate memory request for next 


MRQ/1 


- NINTRAPF PH2 FAS8 + . . . 






instruction 










ni r noi / > pk noi 


PXQ 


= MRQ/1 + . . . 


Address of next instruction 


UIj-vJoI / " rID-rol 










Mnemonic: AWM (66, E6) 
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Table 3-76. Add Word to Memory, Phase Sequence (Cont. ) 



Phase 



Function Performed 



Signals Involved 



Comments 



PH2 
(Cont.) 



PH4 
T6L 



P15-P31 *-LM15-LB31 

Set flip-flop DRQ 

Set flip-flop PH4 
Enable clock T6L 



(NLMXC NLMXQ) 

S/DRQ = FAS24 PH2 + . . 



S/PH4 



T6L 



Set flip-flop TESTA 
Generate signal ENDE 
Set flip-flop PRE1 

Enable clock T6L 



If data word in A-register is all zeros, 
reset flip-flops CC3 and CC4; if word 
is negative (A0), set flip-flop CC4 
and reset CC3; if word is positive 
(NAO), set flip-flop CC3 and reset 
flip-flop CC4 



If fixed-point overflow occurs and 
fixed-point arithmetic trap mask is 
a one, trap to location X'43' (67) 



= BRPH4 = FAS8 PH2 NKSC 

+ . . . 

= NT1L NT4L NT8L NT10L 
NRESET 



S/TESTA - FAS24 PH4 NINTRAPF + . 

ENDE = FAS24 PH4 NINTRAPF + . 

S/PREI = ENDE (NHALT + FUEXU) 

N(S/INTRAPF) 

T6L = NT1L NT4L NT8L NT10L 

NRESET 

S/CC3 = NTESTA/1 TESTA NAO 

NA0031Z + . . . 



R/CC3 


= TESTA + . . . 


S/CC4 


- NTESTA/1 TESTA A0 + . . . 


R/CC4 


= TESTA + . . . 


S/TRAP 


= TROVER + . . . 


TROVER 


= FAS24 PH4 NINTRAPF AM 




CC2 + . . . 


S/AM 


- PSW1XS Sll 



Inhibits transmission of 
another clock until data 
signal received 



Mnemonic: AWM (66, E6) 
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Table 3-77 . Modify and Test Byte, Phase Sequence 



Phase 


Function Performed 


Signals Involved 


Comments 


PRE1 


rtio m \ ■> i poo i mi 


LRXD 


- ENDE 




DIZ-LH4 *LKzy-LKol 


T6L 


Generate INDX signal 


INDX 


= (C12 + C13 + C14) 

(C3 + C4 + C5) 






di <■ poi / »- ok mi 


QXP 


= PRE1 NANLZ + . . . 




rlo-rol / ^VomO-<oMI 




nnio npio / fc A 1 R A°l 


AXRRR2 


= OU7 INDX PRE1 + . . . 


Index data from private 
memory index register 




KKIo-KKzV / *A|j-AoI 




Reset A0-A14 


AX 


= AXRRR2 






RR30-t^-^P32 


S/P32 


= RR30 AXRRR2 


Byte address 




nnoi / b- POO 


S/P33 


= RR31 AXRRR2 


Byte address selection 


KKol / ^ roo 




Set flip-flop IX 


S/IX 


= INDX PRE! 






Set flip-flop PRE2 


S/PRE2 


= NPREIM PRE1 N(S/INTRAPF) 






Enable T4RL 


T4RL 


= PREP + . . . 




PRE2 


A0-A31 + D0-D31 + CS0-CS31 


SXPR 


= SXADD = PRE2 NIA + . . . 




T4RL 


w en c-oi 








m J\J JO 1 

S15-S31-/— P15-P31 


PXS 


- PRE2 NIA + . . . 


Modified program address 




P15-P31 ^LM15-LB31 


(NLMXC 
NLMXQ) 


= PRE2 NIA NRIP 






Generate memory request for operand 


MRQ 
OPRQ 

PREOPRQ/2 


= PRE2 NIA IX OPRQ NANLZ 

= PRE1 TP140 PREOPRQ/2 
latched 

= C3 NC4 NC5 + . . . 






Set flip-flop ARQ 


S/ARQ 


= PRE2 NIA IX + . . . 


Inhibits transmission of 
another clock until data 
release signal received 




Reset flip-flop IX 


R/IX 


- PRE2 NIA + . . . 






Set flip-flop PHI 


S/PH1 


= NPREDO PRE2 NIA + . . . 






Enable clock T4RL 


T4RL 


- PREP + . . . 












Mnemonic: MTB (73, F3) 
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Table 3-77. Modify and Test Byte, Phase Sequence (Cont. ) 



Phase 


Function Performed 


Signals Involved 


Comments 


PRE2 
T4RL 
(Cont.) 


If bits P32 and P33 are both zeros, 
clock bits C0-C7 into flip-flops D24 
through D31; if bit P32 is a zero and 
P33 is a one, clock bits C8 through 
C15 into flip-flops D24 through D31; 
if bit P32 is a one and bit P33 is a 
zero, clock bits CI 6 through C23 into 
flip-flops D24 through D31. If bits 
P32 and P33 are both ones; clock bits 
C24 through C31 into flip-flops D24 
through D31 


DXCR24 
DXCR16/13 
DXCR8 
DXC/13 
DXCBP 


- DXCBP NP32 NP33 

--= DXCBP NP32 NP33 + . . . 
= DXCBP P32 NP33 + . . . 

- DXCBP P32 P33 + . . . 

= OU7 (N04 N05) PHI + . . . 


Selected byte down 
aligned into D-register 




R28-R31^ L —A28-A31 


AXR 


= FAS7 PHI + . . . 


R-field clocked into A- 
register 




r>nr\ / w /~T\ (~ r ' n ~7 


S/CS0-/S/CS27 


= FAS7 PHI R28 + . . . 


Sign bit extended 


R2o / * L-bU-Lbz/ 




Set flip-flop PH2 


S/PH2 


- PHI NBR N(FNANLZ 
+ NANLZ) + . . . 




PH2 
T10L 


Enable clock T10L 

A0-A31 + D0-D31 + CS0-CS31 
-S0-S31 


S/T10L 


= FAS24 PHI + . . . 




SXPR 


- SXADD = FAS24 PH2 + . . . 


Add core memory byte to 
extended high order bit 
of R-field 


i 
i 


SXK 


= SXADD = FAS24 PH2 + . . . 


To test for nonzero 




T\ ""11 / fc An A' 1 ! 


AXS 


- FAS24 PH2 t . . . 






i>U-boi / *AU-AOI 




If end carry occurs from bit 0, set 
flip-flop CC1 


S/CC1 


= PH2 NINTRAPF FAS24 
K00 + . . . 






If end carry occurs from byte, set 
flip-flop MWN 


S/MWN 


= FUMTB PH2 K23 + . . . 






Reset flip-flop D0-D31 


DX 


= FAS13 PH2 + . . . 






Set flip-flop NPRX 


S/NPRX 


= FAS13 PH2 + . . . 


For byte upward align- 
ment in PH3 




Generate a memory request to 
write byte 


MRQ 


= FAS13 PH2 NRZ + . . . 






Set flip-flop DRQ 


S/DRQ 


= PH2 FAS24 + . . . 


Inhibits transmission of 
another clock until signal 
received from memory 




Force ones into flip-flops 
CS0-CS31 


S/CS0-S/CS31 


= N(S/NPRX) + . . . 










Mnemonic: MTB (73, F3) 
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Table 3-77. Modify and Test Byte, Phase Sequence (Cont. ) 



Phase 


Function Performed 


Signals Involved 


Comments 


PH2 


Set flip-flop PH3 


S/PH3 


- PH2 NBR + . . . 




T10L 










(Cont.) 


Enable clock T6L 


T6L 


- NT1L NT4L NT8L NT10L 
NRESET 




PH3 


AOyf All i t~'~ r 1A (~ r '\'\ ■> 








Az4-Aol + L.bz4-L-bol * 


T6L 


K23-K30 










K23-K30-t^— S0-S7, S8-S15, 


SXUAB 


= FUMTB PH3 + . . . 


Upward align byte into 




S16-S23 






all bytes of sum bus 




A24-A30^-^S24-S30 


SXA 


= SXUAB + . . . 






IfNP32 NP33, generate 

signal MBXS/0; 

if NP32 P33, generate signal 

MBXS/1; 

if P32 NP33, generate signal 


MBXS/0 
MBXS/1 
MBXS/2 


= NP32 NP33 MWB + . . . 
= NP32 NP33 MWB + . . . 
= P32 NP33 MWB + . . . 






MBXS/2; 

if P32 P33, generate signal 


MBXS/3 


= P32 P33 MWB + . . . 






MBXS/3 










Generate signal MWB 


MWB 


= FUMTB PH3 + . . . 






Gate selected byte onto MB lines 


MB0-MB7 


= MBXS/0 S0-S7 + . . . 






from sum bus 












MB8-MB15 


= MBXS/1 S8-S15 + . . . 


Store modified byte in 
core memory location 






MB16-MB23 


--- MBXS/2 S16-S23 + . . . 








MB24-MB31 


= MBXS/3 S24-S31 + . . . 






S8-S31-y— -A8-A31. 


AXS 


= FUMTB PH3 + . . . 


Resultant byte / »» bytes 










1, 2, and 3 of A-register 


zeros / m nu-M/ 






AX 


= AXS 






If an end carry occurs, set flip- 


S/CC1 


= PH3 NINTRAPF FUMTB 


If not part of an interrupt 




flop CC1 




MWN + . . . 


routine 




Generate memory request for next 


MRQ/1 


- PH3 NINTRAPF FAS13 + . . . 


INTRAPF =$> interrupt 




instruction if not part of interrupt 






sequence 




sequence 










Q15-Q31-/— P15-P31 


PXQ 


= MRQ/1 + . . . 


Address of next instruction 




pir poi , IU1C i DO 1 








rlJ-rol * L/V\I3-LdJI 










Mnemonic: MTB (73, F3) 
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Table 3-77. Modify and Test Byte, Phase Sequence (Cont. ) 



Phase 


Function Performed 


Signals Involved 


Comments 


PH3 
T6L 

(Cont.) 


Set flip-flop DRQ if not part of 
interrupt sequence 


S/DRQ 


= PH3 NINTRAPF FAS24 + . . . 


Inhibits transmission of 
another clock until data 
signal received if not 
part of interrupt sequence 




Set flip-flop PH4 


S/PH4 


= PH3 NBR + . . . 






Inhibit single-clocking 


SCEN 


= FAS7 PH3 INTRAPF 


Inhibits single-clock 
control 




Enable clock T6L 


T6L 


= NT1L NT4L NT8L NT10L 
NRESET 




PH4 
T6L 
NIN- 
TRAPF 


If not part of interrupt subroutine 
Generate signal ENDE 
Set flip-flop TESTA 


ENDE 
S/TESTA 


= FAS24 PH4 NINTRAPF + . . . 
= FAS24 PH4 NINTRAPF + . . . 






If data word in A-register is positive 
(NAO) and the rest of the word is 
not all zeros, set flip-flop CC3 and 
reset flip-flop CC4; if data word is 
negative (A0), flip-flop CC4 is set 
and flip-flop CC3 is reset 


S/CC3 

R/CC3 
S/CC4 
R/CC4 


= NTESTA/1 TESTA NAO 
NA0031Z + . . . 

= TESTA + . . . 

= NTESTA/1 TESTA A0 + . . . 

= TESTA + . . . 






Generate memory request for next 
instruction if part of interrupt se- 


MRQ 


= FAS7 PH4 INTRAPF 






quence 










Set flip-flop DRQ 


S/DRQ 


= FAS7 PH4 INTRAPF 






Set flip-flop PRE1 


S/PRE1 


= ENDE (NHALT + FUEXU) 
N(S/INTRAPF) 


Go to preparation phases 
of next instruction 




Enable clock T6L 


T6L 


= NT1L NT4L NT8L NT10L 
NRESET 




PH4 
IN- 
TRAPF 


If part of interrupt subroutine 

Generate counter-equals-zero 
interrupt if modified byte = 


CNTZREQ 


- FAS7 PH4 INTRAPF A0031Z 


A00-31Z => contents 
of A-register -" 0. Go to 
appropriate subroutine 




Generate interrupt exit signal 
LEVACT if modified byte / 


LEVACT 


- FAS7 PH4 INTRAPF + . . . 


Interrupt exit signal 








Mnemonic: MTB (73, F3) 
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Table 3-77. Modify and Test Byte, Phase Sequence (Cont. ) 



Phas 



Function Performed 



Signals Involved 



Comments 



PH4 
IN- 
TRAPF 



Generate interrupt arming signal 
LEVARM 

B15-B31 ^S15-S31-7^P15-P31 



Generate memory request for next 
instruction 

Set flip-flop DRQ 

Reset flip-flop INTRAPF 
Set flip-flop PH5 



LEVARM = FAS7 PH4 INTRAPF + 

SXB = FAS7 PH4 + . . . 

PXS = FAS7 PH4 INTRAPF + 

MRQ - FAS7 PH4 INTRAPF + 

S/DRQ = FAS7 PH4 INTRAPF + 



Inhibits transmission of 
another clock until data 
release signal received 



R/INTRAPF 


- FAS7 PH4 INTRAPF + . . 


S/PH5 


--= PH4 NBR + . . . 


ENDE 


- FAS24 PH5 + . . . 


S/PRE1 


= ENDE (NHALT + FUEXU) 
N(S/INTRAPF) 


T6L 


= NT1L NT4L NT8L NT10L 
NRESET 



PH5 



Generate signal ENDE 
Set flip-flop PRE1 

Enable clock T6L 



Go to preparation phases 
of next instruction 



Mnemonic: MTB (73, F3) 
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Paragraphs 3-208 to 3-209 



register and addressed in the X-field of the instruction word. 
If the R— fie id of the instruction word is nonzero, the high 
order bit (bit position 8 of the R-field) is extended to the 
left to form a halfword. This halfword is added to the half- 
word contained in the D-register, and the sum is stored in 
the effective halfword location. The condition code reg- 
ister is set according to the value of the resultant halfword. 
The three bits of the R-field plus a sign bit allows modifi- 
cation of a halfword by any number from -8 to +7. 

If the R-field of the instruction word is zero, the effective 
halfword is tested for being a zero or nonzero value. The 
condition code is set as a result of this test, but the effec- 
tive halfword is not affected. 

During the preparation sequence, the index value is shifted 
one bit position to the right into the A-register, and the 
halfword selection bit in the least significant bit position of 
the index value is loaded into flip-flop P32 for halfword 
addressing. The index value is added to the effective ad- 
dress in the D-register, and the operand is read from core 
memory into the C-register. When the data is on the mem- 
ory bus, the selected halfword is loaded into flip-flops D15 
through D31 . The value in the R-field of the instruction 
word is clocked into flip-flops A28 through A31, and flip- 
flops CS0 through CS27 are set or are cleared according to 
the state of flip-flop R28. The remaining flip-flops in the 
A- and CS-registers are cleared. The contents of the A-, 
D-, and CS-registers are gated into the adder, and the sum 
is placed in the A-register. Flip-flop CO is set if an end 
carry occurs in this operation. If fixed-point overflow 
occurs, flip-flop CC2 is set. The relevant portion of the 
sum, in bit positions 15 through 31 of the A-register, is 
upward aligned into both halfword positions of the sum bus, 
and with halfword addressing, using the output of flip-flop 
P32, the sum byte is written into the selected byte location 
in the memory word. 

If the MTH instruction is not being performed in an interrupt 
sequence, execution ends and the program goes to the prep- 
aration sequence for the next instruction. Condition code 
flip-flops are set. If overflow has occurred and if the fixed- 
point arithmetic trap mask bit in the PSD is set, the pro- 
gram traps to location X'43' after the result is stored in the 
effective halfword location. 

If the instruction is part of an interrupt subroutine, another 
execution phase is entered. The modified halfword in the 
A-register is checked for a zero or nonzero condition. If 
the modified halfword is all zeros, a counter-equals-zero 
interrupt is generated, and the appropriate interrupt sub- 
routine is performed. If the modified halfword is not all 
zeros, a priority interrupt exit signal is generated, and 
flip-flop 1NTRAPF is reset. The address of the next in- 
struction, which had been stored in the B-register during 
the interrupt sequence, is gated onto the sum bus and is 
clocked into the P-register. This address selects the next 
instruction. A sequence chart of the Modify and Test 
Halfword is given in table 3-78. 



3-208 Modify and Test Word (MTW 33, B3) 

The MTW instruction causes a data word to be read from the 
effective core memory address. If the R-field of the instruc- 
tion word is nonzero, the high order bit (bit position 8 of 
the R-field) is extended 28 bit positions to the left to form 
a 32-bit word. This word is added to the data word from 
core memory, and the sum is stored back in the effective 
core memory location. The three bits of the R-field plus a 
sign bit allow modification of a word by any number from 
-8 to +7. 

If the R-field of the instruction word is zero, the effective 
word is tested for being zero, negative, or positive. As a 
result, the condition code is set but the effective word is 
not affected. 

The core memory operand is loaded into the D-register, and 
the value in the R-field of the instruction word is clocked 
into flip-flops A28 through A31 . Flip-flops CS0 through 
CS27 are set or are cleared according to the state of flip- 
flop R28. This extends the R-field 28 bit positions to the 
left as the contents of the A-, D-, and CS-registers are 
gated into the adder. The sum is clocked into the A- 
register for testing and onto the core memory data lines for 
writing into memory. If an end carry occurs, flip-flop CC1 
is set; if overflow occurs, flip-flop CC2 is set. 

If the MTW instruction is not being performed in an interrupt 
sequence, execution ends and the program goes to the prep- 
aration sequence for the next instruction. The program traps 
to location X'43 1 after the result is stored in the effective 
location, if overflow has occurred and if the fixed-point 
arithmetic trap mask bit in the PSD is set. 

If the MTW instruction is part of an interrupt subroutine, a 
check of the A-register is made for a zero or nonzero con- 
dition. If the modified word is all zeros, a counter-equals- 
zero interrupt is generated, and the program branches to 
the appropriate subroutine. If the modified word is not all 
zeros, a priority interrupt exit signal is generated, and flip- 
flop INTRAPF is reset. A sequence chart of the Modify and 
Test Word instruction is given in table 3-79. 

3-209 Compare Immediate (CI 21) 

The Compare Immediate instruction extends the sign of the 
value field (bit 12) of the instruction word 12 bit positions 
to the left. It also compares the 32-bit result with the con- 
tents of register R and sets the condition code according to 
the results of the comparison. 

The CI instruction sequences through the preparation phases 
in which the contents of the selected private memory reg- 
ister are transferred to the A-register. The CS-register is 
set to ones, and the D-register is cleared to zeros. The 
one's complement of the private memory word is taken by 
performing an exclusive-OR operation on the word in the 
A-register and on the ones in the CS-register. 
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Table 3-78. Modify and Test Halfword, Phase Sequence 



Phase 


Function Performed 


Signals Involved 


Comments 


PRE1 


nil p. 1 1 h 1 T* nr } 1 P n l 


LRXD 


= ENDE 


Selects index register con- 


U\Z-u\A •" LK/V-LKol 


T6L 








taining halfword address 




Generate signal INDX 


INDX 


= (C12 + C13 + C14) 
(C3 + C4 + C5) 






ni r n^i / w s~\ i r /"\o i 


QXP 


= PRE1 NANLZ + . . . 


Next instruction address 


PlD-rol / *^vJlD-vJol 




npi \ TPTn / k AK A°l 


AXRRR1 


= OU5 INDX PRE1 + . . . 


Index data shifted right 
one bit position 




KKI4-KKOU / * AlJ-rtJI 




ppti / M pin 


S/P32 


= RR31 AXRRR1 + . . . 


Halfword select bit 


KKo 1 / * Vol 




Set flip-flop IX 


S/IX 


= INDX PRE1 






Set flip-flop PRE2 


S/PRE2 


= NPREIM PRE1 N(S/INTRAPF) 






Enable T4RL 


T4RL 


= PREP + . . . 




PRE2 


A15-A31 + D15-D31 f CS15- 


SXPR 


= SXADD - PRE2 NIA + . . . 


Add indexing data and 


T4RL 


CS31 -S15-S31 






operand address 




S15-S31^— P15-P31 


PXS 


= PRE2 NIA + . . . 






pi 1- pi i ■imi'" iroi 


(NLMXC 
NLMXQ) 


= PRE2 NIA NRIP + . . . 




rlO-rol ^L/WIO-LdoI 


dress lines 




Generate memory request 


MRQ 


= PRE2 NIA IX OPRQ NANLZ 

+ . . . 


Memory request for oper- 
and 




Set flip-flop ARQ 


S/ARQ 


= PRE2 NIA IX + . . . 


Inhibits transmission of 
another clock until ad- 
dress release signal 
received 




Reset flip-flop IX 


R/IX 


= PRE2 NIA 






Set flip-flop PHI 


S/PH1 


= NPREDO PRE2 NIA + . . . 






Enable clock T4RL 


T4RL 


= PREP + . . . 




PHI 


If P32 is a zero, clock bit MBO 


C0C16CI2 


= MBO NP32 CXMB + . . . 


Sign bit extended 


T4RL 


into flip-flops DO through D15 


C0CI6/1 


= MBO NP32 CXMB + . . . 






if nil ■ 1 1 I • ■ i. < r> i / 

it Vol is u one, ciock Dtr iv»dio 


^-UV- IOV, \L 


- MB 16 P32 CXMB -+-... 


Sign bit extended 




into flip-flops DO through D15 


C0C16/1 


= MB16 P32 CXMB + . . . 












Mnemonic: MTH (53, D3) 






(Con 


tinued) 
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Table 3-78. Modify and Test Halfword, Phase Sequence (Cont. ) 



Phc 



Function Performed 



Signals Involved 



Comments 



PHI 

T4RL 

(Cont.) 



PH2 
T10L 



If P32 is a zero, clock C0-C15 
into D16-D31 



If P32 is a one, clock C16-C31 
into D16-D31 

R28-R31-/— A28-A31 



R28V-^CS0-CS27 
Set flip-flop PH2 
Enable clock T10L 



D0-D31 + A0-A31 + CS0-CS31 
-S0-S31 



S0-S31-y— A0-A31 

If an end carry occurs, generate 
signal K00 and set flip-flop CCl 

If bit S15 is not the same as bit 
SI 6, set flip-flop CC2 

Clear D-register 

Set flip-flop NPRX 



Force ones into flip-flops 
CS0-CS31 

Generate a memory request to write 
result 

Set flip-flop DRQ 



Set flip-flop PH3 
Enable clock T6L 



DXCR16 = DXC/5 NP32 + . . . 

DXC/5 = OU5 (N04 N05) PHI 

DXC - DXC/5 P32 + . . . 

AXR = FAS7 PHI + . . . 

S/CS0-S/CS27 - FAS7 PHI R28 + . . . 



S/PH2 



S/T10L 



SXPR 

SXK 
AXS 
S/CC1 

S/CC2 

DX 

S/NPRX 

CSX1 
MRQ 
S/DRQ 

S/PH3 
T6L 



PHI NBR N(FNANLZ 
NANLZ) + . . . 

FAS24 PHI + . . . 



= SXADD = FAS24 PH2 + 

= SXADD = FAS24 PH2 + 

= FAS24 PH2 + . . . 

= PH2 NINTRAPF FAS24 
K00 + . . . 

= PH2 NINTRAPF FUMTH 
(S15 + S16) + . . . 

= FAS13 PH2 + . . . 

= FAS13 PH2 + . . . 

= N(S/NPRX) + . . . 

= FAS13 PH2 NRZ + . . . 

- FAS24 PH2 + . . . 



PH2 NBR + . . . 

NT1L NT4L NT8L NT10L 
NRESET 



Halfword — ■/— »-D-register 



R-field of instruction word 
clocked into A-register 

Sign bit extended into 
CS-register 



(Continued) 



Halfword modified by bits 
in R-field 



For upward alignment of 
A-register 



Inhibits transmission of 
another clock until signal 
received that data lines 
have been strobed 
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Table 3-78. Modify and Test Halfword, Phase Sequence (Cont. ) 



Phase 


Function Performed 


Signals Involved 


Comments 


PH3 
T6L 


A!/ All I C"\ f C*"\\ •• 








AlO-Aol + v~C> 10-V-iO 1 ■" 

K15-K30 




Generate signal SXUAH 


SXUAH 


= FUMTH PH3 + . . . 


Upward align halfword 


RID-KoU ^oU-olD 




A16-A31 — S16-S31 


SXA 


= SXUAH + . . . 


Sum bus contains two 
halfwords of the same data 




If flip-flop P32 is a zero, generate 
signals MBXS/0 and MBXS/1 


MBXS/0- 
MBXS/1 


= NP32 MWH + . . . 


Determine which halfword 
to write into core memory 




If flip-flop P32 is a one, generate 
signals MBXS/2 and MBXS/3 


MBXS/2- 
MBXS/3 


= P32 MWH N (TRAP NINTRAPF; 

+ . . . 






Generate signal MWH 


MWH 


= FUMTH PH3 + . . . 


Store modified halfword 
in core memory location 




Gate selected halfword onto 
MB lines from sum bus 


MB0-MB15 
MB16-MB31 


= MBXS/0, MBXS/1 + . . . 
= MBXS/2, MBXS/3 + . . . 






SO-SSl^—AO-ASl 


AXS 


= FUMTH PH3 + . . . 


To set flip-flops CC3 and 
CC4 




Generate memory request for next 
instruction if not part of interrupt 


MRQ/1 


= PH3 NINTRAPF FAS13 + . . . 


INTRAPF =^> interrupt 
sequence 




sequence 










i^i i ■■ PiTi / ■ pit r"i i 


PXQ 


- MRQ/I + . . . 


Next instruction address 


(JlO-vJol / ^rlo-rol 




Set flip-flop DRQ if not part of 
interrupt sequence 


S/DRQ 


- PH3 NINTRAPF FAS24 + . . . 


Inhibits transmission of 
another clock until data 
signal received 




If part of interrupt sequence, reset 
flip-flop MAPDIS 


R/MAPDIS 


= FAS13 INTRAPF PH3 + . . . 


Reinstates map function 




Set flip-flop PH4 


S/PH4 


= PH3 NBR + . . . 






Enable clock T6L 


T6L 


= NT1L NT4L NT8L NT10L 
NRESET 






Inhibit single-clock 


SCEN 


= PH3 FAS7 INTRAPF 












Mnemonic: MTH (53, D3) 






(Cont 


nued) 
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Table 3-78. Modify and Test Halfword, Phase Sequence (Cont. ) 



Phase 


Function Performed 


Signals Involved 


Comments 


PH4 
T6L 
IN- 
TRAPF 


If part of interrupt subroutine 

If modified halfword in A-register 
is all zeros, generate counter- 
equals-zero interrupt signal 
CNTZREQ 


CNTZREQ 


= FAS7 PH4 INTRAPF 
A0031Z 


Counter-equals-zero in- 
terrupt A003 1 Z => con- 
tents of A-register ~ 0. 
Go to appropriate sub- 
routine 




If modified halfword in A-register 
is not all zeros, generate interrupt 
exit signal LEVACT 


LEVACT 


= FAS7 PH4 INTRAPF + . . . 






Generate interrupt arming signal 
LEVARM 


LEVARM 


-- FAS7 PH4 INTRAPF + . . . 






Gate address of next instruction 
from B-register onto sum bus 


SXB 


= FAS7 PH4 + . . . 


Address stored in B- 
register during interrupt 
subroutine 




Clock address from sum bus into 
P-register 


PXS 


- FAS7 PH4 INTRAPF + . . . 






Generate memory request for in- 
struction if part of interrupt se- 
quence 


MRQ 


= FAS7 PH4 INTRAPF + . . . 






Set flip-flop DRQ 


S/DRQ 


- FAS7 PH4 INTRAPF + . . . 


Inhibits transmission of 
another clock until data 
signal received 




Set flip-flop PH5 


S/PH5 


= PH4 NBR + . . . 






Enable clock T6L 


T6L 


= NT1L NT4L NT8L NT10L 
N RE SET 






Reset flip-flop INTRAPF 


R/INTRAPF 


- FAS7 PH4 INTRAPF + . . . 




PH4 
T6L 
NIN- 
TRAPF 


Set flip-flop PRE1 
Enable clock T6L 


S/PRE1 
T6L 


= ENDE (NHALT + FUEXU) 
N(S/INTRAPF) 

= NT1L NT4L NT8L NT10L 
NRESET 


Go to PREl of next in- 
struction if not interrupt 
sequence 




Generate signal ENDE 


ENDE 


= FAS24 PH4 N INTRAPF + . . . 


If instruction is not in an 
interrupt sequence 




Set flip-flop TESTA 


S/TESTA 


= FAS24 PH4 NINTRAPF + . . . 


To test condition code 
flip-flops 








Mnemonic: MTH (53, D3) 
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Table 3-78. Modify and Test Halfword, Phase Sequence (Cont. ) 



Phc 



Function Performed 



Signals Involved 



Comments 



PH4 If data word in A-register is positive 
T6L (NAO) and the rest of the word is 
NIN- not all zeros, set flip-flop CC3 and 
TRAPF reset flip-flop CC4; if the data word 
(Cont.) is negative (A0), flip-flop CC4 is 
set and flip-flop CC3 is reset 



If flip-flop CC2 is set and fixed- 
point arithmetic trap mask (bit 1 1 of 
PSD) is a one, trap to location X'43' 
(67) 



S/CC3 = NTESTA/1 TESTA NAO 

NA0031Z + . . . 

R/CC3 - TESTA + .. . 

S/CC4 = NTESTA/1 TESTA A0 + . . . 

R/CC4 = TESTA + .. . 

S/TRAP = TROVER + . , . 



CC2 => overflow 



TROVER 


= FAS24 PH4 NINTRAPF AM 




CC2 + . . . 


S/TR30 


= TROVER N(S/TRACC4/1) 

+ . . . 


SAR31 


= TROVER N(S/TRACC4/1) 



Trap address flip-flops 



NSTRAP NTRAP + . . . 



PH5 
T6L 



Generate signal ENDE 



Set flip-flop PRE1 



Enable clock T6L 



ENDE 



S/PRE1 



T6L 



FAS24 PH5 + . . . 



ENDE (NHALT + FUEXU) 
N(S/INTRAPF) 

NT1L NT4L NT8L NT10L 
NRESET 



Go to preparation phases 
of next instruction 
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Table 3-79. Modify and Test Word, Phase Sequence 



Phase 


Function Performed 


Signals Involved 


Comments 


PHI 


fr\ roi / ^ HiPi Pt'M 


DXC 


= FAS8 PHI + . . . 




C0-C31 / * DO-DJI 




Generate memory request to 
write data 


MRQ 


- (FAS8 PHI + . . .) NRZ + . . . 






Set flip-flop DRQ 


S/DRG 


= FAS8 PHI + . . . 


Inhibits transmission of 
another clock until sig- 
nal received that data 
lines have been strobed 




R28-R31-7^A28-A31 


AXR 


= FAS7 PHI + . . . 


R-field of instruction 
word clocked in A- 
register 




nT / * c~c\ f~ r/ ~ , ~' 


S/CS0-S/CS27 


= FAS7 PHI R28 + . . . 


Sign bit from R-field ex- 
tended into CS-register 


Kzo / * v_bU-v-jz/ 




Set flip-flop PH2 


S/PH2 


= PHI NBR N(FNANLZ 

NANLZ) + . . . 






Enable clock T10L 


S/T10L 


= FAS24 PHI + . . . 




PH2 
T10L 


D0-D31 + A0-A31 + CS0-CS31 
^-S0-S31 


SXPR 
AXS 


= SXADD - FAS24 PH2 + . . . 
= FAS24 PH2 + . . . 


Contents of R-field and 
extended sign bit added 
to effective word 




i>U-bo 1 ^ *^AU-Ao 1 






m ro l _ unn iinoi 


MBXS 


= MW 




bu-bol ■" /V\bU-/V\bO 1 




Generate core memory write 
byte signals /MWO/ through 
/MW3/ 


/MW0/-/MW3/ 


= MBXS 


Store modified word in 
core memory 




If instruction being performed as 
part of interrupt subroutine, reset 
flip-flop MAPDIS 


R/MAPDIS 


- FUMTW PH2 INTRAPF + . . . 


Reinstates map function 




If end carry occurred during ad- 
dition, set flip-flop CC1 


S/CC1 


= PH2 NINTRAPF FAS24 
K00 + . . . 






If overflow occurred during ad- 
dition, set flip-flop CC2 


S/CC2 


= PH2 NINTRAPF FAS8 OVER 

+ . . . 






Generate memory request for next 
instruction if not interrupt subroutine 


MRQ/1 


= PH2 NINTRAPF FAS8 + . . . 


INTRAPF => interrupt 
subroutine 




Set flip-flop DRQ 


S/DRQ 


- FAS24 PH2 + . . . 


Inhibits transmission of 
another clock until data 
signal received 










Mnemonic: MTW (33, B3) 






(Conti 


nued) 
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Table 3-79. Modify and Test Word, Phase Sequence (Cont. ) 



Phase 


Function Performed 


Si 


gnals Involved 


Comments 


PH2 

T10L 

(Cont.) 


Q15-Q31-^-— P15-P31 


PXQ 

(NLMXC NLMXQ) 


MRQ/1 + . . . 


Address of 


next instruction 


rlJ-rJI ■" L/V\IO-Ldo 1 




Set flip-flop PH4 


S/PH4 


BRPH4 = FAS8 PH2 NKSC 
+ . . . 








Enable clock T6L 


T6L 


NT1L NT4L NT8L NT10L 
NRESET 






PH4 
T6L 
IN- 
TRAPF 


If not part of interrupt subroutine 
Generate signal ENDE 
Set flip-flop TESTA 


ENDE 
S/TESTA 


FAS24 PH4 N1NTRAPF + . . . 
FAS24 PH4 NINTRAPF + . . . 


To test for 
settings 


condition code 




Set flip-flop PRE1 


S/PRE1 


ENDE (NHALT + FUEXU) 
N(S/INTRAPF) 








Enable clock T6L 


T6L 


NT1L NT4L NT8L NT10L 
NRESET 








If data word in A-register is 
positive (NAO), set flip-flop CC3 
and reset CC4; if data word is 
negative (A0) 7 set flip-flop CC4 
and reset flip-flop CC3 


S/CC3 

R/CC3 
S/CC4 
R/CC4 


NTESTA/1 TESTA NAO 
NA0031Z + . . . 

TESTA + . . . 

N TESTA/I TESTA A0 + . . . 

TESTA + . . . 








If part of interrupt subroutine 












If overflow occurred (flip-flop 
CC2 set) and fixed-point arith- 
metic trap mask (bit 1 1 of PSD) 
is a one, trap to location X'43' 


S/TRAP 


TROVER + . . . 








(67) 


S/TR30 
S/TR31 

TROVER 

N(S/TRACC4/1)- 


TROVER N(S/TRACC4/1) 

+ . . . 

- TROVER N(S/TRACC4/1) 
NSTRAP NTRAP + . . . 

= FAS24 PH4 NINTRAPF 
AM CC2 + . . . 

TRAP + . . . 












Mnemonic: 


MTW (33, B3) 






(Continued) 
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Table 3-79. Modify and Test Word, Phase Sequence (Cont.) 



Phase 


Function Performed 


Si 


gnals Involved 


Comments 


PH4 


If modified word in A-register is 


CNTZREQ 


FAS7 PH4 INTRAPF A0031Z 




T6L 
IN- 
TRAPF 
(Cont.) 


all zeros, generate count zero in- 
terrupt CNTZREQ 

If modified word in A-register is 
not all zeros, generate interrupt 
exit signal LEVACT 


LEVACT 


FAS7 PH4 INTRAPF + . . . 






Generate interrupt arming signal 
LEVARM 


LEVARM 


FAS7 PH4 INTRAPF + . . . 






Reset flip-flop INTRAPF 


R/INTRAPF 


FAS7 PH4 INTRAPF + . . . 






mr nil » r l c l co 1 


SXB 


FAS7 PH4 + . . . 


Address of next instruc- 
tion stored in B-register 


D 1 J-DO 1 * o 1 D OvJ 1 










during interrupt sub- 










routine 




<-i r r"fi f _ fll C po l 


PXS 


FAS7 PH4 INTRAPF + . . . 




blD-iol / ^rlO-rol 




ni r poi »- 1 M 1 S IP^l 


(NLMXC NLMXQ) 






rlO-rol m L/v\io-LDol 




Generate memory request for next 


MRQ 


FAS7 PH4 INTRAPF 


INTRAPF =^ interrupt 




instruction if part of interrupt 






sequence 




sequence 










Set flip-flop DRQ 


S/DRQ 


FAS7 PH4 INTRAPF 


Inhibits transmission of 
another clock until data 
signal received 




Set flip-flop PH5 


S/PH5 


PH4 NBR + . . . 






Enable clock T6L 


T6L 


NT1L NT4L NT8L NT10L 
NRESET 




PH5 


Generate signal ENDE 


ENDE 


FAS24 PH5 + . . . 




T6L 


Set flip-flop PRE1 


S/PRE1 


ENDE (NHALT + FUEXU) 
N(S/INTRAPF) 


To begin preparation 
for next instruction 




Enable clock T6L 


T6L 


NT1L NT4L NT8L NT10L 
NRESET 
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This complement is transferred to the B-register. The imme- 
diate value in bits 12 through 31 of the C-register is trans- 
ferred to the D-register, and the value of CI 2 is transferred 
to flip-flops DO through Dl 1 to extend the sign. The indi- 
vidual bits in the A- and D-registers are compared with an 
AND operation, and the result is placed in the A-register. 
If the A-register contains zeros, indicating that no bits of 
the private memory word and the sign-extended immediate 
value were coincident, flip-flop CC2 is reset. Otherwise, 
CC2 is set. 

The contents of the B-register are transferred to the A- 
register, and a one is set into flip-flop CS31 to obtain the 
two's complement of the private memory word. The con- 
tents of the A- and D-registers are added, subtracting the 
private memory word from the immediate value. The sum is 
placed in the A-register. 

An end carry out of bit position is stored in flip-flop K00H, 
This flip-flop and the contents of the A-register are exam- 
ined in the first preparation phase of the following instruc- 
tion, or in the first phase of interrupt, trap, or control panel 
operation. Flip-flop CC4 is set if a nonzero value in the 
A-register and a one in K00H indicate that the private 
memory word is less than the immediate value. A zero in 
K00H and a nonzero value in the A-register cause flip-flop 
CC3 to be set. This indicates that the private memory word 
is greater than the immediate value. A sequence chart of 
the Compare Immediate instruction is given in table 3-80. 

3-210 Compare Byte (CB 71, Fl) 

The CB instruction compares the contents of bit positions 24 
through 31 of register R with the effective byte. Both bytes 
are treated as positive magnitudes. The condition code is 
set according to the results of the comparison. 

Because the Compare Byte instruction addresses a byte, it 
becomes an indexed instruction if the X-field does not 
equal zero. Indexing is described under preparation phases. 
A memory request for the effective byte is made during in- 
dexing, and flip-flop RQ is set to request the next instruc- 
tion as soon as the operand is received. 

Signal AXRR2 is true in the preparation sequence, and 
causes a downward alignment of the index register two bit 
positions into the A-register. At this same clock, bits 30 
and 31 of the index register are transferred to P32 and P33, 
respectively. The configuration placed into P32 and P33 
determines which core memory byte is to be clocked into 
the D-register. 



S/A15 



RR13 AXRRR2 



S/A31 - RR29 AXRRR2 

AXRRR2= OU7 INDX PRE1 

S/P32 = RR30 AXRRR2 

S/P33 - RR31 AXRRR2 



Byte 3 (bits 24 through 31) of the addressed private memory 
register is gated to A24 through A31. Zeros are clocked 
into A0 through A23, the CS-register is filled with ones and 
the D-register is cleared to zeros. 

In PH2 an AND operation is performed on the contents of 
the A- and D-registers (the original contents of the private 
memory register word and the effective operand). The re- 
sult of this operation is taken from the sum bus and is placed 
into the A-register at the clock that ends PH2. 

The selected byte from the core memory word is loaded into 
bits 24 through 31 of the D-register. The one's complement 
of the private memory byte is taken by performing an ex- 
clusive OR operation on the byte in bits 24 through 31 of 
the A-register and the ones in the CS-register. This com- 
plement is transferred to the B-register. The individual bits 
in the bytes which are in the least significant byte positions 
in the A- and D-registers are compared with an AND oper- 
ation, and the result is placed in the A-register. If the A- 
register contains zeros, indicating that no bits of the pri- 
vate memory byte and the effective byte are coincident, 
flip-flop CC2 is reset. Otherwise, CC2 is set. 

The contents of the B-register are transferred to the A- 
register, and a one is set into flip-flop CS31 to obtain the 
two's complement of the private memory byte. The contents 
of the A- and D-registers are added, subtracting the private 
memory byte from the effective byte, and the sum is placed 
in the A-register. A carry into S00 is stored in flip-flop 
K00H. This flip-flop and the contents of the A-register are 
examined in the first preparation phase of the following in- 
struction, or in the first phase of interrupt, trap, or control 
panel operation, if one of these occurs next. Flip-flop CC4 
is set if a nonzero value in the A-register and a one in K00H 
indicate that the private memory byte is less than the pri- 
vate memory word. A zero in K00H and a nonzero value in 
the A-register cause flip-flop CC3 to be set. This indicates 
that the private memory byte is greater than the effective 
byte. A sequence chart of the Compare Byte instruction is 
given in table 3-8 1. 



3-211 Compare Ha If word (CH 51, Dl) 

The Compare Halfword instruction extends the sign of the 
effective halfword 16 bit positions to the left and then com- 
pares the 32-bit result with the contents of the addressed 
private memory register. Both words are treated as signed 
magnitudes. The condition code is set according to the re- 
sults of the comparison. 



I he instruction sequences tnrough the preparation states. 
Because the instruction addresses a halfword, it effectively 
becomes an indexed instruction if the X-field does not equal 
zero. Indexing is described under the preparation sequence. 
During indexing, flip-flop MRQ is set to request the effec- 
tive halfword, and flip-flop RQ is set to request the next 
instruction as soon as the operand is received. 
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Table 3-80. Compare Immediate, Phase Sequence 



Phase 



Function Performed 



Signals Involved 



Comments 



PRE2 RR0-RR31^-~A0-A31 

l's-V— CS0-CS31 
O's-t'— D0-D31 
Enable T4RL 
Set PHI 



PHI 



T4RL 



PH2 



T4L 



C12-C31-7^—D12-D31 



C12-y-*-D0-Dll 



A0-A31 ©CS0-CS31- 
S0-S31 



S0-S31-/— B0-B31 
Q15-Q31-V^-P15-P31 

l's-/— CS0-CS31 

Set NPRX 
Enable T4L clock 
Set PH2 



AXRR 

CSX1 
DX/1 
S/T4RL 
S/PH1 



A0-A31 A D0-D31 — S0-S31 



S0-S31^— A0-A31 



Enable T4L clock 
Set PH3 



DXC/4 



BXS 



PXQ 



= (PRE2 NIA) FASH NFUCB 

+ . . . 

= (PRE2 NIA) FAS1 1 + . . . 

= PRE2 NIA + . . . 

- PREP + . . . 

= NPREDO (PRE2 NIA) + . . . 



FUCI PHI + 



C0C16C12 - DXC/4 + . . . 

SXPR = FASU PHI + 



FASH PHI + 



= MRO/1 + 



MRQ/I 


= FUCI PHI + . . . 


CSX1 


= S/NPRX + . . . 


S/NPRX 


= FASH PHI + . . . 


S/T4L 


= FASH PHI + . . . 


S/PH2 


= PHI NBR N(FNANLZ 




ANLZ) + . . . 


SXPR 


= NPRX + . . . 



AXS 

S/T4L 
S/PH3 



- FASH PH2 



FASH PH2 + 



PH2 NBR N(FNANLZ 
NANLZ) + . . . 



Private memory word into 
A-register 

Set ones into CS-register 

Reset D to zeros 



(Continued) 



Effective word into D- 
register and extend sign 



Exclusive OR action 
places one's complement 
of private memory word 
onto sum bus 

One's complement of pri- 
vate memory word to B- 
register for adding later 

Next instruction address 
into P -register 



Prepare for AND action 
in PH2 



Compare coincident 

1 —bits in private memory 

and core memory words 

Place results into A- 
register 



Mnemonic: CI (21) 
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Table 3-80. Compare Immediate, Phase Sequence (Cont. ) 



Phase 


Function Performed 


Signals Involved 


Comments 


PH3 


n / » co 


R/CC2 


= FASH PH3 + . . . 


If no bits in private mem- 
ory and core memory words 
are coincident, reset CC2; 
otherwise, set CC2 


U / ■" L-Lz 


T4L 


rr ah ati J. r\ 1 / ^.rc~> 


S/CC2 
SXB 


= FASH PH3 NA0031Z + . . . 
= FAS1 1 PH3 + . . . 


Place one's complement 
of private memory word 
onto sum bus and clock 
into A-register 


11 AU-Aol f- \J, 1/ *" \~\,Z 


BO-doI *"b(J-bol 




S0-S31^-^A0-A31 


AXS 


= FAS11 PH3 + . . . 








CSX1/8 


= FASH PH3 + . . . 


For two's complement 


l / ■* ^-jJI 




0-t^-CS0-CS30 


R/CS0-CS30 


= 






Set DRQ 


S/DRQ 


= FASH PH3 + . . . 


Inhibits another clock 
until data release re- 
ceived from memory 




Enable T6L clock 


T6L 


- NT1L NT4L NT8L NT10L 
NRESET 






Set PH4 


S/PH4 


= FASH PH3 + . . . 




PH4 


Generate ENDE 


ENDE 


= FAS11 PH4 + . . . 




T6L 




SXADD 
SXK 


= FASH PH4 + . . . 
= SXADD 


Subtract private memory 
word from core memory 
word 


AU-Aol i UU-Uol i LjI ■" 

S0-S31 




S0-S31^—~ A0-A31 


AXS 


- FASH PH4 + . . . 


Difference into A- 
register 




If D0-D31 < A0-A31, 


S/K00H 
S00 


= soo 

= K00 S00X + NK00 NS00X 
N(. . .) 


S00X = 1 if AO / DO 
NS00XN - 1 


1 / ■" NUUn 






S00X 


= FAS 11 N[NS00XN (AO . DO 
+ NAO . NDO)] 






Set TESTA 


S/TESTA 


= FASH PH4 + . . . 






Set TESTA/1 


S/TESTA/1 


= S/TESTA N04 N06 07 

+ . . . 






Enable T6L clock 


T6L 


= NT1L NT4L NT8L NT10L 
NRESET 












Mnemonic: CI (21) 






(Cor 


tinued) 
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Table 3-80. Compare Immediate, Phase Sequence (Cont. ) 



Phc 



Function Performed 



Signals Involved 



Comments 



PRE1 
Next 
in- 
struc- 
tion 



Set flip-flop CC3 if K00H = 



Set flip-flop CC4 - K00H = 1 



S/CC3 

R/CC3 
S/CC4 

R/CC4 



TESTA/1 NK00H NA0031Z 

+ . . . 

TESTA 

TESTA/1 K00H NA0031Z 

+ . . . 

TESTA 



Private memory word > 
immediate value 



Private memory word > 
immediate value 



Mnemonic: CI (21) 
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Table 3-81. Compare Byte, Phase Sequence 



Phase 


Function Performed 


Signals Involved 


Comments 


PRE2 


RR24-RR3 1—/-—A24-A3 1 


AXRR/3 


= PRE2 NIA FUCB + . . . 


Private memory byte 3 
into A-register 




rs^--CS0-CS31 


CSX1 


- PRE2 NIA FASH + . . . 


Set all ones into CS- 
register 




0's-^— D0-D31 


DX/I 


- PRE2 NIA 


Reset D to zeros 




Enable T4RL 


S/T4RL 


= PREP + . . . 






Set PHI 


S/PH1 


- NPRED0 (PRE2 NIA) + . . . 




PHI 
T4RL 


P32 P33 
MB0-MB31 — C0-C31 


CXMB 


= DGC 






If 0, C0-C7^-^D24-D31 
If 1, C8-C15-A— D24-D31 
If 1 0, C16-C23-^— 
D24-D31 

If 1 1 C?A f~Tl J -m- 


DXCR24 
DXCR16/I 
DXCR8 
DXC/1 
DXCBP 


= NP32 NP33 DXCBP + . . . 
= NP32 P33 DXCBP + . . . 
= P32 NP33 DXCBP + . . . 
= P32 P33 DXCBP + . . . 
= OU7 N04 N05 PHI + . . . 


Effective byte into C- 
register depending on con- 
figuration of P32 and P33 


n i i, v-^4-v_o I / *^ 
D24-D31 






SXPR 


= (FASH PHI) + . . . 


Exclusive OR action 
places one's complement 
of A onto sum bus 


AO-Ao I (+JLbU-Lbol '*" 
S0-S31 




S0-S3H*— B0-B31 


BXS 
CSX1 


- FASH PHI + . . . 

= S/NPRX + . . . 


One's complement of 
private memory into B- 
register for adding in 
PH4 


1 s / •" L-bU-t-JJ 1 




Set NPRX 


S/NPRX 


= FASH PHI + . . . 


Prepare for AND action 
in PH2 




Enable T4L clock 


S/T4L 


= FASH PHI + . . , 






Set PH2 


S/PH2 


= PHI NBR N(FNANLZ 
NANLZ) + . . . 




PH2 




SXPR 


= NPRX NSDIS + . . . 


Compare coincident 
1-bits in private memory 
byte and effective byte 


AU-Ao 1 UU-UJI *"ol)-iol 


T4L 




AXS 


= FASH PH2 + . . . 


Put results into A 


bU-bol ' / ""AU-AJI 




Enable T4L clock 


S/T4L 


= FAS11 PH2 + . . . 












Mnemonic: CB (71, Fl) 






(Con 


inued) 
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Table 3-81. Compare Byte, Phase Sequence (Cont. 



Phase 


Function Performed 


Signals Involved 


Comments 


PH2 
T4L 
(Conf.) 


Set PH3 


S/PH3 


= PH2 NBR N(FNANLZ 
NANLZ) + . . . 




PH3 


0^^CC2 


R/CC2 


= FASH PH3 + . . . 


If no bits of private mem- 
ory byte and effective 
byte are coincident, reset 
CC2; otherwise, set CC2 




ir An mi / n 1 / » ffi 


S/CC2 


= FASH PH3 NA0031Z + . . . 




It AU-Ao 1 f U, 1 / * L-L.Z 




B0-B31 -S0-S31 


SXB 


= FASH PH3 + . . . 


One's complement of pri- 
vate memory word 




S0-S31-/— A0-A31 


AXS 


= FASH PH3 + . . . 






1-/— -CS31 


CSX1/8 


= FASH PH3 + . . . 


For two's complement 




Set DRQ for next instruction 


S/DRQ 


= FASH PH3 + . . . 


Inhibits clock until data 
release received from 
memory 




Enable T6L clock 


T6L 


= NT1L NT4L NT8L NT10L 
NRESET 






Set PH4 


S/PH4 


= FASH PH3 + . . . 




PH4 


Generate ENDE 


ENDE 


= FASH PH4 + . . . 




T6L 


*n a^i i nn nm i c">\ ■ 


SXADD 


- FASH PH4 + . . . 


Subtract effective byte 
from private memory byte 


AU-Ao 1 + DU-Uol + L.bo 1 ^ 

S0-S31 




S0-S31-7^-^A0-A3l 


AXS 


= FASH PH4 + . . . 


Difference into A 




If D0-D31 > A0-A31, 1^— K00H 


SXK 


SXADD 






Set flip-flop K00H if SOO = 1 


S/K00H 


- SOO 








SOO 


- K00 SOOX + NK00 NS00X 

N(. . .) 


SOOX = 1 if A0 / DO 
NS00XN - 1 






SOOX 


- FAS 11 N[NS00XN (A0 DO 
+ NAO NDO)] 






Set flip-flop TESTA 


(S/TESTA) 


= FASH PH4 + . . . 


To test for condition codes 




Set flip-flop TESTA/1 


S/TESTA/1 


- (S/TESTA) N04 N06 07 

+ . . . 






Enable T6L clock 


T6L 


- NT1L NT4L NT8L NT10L 
NRESET 






Set flip-flop PRE1 


S/PRE1 


= ENDE N HALT N(S/INTRAPF) 












Mnemonic: CB (71, Fl) 






(Con 


inued) 
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Table 3-81. Compare Byte, Phase Sequence (Cont. ) 



Phc 



Function Performed 



Signals Involved 



Comments 



PRE1 
(next 
in- 
struc- 
tion) 



Set flip-flop CC3 if K00H - 



Set flip-flop CCH if K00H - 1 



S/CC3 

R/CC3 
S/CC4 

R/CC4 



= TESTA/1 NK00HNA0031Z 

+ . . . 

= TESTA + . . . 

= TESTA/1 K00H NA0031Z 

+ . . . 

= TESTA + . . . 



Private memory byte > 
effective byte 



Private memory byte > 
effective byte 



Mnemonic: CB (71, Fl) 
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Paragraphs 3-212 to 3-213 



Signal AXRR1 is true causing a one-bit downward alignment 
of the index register into the A-register at the clock ending 
PRE1. At this same clock, bit 31 of the index register is 
transferred to P32. The status of P32 will later determine 
which core memory halfword is to be clocked into the D- 
register. 

At the clock pulse ending PRE2, the halfword in private 
memory is clocked into the A-register. The CS-register is 
filled with ones and the D-register is reset to zeros. 

If halfword were addressed, RQ would have been set at 
the end of PRE1, because the Compare Halfword instruction 
would not have been indexed. Flip-flop NPRX is reset at 
the end of PRE2 for the exclusive OR operation in the first 
execution phase. 

The one's complement of the private memory halfword is 
taken by performing an exclusive OR operation on the half- 
word in the A-register and the ones in the CS-register, and 
this complement is transferred to the B-register. The se- 
lected halfword in the C-register is transferred to bits 16 
through 31 in the D-register, and the sign bit is extended 
to bits through 15 of the D-register. The individual bits 
in the A- and D-registers are compared with an AND oper- 
ation, and the result is placed in the A-register. Flip-flop 
CC2 is reset if the A-register contains zeros, indicating 
that no bits of the private memory halfword and the sign- 
extended halfword are coincident. Otherwise CC2 is set. 

The contents of the B-register are transferred to the A- 
register, and a one is set into flip-flop CS31 to obtain the 
two's complement of the private memory halfword. The 
contents of the A- and D-registers are added, subtracting 
the private memory halfword from the effective halfword, 
and the result is placed in the A-register. An end carry 
from bit is stored in flip-flop K00H. This flip-flop and 
the contents of the A-register are examined in the first 
preparation phase of the following instruction, or, at times, 
in the first phase of interrupt, trap, or control panel oper- 
ation. Flip-flop CC4 is set if a nonzero value in the A- 
register and a one in K00H indicate that the private mem- 
ory halfword is less than the effective halfword. A zero in 
K00H and a nonzero value in the A-register cause flip- 
flop CC3 to be set, indicating that the private memory half- 
word is greater than the effective halfword. A sequence 
chart of the Compare Halfword instruction is given in 
table 3-82. 

3-212 Compare Word (CW 31, Bl) 

The Compare Word instruction compares the contents of 
the register specified by the R-field with the contents of 
the effective word. Both words are treated as signed quan- 
tities. The condition code is set according to the results 
of the comparison. 

The CW instruction sequences through the preparation 
states. If the instruction is not indirectly addressed, a 
memory request is generated for the next instruction. The 



address of the next instruction is taken from the address 
contained in the Q-register: 

S/RQ = NIA PRE1 NINDX (NANLZ PRERQ) 

The contents of the addressed private memory register are 
transferred to the A-register, ones are placed into the CS- 
register, and the D-register is cleared to zeros. The one's 
complement of the private memory word is taken by perform- 
ing an exclusive-OR operation on the word in the A- 
register and the ones in the CS-register, and this comple- 
ment is transferred to the B-register. The effective word in 
the C-register is transferred to the D-register. The individ- 
ual bits in the A- and D-registers are compared with an 
AND operation, and the result is placed in the A-register. 
If the A-register contains zeros, indicating that no bits of 
the private memory word and the effective word were coin- 
cident, flip-flop CC2 is reset. Otherwise, CC2 is set. 

The contents of the B-register are transferred to the A- 
register, and a one is set into flip-flop CS31 to obtain the 
two's complement of the private memory word. The con- 
tents of the A- and D-registers are added, subtracting the 
private memory word from the effective word. The sum is 
placed in the A-regisfer. The presence or absence of an 
end carry, depending on the sign, is stored in flip-flop 
K00H, This flip-flop and the contents of the A-register are 
examined in the first preparation phase of the following in- 
struction or in the first phase of interrupt, trap, or control 
panel operation. Flip-flop CC4 is set if a nonzero value 
in the A-register and a one in K00H indicate that the pri- 
vate memory word is less than the effective word. A zero 
in K00H and a nonzero value in the A-register cause flip- 
flop CC3 to be set, indicating that the private memory word 
is greater than the effective word. A sequence chart of the 
Compare Word instruction is given in table 3-83. 

3-213 Compare Doubleword (CD 11, 91) 

The Compare Doubleword instruction compares the effective 
doubleword with the contents of register R and R + 1. Both 
doublewords are treated as signed magnitudes. The condition 
code bits CC3 and CC4 are set according to the results of 
the comparison. 

During PRE1, the address of the low order half of the double- 
word in memory is gated onto the core memory lines from 
the C-register by forcing a one onto address line LB31 to 
select the odd numbered memory location. 

The low order half of the data doubleword is read into the 
C-register during PRE2, and a memory request is generated 
for the high order half of the memory doubleword. Since 
the high order half of the doubleword is in an even num- 
bered location, a zero is forced onto address line LB31 by 
inhibiting flip-flop P31 from setting regardless of the state 
of S31. At the clock ending PRE2, flip-flop LR31/2 is set 
to force a one onto private memory address line LR31 to 
obtain the low order half of the private memory register 
doubleword. The remainder of the preparation sequence 
is the same as the general preparation sequence. 



3-369 



XDS 901060 



Table 3-82. Compare Halfword, Phase Sequence 



Phase 


Function Performed 


Signals Involved 


Comments 


PRE2 




AXRR = PRE2 NIA FASH NFUCB 

+ . . . 

CSX1 = FAS11 PRE2 NIA + . . . 
DX = PRE2 NIA + . . . 
S/T4RL = PREP + . . . 
S/PH1 = PRE2 NIA NPREDO + . . . 


Private memory halfword 
into A-register 

Set ones into CS-register 

Clear D-register to zeros 


RRO-RKol / AU-Aol 

rs-y— cso-cs3i 


U S "/ *" UU-UJ 1 

Enable T4RL clock 
Set PHI 


PHI 
T4RL 




DXCR16 = NP32 DXC/5 

DXC/5 = OU5 N04 N05 PHI + . . . 
DXC/12 = DXC/7 = DXC/2 = DXC/5 
C0C16 = CXRR (RRO NP32 + RR16 P32) 
SXPR = FASH PHI + . . . 

BXS = FASH PHI + . . . 
CSXI = S/NPRX + . . . 
NPRX = FAS11 PHI + . . . 

S/T4L = FASH PHI + . . . 

S/PH2 = PHI NBR N(FNANLZ 
NANLZ) + . . . 


Effective halfword into C- 
register, depending on 
state of P32 

Extend sign left 

Exclusive OR action 
places one's complement 
of A onto sum bus. One's 
complement of private 
memory halfword into B- 
register for addition 

Prepare for AND action 
in PH2 


It NPoz, LU-LlJ / ""Ulo-UJI 


L.U / ■" UU-U ID 


11 Vol, L.|o-*wJI / *"Dlo-UJI 


t I O / ^LKJ-DIO 

A0-A31 ©CS0-CS31 — S0-S31 

S0-S31-/— B0-B31 
I's-/-— CS0-CS31 

Enable T4L clock 
Set PH2 


PH2 


A0-A31A D0-D31 -S0-S31 

S0-S31^— A0-A3I 
Enable T4L clock 
Set PH3 


SXPR - NPRX 

AXS --= FAS1I PH2 + . . . 

S/T4L = FASH PH2 + . . . 

S/PH3 ~ PH2 NBR N(FNANLZ 
NANLZ) + . . . 


Compare coincident 1 -bits 
in private memory half- 
word and effective half- 
word. Put results into A 






(Continued) 


Mnemonic: CH (51, Dl) 
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Table 3-82. Compare Halfword, Phase Sequence (Cont.) 



Phase 


Function Performed 


Signals Involved 


Comments 


PH3 
T4L 


n / .«. rco 


R/CC2 = FAS1 1 PH3 + . . . 

S/CC2 = FASH PH3 NA0031Z + . . . 
SXB = FASH PH3 + . . . 

AXS - FASH PH3 + . . . 
CSX1/8 = FASH PH3 + . . . 
S/DRQ - FASH PH3 + . . . 

T6L = NT1L NT4L NT8L NT10L 
NRESET 

S/PH4 - FASH PH3 + . . . 


If no 1 —bits of private 
memory halfword and ef- 
fective halfword are coin- 
cident, reset CC2; other- 
wise, set CC2 

One's complement of pri- 
vate memory halfword 
.j..--m- n 


U / ■* iw<_z 


If A0-A31 - 0, 1 / "" LL2 
B0-B31 -S0-S31 

S0-S31-^-^A0-A31 


Inhibits clock until data 
release received from 
memory 


1 / *"L.bJI 

Set DRQ for next instruction 

Enable T6L clock 

Set PH4 


PH4 
T6L 


Generate ENDE 

A0-A31 + D0-D31 + CS31 - 

S0-S31 

S0-S31-^-*-A0-A31 

Set flip-flop K00H 

Set flip-flop K00H if S00 = 1 

Set TESTA 
Set TESTA/1 

Enable T6L clock 

Set PRE1 


ENDE - FASH PH4 + . . . 
SXADD =■■ FASH PH4 + . . . 

AXS = FASH PH4 + . . . 
SXK = SXADD 
S/K00H = S00 

S00 - K00 SOOX + NKOO NSOOX 
N(. . .) 

SOOX = FASH N[NS00XN (AO DO 
+ NAO NDO)] 

S/TESTA = FASH PH4 + . . . 

S/TESTA/1 = (SAESTA) N04 N06 07 

' + . . . 

T6L = NT1L NT4L NT8L NT10L 
NRESET 

S/PRE1 = ENDE NHALT N(S/INTRAPF) 


Subtract private memory 
halfword from effective 
halfword 

Difference into A 

SOOX - 1 if AO / DO 
NSOOXN - 1 






(Continued) 


Mnemonic: CH (51, Dl) 
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Table 3-82. Compare Halfword, Phase Sequence (Cont. ) 



Phase 



Function Performed 



Signals Involved 



Comments 



PRE1 
(next 
in- 
struc- 
tion) 



Set flip-flop CC3 if K00H = 



Set flip-flop CC4 if K00H - 1 



S/CC3 

R/CC3 
S/CC4 

R/CC4 



- TESTA/1 NK00HNA0031Z 

+ . . . 

= TESTA + . . . 

- TESTA/1 K00H NA0031Z 

+ . . . 

- TESTA + . . . 



Private memory halfword > 
effective halfword 



Private memory halfword > 
effective halfword 



Mnemonic: CH (51, Dl) 
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Table 3-83. Compare Word, Phase Sequence 



Phase 


Function Performed 


Signals Involved 


Comments 


PRE2 




AXRR 


- (PRE2 NIA) FASH NFUCB 


Private memory word into 


RROU-RKol / ""AUU-Aol 








+ . . . 


A-register 




1 ' / m (~ r f\f\ f~ ro 1 


CSX1 


= (PRE2 NIA) FASH + . . . 


Set all ones in CS-register 


IS/ V-iUU-v„ooi 




0's-/-*~D0-D31 


DX/1 


■■= PRE2 NIA + . . . 


Reset D to zeros 




Set PHI 


S/PH1 


= NPREDO (PRE2 NIA) + . . . 






Enable T4RL 


S/T4RL 
DXC/6 


= PREP + . . . 




PHI 




= OU3 (N04 N05) PHI + . . . 


Effective word into D- 


CO-Lol ~~r — *" DU-Uol 










register 




« n k «■* i /^T\f~'~r\ rroi ^ 


SXPR 


= FASH PHI + . . . 


Exclusive OR action 


AO-AJl ( s +;L.bU-L.bol * 




S0-S31 






places one's complement 
of A onto sum bus 


T4RL 


S0-S31^— -B0-B31 


BXS 


= FASH PHI + . . . 


One's complement of (R) 
into B-register for adding 
later 




r> i ■■ ^^i t m pi r mi 


PXQ 


= PHI PRERO + . . . 


Next instruction address 


UlO-Uol / ^rlD-rol 










into P -register 




Set NPRX 


S/NPRX 


= FASH PHI + . . . 






I's-/-— CS0-CS31 


CSX1 


= S/NPRX + . . . 


Prepare for AND action 
in PH2 




Set PH2 


S/PH2 


= PHI NBR N(FNANLZ 
NANLZ) + . . . 






Enable T4L clock 


S/T4L 


- FASH PHI + . . . 




PH2 


\ n A, >i ft nn nil ■ 


SXPR 


= NPRX NSDIS + . . . 


Compare coincident 


AU-AJ 1 A UU-Uol ** 




S0-S31 






1-bits in private memory 
word and effective word 


T4L 


S0-S31-7^— A0-A31 


AXS 


= FASH PH2 + . . . 


Put result into A-register 




Set PH3 


S/PH3 


= PH2 NBR N(FNANLZ 
NANLZ) + . . . 






Enable T4L clock 
0-A—CC2 


S/T4L 
R/CC2 


= FASH PH2 i ... 
= FASH PH3 + . . . 




PH3 


If no bits in the two words 
are coincident, reset CC2; 










otherwise set CC2 










Mnemonic: CW (31, Bl) 








(Continued) 
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Table 3-83. Compare Word, Phase Sequence (Cont.) 



Phase 


Function Performed 


Signals Involved 


Comments 


PH3 

(Cont.) 

T6L 


If A0-A31 / 0, W— - CC2 


S/CC2 
SXB 

AXS 
CSX 1/8 


= FASH PH3 NA0031Z + . . . 
= FASH PH3 + . . . 

= FASH PH3 + . . . 
= FASH PH3 + . . . 


One's complement of pri- 
vate memory register 
contents 


dU-do 1 *" blJ-bol 




JU-jJI / *"AU-AJI 


For two's complement 




1 / ■" L.JJI 




o-y-^cso-cs3o 


R/CS0-CS30 


= 






Set DRQ 
Set PH4 


S/DRQ 
S/PH4 


= FASH PH3 + . . . 
= FASH PH3 + . . . 


Inhibits another clock 
until data release receivec 
from memory 


PH4 


Generate ENDE 


ENDE 


= FASH PH4 + . . . 






A0-A31 + D0-D31 + CS31 
-S0-S31 


SXADD 


= FASH PH4 + . . . 


Add effective word and 
two's complement of pri- 
vate memory word 




SO-SSI-t^-AO-ASI 


AXS 
SXK 


- FAS11 PH4 + . . . 
= SXADD 


Difference into A- 
register 




If D0-D31 > A0-A31, 

1. / »- yr\r\\ 1 


S/K00H 
SOO 


= SOO 

= (SOOX K00) + (NS00X NKOO) 
N(.. .) 


SOOX = 1 if AO / DO 
NS00XN = 1 


1 / ^ l\UVI 1 






SOOX 


= FAS 11 N[NS00XN (AO DO 
+ NAO NDO)] 






Set TESTA 


S/TESTA 


- FASH PH4 + . . . 


To test A-register for 
condition codes 




Set TESTA/1 


S/TESTA/1 


= S/TESTA N04 N06 07 






Set PRE1 


S/PRE1 


- ENDE NHALT N(S/INTRAPF) 






Enable T6L clock 


T6L 


= NT1L NT4L NT8L NT10L 
NRESET 




PRE1 
next 


Set flip-flop CC3 if K00H = 


S/CC3 


= TESTA/1 NK00HNA0031Z 

+ . . . 


Private memory word > 
effective word 


in- 
struc- 
tion 




R/CC3 


= TESTA + . . . 












Mnemonic: CW (31, Bl) 






(Conl 


inued) 
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Table 3-83. Compare Word, Phase Sequence (Cont. ) 



Phc 



Function Performed 



Signals Involved 



Comments 



PRE1 
next 
in- 
struc- 
tion 
(Cont.) 



Set flip-flop CC4 if K00H - 1 



S/CC4 
R/CC4 



= TESTA/1 K00H NA0031Z 

+ . . . 

= TESTA + . . . 



Private memory word < 
effective word 



Mnemonic: CW (31, Bi; 
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The low order word of the effective memory doubleword is 
read into the C-register, and into the one's complement as 
it is transferred into the D-register. A one is forced into 
flip-flop CS31 to obtain the two's complement during ad- 
dition. The low order word of the private memory double- 
word is loaded into the A-register. The A- and D-registers 
contents are gated into the adder, which subtracts the effec- 
tive word from the private memory word. The sum is trans- 
ferred to the A-register, and flip-flop K00H is set if an end 
carry occurs. Flip-flop CS31 is set to reflect the carry if 
signal K00H is true. The high order word of the effective 
memory doubleword is read into the C-register, and into the 
one's complement as it is transferred into the D-register. 
Flip-flop BWZ is set if the A-register does not contain all 
zeros, this indicates a nonzero difference between the low 
order words. The contents of the A- and D-registers are 
again gated into the adder, subtracting the high order effec- 
tive word from the high order private memory word. The re- 
sult is placed in the A-register. Flip-flop K00H is set if no 
end carry results from bit 0. The A-register and flip-flop 
KOOH are examined in the first phase of the instruction or 
interrupt, trap, or control sequence that follows. Flip-flop 
CC3 is set if a nonzero value in the A-register and a zero 
in flip-flop KOOH indicate that the private memory double- 
word was greater than the effective doubleword. Flip-flop 
CC4 is set if a one in flip-flop KOOH and a nonzero value 
in the A-register indicate that the private memory double- 
word was less than the effective doubleword. A sequence 
chart of the Compare Doubleword instruction is given in 
table 3-84. 

3-214 Compare Selective (CS 45, C5) 

The Compare Selective instruction compares the contents 
of register R with the effective word in only those bit posi- 
tions selected by a one in corresponding bit positions of the 
mask in register R + 1. The contents of register R and the 
effective word are ignored in those bit positions designated 
by a zero in corresponding bit positions of register R + 1. 
The selected contents of register R and the effective word 
are treated as positive magnitudes, and the condition codes 
CC3 and CC4 are set according to the results of the com- 
parison. If the R-field of the instruction is an odd value, 
Compare Selective compares the contents of the register with 
the logical product (AND) of the effective word and the 
contents of register R. A sequence chart of the Compare 
Selective instruction is given in table 3-85. 



The normal preparation sequence for the CS instruction is 
described under the preparation sequence. During PRE2, 
the odd numbered private memory register is addressed by 
setting LR31/2. In the execution phases, the effective word 
in the C-register is docked into the D-register. The mask 
is read from private memory register R + 1 into the A- 
register. With ones in the CS-register, and NPRX true, an 
AND operation is performed in the adder between the A- 
and D-registers to extract ones from the effective word 
wherever a one appears in the corresponding bit of the 
mask. The result is placed in the B-register. 



The contents of private memory register R are loaded into 
the D-register by way of the C-register. An AND opera- 
tion is again performed between the A- and D-registers. 
This extracts ones from the private memory word wherever 
a one appears in the corresponding bit of the mask. The re- 
sult is placed in the A-register. 

The contents of the B-register, representing the extracted 
bits from the effective word, are one's complemented by way 
of the C-register and are placed in the D-register. Flip- 
flop CS31 is set to form the two's complement. The contents 
of the A- and D-registers are gated into the adder, sub- 
tracting the selected bits of the effective word from the se- 
lected bits of the private memory word. The result is placed 
in the A-register. Flip-flop KOOH is set if no end carry re- 
sults out of bit 0. 

The A-register and flip-flop KOOH are examined in the first 
phase of the instruction or interrupt, trap, or control panel 
operation that follows. Flip-flop CC3 is set if a nonzero 
value in the A-register and a zero in flip-flop KOOH indi- 
cate that the private memory word bit combination was 
greater than the effective word bit combination. Flip-flop 
CC4 is set if a one in flip-flop KOOH and a nonzero value 
in the A-register indicate that the private memory bit com- 
bination was less than the effective word bit combination. 

3-215 Compare With Limits in Registers (CLR 39, B9 ) 

The Compare with Limits in Registers instruction compares 
the contents of the effective word with the contents of both 
private memory registers R + 1 and R, in that order. All 
three words are treated as signed magnitides. The condition 
codes are set according to the results of the comparison, 
CC1 and CC2 representing the results of the comparison of 
register R + 1 and the effective word. CC3 and CC4 repre- 
sent the results of the comparison of register R and the ef- 
fective word. 

The normal preparation sequence for the instruction is de- 
scribed under preparation sequence, in PRE2, the least sig- 
nificant LR line is set true to address the odd numbered 
private memory register, R + 1. 

S/LR31/2 = FUCLR PRE2 NIA 

The low order effective word is read from memory and one's 
complemented by way of the C-register into the D-register. 
Flip-flop CS31 is set to form the two's complement in the 
adder. The contents of private memory register R + 1 are 
loaded into the A-register. The A- and D-register contents 
are gated into the adder, subtracting the effective word from 
the private memory word. Flip-flop KOOH and the A- 
register are examined to determine which value was larger. 
If the private memory word is greater than the effective 
word, flip-flop CC3 is set; otherwise, flip-flop CC4 is set. 

The contents of private memory register R are gated into the 
A-register, and the effective word is subtracted from this 
value by again gating the A- and D-register values into the 
adder with CS31 set for the two's complement. 
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Table 3-84. Compare Doubleword, Phase Sequence 



Phase 


Function Performed 


Signals Involved 


Comments 


PREP 


Same as general preparation se- 
quence except 

During PRE! 












LMXC 


= ENDE 




L-ID-k-JI ' — ** LmlO-LDJU 




1 ■> 1 P°l ,r > 


LB31/2 


= PREFADO LMXC NCO + . . . 


Address low order half of 
effective doubleword 






During PRE2 










Force P31 to zero 


S/P31 

NP31Z 


= S31 PXS NP31Z + . . . 
= NPRE2 + IA + NFADW 


Inhibit P31 from setting. 
NP31Z cannot be true in 
PRE2 




Set flip-flop MRQ 


MRQ 


= PRE2 NIA PREDO NANLZ 

+ . . . 






Set LR31/1 


S/LR31/1 


= (S/PH1/1) OU1 N04 N05 

N06 + . . . 


Address low order half of 
private memory double- 
word 


PHI 
T4RL 




CXMB 
DXNC/1 


= DGC 

= FAS2 PHI + . . . 


One's of low order mem- 
ory word complement into 
D-register 


/VM5U-/VM5JI ^v-U-^JI 

NC0-NC31-^^D0-D31 




1-A*CS31 


S/CS31 
CSX 1/31 


= CSX1/31 
- DXNC/1 


For two's complement 




RR0-RR31-/—A0-A31 


AXRR 


= FAS22 PHI + . . . 


Low order private memory 
word 




Set flip-flop RO 


S/RO 


= OU1 (N05 N06) PHI 

+ . . . 


Request for next instruc- 
tion 




Set flip-flop DRQ 


S/DRQ 


= PREDO PHI + . . . 


Inhibits next clock until 
signal received from mem- 
ory 




Set PH2 


S/PH2 


= PHI NBR N(FNANLZ 
NANLZ) + . . . 




PH2 
T6L 


Enable T6L 


T6L 


=■- NT1L NT4L NT8L NT10L 
NRESET 












Mnemonic: CD (11, 91) 






(Cont 


inued) 
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Table 3-84. Compare Doubleword, Phase Sequence (Cont. 



Phase 


Function Performed 


Signals Involved 


Comments 


PH2 
T6L 

(Cont.) 


A0-A31 + D0-D31 + CS31 — 

S0-S31 

S0-S31-^— A0-A31 

Set flip-flop K00H if S00 - 1 

MB0-MB31 -C0-C31 

NC0-NC31-/— D0-D31 

Set flip-flop PH3 


SXPR = SXADD = FAS22 PH2 + . . . 

AXS = FAS22 PH2 + . . . 
S/K00H = S00 
R/K00H = . . . 

S00 = K00 S00X + NK00 NS00X 

N(. . .) 

SOOX = SOOXN + . . . 

CXMB = DGC 

DXNC = FAS2 PH2 + . . . 

S/PH3 = PH2 NBR N(FNANLZ 
NANLZ) + . . . 


Subtract low order effec- 
tive word from low order 
private memory word 

Transfer to A-register 

SOOXN = in PH2 
SOOX - 

S00 ==> no end carry 
out of bit position 

One's of high order mem- 
ory word complement into 
D-register 


PH3 
T6L 


Enable T6L 

If A / 0, set flip-flop BWZ 

NK00H-/— CS31 
RR0-RR31-/— A0-A31 

Q-/— P 

Set flip-flop DRQ for next instruc- 
tion 

Set flip-flop PH5 


T6L = NT1L NT4L NT8L NT10L 
NRESET 

S/BWZ = NA0031Z (S/BWZ/1) 

(S/BWZ/1) = FAS22 NOL9 PH3 + . . . 
CSX1/8 = NKOOH (S/BWZ/1) 

AXRR = FAS22 PH3 + . . . 

PXQ = PREDO PH3 + . . . 
S/DRQ = FAS22 PH3 + . . . 

S/PH5 = BRPH5 + . . . 
BRPH5 = FAS22 PH3 + . . . 


BWZ = => low order 
words equal 

End carry out of bit 
position 

High order private mem- 
ory word 

Next instruction address 


PH5 
T6L 


Enable T6L 


T6L = NT1L NT4L NT8L NT10L 
NRESET 








(Continued) 


Mnemonic: CD (11, 91) 
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Table 3-84. Compare Doubleword, Phase Sequence (Cont. ) 



Phase 


Function Performed 


Signals Involved 


Comments 


PH5 
T6L 
(Cont.) 


Generate ENDE 


ENDE = FAS22 PH5 + . . . 
SXADD - FAS22 PH5 + . . . 

AXS = FAS22 PH5 + . . . 

S/K00H - S00 

S00 = K00 NS00X + NK00 S00X 
N(. ..) 

S00X = SOOXN (AO DO + NAO NDO) 

N(...) 

SOOXN = FAS22 PH5 + . . . 
A31X1 = FAS22 BWZ + . . . 

(SAESTA) = FAS22 PH5 + . . . 

S/TESTA/1 = (S/TESTA) N04 N06 07 

+ . . . 


Difference high order 
halves of doublewords 

Place in A-register 

To indicate difference 
between low order words 

For condition code test 


AU-Ao 1 + DU-UJI I V-jol •- 

S0-S31 

S0-S31-V— A0-A31 

Set flip-flop K00H if S00 = 1 

If BWZ, merge 1-/— A31 

Set flip-flop TESTA 
Set flip-flop TESTA/1 


PREl 
(next 
in- 
struc- 
tion) 


Set flip-flop CC3 if K00H - 
Set flip-flop CC4 if K00H = 1 


S/CC3 = TESTA/1 NKOOH NA0031Z 

+ . . . 

R/CC3 = TESTA 

S/CC4 = TESTA/1 KOOH NA0031Z 

+ . . . 

R/CC4 = TESTA 


Private memory double- 
word > effective double- 
word 

Private memory double- 
word < effective double- 
word 








Mnemonic: CD (11, 91) 
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Table 3-85. Compare Selective, Phase Sequence 



Phase 


Function Performed 


Signals Involved 


Comments 


ENDP 


S/LR31/2 


S/LR31/2 = PRE2 NIA FUCS + . . . 


Merge a one onto address 
to select mask 


PHI 
T4RL 


C0-C31-7 6 — D0-D31 


DXC/6 = FAS6 PHI + . . . 

AXRR = FAS15 PHI + . . . 

S/NPRX = FAS6 PHI + . . . 

CSX1 = (S/NPRX) + . . , 
S/CXRR = OU4 N04 05 07PH1 

S/T10L = FUCS PHI + . . . 

S/PH2 - PHI NBR N(FNANLZ 
NANLZ) + . . . 


Effective word to D- 
register 

Mask from private mem- 
ory register R + 1 

To prepare for AND 
operation in PH2 

For transfer of contents 
of selected private mem- 
ory register to C-register 


KKU-KKol / ""AU-AJI 

1.,._Z fc. hi PI? V 


1 T^^^ INI KA 


Set flip-flop CXRR 

Enable T10L clock 
Set PH2 


PH2 
T10L 


A0-A31 + D0-D31 — S0-S31 

S0-S31^—~ B0-B31 

RR0-RR31 -C0-C31 

C0-C31-7<-— D0-D31 

S/NPRX 

Ts-Y— -CS0-CS31 

Set T4L clock 

Set PH3 


SXPR = NPRX + . . . 

BXS - FAS6 PH2 + . . . 

CXRR set in PHI 

DXC/6 - (FUCS PH2) + . . . 

S/NPRX - FUCS PH2 + . . . 

CSX1 = S/NPRX + . . . 

S/T4L = FUCS PH2 + . . . 

S/PH3 = PH2 NBR N(FNANLZ 
NANLZ) + . . . 


Ones extracted from ef- 
fective word under con- 
trol of mask 

Contents of selected pri- 
vate memory register 

Transfer to D-register 
For AND operation 


PH3 
T4L 




SXPR = NPRX + . . . 
AXS = FUCS PH3 + . . . 


Ones extracted from pri- 
vate memory register 
under control of mask 

Transfer to A-register 


AU-Ao 1 A DU-UJI ""bU-jJI 

1 

S0-S31-^-^A0-A31 






(Continued) 


Mnemonic: CS (45, C5) 
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Table 3-85. Compare Selective, Phase Sequence (Cont. ) 



Phase 


Function Performed 


Signals Involved 


Comments 


PH3 
T4L 
(Cont.) 


Set CXS 
Set PH4 


S/CXS 
S/PH4 


= FUCS PH3 + . . . 

- PH3 NBR + . . . 


For transfer of sum bus 
contents to C-register 


PH4 
T6L 




SXB 


= OU4 N04 05 07 PH4 

+ . . . 


Ones extracted from ef- 
fective word to C-register 


liU-bol " '^oU-joI 










via sum bus 




S0-S31- / * C0-C31 


CXS true in 


PH4 






NC0-NC31— A— D0-D31 


DXNC/1 


= FUCS PH4 + . . . 


One's complement of 
extracted bits of effec- 
tive word into D-register 




i .._/_«- f~di 


S/CSX1/31 


= DXNC/1 + . . . 


For two's complement 


l ~r *^ioi 




Set MRQ/1 and DRQ for next 
instruction 


MRQ/1 
S/DRQ 


= FAS6 PH4 + . . . 
= FAS6 PH4 + . . . 






Enable T6L 


T6L 


= NT1L NT4L NT8L NT10L 
NRESET 






Set PH5 


S/PH5 


= PH4 NBR 




PH5 
T6L 


Enable T6L 


T6L 


- NT1L NT4L NT8L NT10L 
NRESET 






Enable ENDE 


ENDE 


= FAS15 PH5 + . . . 






A0-A31 + D0-D31 + CS31 - 

S0-S31 


SXADD 


= FUCS PH5 + . . . 


Difference selected bits 
of effective word and 
register R and transfer 
to A-register 




S0-S31-/-^A0-A31 


AXS 


- FAS15 PH5 + . . . 






Set flip-flop K00H if SOO - 1 


K00H 


- SOO 


FASH = 






SOO 


= (SOOX + NK00) (NSOOX 
+ K00) 


SOOX - 






S00X 


= (AO NDO + NAO DO) FAS 11 
NSOOXN 


SOO => no end carry 
out of bit position 




Set test for A 

1 


S/TESTA 
S/TESTA/1 


= FAS15 PH5 + . . . 

= (S/TESTA) (N04 N06 07) 

+ . . . 












Mnemonic: CS (45, C5) 






(Continued) 
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Table 3-85. Compare Selective, Phase Sequence (Cont. ) 



Phas 



Function Performed 



Signals Involved 



Comments 



PRE1 
next 
in- 
struc- 
tion 



Set condition codes 



S/CC3 



S/CC4 



(TESTA/1 NA0031Z) NK00H 



(TESTA/1 NA0031Z) K00H 

+ . . . 



Extracted bits of private 
memory word > extracted 
bits of effective word 

Extracted bits of private 
memory word less than 
extracted bits of effec- 
tive word 



Mnemonic: CS (45, C5) 
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Paragraphs 3-216 to 3-218 



The contents of flip-flops CC3 and CC4 are transferred to 
CC1 and CC2. In the first phase of the instruction, or in- 
terrupt, trap, or control panel operation that follows, flip- 
flops CC3 and CC4 are set by checking the A-register and 
the state of flip-flop K00H. Flip-flop CC3 is set if the 
word from private memory register R is greater than the ef- 
fective word; otherwise, flip-flop CC4 is set, A sequence 
chart of the Compare with Limits in Register instruction is 
given in table 3-86. 

3-216 Compare With Limits in Memory (CLM 19, 99) 

The Compare with Limits in Memory instruction compares 
the contents of register R with the effective memory double- 
word. First the low order effective doubleword is compared, 
and the high order effective word is then compared. All 
three words are treated as signed magnitudes. The condi- 
tion codes are set according to the results of the compar- 
ison. 

The normal preparation sequence for the CLM instruction is 
described under the preparation sequence. During the prep- 
aration sequence, a one is forced onto the least significant 
memory address line LB31 to address the low order effective 
word. 

LB31/2 = LMXC NCO PREFAD.O + . . . 

The low order effective word is read from memory and one's 
complemented into the D-register by way of the C-register. 
Flip-flop CS31 is set to form the two's complement in the 
adder, The contents of the selected private memory regis- 
ter are loaded into the A-register. The A- and D-register 
contents are gated into the adder, subtracting the low order 
effective word from the private memory word. Flip-flop 
K00H and the A-register are examined to determine which 
value is larger. Flip-flop CC3 is set if the private memory 
word is greater than the effective word; otherwise, flip- 
flop CC4 is set. 

The contents of the selected private memory register are 
again loaded into the A-register. The high order effective 
word is read from memory and one's complemented into the 
D-register by way of the C-register. Flip-flop CS31 is 
again set to form the two's complement in the adder. The 
contents of flip-flops CC3 and CC4 are transferred to flip- 
flops CC1 and CC2. The A- and D-register outputs are 
gated into the adder, subtracting the high order effective 
word from the private memory word. In the first phase of 
the next operation, whether instruction, interrupt, trap, or 
control panel operation, flip-flop K00H and the A-register 
are examined to determine which value is larger. Flip- 
flop CC3 is set, if K00H contains a zero, indicating that 
the private memory word was greater than the effective 
word; otherwise, flip-flop CC4 is set. 

A sequence chart of the Compare with Limits in Memory 
instruction is given in table 3-87. 



3-217 OR Word (OR 49, C9) 

The OR Word instruction merges the individual bits of the 
contents of the private memory register R and the effective 
word. The result, which contains 1-bits in those bit posi- 
tions where ones appear in either R or EW, is transferred to 
private memory register R. 

The OR Word instruction can be indirectly addressed, or in- 
dexed, or both. The normal preparation sequence, as well 
as the sequencing for all modes and conditions of the OR 
instruction, is described under the preparation sequence. 

At PHI clock, EW in the C-register is transferred to D, and 
the private memory word is clocked into the A-register. 

Both signals SXA and SXD come true during PH3. This 
allows the sum bus to follow the contents of both the A- 
register and the D-register, effecting a merge or OR opera- 
tion. The contents of the sum bus are placed on the RW 
lines to be stored back into private memory register R. The 
contents of the sum bus are also transferred to the A-register 
in PH3 to be tested by CC3 and CC4. Flip-flop TESTA is 
set at the PH3 clock pulse. 

Condition code bits CC3 and CC4 are not affected until the 
clock at the end of the phase following PH3 of the OR in- 
struction. This normally is at the end of PREI, although it 
could also be at the end of the first phase of an interrupt 
or trap operation or at the clock of phase PCP1 of a control 
panel operation. 

A sequence chart of the OR Word instruction is given in 
table 3-88. 

3-218 Exclusive OR Word (EOR 48, C8) 

The EOR instruction performs a logical addition on the con- 
tents of private memory register R and the effective word. 
The result contains one-bits in those bit positions where 
ones appear in either R or EW, and zeros in those bit posi- 
tions where either ones or zeros appear in both R and EW. 
The result is transferred to private memory register R. 

The EOR instruction can be indexed, indirectly addressed, 
or both. The normal preparation sequence, as well as the 
sequencing for all modes and conditions of the EOR instruc- 
tion, is described under the preparation sequence. 

The effective word in the C-register is transferred to D at 
the PHI clock, and the private memory word R is clocked 
into the A-register. 

During PH3, the signal SXPR is true, allowing the sum bus 
to follow the propagate signals. The contents of the sum 
bus, which contain the exclusive-OR information, are then 
placed onto the RW lines. The contents of the sum bus are 
also transferred in PH3 to the A-register to be tested by 
CC3 and CC4. Flip-flop TESTA is set at the PH3 clock 
pulse. 
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Table 3-86. Compare With Limits in Register, Phase Sequence 



Phase 


Function Performed 


Signals Involved 


Comments 


EN DP 


Set LR31 


S/LR31/2 


= FUCLR PRE2 NIA + . . . 


Addresses R + 1 


PHI 
T4RL 


NC0-NC31-7^— D0-D31 


DXNC/1 


= FAS1 PHI + . . . 


One's complement of 
effective word into D- 
register 




Set flip-flop CS31 


S/CS31 


= CSX1/31 - DXNC/1 + . . . 


For two's complement. 
Contents of private mem- 
ory register 




RR0-RR31-t<-— A0-A31 


AXRR 
PXQ 


= FAS22 PHI + . . . 
- PRERQ PHI + . . . 


R + 1 into A-register 


vjMO-VjMI / * 1 IO-I ol 




Set PH2 


S/PH2 


= PHI NBR N(FNANLZ 
NANLZ) + . . . 




PH2 
T6L 


Enable T6L 


T6L 


- NT1L NT4L NT8L NT10L 
NRESET 






An Ail i rift mi i rm ■. m. 


SXADD 


= FAS22 PH2 + . . . 


Private memory register 
R + 1 - effective word 


AU-AO 1 1 UU-UJI 1 <>_ JO 1 "^ 

S0-S31 




S0-S31 ^A0-A31 


AXS 


= FAS22 PH2 + . . . * 


Difference into A- 
register 




Set flip-flop K00H if SOO = 1 


S/KOOH 
SOO 

SOOX 


= SOO 

= (SOOX K00 = NS00X NK00) 
NFASHFL 

= (AO DO + NAO NDO) SOOXN 








SOOXN 


= FAS1 PH2 + . . . 


SOOXN = 1 

SOOX = 1, if AO - DO 
SOO =£> no end carry 
from bit position 0, if 
signs are alike; carry if 
signs are unlike 




Set A test 


S/TESTA 
S/TESTA/1 


- FAS1 PH2 + . . . 

= (S/TESTA) FAS1 + . . . 






Enable T4L 


S/T4L 


= FAS1 PH2 + . . . 






Set PH3 


S/PH3 


= PH2 NBR N(FNANLZ 

NANLZ) + . . . 












Mnemonic: CLR (39, B9) 






(Con! 


inued) 
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Table 3-86. Compare With Limits in Register, Phase Sequence (Cont. 



Phase 


Function Performed 


Signals Involved 


Comments 


PH3 


Set condition codes CC3, CC4 


R/CC3 


= TESTA + . . . 




T4L 




R/CC4 


= TESTA + . . . 






Set flip-flop CC3, if K00H = 


S/CC3 


= TESTA/1 NA0031Z NK00H 


Contents of R + 1 > effec- 
tive word 




Set flip-flop CC4, if K00H = 1 


S/CC4 


= TESTA/1 NA0031Z K00H 

+ . . . 


Contents of R + 1 < effec- 
tive word 




pro r>r"~>i i k An mi 


AXRR 


= FAS22 PH3 + . . . 


Contents of private mem- 


KKU-KKol / *AU-Aol 










ory register R 




Set CS31 


S/CS31 
CSX1/8 


= CSX1/31 = CSX1/8 + . . . 
= FAS1 PH3 + . . . 


For two's complement of 
effective word 




Set DRQ for next instruction 


S/DRQ 


= FAS22 PH3 + . . . 


Inhibits clock until data 
release from memory 




Set PH5 


S/PH5 
BRPH5 


= BRPH5 NCLEAR + . . . 
- FAS22 PH3 + . . . 




PH5 


Enable T6L 


T6L 


- NT1L NT4L NT8L NT10L 




T6L 






NRESET 






Enable ENDE 


ENDE 


- FAS22 PH5 + . . . 






j* n a ° i i nn mi i f" r ii * 


SXADD 


- FAS22 PH5 + . . . 


Contents of private mem- 


AU-Ao 1 + UU-Uol + L-bol * 




S0-S31 






ory register R - effective 
word 




S0-S31^-—A0-A31 


AXS 


- FAS22 PH5 + . . . 


Difference into A 




h n (~\\ nn f~\ > vc\c\ / » Knni i 


S00XN 


= FAS22 PH5 + . . . 




Au \+j DU ,+j l\UU / * l\UUn 




Set A test 


S/TESTA 
S/TESTA/1 


- FAS22 PH5 + . . . 

- (S/TESTA) FAS22 PH5 + . . . 






n / m, f~^^^ 


R/CC1 


-- FAS1 PH5 + . . . 


Transfer contents of CC3 
and CC4 to CC1 andCC2 


U / ^<w(~ 1 




f~(~"* f ■ CC"\ 


S/CC1 


- FAS1 PH5 CC3 + . . . 




\-\-6 / ■" ^^ 1 




V— CC2 


R/CC2 


=■ FAS1 PH5 + . . . 






CC4-A—CC2 


S/CC2 


= FAS1 PH5 CC4 + . . . 












Mnemonic: CLR (39, B9) 






(Cor 


tinued) 
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Table 3-86. Compare With Limits in Register, Phase Sequence (Cont. 



Phase 



PRE! 
Next 
in- 
struc- 
tion 



Function Performed 



If private memory word > effective 
word, It* — *~CC3 



If private memory word < effective 
word, 1 / -CC4 



Signals Involved 



R/CC3 


= TESTA + . . . 


S/CC3 


= TESTA/1 NA003IZ NK00H 

+ . . . 


R/CC4 


--= TESTA + . . . 


S/CC4 


= TESTA/1 NA0031Z K00H 



Comments 



This action occurs at the 
clock of the phase follow- 
ing ENDE 



Mnemonic: CLR (39, B9) 
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Table 3-87. Compare With Limits in Memory, Phase Sequence 



Phase 


Function Performed 


Signals Involved 


Comments 


ENDP 




LB31/2 


--= LMXC NCO PREFADO 


Address EW + 1 if EW is 
even 


1 '■■ ■" Llio I 


PHI 

T4RL 




DXNC 


FAS1 PHI + . . . 


One's complement of low 
order effective word into 
D-register 


N(~U-INL.JI / •"DU-UJI 




Set CS31 


S/CS31 


■- DXNC/1 - FAS1 PHI + . . . 


For two's complement 






AXRR 


- FAS22 PHI + . . . 


Contents of selected pri- 
vate memory register 


KKU-KKol / ■" AU-AJ 1 




Set DRQ for operand 


S/DRQ 


- PREDO PHI + . . . 


Inhibits bits clock until 
data release received 
from memory 




Set PH2 


S/PH2 


- PHI NBR N(FNANLZ 
NANLZ) + . . . 




PH2 


Enable T6L 


T6L 


- NT1L NT4L NT8L NT10L 
NRESET 








SXADD 


--= FAS22 PH2 + . . . 


Private memory word, low 
order effective word 


AU-AJ 1 1 UU-UOl I V-iOl """ 

S0-S31 




S0-S31-y-— A0-A31 


AXS 
S00XN 


FAS22 PH2 + . . . . 
- FAS1 PH2 + . . . 


Difference into A- 
register 




Set flip-flop K00H if S00 - 1 


S00X 
SOO 

S/K00H 
CXMB 


- SOOXN (AO DO + NA0 NDO) 

- SOOX K00 + NSOOX NKOO 
N(.. .) 

= SOO 

DGC 




MbU-MliJ 1 /"" *"*-U-CJ 1 




NC0-NC31-/— -D0-D31 


DXNC/1 


- OU1 OL9 PH2 + . . . 


One's complement of 
high-order effective word 
into D-register 




Set A test 


S/TESTA 
S/TESTA/1 


FAS1 PH2 + . . . 
= (S/TESTA) FAS1 + . . . 


For condition code test 




Set T4L 


S/T4L 


= FAS1 PH2 + . . . 










Mnemonic: CLM (39, 99) 






(Con 


tinued) 
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Table 3-87. Compare With Limits in Memory, Phase Sequence (Cont. ) 



Phase 


Function Performed 


Signals Involved 


Comments 


PH2 

(Cont.) 


Set PH3 


S/PH3 


-- PH2 NBR N(FNANLZ 
NANLZ) + . . . 




PH3 


Set condition codes CC3, CC4 








T4L 


Set flip-flop CC3 if K00H - 


S/CC3 
R/CC3 


- TESTA/1 NA0031ZNK00H 
= TESTA 






Set flip-flop CC4 if K00H - 1 


S/CC4 


= TESTA/1 NA0031Z KOOH 


, , 


A-register 






R/CC4 


= TESTA 






RR0-RR31-^— A0-A31 


AXRR 


- FAS22 PH3 + . . . 


Private memory word 
A-register 




Set CS31 


S/CS31 
CSX1/8 


= CSX1/31 = CSX1/8 + . . . 
- FAS1 PH3 + . . . 


For two's complement 
of effective word 




Oiq OT1 ._./-*. PI Ei.PTl 


PXQ 
S/DRQ 


= PREDO PH3 + . . . 
= FAS22 PH3 + . . . 






<oj iD-yoi — /■ -*> i lo-i oi 
Set DRQ for next instruction 


Inhibits clock until data 
release received from 










memory 




Set PH5 


S/PH5 


- PH3 BRPH5 + . . . 








BRPH5 


- FAS22 PH3 + . . . 




PH5 
T6L 


Enable T6L 


T6L 


- NT1L NT4L NT8L NT10L 
NRESET 








SXADD 


- FAS22 PH5 + . . . 


Private memory word, 
high order effective word 


A0-A3I + DU-Uol + LbJI *- 
S0-S31 




S0-S31-V-^A0-A31 


AXS 


- FAS22 PH5 + . . . 


Difference into A- 
register 




Set flip-flop KOOH if S00 1 


SOOXN 


- FAS22 PH5 + . . . 






Set A test 


S/TESTA 
S/TESTA/1 


- FAS22 PH5 + . . . 

= (S/TESTA) FAS1 + . . . 






n . / •. (~c\ 


R/CC1 


- FAS1 PH5 




U / ■* L.L. 1 










Mnemonic: CLM (39, 99) 






(Cont 


inued) 
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Table 3-87. Compare With Limits in Memory, Phase Sequence (Cont. ) 



Phc 



Function Performed 



Signals Involved 



Comments 



PH5 
T6L 
(Cont.; 



CC3 -t*— - CC1 

0-^— CC2 
CC4-t^— CC2 



S/CC1 

R/CC2 
S/CC2 



= FAS1 PH5 CC3 

- FAS1 PH5 

- FAS1 PH5 CC4 



Transfer CC3, CC4- 
CC1, CC2 



PRE1 
(next 
in- 
struc- 
tion) 



Set flip-flop CC3 if K00H - 



Set flip-flop CC4 if K00H = 1 



S/CC3 

R/CC3 
S/CC4 

R/CC4 



TESTA/1 NA0031Z NK00H 



TESTA + . . . 

TESTA/1 NA0031Z K00H 

+ . . . 

TESTA + . . . 



Private memory word > 
effective word 



Private memory word < 
effective word 



Mnemonic: CLM (39, 99) 
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Table 3-88. OR Word, Phase Sequence 



Phase 



Function Performed 



Signals Involved 



Comments 



PREP MB0-MB31-7*—- C0-C31 
Set RQ 



CXMB 
S/RQ 



/DGC/ 

PRE! NIA NINDX PRERQ 



EW into C-register 



PHI 
T4RL 



Set T8L 

C0-C31^-"-D0-D31 
RR0-RR31-/-^A0-A31 
Q15-Q3W— P15-P31 
Set DRQ 
Go to PH3 



S/T8L 

DXC/6 

AXRR 

PXQ 

S/DRQ 

BRPH3 



= FAS9 PHI + . . . 

= FAS9 PHI + . . . 

- FAS9 PHI + . . . 

- PHI PRERQ + . . . 
= FAS9 PHI + . . . 

= FAS9 PHI 04 + . . . 



EW into D-register 
R into A-register 



PH3 
T8L 



End 

A0-A31 -S0-S31 

D0-D31 ^S0-S31 

SO- S3! i~RW0-RW31 

S0-S31^^A0-A31 
Set test for A 



PRE1 
(next 
in- 
struc- 
tion) 



Test contents of A-register 



If A0 = and A I -A3 1 > 0, 
set CC3 

If A0 = 1, set CC4 



ENDE 

SXA 

SXD 

RW 

AXS 

S/TESTA 



R/CC3 
R/CC4 
S/CC3 

S/CC4 



FAS9 PH3 


+ . . . 


FUOR PH3 


+ . . . 


FUOR PH3 


+ . . . 


FAS9 PH3 


+ . . . 


FAS9 PH3 


4- 


FAS9 PH3 


+ . . . 


TESTA 




TESTA 




N TESTA/1 


TESTA NAO 


NA0031Z 





NTESTA/1 TESTA A0 



Final phase 

A OR D into sum bus 

Store result into R 
Put result in A for test 



Mnemonic: OR (49, C9) 
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Paragraphs 3-219 to 3-221 



Condition code bits CC3 and CC4 are not affected until the 
clock at the end of the phase following PH3 of the EOR in- 
struction. This normally is at the end of PRE 1, although it 
could also be at the end of the first phase of an interrupt or 
a trap operation or at the clock of phase PCP1 of a control 
panel operation. If A0 = and Al-31 f 0, set CC3; if 
A0 = 1, set CC4. 

A sequence chart of the Exclusive OR Word instruction is 
given in table 3-89. 

3-219 AND Word (AND 4B, CB) 

The AND Word instruction performs a logical multiplica- 
tion of the individual bits of the contents of private mem- 
ory register R and the effective word. The result, which 
contains one-bits in bit positions where both R and EW con- 
tain ones and zero-bits in all other bit positions, is trans- 
ferred to private memory register R. 

The AND instruction can be indirectly addressed, or in- 
dexed, or both. The normal preparation sequence, as well 
as the sequencing for all modes and conditions of the AND 
instruction, is described under the preparation sequence. 

At the PHI clock, the EW in the C-register is transferred 
to D, and the private memory word R is clocked into the 
A-register. The CS-register is filled with ones at the PHI 
clock and NPRX is set to prepare for the AND operation 
in PH2. 

During PH3, SXPR is enabled. This allows PRO through PR31 
to be true wherever the corresponding bits of the A-, D-, 
and CS-registers are ones. The data in PRO through PR31 is 
transferred to the sum bus, and the sum bus contents are 
placed on the RW lines to be stored in private memory reg- 
ister R. The contents of the sum bus are also transferred in 
PH3 to the A-register to be tested by CC3 and CC4. Flip- 
flop TESTA is set at the PH3 clock pulse. 

Condition code bits CC3 and CC4 are not affected until the 
clock at the end of the phase following PH3 of the AND in- 
struction. This normally is at the end of PRE1, although it 
could also be at the end of the first phase of an interrupt or 
trap operation or at the clock of phase PCP1 of a control 
panel operation. If A0 = and A1-A31 f 0, set CC3; if 
A0 = 1, set CC4. 

A sequence chart of the AND Word instruction is given in 
table 3-90. 

3-220 Shift (S 25, A5) 

The shift instruction shifts the contents of the private mem- 
ory register selected by the R-field of the instruction or 
shifts register R and register R + 1. This type of shift is de- 
termined as follows: If neither indirect addressing nor in- 
dexing is called for in the S-instruction, bit positions 21 
through 31 of the reference address field determine the type, 
direction, and amount of the shift. If indirect addressing is 



indicated in the instruction (where bit is a one), bits 15 
through 31 of the instruction word are used to fetch the in- 
direct word. Bits 21 through 31 of the indirect word deter- 
mine the type, the direction, and the amount of shift. If 
only indexing is indicated in the instruction word, bits 21 
through 23 of the instruction word determine the type of 
shift. The direction and amount of shift are determined by 
the sum of bits 25 through 31 of the instruction and bits 25 
through 31 of the index register. If both indirect address- 
ing and indexing are indicated, bits 15 through 31 of the 
reference address are used as the address to fetch the new 
word. Bits 21 through 23 of the indirect word are used to 
determine the type of shift. The direction and the amount 
of the shift are determined by bits 25 through 31 of the in- 
direct word plus bits 25 through 31 of the index register. 

Bits 21 through 23 of the effective address determine the 
type of shift as listed in table 3-91. 

Bit positions 25 through 31 of the effective address contain 
a shift count that determines the direction and the amount 
of the shift. The shift count is treated as a seven-bit signed 
binary integer with bit 25 as the sign bit. A one in bit 25 indi- 
cates a right shift with the count given in two's complement 
form. A zero in bit 25 indicates a left shift. The value of 
the count can be within the range -64 to +63. 

Overflow occurs on a left shift whenever the value of the 
sign bit changes. At the completion of the shift operation, 
the condition code register is set to indicate the results of 
the shift; the result is then stored in the private memory 
registers. 

The preparation sequence is the same as the general prep- 
aration sequence except that data is loaded from the odd 
numbered private memory register into the A-register in 
case the instruction calls for a double-register shift. This 
data is loaded into the B-register in the first execution 
phase, and then is cleared if the instruction calls for a 
single-register shift. 

3-221 SHIFT PHASE . In the shift phase, the data in the 
A-register or in the A- and B-registers is shifted as follows: 

a. Left shift. In a single-register arithmetic left shift 
or a single-register logical left shift, the data in the A- 
register is shifted left the number of bit positions indicated 
by the count, and zeros are placed in the vacated bit posi- 
tions on the right. The bits shifted past A0 are lost. In a 
single-register circular left shift, the bits shifted past posi- 
tion A0 are clocked into position A31. In a double- 
register arithmetic left shift or a double-register logical 
left shift, the contents of the A- and B-registers are shifted 
left the number of bit positions indicated by the count. 
Zeros are placed in the vacated bit positions on the right 
in the B-register. Bits shifted past bit in the B-register 
are copied into bit 31 of the A-register. Bits shifted past 
bit of the A-register are lost. In a double-register cir- 
cular left shift, bits shifted past A0 are clocked into B31. 
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Table 3-89. Exclusive OR Word, Phase Sequence 



Phc 



Function Performed 



Signals Involved 



Comments 



PREP 



MB0-MB31- 
Set RQ 



-C0-C31 



PHI 
T4RL 



Set T8L 

C0-C31-A— D0-D31 
RR0-RR31-^— A0-A31 
Q15-Q3W-— P15-P31 
Go to PH3 



CXMB 
S/RQ 



/DGC/ + 



EW into C-register 



PRE1 NIA NINDX PRERG 

+ . . . 



S/T8L 

DXC/6 

AXRR 

PXQ 

BRPH3 



FAS9 PHI + . . . 
FAS9 PHI + . . . 
FAS9 PHI + . . . 
FAS9 PHI + . . . 
FAS9 PHI 04 + 



EW into D-register 
R into A-register 



PH3 
T8L 



End 

PR0-PR3I -S0-S31 

S0-S31 RW0-RW31 

S0-S31-y-*-A0-A31 
Set test for A 



PRE1 
(next 
in- 
struc- 
tion) 



Test contents of A-register 



If A0 =■ 0andAI-A31 > 0, 
set CC3 

if A0 = I, set CC4 



ENDE 

SXPR 

RW 

AXS 

SAESTA 



FAS9 PH3 + . . 
FUEOR PH3 + . 
FAS9 PH3 + . . 
FAS9 PH3 + . . 
FAS9 PH3 + . . 



R/CC3 
R/CC4 
S/CC3 

S/CC4 



= TESTA 

- TESTA 

= NTESTA/I TESTA NAO 
NA0031Z 

= NTESTA/I TESTA A0 



Final phase 

Store EOR result into R 
EOR result into A for test 



Mnemonic: EOR (48, C8) 
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Table 3-90. AND Word, Phase Sequence 



Phase 


Function Performed 


Signals Involved 


Comments 


PREP 


MB0-MB31 -C0-C31 


CXMB 


= /DGC/ 


EW into C-register 




Set RQ 


S/RQ 


- PRE1 NIA NINDX PRERQ 




PHI 




DXC/6 


= FAS9 PHI + . . . 


EW into D-register 


LU-v-ol / *"UU-UJI 


T4RL 












RR0-RR31^— A0-A31 


AXRR 


= FAS9 PHI + . . . 


R into A-register 




Set NPRX 


S/NPRX 


- OU4 (04 N05 06) + . . . 






I's-/-— CS0-CS31 


CSX1 


= (S/NPRX) + . . . 






Q15-Q31^-^P15-P31 


PXQ 


= PHI PRERQ + , . . 






Set DRQ 


S/DRQ 


= FAS9 PHI + . . . 






Set T8L 


S/T8L 


--■ FAS9 PHI + . . . 






Go to PH3 


BRPH3 


= FAS9 PHI 04 + . . . 




PH3 


End 


ENDE 


= FAS9 PH3 + . . . 


Final phase 


T8L 












PR0-PR31 -S0-S31 


SXPR 


- NPRX + . . . 






S0-S31 -RW0-RW31 


RW 
AXS 


= FAS9 PH3 + . . . 
= FAS9 PH3 + . . . 


Store AND result into R 
AND result into A for 




S0-S31 / *"A0-AJ1 










test 




Set test for A 


S/TESTA 


= FAS9 PH3 + . . . 




PRE! 


Test contents of A register 


R/CC3 


= TESTA 




(next 










in- 




R/CC4 


= TESTA 




struc- 










tion) 


If A0 - Oand A1-A31 > 0, 
set CC3 


S/CC3 


= NTESTA/1 TESTA NA0 
NA0031Z 






If A0 - 1, set CC4 


S/CC4 


=-■ NTESTA/1 TESTA A0 












Mnemonic: AND (4B, CB) 
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Table 3-91. Shift Determination 



Bit Posit 
21 22 


ons 
23 


Type of Shift 








Single register logical 





1 


Double register logical 


1 





Single register circular (cyclic) 


1 


1 


Double register circular (cyclic) 


1 





Single register arithmetic 


1 


1 


Double register arithmetic 


1 1 
1 1 




1 


Not used 
Not used 



b. Right shift. In a single-register arithmetic right 
shift, the contents of the A-register are shifted right the 
number of bit positions indicated by the count. The sign 
bit contained in bit is copied into the vacated bit posi- 
tions. Bits shifted past A31 are lost. A single-register 



circular right shift is the same except that bits shifted past 
A31 are clocked into A0. In a single-register logical right 
shift, bits shifted past A31 are lost, and zeros are placed in 
the vacated bit positions. In a double-register arithmetic 
right shift, the sign bit is copied into the vacated bit posi- 
tions in the A-register, bits shifted past A31 are clocked 
into BO, and bits shifted past B31 are lost. A double- 
register circular right shift is the same except that bits shifted 
past B31 are clocked into flip-flop A0. A double-register 
logical right shift is the same as a double-register arithmetic 
right shift except that zeros are clocked into the vacated 
bit positions in the A-register. During a right shift, the A- 
register is shifted right two bits at a time throughout the 
shift phase. At the end of the phase, if the shift count is 
odd, the A-register is shifted right one more bit position. 



During a left shift operation, the bits are shifted one bit posi- 
tion at a time until flip-flops P30 and P31 contain zeros. 
From that point, the A-register is shifted left four bits at a 
time. Diagrams of single and double-register arithmetic left 
shift, arithmetic right shift, circular left shift, and circular 
right shift are shown in figures 3-180 through 3-183. 



A. SINGLE REGISTER ARITHMETIC LEFT SHIFT 



A-REGISTER 



SUM BUS 



012345J 6 



25 26 27 28 29 30 31 



1 2 3 4 5 6 




25 26 27 28 29 30 31 



B. DOUBLE REGISTER ARITHMETIC LEFT SHIFT 



A-REGISTER 



B-REGISTER 



n t U 



1 2 3 4 5 6 7 \ 24 25 26 27 28 29 30 31 




kl\M\^£44 




1 2 3 4 5 6 7 24 25 26 27 28 29 30 31 



SUM BUS 



NOTE: LIGHT SOLID TRANSFER LINES INDICATE 4-BIT LEFT SHIFT WHEN NP30 NP31. 
DASHED TRANSFER LINES INDICATE 1-BIT LEFT SHIFT WHEN P30 + P31 



24 25 26 27 28 29 30 31 



mm;: 



901 060 A. 3634 



Figure 3-180. Arithmetic Left Shift, Flow Diagram 



3-394 



XDS 901060 



A. SINGLE REGISTER ARITHMETIC RIGHT SHIFT 



A-REGISTER 



12 3 4 5 6 

T3\ 



/ 



t ft t f ft 



25 26 27 28 29 30 31 

n 



ADDER | PR PR PR PR PR PR PR 
12 3 4 5 6 




f tttttf 



PR PR PR PR PR PR PR 
25 26 27 28 29 30 31 



B. DOUBLE REGISTER ARITHMETIC RIGHT SHIFT 




24 25 26 27 28 29 30 31 



PR PR PR PR PR PR PR PR 
24 25 26 27 28 29 30 31 



901 060A. 3635 



Figure 3-181. Arithmetic Right Shift, Flow Diagram 



A. SINGLE REGISTER CIRCULAR LEFT SHIFT 



» NNNNNE^ 



SUM BUS | | 1 2 3 4 5 6 



' i 



A-REGISTER| ' I 1 2 3 4 5 6~~1 25 26 27 28 29 30 31 \ ~* 



25 26 27 28 29 30 31 | 



B. DOUBLE REGISTER CIRCULAR LEFT SHIFT 



| A-REGISTER] 



B-REGISTER 



12 3 4 5 6 7 



|01 2 34 56 7] I 24 25 26 27 28 29 30 31 | 



24 25 26 27 28 29 30 31 | 1 2 3 4 5 6 7 




SUM BUS 



_L 



l_t 



24 25 26 27 28 29 30 31 M 



NOTE: LIGHT SOLID TRANSFER LINES INDICATE 4-BIT LEFT SHIFT WHEN NP30 NP31. 
DASHED TRANSFER LINES INDICATE 1-BIT LEFT SHIFT WHEN P30 + P31 



901 060A. 3636 



Figure 3-182. Circular Left Shift, Flow Diagram 
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A. SINGLE REGISTER CIRCULAR RIGHT SHIFT 



A-REGISTER 



v «' 



12 3 4 5 6 



ADDER 




^r ^r u ir lr ir ir 



25 26 27 28 29 30 31 



PR PR PR PR PR PR PR 
12 3 4 5 6 



/ 



u t i' ^ v if u 



PR PR PR PR PR PR PR 
25 26 27 28 29 30 31 



B. DOUBLE REGISTER CIRCULAR RIGHT SHIFT 



A-REGISTER 




B-REGISTER 



24 25 26 27 28 29 30 31 




PR PR PR PR PR PR PR PR 
12 3 4 5 6 7 



3Z7 



PR PR PR PR PR PR PR PR 
24 25 26 27 28 29 30 31 



ADDER 



901 060A. 3637 



Figure 3-183. Circular Right Shift, Flow Diagram 



3-222. SHIFT COUNT . In left shift operation, the P-register 
counts down by ones until P30 and P31 contain zeros and 
then counts down by fours, as shown in table 3-92. In a 
right shift, flip-flops P30 and P31 are not used in the count, 
but flip-flops P26 through P29 are counted up by one every 
other clock time until they all contain ones. Up-counting 
is used because the count is in the two-complement form. 
When flip-flops P26 through P29 contain ones, flip-flops 
PI 5 through PI 8 are counted down in one clock time from 
all zeros to all ones. At this time, flip-flop P31 is checked 
to determine if the shift is odd and a one-bit right shift 
should take place. The P-register count during a right shift 
count of 17 is shown in table 3-93. 

After the shift is finished, the modified data in the A- 
register or in the A- and B-registers is loaded into the se- 
lected private memory register for a single-register shift, or 
into registers R and R + 1 for a double-register shift. 

A sequence chart of the Shift instruction is given in table 
3-94. 

3-223 Shift Floating (SF 24, A4) 

If either indirect addressing or indexing is called for in the 
instruction word, the address is computed as described under 



the shift instruction. Bit position 23 of the address deter- 
mines the type of shift. If bit 23 is a zero, the contents of 
the addressed private memory register are treated as a short 
format floating point number. If bit 23 is a one, the con- 
tents of the even or odd numbered private memory registers 
are treated as a long format floating point number. 

Table 3-92. Left Shift Count Sequence Example 



P25 


P26 


P27 


P28 


P29 


P30 


P31 


Decimal Count 








1 


1 








1 


+25 








1 


1 











+24 








1 





1 








+20 








1 














+ 16 











1 


1 








+12 











1 











+ 8 














1 








+ 4 
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Paragraph 3-224 





Tabl 


e 3- 


?3. R 


ight Shift Count Example 


SHPC 


P25 


P26 


P27 


P28 


P29 


P30 


P31 


Shift Action 


1 


1 


1 





1 


1 


1 




Shift 2 





1 


1 


1 








1 




Shift 2 


1 


1 


1 


1 








1 




Shift 2 





1 


1 


1 





1 


1 I ] 


Shift 2 


1 


1 


1 


1 





1 


1 




Shift 2 





1 


1 


1 


1 





1 




Shift 2 


1 


1 


1 


1 


1 





1 




Shift 2 




1 


1 
1 


1 
1 


1 
1 


1 
1 


1 
1 


1 

1 




Shift 2 
Shift 1 








P15 


P16 P17 


P18 















0:0^0 












1 


1 


1 1 







The shift count, contained in bit positions 25 through 31 of 
the instruction word, determines the amount and direction 
of the shift. The shift count is treated as a 7-bit signed 
binary integer, with bit position 25 as the sign bit. Nega- 
tive numbers are in two's complement form. The absolute 
value of the shift count determines the number of hexadeci- 
mal bit positions that the floating point number is to be 
shifted. If the shift count is positive, the floating point 
number is shifted to the left; if the count is negative, the 
number is shifted to the right. 

The SF instruction loads the floating point number from the 
register specified by the R-field of the instruction word, if 
it is in the short format or from registers R and R + 1, if the 
instruction is in the long format, and loads into the A- 
register if the number is in the short format, or the A- and 
B-registers, if it is in the long format. If the number is 
negative, it is changed to a two's complement. A record of 
the original sign is retained. The floating point number is 
then separated into a characteristic and a fraction. 

A positive shift count (NP25) produces the following left- 
shift operations: 



d. If the characteristic field underflows (that is, if it 
is all ones as the result of being down counted), flip-flop 
CC2 is set. If the characteristic field does not underflow, 
the shift process continues until the fraction is normalized, 
until underflow occurs, until the shift count is reached, or 
until 14 shifts have taken place. 

e. At the completion of the left-shift operation, the 
floating point result is stored back in the private memory 
registers. If the number was originally negative, the two's 
complement of the result is stored in private memory. 

A negative shift count produces the following right-shift 
operations: 

a. The fraction field is shifted two digit positions to 
the right, and the characteristic field is increased by one. 
Vacated bit positions on the left are filled with zeros. 

b. Flip-flop CC2 is set if the characteristic field over- 
flows (that is, if it becomes all zeros from being counted up). 
If the characteristic field does not overflow, the shift pro- 
cess continues until the characteristic field overflows or un- 
til the shift count is reached. 

c. If the resultant fraction field is all zeros, the en- 
tire floating point number is set to all zeros (true zero). 

d. Upon completion of the right-shift operation, the 
floating point result is loaded back into the private memory 
registers. If the number was originally negative, the two's 
complement of the result is loaded into private memory. 

The preparation sequence for an SF instruction is the same 
as the general preparation sequence except that, if the in- 
struction is not indirectly addressed, the sign bit of the data 
word from private memory is stored in flip-flop RN. If bit 
C23 is a one, indicating a long floating point format, a one 
is forced on private memory address line LR31 to select the 
odd numbered private memory register. 

If the odd numbered private memory register was addressed, 
the contents of the private memory register are clocked into 
the A-register. If a one was not forced on the LR31 address 
line, the contents of the private memory register addressed 
in the R-field of the instruction word are read into the A- 
register. 



a. If the fraction field is all zeros, the entire floating 
point number is set to all zeros (true zero) and flip-flop 
CC1 is set. 



b. If the fraction is normalized (less than one and 
equal to or greater than 1/16), flip-flop CC1 is set. 

c. If the fraction is not normalized, the fraction field 
is shifted four bit positions to the left, and the character- 
istic field is decreased by one. Vacated bit positions at 
the right are filled with zeros. 



3-224 SHORT FORMAT . The data word, if positive, or the 
two's complement of the data word, if negative, is loaded 
into the A- and E-registers with the fraction in bits 8 through 
31 of the A-register and the characteristic in the E-register. 
The shift count is loaded into flip-flops P25 through P31. 
If flip-flop P25 contains a zero, indicating a left shift, the 
data in the A-register is shifted four bit positions to the left 
at each clock time. While the shift count in bits 25 through 
31 of the P-register is counted down by ones, the character- 
istic in the E-register is counted down by ones, and the 
limit count in P15 through PI 8 is counted up by ones. 
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Table 3-94. Shift, Phase Sequence 



Phase 


Function Performed 


Signals Involved 


Comments 


PREP 


Same as general preparation se- 
quence except 










During PRE1, force a one on 


R/NLR3I/2 


- PRE1 NIA + PRE3 IA OU2 


Select odd numbered 




private memory address line LR31 




OL5 + . . . 


private memory register 




Ai nnr i i pp<"» ppii / & 


AXRR 


= FAMDSF PRE2 NIA + . . . 


Data from odd numbered 


At rKtz ClOCk, KKU-KKO 1 / m 




A0-A31 






private memory register 


PHI 


If bit C23 is a one, A0-A31 


SXA 


= FASHFX C23 PHI + . . . 




T4RL 


— S0-S31 


BXS 


= FAMDSF PHI + . . . 




oU-ool / ■" dU-do I 






BX 


= BXS 






r>r>r\ pph / & Af> a°i 


AXRR 


= FASHFX PHI + . . . 


Data from even numbered 


KKU-KKO 1 / *■ MU-MO 1 










private memory register 




Reset flip-flops CC1 and CC2 


R/CC1 
R/CC2 


= FASH PHI + . . . 

= FAMDSF NFAMULH PHI 

+ . . . 






Set interrupt enable flip-flop 


S/IEN 


= FAMDSF NFAMUL PHI 


Allows instruction to be 




IEN 




+ . . . 


interrupted 




If P25 is a one, set flip-flop 


S/BWZ 


= FASH PHI P25 + . . . 






BWZ 










Force zeros into PI 5 through P22 


PX/2 


= FASH PHI + . . . 






If P30 is a one, set flip-flop 


S/SHPC 


= FASHFX PHI P30 + . . . 






SHPC 










Set flip-flop PH9 


S/PH9 


= BRPH9 = FASHFX PHI + . . . 






Enable clock T6L 


T6L 


= NTIL NT4L NT8L NT10L 
NRESET 




PH9 


Single register shift 










Set flip-flop CC2 if overflow 


S/CC2 


= FASHFX SFTL4 

N(A0004Z + A0004W) 
+ SFTL1 A0 NBWZ 




T6L 


If P25 is a zero (NBVv'Z), 
generate signal SFTL 


rrxi 

or i i_ 


— CACU nun K.IDtAf-7 I 

— 1 njh TII7 IMU»»i. ' . . . 


ii iQiLuieS ici i ii it 1 1 




If bits P30 or P31 are ones, 


SFTL1 


= FASHFX (NFASHFX + P30 


Shift one bit left until 




generate signal SFTL1 




+ P3I) SFTL + . . . 


bits P30 and P31 are zeros 










Mnemonic: S (25, A5) 






(Con 


inued) 
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Table 3-94. Shift, Phase Sequence (Cont. 



Phase 


Function Performed 


Signals Involved 


Comments 


PH9 
T6L 

(Cont:) 


A0-A31 -S0-S31 

Sl-SSl^ 1 — A0-A30 


SXA 
AXSL1 


= FASH PH9 + . . . 
= SFTL1 + . . . 






P-l-/— -P 


MCTP1 


= SFTL NSHEX 


Count down P by ones 




When bits P30 and P31 are not 
ones, generate signal SFTL4 


SFTL4 

SFTL 
SHEX/1 


= SFTL NSFTL1 NSHEX/1 + . . . 

= FASH PH9 NBWZ 

= FASH PH9 (P2629Z NP25 
NP30 NP31) + . . . 


Shift four bits left until 
signal SHEX 






SXA 


- FASH PH9 + . . . 




AU-Ao 1 — ,fc "oU-->ol 




S4-S31^-^A0-A27 


AXSL4 


= SFTL4 + . . . 






P-4-^— P 


MCTP2 


- MCTP1 NP30 NP31 


Count down P by fours 




Sustain PH9 until shifting 
completed 


S/PH9 


- BRPH9 = FASH PH9 NSHEX 

+ . . . 






If bit CC2 is a one, generate 
signal ALCYC 


ALCYC 


= FASHFX C22 NC23 + . . . 


Indicates circular left 
shift 




AO-A— A31 if AXSL1 ALCYC 


S/A3I 


= A31EN/2 AXSL1 + A31EN/1 

AXSL4 + . . . 


Single bit circular left 




A0-A3-y-— A28-A31 if AXSL4 
ALCYC 


S/A28 

A3 1 EN/1 
A3 IE N/2 
A28EN/1 


= S29 AXSL1 + A28EN/1 
AXSL4 + . . . 

= A3 ALCYC + . . . 

- SO ALCYC + . . . 

- A0 ALCYC + . . . 


Four bit circular left shift 




As bits are shifted left, toggle 
flip-flop CC1 if bit A0 is a one 


S/CC1 

R/CC1 
SFTPAR 


- SFTPAR NCC1 + . . . 

- SFTPAR + . . . 

- SFTL4 FASHFX (AO0A1 
©A2 0A3) + SFTL1 A0 

NBWZ + . . . 


Check for odd or even 
number of ones 




If bit P25 is a one, generate 
signal SFTR 


SFTR 


- FASH PH9 BWZ + . . . 


Indicates right shift 








Mnemonic: S (25, A5) 






(Conti 


nued) 
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Table 3-94. Shift, Phase Sequence (Cont. ) 



Phase 


Function Performed 


Signals Involved 


Comments 


PH9 
T6L 

(Cont.) 


AA A^l > PPfl PHOT 


PR0-PR31 

AXPRR2 
SFTR2 


= A0-A31 NCS0-NCS31 
ND0-ND31 

= SFTR2 + . . . 

= SFTR NSHEX 


Right shift data two bit 
places 


AU-AO 1 * rKU-rKOl 


rKU-rKzV / ^Az-Aol 




An / » An ■ iai 


AOEN/2, 
A 1 EN/2 


= A0 FASHFX C21 + . . . 


Extend sign bit in va- 
cated bit positions 


AU / ^ au ana A 1 




(P26-P29) +1 -/— P26-P29 
until SHEX - 1 


PCTP2 

S/SHPC 
SFTR2 


= FASHFX SHPC P25 + . . . 

= SFTR2 NSHPC 
= SFTR NSHEX 


Add four to two's comple- 
ment of shift count 




/nit; pio\ i .. pic; pio 


MCTP5 


- FASHFX SHPC P25 P2629W 


Downcount P15-P18 from 
zeros to ones 


^rij-rlo; -1 *rlD-rlo 
when P19-P31 are all ones 




Shift left one bit position 
if odd shift count 


SFTL1 


= FASHFX P18 P31 SFTR + . . . 






If bit CC2 is a one, generate 
signal ARCYC 


ARCYC 


= ALCYC NANLZ 


Right circular shift 




If ARCYC SFTR, A30 and A31 
-y-*~A0 and Al 


S/AO 

S/Al 
AOEN/2 

A 1 EN/2 


= AOEN/2 AXPRR2 + . . . 

- A 1 EN/2 AXPRR2 + . . . 

- A30 ARCYC + A0 FASHFX 

C21 + . . . 

= A31 ARCYC + A0 ND71 
FASHFX C21 + . . . 


*- vacated bit posi- 
tions if logical right shift 
(C21 = 0) 




Sustain PH9 until P15 through 
PI 7 are all ones 


S/PH9 


- BRPH9 = FASH PH9 
NSHEX + . . . 


Repeat shifting until sig- 
nal SHEX is generated 




Generate signal SHEX 


SHEX 


■--■ P2629Z NP25 NP31 + PI 5 
P16 P17 + . . . 


End of shift 




Reset flip-flop IEN 


R/IEN 


= SHEX + . . . 






Generate memory request for 
next instruction 


MRQ/1 


= SHEX (NFASHFL + NC23) 

+ . . . 










Mnemonic: S (25, A5) 






(Continued) 
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Table 3-94. Shift, Phase Sequence (Cont. ) 



Phase 


Function Performed 


Signals Involved 


Comments 


PH9 


Set flip-flop DRO 


S/DRQ - SHEX FASHFX NC23 + . . . 


Inhibits transmission of 


T6L 






another clock until data 


(Contj 






signal received 




Set flip-flop PH15 


S/PH15 = SHEX FASHFX NC23 + . . . 






OK nil / m. Pl'r P°l 


PXQ = MRQ/1 + . . . 


Address of next instruc- 


VonO-V-Jol / *rlD-rol 








tion 






(NLMXC NLMXQ) 




PlO-rol *~L/v\IO-LdJI 




Enable clock T10L 


S/T10L = SHEX FASHFX + . . . 






Double register shift 








If bit P25 is a zero, generate 


SFTL = FASH PH9 NBWZ + . . . 


Indicates left shift 




signal SFTL 








If bits P30 or P31 are ones, 


SFTL1 = FASHFX (NFASHFX + P30 


Shift one bit left until 




generate signal SFTL1 


+ P31) SFTL + . . . 


bits P30 and P31 are zeros 




A0-A31 — S0-S31 


SXA = FASH PH9 + . . . 






Sl-S31-^-A0-A30 


AXSL1 = SFTL1 + . . . 






BO -A— A3 1 


S/A31 = A31EN/2 AXSL1 + A31EN/1 
AXSL4 + . . . 

A31EN/2 = BO FAMDSF + . . . 

A31EN/1 = B3 FASH C23 + . . . 






pi mi ' ■ nn ron 


BXBL1 - SFTL1 


Shift B-register contents 


Dl-DOl / "^ bU-boU 








left one bit position 




When bits P30 and P31 are not 


SFTL4 - SFTL NSFTL1 NSHEX/1 






ones, generate signal SFTL4 

An A 11 > T\ '"11 


+ . . . 

S HEX/1 - P2629Z NP25 NP30 NP31 

+ . . . 

SXA - FASH PH9 + . . . 




AU-Ao 1 ■" bU-bo 1 




S4-S31-/-»-A0-A27 


AXSL4 =■ SFTL4 + . . . 


Shift four bit positions 
left until signal SHEX/1 




nn m ' » a on aii 


AXSL4 - SFTL4 + . . . 




dU-do / * A/o-Ao 1 




B4-B31-t^-B0-B27 


BXBL4 - SFTL4 + . . . 








Mnemonic: S (25, A5) 






(Continued) 
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Table 3-94. Shift, Phase Sequence (Cont. ) 



Phase 


Function Performed 


Signals Involved 


Comments 


PH9 
T6L 

(Cont.) 


Sustain PH9 until bits P25 
through P31 are zeros 

If bit CC2 is a one 


S/PH9 


= BRPH9 = FASH PH9 NSHEX 

+ . . . 






S0^— B31 


S/B31 


= B31EN/1 BXBL1 + S3 BXBL4/1 


Indicates circular left 
shift 




S0-S3-Y-^B28-B31 


S/B28 
B31EN/1 
BXBL4/1 


= B29 BXBL1 + SO BXBL4/1 
= SO FASHFX C22 C23 
= FASHFX C22 C23 






If bit P25 is a one, generate 
SFTR 


SFTR 


= FASH PH9 BWZ 


Indicates right shift 




A0-A31 ^PR0-PR31 


PR0-PR31 


= A0-A31 NCS0-NCS31 
ND0-ND31 + . . . 


Shift right two positions 






AXPRR2 


= SFTR2 + . . . 




rKU-rKzV / ^AZ-AJI 




PR30-PR31-Y— BO and Bl 


BXBR2 


= FAMDSF SFTR2 + . . . 






B0-B29-7*—- B2-B31 


BXBR2 


= FAMDSF SFTR2 + . . . 






An ,j. fc.4n a l 


AOEN/2, 
A 1 EN/2 


= A0 FASHFX C21 + . . . 


Sign *- vacated posi- 
tions, »- vacated 

positions if logical right 
shift (C21 = 0) 


AU ' / ^MU, Al 




Count P-register and shift left one 
extra bit position if odd shift count 
(see single-register right shift) 










If bit CC2 is a one 












AOEN/2, 
A 1 EN/2 


= B30 B31 FASHFX CC2 CC3 

+ . . . 


Right circular shift 


doU / * AU, Li J 1 / *■ A 1 




Sustain PH9 until P15 through 
PI 7 are all ones 


S/PH9 


= BRPH9 = FASH PH9 NSHEX 

+ . . . 


Repeat shifting until sig- 
nal SHEX is generated 




Generate signal SHEX 


SHEX 


- P2629Z NP25 NP30 NP31 
+ P15 P16 P17 






Reset flip-flop IEN 


R/IEN 


= SHEX + . . . 


Terminate interrupt enable 










Mnemonic: S (25, A5) 






(Continued) 
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Table 3-94. Shift, Phase Sequence (Cont. ) 



Phase 


Function Performed 


Signals Involved 


Comments 


PH9 
T6L 

(Cont.) 


Generate memory request for 
next instruction 

ni'; r > \i'\ _/...*- pi^ rrn 


MRQ/1 = SHEX (NFASHFL + NC23) 

+ . . . 

PXQ = MRQ/1 ■+ . . . 

(NLMXC NLMXQ) 

S/PH14 = BRPH14 - SHEX FASHFX 
C23 + . . . 

R/NLR31/2 = SHEX FASHFX C23 + . . . 
SA10L = SHEX FASHFX + . . . 


Address of next instruction 

Selects odd numbered 
private memory register 


P15-P31 ^LM15-LB31 

Set flip-flop PH14 

Force a one on address line LR31 

Enable clock T10L 


PH14 
T10L 


(Double register only) 
B0-B31 — S0-S31 


SXB -- FASHFX PH14 + . . . 
RWXS = FASHFX PHI 4 + . . . 
RWB0-RWB3 = RWXS 

S/DRQ - FAMDSF PH14 + . . . 

S/PH15 = PH14 NBR + . . . 
SA10L = FAMDSF PH14 + . . . 


Store modified data in B- 
register in odd numbered 
private memory register 

Inhibits transmission of 
another clock until data 
signal received 


Generate write byte signals 
RWB0-RWB3 

Set flip-flop DRQ 

Set PH15 

Enable clock T10L 


PH15 
T10L 


A0-A31 -S0-S31 


SXPR = SXADD = FASH PH15 

NRTZ + . . . 

RWXS = FAMDSF PH15 + . . . 
RWB0-RWB3 = RWXS 

ENDE ---. FAMDSF PH15 + . . . 

S/PRE1 = ENDE (NHALT + FUEXU) 
N(S/INTRAPF) + . . . 

T6L = NT1L NT4L NT8L NT10L 
NRESET 


Modified contents of A- 
register 

Modified contents of A- 
register stored in ad- 
dressed private memory 
register 


jU-oJ 1 " *" kWU-KWo 1 

Generate write byte signals 
RWB0-RWB3 

Generate signal ENDE 
Set flip-flop PRE1 

Enable T6L 








Mnemonic: S (25, A5) 
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Zeros are placed in the vacated bit positions at the least 
significant end of the A-register. Shifting stops when one 
of the following events takes place: 

a. Zeros in P25 through P31 indicate that the shift 
count has been reached. 

b. Zeros in bits 8 through 1 1 of the A-register indi- 
cate that the number has been normalized. 

c. Ones in P15 through PI 7 of the limit counter indi- 
cate that 14 shifts have taken place, and that the number 

is shifted 56 bit positions. 

d. A one in bit of the E-register indicates charac- 
teristic underflow. 

If flip-flop P25 contains a one, indicating a right shift, the 
data in the A-register is shifted two bit positions to the right 
at each clock time, and zeros are copied into the vacated 
bit positions at the most significant end of the A-register. 
The shift count in flip-flops P25 through P31, the limit count 
in flip-flops P15 through PI 8, and the characteristic in the 
E-register are counted up by one at every other clock time. 
Shifting is stopped by the same events as in left shift except 
that normalizing does not apply in the right shift, and a one 
in bit of the E-register indicates characteristic overflow 
instead of underflow. 



3-225 LONG FORMAT . The data words, if positive, or the 
two's complement of the data words, if negative, are loaded 
into the A-, B-, and E-registers with the most significant 
part of the fraction in bits 8 through 1 1 of the A-register, 
the remainder of the fraction in the B-register, and the char- 
acteristic in the E-register. The shift count is loaded into 
flip-flops P25 through P31, as in the short format operation. 
Shifting and counting takes place in the same manner as in 
short format operation, except that during left shift the data 
in flip-flops BO through B3 is shifted into flip-flops A28 
through A31, and during right shift, the data in flip-flops 
A30 and A31 is shifted into flip-flops BO and Bl. Vacated 
positions in the A-register are filled with zeros during right 
shift, and vacated positions in the B-register are filled with 
zeros during left shift. 

3-226 SHORT AND LONG FORMAT . When shifting is 
complete, the shifted data or the two's complement of the 
shifted data, if originally negative, is loaded into the se- 
lected private memory register if it is in short format or into 
registers R and R + 1 if it is In long format. 

Examples of left and right shift counts less than 14 and ex- 
ceeding 14 are shown in tables 3-95 through 3-98. 

A sequence chart of the Shift Floating instruction is given 
in table 3-99. 











Table 3-95. L 


eft Shift Count Less Than 


14 








P15 


P16 


P17 


P18 


Decimal Count 


P26 P27 P28 


P29 


P30 


P31 


Decimal Count 














+ 


1 


1 








+12 











1 


+ 1 


1 





1 


1 


+ 11 








1 





+ 2 


1 





1 





+ 10 


o 


o 


1 


1 


+ 3 


1 


Q 


Q 


1 


+ 9 





1 








+ 4 


1 











+ 8 





1 





1 


+ 5 





1 


1 


1 


+ 7 





1 


1 





+ 6 





1 


1 





+ 6 





1 


1 


1 


+ 7 





1 





1 


+ 5 


1 











+ 8 





1 








-i 4 


1 








1 


+ 9 








1 


1 


* 3 


1 





1 





+10 








1 





+ 2 


1 





1 


1 


+11 











1 


+ 1 


1 


1 








+12 














+ 
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Table 3-96. Left Shift Count Exceeding 14 



P15 


P16 


P17 


P18 


Decimal Count 


P26 


P27 


P28 


P29 


P30 


P31 


Decimal Count 














+ 





1 














+ 16 











1 


+ 1 










1 


1 


1 


+ 15 








1 





+ 2 










1 


1 





+14 








1 


1 


+ 3 










1 





1 


+13 





1 








+ 4 










1 








+ 12 





1 





1 


+ 5 













1 


1 


+ 11 





1 


1 





+ 6 













1 





+ 10 





1 


1 


1 


+ 7 
















1 


+ 9 













+ 8 



















+ 8 










1 


+ 9 











1 


1 


1 


+ 7 







1 





+10 











1 


1 





+ 6 







1 


1 


+ 11 











1 





1 


+ 5 




1 








+12 











1 








+ 4 




1 





1 


+ 13 














1 


1 


+ 3 




1 


1 


1 


+14 














1 





+ 2 











Table 3-97 


. Right Shift Count Less Than 14 










P15 


P16 


P17 


P18 


Decimal Count 


P25 P26 P27 P28 P29 


P30 


P31 


Decimal Count 


SHPC 














+ 


1110 1 





1 


-11 


1 











1 


+ 1 


1110 1 


1 





-10 














1 


+ 1 


1110 1 


1 





-10 


1 








1 





+ 2 


1110 1 


1 


1 


- 9 











1 





+ 2 


1110 1 


1 


1 


- 9 


1 








1 


1 


+ 3 


11110 








- 8 











1 


1 


+ 3 


11110 








- 8 


1 













+ 4 


11110 





1 


- 7 
















+ 4 


11110 





1 


- 7 


1 










1 


+ 5 


11110 


1 





- 6 













1 


+ 5 


11110 


1 





- 6 


1 







1 





+ 6 


11110 


1 


1 


- 5 










1 





+ 6 




1 


1 


- 5 


1 







1 


1 


+ 7 










- 4 










1 


1 


+ 7 










- 4 


1 










° 


♦ 8 







1 


- 3 
















+ 8 







1 


- 3 


1 










1 


+ 9 




1 





- 2 













1 


+ 9 




1 





- 2 


1 







1 





+10 




1 


1 


- 1 










1 





+ 10 




1 


1 


- 1 


1 







1 


1 


+11 











- 
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Table 3 


-98. Right Shift Count Exceeding 14 








P15 


P16 


P17 


P18 


Decimal Count 


P25 P26 P27 P28 P29 P30 


P31 


Decimal Count 


SHPC 
















1110 


1 


-15 


1 











1 


+ 1 


1110 1 





-14 














1 


+ 1 


1110 1 





-14 


1 








1 





+ 2 


1110 1 


1 


-13 











1 





+ 2 


1110 1 


1 


-13 


1 








1 


1 


+ 3 


1110 10 





-12 











1 


1 


+ 3 


1110 10 





-12 


1 













+ 4 


1110 10 


1 


-11 
















+ 4 


1110 10 


1 


-11 


1 










1 


+ 5 


1110 11 





-10 













1 


+ 5 


1110 11 





-10 


1 







1 





+ 6 


1110 11 


1 


- 9 


o 







1 





+ 6 


1110 11 


1 


- 9 


1 







1 


1 


+ 7 


11110 





- 8 










1 


1 


+ 7 11110 

1 





- 8 


1 













+ 8 


11110 


1 


- 7 
















+ 8 


11110 


1 


- 7 


1 










1 


+ 9 


11110 1 





- 6 













1 


+ 9 


1 1 1 1 1 





- 6 


1 







1 





+10 


11110 1 


1 


- 5 










1 





+10 


11110 1 


1 


- 5 


1 







1 


1 


+11 


111110 





- 4 










1 


1 


+ 11 


111110 





- 4 


1 












+12 


111110 


1 


- 3 















+12 


111110 


1 


- 3 


1 









1 


+13 


111111 





- 2 











1 


1 




+13 

+ 14 


111111 
111111 




1 


- 2 

- 1 


1 
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Table 3-99. Shift Floating, Phase Sequence 



Phase 


Function Performed 


Signals Involved 


Comments 


PREP 


Same as general preparation se- 
quence in tables 3-24 through 
3-26 except: 

If the instruction is not indirectly 
addressed, during PRE2 the sign bit 
of the data word is stored in flip- 
flop RN 

If bit C23 is a one, force a one on 
address line LR31 to select odd 
numbered private memory register 


S/RN - RRO RNXRRO + . . . 

R/NLR31/2 = LR31/2 = FASHFL PRE2 NIA 
C23 + . . . 


Stores sign bit of floating 
point number. RN = ^ > 
negative number 


PHI 




AXRR = FASHFL PHI + . . . 

R/CC1 = FASH PHI + . . . 

R/CC2 = FAMDSF NFAMULH PHI 

+ . . . 

S/IEN = FAMDSF NFAMULH PHI 

+ 

S/BWZ - FASH PHI P25 + . . . 

PX/2 - FASH PHI + . . . 
S/NGX -~ FASHFL PHI RN + . . . 

CSX1 = (S/NGX) + . . . 

R/K00H - NK00 (FASHFL PHI) + . . . 


Number to be shifted 
(from register R + 1 if 
long format) 

Allow interrupts 

Negative shift count 

Clears limit counter 
Negative number 

For two's complement 
operation 

Generates signal K31 for 
two's complement opera- 
tion 


KKU-KKol / ■" AU-AJ 1 

Reset condition code flip-flops 
CC1 and CC2 

Set interrupt enable flip-flop IEN 

If bit P25 is a one, set flip-flop 
BWZ 

Clear flip-flops P15 through P22 

If flip-flop RN is set, set flip- 
flop NGX 

Force ones into CS-register is 
signal (S/NGX) is generated 

Reset flip-flop K00H 


PHI 
T4RL 


If NC23, set flip-flop PH3 
If C23, set flip-flop PH2 


S/PH3 - BRPH3 - FASHFL PHI NC23 

+ . . . 

S/PH2 - PHI NBR N(FNANLZ 
NANLZ) + . . . 


For short format 
For long format 






(Continued) 


Mnemonic: SF (24, A4) 
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Table 3-99. Shift Floating, Phase Sequence (Cont. ) 



Phase 


Function Performed 


Signals Involved 


Comments 


PHI 

T4RL 

(Cont.) 


If NC23, enable clock T6L 
If C23, enable T6RL 


T6L 
T6RL 


- NT1L NT4L NT8L NT10L 
NRESET 

- FASHFL PHI C23 + . . . 


For short format 
For long format 


PH2 


(Long format only) 








T6RL 


If NGX is true, A0-A31 © 
CS0-CS31 plus K31 — S0-S31 


K31 


= NGX (NK00H + NFASHFL) 

+ . . . 


Exclusive OR operation 
performed to obtain one's 
complement. K31 added 
to obtain two's comple- 






SXK 


= SXADD + FASHFL PH2 + . . . 


ment 


* — >U-L.jol plus Inoi *"jU-jJI 




it py :, 1...^ An ATI ... b. 








it vja is true, au-aji *■ 
S0-S31 




S0-S31— A— B0-B31 


BXS 


= FASHFL PH2 + . . . 






If end carry occurs, reset K00H; 
otherwise, set K00H 


S/K00H 


= S00 = NKOO N(FASHFL PHI) 

+ . . . 


Inverted end carry 






R/K00H 


= 


Inverted end carry 




If NGX is true, hold NGX set 


S/NGX 


- FASHFL PH2 RN + . . . 


To hold ones in CS- 
register for negation of 
remainder of word 




RR0-RR31-7*— A0-A31 


AXRR 


= FASHFL PH2 + . . . 


From even numbered pri- 
vate memory register 




Set flip-flop PH3 


S/PH3 


= PH2 NBR N(FNANLZ 
ANLZ) + . . . 






Enable clock T6L 


T6L 


= NT1L NT4L NT8L NT10L 
NRESET 




PH3 
T6L 


(Short and long format) 
If NGX is true, A0-A31 © 










CS0-CS31 plus K31 if an end 
carry exists from PH2 


SXK 


= SXADD = FASHFL PH3 + . . . 


Obtain two's complement 
for short format operation. 
Continue obtaining two's 
complement if long for- 
ma ! 




If signal GX is true, A0-A31 
-S0-S31 


SXK 


= SXADD - FASHFL PH3 

+ . . . 












Mnemonic: SF (24, A4) 
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Table 3-99. Shift Floating, Phase Sequence (Cont. ) 



Phase 


Function Performed 


Signals Involved 


Comments 


PH3 
T6L 

(Cont.) 


on C7.J..* rn r7 


EXS 
AXS/3 


= FASHFL PH3 + . . . 
= FASHFL PH3 + . . . 


Characteristic read into 
E-register 

Fraction read into A- 
register 


jU-j/ / *^ tu-c/ 
SS-SSl-r^ A8-A31 




Set flip-flop PH9 


S/PH9 


= BRPH9 = FASHFL PH3 + . . . 






Enable clock T6L 


T6L 


= NT1L NT4L NT8L NT10L 
NRESET 




PH9 
T6L 


(Short and long format) 








It NLzo NrzD, AU-AJI "- 

S0-S31 


SXA 


= FASH PH9 + . . . 


Short format left shift 




S4-S31-/-^A0-A27 


AXSL4 


= SFTL4 + . . . 


Left shift four bit positions 






SFTL4 


= SFTL NSFTL1 NSHEX + . . . 








tions 






SFTL 


= PH9 NBWZ + . . . 






P26-P31 minus one, P15-P17 
plus one, E0-E7 minus one 


MCTP1 

MCTP2 
PCTP5 
MCTE1 
MCTE2 


= SFTL NSHEX + . . . 

= MCTP1 NP30 NP31 

= FASHFL SFTL4 + . . . 

= SFTL4 FASHFL + . . . 

- MCTE1 NE4 NE5 (NE6 NE7 
+ NES4) 


Shift count decreased by 
one, limit count increased 
by one, and characteristic 
decreased by one. Limit 
counter limits shifts to 14. 
Signal SHEX is generated 
if 14 shifts take place and 
shift count is not reached 




Hold flip-flop PH9 set 


S/PH9 


= BRPH9 =■■ FASH PH9 NSHEX 
+ . . . 






If a one is detected in A8 through 
All, generate signal SHEX 


SHEX 


= NA0811Z NP25 FASHFL 

+ . . . 


Indicates number is nor- 
malized 




If a one is detected in flip-flop 
E0, generate signal SHEX 


SHEX 


= FASH PH9 E0 + . . . 


Indicates characteristic 
underflow 








Mnemonic: SF (24, A4) 








(Continued) 





3-409 



XDS 901060 



Table 3-99. Shift Floating, Phase Sequence (Cont. 



Phase 


Function Performed 


Signals Involved 


Comments 


PH9 
T6L 

(Cont.) 


If bits P25 through P31 are all 
zeros or P15 through P17 are all 
ones, generate signal SHEX 


SHEX 


= FASH PH9 (P2629Z NP25 
NP30 NP31 + P15 P16 P17) 

+ . . . 


Indicates count has been 
reached or register is all 
zeros 




If C23 NP25, 
A0-A31 — S0-S31 


S/A28 

S/A31 
A28EN/1 

A31EN/1 
SXA 


= A28EN/1 AXSL4 + . . . 

= A31EN/1 AXSL4 + . . . 
= BO FASH C23 + . . . 

= B3 FASH C23 + . . . 
= FASH PH9 + . . . 


Long format left shift 






AXSL4 


= SFTL4 + . . . 


Shift left four bit posi- 
tions 


->4-.j J 1 / *" AU-Az/ 






BXBL4 


= SFTL4 + . . . 


Zeros —/— ^-vacated bit 
positions in B-register 


dU-do "f *"Azo-AJI 












b4-liz/ '"/" •"UU-bz/ 




If NC23 P25 












AXPRR2 
SFTR2 
SFTR 


= SFTR2 + . . . 

= SFTR NSHEX + . . . 

= FASH PH9 BWZ + . . . 


Short format right shift. 
Shift right two bit posi- 


AU-Ao 1 *" rKU-rKol 

PR0-PR29— t*—A2-A31 


cated bit positions 






BXBR2 


= SFTR2 + . . . 




r KJU, 1 Ko 1 / ■" liU, li 1 
BQ-B29 / ^B2-B31 




Toggle flip-flop SHPC 


S/SHPC 
R/SHPC 


= SFTR2 NSHPC 


Enable counting up shift 
count and characteristic 
every other clock time 




(P25-P31) + 1-Y— P25-P31 


PCTP1 
PCTP2 
PCTP3 


= SHPC FASHFL + . . . 
= NPA33 P30 P31 + . . . 
= PCTP2 P2629W 


Add one to two's comple- 
ment of shift count 




/r>ir nir>\ ,i / .— _mr nip 

(ru-rio) T|-7-'^riJ-no 


n/--roc 


- cacuci cupr a. 


/-»vj«j one iO limii counter 




E + 1-A-^E 


PCTE1 


= FASHFL SHPC + . . . 


Add one to characteristic 










Mnemonic: SF (24, A4) 






(Cont 


nued) 
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Table 3-99, Shift Floating, Phase Sequence (Cont. ) 



Phase 


Function Performed 


Signals Involved 


Comments 


PH9 
T6L 




PCTE2 


= PCTE1 E4 E5 E6 E7 (NF 
EOF + NE2) 




(Cont.) 


Hold flip-flop PH9 set until 
shift exit signal SHEX 

Generate signal SHEX 


S/PH9 


- BRPH9 - FASH PH9 NSHEX 

+ . . . 


See short format left shift. 
E0 => characteristic 
overflow 




Reset flip-flop IEN 


R/IEN 


- SHEX + . . . 


Disable interruptibility 




If NC23, generate memory request 


MRQ/1 


- SHEX (NFASHFL NC23) 


Short format 




for next instruction 




+ , . . 






Q15-Q31-Y-— P15-P31 


PXQ 


= MRQ/1 + . . . 


Address of next instruction 




PK no 1 . I Mlc 1 M° 1 








rID-rOl ^ L/V\ 1 O-L/VIO 1 


/"AUvJiCbb ^ \*\ji c iiitfiHjl y 










address lines 




Set flip-flop PH14 if short format 


S/PH14 


= SHEX FASHFL NC23 + . . . 


Branch to phase 14 




Set flip-flop PH10 if long format 


S/PH10 


= PH9 NBR + . . . 


Go to phase 10 




Enable clock T6L 


T6L 


= NT1L NT4L NT8L NT10L 
NRESET 






Set flip-flop CXS 


S/CXS 


- SHEX FASHFL C23 t . . . 


For use in phase 10 


PH10 


(Long format only) 








T6L 


A0-A31 -S0-S31 


SXA 


= FAMDSF PH10 + . . . 






S0-S31 -C0-C31 


CXS 


= SHEX FASHFL C23 + . . . 






If NA0031Z, reset flip-flop RTZ 


R/RTZ 


- FASHFL NA0031Z + . . . 


NA0031Z =* A- 
register not all zeros 




Set flip-flop PH11 


S/PH11 


= PH10 NBR + . . . 






Enable clock T6L 


T6L 


= NT1L NT4L NT8L NT10L 
NRESET 




PH11 


(Long format only) 








T6L 


no m i m r n r i l 


SXB 


= FASHFL PH11 + . . . 




dU-do 1 ■" bu-jo 1 




*~ri r/ >i ' m b r\ t\ r )'\ 


AXS 


- FASHFL PH11 + . . . 




bU-bol / ^AU-Aol 








Mnemonic: SF (24, A4) 
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Table 3-99. Shift Floating, Phase Sequence (Cont. ) 



Phase 


Function Performed 


Signals Involved 


Comments 


PH11 


If original operand negative, 


S/NGX 


= FASHFL RN PH11 + . . . 


For two's complement 


T6L 


set flip-flop NGX 






operation 


(Cont.) 












Reset flip-flop K00H to generate 


R/K00H 


= . 






signal K31 










Force a one onto private memory 


R/NLR31/2 


= LR31/2 = FASHFL PH11 


To select odd numbered 




address line LR31 




+ . , . 


private memory register 




Set flip-flop PH12 


S/PH12 


= PH11 NBR + . . . 






Enable clock T10L 


S/T10L 


= FASH PH11 + . . . 




PH12 


(Long format only) 








T10L 


T r f"* Y " i ft n 6 ^ 1 m 


SXK 


= FASHFL PH12 + . . . 


GX =£► positive sign 


It Ua is true, AU-Aol ■" 




S0-S31 










If NGX is true, A0-A31 © 






Forms one's complement 




CS0-CS31 <-S0-S31 










If NGX is true and NK00H is 


SXK 


= SXADD = FASHFL PH12 


Forms two's complement 




true from PH11, A0-A31 © 




+ . . . 






CS0-CS31 plus K31 — S0-S31 


K3I 


- N(K00H FASHFL) NGX 
+■ ... 






Set K00H unless an end carry 


S/K00H 


- SOO 






occurs during the two's complement 










operation 










S0-S31 -RW0-RW31 


RWXS 


= FASHFL PHI2 + . . . 


Store lower half of float- 
ing point word in odd 
numbered private memory 
register 




Generate write byte signals 


RWB0-RWB3 


= RWXS 






RWB0-RWB3 










If NA0031Z, reset flip-flop RTZ 


R/RTZ 

S/AO, Al 
AOEN/I 
A1EN/1 


- FASHFL NA0031Z + . . . 
= A0EN/1, A1EN/1 AXE 

- E0 NFAMDSF 
= El NFAFL 






^^ t , A rv » -7 


A VC 


- CACUCI DUIO j. 

— ! nji ML. 1 1 1 1 i. ' ... 


KA-jjfj^j charactG"'"* 1 " 


tu-n/ / 'w-w 




/~r\ /~r\i / - rin mi 


DXC 


= FASHFL PH12 + . . . 


Modified fraction. Bits 
DO through D7 are zeros 




(_U-v^ol / *• UU-Uol 










Mnemonic: SF (24, A4) 






(Cont 


nued) 
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Table 3-99. Shift Floating, Phase Sequence (Cont. ) 



Phase 


Function Performed 


Signals Involved 


Comments 


PH12 
T10L 
(Cont.) 


Generate memory request for 
next instruction 


MRQ/1 = FASHFL PH12 + . . . 
PXQ -" MRQ/1 + . . . 
S/DRQ -- FASH PH12 + . . . 

S/PH15 - BRPH15 - FASHFL PH12 

+ . . . 

S/T10L - FASH PH12 + . . . 


Address of next instruc- 
tion 

Inhibits transmission of 
another clock until data 
signal received 


LJID-LJol / *i 1 0—1 o\ 
Set flip-flop DRQ 

Set flip-flop PH15 
Enable clock T10L 


PH14 
T6L 


(Short format only) 
E0-E7-/-«-A0-A7 

If NA0031Z, reset flip-flop RTZ 

If original operand was negative, 
set flip-flop NGX 

Reset flip-flop K00H to generate 
K31 

Set flip-flop DRQ 

Set flip-flop PH15 
Enable clock TIOL 


AXE = FASHFL PH14 + . . . 

R/RTZ - FASHFL NA0031Z + . . . 
S/NGX - FASHFL PH14 RN + . , . 

R/K00H - . 

S/DRQ - FAMDSF PH14 + . . . 

S/PH15 - PH14 NBR 

S/T10L - FAMDSF PH14 + . . . 


Characteristic clocked 
into A-register 

Force one's into CS- 
register for two's comple- 
ment 

Inhibits transmission of 
another clock until data 
signal received 


PH15 
T10L 


(Short and long format) 

If original operand was positive 

A0-A31 — S0-S31 (if short) 

A0-A31 + D0-D31 — S0-S31 

(if long) 

If original operand was negative 

AO-A310CSO-CS31 plus 

K31^<— S0-S31 | 


SXK - SXADD - FASH PH15 NRTZ 

+ . . . 

SXK = SXADD = FASH PH15 NRTZ 

+ . . . 


8-bit characteristic and 
4-bit fraction. Modified 
32-bit floating point word 

Two's complement for 
short format 






(Continued) 


Mnemonic: SF (24, A4) 
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Table 3-99. Shift Floating, Phase Sequence (Cont. ) 



Phase 


Function Performed 


Signals Involved 


Comments 


PH15 
T10L 
(Cont.) 


A0-A31 ©CS0-CS31 ©D0-D31 

plus K31 —S0-S31 if long format 

and an end carry exists 

A0-A31 ©D0-D31 ©CS0-CS31 
— S0-S31 






One's complement plus 
carry from PHI 2 for long 
format 

One's complement for long 
format without carry 






RWXS 


= FAMDSF PH15 + . . . 


Store floating point word 
in addressed private mem- 


jU-joI ^■kVVU-kVVJI 










ory register 




Generate write byte signals 
RWB0-RWB3 


RWB0-RWB3 


= RWXS 






S0-S31-y-— A0-A31 


AXS 


= FASHFL PH15 + . . . 


To set condition code 
flip-flops 




Force a one into A31 if NRTZ 


A31X1 


= FASHFL PH15 NRTZ + . . . 


Result of shift / 




Set flip-flop TESTA 


S/TESTA 


- FAMDSF NFAHSFX PH15 

+ . . . 


For condition code test- 
ing 




Generate signal ENDE 


ENDE 


= FAMDSF PH15 + . . . 






Set flip-flop PRE! 


S/PRE1 


= ENDE (NHALT + FUEXU) 
N(S/INTRAPF) 






Enable clock T6L 


T6L 


= NT1L NT4L NT8L NT10L 
NRESET 






If result of shift is zero or fraction 
was normalized, set flip-flop CC1 


S/GC1 


= FASHFL PH15 NBWZ RTZ 
+ FASHFL SHEX NA0811Z 

+ . . . 






If characteristic under or over- 
flow occurs, set flip-flop CC2 


S/CC2 


= FASHFL PH15 NRTZ E0 

+ . . . 




PRE! 
next 
in- 
struc- 


If the sign bit is positive, set flip- 
flop CC3; if the sign bit is negative, 
flip-flop CC4 is set 


S/CC3 

S/CC4 


= TESTA NTESTA/1 NAO 
NA0031Z + . . . 

= NTESTA/1 TESTA A0 + . . . 




tion 


















Mnemonic: SF (24, A4) 
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Paragraphs 3-227 to 3-228 



3-227 Convert by Addition (CVA 29, A9 ) 

The CVA instruction converts positive binary -coded decimal 
(BCD) integers to their positive binary equivalents or con- 
verts positive binary fractions to their positive BCD equiva- 
lents. The value in R + 1 is the number converted, and the 
converted binary equivalent is stored into private memory 
register R. The effective address is the first address of a 
32-word table that contains descending conversion values. 
Since all values are positive, bit of each word is the most 
significant magnitude bit. 

Conversion is carried outduring PH3 ofthe CVA instruction 
by adding those values of the conversion table that corre- 
spond to the one -bits of the word to be converted. The B- 
register contains the number to be converted and B shifts 
end-around left each iteration of PH3. As each one-bit in 
B is detected, the corresponding table word value is read 
from memory and added to the A-register. 

During the preparation sequence of the CVA instruction, 
the D- and E-registers are cleared to zeros, and LR31 is 
set for the transfer of R + 1 to the A-register in PHI. Dur- 
ing all execution phases, the DRQ flip-flop is set. In PH2 
the contents of the private memory register R+ 1 are trans- 
ferred to the A-register from the RR lines. 

The number to be converted is placed on the sum bus and is 
then clocked into the B-register. The A- and C-registers 
are cleared to zeros and CC1 is reset. The CPU enters into 
PH3 and remains in PH3 for 34 iterations which are counted 
by the E-register. When the E-register reaches a count of 
33, the CPU sequences from PH3 to PH4. During each it- 
eration of PH3 except the last two, MRQ is enabled when- 
ever the most significant bit (MSB) in the B-register is a 
one. This requests the appropriate conversion word to be 
read from memory so that it can be added to the A-register 
when the one-bit in B has been shifted to bit position 30. 

After the conversion value has been transferred from C into 
the D-register, the contents of A and D are added. The 
sum is placed on the sum bus, and, if B30 is a one, it is 
transferred to A. CC1 will set if the sum bus generates an 
end carry during PH2. The SW1 signal is true during each 
PH3 iteration except the first. The P-register counts up by 
one each PH3 when SW1 is true. The B-register, which 
contains the value being converted during the PH3 itera- 
tion, shifts one bit position to the left in each iteration. 
At the clock of the final PH3 iteration (E = 33), MRO/1 
is enabled to request the next instruction. 

During PH4 the converted number in the A-register is 
placed on the sum bus and at the next clock pulse is trans- 
ferred to the RW lines to be stored in private memory R. 
In PH5 the A test flip-flop TESTA is set, and ENDE is en- 
abled. 

Condition code bits CC3 and CC4 are not affected until 
the clock at the end of the phase following PH5 of the 
CVA instruction. This is normally at the end of PRE1 of 



the next instruction, although it could also be during the 
first phase of an interrupt or trap operation or during phase 
PCP1 of a control panel operation. 

A sequence chart of the Convert by Addition instruction is 
given in table 3-100. 

The number to be converted is placed on the sum bus and is 
clocked into the B-register. The A- and C-registers are 
cleared to zeros, and CC1 is reset. The CPU enters into 
PH3 and remains in PH3 for 34 iterations counted by the 
E-register. When the E-register reaches a count of 33, the 
CPU sequences from PH3 to PH4. 

3-228 Convert by Subtraction (CVS 28, A8) 

The Convert by Subtraction instruction is normally used to 
convert positive binary integers to their positive BCD equiv- 
alents or positive BCD fractions to their positive binary 
equivalents. The R-field of the instruction points to the 
number to be converted. The effective address is the first 
address of a 32 -word table that contains descending con- 
version values. Since all values are positive, bit of each 
word is the most significant magnitude bit. 

Conversion is carried out by successive subtractions of the 
table values from the number to be converted. If the result 
of the subtraction is a positive difference, a one-bit is 
placed in the least significant bit position of the B-register, 
the B-register contents are shifted one binary place to the 
left, and the difference is placed in the A-register for the 
succeeding subtraction. If the result of the subtraction is 
a negative difference, a zero bit is placed into the low 
order bit of the B-register, and the B-register contents are 
shifted one binary place to the left. The contents of A are 
unchanged. 

The conversion phase lasts for 33 iterations to generate a 
32 -bit conversion (the first operation does not generate a 
bit into the B-register). Figure 3-184 is a flow chart de- 
scribing the Convert by Subtraction instruction operation. 

The normal preparation sequence is described under prepa- 
ration sequence. In the execution sequence, the number 
to be converted is taken from the RR lines and is transferred 
to the A-register. The B-register is cleared to zeros, and 
a one is clocked into E7. The first operand request is made 
by MRQ, and PH3 is set. 

During a CVS instruction, the CPU remains in PH3 for 33 
iterations counted by the E-register. When the E -count 
reaches 33 (E2 E7), the CPU sequences to PH4. MRQ is 
enabled during each iteration except the last. At the final 
PH3 sequence, MRQ/l is enabled. Also during each itera- 
tion, the P-register counts up by one to address the next 
operand of the conversion table. 

During each iteration of PH3, the new memory table word 
in the C -register is one's complemented, and is clocked 
into the D-register. CS31 is set. The contents of the 
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Table 3-100. Convert by Addition, Phase Sequence 



Phase 


Function Performed 


Signals Involved 


Comments 


PREP 


0's -^— D0-D31 


DX 


= ENDE + ... 






0's -/-*- E0-E7 


EX/1 


= PRE1 + ... 






Set LR31/2 


S/LR31/2 


= FACV 07 (PRE2 NIA) 

+ ... 


To address R + 1 


PHI 
T4RL 


RR0-RR31— ^-A0-A31 


AXRR 
BX/1 


= FACV PHI + ... 
= FACV PHI + ... 


Number to be converted 
*~A -register 


US / ■** liU-liJ 1 




Go to PH2 


S/PH2 


= PHI NBR + ... 




PH2 
T6L 


Enable T6L 


T6L 
SXA 


= NT1L NT4L NT8L NT10L 
N RESET 

= FACV PH2 + ... 






AU-AJI ""■■ '"■ iU-bJI 






S0-S31-y-^ B0-B31 
0's ■-/-— A0-A31 


BXS 
AX/1 


= FACV PH2 + ... 
= FACV PH2 + ... 


Number to be converted 
into B -register 




Reset CC1 


R/CC1 


= FACV PH2 + ... 






Set CX/1 


S/CX/1 


= FACV PH2 + ... 


Clear C-register 




SetTlOL 


SA10L 


= FACV PH2 + ... 






Go to PH3 


S/PH3 


= PH2 NBR (FNANLZ NANLZ) 
+ ... 




PH3 
T10L 


Set SW1 

Shift B0-B31 left one place 


S/SW1 
BXBL1 
S/B31 

B31EN 


= FACV PH3 + ... 
= FACV PH3 + ... 
= B31EN BXBL1 
= B0 NFAMDSF 


End -around shift 




F i i /. w r 


PCTE1 


- FACV PH3 + ... 




C i \ / ** L 






PCTE2 


= PCTE1 E4-E7 






If B0 = 1 , enable MRQ 


MRQ 


= FACV PH3 NE2 B0 + ... 


Request conversion value, 
but not in last two itera- 




Set flip-flop DRQ 


S/DRG 


= FACV BRPH3 + ... 


tions 




rr\ r~Ti - L h> nn mi 


DXC/1 


= FACV PH3 07 + ... 










("Continued) 


Mnemonic: CVA (29, A9) 
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Table 3-100. Convert by Addition, Phase Sequence (Cont. ) 



Phase 


Function Performed 


Signals Involved 


Comments 


PH3 


A0-A31 + D0-D31 


SXADD = 


FACV PH3 + ... 


CS always zero 


T10L 


+ CS0-CS31 S0-S31 








(Cont.) 












If B0 = 1, S0-S31 -/— A0-A31 


AXS 


FACV PH3 07 B30 + ... 






If B30= 1, K00= 1; set CC1 


S/CC1 = 


FACV PH3 07 K00 + ... 


32 
Sum is greater than 2 - 1 




nil / »- n 


PCTP1 = 


FACV PH3 SW1 N(E2 E7) + ... 




r ^ 1 / ^ r 






PCTP2 = 


PCTP1 






If E 7^ 33, remain in PH3 


BRPH3 = 


FACV PH3 N(E2 E7) + ... 






If E = 33, go to PH4 


S/PH4 = 


PH3 NBR + ... 






Enable MRQ/1 


MRQ/1 = 


FACV PH3 E2 E7 






Set T10L 


saiol = 


FACV PH3 + ... 




PH4 


b n A ^ 1 ^ r n rn 1 


SXA 


FACV PH4 + ... 


AU-Ad 1 ^ bU-bJ 1 


T10L 


r n r °i m pv/n nun 


RW 


FACV PH4 + ... 


Converted number to R 




oU-ool *" KWU-KWol 




Set flip-flop DRQ for next 


S/DRQ = 


FACV PH4 + ... 






instruction 










Set T8L 


SA8L = 


FACV PH4 + ... 






Go toPH5 


S/PH5 = 


PH5 NBR+ ... 




PH5 


Set test for A 


SAESTA = 


FACV PH5 + ... 




T8L 












Enable ENDE 


ENDE = 


FACV PH5 + ... 




PRE1 


Test contents of A 


R/CC3 = 


TESTA + ... 




(next 










in- 




R/CC4 = 


TESTA + ... 




struc- 










tion) 




S/CC3 = 


NTESTA/1 TESTA NA0 
NA0031Z + ... 


If A0/ 1, and A1-A31 <0 






S/CC4 = 


NTESTA/1 TESTA A0 + ... 


If A0 = 1 
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0/-B31 

901060B.3638 






PREPARATION 






O's^D, E 




PHI 






R-/— A 
0-/-B 
1 -/— E7 

MRQ 










PH3 






MRQ 




NO 


MB-^C 

NC-/—C 

lV-C 

A+D— 


) 

:s 

YES 


( ISS ^ 

I NEGATIVE ?j 




1 


NO 
S/-A 


( - ) 


1/-B31 


k. 


YES 






NO 


i 


P+ly-P 
E+ly-E 

* 


) 


( M3 , 










i 


YES 

MRQ/1 

* 




PH4 






1 


A-h-Sa 

* 


-R 




PH5 






i 


B—S 
SvA, 
ENDE 
TESTA 

r 


R+l 




NEXT PHASE 










CC3,CC4TEST A 





Figure 3-184. Convert by Subtraction, Logic Sequence Diagrar 
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Paragraph 3-229 



A- and D-registers are gated into the adder, and the sum 
is placed on the sum bus. If the sum is positive, a one is 
inserted into the low order bit of B. B is shifted one posi- 
tion to the left, and the contents of the sum bus are gated 
back into the A-register. If the sum is negative, a one is 
not inserted into the low order bit of B. B is shifted one 
position to the left, and the contents of the A-register are 
left unchanged. 

In PH4 the remainder (if a remainder exists) in A is placed 
on the sum bus and is then transferred to the RW lines to be 
written into private memory register R. LR31 flip-flop is 
set to address R + 1 in PH5. 

In PH5 the converted word in the B-register is placed on 
the sum bus and is clocked into the A-register for testing 
purposes. The converted word on the sum bus is also placed 
on the RW lines and is written into private memory register 
R + 1 . The test for A flip-flop is set. 

Condition code bits CC3 and CC4 are not affected until 
the clock at the end of the phase following PH5 of the CVS 
instruction. This is normally at the end of PRE1 of the next 
instruction, although it could also be during the first phase 
of an interrupt or a trap operation or during phase PCP1 of 
a control panel operation. 

A sequence chart of the Convert by Subtraction instruction 
is given in table 3-101 . 

3-229 Move Byte String (MBS 61) 

The MBS instruction is an immediate type instruction with 
a displacement value contained in bit positions 12 through 
31. If the address in the R-field of the instruction word is 
an even numbered address, the contents of the even numbered 
private memory register are clocked into the A-register. 
This data word contains a source address in bit positions 13 
through 31. The displacement number is added to this source 
address as the address where the data readout will begin. 

A one is forced on the private memory address lines to se- 
lect the odd numbered private memory register.. The data 
word in the register contains a destination address in bit 
positions 13 through 31 and a byte count in bit positions 
through 7. 

The MBS instruction copies the contents of a byte string 
beginning with the modified source address into byte string 
locations beginning with the destination address. The num- 
ber of bytes to be transferred are determined by the count; 
the bytes to be transferred are determined by the byte ad- 
dress in flip-flops P32 and P33. Each time a byte is trans- 
ferred, the count is decreased by one. The byte source 
address and the byte destination address are increased by 
one. 

If the MBS instruction is indirectly addressed, the instruc- 
tion is treated as a nonexistent instruction. The computer 



aborts execution of the instruction at the time of opcode 
decoding and traps to location X'40'. 

The MBS instruction word is clocked into the D-register at 
the clock following signal ENDE. The opcode portion is 
clocked into the O -register for decoding; the R-field is 
clocked into the R-register; and the address contained in 
the P -register is increased by one. If bit CO is a one, in- 
dicating indirect addressing, signal FAILL is generated, 
causing the computer to trap to location X'40 1 . 

During PRE1, signal PROTECTDIS is generated to inhibit 
trapping if an attempt is made to read out from or store into 
a protected area of core memory. At the PRE1 clock the 
A-, B- and E-registers are cleared, and the address of the 
next instruction contained in the P-register is clocked into 
the Q-register. Flip-flop PHI is set to begin execution of 
the instruction. Flip-flop EXU is set, indicating the exe- 
cution phases of the instruction, and clock T4RL is enabled. 

During PHI, the address contained in flip-flops R28 through 
R31 is gated onto the LR lines to select the private memory 
register. At the PHI clock, the contents of the addressed 
private memory register are clocked into the A-register. 
The displacement value contained in bits 12 through 31 of 
the C-register is clocked into the D-register, and the sign 
bit (bit 12) is extended 12 bit positions to the left to form a 
32 -bit data word. A one is forced onto private memory ad- 
dress line LR31 to select the odd numbered private memory 
register. Flip-flop DRQ is set, but the clock transmission 
is not affected because a memory request has not been ini- 
tiated. At the PHI clock, flip-flop PH2 is set, and clock 
T6RL is enabled. 

During PH2, the source address contained in the A-register 
and the displacement contained in the D-register are gated 
into the adder, and an addition operation is performed. The 
result is gated onto the sum bus and is clocked into the B- 
register at the PH2 clock. When the data from the odd 
numbered private memory register is available, clock PH2 
clocks the data into the A-register. The data word from 
the odd numbered register contains the count in bit positions 
through 7 and the destination address in bit positions 13 
through 31, Bit positions 30 and 31 contain the byte selec- 
tion data. A one is forced on private memory address line 
LR31 to select the odd numbered private memory register 
for use during PH3. Flip-flop DRQ is set, but clock trans- 
mission is not inhibited since a memory request has not been 
generated. The instruction sequences to PH3, and clock 
T10L is enabled. 

The 32 -bit displacement value contained in the D-register 
is gated onto the sum bus during PH3 and is then gated onto 
private memory data lines RW0 through RW31 . Write-byte 
signals RWB0 through RWB3 are generated, and the data 
word is stored in the odd numbered private memory register. 
At the PH3 clock, the D-register is cleared, and flip-flop 
DRQ is set. Since no memory request has been generated, 
transmission of the clock is not inhibited by flip-flop DRQ. 
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Table 3-101. Convert by Subtraction, Phase Sequence 



Phase 


Function Performed 


Signals Involved 


Comments 


EN DP 


0's -7^— D0-D31 


DX 


- ENDE + ... 






0's -^-^E0-E7 


EX/1 


= PRE1 + ... 




PHI 
T4RL 


RR0-RR31 / * A0-A31 

Al, _J. _» rj 


AXRR 
BX/1 


= FACV PHI + ... 
= FUCS PHI + ... 


Number to be converted 
into A-register 

Clear B-register 




Us / * U 




1 -/— 17 


EX7X1 


= FUCS PHI + ... 


Set one count into E 




Enable MRQ 


MRQ 


= FUCVS PHI + ... 


Requests first operand 
conversion value 




Set flip-flop DRQ 


S/DRO 


- FACV BRPH3 + . . . 


Inhibits clock until data 
release received from 




Set T10L 


SA10L 


= FUCS PHI + ... 


memory 




Go to PH3 


S/PH3 


= PHI BRPH3 + ... 








BRPH3 = FUCVS PHI + ... 




PH3 
T10L 


NC0-NC31 —/-+- D0-D31 


NDXNC 


= FUCVS PH3 + ... 


One's complement of EW 
into D-register 






CXI/8 


= FUCVS PH3 + ... 


For two's complement 


1 / ■" Loo 1 




A0-A31 + D0-D31 + CS1— - 
S0-S31 


SXADD 
AXS 


= FACV PH3 + ... 

= FACV PH3 K00 N(E + 1) 

• + . . . 


Private memory word 
(R)-(EW) 2 -effective word 

Difference into A if not 
negative 




jU-jJI / *" AU-AJI 




ir k"nn i ../ » mi 


B31X1 


= FUCVS PH3 N(E = 1) K00 

+ ... 


But not if first time in PH3 






Shift B left 


BXBL1 


= FACV PH3 + ... 






P + 1 -/-*- P 


PCTP1 
PCTP2 


= FUCVS PH3 N(E2 E7) + ... 
= PCTP1 


Increase memory address 
by one 




r i i /■ ■•> r 


PCTE1 


= FACV PH3 + ... 


Add one to the E -register 


L I 1 / *" L 






PCTE2 


= PCTE1 E4 E5 E6 E7 + ... 






Set T10L 


SA10L 


= FACV PH3 + ... 






Enable MRQ/1 


MRQ/1 


- FACV PH3 (E2 E7) + ... 


Request next instruction, 
final iteration 








(Continued) 


Mnemonic: CVS (28, A8) 
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Table 3-101. Convert by Subtraction, Phase Sequence (Cont.) 



Phase 


Function Performed 


Signals Involved 


Comments 


PH3 
T10L 
(Cont.) 


If E /33, remain in PH3 


S/PH3 

BRPH3 


= BRPH3 NCLEAR + ... 

= FACV PH3 N(E2 E7) + ... 






If E = 33, go to PH4 


S/T J H4 
NBR 


= PH3 NBR + ... 

= NBRPH1 NBRPH2 NBRPH3 






Enable MRQ 


MRQ 


= FUCVS PH3 NE2 + ... 


Request next conversion 
value 




Set flip-flop DRQ for operand 


S/DRQ 


= FACV BRPH3 


Inhibits clock until data 


! 






release received from 


! 

i 






memory 






SXA 

RW 


= FACV PH4 + ... 
= FACV PH4 + ... 


Transfer remainder into 
private memory register 


PH4 
T10L 


A0-A3I ■" jU-joI 




oU-jO 1 ■■■■•- |\.VVU-KVV J 1 




Set LR31/2 


S/LR31/2 


= FUCVS PH4 + ... 


Private memory register 
to address R + 1 




Set flip-flop DRQ for next 
instruction 


S/DRQ 


= FACU PH4 + ... 


Inhibits clock until data 
release received from 


i 

Enable T8L 

: 


SA8L 


= FACV PH4 + ... 


memory 


Go to PH5 


S/PH5 


= FACV PH4 + ... 




PH5 
T8L 




SXB 
AXS 


= FUCVS PH5 + ... 
= FUCVS PH5 + ... 


Transfer converted number 
to R + 1 and to A for test 
in next phase 


bU-bo 1 *" oU-jJ 1 




oU-oo 1 / ■*" AU-AJ 1 






RRWXS 


= FUCVS PH5 + ... 








Set A test 


SAESTA 


= FACV PH5 + ... 




ENDE 


ENDE 


= FACV PH5 + ... 




PRE1 Test A 


R/CC3 


= TESTA + ... 




(next 
in- 
struc- 
tion) 




R/CC4 
S/CC3 


= TESTA + ... 

= NTESTA/1 TESTA NAO 
NA0031Z + ... 


If remainder is not zero 


' 


S/CC4 


= NTESTA/1 TESTA A0 + . . 


If remainder is negative 
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Flip-flop PH5 is set at the PH3 clock, and clock T8L is 
enabled. 

The byte address is contained in bits 30 and 31 of both the 
source address and the destination address. During PH5, 
both the source address contained in the B-register and the 
destination address contained in the A-register are circular 
right shifted two bit positions. The operation places the 
desired core memory addresses in bit positions 15 through 31 
and the byte selection bits in bit positions and 1 . If flip- 
flop PHA is not set, flip-flop PH6 is set, and clock T8L is 
enabled. Flip-flop DRQ is set, but clock transmission is 
not inhibited since a memory request has not been generated. 

The modified source address and byte selection bits contained 
in the B-register are gated onto the sum bus. At the PH6 
clock, the source address is clocked from the sum bus into 
the P-register, and byte selection bits SO and SI are clocked 
into flip-flops P32 and P33. The source address is gated 
from the P-register onto core memory address lines LM15 
through LB31 . 

Word mode flip-flop SW1 is set if the byte selection bits in 
the source address (BO Bl ) and the destination address (A0 
Al ) are all zeros and if the count in the E-register is four 
or larger, which indicates that there is to be a transfer of 
at least one word (four bytes). 

If signal SW1 is generated, which indicates a word mode, 
and if the R-field is not all zeros, a memory request is gen- 
erated for the first word from the address contained on the 
LM and the LB lines. Flip-flop DRQ is set. This inhibits 
transmission of another clock until the data release signal 
is received. Word mode flip-flop SW1 is reset at the PH6 
clock if the set input is not true; the instruction sequences 
to PH7; and clock T6L is enabled. 

The first word is gated into the C-register when it is avail- 
able from core memory. If signal SW1 is true, indicating 
a full word, bits CO through C31 are clocked into flip-flops 
u>u irliougn ujt, if si gnu i inovvi is ii ue, 1 1 ip-riops r ji 
and P33 are read to determine the byte selections. If both 
flip-flop P32 and flip-flop P33 are zeros, signal DXCR24 
is generated, which gates bits CO through C7 into flip-flops 
D24 through D31 . If flip-flop P32 is a zero and P33 is a 
one, signal DXCR16/1 is generated, gating bits C8 through 
C15 into flip-flops D24 through D31. Signal DXCR8 is 
generated, causing bits C16 through C23 to be clocked into 
flip-flop D24 through D31 if flip-flop P32 is a one and 
P33 is a zero. Bits C24 through C31 are clocked into flip- 
flops D24 through D31 if flip-flops P32 and P33 are both 
ones. 

A word transfer is indicated, if signal SW1 is true, and the 
contents of the P-register are increased by one count. If 
signal NSW1 is true, indicating a byte transfer, a one is 
added to P33 to increase the byte address by one. When 
the byte address has been counted to three, a one is added 
to the source address in the P-register. 



If the memory map and the memory protection options are 
installed and if the modified source address points to a pro- 
tected area of core memory, flip-flop SW2 is set, indicating 
that a memory protection violation has occurred. Flip-flop 
PH8 is set, and clock T4L is enabled. 

Since the first word or byte to be transferred is now in the 
D-register, the modified source address and byte selection 
contained in flip-flops PI 5 through P33 are gated onto the 
sum bus. Bits P32 and P33 are gated onto bit positions SO 
and SI . At the PH8 clock, the contents of the sum bus are 
clocked into the B-register. Flip-flop DRQ is set, but clock 
transmission is not inhibited since a memory request has not 
been generated. The instruction sequences to PH10, and 
clock T4L is enabled. 

The destination address stored in the A-register is gated on- 
to the sum bus and is then clocked into the P-register. The 
address is gated onto the LM and the LB address lines to se- 
lect the memory location for storage of the first word or 
byte. The byte selection bits contained in bit locations 
and 1 are clocked into flip-flops P32 and P33. At the PH9 
clock, the A-register is cleared. If signal NSW2 is true, 
indicating that the source address did not point to a pro- 
tected area of memory, a memory request is generated to 
store the word or byte in the location pointed by the desti- 
nation address. Flip-flop NPRX is set for use during PH10 
if a byte transfer is indicated by SW1. Signal NPRX forces 
ones into the CS-register at the PH9 clock. Flip-flop PH10 
is set, and clock T6L is enabled. 

During PH10, storage of the first word or byte is performed. 
A word mode is indicated if signal SW1 is true, and the 
contents of the D-register are gated onto the sum bus and 
then onto data lines MBO through MB31. Write-byte sig- 
nals MWO through MW3 are generated; WRITE signal is gen- 
erated; and the first word is stored in the core memory lo- 
cation pointed by the destination address. 

A byte selection is indicated if signal NSW1 is true, and 
the byte previously clocked into flip-flops D24 through D31 
is gated onto the sum bus by means of the adder. Bits D24 
through D31 are gated into positions SO through S7, S8 
through S15, S16 through S23, and S24 through S31 . The 
byte selected by flip-flops P32 and P33 is gated onto the 
applicable MBO through MB31 data lines. The appropriate 
write-byte signal is generated; WRITE signal is generated; 
and the byte is stored in the byte location pointed by the 
destination address. 



After a word has been stored in core memory, the byte count 
in the E-register is decreased by four, and the destination 
address in the P-register is increased by one. If a byte has 
been stored in core memory, the byte count in the E-register 
is decreased by one, and the byte address in flip-flops P32 
and P33 is increased by one for the next byte. The destina- 
tion address is not increased until byte 3 has been trans- 
ferred. 
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If the destination address points to a protected area of mem- 
ory, signal PROTECTD is generated. The word or byte is 
not stored, and the destination address is not counted up. 
As the trap function is disabled by signal PROTECTDIS, 
flip-flop SW2 is set to indicate an attempted memory pro- 
tection violation. The instruction sequences to PHI 3, and 
clock T6L is enabled. 

After the destination address and byte selection bits have 
been modified, they are gated onto the sum bus. Bits P15 
through P31 are gated onto SI 5 through S31 and P32 and 
P33 are gated onto SO and Si. The modified destination 
address and byte address are clocked into the A-register of 
the PH13 clock. If a memory protection violation has not 
occurred and the byte count has not been counted down to 
zero, the instruction branches back to PH6 and the opera- 
tion is repeated until either flip-flop SW2 is set, indicating 
a memory violation, or the byte count is zero. 

During the shift of the destination address, the count con- 
tained in bits through 7 is clocked into flip-flops E0 
through E7. If the byte count is not all zeros, the word 
mode flip-flop SW1 is set. As the memory protection trap- 
ping function is disabled, flip-flop SW2 is reset to allow 
an indication when a memory protection violation occurs. 
The instruction branches to PH6A if the byte count in bit 
positions A0 through A 7 is all zeros, or if an interrupt has 
occurred, flip-flop PHA is set. If SW2 is set, which indi- 
cates a memory protection violation, an interrupt occurs 
or the byte count is counted down to zero. Flip-flop PHA 
is set; the instruction branches to PH6A; and clock T8L is 
enabled. 

The modified destination address contained in the A-register 
is gated onto the sum bus and is shifted left one bit position. 
Bit A0 is clocked into flip-flop A31. At the same PH6A 
clock, the source address contained in the B-register is 
shifted one bit position to the left, with bit BO clocked into 
flip-flop B31 . A one is forced onto private memory address 
line LR31 to select the odd numbered private memory reg- 
ister. This register contains the displacement value that 
was stored in it during PH3. Signal CXRR is generated to 
gate the data word into the C-register when it is available 
on the RR lines. The instruction sequences to PH7, and 
clock T4RL is enabled. 

During PH7A, the destination address contained in the A- 
register is gated onto the sum bus and is shifted one bit 
position to the left into the A-register. Bit A0 is clocked 
into flip-flop A3I. The destination address and the byte 
address are then contained in flip-flops A13 through A31. 
The modified byte count contained in the E -register is 
clocked into flip-flops A0 through A7. A one is forced on 
private memory address line LR31/2 to select the odd 
numbered private memory register. When the data is avail- 
able from private memory, signal CXRR gates it into the 
C-register. The instruction sequences to PH8A, and clock 
T8L is enabled. 



During PH8A, the modified destination address and the byte 
count contained in the A-Register are gated onto the sum 
bus and then onto private memory data lines RWO through 
RW31. Write-byte signals RWBO through RWB3 are gener- 
ated, and the data word is stored in the odd numbered pri- 
vate memory register. Flip-flop PH9 is set, and clock T8L 
is enabled. 

During PH9, the modified source address contained in the 
B-register is gated onto the sum bus and is shifted one bit 
position to the left and is clocked into the A-register. Bit 
SO is clocked into flip-flop A31. The source address and 
the byte selection address are contained in flip-flops A13 
through A31 at the PH9 clock, and the displacement value 
contained in the C-register is inverted and is clocked into 
the D-register. 

A one is forced into flip-flop CS31, if signals EZ and NSW2 
are true, indicating that the byte count was counted down 
to zero and a memory protection violation did not occur. 
The remainder of the CS-register is cleared. A memory re- 
quest is generated for the next instruction. When memory 
request MRQ/1 is generated, the address of the next in- 
struction is clocked from the Q-register into the P-register 
and is gated into the LM and the LB core memory address 
lines. Flip-flop PH10 is set for the next phase, and clock 
T6L is enabled. 

During PH10, the one's complement of the displacement 
value contained in the D-register, the source address con- 
tained in the A-register, and the contents of the CS-register 
are gated into the adder. An addition operation is performed 
the result of which is the source address minus the displace- 
ment value. The result is gated onto the sum bus and is 
clocked into the A-register. The D-register is cleared at 
the PH10 clock. Flip-flop DRQ is set which inhibits trans- 
mission of another clock until the data is received from 
memory. 

One's are forced into flip-flops CSO through CS29 (-4) if 
the transfer operations were in the word mode (SW1), and 
if a memory protection violation occurred (SW2). Interrupt 
enable flip-flop IEN is set which allows interrupts to occur. 
Flip-flop PHI 1 is set, and clock T10L is enabled. 

If bit R31 is not a one, but if there are ones in R28, R29, 
or R30, the source address contained in the A-register and 
the contents of the D- and CS-registers are gated into the 
adder, and an addition operation is performed. The D- 
register contains all zeros because it was cleared at the 
PH10 clock. The CS-register contains a -4 if the transfer 
operation was a word mode and a memory protection vio- 
lation occurred. Adding this value to the source address 
causes the source address to point to the address of the last 
byte transferred before the violation occurred. 

The result of the addition operation is gated onto the sum 
bus and then onto private memory data lines RWO through 
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RW31. Write-byte signals RWBO through RWB3 are gen- 
erated, and the source address is stored in the even num- 
bered private memory register. If the transfer operation 
was completed and the count in the E -register was all zeros, 
signal ENDE is generated. Flip-flop PRE1 is set, and clock 
T6L is enabled. 

Signal ENDE is not generated if a memory protection vio- 
lation occurred (SW2 is true). Signal (SARACC4/1 ) is 
generated, and the trap flip-flop is set which causes en- 
trance into the trap sequence. 

A sequence chart of the Move Byte String instruction is 
given in table 3-102. 

3-230 Compare Byte String (CBS 60) 

The CBS instruction compares the contents of the source 
byte string with the contents of the destination byte string, 
byte by corresponding byte, beginning with the first byte 
of each string. The comparison continues until the specified 
number of bytes has been compared or until an inequality 
is found. 

When the CBS instruction terminates, flip-flops CC3 and 
CC4 are set to indicate the result of the last comparison. 
Flip-flop CC4 is set if the source byte string is less than 
the destination byte string. Flip-flop CC3 is set, if the 
source byte string is greater than the destination byte string. 
If the CBS instruction terminates because of inequality, the 
byte count is one greater than the number of bytes remain- 
ing to be compared. The source address and the destination 
address indicate the locations of the unequal bytes. 

If the CBS instruction is indirectly addressed, it is treated 
as a nonexistent instruction, and the computer aborts exe- 
cution of the instruction at the time of opcode decoding 
and traps to location X'40'. 

The preparation phase and phases PHI through PH3 are the 



as the sequences g< 
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struction except that, during PH3, condition code flip-flops 
CC3 and CC4 are reset. 

Phases PH5 through PH9 are the same as PH5 through PH9 
of the Move Byte String instruction except that word mode 
flip-flop SW1 is not set during PH6 and, during PH9, sig- 
nal (S/NGX) is generated instead of signal NPRX. Signal 
(S/NGX) forces ones into the CS-register and forces a one 
intoK31 for the two's complement operation to be performed 
during PH10. During PH10, the source byte contained in 
the D-register, the ones in the CS-register, and the one in 
K31 are gated into the adder, and a two's complement op- 
eration is performed. The result is gated onto the sum bus 
and, at the PH10 clock, is clocked into the A-register. 

When the byte from the destination address location is 
available on the MB data lines, signal CXMB gates the 
data into the C-register. At the PH10 clock, the selected 



byte is downward aligned into flip-flops D24 through D31. 
Flip-flop SW2 is set if a memory protection violation occurs. 
The instruction sequences to PHI 1, and clock T6L is enabled. 

During PH11, the two's complement of the source byte con- 
tained in the A-register and the destination byte contained 
in the D-register are gated into the adder, and an addition 
operation is performed. The result is gated onto the sum 
bus and is clocked into the A-register at the PH11 clock. 
The instruction sequences to PH12, and clock T8L is en- 
abled. 

If the source byte is larger than the destination byte, flip- 
flop A0 is a one, and flip-flop CC3 is set. If the source 
byte is smaller than the destination byte, flip-flop A0 is 
zero, but the A-register does not contain all zeros, and 
flip-flop CC4 is set. If the two bytes are equal, the con- 
tents of the A-register are all zeros and flip-flops CC3 and 
CC4 remain reset. If the contents of the A-register are all 
zeros, indicating the bytes were equal, the byte count in 
the E -register is decreased by one and the byte address in 
flip-flops P32 and P33 is increased by one. Flip-flop PH13 
is set, and clock T6L is enabled. If the bytes do not com- 
pare, the count in the E -register and the byte address in 
the P -register remain unchanged. 

Operation during phases PH13 through PH11A is the same 
as the operation described for the Move Byte String instruc- 
tion, except that if, during PHI 3, the bytes compared and 
the E -register are not all zeros, flip-flop PHA is not set. 
The sequence repeats from PH6 through PH13 until unequal 
bytes occur (NA0031Z) or the count in the E -register is 
counted down to zeros. Flip-flop PHA is then set, and the 
operation proceeds as described in the Move Byte String 
description. 

During PHUA, signal ENDE is generated if flip-flops CC3 
or CC4 have been set or if the E -register has been counted 
down to all zeros. If a trap does not occur, flip-flop P RE 1 
is set and clock T6L is enabled. 

Signal ENDE is generated if the transfer operation is com- 
pleted and the count in the E-register is all zeros. Flip- 
flop PRE1 is set, and clock T6L is enabled. 

If a memory protection violation occurred (SW2 is true), 
signal ENDE is not generated. Signal (S/TRACC4/1) is 
generated, and the trap flip-flop is set which causes en- 
trance into the trap sequence. 

A sequence chart of the Compare Byte String instruction is 
given in table 3-103. 

3-231 Translate Byte String (TBS 41) 

The TBS instruction replaces each byte of the destination 
byte string with a source byte located in a translation table. 
The destination byte string begins with the byte locations 
pointed by the destination address in an odd numbered pri- 
vate memory register. 
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Table 3-102. Move Byte String, Phase Sequence 



Phase 


Function Performed 


Si 


gnals Involved 


Comments 


PRE1 




QXP 


= PRE1 NANLZ + ... 


Next instruction address 


rlj-lol / *" UIj-UJI 




Reset A- and E -registers 


AX/1 
EX/1 


= PRE1 + ... 
= PRE1 + ... 






Reset B-register 


BX/1 


= PRE1 NINTRAPF + ... 






Generate signal PROTECTDIS 


PROTECTDIS 


= FABO + . . . 


Disables trapping feature 




Set flip-flop PHI 


S/PH1 


= (S/PH1/DNCLEAR NBR 

+ ... 
= PREIM PRE1 + ... 


of memory protection 






(S/PH1/1) 






Enable clock T4RL 


T4RL 


= PREP 






If bit CO is a one, generate 
signal FAILL and set flip-flop 
TRAP 


FAILL 
SARAP 


= IA N03 (N04 N05) + ... 
= FAILL (PRE1 NANLZ) + ... 






Generate signal EXU 


S/EXU 


= PREIM PRE1 NCLEAR + ... 




PHI 


C12-C31 -/— D12-D31 


DXC/4 


= FABS PHI + ... 


Displacement value 


T4RL 


c i o . / ■■*. no m i 






clocked into D-register 

Sign bit extended to form 
32 -bit word 




\^\ z. ■ f *" UU-U 1 1 








R28-R31 LR28-LR31 


S/LRXR 


= oxc + ... 






If R28-R31 are not all zeros, 
clock RR0-RR31 / » A0-A31 


AXRR 
AX/1 


= FABS PHI NRZ + ... 
= FABS PHI + ... 


Contents of R-register 
(contains source address) 




Force a one onto private memory 
address line LR31 to address odd 


R/NLR31/2 


= LR31/2 = FABS PHI 

+ . . . 






numbered private memory register 










Set flip-flop PH2 


S/PH2 


= PHI NBR + ... 






Enable clock T6RL 


T6RL 


- FAB0/1 PHI + ... 






Set flip-flop DRQ 


S/DRO 


= FAB0/1 EXU + ... 


No function. Does not 
inhibit transmission of 










clock 


PH2 
T6RL 


A0-A31 + D0-D31 S0-S31 


SXADD 


= FABO/2 PH2 + ... 


Adds displacement value 
to source address 






(Cont 


nued) 


Mnemonic: MBS (61) 
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Table 3-102. Move Byte String, Phase Sequence (Cont.) 



Phase 


Function Performed 


Signals Involved 


Comments 


PH2 

T6RL 

(Cont.) 




BXS 
AXRR 


= FABO PH2 + ... 
= FAB0/2 PH2 + ... 


Store modified source 
address in B-register 

Word from odd numbered 


bU-oJ 1 / ■• dU-doi 


M\U-lvl\j 1 / ■" AU-Aol 










private memory register 
(contains count and desti- 
nation address) 




Force a one on private memory 
address line LR31 


R/NLR31/2 


= LR31/2 = FABO PH2 

+ ... 


For use in PH3 




Set flip-flop PH3 


S/PH3 


= PH2 NBR + ... 






Enable clock T10L 


saiol 


= FABO PH2 + ... 






Set flip-flop DRQ 


S/DRQ 


- FAB0/1 EXU + ... 


No function. Does not 
inhibit transmission of clock 


PH3 
T10L 


R28-R30 - LR28-LR30 


LRXR 


= LRXD + LRXR 


Address of odd numbered 
private memory register 


LKJ 1 /Z ■ ■■■ ■" LKJ 1 




D0-D31 -S0-S31 


SXD 

RWXS 


= FABO/2 PH3 + ... 
= FABO PH3 + ... 


Displacement gated onto 
sum bus 


ju-joi - i\.vvu-i\vvj 1 




Generate write -byte signals 
jRWB0-RWB3 


RWB0-RWB3 


= RW = FABO PH2 + ... 


Store 32 -bit displacement 
value in odd numbered 


1 

[Disable memory protection 

i 


PROTECTDIS 


= FABOX + ... 


private memory register 




Clear D-register 


DX/1 


= FABS PH3 + ... 






Set flip-flop PH5 


S/PH5 


= BRPH5 = FAB0/1 PH3 + ... 






Enable clock T8L 


R/NT8L 


= FAB0/1 PH3 + ... 






Set flip-flop DRQ 


S/DRQ 


= FAB0/1 EXU + ... 


No function. Does not 
inhibit transmission of clock 


PH5 
T8L 


Circular shift B-register right 


BXBR2 

S/BO 

S/Bl 


= FABS PH5 + ... 
= B30 BXBR2 + ... 
= B31 BXBR2 + ... 


Modified source address 
shifted right to place byte 
address bits in positions 
BO and Bl and address in bit 
positions 15 through 31 






ana dj i — / — ■■ u i 




Circular shift A-register right 
two bit positions through adder 
with A30 / » A0 and 

ATI / ■■» A 1 


AXPRR2 

S/AO 
S/Al 


= FABS PH5 + ... 

= A30 ARCYC AXPRR2 + ... 

= A31 ARCYC AXPRR2 + ... 


Destination address circular 
shifted right to place byte 
address bits in positions A0 
and Al 


A J 1 / •" A 1 






(Continued) 


Mnemonic: MBS (61) 
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Table 


3-102. Move Byte String, Phase Sequence (Cont.) 




Phase 


Function Performed 


Signals Involved 


Comments 


PH5 




ARCYC 


= ALCYC NANLZ 




T8L 
(Cont.) 




ALCYC 


= NFAMDSF + ... 






A0-A31 S0-S31 


SXA 


= FABO/2 PH5 + ... 






S0-S7 -A— E0-E7 

If the count is not all zeros and 
if there is no interrupt occurring, 
set word mode flip-flop SW1 


EXS 
S/SW1 


= FABO/2 PH5 + ... 

= FABS PH5 NA0007Z NINT 
+ ... 


Count clocked into E- 
register 




Reset flip-flop SW2 to use for 


R/SW2 


= FABS PH5 + . .. 






memory protection violation 










Set flip-flop PHA if count is all 
zeros or INT is true 


S/PHA 


= FABS PH5 A0007Z 
+ FABS PH5 INT + ... 






If PHA is true, branch to PH6A; 
otherwise, sequence to PH6 


S/PH6 
R/NT8L 


= PH5 NBR + ... 

= T8L = FABO PH5 + ... 






Enable clock T8L 










If flip-flop PHA is not set, set 
flip-flop DRQ 


S/DRQ 


= FAB0/1 EXU + ... 


No function. Does not 
inhibit transmission of clock 


PH6 
T8L 


B0-B31 - S0-S31 


SXB 


= FABS PH6 + ... 


Modified source address 
gated onto sum bus 




SO —f-*- P32 SI -/— P33 


S/P32 
S/P33 


- SO PXS/1 + . . . 
= SI PXS/1 + ... 


Byte address clocked into 
flip-flop P32 and P33 






PXS/1 


= FABO/2 PH6 + ... 


Modified source address 
clocked into P-register 

Modified source address 
gated onto core memory 
address lines 


jID-ool -/■■■*■ riD-rJl 




rlO-rol *~ L/Vll 0-Lbo 1 








If the R-field is not all zeros 
and byte has been selected 
both in the source and desti- 
nation addresses and the count 
in the E -register is 4 or more, 
set word mode flip-flop SW1; 
otherwise, reset it 


S/SW1 
R/SW1 


= (FABS 07) PH6 (NB0 NB1 
NA0 NA1) NRZ NE05Z 
+ ... 

= FABS PH6 + ... 








(C< 


Dntinued) 


Mnemonic: MBS (61 ) 
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Table 3-102. Move Byte Stri 


ng, Phase Sequence (Cont. ) 




Phase 


Function Performed 


Signals Involved 


Comments 


PH6 


If signal SW1 is generated, 


MRQ 


= FABS PH6 SWI 


Generate memory request 


T8L 


indicating a word mode, or 




+ FABS PH6 NRZ NBO 


for first data word 


(Cont.) 


the R-field is not all zeros 
and byte has been selected, 
generate a memory request 




NB1 + ... 






Set flip-flop DRQ 


S/DRQ 


= FAB0/1 EXU + ... 


If MRQ is generated, 
inhibits transmission of 
another clock until data 
release signal is received 




Set flip-flop PH7 


S/PH7 


= PH6 NBR + ... 






Enable clock T6L 


T6L 


= NT1L NT4L NT8L NL10L 
NRESET 




PH7 


AAnn »Anii » r~n_r"ii 


CXMB 


= DGC 


First data word gated 


/v\dU-/v\doi * ^.U-<~ol 


T6L 








into C-register 




If SW1 is true, 


DXC/6 


= FABS PH7 SWI + ... 






C0-C31 -A— D0-D31 


DXC/1 0, DXC/1 1 
DXC/1 2 
DXC/1 3 

DXC/7 

DXC/1 
DXCR8 
DXCR16/1 
DXCR24 


= DXC/6 + ... 

= DXC/7 + ... 

= DXC/7 + DXC/1 + ... 

= DXC/6 + ... 

= DXCBP P32 P33 

= DXCBP P32 NP33 

= DXCBP NP32 P33 

= DXCBP NP32 NP33 






If NSW1 is true, byte selected 


DXCBP 


= FABS PH7 NSW1 + ... 






by P32 and P33 clocked into 










flip-flops D24-D31 










If signal SWI is true, add one 


PCTP1 


= FABS PH7 SWI + ... 






to address contained in P -register 










If NSW1 is true, add one to byte 


PCTP1 


= FABS PH7 NRZ + ... 






selection bits, P + 1/4 / *" P 


PA33 


= FABS PH7 NRZ + ... 






If modified source address 


S/SW2 


= FABO/2 PH7 PROTECTD 






points to an address located 




+ ... 




li»-» rNr-^x4-r» .~f *yr* rr\arr\tr\r\f cot 










flip-flop SW2 










Set flip-flop PH8 


S/PH8 


= PH7 NBR + ... 










Mnemonic: MBS (61) 
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Table 


3-102. Move 


Byte String, Phase Sequence (Cont. ) 




Phase 


Function Performed 


Signals Involved 


Comments 


PH7 

T6L 

(Cont.) 

PH8 
T4L 


Enable clock T4L 


SA4L 
SXP 


= FAB0/1 PH7 + ... 
= FABS PH8 + ... 


Modified source address 
and byte selection bits 
1 gated onto sum bus 


1 1 D-i J 1 *" Jl j-bj 1, 


roZ »■ j(J, roo "" j\ 






BXS 

S/PH9 


= FABS PH8 + ... 

= PH8 NBR + ... 


Modified source address 
stored in B-register to 
allow destination address 
into P-register 


Set flip-flop PH9 




Enable clock T4L 


SA4L 


= FAB0/1 PH8 + ... 






Set flip-flop DRQ 


S/DRQ 


= FAB0/1 EXU + ... 


No function. Does not 
inhibit transmission of 
next clock 


PH9 
T4L 




SXA 

PXS/1 


= FAB0/1 PH9 + ... 
= F ABO/1 PH9 + ... 


Destination address clocked 
into P-register 


AU-AJ 1 ■* jU-jo 1 


jIJ-jj 1 / *■ 1 1 j-I J 1 






AX/1 


= FABS PH9 + ... 


Destination address gated 
onto core memory address 
lines 


1 IDH Jl " ■*" L/V\lO-LbJl 
Clear A-register 




If signal NSW2 is true, 
generate memory request to 
store first word or byte 


MRQ 


= FABS PH9 NSW2 + ... 






If signal NSW1 is true, set 
flip-flop NPRX to use for 
upward alignment 


S/NPRX 


- FABS 07 NSW1 PH9 + ... 






Set flip-flop PH10 


S^HIO 


= PH9 NBR 






Enable clock T6L 


T6L 


= NT1L NT4L NT8L NT10L NRESET 






Set flip-flop DRQ 


S/DRQ 


= F AB0/1 EXU 


If MRQ is generated, in- 
hibits transmission of next 
clock until signal is re- 
ceived that data lines 
have been strobed; 
otherwise, no function 


PH10 
T6L 


If signal SW1 is true, 


SXD 


= FABS 07 PH10 SW1 + ... 


Word mode 


UU-Dj 1 *" jU-jo 1 
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Table 3-102. Move Byte String, Phase Sequence (Cont.) 



Phase 


Function Performed 


Signa 


Is Involved 


Comments 


PH10 
T6L 
(Cont.) 


S0-S31 MB0-MB31 

Generate write-byte signals 
/MWO/ - /MW3/ 


MBXS 

/MWO/ - /MW3/ 


= FABS 07 PH10 SW1 
+ ... 

= MBXS 


Store word in destination 
address location of core 
memory 




If signal NSW1 is true, upward 
align byte selected by bits P32 
and P33 onto S0-S31. Byte 
selected by bits P32 and P33 
gated onto data lines MB0-MB31 
as determined by write-byte 
signal 


SXUAB 
MBXS/0 
MBXS/1 
MBXS/2 
MBXS/3 
WRITE 
MWB 
MW 


= FABS 07 PH10 NSW1 
= NP32 NP33 MWB + ... 
= NP32 P33 MWB + ... 
= P32 NP33 MWB + ... 
= P32 P33 MWB + ... 
= MWB + MW + ... 
= FABS 07 PH10 NSW1 
= FABS 07 PH10 SW1 


Selected byte •- S0-S7, 

S8-S15, S16-S23, and S24- 
S31. Sum bus output se- 
lected by MBXS 




If signal SW1 is true, count in 
E-register is decreased by four, 
indicating four bytes were 
transferred. Count in P -register 
is increased by one 


ES4 

PCTP1 

MCTE1 


= FABS/10 SW1 + ... 
= FABS/10 + ... 
= FABS/10 + ... 






If signal NSW1 is true, count in 
E-register is decreased by one 
and address in P -register is in- 
creased by 1/4 


MCTE2 

PCTP1 
PA33 

FABS/10 


= MCTE1 NE4 NE5 NE6 
NE7 

= FABS/10 + ... 

= FABS/10 NSW1 + ... 

= FABS PH10 NSW2 
NPRQTECTD + 






If signal PROTECTD received, 
set flip-flop SW2, indicating 
a memory protection violation 
occurred 


S/SW2 


= FABO PH10 PROTECTD 

+ ... 






Set flip-flop PH13 


S/PH13 


= BRPH13 = FABS 07 PHIO 
+ ... 






Enable clock T6L 


T6L 


= NT1L NT4L NT8L NT10L 
N RESET 




PH13 
T6L 


P15-P31 ~~ S15-S31, 

P32 - SO, P33 SI 


SXP 


= FABS PH13 + ... 


Modified destination 
address and byte address 
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Table 3-102. Move Byte String, Phase Sequence (Cont. 



Phase 


Function Performed 


Signals Involved 


Comments 


PH13 

T6L 

(Cont.) 


S0-S31. — /— — A0-A31 

If signal SW2 is true, INT is 
true, or the E -register contains 
all zeros flip-flop PHA is set 

Branch to PH6. If PHA is not 
set, phases PH6 through PH13 
are repeated until flip-flop 
PHA is set 

Enable clock T8L 


AXS = FABS PH13 + ... 

S/PHA = FABS PH13 (SW2 + INT 
+ NA0031Z + EZ)+ ... 

S/PH6 = BRPH6 = FABS PH13 + ... 
R/NT8L = T8L = FABS PH13 + ... 


Modified destination address 
stored in A-register 


PH6A 
T8L 




SXA = FABSA PH6 + ... 

AXSL1 = FABSA PH6 + ... 
A31EN/2 = SO ALCYC 
BXB1L = FABSA PH6 

B31EN/1 = BO NFAMDSF 

R/MLR31/2 = LR31/2 = FABSA PH6 + ... 

(S/CXRR) = FABSA PH6 + ... 
S/PH7 - PH6 NBR 
SA10L = (S/CXRR) + ... 


Destination address shifted 
left once to place byte ad- 
dress from P32 into A31 

Source address shifted left 
once to place byte address 
from BO into B31 

For use in PH7A 


AU-Aol ■ ■■ *" jU-jo 1 

Circular left shift one digit 
position with SI -S31 — / - 


AU-AjU, jU / ■*■ AJ 1 
Circular left shift one digit 


posilion with lii-uol""/ — ■"■ 


LiU-bJU, \i(J j ■*" L5J 1 

Force a one onto private memory 
address line LR31 to select odd 
numbered private memory register 

Generate signal (S/CXRR) 

Set flip-flop PH7 

Enable clock T10L 


PH7A 
TIO 




SXA = FABSA PH7 + ... 
AXSL1 = FABSA PH7 + ... 
A3 1 EN/1 = SO ALCYC 
AXE = FABS PH7 + ... 

A0EN/1 = E0 NFAMDSF 
CXRR preset in PH6 


Destination address shifted 
left one bit position to 
place address in bit positions 
13 through 31 with byte ad- 
dress in bits 30 and 31 

Modified byte count 
clocked into flip-flops 
A0-A7 

Displacement bits read back 
into C-register. Stored in 
private memory register 
during PH3 


AU-AJI "■ jU-bJ 1 
Circular shift left one digit 


position with j 1 -j o I / * 
A0-A30, S0^-— A3! 


LU-L/ ■ /"" ** AU-A/ 

RR0-RR31 — C0-C31 
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Table 


3-102. Move Byte 


String, Phase Sequence (Cont. ) 




Phase 


Function Performed 


Signals Involved 


Comments 


PH7A 

T10L 

(Cont.) 


Force a one on LR31 private 
memory address line to select 
odd numbered private memory 
register 


R/NLR31/2 


= LR31/2 - FABSA PH7 

+ ... 






Set flip-flop PH8 


S/PH8 


= PH7 NBR + ... 






Enable clock T8L 


R/MT8L 


= T8L = FABSA PH7 + ... 




PH8A 
T8L 


A0-A31 - S0-S31 


SXA 
RWXS 


= FAB0A/2 PH8 + ... 
= FAB0A/2 PH8 + ... 


Modified destination 
address and count 


oU-OO 1 ■■" "^KVVU-KWjl 




Generate write-byte signals 
RWB0-RWB3 


RWB0-RWB3 


= RWXS 


Destination address and 
count stored in odd num- 
bered private memory reg- 
ister 




Set flip-flop PH9 


S/PH9 


= PH8 NBR + ... 






Enable clock T8L 


R/1MT8L 


= T8L = FAB0A/2 PH8 




PH9A 
T8L 




SXB 
AXSL1 


= FAB0A/2 PH9 + ... 
= FABOA PH9 + ... 


Source address 

Source address shifted left 
one bit position to place 
address into bit positions 
13 through 31 with byte 
address in bits 30 and 31 


15U-15J 1 ■" iU-oJI 

Shift left one bit position 
into A-register with 
S1-S31 -h~- A0-A30, 


iU / *" AJI 




Mfn Mf"7i ' -m nr» mi 


DXNC 
CSX1/8 


= FABSA PH9 + ... 

= FABSA PH9 (SW1 + NSW2) 


Displacement value in- 
verted into D-register to 
obtain one's complement 

For two's complement 
SW1 => word mode 
NSW2 => no memory 
protection violation 


INV_U-INl_OI ■ ■/ »■ uv-uoi 




1 / ■■* Ljoi under conditions 
specified 




Generate a memory request 
for the next instruction 


MRQ/1 


= FAB0A/1 PH9 + ... 






Q15-Q31 —/-*- P15-P31 


PXQ 


= MRQ/1 + ... 


Address of next instruction 




PK noi to mic; 1 mi 












Set flip-flop PH10 


S/PH10 


= PH9 NBR + ... 






Enable clock T6L 


T6L 


= NT1L NT4L NT8L NT10L 
N RESET 
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Table 3 


-102. Move Byte 


String, Phase Sequence (Cont. ) 




Phase 


Function Performed 


Signals Involved 


Comments 


PH10A 
T6L 


A0-A31 + D0-D31 + 


SXK 


= SXADD = FABOA/2 
PH10 + ... 


Subtraction of displacement 
value from source address 


L.JU-L.00I *^ jU-ooI 




r n r ii / m An ATI 


AXS 


= FABSA PH10 + ... 


Result / - A -register 


jU-jj 1 / * AU-Ao 1 




Clear D-register 


DX/1 


= FABSA PH10 + ... 






If signals SW1 and SW2 are 
true, indicating a word trans- 
fer and a memory protection 
violation, ones are forced 
into flip-flops CS0-CS29 


CSX1/1 


= FABSA PH10 SW1 SW2 

+ ... 


Places -4 in CS-register 




Set flip-flop DRO 


S/DRQ 


= FABOA PH10 + ... 


Inhibits transmission of 
another clock until data 
release signal is received 




Set flip-flop IEN 


S/IEN 


= FABOA PH10 + ... 


Enable interrupt 




Set flip-flop PHI 1 


S/FH11 


= PH10 NBR + ... 






Enable clock TIOL 


SA10L 


= FABOA/2 PH10 + ... 




PHllA 
TIOL 


pin p"iT fc 1 pin 1 nil 


Always occurs 


unless signal LRXD is true 


Address of private memory 
register 


Kzo-Kol m LKZo-LKol 




If R31 is not a one, but the 
R-register is not all zeros 

A0-A31 + CS0-CS29 - 

S0-S31 


SXK 


= SXADD = FABSA PH11 
NR31 NRZ + ... 


Four subtracted from address 
to correct for increase due 
to 4-byte transfer. D- 
register contains zeros 




c n rn i » r>wn pw 1 ! 


RWXS 


= FABSA PH11 NR31 NRZ 

+ ... 


Store source address in 
even numbered private 
memory register 


jU-joI * KVVU-KVVol 




Generate write-byte signals 
RWB0-RWB3 


RWB0-RWB3 


= RWXS 




i Generate signal ENDE 


ENDE 


= FABOA PH11 EZ + ... 






If signal SW2 is true, indicating 
a memory protection violation, 
generate signal (SARACC4/1) 
and set TRAP flip-flop 


(S/TRACC4/1) 
SARAP 


= FABOA PH11 SW2 NTRAP 

+ ... 

= (SARACC4/1) + ... 






If flip-flop INTRAPF is not 
set, set flip-flop PRE1 


S/PRE1 


= ENDE (NHALT + FUEXU) 
N(S/INTRAPF) 






Enable clock T6L 


T6L 


- NT1L NT4L NT8L NT10L 
N RESET 
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Table 3- 


-103. Compare 


> Byte String, Phase Sequence 




Phase 


Function Performed 


Signals Involved 


Comments 


PRE1 


ni .- poi / fc r>] q (~} n '\ 


QXP 


= PRE1 NANLZ + ... 




rID-rol / * v^lD-WOl 




Reset A-, B-, and E-registers 


AX/1 
BX/1 
EX/1 


= PRE1 + ... 

= PRE1 NINTRAPF + ... 

= PRE1 + ... 






Generate signal PROTECTDIS 


PROTECTDIS 


= FABO + ... 


Disables trapping feature 
of memory protection 




C0-C31 -/-"- D0-D31 


DXC 


= ENDE + ... 






Set flip-flop PHI 


S/PH1 


= PREIM PRE1 NCLEAR NBR 
+ ... 






Enable clock T4RL 


T4RL 


= PREP 






If bit CO is a 1, generate signal 


FAILL 


= IA N03 (N04 N05) + . . . 






FAILL and set flip-flop TRAP 


SARAP 


= FAILL (PRE1 NANLZ) + ... 






Generate signal EXU 


S/EXU 


= PREIM PRE1 NCLEAR + ... 




PHI 


C12-C31 -H- D12-D31 


DXC/4 


= FABS PHI + ... 


Displacement value clocked 


T4RL 


C12 — /-^-D0-D11 


S/LRXR 


= oxc + ... 


into D-register 

Sign bit extended to form 
32 -bit word 


Kzo-KJI ** LKzo-LKol 




If R28-R31 are not all zeros, 


AXRR 


= FABS PHI NRZ + ... 


Contents of register R 




1 1 PPfiPPIl /» AH ATI 






(contains source address) 


ClOCk KKU-KKol / m AU-Ao 1 




Force a one onto private memory 


R/MLR31/2 


= LR31./2 = FABS PHI + ... 






address line LR31 to address odd 










numbered private memory register 










Set flip-flop PH2 


S/PH2 


= PHI NBR + ... 






Enable clock T6RL 


T6RL 


= FAB0/1 PHI + ... 






Set flip-flop DRQ 


S/DRG 


= FAB0/1 EXU 


No function. Does not 
inhibit transmission of clock 


PH2 


A0-A31 + D0-D31 - S0-S31 


SXADD 


= FAB0/2 PH2 + ... 


Adds displacement value 


T6RL 








to source address 




S0-S31 -Y— B0-B31 


BXS 


= FABO PH2 + ... 


Store modified source 
address in B-register 
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Table 3-103 


. Compare Byte 


String, Phase Sequence (Cont. ) 




Phase 


Function Performed 


Signals Involved 


Comments 


PH2 

T6RL 

(Cont.) 




AXRR 


F ABO/2 PH2 + ... 


Word from odd numbered 
private memory register 
(contains count and 
destination address) 


KKU-KKJI / *" AU-AJI 




Force a one on private memory 
address line LR31 


R/NLR31/2 - 


LR31/2 = FABO PH2 + ... 


For use in PH3 




Set flip-flop PH3 


S/PH3 


PH2 NBR + ... 






Enable clock T10L 


SA10L 


FABO PH2 + ... 






Set flip-flop DRQ 


S/DRO 
S/LRXR 


FAB0/1 EXU + ... 


No function. Does not 
inhibit transmission of clock 


PH3 
T10L 


R28-R30 - LR28-LR30 


LRXD + LRXR 


Address of odd numbered 
private memory register 






D0-D31 S0-S31 

S0-S31 - RW0-RW31 


SXD 

RWXS 


FAB0/2 PH3 + ... 
FABO PH3 + ... 


Displacement gated onto 
sum bus 




Generate write -byte signals 
RWB0-RWB3 


RWB0-RWB3 = 


RW = FABO PH2 + ... 


Store 32 -bit displacement 
value in odd numbered 
private memory register 




Reset flip-flops CC3 and CC4 


R/CC3 
R/CC4 


FABS PH3 N07 + ... 
FABO/1 PH3 NG7 + ... 






Clear D-register 


DX/1 


FABS PH3 + ... 






Disable memory protection 


PROTECTD1S = 


FABOX + ... 






Set flip-flop PH5 


S/PH5 


BRPH5 = FABO/1 PH3 + ... 






Enable clock T8L 


R/NT8L 


T8L = FABO/1 PH3 + ... J 






Set flip-flop DRQ 


S/DRQ 


FABO/1 EXU + ... 


No function. Does not 
inhibit transmission of clock 


PH5 
T8L 


Circular shift B-register right 

two bit positions with 

B30 — /-*- BO and B31 -/-*■ Bl 


BXBR2 

S/BO 
S/Bl 


FABS PH5 + ... 
B30 BXBR2 + ... 
B31 BXBR2 + ... 


Modified source address 
shifted right to place byte 
address bits in positions BO 
and Bl and address in B15 
through B31 




Circular shift A-register right 
two bit positions through adder 
with A30^ L -^A0and A31^— -Al 


AXPRR2 
S/AO 


FABS PH5 + ... 

A30 ARCYC AXPRR2 + ... 


Destination address circular 
shifted right to place byte 
address in positions A0 and 
Al 
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Table 3-103. Compare Byte 


String, Phase Sequence (Cont. ) 




Phase 


Function Performed 


Signals Involved 


Comments 


PH5 
T8L 
(Cont.) 


<in «ni m r n r i i 


S/Al 

ARCYC = 
ALCYC = 

SXA 


A31 ARCYC AXPRR2 + ... 
ALCYC NANLZ 
NFAMDSF + ... 
FABO/2 PH5 + ... 




AU-AJI ■" oU-ool 




t» ■ — ' / ■> rn r -7 


EXS 


FABO/2 PH5 + ... 


Count clocked into E- 
register 


ou-o/ / * tU-t/ 




Reset flip-flop SW2 to use 
for memory protection 
violation 


R/SW2 


FABS PH5 + ... 






Set flip-flop PHA if count is all 
0's or if signal INT is true 


S/PHA 


FABS PH5 A0007Z 

+ FABS PH5 INT + ... 






If PHA is true, branch to PH6A; 
otherwise/sequence to PH6 


S/PH6 


PH5 NBR + ... 






Enable clock T8L 


R/NT8L 


FABO PH5 + ... 






If flip-flop PHA is not set, set 
flip-flop DRQ 


S/DRQ 


FAB0/1 EXU + ... 


No function. Does not 
inhibit transmission of clock 


PH6 
T8L 


nn nil _ r r\ c ">'\ 


SXB 


FABS PH6 + ... 


Modified source address 
gated onto sum bus 


du-do 1 • oU-ool 




rr\ 1 » POO r l / » POO 


S/P32 
S/P33 


50 PXS/1 + ... 

51 PXS/1 + ... 


Byte address clocked into 
flip-flops P32 and P33 


bU / 1 Jz Ol / r J J 




S15-S31 -V— - P15-P31 


PXS 


FABO/2 PH6 + ... 


Modified source address 
clocked into P-register 




pi ^ poi » i Ay\i *; i r o i 






Modified source address 
gated onto core memory 
address lines 


r 1 J-rol • L/V\IO-LDol 




Generate memory request for 
first byte 


MRQ 


FABS PH6 N07 + ... 


Memory request for first 
byte 




Set flip-flop DRQ 


S/DRQ 


FAB0/1 EXU + . . . 


Inhibits transmission of 
another clock until data 
release signal is received 




Set flip-flop PH7 


S/PH7 


PH6 NBR + ... 






Enable clock T6L 


T6L 


NT1L NT4L NT8L NT10L 
NRESET 








(Con 
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Table 3-103. Compare Byte String, Phase Sequence (Cont. ) 



Phase 


Function Performed 


Signals Involved 


Comments 


PH7 
T6L 


MB0-MB31 - C0-C31 


CXMB 


= DGC 


First data word gated into 
C -register 




Byte selected by bits P32 
and P33 are clocked into flip- 
flop D24-D31 


DXCBP 
PCTP1 


= FABS PH7 NSW1 + .. . 
= FABS PH7 NRZ + ... 


See equations in PH7 of 
Move Byte String 




Add one to byte selection 
bits for selection of next byte 


PA33 


= FABS PH7 NRZ + .... 






If source address pointed to an 
address located in protected 
memory, set flip-flop SW2 


S/SW2 


= FAB0/2 PH7 PROTECTD + ... 






Set flip-flop PH8 


S/PH8 


= PH7 NBR + ... 






Enable clock T4L 


SA4L 


= FAB0/1 PH7 + ... 






Set flip-flop DRQ 


S/DRQ 


= FAB0/1 EXU + ... 


No function. Does not 
inhibit transmission of 
next clock 


PH8 

T4L 


pi r , mi ». ci ^ o 1 


SXP 


= FABS PH8 + ... 


Modified source address 
and byte selection bits 
gated onto sum bus 


1 1 -1 J 1 "^ J 1 -J J 1 , 


1 61 ■* jU, I J J *" j 1 




S0-S31 -/— B0-B31 


BXS 


= FABS PH8 + ... 


Modified source address 
stored in B-register to allow 
destination address in P- 
register 




Set flip-flop PH9 


S/PH9 


= PH8 NBR + ... 






Enable clock T4L 


SA4L 


= FAB0/1 PH8 + ... 






Set flip-flop DRQ 


S/DRQ 


= FAB0/1 EXU + ... 


No function. Does not 
inhibit transmission of 
next clock 


PH9 
T4L 


A0-A31 - S0-S31 


SXA 
PXS/1 


= FAB0/1 PH9 + ... 
= FAB0/1 PH9 + ... 


Address of destination byte 
clocked into P-register 


jIj-jJI —/-•*■ I |o-t'j| 




P15-P31 - LM15-LB31 






Address of destination byte 
gated onto core memory 
address lines 




Clear A-register 


AX/1 


= FABS PH9 + ... 
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Table 3 


-103. Compare 


Byte String, Phase Sequence (Cont. ) 




Phase 


Function Performed 


Signals Involved 


Comments 


PH9 
T4L 
(Cont.) 


Generate memory request for 
byte located in destination 
address location 


MRQ 


- FABS PH9 NSW2 + ... 






Generate signal (S/NGX) 


(S/NGX) 


= FABS PH9 N07 + ... 






Force ones into CS -register 


CSX1/1 


= (S/NGX) + ... 






Force a one into K31 


K31 


= (S/NGX) + ... 


For 2's complement in PH10 




Set flip-flop PH10 


S/PH10 


= PH9 NBR + ... 






Enable clock T6L 


T6L 


= NT1L NT4L NT8L NT10L 
NRESET 






Set flip-flop DRQ 


S/DRQ 


= FAB0/1 EXU + ... 


Inhibits transmission of 
another clock until data 
release signal is received 


PH10 
T6L 


Gate source destination byte 
from D-register into adder 
with ones in CS-register and 
one in K31 for two's comple- 
ment operation 


SXPR 
SXK 


= SXADD/1 = NGX NFAMDSF 

+ ... 

= SXADD/1 = NGX NFAMDSF 
+ ... 


Generate two's complement 
of source byte for subtrac- 
tion from destination byte 
during PH11 




Gate two's complement of 
source byte onto sum bus 


SXPR and SXK as above 






Clock contents of sum bus 
into flip-flops A0-A31 


AXS 


= FABS PH10 N07 + ... 






When byte from destination 
address is available, 
MB0-MB31 - C0-C31 


CXMB 


= DGC 


Destination byte gated into 
C-register, and then selected 
byte clocked into flip-flops 
D24-D31 




Destination byte selected by 
bits P32 and P33 clocked into 
flip-flops D24-D31 


DXCBP 


= 0U6 0L0 PH10 NPHA + ... 


See equations in PH7 of 
Move Byte String 




If address of destination byte 
pointed to a protected area 
of memory, set flip-flop SW2 


S/SW2 


= FABO PH10 PROTECTD + ... 






Set flip-flop PHI 1 


S/PH11 


= PH10 NBR + ... 






Enable clock T6L 


T6L 


= NT1L NT4L NT8L NT10L 
NRESET 










(Continued) 
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Table 3-103. Compare Byte String, Phase Sequence (Cont. ) 



Phase 


Function Performed 


Signals Involved 


Comments 


PH11 
T6L 


Gate two's complement of 
source byte into adder with 
destination byte, and perform 
an addition (subtraction of 
source byte from destination 
byte) 


SXPR 
SXK 


- SXADD 
= SXADD 






Result gated onto sum bus 


SXADD 


= FABS PHI 1 + ... 






Clock result from sum bus 
into flip-flops A0-A31 


AXS 


= FABS PH11 + ... 






Set flip-flop DRQ 


S/DRQ 


= FAB0/1 EXU 


No function. Does not 
inhibit transmission of 
next clock 




Set flip-flop PH12 


S/PH12 


= PH11 NBR + ... 






Enable clock T8L 


R/^T8L 


= T8L = FABS PHI 1 + ... 




PH12 
T&L 


If bit A0 is a one, set flip-flop 
CC3 


S/CC3 


= FABS PH12 NSW2 A0 + ... 


Indicates source byte is 
larger than destination byte 




If bit A0 is not a one, but there 
are ones contained in the A- 
register, set flip-flop CC4 


S/CC4 


= FABS PH12 NSW2 NAO 

NA0031Z + ... 


Indicates source byte is 
smaller than destination 
byte 




Subtract one from byte count 
in E -register and add one to 
byte address in bits P32 and 
P33 if the bytes compare 
(A003IZ) 


MCTE1 

ES4 
PCTP1 

PA33 


= FABS PHI 2 NSW2 A0031Z 
+ ... 

= MCTE1 

= FABS PHI 2 NSW2 A003IZ 
+ ... 

= FABS PH12 NSW2 A0031Z 

+ ... 






Set flip-flop PH13 


S/PH13 


= PH12 NBR + ... 






Enable clock T6L 


T6L 


= NT1L NT4L NT8L NT10L 
NRESET 




PH13 
T6L 


P15-P31 -S15-S31, 

P32 «- SO, P33 »- SI 


SXP 


= FABS PH13 + ... 


Modified destination address 
and byte address 




S0-S31 —h~- A0-A31 


AXS 


= FABS PH13 + ... 


Modified destination address 
stored in A-register 






(C 


ontinued) 
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Table 3-103. Compare Byte String, Phase Sequence (Cont. ) 



Phase 


1 — 1 

Function Performed 


Signals Involved 


Comments 


PH13 
T6L 
(Cont.) 


If signal SW2 is true, INT is true, 
or the E-register contains all 
zeros, flip-flop PHA is set. If 
the two bytes do not compare 
(NA0031Z), flip-flop PHA is set 

Branch to PH6. If flip-flop PHA 
is not set, phases PH6 through 
PHI 3 are repeated until flip-flop 
PHA is set 

Enable clock T8L 


S/PHA - FABS PHI 3 (SW2 + INT 
+ NA0031Z + EZ) + ... 

R/NT8L = T8L - FABS PH13 + ... 




PH6A 
T8L 




SXA = FABSA PH6 + ... 

AXSL1 = FABSA PH6 + ... 
A31EN/2 = SO ALCYC 
BXBL1 = FABSA PH6 + ... 
B31EN/1 = BO NFAMDSF 

R/NLR31/2 = LR31/2 = FABSA PH6 + . . . 

(S/CXRR) = FABSA PH6 + ... 
S/PH7 - PH6 NBR + ... 
S/T10L = (S/CXRR) + ... 


Destination address shifted 
left once to place byte 
address into A31 

Source address shifted left 
one bit position to place 
byte address into flip-flop 
B31 

For use in PH7A 


Circular left shift one digit 


A0-A30, SO A31 

Circular left shift B-register 
one digit position with B1-B31 


A 1 *" UU-dJU, BU — f — *" do 1 

Force a one onto private memory 
address line LR31 to select odd 
numbered private memory register 

Generate signal (S/CXRR) 

Set flip-flop PH7 

Enable clock T10L 


PH7A 
T10L 




SXA = FABSA PH7 + ... 

AXSL1 = FABSA PH7 + ... 
A31EN/1 = SO ALCYC 
AXE = FABS PH7 + ... 
A0EN/1 = E0 NFAMDSF 


Destination address shifted 
left one bit position to 
place address in bit posi- 
tions 13 through 31 with 
byte address in bits 30 
and 31 

Modified byte count 
clocked into flip-floes 
A0-A7 


Circular shift left one digit 
position with S1-S31 / »■ 
A0-A30, SO / - A31 

rn r7 / ». An at 


tU-L/ / ■" AU-A/ 






(Continued) 
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Table 3-103. Compare Byte String, Phase Sequence (Cont. 



Phase 


Function Performed 


Signals Involved 


Comments 


PH7A 
T10L 


pnn np^i to r~r\ rii 


CXRR preset 


in PH6A 


Displacement bits read back 
into C-register. Stored in 


KKU-KKol * LU-Lo 1 


(Cont.) 








private memory register 
during PH3 




Force a one on 0R31 private 


R/NLR31/2 


= LR31/2 ■■-- FABSA PH7 + ... 






memory address line to select 
odd numbered private memory 










register 










Set flip-flop PH8 


S/PH8 


= PH7 NBR + ... 






Enable clock T8L 


R/NT8L 


= T8L --■ FABSA PH7 + ... 






A0-A31 — S0-S31 


SXA 


= FABOA/2 PH8 + ... 


Modified destination address 
and count 




S0-S31 - RW0-RW31 


RWXS 


= FABOA/2 PH8 + ... 






Generate write-byte signals 
RWB0-RWB3 


RWB0-RWB3 


- RWXS 


Destination address and 
count stored in odd numbered 
private memory register 




Set flip-flop PH9 


S/PH9 


= PH8 NBR + ... 






Enable clock T8L 


R/NT8L 


= T8L - FABOA/2 PH8 




PH9A 
T8L 


nn p' 1 1 > r n <"i i 


SXB 
AXSL1 


= FABOA/2 PH9 + ... 
= FABOA PH9 + ... 


Source address 

Source address shifted left 
one bit position to place 
address into bit positions 
13 through 31 with byte 
address in bits 30 and 31 


BU-bo 1 *■ jU-oo 1 

Shift left one bit position into 
A-register with SI -S3 1 / - 
An a ti r n ' ■ j* ° l 


AU-AOU jU / * Ao 1 




NC0-NC31 -/-— D0-D31 


DXNC 


=- FABSA PH9 


Displacement value inverted 
into D-register to obtain 
one's complement 




i rrni , . r . , 


CSX1/8 


- FABSA PH9 NSW2 

N(N07 CC3 + N07 CC4) 

+ ... 


For two's complement. 
NSW2 -> no memory 
protection violation 
CC3 => source byte 
> destination byte 
CC4 ~> source byte 
< destination byte 


1 * Cbol under specified 
conditions 




Generate a memory request 
for next instruction 


MRQ/1 


- FAB0A/1 PH9 + ... 






Q15-Q31 —/— P15-P31 


PXQ 


- MRQ/1 + ... 


Address of next instruction 






(Continued) 
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Table 3-103. Compare Byte String, Phase Sequence (Cont.) 



Phase 


Function Performed 


S 


ignals Involved 


Comments 


PH9A 
T8L 
(Cont.) 


P15-P31 LM15-LB31 

Set flip-flop PH10 


S/PH10 


= PH9 NBR + ... 






Enable clock T6L 


T6L 


= NT1L NT4L NT8L NT10L 
NRESET 




PH10A 
T6L 


A0-A31 + D0-D31 + 


SXK 


= SXADD = FAB0A/2 PH10 

+ ... 


Subtraction of displacement 
value from source address 


t^jU-l~jJI ■" oU-joI 




S0-S31 —t-~- A0-A31 


AXS 


= FABSA PHIO + ... 


Result / — A -register 




Clear D-register 


DX/1 


= FABSA PH10 + ... 






Set flip-flop DRO 


S/DRQ 


= FABOA PH10 + ... 


Inhibits transmission of 
another clock until data 
release signal is received 




Set flip-flop IEN 


S/IEN 


= FABOA PH10 + ... 






Set flip-flop PHH 


S/PH11 


= PH10 NBR + ... 






Enable clock T10L 


sAiol 


= FABOA/2 PH10 + ... 




PHllA 
T10L 


R28-R31 LR28-LR31 


Always occurs unless signal LRXD is true 


Address of private memory 
register 




If R31 is not a one, but the 
R-register is not all zeros, 

A0-A31 + CS0-CS31 *- 

S0-S31 


SXK 


= SXADD = FABSA PH11 
NR31 NRZ 


Source address gated onto 
sum bus 






RWXS 


= FABSA PH11 NR31 NRZ 


Store source address in 
even numbered private 


oU-ool *" KWU-KWJI 










memory register 




Generate write byte signals 
RWB0-RWB3 


RWB0-RWB3 


= RWXS 






Generate signal ENDE 


ENDE 


= FABSA PH11 N07 CC3 
+ FAB0A/1 PH11 N07 CC4 
+ FABOA PHI 1 EZ 


If CC3 or CC4 has been 
set or E-register contains 
zeros 




If signal SW2 is true, indicating 
a memory protection violation, 
generate signal (SARACC4/1 ) 
and set TRP flip-flop 


(SARACC4/1) 
SARAP 


= FABOA PH11 SW2 NTRAP 

+ ... 

= (SARACC4/1) + ... 






If flip-flop INTRAPF is not 
set, set flip-flop PRE! 


S/PREl 


= ENDE (NHALT + FUEXU) 
N(SANTRAPF) 






Enable clock T6L 


T6L 


= NT1L NT4L NT8L NT10L 
NRESET 
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The translation table consists of up to 256 consecutive byte 
locations. The first byte location of the table is pointed 
by the displacement in the TBS instruction word plus the 
source address contained in the even numbered private 
memory register. 

A source byte is the byte in the location pointed to by the 
19 low order bits of the sum of the following: 

a. The displacement in bit positions 12 through 31 of 
the TBS instruction word 

b. The current contents of bit positions 13 through 31 
of the even numbered private memory register 

c. The numeric value of the current destination byte 

If the TBS instruction is indirectly addressed, it is treated 
as a nonexistent instruction, and the computer traps to lo- 
cation X'40' at the time of opcode decoding. 

The TBS instruction word is clocked into the D-register at 
the clock following the generation of signal ENDE. The 
opcode portion is clocked into the O -register for decoding, 
the R-field is clocked into the R-register, and the address 
contained in the P-register is increased by one. Indirect 
addressing is indicated if bit CO is a one. Signal FAILL is 
generated, which causes the computer to trap to location 
X'40\ 

During PRE1, signal PROTECTDIS is generated to inhibit 
trapping if an attempt is made to read out from or store 
into a protected area of core memory. At the PRE1 clock, 
the A-, B-, and E -registers are cleared, and the address 
of the next instruction contained in the P-register is clocked 
into the Q-register. Flip-flop PRE2 is set, and clock T4RL 
is enabled. 

At the PRE2 clock, flip-flop NLR31/2 is reset, thereby 
forcing a one on the LR31 address line. Signal (S/PHl/l) 
is generated, and flip-flops PHI and EXU are set. Clock 
T4RL is enabled. 

The displacement value contained in bits C12 through C31 
is clocked into the D-register at the PHI clock. Flip-flops 
DO through Dll are cleared. When the data word from the 
odd numbered private memory register is available on the 
RR lines, it is read into the A-register at the PHI clock. 
Flip-flop PH2 is set, and clock T6RL is enabled. 

The destination address and the count are gated from the 
A-register onto the sum bus during PH2. The count is read 
from bits SO through S7 into the E-register at the PH2 clock, 
and the entire word, bits SO through S31, is clocked into 
the B-register. When the data word from the even num- 
bered private memory register is available on the RR lines, 
it is read into the A-register at the PH2 clock. A one is 
forced on LR31 address line to select odd numbered private 
memory register. If the R-field of the instruction word is 
all zeros, ones are forced into flip-flops CSO through CS7. 



Flip-flop DRQ is set, but transmission of the next clock is 
not inhibited, because a memory request has not been gen- 
erated. The instruction sequences to PH3, and clock T10L 
is enabled. 

During PH3, the source address contained in the A-register, 
the displacement value contained in the D-register, and 
the contents of the CS-register (all zeros if the R-field is 
nonzero) are gated into the adder. An addition operation 
is performed, and the result is gated onto the sum bus. If 
the R-field is all zeros, the result of the addition places 
the displacement value in bit positions 12 through 31 and 
the ones in bit positions through 7. If the R-field is non- 
zero, the displacement value is added to the source address, 
and the result is gated onto the sum bus. 

The modified source address is gated from the sum bus onto 
private memory data lines RWO through RW31. Write-byte 
signals RWBO through RWB3 are generated, and the source 
address is stored in the odd numbered private memory register. 

The address contained in the B-register has the destination 
byte address in bits 30 and 31 and the destination word ad- 
dress in bit positions 13 through 29. At the PH3 clock, the 
contents of the B-register are circular shifted two bit posi- 
tions to the right to place the destination address in bit 
positions 15 through 31 and the byte address in bit positions 
and 1. First pass flip-flop SW1 is set, indicating the 
first pass through the translation sequence. Protect fail 
flip-flop SW2 is reset. Because the memory protection 
trapping feature is disabled, flip-flop SW2 is used to indi- 
cate a memory protection violation. Flip-flop DRQ is set, 
but clock transmission, is not inhibited because a memory 
request has not been generated. The instruction branches 
to PH5, and clock T8L is enabled. 

If first pass flip-flop SW1 is set during PH5, the destina- 
tion address is gated from the B-register onto the sum bus 
and is then clocked into the P-register at the PH5 clock. 
SI 5 through S31 are clocked into flip-flops PI 5 through P31 
and byte address bits SO and SI are clocked into flip-flops 
P32 and P33, respectively. First pass flip-flop SW1 is then 
reset. 

A memory request is generated for the first byte from the 
destination address that is contained in the P-register if the 
first pass flip-flop SW1 is set, or for the next byte if the 
first pass is not set. If the address is in a protected area of 
memory and if signal PROTECTD is received, protect fail 
flip-flop SW2 is set, flip-flop PHA is set, and the instruc- 
tion sequences to PH9A without performing any additional 
transfers. 

If a memory protection violation did not occur (NSW2 + 
NPROTECTD), a one is added to the byte address in bits 
P32 and P33 to select the next byte. A one is forced on 
private memory address line LR31 to select the odd num- 
bered private memory register where the source address is 
stored. Clock T8L is enabled, and the instruction se- 
quences to PH6. 
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If this is not the first pass through PH5 (that is, if the instruc- 
tion has proceeded through PH10 and has returned to PH5), 
the byte read in from the source address during PH10 is gated 
into the adder and is upward aligned into bit positions 
through 7, 8 through 15, 16 through 23, and 24 through 31 
on the sum bus. The byte selected by bits P32 and P33 is 
gated onto the appropriate MB data lines. Signal MWB is 
generated, and the byte is stored in the addressed core 
memory destination address location. A one is added to 
the byte address in bit positions P32 and P33 to select the 
next byte. A one is forced onto private memory address 
line LR31 to select the odd numbered private memory reg- 
ister. A memory request is generated for the next byte; 
clock T8L is enabled; and the instruction sequences to PH6. 
When the count in the E-register finally becomes all zeros, 
flip-flop PHA is set, and the instruction branches to PH9A. 

When the word pointed by the destination address is avail- 
able on the MB data lines, signal CXMB gates the word into 
the C-register. At the PH6 clock, the byte selected by 
bits P32 and P33 is clocked into flip-flops D24 through D31. 
The destination address is gated from the P-register into the 
sum bus, and byte address bits P32 and P33 are gated into 
positions SO and SI. At the PH6 clock, the entire destina- 
tion address is clocked into the B-register. When the mod- 
ified source address is on the RR lines from the odd numbered 
private memory register, signal AXRR is generated which 
clocks the address into the A-register at the PH6 clock. 
The instruction sequences to PH7, and clock T6L is enabled. 

The modified source address contained in the A-register and 
the selected byte contained in the D-register from the des- 
tination address are gated into the adder during PH7 and an 
addition operation is performed. The result is gated onto the 
sum bus and is clocked from the sum bus into the A-register 
at the PH7 clock. The D-register is cleared, clock T4L is 
enabled, and the instruction sequences to PH8. 

The modified source address is gated from the A-register 
into the adder during PH8 and is circular shifted two digit 
positions to the right. Bit A30 is clocked into flip-flop A0, 
and bit A31 is clocked into flip-flop Al . This places the 
source address in bit positions A15 through A31 and the 
byte selection bits in position A0 and Al. Clock T4L is 
enabled, and the instruction sequences to PH9. 

During PH9 the modified source address is gated from the 
A-register onto the sum bus and is then clocked into the 
P-register. The byte address bits SO and SI are clocked 
into flip-flops P32 and P33. A memory request is generated 
for the byte pointed to by the source address. The source 
address is gated onto the LM and LB address lines to core 
memory. The byte count in the E-register is decreased by 
one count. Clock T6L is enabled, and the instruction se- 
quences to PH10. 

When the data word is available on the MB lines from the 
source address, signal CXMB is generated to gate the word 
into the C-register. The byte selected by bits P32 and P33 
is clocked into flip-flops D24through D31 at the PH10 clock. 



The destination address contained in the B-register is gated 
onto the sum bus and, at the PH10 clock, is clocked into 
the P-register. Byte selection bits SO and SI are clocked 
into flip-flops P32 and P33, respectively. 

If a memory protection violation occurred during the source 
addressing, flip-flop SW2 is set and no further transfers 
are made. If flip-flop SW2 is not set, a memory request is 
generated to store the first byte in the location pointed to 
by the destination address. The A-register is cleared at the 
PH10 clock, thereby clearing the source address used for 
the byte. Flip-flop NPRX is set, forcing ones into the CS- 
register for use during the byte upward alignment in PH5. 
Flip-flop PH5 is set to return the instruction to PH5, and 
clock T8L is enabled. 

Sequences PH5 through PH10 and back to PH5 are repeated 
until all of the destination bytes have been replaced with 
bytes from the translation table (that is, E-register contains 
all zeros). A memory protection violation (that is, PROTECTD 
is received or flip-flop SW2 is set) or an interrupt occurs. 
Flip-flop PHA is set, clock T8L is enabled, and the instruc- 
tion branches to PH9A. 

During PH9A, the destination address is gated from the P- 
register onto the sum bus. Bits P32 and P33 are gated onto 
bit positions SO and SI. The contents of the sum bus are 
then circular shifted one bit position to the left and are 
clocked into the A-register which places byte address bit 
SO in flip-flop A31. A memory request is generated for the 
next instruction. When memory request MRQ/1 is generated, 
the address of the next instruction is clocked from the Q- 
register into the P-register and is then gated onto the LM 
and LB address lines. 

If a memory protection violation occurs, one is added to 
the count in the E-register to leave the count pointing to 
the last byte transferred. Clock T6L is enabled, and the 
instruction sequences to PH10A. During PH10A, the des- 
tination address contained in the A-register is gated onto 
the sum bus, is circular shifted one bit position to the ieft 
and is clocked back into the A-register. The destination 
address is then contained in bit positions A13 through A29, 
and the byte selection bits are contained in A30 and A31. 
At the same clock, the count from the E-register is clocked 
into flip-flops A0 through A7. The modified destination 
address and byte count are then ready for storing in private 
memory. A one is forced on address line LR31 to select the 
odd numbered private memory register. Flip-flop DRQ is 
set which inhibits transmission of another clock until the 
data release signal is received. Interrupt enable flip-flop 
IEN is set, clock T8L is enabled, and the instruction pro- 
ceeds to PH11A. 



The modified destination address and byte count from the 
A-register are gated onto the sum bus during PHI 1 A and 
then onto the data lines RWO through RW31 . Write -byte 
signals RWBO through RWB3 are generated, and the data 

word is stored in the odd numbered private memory register 
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Paragraph 3-232 



If flip-flop SW2 is set, which indicates a memory protection 
violation, signal (S/TRACC4/T ) is generated. Flip-flop 
TRAP is set, which branches the instruction into the trap 
sequence. If flip-flop SW2 is not set and if the byte count 
in the E-register is all zeros, signal ENDE is generated, 
flip-flop PRE1 is set for the next instruction, and clock T6L 
is enabled. 

A sequence chart of the Translate Byte String instruction is 
given in table 3-104. 

3-232 Translate and Test Byte String (TTBS 40) 

The TTBS instruction compares a mask contained in bit posi- 
tions through 7 of the private memory register addressed 
in the R-field with source bytes contained in a byte trans- 
lation table. The destination byte string begins with the 
byte location pointed by the destination address in an odd 
numbered private memory register. The destination byte 
string is examined (without being changed) until a source 
byte is found that contains a one in any location comparing 
with the mask. When a comparison is found, the mask is 
replaced with the logical AND result of the source byte 
and the mask. Condition code flip-flop CC4 is set to a one. 

If the instruction terminates because of a comparison match, 
the byte count is one greater than the number of bytes re- 
maining to be compared, and the destination address indi- 
cates the location of the destination byte that caused the 
termination. If no comparison match is found, after the 
number of bytes that were indicated in the count have been 
compared, the instruction terminates with condition code 
flip-flop CC4 reset to zero. In no case is the source byte 
string changed. 

If the TTBS instruction is indirectly addressed, it is treated 
as a nonexistent instruction. The computer aborts execution 
of the instruction at the time of opcode decoding and traps 
to location X'40'. 

Operation during the preparation phases and PHI through 
PH9 is the same as the operation for these phrases described 
in the Translate Byte String instruction. 

If the R-field of the instruction word is all zeros, ones are 
forced into flip-flops CS0 through CS7 during PH2. This 
byte is added to the word which contains the displacement 
value and forms a mask for later use. 



The word from th 
gated into the C 
byte selected by 
D24 through D31 
the B-register on 
bits SI 5 through 
PH10 clock, and 
clocked into flip 
cleared, thereby 



e location pointed by the source address is 
-register during PH10. At this clock, the 
bits P32 and P33 is clocked into flip-flops 
. The destination address is gated from 
to the sum bus. The destination address, 
S31, is clocked into the P-register of the 
the byte selection bits SO and SI are 
-flops P32 and P33. The A-register is 
clearing the source address and mask. If 



a memory protection violation occurs (signal PROTECTD 
received), flip-flop SW2 is set and no further translation 
of bytes is performed. Flip-flop NPRX is set at the PH10 
clock. This forces one's into the CS-register for use during 
upward alignment in PH11. Signal (S/CXS) is generated 
for use during PHI 1. Since the source address and mask 
were cleared from the A-register, a one is forced on the 
LR31 address line to read them back from the odd numbered 
private memory register. Flip-flop PH11 is set for the next 
phase, and clock T10L is enabled. 

The source byte contained in bits D24 through D31 is gated 
into the adder during PH11 and is upward aligned into bit 
positions through 7 of the sum bus. The byte is then gated 
from the sum bus into bit positions through 7 of the C- 
register and is clocked into flip-flops DO through D7 of the 
PH11 clock. Since the mask was cleared from the A-register 
during PH10, the data word containing the mask is read out 
of the private memory register and is clocked into the A- 
register at the PHI 1 clock. Flip-flop NPRX is set to force 
ones into the CS-register for use during the logical AND 
operation in PH12. Clock T4RL is enabled, and the instruc- 
tion sequences to PHI 2. 

The mask contained in the A-register and the source byte 
contained in the D-register are gated into the adder during 
PHI 2, and a logical AND operation is performed. This re- 
sult is gated onto the sum bus and is clocked into the A- 
register at the PH12 clock. If no ones are compared in the 
mask and the source byte, the result in the A-register is all 
zeros. If any ones are compared, the result in the A-register 
is the byte formed as the result of the logical AND. Clock 
T8L is enabled, and the instruction sequences to PHI 3. 

Flip-flop CC4 is set if any ones are contained in the A- 
register which indicates a comparison. No further byte 
comparisons are made. If a comparison has been found, and 
bits R28 through R31 are not all zeros, and if bit R31 is a 
zero, the byte stored in the A-register is gated onto the 
sum bus and then onto data lines RW0 through RW7. Write- 
byte signal RWB0 is generated, and the byte is stored in the 
even numbered private memory register in place of the mask. 

Clock T8L is enabled, and the instruction branches to PH5. 
Phases PH5 through PH13 are repeated until a byte com- 
parison is made (that is, flip-flop CC4 is set), the total 
number of bytes have been compared (signal EZ is true), a 
memory violation occurs (flip-flop SW2 is set), or an inter- 
rupt occurs (INT is true). Flip-flop PHA is then set and 
the instruction branches to PH9A. 

Operation during PH9A through PHI 1A is the same as the 
operation for Translate Byte instruction, except that during 
PH11A flip-flop CC4 is reset if the count in the E-register 
is all zeros, and that signal ENDE is generated if flip-flop 
CC4 is set or if the count in the E-register is all zeros. 

A sequence chart of the Translate and Test Byte String in- 
struction is given in table 3-105. 
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Table 3-104. Translate Byte String, Phase Sequence 



Phase 


Function Performed 


Signals Involved 


Comments 


PRE1 


Generate signal PROTECTDIS 


PROTECTDIS 


= FABO + ... 


Disables trapping function 


T6L 








for memory protection 




Clear A-, B-, and E-registers 


AX 
BX 
EX 


= PRE1 + ... 

= PRE1 NINTRAPF + ... 

= PRE1 + ... 








QXP 


= PRE1 NANLZ + ... 


Next instruction address 


rlj-rol / ■" UiJ-Uol 




Set flip-flop PRE2 


S/PRE2 


= NPREIM PRE1 N(SNTRAPF) 

+ ... 






Enable clock T4RL 


T4RL 


= PREP + ... 




PRE2 


Force a one on LR31 


R/NLR31/2 


- LR31/2 = FATR (PRE2 NIA) 


Selects odd numbered 


T4RL 






+ ... 


private memory register 




Set flip-flop EXU 


S/EXU 


= (S/PH1/1) NCLEAR + ... 






Set flip-flop PHI 


S/PH1 
(S/PH1/1) 


= (S/PH1/1) NCLEAR NBR 
+ ... 

= NPREDO PRE2 NIA + ... 






Enable clock T4RL 


T4RL 


= PREP + ... 




PHI 


C12-C31 -/— -D12-D31, 


DXC/3 


= FATR PHI + ... 


Displacement value 


T4RL 


—h~- D0-D11 












AXRR 


= FATR PHI + ... 


Destination address and 


KKU-KKJI "/ ■•" AU-AJI 










count 




Set flip-flop PH2 


S/PH2 


= PHI NBR + ... 






Enable clock T6RL 


T6RL 


= FAB0/1 PHI + ... 




PH2 




SXA 


= FATR PH2 + ... 




AU-AJI ■" jU-jo 1 


T6RL 












S0-S7 -/-+ E0-E7 


EXS 


= FATR PH2 + ... 


Byte count 




S0-S31 -/-*- B0-B31 


BXS 


= FABO PH2 + ... 


Destination address 










Mnemonic: TBS (41 ) 
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Table 3-104. Translate Byte String, Phase Sequence (Cont. 



Phase 


Function Performed 


Signals Involved 


Comments 


PH2 
T6RL 
(Cont.) 


RR0-RR31 / » A0-A31 

Force a one on LR31 address line 


AXRR 
R/NLR31/2 


= FATR PH2 NRZ + ... 

= LR31/2 = FABO PH2 
+ ... 


Source address 

Selects odd numbered 
private memory register 




Set flip-flop DRQ 


S/DRQ 


= FAB0/1 EXU + ... 


No function. Memory 
request has not been made 




Set flip-flop PH3 


S/PH3 


= PH2 NBR + ... 






Enable clock T10L 


R/NT10L 


= T10L = FABO PH2 + ... 




PH3 
T10L 


A0-A31 + D0-D31 + 
CS0-CS31 S0-S31 


SXADD 


= FATR PH3 + ... 


Source address plus dis- 
placement value 




en qti ■» n\A/n p\a/ti 


RWXS 


= FABO PH3 + ... 


Modified address 
— ■/-*- R-register 


iU-oJI *^ KWU-lvVVJI 




Generate write-byte signals 
RWB0-RWB3 


RWB0-RWB3 


= RWXS 


Store modified source 
address in odd numbered 
private memory register 




Circular shift B-register right 
two bit positions 


BXBR2 


= FATR PH3 + ... 


Places destination address 
in bit positions 15 through 
31 and byte selection bits 
in positions and 1 




If first translation, set flip- 
flop SW1 


S/SW1 


= FATR PH3 + ... 


First pass 




Disable memory protection 


PROTECTDIS 


= FABOX + ... 






Set flip-flop DRQ 


S/DRQ 


= FAB0/1 EXU + ... 


No function. Memory 
request has not been made 




Set flip-flop PH5 


S/PH5 


= BRPH5 = FAB0/1 PH3 

+ ... 






Enable clock T8L 


R/1MT8L 


= T8L = FAB0/1 PH3 + ... 




PH5 
T8L 


If first pass (SW1 set), 
B0-B31 -S0-S31 


SXB 

PXS/1 
PXS/1 


- FATR5 SW1 + ... 

= FATR5 SW1 + ... 
= FATR5 SW1 + ... 


Destination address 
Byte selection bits 




JlO-oJI / "" rlj-rJl 




jU / ■* Vol, h\ — / -*■ 1 oJ 




Reset flip-flop SW1 


R/SW1 


= FATR PH5 + ... 






Generate memory request for 
byte 


MRQ 


= FATR5 NFATRFINISH + ... 








(Continued) 
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Table 3-104. Translate Byte String, Phase Sequence (Cont.) 



Phase 


Function Performed 




Signals Involved 


Comments 


PH5 


If address was in a protected 


S/SW2 


= FATR PH5 PROTECTD + ... 




T8L j 
(Cont.) 


area of memory, set flip-flop 
SW2 










If flip-flop SW2 is set, signal 
PROTECTD is received, the 
E -register has been counted 


S/PHA 
S/PH9 


- FATR5 FATRFINISH + ... 
= BRPH9 = FATR5 FATRFINISH 






down to zero, or an interrupt 
occurs, set flip-flops PHA and 
PH9 


FATRF1NISH - 


+ ... 
(SW2 + PROTECTD) + EZ + INT+... 






If flip-flop SW2 is not set, add 
one to byte selection bits P32 
and P33to select next byte 


PCTP1 
PA33 


= FATR5 NSW1 (NSW2 
NPROTECTD) + ... 

= FATR5 NSW1 (NSW2 
NPROTECTD) + ... 


Selects new byte 




Force a one on address line 
LR31 


R/NLR31/2 


= LR31/2 = FABO NFABS PH5 

+ ... 


Selects register where 
source address was stored 




Set flip-flop PH6 


S/PH6 


= PH5 NBR + ... 






Enable clock T8L 


R/NT8L 


= T8L = FABO PH5 + ... 






If not first pass (NSW1), 
D24-D31 K23-K30 








l\ZO-l\oU ■* oU-J/ , JO-blO, 

S16-S23 




D24-D31 - S24-S31 


SXUAB 


= FATR5 NSW1 + ... 


Byte selected by P32 and 
P33 gated onto data lines. 
See equations in PH10 
of Move Byte String 




Byte selected by P32 and P33 

^ MB0-MB7, or MB8-MB15, 

or MB15-MB23, or MB24-MB31 


MBXS/0, MBXS/1, MBXS/2, or MBXS/3 






Generate memory write -byte 
signal MWB 


MWB 


= FATR NSW1 PH5 + ... 


Store byte in destination 
address location of core 
memory 




Set flip-flop PH6 


S/PH6 


= PH5 NBR + ... 






Enable clock T8L 


R/MT8L 


-- SA8L = FABO PH5 + ... 


Inhibits transmission of 
another clock 




Set flip-flop DRQ 


S/DRQ 


= FAB0/1 EXU + ... 








(C 


ontinued) 
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Table 3-104. Translate 


Byte String, Phase Sequence (Cont. ) 




Phase 


Function Performed 


Signals Involved 


Comments 


PH6 
T8L 




CXMB 


= DGC 


Word from destination 
address 


/V\UU-/V\L5J 1 *" L.U-LJI 




Byte selected by P32 and 
P33-^-*- D24-D31 


DXCBP 


= FATR PH6 + ... 


Byte from destination address 
downward aligned into D- 
register. See equations in 
PH7 of Move Byte String 




P15-P31 S15-S31, 


SXP 


= FATR PH6 + ... 




1 6/. *■ jU, roo ■" o 1 




S0-S31 —f-*- B0-B31 


BXS 


= FATR PH6 + ... 


Destination address stored 
in B-register 




RR0-RR31 —H- A0-A31 


AXRR 


= FATR PH6 + ... 


Modified source address 
clocked into A-register 
from private memory 




Set flip-flop PH7 


S/PH7 


= PH6 NBR + ... 






Enable clock T6L 


T6L 


= NT1L NT4L NT8L NT10L 
N RESET 






Set flip-flop DRO 


S/DRQ 


= FAB0/1 EXU + ... 


No function. No memory 
request made 


PH7 
T6L 


A0-A31 + D0-D31 
- S0-S31 


SXADD 


= FATR PH7 + ... 


Source address and byte 
added 




S0-S31 —h~- A0-A31 


AXS 


= FATR PH7 + ... 


Result — / *■ A-register 




Clear D-register 


DX/1 


= FATR PH7 + ... 






Set flip-flop PH8 


S/PH8 


= PH7 NBR + ... 






Enable clock T4L 


R/NT4L 


= S/T4L = FAB0/1 PH7 + ... 






Set flip-flop DRQ 


S/DRQ 


= FAB0/1 EXU + ... 


No function 


PH8 
T4L 








Address shifted into bit 
positions 15 through 31 and 
byte selection bits into 
positions and 1 


AU-Ao 1 *" rkU-rKol 




Circular shift right two 


AXPRR2 
A0EN/2 


= FATR PH8 + ... 
- A30 ARCYC 




digit places with AoU / *" AU, 


and Ao 1 ~ r~ •" A 1 


| 




A1EN/2 


= A31 ARCYC 








ARCYC 


= ALCYC = NFAMDSF 








(Continued) 
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Table 3- 


■104. Translate Byte String, Phase Sequence (Cont. 


) 


Phase 


Function Performed 


Signals Involved 


Comments 


PH8 
T4L 
(Cont.) 


Set flip-flop PH9 
Enable clock T4L 


S/PH9 
R/NT4L 


= PH8 NBR + ... 

= S/T4L = FAB0/1 PH8 + . . . 






Set flip-flop DRQ 


S/DRQ 


= FAB0/1 EXU + ... 


No function 


PH9 




SXA 


= FAB0/1 PH9 + ... 




AU-AJ 1 ■" jU-jo 1 


T4L 




PXS/1 


= FATR PH9 + ... 


Source address clocked into 
P-register. Byte selection 
bits clocked into flip-flops 
P32, P33 


j 1 J-JJI / ** 1 1 j-l J 1 , 


jU / ■* 1 oZ, j\ — /-■•• |'JJ 




Generate a memory request 
for byte from source address 


MRQ 


= FATR PH9 + ... 






Set flip-flop DRQ 


S/DRQ 


= FAB0/1 EXU + ... 


Inhibits transmission of 
another clock until data 
signal is received 




Subtract one from byte count 
in E -register 


MCTE1 
ES4 


= FATR PH9 + ... 
= NFABS NSW1 






Set flip-flop PH10 


S/PH10 


= PH9 NBR + ... 






Enable clock T6L 


T6L 


= NT1L NT4L NT8L NT10L 




PH10 
T6L 




CXMB 


= DGC 


Data word from modified 
source address 


/v\L5U-/ViDj 1 *" ^-U-t_J 1 




Byte selected by bits P32 and 
P33, C —H~ D24-D31 


DXCBP 


= FATR PH10 + ... 


See equations in PH7 of 
Move Byte String 






SXB 


= FATR PHIO + 


Destination address 


UWLAJ 1 -~" JV^JOi 




S15-S31 -/-— P15-P31, 


PXS/1 


= FATR PHIO + ... 


Destination address clocked 
into P-register. Byte se- 
lection bits clocked into 
flip-flops P32, P33 


JU / *" lOZ, Jl / ** 1 J J 




Clear A-register 


AX/1 


= FATR PHIO + ... 






If memory protection violation 
occurs, set flip-flop SW2 


S/SW2 


= FABO PHIO PROTECTD + ... 






Memory request generated to 

-i f-,..i. U..i_ 

iiui c i ii b i uy ic 


MRQ 


- FATR 07 PH10 NPROTECTD 
N SW2 + 






Set flip-flop NRPX 


S/NRPX 


= FATR PH10 + ... 










(Continued) 
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Table 3- 


104. Translate Byte String, Phase Sequence (Cont.) 




Phase 


Function Performed 


Signals Involved 


Comments 


PH10 
T6L 


Force ones into flip-flops 
CS0-CS31 


CSX1 


= NPRX 


For use during upward byte 
alignment in PH5 


(Cont.) 


Branch to PH5 


S/PH5 


= BRPH5 = FATR 07 PH10 + ... 


Cycle repeated until flip- 
flop PHA is finally set 
during PH5 




Enable clock T8L 


R/NT8L 


= T8L = FATR 07 PH10 + ... 






Set flip-flop DRQ 


S/DRQ 


= FAB0/1 EXU + ... 


Inhibits transmission of 
another clock until signal 
is received that data lines 
have been strobed 


PH9A 
TSL 


(Entered from PH5 when flip- 
flop PHA is set) 










P15-P31 - S15-S31, 


SXP 


= FATRA PH9 + ... 


Destination address and 
byte selection bits 


r Jz * jU, too ■*■ ol 




Circular shift one bit position 
to the left with SO / * A31, 
S1-S31 —*-*- A0-A30 


AXSL1 


- FAB0A PH9 + ,.. 


Places address in bit 
positions 14 through 30 
and byte selection bits 
in and 31 




Generate memory request 
for next instruction 


MRQ/1 


= FAB0A/1 PH9 + ... 








PXQ 


= MRQ/1 + ... 


Address of next instruction 


io}lo-Uol / *• r Ij-rJI 












1 lO-rOl ' ** L/VMO-Lliol 




If flip-flop SW2 is set, add one 
to count in E -register 


PCTE1 


= FATRA PH9 SW2 + ... 


Count points to last 
byte transferred 




Set flip-flop PH10 


S/PH10 


= PH9 NBR + ... 






Enable clock T6L 


T6L 


= NT1L NT4L NT8L NT10L 
N RESET 




PH10A 


A0-A31 S0-S31 


SXA 


= FATRA PH10 + ... 


Destination address and 


T6L 








byte selection bits 




Circular shift one bit position 
to the left with SO / * A31, 


AXSL1 


= FATRA PH10 + ... 


Places address in bit posi- 
tions 13 through 29 and 
byte selection bits in 
positions 30 and 31 


j 1 -.)J 1 / ■" AU-AJU 




E0-E7 -/— A0-A7 


AXE 


= FATRA PH10 + ... 


Modified byte count 
clocked into A-register 
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Table 3-104. Translate Byte String, Phase Sequence (Cont. ) 



Phase 


Function Performed 


Signals Involved 


Comments 


PH10A 


Set flip-flop IEN 


S/IEN 


= FATRA PH10 + ... 


Enables interrupt to be 


T6L 








acknowledged 


(Cont. ) 












Set flip-flop DRQ 


S/DRQ 


= FATRA PH10 + ... 


Inhibits transmission of 
another clock until signal 
is received from memory 




Force a one on address 


R/NLR31/2 


= LR31/2 - FATRA PH10 


Select odd numbered 




line LR31 




+ ... 


private memory register 




Set flip-flop PHI 1 


S/PH11 


= PH10 NBR + ... 






Enable clock T8L 


R/1MT8L 


= T8L = FATRA PH10 + ... 




PH11A 


»n All fc rn r-'-i 1 


SXA 


= FATRA PH11 + ... 




AU-Aol * oU-bo 1 


T8L 


t\ r " i i k n\A/n nwTi 


RWXS 


= FATRA PH11 + ... 


Modified destination 




oU-ool * KWU-KWol 










address and byte count 




Generate write-byte signals 


RWB0-RWB3 


= RWXS 


Store modified destination 




RWB0-RWB3 






address and byte count in 
odd numbered private 
memory register 




If flip-flop SW2 is true, 


(SARACC4/1 ) 


= FABOA PH11 SW2 NTRAP 


Trap because of attempted 




generate signal (S/TRACC4/1 ) 




+ ... 


memory protection violation 




and set TRAP flip-flop 


SARAP 


= (SARACC4/1) + ... 






If SW2 is not set and byte 


ENDE 


= FABOA PH11 EZ + ... 






count in E-register is all 










zeros, generate signal ENDE 










Set flip-flop PRE1 


S/PRE1 


= ENDE (NHALT + FUEXU) 
N(S/INTRAPF) 


For next instruction 




Enable clock T6L 


T6L 


= NT1L NT4L NT8L NT10L 
N RESET 
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Table 3-105. Translate and Test Byte String, Phase Sequence 



Phase 


Function Performed 


Signals Involved 


Comments 


PRE1 


Generate signal PROTECTDIS 


PROTECTDIS 


= FAB0 + ... 


Disables trapping function 


T6L 


Clear A-, B-, and E-registers 


AX 

i 

BX 

EX 




= PRE1 + ... 

= PRE1 NINTRAPF + ... 

= PRE1 + ... 


for memory protection 






QXP 




= PRE1 NANLZ + ... 




l 10—1 o 1 / ■* WIO-Uol 




Set flip-flop PRE2 


S/PRE2 




= NPREIM PRE1 N(S/INTRAPF) 
+ ... 






Enable clock T4RL 


T4RL 




= PREP + ... 




PRE2 


Force a one on LR31 


R/NLR31/2 


= LR31/2 = FATR (PRE2 NIA) 


Selects odd numbered 


T4RL 








+ ... 


private memory register 




Set flip-flop EXU 


S/EXU 




= (S/PH1/1) NCLEAR 






Set flip-flop PHI 


S/PH1 




= (S/PH1/1) NCLEAR NBR 








(S/PH1/1) 


= NPRED0 (PRE2 NIA) + ... 






Enable clock T4RL 


T4RL 




= PREP + ... 




PHI 
T4RL 


C12-C31 -/-*- D12-D31, 


DXC/3 




= FATR PHI + ... 


Displacement value 


(J / ** DU-DI 1 




pr»n r»PTi . j. ^> jn ati 


AXRR 




= FATR PHI + ... 


Destination address and 


KKU-KKJI r ^ AU-AJ 1 












count 




Set flip-flop DRO 


S/DRQ 




= FAB0/1 EXU + ... 


No function. No memory 
request made 




Set flip-flop PH2 


S/PH2 




= PHI NBR + ... 






Enable clock T6RL 


T6RL 




= FAB0/1 PHI 




PH2 


A0-A31 S0-S31 


SXA 




= FATR PH2 + ... 


Destination address and 


T6RL 










count 




S0-S7 -/— E0-E7 


EXS 
BXS 




= FATR PH2 + ... 
= FAB0 PH2 + ... 


Byte count 
Destination address 




jU-jo 1 / ■" dU-doI 






RR0-RR31 -^— A0-A31 


AXRR 




= FATR PH2 NRZ + ... 


Source address and mask 


i 


If R-field is zero, force ones 
into flip-flops CS0-CS7 


CSX 1/5 




= FATR PH2 RZ + ... 


Generate a mask 
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Table 3-105. Translate and Tes 


t Byte String, Phase Sequence (Cont. ) 


Phase 


Function Performed 


Signals Involved 


Comments 


PH2 


Force a one on LR31 address line 


R/NLR31/2 


= LR31/2 = FABO PH2 + ... 


Selects odd numbered 


T6RL 
(Cont.) 








private memory register 


Set flip-flop DRQ 


S/DRO 


= FAB0/1 EXU + ... 


No function. Memory 










request has not been made 




Set flip-flop PH3 


S/PH3 


= PH2 NBR + ... 






Enable clock T10L 


R/NT10L 


= FABO PH2 + ... 




PH3 


A0-A31 + D0-D31 


SXADD 


= FATR PH3 + ... 


Source address plus dis- 


T10L 


i (~ c n f~ c T\ m T\ r 11 






placement value plus mask 


+ L-jU-L-joI ^ ou-bol 










if RZ 




r n *~ii m p\a/ti p\a/t i 


RWXS 


= FABO PH3 + ... 


Store modified source 


oU-bo 1 *" KWU-KW o 1 










address and mask in odd 










numbered private memory 










register 




Generate write-byte signals 


RWB0-RWB3 


- RWXS 






RWB0-RWB3 










Circular shift B-register left 


BXBR2 


= FATR PH3 + ... 


Places destination address 




two bit positions 






in bit positions 15 through 
31 and byte selection bits 
in positions and 1 




If first translation of byte, 


S/SW1 


= FATR PH3 + ... 






set flip-flop SW1 










Set flip-flop DRO 


S/DRO 


= FAB0/1 EXU + ... 


No function. Memory 
request has not been made 




Reset flip-flop CC4 


R/CC4 


- FAB0/1 PH3 N07 + ... 






Set flip-flop PH5 


S/PHS 


= BRPH5 = F ABO/1 PH3 + .,, 






Enable clock T8L 


R/NT8L 


= T8L = FAB0/1 PH3 + ... 




PH5 


If first pass (SW1 set), 


SXB 


- FATR5 SW1 + ... 




T8L 


HH P">1 mi r O ro l 








dU-do 1 " jU-jo 1 




S15-S31 -/—- P15-P31, 


PXS/1 


= FATR5 SW1 + ... 


Destination address and 
byte selection bits 




->U / ^ rjz, ->l / " roj 








Reset flip-flop SW1 


R/SW1 


= FATR PH5 + ... 








MRQ 


= FATR5 NFATRFINISH + 






byte 










If address was in a protected area 


S/SW2 


= FATR PH5 PROTECTD + ... 






of memory, set flip-flop SW2 
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Table 3-105. Translate and Test Byte String, Phase Sequence (Cont.) 



Phase 


Function Performed 


Signals Involved 


Comments 


PH5 
T8L 
(Cont.) 


If flip-flop SW2 is set, 
compare flip-flop CC4 is set; if 
E -register has been counted 
down to zero, or an interrupt 
occurs, set flip-flops PHA 
and PH9 


S/PHA 
S/PH9 


= FATR5 FATRFINISH 

+ ... 

- BRPH9 = FATR5 
FATRFINISH + . . . 


FATRFINISH = SW2 

+ PROTECTD 
+ CC4 + EZ 
+ INT 




If flip-flop SW2 is not set, 
add one to byte selection 
bits P32 and P33 


FATRFINISH 
PCTP1 

PA33 


= (SW2 + PROTECT D) 
+ EZ + INT 

= FATR5 NSW1 (NSW2 
NPROTECTD) + ... 

= FATR5 NSW1 (NSW2 
NPROTECTD) + ... 


If signal FATRFINISH is 
true, instruction branches 
to PH9A 

Selects next byte 




Force a one on address line 
LR31 


R/NLR31/2 


= LR31/2 = FABO NFABS 
. PH5 + ... 


Selects register where 
source address and mask 
were stored 




Set flip-flop PH6 


S^H6 


= PH5 NBR + ... 






Enable clock T8L 


R/NT8L 


= T8L = FABO PH5 + ... 






If not first pass (NSW1), 
D24-D31 - K23-K30 










K23-K30 S0-S7, 

S8-S15, S16-S23 


SXUAB 


= FATR NSW1 PH5 + ... 






UZ4-UJ1 *" JZ4-ool 






Byte selected by P32 and P33 


MBXS/0, MBXS/1 


, MBXS/2, or MBXS/3 


Byte selected by P32 and 
P33 gated onto data lines. 
See equations in PH10 of 
Move Byte String 


* MBU-Md/, or Mdo-MdId, 
orMB15-MB23, or MB24-MB31 




Generate memory write-byte 
signal MWB 


MWB 


= FATR NSW1 PH5 + ... 


Store byte in destination 
address location of core 
memory 




Set flip-flop DRQ 


S/DRQ 


= FAB0/1 EXU + ... 


Inhibits transmission of 
another clock until signal 
received from memory 




Set flip-flop PH6 


S/PH6 


= PH5 NBR + ... 






Enable clock T8L 


R/NT8L 


= SA8L - FABO PH5 
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Table 3-105. Translate and Test Byte String, Phase Sequence (Cont. ) 



Phase 


Function Performed 


Signals Involved 


Comments 


PH6 
T8L 




CXMB 


= DGC 


Word from destination 
address 


Mbu-Mbo 1 ■* LU-Lo 1 




Byte selected by P32 and 
P33 —f-— D24-D31 


DXCBP 

SXP 
BXS 


= FATR PH6 + ... 

= FATR PH6 + ... 
= FATR PH6 + ... 


Byte from destination address 
downward aligned into D- 
register. See equations in 
PH7 of Move Byte String 




1 IjH Jl " "" "■ j 1 -jo 1 , 


Destination address stored 
in B -register 


1 OZ ^" ju, loo ^ Jl 




jM oo 1 — t — "" uU-lio 1 




RR0-RR31 —H~- A0-A31 


AXRR 


= FATR PH6 + ... 


Modified source address 
clocked into A-register 
from private memory 




Set flip-flop PH7 


S/PH7 


= PH6 NBR + ... 






Set flip-flpp DRQ 


S/DRQ 


= FAB0/1 EXU + ... 


No function. No memory 
request made 




Enable clock T6L 


T6L 


= NT1L NT4L NT8L NT10L 
N RESET 




PH7 
T6L 


1 


SXADD 


= FATR PH7 + ... 


Source address and byte 
added 


AU-Ao 1 ' L'U-UOl *" OU-JJI 




c ,(\ c . r >\ / m~ An ATI 


AXS 


= FATR PH7 + ... 


Result / - A-register 


ou-oo 1 / ** AU-Ao 1 




Clear D-register 


DX/1 


= FATR PH7 + ... 






Set flip-flop DRQ 


S/DRQ 


= FAB0/1 EXU + ... 


No function. No memory 
request made 




Set flip-flop PH8 


S/PH8 


= PH7 NBR + ... 






Enable clock T4L 


RAIT4L 


= SA4L = FAB0/1 PH7 




PH8 
T4L 




AXPRR2 


= FATR PH8 + ... 


Address shifted into bit 
positions 15 through 31 
and byte selection bits 
into positions and 1 


AU-Ao 1 *■ rKU-rKol 
Circular shift right two 


digit places Willi AoU / *" AU, 
and A31 -/— Al 






A0EN/2 


= A30 ARCYC 








A1EN/2 


= A31 ARCYC 
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Table 3-105. 


Translate and Test Byte String, Phase Sequence (Cont 


) 


Phase 


Function Performed 




Signals Involved 


Comments 


PH8 
T4L 
(Cont.) 


Set flip-flop DRO 


ARCYC 
S/DRQ 


= ALCYC = NFAMDSF 
= FAB0/1 EXU + ... 


No function. No memory 
request made 




Set flip-flop PH9 


S/PH9 


= PH8 NBR + ... 






Enable clock T4L 


R/NT4L 


= SA4L = FAB0/1 PH8 + ... 




PH9 
T4L 


A0-A31 -S0-S31 

S15-S31 — /—- P15-P31, 


SXA 
PXS/1 


= FAB0/1 PH9 + ... 
= FATR PH9 + ... 


Source address clocked 
into P -register. Byte 
selection bits clocked 
into flip-flops P32, P33 


oU / \ oZ, Jl / ■" 1 Jj 




Generate memory request 
for byte from source address 


MRQ 


= FATR PH9 + ... 






Set flip-flop DRQ 


S/DRQ 


= FAB0/1 EXU + ... 


Inhibits transmission of 
another clock until data 
signal received 




Subtract one from count in 
E-register 


MTCE1 


= FATR PH9 + ... 






Set flip-flop PH10 


S/PH10 


= PH9 NBR + ... 






Enable clock T6L 


T6L 


= NT1L NT4L NT8L NT10L 
N RESET 




PH10 
T6L 




CXMB 


- DGC 


Data word from modified 
source address 


/V\liU-/V\l3J 1 ■■" v^U-LJI 




Byte selected by bits P32 and 
P33, C —H~ D24-D31 


DXCBP 


= FATR PH10 + ... 


See equations in PH7 of 
Move Byte String 




B30-B31 — S0-S31 


SXB 


= FATR PH10 + ... 


Destination address 




S15-S31 -/-*- P15-P31, 


PXS/1 


= FATR PH10 + ... 


Destination address 
clocked into P-register. 
Byte selection bits clocked 
into flip-flops P32, P33 


jU / *" rJz, b\ ■■/ ■" 'Jo 




Clear A-register 


AX/1 


- FATR PH10 + .. . 






If memory protection violation 
occurs, set flip-flop SW2 


S/SW2 


= FABO PH10 PROTECTD + ... 






Set flip-flop NPRX 


S/NPRX 


- FATR PH10 + ... 
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Table 3-105. Translate and Test Byte String, Phase Sequence (Cont. ) 



Phase 


Function Performed 


Signals Involved 


Comments 


PH10 


Force ones into flip-flops 


CSX1 


= NPRX 




For upward alignment 


T6L 


CS0-CS31 








during PHI 1 


(Cont.) 


Force a one onto address line 


R/NLR31/2 


- LR31/2 = 0U4 0L0 NPHA 


Selects odd numbered pri- 




LR31 




PH10 + ... 




vate memory register to 
obtain mask 




Generate signal (S/CXS) 


(S/CXS) 


= 0U4 0L0 NPHA 


PH10 + ... 






Set flip-flop DRQ 


S/DRQ 


= FAB0/1 EXU + 




No function. No memory 
request made 




Set flip-flop PH11 


S/PH11 


= PH10 NBR + .. 








Enable clock T10L 


R/NT10L 


= T10L = 0U4 0L0 

+ ... 


NPHA PH10 




PH11 


D24-D31 - K23-K30 








Source byte 


T10L 














if" , f i^"?n » r n r ~ ! 


SXUAB 


= FATR PH11 + .. 




See equations in PH10 of 


l\ZO _ l\oU m oU-o/ 












Move Byte String 




T\ e " 7 ■*■ (~f\ C 1 


CXS 


= (generated during 


PH10) 


Source byte upward aligned 


o\j-b/ * L-U-*w/ 












into C-register and clocked 












into D-register 




C0-C7 -/— D0-D7 


DXC 


= FATR PH11 + .. 








npn npii / _ a r\ a<ii 


AXRR 


= FATR PH11 + .. 




Source address and mask 


KKU-KKJI / "^ AU-Aol 




Set flip-flop NPRX 


S/NPRX 


= FATR PH11 + .. 




For AND operation during 
PH12 




Force ones into flip-flops 


CSX1 


= NPRX + ... 








CS0-CS31 












Set flip-flop DRQ 


S/DRQ 


= FAB0/1 EXU + . 




No function. No memory 
request made 




Set flip-flop PH12 


S/PH12 


- PH11 NBR + ... 








Enable clock T4RL 


T4RL 


= FATR PH11 + .. 






PH12 


A0-A31 + D0-D31 + 


SXPR 


= NPRX NSDIS + 




Logical AND operation 


T4RL 


f~T\ r r oi m Tl r 11 








between mask and source 


LbU-L-ool * oU-JOl 












byte 




'■fi '■oi / k fln *, ti 


AXS 


= FATR PH12 + .. 




Result / — A-register 


oU-ool / ^ AU-Aol 




Set flip-flop DRQ 


S/DRQ 


- FAB0/1 EXU + . 




No function. No memory 
request made 
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Table 3-105. Translate and Test Byte String, Phase Sequence (Cont. ) 



Phase 


Function Performed 


Signals Involved 


Comments 


PH12 
T4RL 
(Cont.) 


Set flip-flop PH13 
Enable clock T8L 


S/PH13 
R/NT8L 


= PH12 NBR + ... 
= T8L = FATR PHI 2 




PH13 

T8L 


If any ones are compared, 
ones are contained in A- 
register and flip-flop 
CC4 is set 


S/CC4 


- FATR NSW2 NA007Z PHI 3 
+ ... 






If a comparison has been found 
and bits R28 through R30 are 
not all zeros, and R31 is a zero 


SXA 


= FATR NSW2 NA0007Z NRZ 
NR31 PH13 + ... 




AU-Aol ■" oU-ool 




S0-S7 RW0-RW7 


RWXS/0 


= RWBO 


Store new byte in even 






RWBO 


= FATR NSW2 NA0007Z PH13 
NRZ NR31 + ... 


numbered private memory 
register in place of mask 




Set flip-flop PH5 


S/PH5 


= BRPH5 = FATR PH13 + ... 






Set flip-flop DRO 


S/DRQ 


= FAB0/1 EXU + ... 


No function. No memory 
request made 




Enable clock T8L 


R/NT8L 


= T8L = FAB0/1 PH13 + ... 






Phases PH5 through PHI 3 
are repeated until flip-flop 
PHA is set, and the instruction 
then branches to PH9A 








PH9A 
T8L 


Pl^-PTI » f! ^ ^71 


SXP 


= FATRA PH9 + ... 


Destination address and 
byte selection bits 




1 JZ •" oU, 1 OO •" Jl 




Circular shift left one bit 
position with SO / "~ A31, 
S1-S31 —H*- A0-A30 


AXSL1 


= FABOA PH9 + ... 


Place address in bit 
positions 14 through 30 
and byte selection bits in 
positions and 31 




Generate memory request for 
next instruction 


MRQ/1 


= FAB0A/1 PH9 + ... 








PXQ 


= MRQ/1 + ... 


Address of next instruction 


WIj-LJoI -/--»" i lo-lol 




P15-P3I -LM15-LB31 










If flip-flop SW2 is set, add one 
to count in E -register 


PCTE1 


--= FATRA PH9 SW2 + ... 


Count points to last byte 
compared 
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Table 3-105. Translate and Test Byte String, Phase Sequence (Cont. ) 



Phase 


Function Performed 


Signals Involved 


Comments 


PH9A 


Set flip-flop PH10 


S/PH10 


= PH9NBR + ... 




T8L 
(Cont.) 


Enable Clock T6L 


T6L 


- NT1L NT4L NT8L NT10L 
NRESET 




PH10A 
T6L 


A0-A31 — -S0-S31 


SXA 


= FATRA PH10 + ... 


Destination address and 
byte selection bits 




Circular shift left one bit position 
with SO-/— A3 1, 
S1-S31-/— - A0-A30 


AXSL1 


= FATRA PH10 + ... 


Places address in bit posi- 
tions 13 through 29 and 
byte selection bits in posi- 
tions 30 and 31 




E0-E7-y— A0-A7 


AXE 


= FATRA PH10 + ... 


Modified byte count 
clocked into A-register 




Set flip-flop IEN 


S/IEN 


= FATRA PH10 + ... 


Enables interrupt to be 
acknowledged 




Set flip-flop DRQ 


S/DRQ 


= FATRA PH10 + ... 


Inhibits transmission of 
another clock until signal 
is received from memory 




Force a one on address line 
LR31 


R/NLR31/2 


= LR31/2 = FATRA PH 10 + ... 


Select odd number pri- 
vate memory register 




Set flip-flop PH11 


S/PH 1 1 


= PH10 NBR +... 






Enable clock T8L 


R/NT8L 


= T8L = FATRA PH 10 + ... 




PH11A 


A0-A31 — ^S0-S31 


SXA 


= FATRA PH11 + ... 




T8L 


S0-S31 — -RW0-RW31 


RWXS 


= FATRA PH11 + ... 


Modified destination 
address and byte count 




Generate write-byte signals 
RWB0-RWB3 


RWB0-RWB3 


= RWXS 


Stored modified destina- 
tion address and byte 
count in odd numbered 
private memory register 




If E-register is all zeros, reset 
flip-flop CC4 


R/CC4 


= FATRA N07PH11 EZ + . . . 






If flip-flop SW2 is true, generate 
signal (S/TRACC4/1) and set flip- 
flop TRAP 


(S/TRACC4/1) 
S/TRAP 


= FAB0A PH11 SW2 NTRAP 

+ . . . 

= (S/TRACC4/1) + . . . 


Trap because of attempted 
memory protection 
violation 




If byte count in E-register is all zeros 
or a byte comparison was made (CC4 
set), generate signal ENDE 


ENDE 


= FAB0A PH11 EZ 

+ FAB0A/1 PH11 CC4N07 

+ . . . 








S/PRE1 


= ENDE (NHALT + FUEXU) 
N(S/INTRAPF) 


For next instruction 




Enable clock T6L 


T6L 


= NT1L NT4L NT8L NT10L 
NRESET 
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Paragraph 3-233 



3-233 Push Word (PSW, 09, 89) 

The PSW instruction pushes the contents of register R into 
the location that is one greater than the location addressed 
by the current TSA defined by the stack pointer double- 
word. Figure 3-185 describes the purposes and the geometry 
of the push-down stack as they relate to the PSW instruc- 
tion. 

The effective doubleword addresses (70C in the example in 
figure 3-185) in the PSW instruction addresses TSA which, 
in turn, addresses the last word (1503) that was pushed into 
the stack. A one is added to this address, and the contents 
of the R-register are pushed into location TSA + 1 (1504) by 
the PSW instruction. The count word, CW (the least signi- 
ficant half of the effective doubleword), contains two 
counts — a space count that defines the number of spaces 
remaining in the stack and a word count that defines the 
number of words currently in the stack. The sum of these 
two counts is equal to the length of the stack. 

Words are pushed into the stack in numerically ascending 
order and are pulled from the stack in numerically descend- 
ing order. At the end of the PSW instruction described in 



figure 3-185, location 1504 will contain the contents of 
register R, the top of stack address in 70C will be 1504, 
and the space and word counts in the count word 70D will 
be 1 B and 05, respectively. 

The preparation sequence for the PSW instruction is the 
same as the general preparation sequence given under the 
Preparation Sequence. The execution sequence for the Push 
Word instruction is described in figure 3-186. 

In PHI the A-register is set to equal X'00000001 '. The 
contents of the A-register are two's complemented and are 
transferred to the B-register in PH2, B0-B15, which are 
reset to zeros, are the only exception. B equals X'OOOOFFFF' 
In PH3 the A-register is halfword aligned upward, and A 
equals X'00010000'. The contents of A and B are merged 
(OR-gated) in PH4, and the result is placed into A. The 
A-register now contains X'OOOIFFFF'. MRQ is enabled to 
read the contents of the count word. In PH5 carry bit K15 
is forced true, and the A-register is again two's comple- 
mented, which effectively reverses the two halves of the A- 
register. A now equals X'FFFFOOOl '. A0-A15 contains a 
one's decrement value, and A16-A31 contains a one's in- 
crement value. 





INSTRUCTION 










REGISTER R 










PSW 






70C 
















TSA 






PUSH INTO ]t 


504 


STACK 




EFFECTIVE 
DOUBLEWORD 


70C 


1503 


1500 
1501 
1502 
1503 


X 


X X X X X X X 




X 


X X X X X X X 




CW 


X 


X X X X X X X 


70 D 




1C 




04 


X 


X X X X X X X 






SPACE WORD 


COUNT COUNT 








1505 

i 
i 
i 
1 
151D 

151 E 

151 F 








































901060A 


.3689 



Figure 3-185. Doubleword -Stack Relationship for PSW Instruction 
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PHI 








1- 


^-A31 






1-^-NGX 


v 


r 


S-^CS 


PH2 








1- 


**~K15 






1+*~K31 






(-A16-A31)+* 






0'S^-B0-B15 






1 -^-NPRX 


i 


' 


T 


S^-CS 


PH3 





-B16-B31 TWO'S COMPLEMENT 



A16-A31-a^A0-A15 UPWARD ALIGN 

0'S-^—A16-A31 

0'S-**-D 



PH4 



B OR A -^- A 

1 -^NGX 

MRQ TO READ COUNT WORD 

1-**H.B31/1 



PH5 



I c- 

| -A- 



-A NEGATE A 



PH6 



SUBTRACT FROM SPACE COUNT 

ADD TO WORD COUNT 

RESULT-*— B 

IF SPACE COUNT UNDERFLOWS 

l-*-—SW2, OR 

IF WORD COUNT OVERFLOWS, 

1 -*— SW1, AND 

IF TRAP FLAG - G 

OR IF TRAP FLAG = 1 



TRAP 



IF NO UNDERFLOW/OVERFLOW, GO TO PH7 



PH7 



PH14A 



A— S^ 

0'S-*-A 

MRQ 



PH8 



D- 
C 



-D16-D31 INCREMENT VALUE TO D 
TO READ TSA 



INCREMENT VALUE TO A 
READ TSA 



901060A.3690 



Figure 3-186. Push Word, Logic Sequence Diagram (Sheet 1 of 2) 
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901060A.3691 




PK9 




ADDRESS OF TSA TO C 

►P CURRENT STACK ADDRESS 4 1 INTO P 
READ DATA WORD INTO A 
TO WRITE DATA WORD 

WRITE DATA WORD 

NEXT STACK ADDRESS TO C 

j ADDRESS OF TSA INTO P 
TO WRITE INTO TSA 

NEXT STACK ADDRESS TO MB LINES 
TO WRITE INTO COUNT WORD 

MODIFIED SPACE/WORD COUNT TO MB LINES 

FOR CHECK IN PH12A 

TO READ NEXT INSTRUCTION 




P— "-S— C 
1-+* CS31 
' 1 ^-PHA 
\, GO TO PHI A 




PH1A 






} 


C-^D 

A +D + CS— -S^« 

RR-**-A 

j MRQ 




PH2A 






i 


A 
0' 
1- 


— S— -MB 
S-a— A 

■^►cxs 

D TO PH8A 




PH8A 






J- 


— s+— c 




PH9A 






i 


D- 
C- 

r MF 


IQ 




PH10A 






i 


D 

, Ml 


+ A^-S— MB 
-»H_B31/l 




PH11A 






i 


B- 
S-> 
MF 


— S —MB 

—A 

IQ/] 




PH12A 






SW 
SV\ 
SP/ 

wc 

FK 


n-^cci 

'2+--CC3 
^CE COUNT =0 
}RD COUNT =0 
DF 


ENTER FROM PH6 IF TRAP 
FLAG - 1 AND COUNTS 

=> 1 +— CC2 UNDERFLOW OR OVERFLOW 

=> 1 ^CC4 1 






PH14A 














D^ 
MRC 
GO 


-S+-A 
VI 
TO PH12A 



Figure 3-186. Push Word, Logic Sequence Diagram (Sheet 2 of 2) 
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In PH6 the count word is in D. The contents of A and D 
are added, which effectively adds one to the word count 
and subtracts one from the space count. The result, which 
is the modified count word, is transferred to the B-register 
and is held there until it is used in PH11A. Carry bit K15 
is inhibited during this addition. This prevents any carry 
from the word count from affecting the space count addition, 



SW1 is set if the space count underflows. SW2 is set if the 
word count overflows. Space count underflow and word 
count overflow can occur simultaneously only if the stack 
contains 32,768 words. Space count underflow and word 
count overflow are detected by comparing bit of the ori- 
ginal space count in D with the result in sum bus bit and 
by comparing bit 16 of the original word count in D with 
the result in sum bus bit 16. If bit of the count word TS 
(trap on space underflow) is a zero, a trap occurs because 
of a space count underflow. If bit 16 of the count word 
TW (trap on word overflow) is a zero, a trap occurs because 
of a word count overflow. Flip-flop SW1 is not set if a trap 
occurs because of a space count underflow since DO must be 
a one to set SW1 or a zero to cause a trap. Flip-flop SW2 
is not set if a trap occurs because of a word count overflow, 
since D16 must be a zero to cause a trap or a one to set 
SW2. 



If bi! of the count word TS (trap on space underflow) is a 
one and if the space count underflowed, the CPU aborts the 
PSW instruction by branching to PH14A. If bit 16 of the 
count word TW (trap on word overflow) is a one and if the 
word count overflowed, the CPU aborts the PSW instruction 
by branching to PH14A. If no underflow/overflow occurs, 
the instruction sequences from PH6 to PH7. A memory re- 
quest is made to read TSA in PH7. 



Starting with PH7 and ending with PH12A, four pieces cf 
data (two addresses and two words) are entered and are 
saved in the various registers. The following list will aid 
in keeping track of the data, where: ATSA is the address 
of TSA; TSA is the address of the current stack word; SW 
is the contents of the current stack word; and CW is the 
contents of the count word. 



PHASE ATSA 



TSA 



SW 



CW 



PHASE 



ATSA 



TSA 



SW 



PH7 


P 






PH8 


P 


C/-D 




PH9 


P— C 


D 




PH1A 


Ct^D 


D+l/M* 


RR— - A 


PH2A 


D 


P 


A^-MB 


PH8A 


D 


P-— C 





CW 

S B 

B 



PH9A D/*-P C7*-D 

PH10A P (TSA+U— MB 

PH11A P+l 

PH12A 

PH14A 



B-— MB, BVW\ 
A 
D/-A 



A one is added to TSA in PH1A, and the result is placed in 
the P-register. The contents of register R are clocked into A, 
and a memory request is made to write into the top of stock 
location (TSA+1). 



In PH10A the new top of the stack address, which has been 
transferred to D, is written into the TSA location. The 
modified space and word count is transferred from B to the 
MB lines in PH11A and is written into the count word loca- 
tion. 



In PH12A the condition codes are set. CC1 is set if the 
space count underflowed in PH6; CC3 is set if the word count 
overflowed in PH6; CC2 is set if the modified space count 
is currently equal to zero; and CC4 is set if the modified 
word count is equal to zero. 



A sequence chart of the Push Word instruction is given in 
table 3-106. 



3-234 Pull Word (PLW08, 88) 

The Pull Word instruction loads the private memory register 
-__ *r;_ j l.. i.l„ d r:_u ~f t-U^ :~<-4-.-. ,^+;^.-> ...;*!-> tUa /-.-M-itontc 

SpeCllicO Dy ITIC n*nciu v_M nic iii!>iiuv.i >»■• A.. i- ■■■n- ^.v^. !.*,... » 

of the word whose address currently represents the top of 
the push-down stack defined by the stack pointer double- 
word located at the effective doubleword address of the 
instruction. Figure 3-187 describes the purposes of the 
effective doubleword and the geometry of the push -down 
stack as they related to the PLW instruction. 



The effective doubleword address (70C in the example in 
figure 3-187) in the PLW instruction addresses TSA (top 
of stack address) which, in turn, addresses the last word 
(1503) that was pushed into the stack. This is the word 

ll- _jl T. ll„J l ~Z 4-L~ rkn^Vr nr^A <c nlnraA intn ran. 

HIUI IS (JUIICU UUI <->l IHC ■"">-" <■•.■»* ... f^.v^^^v- •■■•u> -v-y 

ister R by the PLW instruction. The count word CW 
the least significant half of the effective doubleword) 
contains two counts, a space count that defines the num- 
ber of spaces remaining in the stack, and a word count 
that defines the number of words currently in the stack. 
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Table 3-106. Push Word, Phase Sequence 



Phase 


Function Performed 


Signals Involved 


Comments 






S/DRQ = FAST EXU + FASTA EXU 

+ ... 


DRQ is set for all execution 
phases 


1 / *" UKvJ 


PHI 
T4RL 




A31X1 = FAST PHI N06 + ... 
(S/NGX) = FAST PHI N02 + ... 
CSX1 = (S/NGX) 


Set one in A-register 
Prepare for negation 


1 / ■* A j 1 


1 / * INbX 
l's-/— " CS0-CS31 


PH2 
T6L 


1 m. C 1 A 1 O 


G1619 = FAST PH2 + ... 

K15 = G1619/1 

SXADD/1 = NGX NFAMDSF + ... 

BXS = FAST PH2 + ... 
CSX1 = (S/NPRX) 
K31 = NGX 


Causes zeros in B0-B15 

Two's complement 

Results in B = 0000FFFF 
Prepare for upward alignment 


1 *^ O 1 1 / 

l .», K 1 ^ 


^ A 1 A A O 1 ^ ... «. c , 1 A c ^ 1 


O's - S0-S15 

S0-S15 -7^— B0-B31 
1 -^-^NPRX 
1 K31 


PH3 
T6L 




SXUAH = FAST PH3 + ... 

AXS/2 = FAST PH3 + ... 
DX/1 = FAST PH3 + ... 


Upward align ha If word. 
Results in A = 00010000 


Alo-Aol *" bu-olJ 


jU-jij ' '/' "*" AU-AIj 


Us / ■* UU-Uj 1 


PH4 
T6L 


B0-B31 - S0-S31 

An ATI k. r n coi 


SXB = FAST PH4 + ... 
SXA = FAST PH4 + ... 
AXS = FAST PH4 + ... 

MRQ = FAST PH4 + ... 

(S/LB31/1) = FAST PH4 + ... 
R/LB31/1 = • 


Increment-decrement values. 
This OR function results in 
A = 0001 FFFF. Combines 
positive and negative halves 
of modifier. Positive in 
A0-A15. Negative in A16- 
A31 

To read space and word count 

Address low order half of 
stack pointer doubleword 


AU-AO 1 ^ jU-Jo 1 

S0-S31 ^-^A0-A31 

Enable memory request 
1 -A— LB31/1 


PH5 
T6L 


C0-C31 -/— D0-D31 
(-A0-A31) — 50-S31 

S0-S31 -h— A0-A31 


DXC/6 = FAST PH5 + ... 
AXS = FAST PH5 07 + ... 

G1619 = FAST PH5 + ... 


Read space and word count 

Negate A-register. Reverses 
two halves of A-register 






(Continued) 


Mnemonic: PSW (09, 89) 
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Table 3-106. Push Word, Phase Sequence (Cont.) 



Phase 


Function Performed 




Signals Involved 


Comments 


PH5 
T6L 
(Cont.) 


Reset flip-flop NT10L 


K15 
(S/T10L) 


= G1619 

= FAST PH5 + ... 




PH6 
T10L 


A0-A31 + D0-D31 S0-S31 


SXADD 


= FAST PH6 + ... 


Add one to word count, 
subtract one from space 
count. Modifier is in 
A-register 




Force »- K15 


K15 


= N(FAST PH) (...) + . . . 


Prevent carry from word 
field to space field 






BXS 


= FAST PH6 + ... 


Update count word to 
B-register 


jU-jO 1 ■ /"■■-»" DU-bJI 




D16 NS16 => 1 —/— SW2, or 


S/SW2 
S/SW1 


= FAST PH6 D16 NS16 + ... 
= FAST PH6 DO NSO + ... 


Word count overflow 
Space count underflow 




u\j NjU -/■ 1 / "" ^W 1 




Trap, or 


(SAR30/1 ) 

SARAP 


= FAST PH6 ND16 S16 

+ FAST PH6 NDO SO + ... 

= (SAR30/1) + ... 


If trap flag = 1, trap with 
condition code unchanged 




Go toPH14A 


BRPH14 


= FAST PH6 D16 NS16 

+ FAST PH6 DO NSO + ... 


If trap flag = 0, go to 
phase 14A to abort instruc- 
tion 






S/PHA 


= FAST PH6 DO NSO + ... 


Bit 16 or bit has changed 
because of an underflow or 


1 / *"" r 1 1 A 










overflow 




i -A-^cxs 


S/CXS 
SA8L 


= FAST PH6 + ... 
= (S/CXS) + ... 




PH7 
TSL 


n 1 , J. m. AH ATI 


AX/1 
MRQ 


= FAST PH7 + ... 
= FAST PH7 + ... 


To read top -of -stack 
address 


U S / *^ AU-AOl 

Enable memory request 


PH8 
T6L 


KAnn umi *» rr\ r~Ti 


CXMB 
DXC/6 


= DGC 

= FAST PH8 + ... 


Read top-of -stack address 
D-register via C- 
register 


/V\liU-/V\L5J 1 * *wU-v*,Ol 

C0-C31 -/— D0-D31 






S/CXS 


= FAST PH8 NOL3 + ... 


Preset for PH9 


| ...y_„,»» (^^v, 






SA8L 


= (S/CXS) + ... 








(C 


ontinued) 
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Table 3-106. Push Word, Phase Sequence (Cont. ) 



Phase 


Function Performed 


Signals Involved 


Comments 


PH9 
T8L 




SXP = FAST PH9 + ... 

CSX1/8 = FAST PH9 NOL8 NOL3 

+ ... 

BRPH1 = FAST PH9 NOL3 + ... 
S/PHA = FAST PH9 + ... 


p 


rlo-rol *" jlo-jjl 


C -register 

CXS set in PH8 

To add one to top-of-stack 
address 




1 / * Ljoi 

Go to PHIA 
1 —H- PHA 


PHIA 
T6L 


A0-A31 + D0-D31 + CS0-CS31 
- S0-S31 

S16-S31 -/-— P16-P31 


SXADD = FASTA PHI + ... 

FASTA = FAST PHA + ... 

PXS = FASTA PHI N02 + ... 

AXRR = FASTA PHI (04 N05 07) 
+ ... 

DXC/6 = FASTA PHI + ... 
MRQ = FASTA PHI + ... 
SA8L = FASTA PHI + ... 


Add one to top-of-stack 
address 

Transfer to P -register 

Read data word from 
private memory 

Effective address / » 
D -register 

To write data word into 
stack 


KKU-KKol / *" AU-AJI 


(~U-(~J 1 t — *" UU-UJ 1 
Enable memory request 


PH2A 
T8L 


A0-A31 S0-S31 

S0-S31 MB0-MB31 

0's -A-*- A0-A31 


SXA = FASTA PH2 + ... 
MW = FASTA PH2 + ... 

AX/1 = FASTA PH2 OL9 + ... 
S/CXS = FASTA PH2 OL9 + ... 
BRPH8 = FASTA PH2 N02 OL9 +... 
SA8L = FASTA PH2 + ... 


Write data word in core 
memory 

Preset for PH8A 


1 / ** Laj 

Go to PH8A 


PH8A 
T8L 


P16-P31 - S16-S31 

S0-S31 C0-C31 


SXP = FASTA PH8 + ... 


New top-of-stack address 
into C-register 

CXS set true in PH2A 






(Continued) 
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Table 3-106. Push Word, Phase Sequence (Cont. ) 



Phase 


Function Performed 


Signals Involved 


Comments 


PH9A 
T6L 


D0-D31 - S0-S31 

ci/, cm / k. m /, nil 


SXD = FASTA PH9 + ... 

PXS = FASTA PH9 + ... 
DXC/6 = FASTA PH9 + ... 

MRQ = FASTA PH9 + ... 




P-register 

Top-of-stack address - / » 
D-register 

To write top-of-stack 
address 


OlO-ool / "^ IIOHol 

C0-C31 -V-*- D0-D31 
Enable memory request 


PH10A 
T6L 


D0-D31 + A0-A31 - S0-S31 


SXADD = FASTA PH10 + ... 

MW = FASTA PH10 + ... 
(S/LB31/1) = FASTA PH10 + ... 

MRQ = FASTA PH10 + ... 


A = 0's, top-of-stack 

address *- core memory 

in effective word location 

To address low order half of 
stack pointer doubleword 

To write count word 


oU-oo 1 *" MliU-Mlio 1 
l / ■» i m l /i 


1 / *" LliJ 1 / 1 
Enable memory request 


PH11A 
T6L 




SXB = FASTA PH11 + ... 

MW = FASTA PH11 + ... 
AXS = FASTA PH11 + ... 

MRQ/1 = FASTA PH11 + ... 


Write updated count word 
in effective address + 1 

Updated count word to A- 
register for check in PH12A 

To read next instruction 


BU-doI ■" JU-.5JI 


oU-oJ 1 ■" "•" M IxJ —N\ u J l 
S0-S31 -/—~A0-A31 

Enable memory request 


PH12A 
T6L 


If SW1 = 1, 1 -/-*- CC1 


S/CC1 = FASTA PHI 2 SW1 + ... 
S/CC3 = FASTA PH12 SW2 + ... 
S/CC2 = FASTA PHI 2 A0115Z + ... 
S/CC4 = FASTA PHI 2 A1731Z + ... 
(R/CC) = FASTA PHI 2 + ... 
ENDE = FASTA PH12 + ... 
R/PHA = CLEAR = ENDE 


Space count underflow 
Word count overflow 
Space count zero 
Word count zero 


It bW2 -1,1 / ■" (~LJ 


11 \AI -AID — Uj, 1 ' / "* ^-\-ii 

If (A17-A31 = 0), 1 —/-*- CC4 

End 
Reset PHA 


PH14A 
T&L 


Entered from PH6 if trap 
has occurred 










(Continued) 
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Table 3-106. Push Word, Phase Sequence (Cont. ) 



Phase 



Function Performed 



Signals Involved 



Comments 



PH14A 
TSL 
(Cont.) 



D0-D31 



S0-S31 



SXD 



= FASTA PH14 + 



S0-S31 -t^-A0-A31 
Enable memory request 
Go to PH12A 



AXS = FASTA PH14 + .. 
MRQ/1 = FASTA PHI 4 + .. 
BRPH12 = FASTA PH14 + .. 



Word and space count / — 
A -register to check for zero 



To read next instruction 
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INSTRUCTION 










REGISTER R 










PLW 






70C 












r~ 


TSA 




li PULL INTO R 
1500 
1501 
1502 


STACK 




EFFECTIVE 
DOUBLEWORD 


70C 


1503 


X 


X X X X X X X 






CW 


X 


X X X X X X X 


70D 




1C 




04 


X 


X X X X X X X 


X 


X X X X X X X 






SPACE WORD 




1503 


COUNT COUNT 


1504 

1505 

1 

1 

1 

1 
151D 

151 E 

151F 










































901060A. 


3686 



Figure 3-187. Doubleword -Stack Relationship for PLW Instruction 



The sum of these two counts is equal to the length of the 
stack. Words are pushed into the stack in numerically de- 
scending order, and are pulled from the stack in numerically 
descending order. At the end of the PLW instruction de- 
scribed in figure 3-1 87, register R contains the contents of 
word location 1503; the top of stack address in 70C is 1502; 
and space and word counts in the count word 70D are ID 
and 03, respectively. 

The preparation sequence for the PLW instruction is the 
same as the general preparation sequence given under the 
Preparation Sequence. The execution sequence for the 
Pull Word instruction is described in figure 3-188. 

In PHI the A-register is set to equal X'00000001 '. In PH2 
the contents of the A-register are two's complemented and 
are transferred to the B-register. B equals X'OOOOFFFF'. 
In PH3 the A-register is half-word upward aligned, and A 
equals X'00010000'. The contents of A and B are merged 
(OR-gated) in PH4, and the result is placed in A. The A- 
register now contains X'OOOIFFFF 1 , which represents the 
increment/decrement values to be added to the contents of 
the count word in PH6. 



The count word is read into D at the PH5 clock and in PH6 
the contents of A and D are added, effectively adding one 
to the space count and subtracting one from the word count. 
The result, which is the modified count word, is transferred 
to the B-register and is held there for later use. Carry bit 
K15 is inhibited during this addition to prevent any carry 
from the word count from affecting the space count addition. 

SW1 is set if the space count overflows. If the word count 
underflows, SW2 is set. Space count overflow and word 
count underflow can occur simultaneously only if the stack 
contains 32,768 words. Space count overflow and word 
count underflow are detected by comparing bit of the 
original space count in D with the result in sum bus bit 0, 
and by comparing bit 16 of the original word count in D 
with the result in sum bus bit 16. 

If bit of the count word TS (trap on space overflow) is a 
zero, a trap occurs because of a space count overflow. If 
bit 16 of the count word TW (trap on word underflow) is a 
zero, a trap occurs because of a word count underflow. If 
a trap occurs because of a space count overflow, flip-flop 
SW1 is not set, since DO must be a one to set SW1 or a zero 
to cause a trap. If a trap occurs because of a word count 
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PHI 



1-^-NGX 
TS+— CS 



PH2 



-K15 



1- 

(-A16-A31)-* 
0'S^-B0-B15 
1 -^— NPRX 
TS+— CS 
1 — ^K31 



-B16-B31 



TWO'S COMPLEMENT 



PH3 



A16-A31-+—A0-A15 

0'S-^-A16-A31 

O'S-^-D 



UPWARD ALIGN 



PH4 



B OR A -^A 

l^NGX 

MRQ 

l-*-»4.B31/l 



PH5 



INCREMENT/DECREMENT VALUE TO A 

TO READ COUNT WORD 
FOR P + 1 



READ CW 



PH6 



ADD TO SPACE COUNT 

SUBTRACT FROM WORD COUNT 

RESULT -*—B 

IF SPACE COUNT OVERFLOWS 

l- t -^SW1; OR 

IF WORD COUNT UNDERFLOWS 

1 -*-*-SW2, AND 

IF TRAP FLAG = 

OR IF TRAP FLAG = 1 



TRAP 



IF NO UNDERFLOW/OVERFLOW, GO TO PH7 



PH7 



PH14A 



A— ^S— -C 

O'S^— A 

MRQ TO READ TSA 



PH8 



-D READ TSA 
-CXS 



PH9 



P— *-S — -C 
l-**-PHA 
GOTO PH1A 
A16-^— CSO-15 



SAVE ADDRESS OF TSA IN C 



901060A.3687 



Figure 3-188. Pull Word, Logic Sequence Diagram (Sheet 1 of 2) 
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PH1A 






l 


D^-P ADDRESS OF STACK WORD TO P (VIA SUM BUS) 
C->-D ADDRESS OF TSA TO D 
MRQ TO READ STACK WORD 

r 




PH3A 






' 


C^» 
D-» 

r 


-D READ CONTENTS OF STACK WORD 
-S V*A STACK WORD ADDRESS TO A 




PH4A 






i 


p — 


-S-~C TSA TO C 




PH5A 






< 


c^ 

D- 


^D TSA INTO D 

-S —RW STORE CONTENTS OF STACK WORD INTO REGISTER 




PH6A 






} 


A-- 

rs- 

O'S 

r 


►S-/—P ADDRESS OF TSA TO P 

*-CS 

-/*~A 

3 TO WRITE INTO TSA 
■*— D ORIGINAL TSA - 1 




PH7A 




1 


MR< 
D-l 




PH10A 






1 


-S —MB WRITE NEW TSA 

-LB31/1 TO ADDRESS COUNT WORD 




PH11A 






^ 


B — 

MRC 

r 


■S —MB WRITE UPDATED COUNT WORD 
A FOR CHECKING IN PH12A 
i/1 TO READ NEXT INSTRUCTION 




PH12A 


ENTER FROM PH6 IF 




SW1 
SW2 
SPA< 
WOR 
END 


y*CCl TRAP FLAG = 1 AND COUNTS 
^ CC3 UNDERFLOWED OR OVERFLOWED 

:E COUNT =0, =>ly-CC2 1 

D COUNT = 0,=> 1^CC4 | PH14A | 

E ' ' 

-PHA D— S**A 
m MRO/1 

GO TO PH12A 



Figure 3-188. Pull Word, Logic Sequence Diagram (Sheet 2 of 2) 
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Paragraph 3-235 



underflow, flip-flop SW2 is not set, since D16 must be a 
zero to cause a trap or a one to set SW2. 

If bit of the count word TS (trap on space overflow) is a 
one and the space count overflowed, the CPU aborts the 
PLW instruction by branching to PH14A. If bit 16 of the 
count word TW (trap on word underflow) is a one and the 
word count underflowed, the CPU aborts the PLW instruc- 
tion by branching to PH14A. If no underflow/overflow 
occurs the instruction sequences from PH6 to PH7. 

In PH7 a memory request is made to read TSA. Starting 
with PH7 and ending with PH12A, four pieces of data (two 
addresses and two words) are entered and are saved in the 
various registers. The following sequence list will aid in 
keeping track of the data, where: ATSA is the address of 
TSA; TSA is the address of the current stack word; SW is 
the contents of the current stack word; and CW is the con- 
tents of the count word. 



PHASE ATSA 
PH7 P 



TSA 



SW 



CW 
St^B 



During PH7A the CS-register contains all ones (-1) and is 
added to the TSA, effectively subtracting one from the TSA. 
The modified TSA is written into the TSA location in PH10A. 
The modified count word, which has been held in the B- 
register, is written into the count word location in PH11A. 
The count word is also clocked into the A-register for test- 
ing in PH12A. 



In PH12A the condition code flip-flops are set. Flip-flop 
CC1 is set if the space count overflowed in PH6; flip-flop 
CC3 is set if the word count underflowed in PH6. Flip- 
flop CC2 is set if the modified space count is currently 
equal to zero; and flip-flop CC4 is set if the modified word 
count is equal to zero. 



A sequence chart of the Pull Word instruction is given in 
table 3-107. 



3-235 Push Multiple (PSM OB, 8B) 



PH8 



PH9 P— C 



Ct^D 



PHI A C/MD DtM> 



Before the PSM instruction is executed, the condition code 
must contain a value equal to the number of words to be 
pushed into the pushdown stack. Since the condition code 
consists of four flip-flops, CC1-CC4, no more than 16 words 
can be pushed into a stack during the execution of any one 
PSM instruction regardless of the stack length. If the con- 
dition code is equal to zero, 16 words will be pushed into 
the stack. 



PH3A D/*-A 



PH4A A 



OA-D 



PH5A 



PH6A A/—P 



PH7A 



P-^C 



CV*~D DA~RW 



PH10A P (TSA-l)-^MB 



PH11A P+l 



PH12A 



B—MB, 
By*-A 



PH14A 



DA-A 



During the execution of the PSM instruction, the value of 
the condition code is transferred to the E-register, and a 
one is added to the contents of TSA to become the address 
of the first word to be pushed into the stack. Words are 
pushed into the stack in ascending order. For example, if 
CC equals three, and the top of stack address is 1517, the 
stack words will be pushed from private memory into the 
stack in the following order: 

R to (1518) 



R+l to (1519) 



R+2 to (151 A) 

As each word is pushed into the stack, the contents of E 
are counted down. The words to be pushed have been 
loaded into the stack when E reaches a count of one. The 
contents of TSA are modified by adding the value of the 
condition code to the current TSA and by restoring it to 
memory. The value of the condition code is added to the 
word count and subtracted from the space count. The re- 
sult is stored to the count word in memory. 
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Table 3-107. Pull Word, Phase Sequence 



Phase 


Function Performed 


Signals Involved 


Comments 




1 -A— DRQ 


S/DRQ = FAST EXU + FASTA EXU 
+ ... 


DRQ is set for all 
execution phases 


PHI 
T4RL 


1 -/— A31 


A31X1/1 = FAST PHI N06 + ... 
(S/NGX) = FAST PHI N02 + ... 
CSX1 = (S/NGX) 


Set one in A-register 
Prepare for negation 


p. ._/ >. pen poi 


1 s 7 ^ ^oU-^ool 


PH2 
T6L 


1 ». (~1A1Q/1 


G1619/1 = FAST PH2 + ... 

K15 = G1619/1 

SXADD/1 = NGX NFAMDSF + ... 

BXS = FAST PH2 + ... 
(S/NPRX) = FAST PH2 + ... 

CSX1 = (S/NPRX) 
K31 = NGX 


Causes zeros in B0-B15 
Two's complement 

Results in B = 0000FFFF 

Prepare for upward 
alignment 




1 ""•" l\ 1 D 


-^Alo-AJI; *"olo-->JI 


Us 1 ■""* oU-j id 
S0-S31 — /-*- B0-B31 
1 -/-»- NPRX 

l's -/-«- CS0-CS31 


1 "* K J 1 


PH3 
T6L 


A16-A31 - S0-S15 

S0-S15 -y— A0-A15 
0's — /-— D0-D31 


SXUAH = FAST PH3 + ... 

AXS/2 = FAST PH3 + ... 
DX/1 = FAST PH3 + ... 


Upward align halfword 
Results in A = 00010000 


PH4 
T6L 


go rt] ^ <;n_^i 


SXB = FAST PH4 + . . . 

SXA = FAST PH4 + ... 
AXS - FAST PH4 + ... 
MRQ = FAST PH4 + ... 

(S/LB31/1) = FAST PH4 + ... 
R/LB31/1 = 


Increment -decrement 
values — / »■ A-register. 
This OR function results 
in A =0001FFFF. Combines 
positive and negative halves 
of modifier. Positive in 
A0-A15, negative in A16- 
A31 

To read space and word 
count 

Address low order half of 
stack pointer doubleword 


AU-AJI *" JU-5J 1 


ju-joI / *" AU-Aol 
Enable memory request 

1 -7*— ► LB31/1 






(Continued) 


Mnemonic: PLW (08, 88) 
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Table 


3-107. Pull Word, Phase Sequence (Cont. ) 




Phase 


Function Performed 


Signals Involved 


Comments 


PH5 
T6L 




DXC/6 
(SA10L/1) 


= FAST PH5 + ... 
= FAST PH5 


Read space and word count 


LU-LJ 1 ■-/--»• UU-Uo 1 
Reset flip-flop NT10L 


PH6 
T10L 


A0-A31 + D0-D31 - S0-S31 


SXADD 

K15 

BXS 

S/SW2 
S/SW1 
(SAR30/1 ) 

SARAP 

BRPH14 

S/PHA 

S/CXS 
SA8L 


= FAST PH6 + ... 

= N(FAST PH6) (...) 

= FAST PH6 + ... 

= FAST PH6 D16 NS16 + ... 

= FAST PH6 DO NSO + ... 

= FAST PH6 ND16 S16 

+ FAST PH6 NDO SO + ... 

= (S/TR30/1) + ... 

= FAST PH6 D16 NS16 

+ FAST PH6 DO NSO + ... 

= FAST PH6 DO NSO 

+ FAST PH6 D16 NS16 + ... 

= FAST PH6 + ... 

= (S/CXS) + ... 


Add one to space count; 
subtract one from word 
count. Modifier is in A- 
register 

Inhibit carry to prevent 
carry from word count from 
affecting space count 

Updated count word to 
B -register 

Word underflow 

Space overflow 

If trap flag = 0, trap with 
condition code unchanged 

If trap flag = 1, go to phase 
14A to abort instruction 

Bit 16 or bit has changed 
because of an underflow or 
overflow 


1 oice U ■" l\ ID 
S0-S31 —/-*- B0-B31 


Ulo NjIo-z'I / "* jWz, oi 


UU N jU —s\ f ■" jW 1 
Trap if overflow or underflow 

Goto PH14A 

1 -t^-PHA 

i / ,„. «. rvc 


I /■"■ •• (_aj 


PH7 
T8L 




AX/1 
MRQ 


= FAST PH7 + ... 
= FAST PH7 + ... 


To read top-of -stack 
address 


U s / *" AU-AJ 1 

Enable memory request 


PH8 
T6L 


MB0-MB31 C0-C31 

C0-C31 —/-*■ D0-D31 

1 ■ / *. fVT 


CXMB 

DXC/6 

S/CXS 

SA8L 


= DGC 

= FAST PH8 + ... 

= FAST PH8 NOL3 + ... 
= (S/CXS) + ... 


Read top-of -stack address 
*- C -register 


/ *■ D-iegislei 
Preset for PH9 


1 / *^ LAj 






(Continued) 


Mnemonic: PLW (08, 88) 
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T 


able 3-107. Pull Word, Phase Sequence (Cont. ) 




Phase 


Function Performed 


Signals Involved 


Comments 


PH9 
T8L 




SXP = FAST PH9 + ... 

CSX31 = CSX1/8 
CSX1/8 = FAST PH9 NOL3 NOL8 
S/PHA = FAST PH9 + ... 
BRPH1 = FAST PH9 NOL3 + ... 


Effective address »- 

C -register 

TSA + 1 


rlo-rJI *" jiO-jJl 

S16-S31 -y—~ C16-C31 
1 -/— CS31 
1-V— - PHA 
Go to PHIA 


PHIA 
T6L 


C0-C31 -h~- D0-D31 

D0-D31 «- S0-S31 

S16-S31-/-- P16-P31 
Enable memory request 

Go to PH3A 


DXC/6 = FASTA PHI + ... 

FASTA = FAST PHA + ... 
SXADD = FASTA PHI + ... 

PXS = FASTA PHI N02 + ... 
MRQ = FASTA PHI + ... 
SA8L = FASTA PHI + ... 

BRPH3 = FASTA PHI (04 N05 N07) 

+ ... 




D -register 

Top-of-stack address 
/ - P -register 

To read data word 


PH3A 
T8L 


C0-C31 -V— - D0-D31 
D0-D31 S0-S31 

Cn Ol -J •>. AH ATI 


DXC/6 = FASTA PH3 + ... 

SXD = FASTA PH3 + ... 
AXS = FASTA PH3 + ... 

S/CXS = FASTA PH3 OL8 + ... 
SA8L = FASTA PH4 + ... 


Read data word from core 
memory 


jU-jJI / "^ AU-AJ 1 

1 -/— exs 


A-register 

For S »- C in next phase: 


PH4A 
T8L 




SXP - FASTA PH4 + ... 
SA8L = FASTA PH4 + ... 


Top-of-stack address 
■- C-register 

CXS set in PH3A 


r lo-rol ■" jIo-jJI 


olo-bol •" Llo-L-JI 


PH5A 
T8L 




DXC/6 = FASTA PH5 + ... 
SXD = FASTA PH5 + ... 


Top-of-stack address 
— / — D-register 


LU-LJ 1 / ■" UU-UJI 
D0-D31 — S0-S31 






(Continued) 


Mnemonic: PLW (08, 88) 
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Tabl 


e 3-107. Pull Word, Phase Sequence (Cont.) 




Phase 


Function Performed 


Signals Involved 


Comments 


PH5A 
T8L 
(Cont.) 


S0-S31 -RW0-RW31 


RW = FASTA PH5 + ... 
SA8L = FASTA PH5 + ... 


Store data word in private 
memory register 


PH6A 
T6L 


A0-A31 S0-S31 


SXA = FASTA PH6 + ... 

PXS = FASTA PH6 + ... 
CSX1 = FASTA PH6 + ... 

AX/1 = FASTA PH6 + ... 
S/CXS = FASTA PH6 OL8 + ... 


Effective address / »- 
P -register 

To subtract one from 
top-of -stack address 

For subtraction in nextphase 


JlO-jJI / 1 IOH Jl 

)'$—/-*- CS0-CS31 

0's -/—- A0-A31 
1 -/— CXS 


PH7A 
T6L 


(D0-D31H S0-S31 


SXADD = FASTA PH7 

CSX set in PH6A 

DXC/6 = FASTA PH7 

MRQ = FASTA PH7 + ... 

BRPH10 = FASTA PH7 + ... 


Subtract one from top -of - 
stack address. Transfer to 
D -register 

To write new top-of -stack 
address 


jU-jJ 1 '" '"•" L-U-t-J 1 


v-U-L-JI / •" UU-UJI 
Enable memory request 
Go to PH10A 


PH10A 
T6L 




SXADD = FASTA PH10 + ... 

MW = FASTA PH10 + ... 
(S/LB31/1) = FASTA PH10 + ... 

MRQ = FASTA PH10 + ... 


Top-of-stack address minus 

one »- effective memory 

location 

To address low order half of 
stack pointer doubleword 

To write new count word 


UU-Uo 1 ' AU-AJI ■" dU-jJI 

S0-S31 - MB0-MB31 

i ../..» i mi /i 


Enable memory request 


PH11A 

T6L 


B0-B31 S0-S31 

S0-S31 - MB0-MB31 


SXB = FASTA PH11 + ... 

MW = FASTA PHI 1 + ... 
AXS = FASTA PH11 + ... 

MRQ/1 = FASTA PH11 + ... 


Write updated count word in 
effective address plus one 

Updated count word to A- 
register to check in PH12A 

To read next instruction 


jU-jJI / *" AU-AJI 
Enable memory request 






(Continued) 
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Table 3-107. Pull Word, Phase Sequence (Cont. ) 



Phc 



Function Performed 



Signals Involved 



Comments 



PH12A 
T6L 



SW1 = 1 => 1 —h~ cci 

SW2 = 1 => 1 -A— CC3 

If (Al-A15= 0), 1 —h^CCl 
If (A17-A31 = 0), 1 -/-— CC4 

End 



S/CC1 = FASTA PH12 SW1 + ... 

S/CC3 = FASTA PH12 SW2 + ... 

S/CC2 = FASTA PHI 2 A0115Z + 

S/CC4 = FASTA PHI 2 A1731Z + 

(R/CC) = FASTA PHI 2 + ... 

ENDE = FASTA PH12 + ... 



Indicates space count 
overflow 

Indicates word count 
underflow 

Space count = 

Word count = 



PH14A 
T8L 



Entered from PH6 if trap 
has occurred 



D0-D31 



S0-S31 



S0-S31 / » A0-A31 
Enable memory request 
Go toPH12A 



SXD 



FASTA PH14 + 



AXS = FASTA PH14 + 
MRQ/1 = FASTA PHI 4 + 
BRPH12 = FASTA PH14 + 



Word and space count— ■/- 
A-register to check for zero 



To read next instruction 



Mnemonic: PLW (08, 88) 
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Paragraph 3-236 



The preparation sequence for the PSM instruction is the 
same as the general preparation sequence described in the 
paragraphs entitled Preparation Sequence. The execution 
sequence for the Push Multiple instruction is described in 
figure 3-189. 



The contents of TSA are read into the D-register during 
PH8. At PH9 clock one is set into CS1, and in PH1A this 
one is added to TSA and is transferred to the P-register. 
The address in the P-register is the address of the first word 
to be pushed into the stack. A memory request is enabled 
in PH1A to write the first stack word in PH2A. 



In PHI the contents of condition code bits CC1-CC4 are 
transferred to E4-E7 and to D28-D31. A one is set into 
D27 if the value of CC1 -CC4 is zero. Flip-flop NGX is 
set, and the CS-register is set to ones to prepare for the 
negation of D in PH2. 



The D-register is two's complemented in PH2, and the re- 
sult is transferred to B16-B31. B16-B31 now contains the 
word count increment value, and B0-B15 iscleared to zeros. 

D16-D31 is upward aligned into A0-A15 in PH3. A0-A16 
contains the space count decrement value. In PH4 the 
contents of A and B are merged (OR-gated), and the result, 
which is both the space count decrement value and the 
word count increment value, is transferred to A. The count 
word is read into D in PH5, and in PH6 the count word and 
the increment/decrement values are added. The modified 
count word is then transferred into the B-register and is 
held until PH11A. During the addition in PH6, carry bit 
K15 is inhibited to prevent any carry from the word count 
from affecting the space count addition. 

If the space count underflows, SW1 is set; if the word count 
overflows, SW2 is set. Space count underflow and word 
count overflow can occur simultaneously only if the stack 
contains 32,768 words. Space count underflow and word 
count overflow are detected by comparing bit of the 
original space count in D with the result in sum bus bit 0, 
and by comparing bit 16 of the original word count in D 
with the result in sum bus bit 16. 

If bit of the count word TS (trap on space underflow) is a 
zero, a trap occurs because of a space count underflow. If 
bit 16 of the count word TW (trap on word overflow) is a 
zero, a trap occurs because of a word count overflow. If 
a trap occurs because of a space count underflow, flip-flop 
SW1 is not set, since DO must be a one to set SW1 or a zero 
to cause a trap. If a trap occurs because of a word count 
overflow, flip-flop SW2 is not set, since D16 must be a 
zero to cause a trap or a one to set SW2. 

It bit of the count word TS (trap on space underflow) is a 
one and if the space count underf lowed, the CPU aborts 
the PSM instruction by branching to PH14A. If bit 16 of 
the count word TW (trap on word overflow) is a one and if 
the word count overflowed, the CPU aborts the PSM instruc- 
tion by branching to PH14A. If no underflow/overflow 
occurs, the instruction sequences from PH6 to PH7. In PH7 
a memory request is made to read TSA. 



The CPU remains in PH2A until the E-register has counted 
down to one. The R- and P-registers are counted up by 
one at each iteration of PH2A. When the contents of the 
E-register have counted down to one, the P-register con- 
tains the address of the last word pushed into the stack. 
This address becomes the new top-of-stack address. The 
contents of P are transferred to C in PH8A and to D in PH9A. 
The new modified TSA is written into memory in PH10A. 
The modified count word, which has been saved in the B- 
register, is written into memory in PH11A. The modified 
count word is also transferred to the A-register in PH11A 
and is tested in PH12A. 



In PH12A the condition bits are set. Flip-flop CO is set 
if the space count underflowed in PH6. Flip-flop CC3 is 
set if the word count underflowed in PH6; flip-flop CC2 is 
set if the modified space count is currently equal to zero; 
and flip-flop CC4 is set if the modified word count is zero. 



A sequence chart of the Push Multiple instruction is given 
in table 3-108. 



3-236 Pull Multiple (PLM 0A, 8A) 

Before the PLM instruction is executed, the condition code 
must contain a value equal to the number of words to be 
pulled from the pushdown stack. Since the condition code 
consists of four flip-flops, CC1-CC4, not more than 16 
words can be pulled from a stack during the execution of 
any one PLM instruction regardless of the stack length. If 
the condition code is equal to zero, 16 words are pulled 
from the stack. 



During the execution of the PLM instruction, the value of 
the condition code less one is subtracted from the top of 
stack address so that the stack words are loaded into pri- 
vate memory in ascending order. For example, if CC is 
equal to 3, and the top of stack address is 1517, the stack 
words will be loaded into private memory in the following 
order: 

(1515) to R 

(1516) to R+l 

(1517) to R+2 
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PHI 



CC+—E 
CC-*— D28-D31 
CC = => 1 +—D27 
1'S^-CS 
1 -^NGX 
1 -+— IEN 



PH2 



-(D16-D31)^B16-B31 
0'S-^B0-B15 
1 +—NPRX 
l'S+— CS 
1 — K31 



TWO'S COMPLEMENT OF D TO B 



PH3 



PH4 



PH5 



PH7 



PH3 



D16-D31+*-A0-A15 

0'S^-A16-A31 

O'S^-D 



BORA^A 
1-^-NGX 
1 ^-LB31/1 
MRQ 



-A-— S- 



UPWARD ALIGN D TO A 



INCREMENT/DECREMENT VALUES TO A 



TO READ COUNT WORD 



READ COUNT WORD 
NEGATE A 



PH6 



ADD TO WORD COUNT 

SUBTRACT FROM SPACE-COUNT 

RESULT -^-B 

IF SPACE COUNT UNDERFLOWS, 

1 -*— SW2 

IF WORD COUNT OVERFLOWS, 

1-^-SWl AND 

IF TRAP FLAG = 

IF TRAP FLAG = 1 



— TRAP 



IF NO UNDERFLOW OR OVERFLOW, GO TO PH7 



PH14A 



A— S+— C 

O'S^-A 

MRQ 



-D16-D31 



1+—CXS 
GO TO PH9 



INCREMENT VALUE TO D 
TO READ TSA 

READ TSA 



901060A.3695 



Figure 3-189. Push Multiple, Logic Sequence Diagram (Sheet 1 of 2) 
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PH9 




ADDRESS OF TSA TO C 






P 


-— s--c 




1-**~CS31 


TO ADD ONE TO TSA 




i 


r ^ 


**~PHA 


ADDRESS OF TSA TO D 




PHI A 








C 


■**-D 




0-**-IEN 






A-fD+CS-^-S 


TSA + 1 TO P 




S+»-P 






MRQ 


TO WRITE FIRST DATA WORD 




RR+— A 






i 


r R - 


H-**H? 


P + l^-P 




PH2A 


^ 








A 


-^S--^MB 




R+l-^-R 


RR-^-A 


1 


- E -'r E 


MRQ 


( c -i , \ 


NU 














YES 




O'S-^-A 






i 


1 


+-cxs 


FINAL STACK WORD ADDRESS TO C 
ADDRESS OF TSA TO P 




PH8A 






1' 


— s-^c 




PH9A 








D 


— S+^P 




C^-D 


TSA TO D 




\ 


r M 


RQ 


TO WRITE INTO TSA 
(A=0) 




PH10A 








D 


+A— - S— -MB 




1—LB31/1 






\ 


r M 


RQ 


TO WRITE INTO COUNT WORD 
WRITE COUNT WORD 




PH11A 








B 


-— S-— MB 




S+^A 


FOR CHECK IN PH12A 




\ 


r " 


RQ/1 


TO READ NEXT INSTRUCTION 




PH12A 




SWl ^CCl 
SW2^-CC3 
SPACE COUNT = 


ENTER FROM PH6 IF TRAP 


FLAG = 1 AND COUNTS 
0->i^rC2 UNDERFLOW OR OVERFLOW 


WORD COUNT = 
ENDE 


=> 1^-CC4 


▼ 




PH14A 







f k n i A 








/ ■* rnA 


L>— ~~i i—i\ 




MRQ/1 




GO TO PH12A 




901060A.3696 



Figure 3-189. Push Multiple, Logic Sequence Diagram (Sheet 2 of 2) 
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Table 3-108. Push Multiple, Phase Sequence 



Phase 


Function Performed 


Signals Involved 


Comments 




i /.,. a. n i?^ 


S/DRQ = FAST EXU + FASTA EXU 
+ ... 


DRQ is set for all execution 
phases 


1 / "^ U\\\J 


PHI 
T4RL 




EXCC = FAST PHI (04 N05 06) +... 

DXCC = FAST PHI (04 N05 06) +... 
S/IEN = FAST PHI (04 N05 06) + ... 
(S/NGX) = FAST PHI N02 + ... 
CSX1 = (SA4GX) + ... 


Number of words / — 
E -register and D-register 

Allow interrupts 
Prepare for negation 


Lv~ 1 -l-L.4 / ■■ L4-L/ 


CL 1 -LL4 / *"Uzo-Ujl 
1 -/— IEN 




Is / ■" LjU-Ljo 1 


PH2 
T6L 


i _ lfc . n/.io/i 


G1619/1 = FAST PH2 + ... 

K15 = G1619/1 

SXADD/1 = NGX NFAMDSF + ... 

BXS = FAST PH2 + ... 

(S/NPRX) = FAST PH2 + ... 
CSX1 = (S/NPRX) + ... 


Causes zeros in B0-B15 

Negated word count 
/ •» R 1 A - R? 1 


i *■ L7I0I7/1 


1 *"" Is. 1 D 

/niA mi\ » ciA mi 


-\u\o-uo\) ^ jio-jji 


(Word count increment 
value) 

Prepare for upward alignment 


Us '"" jU-ji J 


jU-jo 1 7 ■" liU-DO 1 

1 -V— - NPRX 

l*s -A— CS0-CS31 

1 >- KT1 




PH3 
T6L 




SXUAH = FAST PH3 + ... 

AXS/2 = FAST PH3 + ... 
DX/1 = FAST PH3 + ... 


Upward align negated count 
-y— A0-A15 

Clear D-register 


Ulo-UvJI *" JU-JIJ 

S0-S15 / * A0-A15 


Us / *" UU-DJI 


PH4 
T6L 




SXB - FAST PH4 + ... 

SXA = FAST PH4 + ... 
(S/NGX) = FAST PH4 

AXS - FAST PH4 + ... 


Effectively OR-gates A and 
B into A. A contains incre- 
ment and decrement values 

Prepare to negate A-register 
contents 


dU-doI *" bU-oJI 


AU-AJ 1 — ** jU-jJ 1 
Set flip-flop NGX 


jU-oJ 1 7" ■" AU-AJ 1 






(Continued) 
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Table 


3-108. Push Multiple, Phase Sequence (Cont. ) 




Phase 


Function Performed 


Signals Involved 


Comments 


PH4 


Enable memory request 


MRQ = FAST PH4 + ... 


To read count word 


T6L 








(Cont.) 


1 - LB31/1 


(S/LB31/1) = FAST PH4 + ... 


Address low order half of 
stack pointer doubleword 


PH5 


MB0-MB31 -C0-C31 


CXMB = DGC 




T6L 










C0-C31 -/— - D0-D31 


DXC/6 = FAST PH5 + ... 


Read count word from 
effective address plus one 

Negate A-register 


-^AU-Ao 1 ; ju-oJI 




S0-S31 —H~ A0-A31 


AXS = FAST PH5 07 + ... 
G1619/1 = FAST PH5 + ... 




1 "^ \J 1 1 7/ 1 




1 fc 1/ 1 <" 


K15 = G1619 + ... 




1 *^ MO 






SA10L = FAST PH5 + ... 




PH6 


An Am i r-»n r»m - rn <-m 


SXADD = FAST PH6 + ... 


Subtract decrement value 


AU-Aol + UU-Uol " oU-oo 1 


T10L 


r n, k i/k 


K15 = N(FAST PH6) (...) + ... 


from space count; add 
increment value to word 
count 


rorce U *" l\ ID 




S0-S31 -/-*- B0-B31 


BXS = FAST PH6 + ... 


Updated count word to 
B-register 




D16 NS16-> 1-/-—SW2 


S/SW2 = FAST PH6 D16 NS16 + ... 


Word count overflow 




DO-NSO => 1 -/— SW1 


S/SW1 = FAST PH6 DO NS0 + ... 


Space count underflow 




Trap, or 


(SAR30/1)= FAST PH6 ND16 S16 


If trap flag = 0, trap with 






+ FAST PH6 NDO SO + ... 


condition code unchanged 






SARAP = (SAR30/1) + ... 






Go to PH14A 


BRPH14 = FAST PH6 D16 NS16 


If trap flag = 1, go to 






+ FAST PH6 DO NS0+ ... 


PH14A to abort instruction 




1-/-*- PHA 


S/PHA = FAST PH6 DO NSO 


Bit 16 or bit has changed 






+ FAST PH6 D16 NS16 + ... 


because of an underflow or 
overflow 




1 -r^-^CXS 


S/CXS = FAST PH6 + ... 








SA8L = (S/CXS) + ... 


Preset for PH7 








Mnemonic: PSM (0B, 8B) 
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Table 3-108. Push Multiple, Phase Sequence (Cont. 



Phase 


Function Performed 


Signals Involved 


Comments 


PH7 




SXA 


= FAST PH7 + ... 


Decrement and increment 


AU-AJ 1 *" jU-jo 1 


TSL 


S0-S31 - C0-C31 






values / — D-register 




C16-C31 -/— D16-D31 


DXS/2 


= FAST PH7 + ... 






0's —H- A0-A31 


AX/1 


= FAST PH7 + ... 


Clear A-register 




Enable memory request 


MRQ 


= FAST PH7 + ... 


To read top-of -stack address 


PH8 


MB0-MB31 - C0-C31 


CXMB 


= DGC 




T6L 












C0-C31 —/-*- D0-D31 


DXC/6 


= FAST PH8 + ... 


Read top-of-stack address 
from effective memory lo- 
cation 




i / fc. rv 


S/CXS 


= FAST PH8 NOL3 + ... 


Preset for PH9 


1 / ■" Laj 






SA8L 


= (S/CXS) + ... 




PH9 
TSL 


PI' P11 »- C 1A *">! 


SXP 


- FAST PH9 + ... 






C -register 




CI/, CTl .a. C\/, CT\ 






CXS set true in PH8 


JIO-jJI * ^-10-^.JI 




i . / >. rcii 


CSX 1/8 


= FAST PH9 NOL8 NOL3 + .. . 


To add one to top-of-stack 


1 / ■- (^ j j I 










address 




1 -/— PHA 


S/PHA 


= FAST PH9 + ... 






Go toPHIA 


BRPH1 


= FAST PH9 NOL3 + ... 




PH1A 


C0-C31 -V— D0-D31 


DXC/6 


= FASTA PHI + ... 


Effective address »- 


T6L 




FASTA 


== FAST PHA + ... 


D-register 




A0-A31 + D0-D31 + CS0-CS31 


SXADD 


= FAST PHI + ... 


Top-of-stack address plus 




*■ jU-jo 1 






1 / ■*■ P-ieyislei 




S16-S31 —/-^ P16-P31 


PXS 


= FASTA PHI N02 + ... 






PQPi PPT1 ..,./.-«. AH ATI 


AXRR 


= FASTA PHI (04 N05 07) + ... 


First data word from private 


KKU-KKJI ■/■-»» AU-AJ 1 






PCTR 


= FASTA PHI 07 + ... 


memory — /*- A -register 
Increment R-reaister for 




KM / ■" K 






SA8L 


= FASTA PHI + ... 


next data word 




U / "*~ 1LN 












Mnemonic: PSM !0B, 8B) 
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Table 3-108. Push Multiple, Phase Sequence (Cont.) 



Phase 


Function Performed 


Signals Involved 


Comments 


PHIA 
T6L 
(Cont.) 


Enable memory request 


R/IEN 
MRQ 


= FASTA PHI + ... 
= FASTA PHI + ... 


Disallow interrupts 

To write first data word 


PH2A 
T&L 




SXA 

MW 


FASTA PH2 
FASTA PHI + ... 


Write first data word into 
core memory 


AU-AJ 1 ■* jU-jJ 1 ■" 
MB0-MB31 




R+l —H*~ R 


PCTR 


= FASTA PH2 + ... 


Increment R-register 




E-l -H*- E 


MCTE 


= FASTA PH2 + ... 


Decrement word count in 
E -register 




E / 1 => Enable memory request, 
and 


MRQ 


= FASTA PH2 N(E=1)N02 + ... 


Request next data word 




P+l —/-*- P, and 


PCTP1 


= FASTA PH2 N(E=1)N02 + ... 


Increment P -register 




RR0-RR31 -7*-*- A0-A31, and 


AXRR 


= FASTA PH2 N(E=1) NOL9 + ... 


Data word from private 
memory — / *- A-register 




Repeat PH2A 


BRPH2 
SA8L 


= FASTA PH2 N(E=1) N02 + ... 
= FASTA PH2 + ... 


If word count / 1 






AX/1 


= FASTA PH2 (E=l) NC2 + ... 




L — 1 ^ Us "/■ ■" AU-AJ 1 , ana 




1 —/-+- CXS, and 


S/CXS 


= FASTA PH2 (E=l) N02 + ... 






Go to PH8 


BRPH8 


= FASTA PH2 (E=l) N02 + ... 


If word count = 1 


PH8A 
T&L 


P16-P31 - S16-S31 


SXP 


= FASTA PH8 + ... 


Final top-of-stack address 
*- C-register 

CXS set true in PH2A 


jU-jJI ■" LU-LJ 1 


PH9A 
T6L 




SXD 


= FASTA PH9 + ... 


Effective address / »» 
P -register 


UU-UJ 1 " ■ — *■ jU- bJ 1 




S16-S31-7^— P16-P31 


PXS 


= FASTA PH9 + ... 








DXC/6 


= FASTA PH9 + ... 


Final top-of-stack address 


L.U-L-J 1 / •" UU-LMI 


*" D-regisler 




Enable memory request 


MRQ 


- FASTA PH9 + ... 


To write final top-of-stack 
address in core memory 








(Continued) 
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Table 3-108. Push Multiple, Phase Sequence (Cont. 



Phase 


Function Performed 


Signals Involved 


Comments 


PH10A 
T6L 


D0-D31+A0-A31 S0-S31 


SXADD = FASTA PH10 + ... 

MW = FASTA PH10 + ... 
(S/LB31/1) - FASTA PH10 + ... 
MRQ = FASTA PH10 + ... 


Write final top-of-stack 
address in effective memory 
location. Address low order 
half of stack pointer double 
word 

To write count word 


jU-JvJI *" MuU-MliJ 1 


1 / *" L L5 J 1 / 1 
Enable memory request 


PHllA 
T6L 




SXB = FASTA PH11 + ... 

MW = FASTA PH11 + ... 
AXS = FASTA PH11 + ... 

MRQ/1 = FASTA PH11 + ... 


Write count word in 
effective address plus one 

Count word to A-register 
for check in PH12A 

To read next instruction 


S0-S31 MB0-MB31 




jU-joI / ■" AU-Adl 
Enable memory request 


PH12A 
T6L 


If c t \A/l — 1 1 J~ «- cc\ 


S/CC1 = FASTA PH12 SW1 + ... 

S/CC3 = FASTA PH12 SW2 + ... 
S/CC2 = FASTA PHI 2 A0115Z t- ... 
S/CC4 = FASTA PH12 A1731Z + ... 
(R/CC) = FASTA PHI 2 + ... 
ENDE = FASTA PH12 + ... 


Space count underflow, 
word count overflow 

Space count zero 
Word count zero 


If SW2 = 1, 1 -/-*- CC3 




11 (Al -Al j - U7, 1 / *" LLZ 

If (A17-A31 =0), 1 -t^CC4 
End 


PH14A 
T8L 


Entered from PH6 if trap has 
occurred 


SXD = FASTA PHI 4 + ... 

AXS = FASTA PH14 + ... 
MRQ/1 = FASTA PHI 4 + ... 
BRPH12 = FASTA PHI 4 «■ ... 


Word and space count into 
A-register to check for 
zero 




D0-D31 *" bU-b31 

S0-S31 -7^-A0-A31 
Enable memory request 
Go to PH12A 








Mnemonic: PSM (0B, 8B) 
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Paragraph 3-237 



The value of the condition code is also transferred to the 
E-register, which counts the number of words to be pulled 
from the stack. 

The preparation sequence for the PLM instruction is the same 
as the general preparation sequence given under the Prep- 
aration Sequence. The execution sequence for the Pull 
Multiple instruction is described in figure 3-190. In PHI 
the contents of the condition code bits, CC1-CC4, are 
transferred to E4-E7 and to D28-D31 . If the value of CC1 - 
CC4 is zero, a one is set into D27. Flip-flop NGX is set 
and the CS -register is set to ones to prepare for the nega- 
tion of D in PH2. 

The D-register is two's complemented in PH2, and the re- 
sult is transferred to B16-B31. B16-B31 now contain the 
word count decrement value, and B0-B15 are cleared to 
zeros. 

In PH3, D16-D31 is upward aligned into A0-A15. A0-A16 
contains the space count increment value. In PH4 the con- 
tents of A and B are merged (OR-gated), and the result, 
which is both the space count increment value and the word 
count decrement value, is transferred to A. The count 
word is read into D in PH5. In PH6 the count word and the 
increment/decrement values are added. The modified count 
word is then transferred into the B-register and is held there 
until PHI1A. During the addition in PH5, carry bit K15 is 
inhibited to prevent any carry from the word count from 
affecting the space count addition. 

SW1 is set if the space count overflows; SW2 is set if the 
word count underflows. Space count overflow and word 
count underflow can occur simultaneously only if the stack 
contains 32, 768 words. Space count overflow and word 
count underflow are detected by comparing bit of the 
original space count in D with the result in sum bus bit 
and by comparing bit 16 of the original word count in D 
with the result in sum bus bit 16. 



The contents of TSA are read into the D-register during PH8. 
In PH9, a one is placed in CS31 to add one to the top-of- 
stack address in PHI A. The value in A16 is loaded into 
CS0-CS15 to extend the sign of the word count decrement 
value. In PH1A the two's complement of the original con- 
tents of the condition codes, less one, is added to TSA. 
The result is clocked into the P-register. This address inP 
is the address of the first word to be pulled from the stack. 
A memory request is made in PHI A to read the first stack 
word. 

The first stack word is read into the D-register in PH3A. If 
the value in E does not equal one, the P-register counts up 
by one, and the CPU requests the next word from the mem- 
ory stack as it sequences to PH5A. 

The CPU remains in PH5, sequentially reading the stack 
words until the count in E equals one. During each itera- 
tion of PH5A, the E-register counts down by one, and the 
R- and P-registers count up by one. When the E count 
reaches one, however, the P-register does not count, and 
the CPU sequences to PH6A. The top-of -stack address in 
the A-register is transferred to the P-register in PH6A. 
Signal MRQ is enabled to read the unmodified top-of-stack 
address from memory. The condition code is again trans- 
ferred to D28 through D31 . 

The contents of the D-register are negated and are trans- 
ferred to the A-register in PH7A. The top-of-stack address 
is read into the D-register and PH10A is entered. The de- 
crement value in the D-register is added to the top-of- 
stack address in the A-register, and the modified top-of- 
stack address is written into the top-of-stack address loca- 
tion in core memory. 

In PH11A the modified count word in the B-register is 
written into the count word location in memory. The count 
word is also transferred to the A-register for testing in 
PH12A. 



If bit of the count word TS (trap on space overflow) is a 
zero, a trap occurs because of a space count overflow. If 
bit 16 of the count word TW (trap on word underflow) is a 
zero, a trap occurs because of a word count underflow. If 
a trap occurs because of a space count overflow, flip-flop 
SW1 is not set, since DO must be a one to set SW1 or a zero 
to cause a trap. If a trap occurs because of a word count 
underflow, flip-flop SW2 is not set, since D16 must be a 
zero to cause a trap or a one to set SW2. 

If bit of the count word TS (trap on space overflow) is a 
one and if the space count overflowed, the CPU aborts the 
PLM instruction by branching to PH14A. If bit 16 of the 
count word TW (trap on word underflow) is a one and if the 
word count underflowed, the CPU aborts the PLM instruc- 
tion by branching to PH14A. If no underflow/overflow 
occurs, the instruction sequences from PH6 to PH7. In PH7 
a memory request is made to read TSA. 



In PH12A the condition code flip-flops are set. Flip-flop 
CC1 is set if the space count overflowed in PH6; flip-flop 
CC3 is set if the word count underflowed in PH6. Flip-flop 
CC2 is set if the modified space count is currently equal to 
zero; flip-flop CC4 is set if the modified word count is zero. 

A sequence chart of the Pull Multiple instruction is given 
in table 3-109. 

3-237 Modify Stack Pointer (MSP 13, 93) 

The MSP instruction modifies the stack pointer doubleword 
by the contents of register R, bitsR16-R31. If bit 16 of R 
is a zero, the modifier value is a positive number; if bit 16 
of R is a one, the modifier value is a negative number. If 
the modifier value in R is a positive number, the stack 
pointer doubleword is affected in the following manner: 
the modifier value increases numerically the TSA and the 
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PHI 



CC^-E 

CC^D28 - D31 
CC = => 1 ^-D27 

rs/-cs 

1 ^NGX 
1*MEN 



PH2 



( - D16 - D31), 
O'S^BO - B15 
1 ^NPRX 
1 'S^-CS 
1 — — K31 



-B16-B31 TWO'S COMPLEMENT OF D TO B 



PH3 



D16 - D31^-A0 -A15 

0'S^A16-A31 

0'S^*~D 



UPWARD ALIGN D TO A 



PH4 



B OR AvwA INCREMENT/DECREMENT VALUES TO A 

l^NGX 

1 ^LB31/1 

MRQ TO READ COUNT WORD 



PH5 



READ COUNT WORD 



PH6 



ADD TO SPACE COUNT 

SUBTRACT FROM WORD COUNT 

RESULT-/-B 

IF SPACE COUNT OVERFLOWS, 

1 ^SW2, OR 

IF WORD COUNT UNDERFLOWS, 

Iv^SWl AND 

IF TRAP FLAG = C 

OR IF TRAP FLAG = 1 



TRAP 



IF NO UNDERFLOW OR OVERFLOW, 
+ GO TO PH7 



PH7 



PH14A 



A^-S*~C^D16 - D31 

0'S/-A 

MRQ TO READ TSA 



DECREMENT VALUE TO D 



PH8 



DC A r\ TC A 

IN LJ-I. \J I J/~\ 



l^CXS 
GO TO PH9 



901060A.3692 



Figure 3-190. PuJI Multiple, Logic Sequence Diagram (Sheet 1 of 3) 
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PH9 



P-— S— C 
AI6^CS0-CS15 

W— PHA 



ADDRESS OF TSA TO C 

SIGN EXTENSION OF DECREMENT VALUE 



PH1A 



Ct^D 

0/MEN 

A + D + CS- 

S^-P 

MRQ 



PH3A 



G 



D-— St^-A 
NO 



ADDRESS OF TSA TO D 

TSA LESS DECREMENT VALUE TO P 
(ADDRESS OF FIRST DATA WORD) 
TO READ FIRST DATA WORD 



ADDRESS OF TSA TO A 



D- 



YES 



P + 1 
MRQ 



0— IEN 
C+-D 



READ FIRST DATA WORD 



PH5A 



C/^D-^S- 
R - 1 -/*- R 
E - It^E 



-RW 



LOAD WGRD INTO REGISTER 



YES 



3 



NO 



O- 



NO 



P + 1- 
MRQ 



TO READ NEXT WORD 



YES 



PH6A 



A^-Sy^P 

TS^CS 

O'S-^-A 

CC^-D28-D31 

CC - -> 1 yn-D27 

ly-NGX 

MRQ 



ADDRESS OF TSA TO P 



PH7A 



(-D)--Sz-A 

C/^D 

MRQ 



TO READ TSA 



DECREMENT VALUE TO A 

READ TSA 

TO WRITE NEW COUNT WORD 



GO TO PH10A 



901060A.3693 



Figure 3-190. Pull Multiple, Logic Sequence Diagram (Sheet 2 of 3) 
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PH10A 



D+A-^S- 
1-+*~LB31/1 
MRQ 



-MB UPDATE AND WRITE TSA 

TO ADDRESS COUNT WORD 



PH11A 



B-— S— MB WRITE UPDATED COUNT WORD 

S +— A FOR CHECKING IN PH12A 

MRQ/1 TO READ NEXT INSTRUCTION 



PH12A 



SW1+— CC1 

SW2-*-CC3 

SPACE COUNT =0=> 1 

WORD COUNT =0 => 1 

ENDE 

0^-^PHA 



-CC2 
-CC4 



ENTER FROM PH6 IF TRAP 

FLAG = 1 AND COUNTS 

UNDERFLOWED/OVERF LOWED 



PH14A 



D— S+*-A 

MRQ/1 

GO TO PH12 



°01060A.3c 3 4 



Figure 3-190. Pull Multiple, Logic Sequence Diagram (Sheet 3 of 3) 



word count, but decreases the space count. If the modi- 
fier value in R is a negative number, the stack pointer 
doubleword is affected in the following manner: the modi- 
fier value decreases numerically the TSA and the word count, 
but increases the space count. No words are pushed into 
or pulled from the push-down stack during the execution of 
an MSP instruction. 

The preparation sequence for the MSP instruction is the same 
as the general preparation sequence described under the 
Preparation Sequence. The execution sequence for the MSP 
instruction is described in figure 3-191. 

In PHI the least significant half of register R, R16-R31, is 
clocked into the A-register, A16-A31. In PH2 the A- 
register is two's complemented and is transferred to B. Carry 
Kl 5 is forced true during the two's complement action, which 
effectively places zeros in B0-B15. 

In PH3 the least significant half of A, A16-A31, is upward 
aligned into the most significant half of A, A0-A15, and 
A16-A31 is cleared to zeros. In PH4 the A- and B-registers 
are merged (OR -gated), and the result is placed in A. In 
PH5 the A-register is again two's complemented. The A- 
register now contains the increment and decrement values 
that are used to modify the stack pointer doubleword. If 
the R modifier value is a positive number, A0-A15 contain 
the decrement value, and A16-A31 contain the increment 
value. Conversely, if the R modifier value is a negative 
number, A0-A15 contain the increment value, and A16- 
A31 contain the decrement value. 



In PH5 the count word is read into the D-register, and, in 
PH6, the modifier value in A is added to the count word in 
D. The modified count word is transferred to the B-register 
and is saved until PHI 1A. If either the space count or the 
word count overflows or underflows, the CPU either traps 
(if the corresponding trap flag, bit or bit 16 of the count 
word, is a zero) or aborts the MSP instruction by branching 
to PH14A (if the corresponding trap flag, bit or bit 16 of 
the count word, is a one). 



During the addition in PH6 carry bit K15 is inhibited to 
prevent any carry from the word count from affectin<-i the 
space count addition. SW1 is set if the space count either 
overflows or underflows. SW2 is set if the word count either 
overflows or underflows. Space count underflow or overflow 
is detected by comparing the original contents of bit of 
the original count word in D with the modified contents of 
bit of the sum bus. If they are different, an underflow or 
overflow has occurred. Word count underflow or overflow 
is detected by comparing the contents of bit 16 of the orig- 
inal word count in D with the modified contents of bit 16 of 
the sum bus. If they are different, an underflow or an over- 
flow has occurred. 



If bit of the count word TS (trap on space underflow or 
overflow) is a zero, a trap occurs because of a space 
count underflow or overflow. If bit 16 of the count word 
TW (trap on word underflow or overflow) is a zero, a 
trap occurs because of a word count underflow or overflow. 
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Table 3-109. Pull Multiple, Phase Sequence 



Phase 


Function Performed 


Signals Involved 


Comments 




1 / .» ni?n 


S/DRQ = FAST EXU + FASTA EXU 
+ ... 


DRQ is set for all 
execution phases 


| / "■» U l\W 


PHI 
T4RL 


CC1-CC4 ~-/—~E4-E7 


EXCC = FAST PHI (04 N05 06) + ... 

DXCC = FAST PHI (04 N05 06) + ... 
S/IEN - FAST PHI (04 N05 06) + ... 
(S/NGX) = FAST PHI N02 + ... 
CSX1 = (S/NGX) + ... 


Number of words — / »- 
E-register and D-register 

Allow interrupts 
Prepare for negation 


LLI-LL.4 / ■" Dzo-UJI 

1 -h-~ IEN 

1 -/-— NGX 

1 's -/— CS0-CS31 


PH2 
T6L 


1 » f"MAlQ/l 


G1619/1 = FAST PH2 + ... 

K15 = G1619/1 

SXADD/1 = NGX NFAMDSF + ... 

BXS = FAST PH2 + ... 

(S/NPRX) = FAST PH2 + ... 
CSX1 = (S/NPRX) + ... 


Causes zeros in B0-B15 




1 "•* Is. 1 




B16-B31 (word count 
decrement value) 

Prepare for upward align- 
ment 


U S ' "'■*" jU-o 1 D 

S0-S31 -y^- B0-B31 

1 -^— NPRX 

l '. . ,/.,_». c^n CK'ii 


1 S f---^m- ^OU-V_ JO 1 


PH3 
T6L 




SXUAH = FAST PH3 + ... 

AXS/2 = FAST PH3 + ... 
DX/1 = FAST PH3 + ... 


Upward align word count 

/ - A0-A15 (increment 
value) 

Clear D-register 


Ulo-UJI *" oU-jlwi 


jU-jIJ / *"AU-AIj 

O's -V— D0-D31 


PH4 
T6L 




SXB = FAST PH4 + ... 

SXA = FAST PH4 + ... 
AXS = FAST PH4 + ... 


Effectively OR-gates A 
and B to A 

A now contains incre- 
ment and decrement 
values 


LiU— uo 1 *" jU-jJI 


AU-Aol jU-joI 


jU- jJ 1 / *" AU-AJ 1 






(Continued) 


Mnemonic: PLM (0A, 8A) 
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Table 3-109. Pull Mult 


iple, Phase Sequence (Cont. ) 




Phase 


Function Performed 


Signals Involved 


Comments 


PH4 


Enable memory request 


NRQ 


FAST PH4 + ... 


To read count word 


T6L 
(Cont.) 








Address low order half of 




1 .. j -*- i m l A 


(S/LB31/1) = 


FAST PH4 + ... 


space count doubleword 
from core memory 


1 / "^ LliJ 1 / 1 


PH5 




CXMB 


DGC 




/VlbU-/V\uJ 1 ■" ^U-(~J 1 


T6L 




DXC/6 


FAST PH5 + ... 


Read count word 


HJ-V_JI / * DU-UJ 1 






(SA10L/1) = 


FAST PH5 + ... 




PH6 
T10L 


An ATI i nn mi . ..--». en ^ti 


SXADD 


FAST PH6 + ... 


Add increment value to 
space count; subtract decre- 
ment value from word count 


AU-AJI ! UU-UJ 1 ** jU-ool 




Force K15 


K15 


N(FAST PH6) (...)+ ... 






S0-S31 / - B0-B31 


BXS 


FAST PH6 + ... 


Updated count word to 
B-register 




D16 NS16 => 1 -A*- SW2 


S/SW2 


FAST PH6 D16 NS16 + ... 


Word count underflow 




D0-NS0=> 1 -7— SW1 


S/SW1 


FAST PH6 DO NSO + ... 


Space count overflow 




Trap, or 


(SAR30/1) = 
SARAP 


FAST PH6 ND16 S16 

+ FAST PH6 NDO SO + ... 

(SAR30/1) + ... 


If trap flag = 0, trap with 
condition code unchanged 




Go to PH14A 


BRPH14 


FAST PH6 D16 NS16 
+ FAST PH6 DO NSO 

4- 


If trap flag = 1, go to phase 
14A to abort instruction 




1 -V— PHA 


S/PHA 


FAST PH6 DO NSO 

+ FAST PH6 D16 NS16 

+ ... 


Bit 16 or bit has changed 
because of an underflow or 
overflow 




\—H~- CXS 


S/CXS 
SA8L 


FAST PH6 + ... 
(S/CXS) + ... 


Preset for PH7 


PH7 
T8L 




SXA 


FAST PH7 + ... 


Increment and decrement 
values — /-*- D-register 


AU-Ao 1 •" jU-oo 1 




S0-S31 -C0-C31 










C16-C31 -/— D16-D31 


DXC/2 


FAST PH7 + ... 


Sign in D16 










Mnemonic: PLM (0A, 8A) 
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Tabie 3-109. Pull Multiple, Phase Sequence (Cont. ) 



Phase 


Function Performed 


Signals Involved 


Comments 


PH7 
T8L 
(Cont.) 


0's — ^— A0-A31 
Enable memory request 


AX/1 = FAST PH7 + ... 
MRQ =-- FAST PH7 + ... 


To read tcp-of-stack address 


PH8 
T6L 


MB0-MB31 - C0-C31 


CXMB - DGC 

DXC/6 = FAST PH8 + ... 
SXD = FAST PH8 + ... 

AXS = FAST PH8 (OLA + OL3) 
+ ... 

S/CXS = FAST PH8 NOL3 + ... 

SA8L = (S/CXS) + ... 


Read top -of -stack address 
into D -register via C-register 

Word count decrement value 
/ — A-register 

Preset for PH9 


CU-L31 / UU-D31 


UU-UJI ■ — •" 5U-JO 1 


bv-bo 1 / "" AU-AJ 1 


1 / *" Lao 


PH9 
T8L 


PI A PT1 - o <;iA C 11'\ 


SXP = FAST PH9 + ... 

CSX1/8 = FAST PH9 NOL8 NOL3 + ... 
CSX1/3 = FAST PH9 A16 + ... 

S/PHA = FAST PH9 + ... 
BRPH1 = FAST PH9 NOL3 + ... 


Effective address *- 

C-register 

CXS set true in PH8 

For two's complement 

For sign extension in word 
count decrement value 


<ri/. coi «. ri a r"?i 


olo-jji *^ ^.lO-^Ol 

1 , ^ rCTi 


1 — ** L. 00 1 


l-y^— PHA 
Go to PHIA 


PHIA 
T6L 


C0-C31 -y-*- D0-D31 

A0-A31+D0-D31+CS0-CS31 
- S0-S31 


DXC/6 = FASTA PHI + ... 

FASTA = FAST PHA + . . . 
SXADD = FASTA PHI + ... 

PXS = FASTA PHI N02 + ... 
MRQ = FASTA PHI + ... 

SA8L = FASTA PHI + ... 




D -register 

Top-of-stack address minus 
decrement value — / — *- P- 
register. P-register now 
contains address of first word 
to be pulled 

To read first data word from 
core memory 


jIo-jjI / *" 1 lo-rJI 
Enable memory request 

Set flip-flop T8L 






(Continued) 


Mnemonic: PLM (0A, 8A) 
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Table 3-109. Pull Multiple, Phase Sequence (Cont. ) 



Phase 



Function Performed 



Signals Involved 



Comments 



PH1A 
T6L 
(Cont.) 



0—/-+ IEN 
Go to PH3A 



R/IEN - FASTA PHI + ... 

BRPH3 - FASTA PHI (04 N05 N07) 

+ . . . 



Disable interrupt 



PH3A 
T8L 



MB0-MB31 



— C0-C31 



C0-C31 -/-*- D0-D31 

D0-D31 - S0-S31 

S0-S3I / * A0-A31 

P+]—f—~ P 

Enable memory request 

Go to PH5A 



CXMB = DGC 

DXC/6 = FASTA PH3 + ... 

SXD = FASTA PH3 + ... 

AXS = FASTA PH3 + ... 

PCTP1 = FASTA PH3 N(E=1) OLA + 

MRQ = FASTA PH3 N(E=1) OLA + 

SA8L = FASTA PH3 + ... 

BRPH5 = FASTA PH3 CLA + ... 



Read data word. Place in 
D -register 



Effective address / *■ 
A-register 

Increment P-register 

Request for next data word 



PH5A 
T8L 



MB0-MB31 



C0-C31 



C0-C31 -/— D0-D31 



D0-D31 



S0-S31 



S0-S31 RW0-RW31 

R+l / » R 
E-l -/— E 
E=l or 2 => P+l —/-— P 

If E/l, remain in PH5A 
Enable memory request 

If E=l, go to PH6A 



CXMB = DGC 

DXC/6 = FASTA PH5 + 

SXD = FASTA PH5 + 



RW 


= FASTA 


PH5 


+ . . 




PCTR 


= FASTA 


PH5 


+ . . 


• 


MCTE1 


= FASTA 


PH5 


+ . . 




PCTP1 


= FASTA 

+ ... 


PH5 


N(E= 


1 or 2) OLA 


BRPH5 


= FASTA 


PH5 


N(E= 


1) OLA + . 


MRQ 


= FASTA 

+ ... 


PH5 


N(E= 


1 or 2) OLA 


S/PH6 


= PH5 NBR + 






SA8L 


= FASTA 


PH5 


+ . . 





Read next data word from 
memory 

Load previous data word 

»_ private memory 

register R 

Increment R-register 
Decrement word count 
Increment P-register 

To read next data word 



Mnemonic: PLM (0A, 8A) 
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Table 3-109. Pull Multiple, Phase Sequence (Cont. ) 



Phase 


Function Performed 


Signals Involved 


Comments 


PH6A 
T8L 




DXCC = FASTA PH6 OLA N02 

+ ... 

D27X1 = FASTA PH6 OLA CCZ 

+ ... 

S/NGX = FASTA PH6 OLA N02 

+ ... 

SXA = FASTA PH6 + ... 
PXS = FASTA PH6 + ... 
CSX1 = FASTA PH6 + ... 
AX/1 = FASTA PH6 + ... 
MRQ = FASTA PH6 OLA + ... 
SA8L = FASTA PH6 + ... 


Word count back into 
D -register 

Zero word count => Pull 
1 6 words 

Prepare for negation 

Effective address to 
P-register 

Prepare for negation 

To read top-of-stack 
address 


<~L 1 -LL.4 / ■" Uzb-Uol 


1 -H*- NGX 
A0-A31 — S0-S31 


S16-S31 / * P16-P31 

1 ', . ./.,.*. C C .C\ r"C01 


1 s .y.,.». ^^y-^^ji 
0's -t^-A0-A31 
Enable memory request 


PH7A 
T8L 




SXADD = FASTA PH7 + ... 

AXS = FASTA PH7 OLA + ... 
CXMB = DGC 
DXC/6 = FASTA PH7 + . . . 
MRQ = FASTA PH7 + ... 

BRPH10 = FASTA PH7 + ... 


Negate word count in D- 
register. Transfer to A- 
register 

Read top-of-stack address 

To write new top-of-stack 
address 


S0-S31 / » A0-A31 


/V\liU-/V\L5o 1 ■" HJ-L.O 1 


Enable memory request 
Go to PH10A 


PH10A 
T6L 




SXADD = FASTA PH10 + ... 

MW = FASTA PH10 + ... 
(S/LB31/1) = FASTA PH10 + ... 

MRQ = FASTA PH10 + ... 


Update and write top-of- 
stack address into core 
memory 

Address low order half of 
stack pointer doubleword 

To write new count word 


UU-UJI +AU-AJI "" b0-b31 


jU- jJ 1 *" MLSU-MLJJ 1 

1 / fc. I rni /i 


1 / ^ LLJJ 1 / 1 
Set memory request 


PHllA 
T6L 




SXB = FASTA PH11 + ... 


Write updated count word 
in effective location plus 
one 


liU-uo 1 *" oU-joI 






(Continued) 


Mnemonic: PLM (0A, 8A) 
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Table 3-109. Pull Multiple, Phase Sequence (Cont.) 



Ph< 



Function Performed 



Signals Involved 



Comments 



PH11A 

T6L 
(Cont.) 



S0-S31 



MB0-MB31 



S0-S31 -/-— A0-A31 



Enable memory request 



MW = FASTA PH11 + 

AXS = FASTA PH11 + 

MRQ/1 = FASTA PH11 + 



Updated count word to A- 
register for check in PH12A 

To read next instruction 



PH12A 
T6L 



SW1 = 1 => 1-V— CC1 
SW2 = 1 => 1 -/— - CC3 
If (Al-A15=0), 1 -t<-— CC2 
If (A 17 -A3 1=0), 1 —/-*- CC4 

End 



S/CC1 = FASTA PHI 2 SW1 + .. 

S/CC3 = FASTA PHI 2 SW2 + .. 

S/CC2 = FASTA PHI 2 A0115Z + 

S/CC4 = FASTA PHI 2 A1731Z + 

(R/CC) - FASTA PHI 2 + ... 

ENDE - FASTA PHI 2 + ... 



Space count overflow 
Word count underflow 
Space count = 
Word count = 



PH14A 
T8L 



Entered from PH6 if trap has 
occurred 



D0-D31 



— S0-S31 



SXD 



FASTA PHI 4 + 



S0-S31 -/— - A0-A31 
Enable memory request 
Go to PHI 2 A 



AXS = FASTA PHI 4 + 
MRQ/1 = FASTA PHI 4 + 
BRPH12 - FASTA PH14 + 



Word and space count 

*- A-register to check 

for zero 



To read next instruction 



Mnemonic: PLM (0A, 8A) 
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mi 



RR1 6-31 **-Al 6-31 
1 +—NGX 
TS^-CS 



PH2 



-(A)-*-B16-31 
O'S -^-30-315 
1 -f-NPRX 
1-—K15 
l'S +-CS 



PH3 



A16-31-*— AO-15 
O'S-*— A16-31 
x Q'S^-D 



PH4 



B OR A— S-—A 
1^-HMGX 
1 ■*— LB31/1 
MRQ 



PH5 



C+— D 

-(A)--S— -A 
1— K15 



PREPARE FOR NEGATION 



TWO'S COMPLEMENT 

PREPARE FOR UPWARD ALIGNMENT 



UPWARD ALIGN A 



COMBINE POSITIVE AND NEGATIVE MODIFIERS 



TO READ COUNT WORD 



READ COUNT WORD 
NEGATE A 



PH6 



A + D+CS-— S+— B MODIFIED COUNT WORD TO B 

IF SPACE COUNT UNDERFLOWS OR OVERFLOWS, 
1-**~SW2, OR 

IF WORD COUNT UNDERFLOWS OR OVERFLOWS, 
l-^-SWl, AND 

IF TRAP FLAG - -TRAP 

OR IF TRAP FLAG - 1 



IF NO UNDERFLOW OR OVERFLOW, 
GO TO PH7 



PH7 



PH14A 



A— S— C- 
0'S+~-A 
4 MRQ 



-D16-31 



PH8 



PH9 



P— S--C 
1-^PHA 
A16— CS0-15 
MRQ 
t GO TO PH10A 



TO READ TSA 
READ TSA 



FOR SIGN EXTENSION 
TO WRITE TSA 



901060A.3697 



Figure 3-191. Modify Stack Pointer, Logic Sequence Diagram (Sheet 1 of 2) 
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1 














PH10A 




MODIFY AND WRITE TSA 

TO WRITE MODIFIED COUNT WORD 

WRITE COUNT WORD 

FOR TEST IN PH12A 

TO READ NEXT INSTRUCTION 

=> 1 +*-CC2 
=> 1 -— CC4 




A h D -*-S —~M3 
1 +--L331/1 
\i MRQ 




PH11A 






S-^-A 
u MRQ/1 




PH12A 






SW1**-CC1 
SW2+*-CC3 
SPACE COUNT =0 
WORD COUNT =0 
ENDE 
0-<— PHA 




ENTER FROM PH6 IF TRAP 

FLAG = 1 AND COUNTS 

UNDERFLOWED OR OVERFLOWED 

1 






PH14A 






D—-S^-A 

MRQ/1 

GO TO PH12A 






901060A.3698 



Figure 3-191. Modify Stack Pointer, Logic Sequence Diagram (Sheet 2 of 2) 



If a trap occurs because of a space count underflow or over- 
flow, flip-flop SW1 cannot be set, since DO must be a one 
to set SW1 or a zero to cause a trap. If a trap occurs be- 
cause of a word count underflow or overflow, flip-flop SW2 
will not be set because D16 must be a zero to cause a trap 
or a one to set SW2. If bit of the count word TS (trap on 
space underflow or overflow) is a one and if the space count 
underflowed or overflowed, the CPU aborts the MSP in- 
struction by branching to PH14A. If bit 16 of the count 
word TW (trap on word underflow or overflow) is a one and 
if the word count underflowed or overflowed, the CPU 
aborts the MSP instruction by branching to PH14A, If no 
space count or word count underflow or overflow occurs, 
the instruction sequences from PH6 to PH7. In PH7 a mem- 
ory request is made to read TSA. 

The contents of TSA are read into the D-register duringPH8. 
In PH10A the contents of D (which contains TSA) and the 
contents of A (which contains the positive or negative mod- 
ifier value) are added. The result, which is the modified 
TSA, is written into the top-of -stack address in memory. 

During PHI 1 A the contents of B (which contains the modi- 
fied count word) are written into memory. The modified 



count word is also transferred into the A-register in PH11A 
for testing in PH12A. 

The condition code bits are set in PH12A. CC1 is set if 
the space count underflowed or overflowed in PH6; CC3 is 
set if the word count underflowed or overflowed in PH6; 
CC2 is set if the modified space count is currently equal to 
zero; and CC4 is set if the modified word count is currently 
equal to zero. 

A sequence chart of the Modify Stack Pointer instruction is 
given in table 3-110. 

3-238 Execute (EXU 67, F7) 

The reference address field of the EXU instruction points 
to the address of an operand. This operand is taken to be 
the next instruction to be executed by the CPU following 
the EXU instruction. If the subject instruction is not a 
branch (or another EXU), the next instruction to be exe- 
cuted is the instruction that normally would follow the 
initial EXU instruction. If the subject instruction is located 
in a memory area under memory protection, the memory 
protection feature is disabled for that instruction access only. 
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Table 3-110. Modify Stack Pointer, Phase Sequence 



Phase 


Function Performed 


Signals Involved 


Comments 




i / ■» ni?o 


S/DRO = FAST EXU + FASTA EXU 

+ ... 


DRQ is set for all execution 
phases 


1 / "^ UKkJ 


PHI 
T4RL 


RR16-RR31 -/-*■ A16-A31 


AXRR/2 = FAST PHI OL3 + ... 
(S/NGX) = FAST PHI N02 + ... 
CSX1/20 = (S/NGX) + ... 


Modify value to A 


1 /■ * INbA 




PH2 
T6L 


CAD A°l ^ / ■» R1A-RT1 


BXS = FAST PH2 + ... 
G1619/1 = FAST PH2 + ... 
K15 = G1619 
S/NPRX = FAST PH2 + ... 
CSX1/20 = (S/NPRX) + ... 


Zeros to B0-B15 




1 / -»» INrKA 

1 's -/-*- CS0-CS31 


PH3 
T6L 


Upward align halfword, A *-S 


SXUAH = FAST PH3 + ... 

AXS/2 = FAST PH3 + ... 
DX/1 = FAST PH3 + ... 


Results in A16-A31-/—- 

AO--AT5 nnrl fl'c / » 


A16-A31 


JU-oJ 1 / "*" AU-AJ 1 
0's^— D0-D31 


PH4 
T6L 




SXB = FAST PH4 + ... 

SXA = FAST PH4 + ... 
(S/NGX) = FAST PH4 + ... 
(S/LB31/1) = FAST PH4 + ... 
MRQ = FAST PH4 + ... 


Combine positive and 
negative halves of modifier 
in A 

To read count word 


15U-L5JI or AU-AJ 1 *" 


jU-jo 1 / ■" AU-AJ 1 

1 —S-+NGX 
1 -7— LB31/1 
Enable memory request 


PH5 
T6L 




DXC/6 = FAST PH5 + ... 
AXS = FAST PH5 07 + ... 

G1619/1 = FAST PH5 + ... 

K15 = G1619 

(SA10L) = FAST PH5 + ... 


Read count word 
Negate A-register 


LU-LJI /--■»■ uu-UJI 

-(A0-A31) - S0-S31 

-y— A0-A31 


1 ■- O 1 o 1 // 1 






(Continued) 


Mnemonic: MSP (13, 93) 
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Table 3-110. Modify Stack Pointer, Phase Sequence (Cont. ) 



Phase 


Function Performed 


Signals Involved 


Comments 


PH6 
T10L 


A0-A31+D0-D31 - S0-S31 


SXADD = FAST PH6 + ... 

K15 = N(FAST PH6) (...) 
BXS = FAST PH6 + ... 

S/SW2 = FAST PH6 D16 NS16 + ... 

S/SW1 - FAST PH6 DO NSO + ... 

(S/TR30) = FAST PH6 ND16 S16 

+ FAST PH6 NDO SO + ... 

BRPH14 = FAST PH6 D16 NS16 

+ FAST PH6 DO NSO + ... 

S/PHA = FAST PH6 DO NSO 

+ FAST PH6 D16 NS16 + ... 

S/CXS = FAST PH6 + ... 
SA8L = (S/CXS) ■+ ... 


Add/subtract to space count; 
subtract/add to word count 

Modified count word to 
B-register 

Word underflow or overflow 

Space underflow or overflow 

If trap flag = 

If trap flag = 1 

Bit 16 or bit has changed 
because of an underflow or 
overflow 


1 oice U ** In. 1 


oU-oJI ""/ *" 13U-L5J 1 


Dlo INjio > 1 '—/■■»■ ivViC, oi 
DO NS0=> 1 — j—- SW1 
Trap, or 

Go to PH14A 

1 —/-** PHA 

1^^-CXS 


PH7 
T8L 


A0-A31 - S0-S31 

S0-S31 C0-C31 


SXA = FAST PH7 + ... 

DXC/2 = FAST PH7 + ... 
AX/1 = FAST PH7 + ... 
MRQ = FAST PH7 + ... 


CXS set true in PH6 
To read TSA 


(„ 1 O -L J 1 " / ' UiO-Uoi 

0's -/— A0-A31 
Enable memory request 


PH8 
T6L 


C0-C31 -/— - D0-D31 


DXC/6 = FAST PH8 + ... 
SXD = FAST PH8 + ... 

AXS = FAST PH8 (OLA + OL3) 

+ . . . 


Read TSA 

Increment/decrement values 
to A -register 


UU-UJI *" «>U- ->J 1 / *" 

A0-A31 


PH9 
T6L 




SXP = FAST PH9 + ... 

S/PHA = FAST PH9 + ... 

CSX1/3 = FAST PH9 A16 + ... 
MRQ = FAST PH9 OL3 + ... 


Hold TSA address in C 

For sign extension 
To write TSA 


rlo-rol ■* jIu-jJI *" 
C16-C31 

1 — /-*- PHA 

A16 -y-*-CS0-CS15 
Enable memory request 






(Continued) 


Mnemonic: MSP (13, 93) 
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Table 3-110. Modify Stack Pointer, Phase Sequence (Cont. ) 



Phase 


Function Performed 


Signals Involved 


Comments 


PH10A 
T6L 




SXADD = FASTA PH10 + ... 
MW = FASTA PH10 + ... 
(S/LB31/1) = FASTA PH10 + ... 
MRQ = FASTA PH10 + ... 


Modify and write TSA 
To write count word 


UU-UJ 1 I AU-AJ 1 "■ jU-jJ i 


oU-jo 1 " — ■" MliU-Mlio 1 
1 -V— LB31/1 
Enable memory request 


PHllA 
T6L 




SXB = FASTA PHI 1 + ... 
MW = FASTA PH11 + ... 
AXS = FASTA PH11 + ... 

MRQ/1 = FASTA PH11 + ... 


Write modified count word 

Modified count word to 
A-register for test in PH12A 

To read next instruction 


dU-doI "" ->U-joI 

S0-S31 - MB0-MB31 

S0-S31 -y— A0-A31 

Enable memory request 


PH12A 
T6L 


SW1 = 1 => 1 / » CC1 
SW2 = 1=> 1 / » CC3 


S/CC1 = FASTA PHI 2 SW1 + ... 
S/CC3 = FASTA PHI 2 SW2 + ... 
S/CC2 = FASTA PHI 2 A0115Z + ... 
S/CC4 = FASTA PH12 A1731Z + ... 
(R/CC) = FASTA PHI 2 + ... 
ENDE = FASTA PH12 + ... 




It (Al-Alj - U), 1 / ■" \-\-Z 


If (A1/-A3I - Uj, 1 / '*" LL4 
End 


PH14A 
T&L 


nn mi .. » ^o 901 


SXD = FASTA PH14 + ... 
AXS = FASTA PHI 4 + ... 
MRQ/1 = FASTA PHI 4 + ... 
BRPH12 = FASTA PH14 + ... 


D to A for test in PH12A 
To read next instruction 


S0-S31 -/—- A0-A31 
Enable memory request 
Go to PH12A 








Mnemonic: MSP (13, 93) 
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The EXU instruction can be indexed, indirectly addressed, 
or both. The normal preparation sequence, as well as the 
sequencing for all modes and conditions of the EXU instruc- 
tion, is described under Preparation Sequence. 

The operand (the next instruction to be executed) is loaded 
into the D-register at PHI clock. DRQ is set, and the CPU 
sequences to PH2. 

During PH2 of the EXU instruction, ENDE is enabled, which 
causes the normal action of transferring C0-C31 to D0-D31, 
C0-C7 to 01-07, and C8-C11 to R28-R31. The normal 
action of permitting the P -register to increase its count by 
one is suppressed; thus, P contains an address one greater 
than the address of the EXU instruction. The P + 1 count 
and the memory protection trap are disabled. 

A sequence chart of the Execute instruction is given in 
table 3-111. 

3-239 Branch on Conditions Set (BCS 69, E9) 

The Branch on Conditions Set instruction forms the logical 
product of the R-field of the instruction word and the cur- 
rent condition code. If the logical product is nonzero, the 
branch condition is satisfied and the program proceeds with 
the instruction pointed to by the effective address of the 
instruction. If the logical product is zero, the branch con- 
dition is unsatisfied, and the instruction execution proceeds 
with the next instruction in sequence. 

The execution sequence for the BCS instruction begins with 
PH3. During the preparation sequence the contents of the 
reference address are read into the D-register. In PH3 the 
D-register holds the next instruction to be performed if a 
branch is to be executed. Whether or not a branch is to 
be made depends on the result of the comparison of bits R28- 
R31 with bits CC1 -CC4. The BCS instruction ends at PH3 
if one bit of R28-R31 and the corresponding bit of the con- 
dition code compares. 

A trap occurs if the CPU is denied access to the branch ad- 
dress because of a nonexistent memory address or because of 
a memory protection violation. In this case, the trap occurs, 
and the return address must be taken from the Q-register. 
Flip-flop BRQ is set to ensure that the return address is taken 
from Q during the trap operation. 

If no bits of the R-field compare with the corresponding 
bits of the condition code, the CPU sequences to PH4. 
MRQ/1 is enabled in PH3 if no branch condition exists and 
the address of the next instruction is taken from the Q- 
register and is transferred into the P -register. 

Phase PH5 is the final phase of the BCS instruction if no 
branch occurred. If the R-field of the BCS instruction con- 
tains all zeros, the term (R.CC) cannot come true and the 
BCS instruction acts as a no-operation type of instruction. 

A sequence chart of the Branch on Conditions Set instruc- 
tion is given in table 3-112. 



3-240 Branch on Conditions Reset (BCR 68, E8) 

The Branch on Conditions Reset instruction forms the logical 
product of the R-field of the instruction word and the cur- 
rent condition code. If the logical product is zero, the 
branch condition is satisfied, and the instruction proceeds 
with the instruction pointed to by the effective address of 
the instruction. If the logical product is nonzero, the 
branch condition is unsatisfied, and instruction execution 
proceeds with the next instruction in the sequence. 

The preparation sequence for the BCR instruction is the 
same as that described under Preparation Sequence, except 
that the instruction branches from PRE2 to PH3 for the first 
execution phase. During the preparation sequence, the 
contents of the reference address are read into the D- 
register. In PH3, the D-register holds the next instruction 
to be performed if a branch is to be made. Whether or not 
a branch is to be made depends on the result of the com- 
parison of bits R28 through R31 with bits CC1 through CC4. 
The logical product of each pair of corresponding bits is 
taken in the two registers. If all of the results are zero, 
signal ENDE is generated and the instruction in the D- 
register is executed. This is, in effect, a branch operation. 

A trap occurs if the CPU is denied access to the branch 
address either because of a nonexistent memory address or 
because of a memory protection violation. In case of a 
trap, the return address must be taken from the Q-register. 
Flip-flop BRQ is set to ensure that, during the trap opera- 
tion, the return address is taken from the Q-register. 

If the logical product of any two corresponding bits is a 
one, the instruction goes to PH4 to access the next instruc- 
tion in sequence. Signal MRQ/T is enabled in PH3 if no 
branch condition exists, and the address of the next in- 
struction is taken from the Q-register and is transferred to 
the P -register. If no branch has occurred, PH5 is the final 
phase of the instruction. 

If the R-field of the instruction contains all zeros, the in- 
struction acts as an unconditional branch instruction. 

A sequence chart of the Branch on Conditions Reset instruc- 
tion is given in table 3-113. 

3-241 Branch on Incrementing Register (BIR 65, E5) 

The BIR instruction counts up the private memory register 
R by one. If R is negative after the R-register has been 
counted up, the contents of the reference address location 
are taken as the next instruction. If R is not negative after 
the R-register has been counted up, the next instruction is 
taken from the location whose address is one greater than 
the address of the BIR instruction address. 

The preparation sequence for the BIR instruction is the 
same as that described under Preparation Sequence, except 
that the CPU branches from PRE2 to PH2 for the first exe- 
cution phase. Also during PRE2, the CS-register is set to 
equal a one to prepare for the incrementing action in PH2. 
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Table 3-111. Execute, Phase Sequence 



Phase 



Function Performed 



Signals Involved 



Comments 



PHI 
T4RL 



C0-C31 —h~- D0-D31 

Q15-Q31 ~h*~ P15-P31 
Set DRQ 
Go to PH2 



DXC/6 = FUEXU PHI + ... 

PXQ = FUEXU PHI + ... 

S/DRQ - FUEXU PHI + ... 

S/PH2 = PHI NBR + ... 



Instruction to be executed 
into D 



PH2 
T6L 



Enable T6L 



End 



Suppress P + 1 / » P 



T6L = NT1L NT4L NT8L NT10L 

NRESET 

ENDE - FUEXU PH2 + ... 



PCTP1DIS = ENDE (FUEXU + ...) 



Suppress Instruction Protect 



SARACC4 = NRESET (ENDE PROTECTI 
NFEUXU NTRAP) + ... 



ENDE causes C — /-*- O 
R, D 

P now contains address of 
instruction after EXU address 
rather than the address of 
the instruction following the 
instruction read in PHI 



Mnemonic: EXU (67, F7) 
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Table 3-112. Branch on Conditions Set, Phase Sequence 



Phase 


Function Performed 


Signals 


Involved 


Comments 


PRE2 


Branch to PH3 and enable T4RL 


BRPH3 

FABC 
T4RL 


- FABC (PRE2 NIA)/1 

+ ... 

= OU6 04 N05 N06 

= N[FABC (PRE2 NIA)/l] 
+ ... 




PH3 
T4RL 


Enable ENDE if branch 

If trap and branch, set BRQ 
If branch only, go to PRE1 


ENDE 

(R.CC) 

S/BRQ 

S/PRE1 

(S/BRQ/1) 

MRQ/1 

FABCN BRANCH 
(SARACC4/1) 

NPROTECTDIS 


= FABC PH3 07 (R.CC) 
+ ... 

= R28 CC1 + R29 CC2 
+ R30 CC3 + R31 CC4 

= (S/BRQ/1) (SARAP) 
ENDE + ... 

= ENDE + ... 

= FABC PH3 + ... 

= FABR + FABCN BRANCH 

+ ... 

- FABC 07 N(R.CC) PH3 

= PROTECTD 

NPROTECTDIS + ... 

= N(FABR 

+ FABCN BRANCH) 


Return address in Q-register 


11 nu uiunUi, 1 "•" MKU/ 1 
Suppress protect fail 


PH4 
T6L 




S/DRQ 
PXQ 


= FABC PH4 + ... 
= MRQ/1 + ... 


If no branch, next instruc- 
tion address is in Q- 
register 


1 / *" DKU 


vj / •" r 


PH5 
T6L 


End of no branch 


ENDE 


= FABC PH5 + ... 












Mnemonic: BCS (69, E9) 
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Table 3-113. Branch on Conditions Reset - , Phase Sequence 



Phase 


Function Performed 


Signals 


Involved 


Comments 


PRE2 


Go to PH3 and enable T4RL 


BRPH3 

FABC 
T4RL 


= FABC (PRE2 NIA)/1 
+ ... 

= OU6 04 N05 N06 

= N FABC(PRE2 NIA)/1 
+ ... 




PH3 
T4RL 


Enable ENDE if branch 

If trap and branch, set BRQ 
If branch only, go to PRE1 


ENDE 

N(R.CC) 

S/BRO 

S/PRE1 
(S/BRQ/1 ) 
MRQ/1 

FABCNBRANCH 

(SARACC4/1) 

NPROTECTDIS 


= FABC PH3 N07 
N(R.CC) + ... 

= N(R28 CC1 + R29CC2 
+ R30 CC3 + R31 CC4) 

= (S/BRQ/1) = (S/TRAP) 
ENDE + ... 

= ENDE + ... 

= FABC PH3 + ... 

= FABR + 

FABCNBRANCH + ... 

= FABC N07 (R.CC) 
PH3 + ... 

= PROTECTD 

NPROTECTDIS + ... 

= N(FABR 

+ FABCNBRANCH) 


Return address is in Q- 
register 


11 no biunch, l *" /v\K(sj/ i 

Suppress protect fail 


PH4 
T6L 


1 —h*- DRQ 


S/DRQ 
PXQ 


= FABC PH4 + ... 
= MRQ/1 + ... 


If no branch, next instruc- 
tion address is in Q-register 


U f Y 


PH5 
T6L 


End of no branch 


ENDE 


= FABC PH5 + ... 












Mnemonic: BCR (68, E8) 
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In PH2 the A-register, which contains the contents of pri- 
vate memory register R, is added to the contents of the CS- 
register which contains +1 . The result, (R) + 1 , is clocked 
back into the A-register. The D-register contains zeros 
during this addition and does not pick up the contents of 
the branch instruction until the PH3 clock. 

In PH3 the contents of A are stored back in register R unless 
the branch location is either nonexistent or memory pro- 
tected. If the contents of the A-register are negative, PH3 
is the final phase of the BIR instruction, and the data 
clocked from the C -register into D at the next clock pulse 
is the next instruction to be executed. 

If the contents of the A-register are not negative, or are 
equal to zero, ENDE cannot come true during PH3, and 
the branch does not occur. MRQ/1 is enabled in PH3, and 
the CPU sequences to PH4. In PH4, DRQ is set, and the 
CPU goes to PH5 for the end of the BDR sequence. 

A sequence chart of the Branch on Incrementing Register 
instruction is given in table 3-114. 

3-242 Branch on Decrementing Register (BDR 64, E4) 

The BDR instruction counts down the private memory register 
R by one. If, after the R-register has been counted down, R 
is positive, but not zero, the contents of the reference ad- 
dress location are taken as the next instruction. If, after 
the R-register has been counted down, R is negative or is 
equal to zero, the next instruction is taken from the loca- 
tion whose address is one greater than the address of the 
BDR instruction address. 

The preparation sequence for the BDR instruction is the same 
as that described under Preparation Sequence, except that 
the CPU branches from PRE2 to PH2 for the first execution 
phase. Also during PRE2, the CS-register is set to all ones 
to prepare for the decrementing action in PH2. 

In PH2 the A-register which contains the contents of private 
memory register R is added to the contents of the CS-register, 
which contains -1. The result, (R) - 1, is clocked back 
into the A-register. The D-register contains zeros during 
this addition and does not pick up the contents of the branch 
instruction until the PH3 clock. 

In PH3 the contents of A are stored back into register R un- 
less the branch location is either nonexistent or memory 
protected. If the contents of the A-register are positive, 
but are not equal to zero, PH3 is the final phase of the BDR 
instruction, and the data clocked from the C -register into 
D at the next clock pulse is the next instruction to be exe- 
cuted. 

If the contents of the A-register are negative, ENDE cannot 
come true during PH3 and the branch does not occur. MRQ/1 
is enabled in PH3, and the CPU sequences to PH4. In PH4, 
DRQ is set, and the CPU goes to PH5 for the end of the 
BDR execution sequence. 



A sequence chart of the Branch on Decrementing Register 
instruction is given in table 3-115. 

3-243 Branch and Link (BAL 6A, EA) 

The BAL instruction loads the address of the BAL instruction 
plus one into register R and transfers the effective address 
into the P-register. The next instruction to be executed 
after BAL is the instruction located in the effective address 
of the BAL instruction. 

The preparation sequence for the BAL instruction is the same 
as that described under Preparation Sequence. 

In PHI the effective address of the BAL instruction is trans- 
ferred into the P-register from Q, and the current instruc- 
tion address plus one is transferred from the Q -register into 
P. The CPU sequences from PHI to PH2. 

In PH2 the current instruction address in the P-register is 
transferred to register R. The Q-register, which contains 
the effective address, is clocked into P. This is the address 
to which the CPU unconditionally branches. The current 
instruction address plus one is also transferred from P to Q, 
since a trap occurs if the branch location in the P-register 
is either nonexistent or memory protected. MRQ/1 is en- 
abled in PH2 to read the next instruction. 

PH3 is the final phase of the instruction. Flip-flop BRQ is 
set in the event of a trap. This indicates that the return 
address is in the Q-register. 

A sequence chart of the Branch and Link instruction is given 
in table 3-116. 

3-244 Call 1 (CAL1, 04), Call 2 (CAL2, 05), Call 3 
(CAL3, 06), Call 4 (CAL4, 07) 

The Call instructions initiate programmed trap operations. 
The instructions CAL1, CAL2, CAL3, and CAL4 trap to lo- 
cations 48, 49, 4A, and 4B, respectively. Normally, each 
of these trap locations contains an exchange program status 
doubleword instruction. 

All Call instructions can be indirectly addressed, indexed, 
or both. The normal preparation sequence, as well as the 
sequencing for all modes and all conditions, is described 
under Preparation Sequence. 

In PHI the contents of the R-register (R-field of the Call 
instruction word) are transferred to flip-flops TRACC1- 
TRACC4. These flip-flops hold this data until it is used 
during the XPSD instruction following the trap sequence. 
The flip-flops TR28, TR30, and TR31 are set in different 
configurations, depending on whether the instruction is 
CAL1, CAL2, CAL3, CAL4. The flip-flops TR28, TR30, 
and TR31 are used during the trap sequence to determine the 
trap address 48, 49, 4A, or 4B. Flip-flop TRAP is set ct 
the PHI clock. 
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Table 3-114. 


Branch on Increment 


ing Register, Phase Sequence 




Phase 


Function Performed 


Signals Involved 


Comments 


PRE2 


RR0-RR31 —H- A0-A31 


AXRR 


- FABR (PRE2 NIA)/1 
+ ... 


Read register 




1 -A— CS31 


CSX 1/8 


= FABR (PRE2 NIA)/1 

+ ... 


CS -register = +1 




Go to PH2 


BRPH2 
T4RL 


- FABR (PRE2 NIA)/1 
+ ... 

= FABR (PRE2 NIA)/1 

+ ... 




PH2 


A0-A31 + CS0-CS31 - S0-S3I 


SXADD 


= FABR PH2 + ... 


A+l -/-*- A (D = at 
this time) 




S0-S31 / » A0-A31 


AXS 


- FABR PH2 + ... 






1 -/— -DRQ 


S/DRQ 


= FABR PH2 + ... 






1 . a- Tl 01 


saiol 


= FABR PH2 + ... 






PH3 




SXA 


= FABR PH3 + ... 




AU-AJI »- oU-bJI ■" 

RW0-RW31 






RW 
RWDIS 


- FABR PH3 + ... 

= FABR ENDE PROTECTD 
+ FABR ENDE PROTECTI 








Disable A "" *• KW il Iiup 




Branch if A is negative 


ENDE 


= FABR PH3 07 A0 + . . . 


Next instruction to D- 
register 






DXC 


= ENDE + ... 




^U-^JI / ■* UU-UJI 






S/PRE1 


= ENDE + ... 






1 -/-- BRQ 


S/BRQ 
(S/BRQ/1 ) 
MRQ/1 


= (S/BRQ/1) + ... 

= FABR PH3 + ... 

= (FABR 

+ FABCNBRANCH)+ ... 




1 *" N\\\\j)/ 1 




Q15-Q31 -t^^P15-P31 


PXQ 


= MRQ/1 + ... 






Suppress Protect Fail 


(SARACC4/1) 

NPROTECTDIS 


= PROTECTD NPROTECTDIS 

+ ... 

= N(FABR 

+ FABCNBRANCH) 




PH4 


1 —f-~DRQ 


S/DRQ 


= FABR PH4 + ... 




PH5 


End of no branch 


ENDE 


= FABR PH5 + ... 












Mnemonic: BIR (65, E5) 
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Table 3-115. 


Branch on Decrementing Register, Phase Sequence 




Phase 


Function Performed 


Signals Involved 


Comments 


PRE2 


RR0-RR31 -/-"-A0-A31 


AXRR - FABR (PRE2 NIA)/1 + . . . 


Read register 




l's -h~- CS0-CS31 


CSX1/8 = FABR (PRE2 NIA)/1 + ... 

CSX1 = FABR N07 (PRE2 NIA)/1 

+ ... 


CS-register = -1 




Go to PH2 


BRPH2 - FABR (PRE2 NIA)/1 + . .. 
T4RL = FABR (PRE2 NIA)/1 + . . . 




PH2 


An ATI + <~^n r*^ii ■> 


SXADD = FABR PH2 + ... 


A-l-y-^A (D = at this 
time) 


S0-S31 




S0-S31 -A-*- A0-A31 


AXS = FABR PH2 + . . . 






i ,.../.. ■> nun 


S/DRQ = FABR PH2 + ... 




| ,.y . »_ uku 




i . /_». Ti ni 


SA10L = FABR PH2 + ... 






PH3 


A0-A31 - S0-S31 - 

RW0-RW31 


SXA - FABR PH3 + ... 

RW = FABR PH3 + ... 

RWDIS = FABR ENDE PROTECTD 
+ FABR ENDE PROTECTI 








Double A " ■" KW il hap 




Branch if A is positive but not zero 


ENDE - FABR PH3 N07 NAO 
NA0031Z + ... 






C0-C31 -/-»■ D0-D31 


S/PRE1 = ENDE + ... 








DXC = ENDE + ... 


Next instruction to D- 
register 




/ ~^^ 


S/BRQ = (S/BRQ/1) = (S/TkAP) 
ENDE + ... 




1 / •" liRW 






(S/BRQ/1) = FABR PH3 + ... 






1 —h~- MRQ/1 


MRQ/1 = (FABR 

+ FABCN BRANCH )+ ... 






Q15-Q31 —h*~ P15-P31 


PXQ = MRQ/1 + ... 






Suppress Protect Fail 


(SARACC4/1) = PROTECTD 

NPROTECTDIS + ... 

NPROTECTDiS = N(FA6R 

+ FABCNBRANCH) 








(Continued) 


Mnemonic: BDR (64, E4) 
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Table 3-115. Branch on Decrementing Register, Phase Sequence (Cont. ) 



Phase 



Function Performed 



Signals Involved 



Comments 



PH4 



1 -v-^drq 



S/DRQ = FABR PH4 + .. 



PH5 



End of no branch 



ENDE = FABR PH5 + 



Mnemonic: BDR (64, E4) 
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Table 3-116. Branch and Link, Phase Sequence 



Phc 



Function Performed 



Signals Involved 



Comments 



PHI P15-P31 -/— ' Q15-Q31 

Q15-Q31 —h~- P15-P31 



QXP 
PXQ 

SA8L 



= FUBAL PHI + 
= FUBAL PHI + 

- FUBAL PHI + 



Current instruction address 
+ 1 to P 



PH2 P15-P31 - S15-S31 

S0-S31 -RW0-RW31 

P15-P31 -/-*- Q15-Q31 
Q15-Q31 —H- P15-P31 
Enable memory request 



SXP 


= FUBAL 


PH2 


+ ... 


RW 


= FUBAL 


PH2 


+ ... 


QXP 


= FUBAL 


PH2 


+ ... 


PXQ 


= FUBAL 


PH2 


+ ... 


MRQ/1 


= FUBAL 


PH2 


+ ... 


S/DRQ 


= FUBAL 


PH2 


+ ... 


ENDE 


= FUBAL 


PH3 


+ ... 


S/BRQ 


= ENDE 
+ ... 


(SARAP) (S/BRQ/1 ) 



Current instruction address 
+1 to R 

P to Q in case of trap 

Effective address to P 



PH3 End of BAL 

If trap, 1 / » BRQ 

(Memory protection violation) 



BRQ indicates that the 
return address is in the 
Q -register 



(S/BRQ/1) = FUBAL + ... 

(SARAP) = PROTECTI ENDE NFUEXU 



Mnemonic: BAL (6 A, EA) 
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Paragraphs 3-245 to 3-246 



In PH2 of a Call instruction, the flip-flops INTRAPF, 
INTRAP1, CX/1, and BRO are set. The term ENDE does 
not come true during the final phase of a Call instruction. 
The address of the next instruction is in the Q-register as 
the Call instruction sequences to the trap phase sequence. 

Trap sequencing is discussed under Trap Operation. For de- 
tails of the XPSD instruction, see the instruction description. 

A sequence chart of the Call instructions is given in table 
3-117. 

3-245 Load Program Status Doubleword (LPSD 0E, 8E) 

The LPSD instruction loads the effective doubleword (EW 
and EW +1 ) in memory into the program status doubleword; 
EW is loaded into PSW1, and EW + 1 is loaded into PSW2. 
If bit position 8 of the LPSD instruction is a one, bits 23 
through 27 of EW+ 1 are loaded into the register pointer 
RP23 through RP27. If bit position 8 is not a one, the reg- 
ister pointer is not changed. 

During the execution of the LPSD instruction, the highest 
priority interrupt level that is currently active is affected 
by the status of bit positions 10 and 1 1 of the LPSD instruc- 
tion. 

The LPSD instruction can be indirectly addressed, but not 
indexed. The normal preparation sequence, as well as the 
sequencing for the indirect addressing mode of this instruc- 
tion, is described under Preparation Sequence. 

If the CPU is in the slave mode and if the privileged LPSD 
instruction is not being executed as the result of a trap or 
an interrupt (INTRAPF false), the LPSD aborts and the CPU 
traps to location 40 at the end of preparation state PRE2. 

A memory request is made for EW and then for EW + 1 . The 
effective word EW in the C-register is transferred to D. 

The effective word EW in D is transferred to the sum bus, 
and the contents of the sum bus are transferred to the A- 
register. All bits of PSW1 except the P-register are loaded 
from the sum bus. The following flip-flops are uncondi- 
tionally reset: MAPDIS, CI, II, EI, and CIF. INTRAPF 
is reset if the watchdog timer has not run down. The ef- 
fective word plus one is transferred from the C-register 
into D. 



The effective word in the A-register is transferred to the 
sum bus, and the 16 least significant bits of the sum bus 
are clocked into the P-register. The significant bits of 
EW + 1 (PSW2) in the D-register are clocked into the cur- 
rent program status word 2 as the D-register is cleared to 
zeros. If R28 is true, the register pointer is changed; other- 
wise, it is not affected. If R30 is true, the highest priority 
interrupt level currently active is cleared. If R30 and R31 
are both true, this interrupt level is cleared but is armed. 



If R30 is true because the highest priority interrupt currently 
active is to be disabled, the CPU clock enable signal CE 
must be synchronized with the interrupt clock. 

The effective word EW in the A-register is added to the D- 
register (which now contains zeros), and the result on the 
sum bus is clocked into the P-register. 

A sequence chart of the Load Program Status Doubleword 
instruction is given in table 3-118. 

3-246 Exchange Program Status Doubleword (XPSD OF, 8F ) 

The XPSD instruction stores the current PSD into the memory 
doubleword location specified by the contents of the instruc- 
tion reference address field, and loads the contents of the 
successive doubleword in memory into the current PSD. 
Four memory words are involved in this operation (two 
doublewords), and they are referred to as EW, EW + 1, 
EW + 2 and EW + 3, where EW represents the effective word 
addressed by the reference address field. The current PSD 
is stored into EW and EW + 1 , and the contents of EW + 2 
' and EW + 3 are loaded into the current PSD. 

Because the XPSD instruction is privileged, an attempt to 
execute this instruction in the slave mode causes a trap to 
location 40. However, if the CPU is in the slave mode and 
an interrupt or trap occurs for any reason, the XPSD instruc- 
tion that immediately follows the interrupt or trap sequence 
is allowed. 

An XPSD instruction can be executed as the result of any 
of the following conditions: 

a. During the course of a program or subroutine in the 
master mode but not as the result of an interrupt or trap 
(NINTRAPF NTRAP). 

b. Immediately following an interrupt sequence 
(INTRAPF NTRAP). 

c. A trap to location 40 as the result of a nonexistent 
instruction, a nonexistent memory address, an attempt to 
execute a privileged instruction in the slave mode, or as 
the result of a memory protection violation (INTRAPF TRAP 
TRACC1 + TRACC2 + TRACC3 + TRACC4 = 1). 

d. A trap to location 40 as the result of an interrupt 
system fault, or a trap to trap locations 41 through 46 
[INTRAPF TRAP [(TRACC1 + TRACC2 + TRACC3 

+ TRACC4= 0)] 

e. A trap resulting from any Call instruction [INTRAPF 
TRAP (TRACC1 + TRACC2 + TRACC3 + TRACC4 =1)]. 

Depending upon previous conditions, special actions de- 
scribed in the following paragraph are taken during the 
execution of the XPSD instruction. 
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Table 3-117. Call 1, Call 2, Call 3, Call 4, Phase Sequence 



Phase 


Function Performed 


Signals Involved 


Comments 


PHI 
T4RL 




RARACC1-TRACC4 
SARACC1 


= NTRAP 

= FACAL PHI NTRAP 
NSTRAP R28 + ... 




Kzo-KJI / ■" 1 KALV- 1 -1 KALL4 






SARACC2 


= FACAL PHI NTRAP 
NSTRAP R29 + ... 


Hold R-field for use later 
during XPSD 






SARACC3 


= FACAL PHI NTRAP 
NSTRAP R30 + ... 








SARACC4 


= FACAL PHI NTRAP 
NSTRAP R31 + ... 






Set TR28 


SAR28 


= FACAL PHI NTRAP 
NSTRAP + ... 


TR28, TR30, TR31 are 
used for trap address into 
P -register during trap 
phase 




If CAL3 or CAL4, set TR30 


SAR30 


= FACAL PHI 06 + ... 






If CAL2 or CAL4, set TR31 


SAR31 


= FACAL PHI 07 NSTRAP 
NTRAP + ... 






Set TRAP 


SARAP 

(SARAPA ) 


= (SARAP) NRESET 
= FACAL PHI + ... 






Set PH2 


S/PH2 


= PHI NBR + ... 




PH2 
T6L 


I 

i 

T6L 

! 


T6L 


= NT1L NT4L NT8L NT10L 
NRESET 






Set INTRAPF 


SAN T RAP F 

(S/INTRAPF) 


= (SANTRAPF) NRESET 
= TRAP NINTRAPF + ... 






Set INTRAP1 


S/1NTRAP1 
S/CX/1 


- (S/INTRAPF) NRESET 

- (S/INTRAPF) + ... 


(INTRAP1 CX/1 ) true for 
the first phase of trap 
sequence 




Set BRQ 


S/BRQ 


- (SANTRAPF) NENDE 
N(PRE1 NANLZ) + ... 






Clear 


CLEAR 


= (S/INTRAPF) + ... 












Mnemonic: CAL1 -2-3-4, 
04, 05, 06, 07 
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Table 3-118. Load Program Status Doubleword, Phase Sequence 



Phase 


Function Performed 


Signals Involved 


Comments 


PHI 


d*~\a/i / to nn mi 


DXPSW1 


= FAPSD PHI + ... 


Not meaningful for LPSD 


roWl / ~ UU-UJI 


T4RL 












Request EW 


MRQ 


= FAPSD N07 PHI + ... 






Set data release request 


S/DRQ 


= FAPSD NPH7 NPH8 EXU + ... 






Go to PH5 


S/PH5 

BRPH5 


= BRPH5 + ... 

= FAPSD PHI N07 + ... 




PH5 


Enable T6L 


T6L 


= NT1L NT4L NT8L NT10L 




T6L 






NRESET 






P + 1 —/-*- P 


PCTP1 


= FAPSD PH5 + ... 


Increment P-register 




t~c\ <~"''\ t m no n n i 


DXC/6 


= FAPSD PH5 + ... 


EW into D 


LU-Lo 1 / * UU-Dol 




Request EW + 1 


MRQ 


= FAPSD PH5 + ... 






Set data release request 


S/DRQ 


= FAPSD NPH7 NPH8 EXU + ... 






Go to PH6 


S/PH6 


= PH5 NBR + ... 




PH6 


Enable T6L 


T6L 


= NT1L NT4L NT8L NT10L 




T6L 


nn n^i & r n r ii 


SXD 


NRESET 
= FAPSD PH6 + ... 




DU-Dol m oU-ool 




T\ <~T\ / to r"~\A'l 


PSW1XS 


= (FAPSD PH6 + ...) 


EW into PSW1 


oU-ool / ^ riWI 








N(S/INTRAPF) 






r f> r O 1 /to AD ATI 


AXS 


= FAPSD PH6 + ... 


EW into A 


jU-oo 1 / ■" AU-Aol 




C0-C31 —H- D0-D31 


DXC/6 


= FAPSD PH6 + ... 


EW + 1 into D 




Reset MAPDIS 


R/MAPDIS 


= FAPSD PH6 + ... 






0-7^— CIF 


R/CIF 


= FAPSD N07 PH6 






n / » ti 


R/II 
R/EI 


= FAPSD N07 PH6 + ... 
= FAPSD N07 PH6 + ... 






U / " 11 
0-V— EI 






S0-S3 -/-*- CC1 -CC4 


CCXS 


= FAPSD PH6 + ... 






S5-/— FS 


S/FS 


- FSZNXS S5 


Floating significance bit 




S6^— FZ 


S/FZ 


= FSZNXS S6 


Floating zero bit 










Mnemonic: LPSD (0E, 8E) 








(Continued) 
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Table 3-118. Load Program Status Doubleword, Phase Sequence (Cont. 



Phase 


Function Performed 


Signals Involved 


Comments 


PH6 


S7-/-— FNF 


S/FNF 


= FSZNXS S7 


Floating normalize bit 


T6L 
(Cont.) 




FSZNXS 


= PSW1XS 






S8 -/-*- MASTERF 


S/MASTERF 


- PSW1XS S8 


Master-slave bit 




c o / -- uApr 


S/MAPF 
S/DM 


- PSW1XS S9 


Map control bit 
Decimal mask bit 




S10— /—~DM 


- PSW1XS S10 






S/AM 
S/DRQ 


- pswixs Sll 


Arithmetic mask bit 




o 1 1 —■/■—•* A/V\ 

Set data release request 


= FAPSD NPH7 NPH8 EXU + . . . 






Inhibit single clock enable 
signal SCEN 


SCEN 


= N(FAPSD PH6 N07 R30) 


Synchronizes ac clock 
with 1 -MHzclock during 
single clock operation by 
disabling latch SCD (see 
Single Clock Operation in 
section on Basic Timing) 




Go to PH7 


S/PH7 


= PH6 NBR + ... 




PH7 
T6L 


Enable T6L 


T6L 


= NT1L NT4L NT8L NT10L 
N RESET 






D2-D3 / - Write Keys 


S/WKO 


= FAPSD PH7 D2 + ... 








S/WK1 


= FAPSD PH7 D3 + ... 






D5 -/-*- CIF 


S/CIF 


= FAPSD PH7 D5 + ... 


EW + 1 into PSW2 




D6-y— II 


S/II 


= FAPSD PH7 D6 + ... 






D7-t^^ EI 


C /CI 


- FAPSD PH7 D7 + 






If R28 = 1, D23-D27^-~- 


RPXD 


= FAPSD PH7 R28 + ... 


If R28, change register 




RP23-RP27 






pointer 




If R30- 1, 1-y— - LEVACT 


LEVACT 


= FAPSD N07 PH7 R30 + ... 


Disable highest priority 
interrupt level currently 
active 






LEVARM 


= FAPSD N07 PH7 R31R30+... 




If R30 and K j 1 -- 1 , 1 / ■" 




LEVARM 


CE 


- NCEINT + ARE 












Mnemonic: LPSD (0E, 8E) 






(Continued) 
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Table 3-118. Load Program Status Doubleword, Phase Sequence (Cont. ) 



Phase 


Function Performed 


Signals Involved 


Comments 


PH7 


Synchronize clock 


CEINT 


= FAPSD N07 PH7 R30 + ... 


Synchronizes next clock 


T6L 








with interrupt 1 -MHz 


(Cont.) 








clock by disabling clock 
enable signal CE until 1 
MHz clock occurs (see 
Basic Timing) 




Reset flip-flop INTRAPF 


R/INTRAPF 
SXA 


= FAPSD PH7 + ... 
= FAPSD PH7 + ... 




AU-AjI *" 0U-0J 1 




S15-S31-^-^P15-P31 


PXS 


= FAPSD PH7 + ... 


Next instruction address 
into P and again in PH8 




Reset TRAP 


RARAP 


= FAPSD PH7 + ... 






0's -/— - D0-D31 


DX/1 


= FAPSD PH7 + ... 






Go to PH8 


S/PH8 


= PH7 NBR + ... 




PH8 


Enable T6L 


T6L 


= NT1L NT4L NT8L NT10L 




T6L 






N RESET 






An ATI i nn rm »_ cr> cti 


SXADD 


= FAPSD PH8 + ... 


Effectively, A to sum bus, 
since D is cleared 


AU-AJI I UU-UJ 1 •"" iU-jJ I 






PXS 


= FAPSD PH8 + ... 


Next instruction address 


jij-jJI / ■" rlj-rol 










toP 




Request next instruction 


MRQ 


= FAPSD PH8 + ... 






Go to PH9 


S/PH9 


= PH8 NBR + ... 




PH9 


Enable T6L 


T6L 


- NT1L NT4L NT8L NT10L 




T6L 






N RESET 






0's -/— - TRACC1-TRACC4 


R/TRAGC 


= FAPSD PH9 + ... 






Set data release request 


S/DRO 


= FAPSD NPH7 NPH8 EXU + ... 






Go to PH10 


S/PHIO 


= PH9 NBR + ... 




PH10 


Enable T6L 


T6L 


= NT1L NT4L NT8L NT10L 




T6L 






NRESET 






End of LPSD 


ENDE 


= FAPSD PH10 + .. . 






Set data release request 


S/DRQ 


= FAPSD NPH7 NPH8 NRESET 

+ ... 












Mnemonic: LPSD (0E, 8E) 
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Instruction bits 8, 9, and 10 (which are loaded into R28, 
R29, and R30 as the instruction is read from memory) have 
special meanings and affect the execution of the instruction 
in the following ways: 

Instruction Bits 



10 



(R28 R29 R30) 



x x 



1 X X 



1 X 



If the memory map is in effect (bit 9 
of the current PSD = 1), it remains en- 
abled 

If the memory map is in effect (bit 9 
of the current PSD =1), it is disabled 
for the duration of the XPSD instruc- 
tion execution 

The XPSD instruction does not change 
the contents of the register pointer 
(RP-register) of the current PSD 

The XPSD instruction loads the contents 
of bits 23 through. 27 of EW + 3 into 
the RP-register of the current PSD 

If the trap has occurred io trap location 
X'40', merge the contents of TRACC1- 
TRACC4 into the condition code bits 
CC1 -CC4 and into the next instruction 
address. If the trap occurred because 
of the execution of a Call instruction, 
add the contents of the R-field of the 
Call instruction to the next instruction 
address. (The R-field of the Call in- 
struction is placed in TRACC1 through 
TRACC4 during the execution of the 
Call instruction. ) 



The XPSD instruction can be indirectly addressed but not 
indexed. The normal preparation sequence, as well as the 
sequencing for the indirect addressing mode of this instruc- 
tion, is described under Preparation Sequence. The XPSD 
aborts and the CPU traps to location X'40' at the end of prep- 
aration state PRE2 if the CPU is in the slave mode and the 
privileged XPSD instruction is not being executed as the 
result of a trap or an interrupt (INTRAPF false). 

S/TRAP = FAPRIV (PRE1 NANLZ) 

NMASTER 

(S/INTRAPF) - TRAP NINTRAPF 
S/PH1 = (S/PH1/1) N CLEAR 

CLEAR = (S/INTRAPF) 

S/INTRAP1 = NRESET (S/INTRAPF) 
S/CX/1 = (S/INTRAPF) 



A flow chart of the instruction is shown in figure 3-192. 
The current PSW1 (except for the contents of the P -register) 
is transferred to the D-register, and if R31 is not true, the 
memory map is disabled. If INTRAPF is not true, the oper- 
and address in the P -register is transferred to Q, and the 
next instruction address in the Q-register is transferred to 
P. If INTRAPF is true, the contents of the P- and Q- 
registers are not exchanged, and MRQ is enabled. 

If the instruction is not part of an interrupt or a trap sequence, 
the next instruction address in the P-register is placed on the 
sum bus and is then clocked into the B-register. At the same 
time, the address of EW is returned to the P-register where 
it had been temporarily stored in the Q-register during PHI. 

The sum bus performs an OR function on the contents of D 
(which contains the current PSW1) and B (which contains 
the next instruction address). The next instruction address 
was placed into B during an interrupt or trap sequence, and 
the result is written into memory at the operand address lo- 
cation. The current PSW2 is gated into the D-register, a 
second memory write cycle is requested, DRQ is set, P is 
counted up by one, and the CPU sequences to PH4. 

The PSW2 in D is written into memory at the effective word 
location plus one. The P-register is counted up by one. 
The effective word plus two from memory, which has been 
read into the C-register, is clocked into D and the P-register 
counts up by one. The contents of the D-register are placed 
on the sum bus, and the sum bus is read into PSW1 and into 
the A-register. If flip-flop TRAP is true, TRACC1 -TRACC4 
are gated into CC1-CC4. Since S0-S3 are also gated to 
CC1 -CC4, TRACC1 -TRACC4 are effectively merged into 
CC1-CC4. 

The contents of A (EW + 2) are placed on the sum bus, and 
the 16 least significant bits of the sum bus are clocked into 
the P-register. The D-register (which has picked up 
[EW + 3] ) is clocked into PSW2. The D-register is reset to 
zeros unless TRAP is true, in which case the contents of 
TRACCI-TRACC4 are docked into D28 through D3I, pro- 
vided that R29 is also true. If R29 is not true, the CPU 
requests the next instruction from memory and sequences to 
PH9; otherwise, it goes to PH8. 

If R29 is false, the contents of the A- and D-registers are 
added, and the result on the sum bus is transferred to the 
P-register. This operation, in effect, adds the state of the 
TRACC1 -TRACC4 flip-flops to the next instruction address 
before the request is made for the next instruction. 

A sequence chart of the Exchange Program Status Double- 
word instruction is given in table 3-119. 

3-247 Load Register Pointer (LRP 2F, AF ) 

The LRP instruction loads bits 23 through 27 of the effective 
word into the RP-register, RP23 through RP27. The RP- 
register is part of the current program status doubleword. 
No other portion of the PSDW is affected. 
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Figure 3-192. Exchange Program Status Doubleword, Logic Sequence Diagram (Sheet 1 of 2) 
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Figure 3-192. Exchange Program Status Doubleword, Logic Sequence Diagram (Sheet 2 of 2) 
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Table 3-119. Exchange Program Status Doubleword, Phase Sequence 



Phase 


Function Performed 


Signals Involved 


Comments 


PHI 


PSW1 / *• D0-D11 


DXPSW1 


= FAPSD PHI + ... 


n'r f mi np n° i 


T4RL 




us / • Ul Z—Uo 1 




CC1-CC4-t^-^ D0-D3 


S/D0-D3 


- CC1-CC4 DXPSW1 + ... 


Condition code 




FS -A— D5 


S/D5 


= FS DXPSW1 + ... 


Floating significance bit 




FZ-A-- D6 


S/D6 
S/D7 


= FZ DXPSW1 + ... 


Floating zero bit 




FNr / * D7 


-- FNF DXPSW1 + ... 


Floating normalize bit 




NMASTERF -/—- D8 
m *LPr ' ■ no 


S/D8 
S/D9 


- NMASTERF DXPSW1 + ... 
= MAPF DXPSW1 + ... 


Master-slave bit 
Map control bit 




MArT / ^ UV 




DM / - D10 


S/D10 


= DM DXPSW1 + ... 


Decimal mask bit 




AM / » Dll 


S/Dll 


= AM. DXPSW1 + ... 


Arithmetic mask bit 




n / »fiAAPni r 


R/MAPDIS 


= FAPSD 07 PHI + ... 




U / "^ MA r U 1 o 




If R30 = 1, 1 -/-— MAPDIS 


S/MAPDIS 


= FAPSD 07 PHI NR30 + ... 


NR30 => MP bit = 




If INTRAPF = 1, set memory request 


BRPH3 


= FAPSD 07 PHI INTRAPF + ... 


Part of interrupt or trap 




and go to PH3 


MRQ 


= FAPSD 07 PHI INTRAPF + ... 


sequence 




If INTRAPF = 0, exchange P and Q 


PXQ 


= FAPSD PHI 07 NINTRAPF +... 


Next instruction address 




and go to PH2 












QXP 


= FAPSD PHI 07 NINTRAPF +... 


Operand address 






S/PH2 


- PHI NBR N(FNANLZ NANLZ) 

+ ... 


If not part of interrupt or 
trap sequence 






S/PH3 


= PHI BRPH3 + ... 








S/DRQ 


- FAPSD NPH7 NPH8 EXU + ... 




PH2 


Enable T6L 


T6L 


= NT1L NT4L NT8L NT10L NRESET 




T6L 


nir- nil '"1'" '">1 


SXP 


r* a r\ c x~\ ni in 






rlD-rol ■* blO-bol 


= FAPSD PH2 + ... 


Next instruction address 




r n rn i / m tin n*" 1 ! 


BXS 


- FAPSD PH2 + ... 


into B 




JU-JO 1 / * DU-DOI 






Q15-Q31-t^-^P15-P31 
pi^ nil / »_ m r ^^i 


PXQ 
QXP 


= FAPSD PH2 + ... 
= FAPSD PH2 + ... 


Address of EW into P 




rlO-rol / *■ Uij-UoI 


Next instruction address 




Write memory request 


MRQ 


- FAPSD PH2 + ... 












Mnemonic: XPSD (OF, 8F) 
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Table 3-119. Exchange Program Sfatus Doubleword, Phase Sequence (Cont. ) 



Phase 


Function Performed 


Signals Involved 


Comments 


PH2 




S/DRQ 


- FAPSD NPH7 NPH8 EXU + ... 




T6L 










(Cont.) 


Go to PH3 


S/PH3 


= PH2 NBR N(FNANLZ NANLZ) 

+ ... 




PH3 


Enable T6L 


T6L 


= NT1L NT4L NT8L NT10L NRESET 




T6L 












D or B - S 


SXD 
SXB 


- FAPSD PH3 + ... 
= FAPSD PH3 + ... 


Current PSW1 or next 
instruction address 




S0-S31 - MB0-MB31 


MBXS/0 
MW 


= MW 

= FAPSD PH3 + ... 


PSW1 or next instruction 

address »- effective 

word location 




p + i -y— - P 


PCTP1 


= FAPSD PH3 + ... 


Address of EW + 1 into P 




PSW2 -/-*- D 


DXPSW2 


= FAPSD PH3 + ... 


Program status double- 
word 2 




1 \tjvr\ \kiv\ /„>, no m 


S/D2, D3 


= WKO, WK1 DXPSW2 + ... 


Write keys 


1 W l\U, W l\ 1 /■'■■•" UZ, Uo 




i 


S/D5 


= GIF DXPSW2 + ... 


Counter inhibit bit 


! l_ll / ■* UJ 




i II -/-*- D6 


S/D6 


= II DXPSW2 + ... 


Interrupt inhibit bit 




EI -/-— D7 


S/D7 


- EI DXPSW2 + ... 


External interrupt inhibit 
bit 




RP23-RP27 -/— - D24-D27 


S/D24-D27 


= (RP23-RP27) DXPSW2 + . . . 


Register pointer 




Write memory request 


MRQ 


= FAPSD PH3 + ... 








S/DRQ 


= FAPSD NPH7 NPH8 EXU +... 


Inhibits clock until data 
release received from 
memory 


PH4 


Go to PH4 
Enable T6L 


S/PH4 


= PH3 NBR + ... 




T6L 


- NT1L NT4L NT8L NT10L NRESET 




T6L 












D0-D31 S0-S31 


SXD 
MBXS/0 


= FAPSD PH4 + ... 

= MW 


pcu/9 »- FW i 1 




bU-bol *- MB0-MB3 1 












location 






MW 


= FAPSD PH4 + ... 












Mnemonic: XPSD (OF, 8F) 
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Table 3-119. Exchange Program Status Doubleword, Phase Sequence (Cont. 



Phase 


Function Performed 


Signals Involved 


Comments 


PH4 


Read memory request 


MRO 


= FAPSD PH4 + ... 




T6L 
(Cont.) 


Set data request 


S/DRQ 


= FAPSD NPH7 NPH8 EXU + . . . 






P + ]-/-*- P 


PCTP1 


= FAPSD PH4 + ... 


Address of EW + 2 into P 


PH5 
T6L 


Enable T6L 


T6L 


= NT1L NT4L NT8L NT10L 
N RESET 








DXC/6 


= FAPSD PH5 + ... 


EW + 2 —H~- D 


C0-C31 / *" DU-DjI 






PCTP1 
MRQ 


- FAPSD PH5 + 


Address of EW+ 3 into P 




r + 1 / ■" 1 

Read memory request 


= FAPSD PH5 + ... 






Set data request 


S/DRQ 


= FAPSD NPH7 NPH8 EXU + . . . 




PH6 
T6L 


Enable T6L 


T6L 


= NT1L NT4L NT8L NT10L 
N RESET 








DXC/6 


= FAPSD PH6 


EW + 3 —H~- D 


LU-LJI / *" UU-UJI 




D0-D31 - S0-S31 


SXD 


= FAPSD PH6 






S0-S1 1 —h~- PSW1 


CCXS 

PSW1XS 


= PSW1XS 

= FAPSD PH6 N(S/INTRAPF)+... 


EW + 2 -/— - PSW1 




S0-S3 -h~- CC1-CC4 


S/CC1-CC4 


= (S0-S3) CCXS + ... 


Condition code 






S/FS 
S/FZ 


- S5 FSZNXS + 


Floating significance bit 
Floating zero bit 




*>b-h— FZ 


= S6 FSZNXS + ... 




S7-t^— FNF 


S/FNF 

FSZNXS 


= S7 FSZNXS 

= PSW1XS 


Floating normalize bit 




S8 -/-*■ MASTERF 


S/MASTERF 


- S8 PSW1XS 


Master-slave bit 




S9 —/—- MAPF 


S/MAPF 


= S9 PSW1XS 


Map control bit 




S10-A— DM 


S/DM 


- S10 PSW1XS 


Decimal mask bit 




Sll -/— AM 


S/AM 


= Sll PSW1XS 


Arithmetic mask bit 




S0-S31 -y— A0-A31 


AXS 


- FAPSD PH6 + ... 


EW + 2 




—h-~ MAPDIS 


R/MAPDIS 


- FAPSD PH6 + ... 












Mnemonic: XPSD (OF, 8F) 
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Table 3-119. Exchange Program Status Doubleword, Phase Sequence (Cont. ) 



Phc 



Function Performed 



Signals Involved 



Comments 



PH6 

T6L 
(Cont. 



If TRAP = 1, TRACCl-4^- 
CC1 -4 

Go to PH7 



CCXTRACC - FAPSD 07 PH6 TRAP + 

S/DRQ = FAPSD NPH7 NPH8 EXU 

S/PH7 - PH6 NBR + ... 



Merge CC1 -CC4 and 
TRACC1-TRACC4 



PH7 
T6L 



Enable T6L 



T6L 



NT1L NT4L NT8L NT10L 
N RESET 



IfD28 = l, D23-D27-/— RP23-RP27 RPXD - FAPSD PH7 R28 + 



D2-D3, D5-D7 —f—~ PSW2 
(EW + 3) 



If TRAP R29, TRACC —H~ D28-D31 



If TRAP NR29, 1 - MRQ and 

go to PH9 



Reset flip-flop INTRAPF 

A0-A31 - S0-S31 

S15-S31 -/-+ P15-P31 
If NTRAP, go to PH8 



PH8 
T6L 



Enable T6L 



DX/1 - FAPSD PH7 + ... 

S/WKO - FAPSD PH7 D2 + ... 

S/WK1 = FAPSD PH7 D3 + ... 

S/CIF = FAPSD PH7 D5 + ... 

S/II - FAPSD PH7 D6 + ... 

S/EI - FAPSD PH7 D7 + ... 

DXTRACC = FAPSD PH7 TRAP R29 + 

MRQ = FAPSD PH7 07 NR29 + 

BRPH9 = FAPSD PH7 07 NR29 + 
R/INTRAPF = FAPSD PH7 

SXA - FAPSD PH7 + ... 

PXS = FAPSD PH7 + ... 

S/PH8 = PH7 NBR + ... 



T6L 



NT1L NT4L NT8L NT10L 
NRESET 



Bits 55-59 of second 
effective doubleword 
/ ■ » register pointer 



Write keys 



Counter interrupt inhibit 
bit 

Input/output interrupt 
inhibit bit 

External interrupt inhibit 
bit 

If part of trap sequence, 
request next instruction 



i 

I EW + 2 

I 

I Address in EW + 2 



(Continued) 



Mnemonic: XPSD (OF, 8F) 
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Table 3-119. Exchange Program Status Doubleword, Phase Sequence (Cont. ) 



Phas 



Function Performed 



Signals Involved 



Comments 



PH8 
T6L 
(Cont.) 



A0-A31 + D0-D31 



— S0-S31 



SXADD 



FAPSD PH8 + 



PH10 
T6L 



S15-S31 -y— P15-P31 
Request next instruction 
Go to PH9 



PXS 


= FAPSD PH8 + 


MRQ 


= FAPSD PH8 + 


S/PH9 


= PH8 NBR + . 



PH9 Enable T6L 
T6L 



T6L 



0's —f-~- TRACC1 -TRACC4 
GotoPHIO 



Enable T6L 



End of execution 



= NT1L NT4L NT8L 
NT10L NRESET 



RARACC1-TRACC4 = FAPSD PH9 + 



S/DRQ 



T6L 

ENDE 
S/DRQ 



= FAPSD NPH7 NPH8 
EXU + ... 



= NT1L NT4L NT8L 
NT10L NRESET 

= FAPSD PH10 + ... 

= FAPSD NPH7 NPH8 
EXU + ... 



Adds states of trace flip- 
flops to next instruction 
address. Transfer to P 



Mnemonic: XPSD (OF, 8F) 



3-523 



Paragraph 3-248 



XD5 901060 



The LRP instruction can be indexed, indirectly addressed, 
or both. The normal preparation sequence, as well as the 
sequencing for all modes and conditions of the LRP instruc- 
tion, is described under Preparation Sequence. 

At the PHI clock pulse, the effective word in theC-register 
is transferred to D. 

At the PH2 clock pulse, bit positions 23 through 27 of the 
D -register are transferred to RP23 through RP27. MRQ/l is 
enabled to start the memory request for the next instruction, 
and DRQ is set. 

A sequence chart of the Load Register Pointer instruction 
is given in table 3-120. 

The P + 1 count and the memory protection trap are dis- 
abled. 

3-248 Move to Memory Control (MMC 6F, EF ) 

MMC loads a string of one or more words into one of the 
three banks of high speed memory registers. Bit positions 
12 through 14 of the MMC instruction word are not used as 
an index register address; instead, they are used to specify 
which bank of high speed memory registers is to be loaded, 
as indicated in table 3-121. 

The instruction produces an undefined result if bit positions 
12 through 14 contain either all zeros or more than a single 
one. Bit positions 15 through 31 (reference address field) 
are ignored insofar as the operation of the instruction is 
concerned, and the results of the instruction are the same 
whether or not the instruction is indirectly addressed. 

The R-field of the instruction word designates an even-odd 
pair of private memory registers that are used to control the 
loading of the specified bank of high speed memory registers. 
Bit positions 15 through 31 of the even numbered private 
memory register contain the address of the first word of 
the data to be loaded into the specified bank of high speed 
registers. Bit positions through 7 of the odd numbered 
private memory register contain a count of the number of 
words to be loaded. If bits through 7 are initially all 
zeros, a word count of 256 is implied. 

Bit positions 15 through 22 (15 through 20 for load program 
control registers or load write lock registers) of the odd 
numbered private memory register indicate the particular 
fast access memory module half and bits to be written into. 

During PRE1, the address of the next instruction contained 
in the P-register is clocked into the Q-register, and the 
/-»-, B-, and E-iegibters are cieared. 

Since there must be a one in bit position D12, D13, or 
D14 to specify the bank of high speed memory registers to 
be loaded, signal INDX is generated, flip-flop IX is set, 
and the bit is gated onto the LR address lines as though the 
instruction had been indexed. The data contained in the 



addressed index register is clocked into the A-register at 
the PRE1 clock. Flip-flop PRE2 is set, and clock T4RL is 
enabled. 

During PRE2, the contents of the D-register and the con- 
tents of the A-register are gated into the adder, and an 
addition operation is performed. The result is gated onto 
the sum bus and is clocked into flip-flops P15 through P31 
at the PRE2 clock. This address is not used by the MMC 
instruction and is cleared during PH2. The A- and D- 
registers are cleared, and flip-flop IX is reset. If bitD12is 
a one, indicating a load map function, flip-flop SW1 is 
set; if bit D13 is a one, indicating a load program control 
function, flip-flop SW2 is set; if bit D14 is a one, indicat- 
ing a load write lock function, flip-flop SW3 is set. 

Flip-flop SW4isset. If the instruction is indirectly addressed, 
flip-flop SW4 inhibits changing SW1, SW2, or SW3 during 
the second PRE2 from the new information contained in the 
D-register. Signal (S/PHl/l) is generated, flip-flops PHI 
and EXU are set, and clock T4RL is enabled. 

The even numbered private memory register contains an 
image address in bit positions 15 through 31. This address 
points to the core memory location containing the first word 
to be read out. At the PHI clock the contents of the even 
numbered private memory register are clocked into the A- 
register. Flip-flops P32 and P33 are cleared to select byte 
as the first byte to be stored. 

A one is forced on address line LR31 to select the odd num- 
bered private memory register. Flip-flop PH2 is set, and 
clock T4RL is enabled. The data word containing the image 
address is gated from the A-register onto the sum bus. At 
the PH2 clock, the address contained in S15 through S31 is 
clocked into flip-flops P15 through P31 and is immediately 
gated onto the LM and LB address lines to read the first word 
from memory. A memory request is generated for the first 
word, and flip-flop ARQ is set. Setting of flip-flop ARQ 
inhibits transmission of another clock until the address re- 



ICU3C Ol 



When the data from the odd numbered private memory reg- 
ister is available on the RR lines, it is clocked into the A- 
register at the PH2 clock. The data word from the odd 
numbered register contains the word count and control start 
address. The instruction sequences to PH3, and clock T4RL 
is enabled. 

During PH3, the data from the A-register is gated onto the 
sum bus. The word count contained in bit positions SO 
through S7 is clocked into flip-flops E0 through D7, and 
the control start address contained in bit positions SI 5 
through S22 (or S20) is clocked into flip-flops PI5 through 
P22 (or P20). Flip-flop DRQ is set, inhibiting transmission 
of another clock until the data release signal is received. 
When the first word is available from core memory, signal 
CXMB is generated and gates the data into the C -register. 
At the PH3 clock, the image address from the even num- 
bered private memory register is clocked back into the 
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Table 3-120. Load Register Pointer, Phase Sequence 



Phc 



Function Performed 



Signals Involved 



Comments 



PHI 
T4RL 



C0-C31 / - D0-D31 
Go to PH2 



DXC/6 = FULRP PHI + 
S/PH2 = PHI NBR + . 



PH2 
T6L 



Enable T6L 

D23-D27 -/— RP23-RP27 

Enable MRQ/l 

Set DRQ 

Go to PH3 



T6L = NT1L NT4L NT8L NT10L NRESET 

RPXD = FULRP PH2 + ... 

MRQ/l = FULRP PH2 + ... 

S/DRQ = FULRP PH2 + ... 

S/PH3 = PH3 NBR + ... 



PH3 
T6L 



Enable T6L 
End 



T6L = NT1L NT4L NT8L NT10L NRESET 

ENDE = FULRP PH3 + ... 



Mnemonic: LRP (2F, AF) 
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Table 3-121. Bit Position Functions 



BIT POSITIONS 


FUNCTION 


12 


13 


14 


1 






1 





1 


Load memory map registers 
Load program control registers 
Load write lock registers 



A-register. The instruction sequences to PH4, and clock 
T6L is enabled. 

Phase PH4 is repeated four times. During the first pass 
through PH4, flip-flops P32 and P33 are both zeros. Sig- 
nal DXCR24 is generated and, ai the PH4 clock, bits CO 
through C7 are downward aligned into flip-flops D24 through 
D31 . A one is added to bit P33 to select the next byte. 
During the second pass through PH4, signal DXCR16 is 
generated, and bits C8 through CI 5 are downward aligned 
into flip-flops D24 through D31 . Flip-flops P32 and P33 
are cleared, and a one is added to P32. During the third 
pass through PH4, signal DXCR8 is generated, and bits C16 
through C23 are downward aligned into flip-flops D24 
through D31. A one is then added to bit P33, making P32 
and P33 both true. During the fourth pass through PH4, 
signal DXC is generated, and bits C24 through C31 are 
clocked into flip-flops D24 through D31 . Flip-flops P32 
and P33 are then reset to zero for the next word. 

The address contained in the P-register is gated onto the 
LM and LB lines. If flip-flop SW1 is true, indicating load 
memory map registers, an address is contained only on ad- 
dress lines LM15 through LM22. The address contained on 
LM15 through LM19 is gated onto map address lines 
L/MP0/1 through L/MP15/1 and L/MPO/2 through L/MP1 5/2. 
These bits select the fast -access memory module in which 
the page addresses are to be stored and the alternate halves 
of the module as determined by bit position LM19. The bits 
contained on address lines LM20 through LM22 are gated 
onto map address lines L/MP0/3, L/MPO/4, L/MPO/5 
through L/MP 15/3, L/MP15/4, L/MP15/5. These bits se- 
lect the bit positions to be written into. Signal MAPWXD 
is generated, gating the byte from bit positions D24 through 
D31 onto data lines MAPW15 through MAPW22. A one is 
then added to bits P20-22 to select the next bit position to 
be written into. During the second, third, and fourth passes 
through PH4, signals MMCW and MAPW are generated. 
During the second pass, byte is stored in the selected map 
register, and during passes 3 and 4, bytes 1 and 2 are stored 
in their addressed register locations. After a byte has been 
stored in bitposition 7 (that is, P20, P21.P22), aoneisadded 
to PI 9 to select the alternate half of the module to store 
the next four bytes. 

If flip-flop SW2 is true, indicating load program control 
registers, an address is contained on only address lines 
LM15 through LM20. The address contained on LM15 



through LM17 is gated onto program control address lines 
L/PB0/1 through L/PBO/2 and L/PBO/2 through L/PB3/2. 
These bits select the module in which the access codes are 
to be stored and the alternate halves of the module as de- 
termined by bit position LM17. The bits contained on ad- 
dress lines LM18 through LM20 are gated onto program con- 
trol address lines L/PBO/3, L/PBO/4, L/B0/5 through 
L/PB3/3, L/PB3/4, and L/P3/5. These bits select the bit 
positions to be written into. Signal MAPWXD is generated, 
gating the byte from bit positions D24 through D31 onto 
data lines MAPW15 through MAPW22. The inverse of this 
data is gated onto data lines W/PBO/15 through W/PBO/22, 
W/PB1/15 through W/PB1/22, W/PB2/15 through W/PB2/22, 
and W/PB3/15 through W/PB3/22. A one is then added to 
bit position P20 to select the next bit position to be written 
into. During the second, third, and fourth passes through 
PH4, signals MMCW, PCBW and clocks K/PBO through 
K/PB3 are generated. During the second pass, the one's 
complement of byte is stored in the addressed PB-register 
and, during passes 3 and 4, the one's complement of bytes 
1 and 2 are stored in their addressed register locations. 
After a byte has been stored in bit position 7 (that is, P18, 
P19, P20), a one is added to P17 to select the alternate 
half of the module to store the next four bytes. 

If flip-flop SW3 is true, indicating load write lock registers, 
an address is contained only on address lines LM15 through 
LM20. The address contained on LM15 through LM17 is 
gated onto address lines LB15 through LB17 and from LB15 
through LB17 onto write lock address lines L/LK0/1 through 
L/LK3/1 and L/LK0/2 through L/LK3/2. These bits select 
the module in which the write locks are to be stored and 
the alternate halves of the module as determined by bit 
position LB17. The bit contained on address lines LM18 
through LM20 are gated onto address lines LB18 through 
LB20 and then onto write lock register address lines L/LKO/3, 
L/LKO/4, L/LKO/5 through L/LK3/3, L/LK3/4, andLAK3/5. 
These bits select the bit positions to be written into. Signal 
MAPWXD is generated, gating the byte from bit positions 
D24 through D31 onto data lines MAPW1 5 through MAPW22. 
The inverse of this data is gated onto data lines W/LKO/15 
through L/LK0/22 and L/LK3/15 through L/LK3/22. Aone 
is then added to bit position P20 to select the next bit posi- 
tion to be written into. During the second, third, and 
fourth passes through PH4, signals MMCW, LOCKW and 
clocks K/LKO through K/LK3 are generated. During the 
second pass, the one's complement of byte is stored in 
the addressed LK-register and, during passes 3 and 4, the 
one's complement of bytes 1 and 2 is stored in their ad- 
dressed register locations. After a byte has been stored in 
bit position 7 (that is, P18, P19, P20) a one is added to P17 
to select the alternate half of the module to store the next 
four bytes. When flip-flops P32 and P33 are both ones, 
indicating that three bytes have been stored, flip-flop PH5 
is set, clock T8L is enabled, and flip-flop SW4 is reset. 

During PH5 the last byte is gated onto data lines MAPW15 
through MAPW22, signal MMCW is generated, and the ap- 
propriate write signal is determined by flip-flop SWl, SW2, 
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or SW3. The fourth byte is then stored in the addressed regis- 
ter. The address contained in the P-register is gated onto the 
sum bus and, at the PH5 clock, is stored in the B-register. 
The D-register is cleared for the next word. A one is sub- 
tracted from the count in the E -register, indicating that a 
complete word has been loaded. A one is forced into flip- 
flop CS31 for use during PH6. The instruction sequences to 
PH6, and clock T6L is enabled. 

During PH6, the image address contained in the A-register 
and the one contained in flip-flop CS31 are gated into the 
adder, and an addition operation is performed to select the 
next word. The result is gated onto the sum bus and, at 
the PH6 clock, bits SI 5 through S31 are clocked into flip- 
flops P15 through P31. The address is then gated onto the 
LM and LB lines to address the next word. The modified 
image address is also clocked back into the A-register. A 
memory request is generated for the next word. Flip-flop 
ARQ is set, inhibiting transmission of another clock until 
an address release signal is received. If the E-register has 
not been counted down to zero and if an interrupt request 
occurs, set flip-flop SW4 to inhibit branching during PH7. 
The instruction sequences to PH7, and clock T6L is enabled. 

The modified control start address stored in the B-register 
during PH5 is gated onto the sum bus and, at the PH7 clock, 
is clocked into flip-flops P15 through P17. Flip-flop DRQ 
is set, inhibiting transmission of another clock until the 
data signal is received from memory. If flip-flop SW4 is 
not set, and if the E-register is not all zeros, the instruc- 
tion branches to PH4. Phases PH4 through PH7 are then 
repeated until flip-flop SW4 is set or until the count in the 
E-register reaches zero, indicating that all the words have 
been loaded. Flip-flop PH8 is then set, and clock T8L is 
enabled. When the next data word is available from core 
memory, signal CXMB is generated, gating the word into 
the C-register. 

The image address contained in the A-register is gated onto 
the sum bus and from the sum bus onto data lines RWO through 
RW31. Write-byte signals RWBO through RWB3 are gen- 
erated, and the modified image address is stored in the even 
numbered private memory register. If flip-flop SW1 is true, 
a one is added to bits PI 9 through P22. A one is added to 
bits PI 7 through P20 if either flip-flop SW2 or SW3 is true. 
The control start address then points to the next module and 
the bit to be loaded. Flip-flop IEN is set to allow any in- 
terrupt requests to be recognized. Flip-flop MAPDIS is reset 
to reinstate the mapping function. The instruction sequences 
to PH9, and clock T6L is enabled. 

The modified control start address is gated from the P- 
register onto the sum bus and, at the PH9 clock, is clocked 
into flip-flops B15 through B31 . The modified count in bit 
positions E0 through E7 is clocked into flip-flops A0 through 
A7. A memory request is generated for the next instruction. 
Memory request MRQ/1 gates the address of the next in- 
struction for the Q-register into the P-register, and it is 
immediately gated onto the LM and LB address lines. Flip- 
flop DRQ is set, inhibiting transmission of another clock 



until the data release signal is received from memory. A 
one is forced on address line LR31 to select the odd num- 
bered private memory register. Flip-flop PH10 is set, and 
clock T8L is enabled. 

The modified word count contained in bit positions A0 
through A7 is gated onto bit positions SO through S7 of the 
sum bus. The control start address contained in bit positions 
B15 through B3I is gated onto bit positions SI 5 through S31 
of the sum bus. The entire word is then gated from the sum 
bus onto data lines RWO through RW31. Write-byte signals 
RWBO through RWB3 are generated, and the data word is 
stored in the odd numbered private memory register. If 
flip-flop SW4 is not set, signal ENDE is generated, flip- 
flop PRE! is set, and clock T6L is enabled for the next in- 
struction. 

A sequence chart of the Move to Memory Control instruction 
is shown in table 3-122. 

3-249 Wait (WAIT 2E, AE) 

The WAIT instruction halts the sequential operation of the 
CPU until the computer operator manually moves the COM- 
PUTE switch on the Processor Control Panel from RUN to 
IDLE and then back to RUN. The CPU then proceeds to 
execute the instruction that sequentially follows the WAIT 
instruction. 

Input/output operations can be performed while the CPU is 
halted. If an interrupt is activated while the CPU is halted, 
the interrupt subroutine is carried out and, at the end of 
the subroutine, executes the instruction following the WAIT. 
It then continues its normal execution sequence. 

The preparation sequence for the WAIT instruction is the 
same as that described under Preparation Sequence. 

During PHI, MRO/l is enabled to read the next instruction 
following the WAIT, the contents of the Q-register are 
transferred to the P-register, and flip-flop HALT is set. 
The next instruction is clocked into the D-register at PH2 
clock, and signal ENDE is enabled. The CPU cannot se- 
quence to PRE1 since HALT is true. Instead, it sequences 
to PCP1, and then to PCP2. After the COMPUTE switch 
has been set to IDLE and then back to RUN, flip-flop HALT 
resets, and the CPU sequences to phases PCP3, PCP4, PCP5, 
and then to PRE! to execute the instruction following the 
WAIT. 

A sequence chart of the WAIT instruction is given in table 
3-123. 

3-250 Read Direct (RD 6C, EC) 

The Read Direct instruction can be executed in either one 
of two modes: the internal control mode (table 3-124) or 
the external mode (table 3-125). When the RD instruction 
is executed in the internal control mode, the condition 
code bits CC1 -CC4 are set to the status of the control panel 
sense switches KSS1-KSS4. 
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Table 3-122. Move to Memory Control, Phase Sequence 



Phase 


Function Performed 


Signals Involved 


Comments 


PRE1 
T6L 


P15-P31 —A— Q15-Q31 
Clear A-, B-, and E -registers 


QXP 
AX/1 
BX/1 
EX/1 


= PRE1 NANLZ + ... 
= PRE1 + ... 
= PRE1 NINTRAPF + ... 
- PRE1 + ... 


Next instruction address 




D12-D14 ^LR29-LR31 


LRXD 


= OXC 


No function 




Generate signal 1NDX 


INDX 


= (C12 + C13 + C14) (C3 + C4 + C5) 


No function. Mechaniza- 
tion convenience 




Set flip-flop IX 


S/IX 


= INDX PRE1 


No function. Mechaniza- 
tion convenience 




P PO P PT 1 J. m. An ATI 


AXRR 


= FAW INDX PRE1 + ... 


No function. Mechaniza- 
tion convenience 






Disable RW lines 


RWDIS 


= PRE1 






Set flip-flop PRE2 


S/PRE2 


= NPREIM PRE1 N(S/INTRAPF) 






Enable clock T4RL 


T4RL 


- PREP + ... 




PRE2 
T4RL 




SXADD 


= PRE2 NIA NSDIS + ... 


No function. Mechaniza- 
tion convenience 


Ull-Uol ' AU-AJ! ' " "*" j'J-jJ! 




S15-S31 —A*- P15-P31 


PXS 


= PRE2 NIA + ... 


No function. Mechaniza- 
tion convenience 




Reset flip-flop IX 


R/IX 


= PRE2 NIA 


No function. Mechaniza- 
tion convenience 




Clear A- and D-registers 


AX/1 
DX/1 


— npcn kii a _i_ 

— r hLi i iio • ... 

= PRE2 NIA + ... 






If bit D12 is a one, set flip-flop SW1 


S/SW1 


= FUMMC NSW4 NANLZ PRE2 D12 

+ ... 


Indicates load map func- 
tion 




If bit D13 is a one, set flip-flop SW2 


S/SW2 


= FUMMC NSW4 NANLZ PRE2 D13 

+ ... 


Indicates load program 
control registers 




If bit D14 is a one, set flip-flop SW3 


S/SW3 


= FUMMC NSW4 NANLZ PRE2 D14 

+ . . . 


Indicates load write lock 
register 




Set flip-flop SW4 


S/SW4 


= FUMMC PRE2 + ... 


Inhibits changing of flip- 
flops SW1, SW2 or SW3 

rrr__i. i.;_„ :_ :_j: j.i.. 

it iiibiiULiiun is 1 1 iuii ci.i i y 

addressed 








(Continued) 
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Table 3-122. Move to Memory Control, Phase Sequence (Cont.) 



Phase 


Function Performed 


Signals Involved 


Comments 


PRE2 


Set flip-flop PHI 


S/PH1 


(S/PH1/1) NCLEAR NBR 




T4RL 
(Cont.) 




(S/PH1/1) = 


NPREDO (PRE2 NIA) + ... 






Enable clock T4RL 


T4RL 


PREP + ... 






Set flip-flop EXU 


S/EXU 


(S/PH1/1) NCLEAR 




PHI 


RR0-RR31 ^-A0-A31 


AXRR 


FUMMC PH2 + ... 


Even numbered private 


T4RL 








memory register. Con- 
tains image address. 
Points to memory location 
containing first word to 
be read out 




Force a one onto address line LR31 


R/NLR31/2 = 


LR31/2 = FUMMC PHI + ... 






Clear P32 and P33 


PX/1 


FUMMC PHI + ... 


Clear P32 and P33 for 
byte 




Set flip-flop PH2 


S/PH2 


PHI NBR + ... 






Enable clock T4RL 


T4RL 


FUMMC PHI + ... 




PH2 


A0-A31 - S0-S31 


SXA 


FUMMC PH2 + ... 




T4RL 


S15-S31^-^ P15-P31 


PXS 


FUMMC PH2 + ... 


Image address for first 
word from core memory 

Address for first word 


1 Ij-rJI "^ LJV\IO-LDol 




Generate memory request 


MRQ 


FUMMC PH2 + ... 


Memory request for first 
word 




Set flip-flop ARQ 


S/ARQ 


FUMMC PH2 + ... 


Inhibits transmission of 
another clock until ad- 
dress release signal is 
received 




RR0-RR31 —/—► A0-A31 


AXRR 


FUMMC PH2 + ... 


Data from odd numbered 
private memory register. 
Contains count and con- 
trol start addresses 




Set flip-flop PH3 


S/PH3 


PH2 NBR + ... 






Enable clock T4RL 


T4RL 


FUMMC PH2 + ... 












Mnemonic: MMC (6F, EF) 
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Table 3-122. Move to Memory Control, Phase Sequence (Cont. 



Phase 


Function Performed 


Signals Involved 


Comments 


PH3 




SXA 


- FUMMC PH3 + ... 




AU-Ao 1 ■* jU-jJI 


T4RL 


S0-S7 / * E0-E7 


EXS 


= FUMMC PH3 NPRE1 + ... 


Word count stored in 
E -register 






PXS 


- FUMMC PH3 + ... 


Control start address 
clocked into P -register 


blj-bJI / *" rlj-rol 






CXMB 


- DGC 


First data word 


MdU-Mdo 1 ■" L.U-L.JI 




RR0-RR31 -t*-*- A0-A31 


AXRR 


= FUMMC PH3 + ... 


Image address clocked 
back into A-register from 
even numbered private 
memory register 




Set flip-flop DRQ 


S/DRQ 


= FUMMC PH3 + ... 


Inhibits transmission of 
another clock until data 
signal is received 




Set flip-flop PH4 


S/PH4 


= PH3 NBR + ... 






Enable clock T6L 


T6L 


= NT1L NT4L NT8L NT10L 
N RESET 




PH4 
T6L 


If bits P32 and P33 are 0's, generate 
signal DXCR24 and clock C0-C7 
-y—~ D24-D31 


DXCR24 


■= NP32 NP33 DXCBP + ... 


True first pass through 
PH4. Downward align 
byte 




Reset flip-flop SW4 


R/SW4 


= FUMMC PH4 


Reset during first pass 




If NP32 and NP33, generate signal 
DXCR16 and clock C8-C15-t^— - 
D24-D31 


DXCR16 


- NP32 P33 DXCBP + . . . 


True second pass through 
PH4. Downward align 
byte 1 




If P32 and NP33, generate signal 
DXCR8 and clock C16-C23^— 
D24-D31 


DXCR8 


- P32 NP33 DXCBP + . . . 


True third pass through 
PH4. Downward align 
byte 2 




If P32 and P33, generate signal DXC 
and clock C24-C31-^— D24-D31 


DXC 

DXCBP 


- P32 P33 DXCBP + . . . 

- FUMMC PH4 + ... 


True fourth pass through 
PH4. Transfer byte 3 




If flip-flop SW1 is true, gate address 

nir mi fc. 1 h/tic; | MOO 


















LMI 5 through LMI 8 se- 
lect module in which 
page addresses are to be 
stored. LMI 9 selects al- 
ternate halvesof module 


LMI J-LMI V ■" L/MI U/ 1 - 

L^MPIS'l anc j L/MPQ/2- L/MP15/2 






(Continued) 
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Table 3-122. Move to Memory Control, Phase Sequence (Cont. ) 



Phase 


Function Performed 




Signals Involved 


Comments 


PH4 

T6L 

(Conr.) 








LM20 through LM22 
select bit positions to be 
written into 


LN\Zv-LN\ZZ *■ L/MrU/o, 
L/MPO/4, LMP0/5-L/MP15/3, 
L/MP15/4, L/MP15/5 




rcM mi » yAP\A/i ^ m *l p w ,/ ? 


MAPWXD 


- FUMMC EXU + ... 


Byte gated onto MAP 
data lines 


UZh-Uoi * /ViAr Vv 1 0-/V\Ar VVzz 




Add 1 to P32, P33 


PCTP1 
PA33 


= FUMMC PH4 (NP32 
+ NP33) + ... 

- FUMMC PH4 (NP32 
+ NP33) + ... 


Selects next byte to be 
downward aligned 




Set flip-flop MAPDIS 


S/MAPDIS 


= FUMMC BRPH4 + ... 


Disable memory map 
function 




Repeat PH4 until P32 and P33 are 
both ones 


S/PH4 


= BRPH4 = FUMMC PH4 
(NP32 + NP33) + ... 






During passes 2, 3, and 4, generate 
signal MMCW and clock bytes 0, 1, 


MMCW 


= FUMMC PH4 (P32 + P33) 
+ ... 






and 2 into MAP registers 


MAPW 


= MMCW SWI + ... 


SWI => load map page 
registers 






K/MP0-K/MP15 


= MAPW CK-24U08 


Clocks bytes into se- 
lected bits of MAP 
modules 




Add one to P19-P22 


PA22 
PCTP4 


= N (FUMMC PH4 NSW1) 
= FUMMC PH4 NSW4 


Select next bit position 
to be written into 




If flip-flop SW2 is true, gate address 
P15-P20 -LM15-LM20 






SW2 => load program 
control registers 




1 MINIMI" 7 m l-tTin 7 ! 






LM15 and LM16 select 
fast-access memory mod- 


L(V\I O-L/VVI / m L/rDU/l - 

L/PB3/1 and L/P B0/2 -L/P B3/2 










ule in which program 
control bits are to be 
stored. LM1 7 selects 










alternate halves of module 




I Mi n i KA n n » i -inrtri/i 






LM18 through LM22 select 
bit positions to be written 
into 


LJVl 1 o-L/V\ZU • L/rDU/o, 

L/PB0/4, L/PB0/5-L/PB3/3, 
L/PB3/4, L/PB3/5 




piO A nil fc »iAp\»/ir- u»n»/io 


MAPWXD 


=■ FUMMC EXU 


Selected byte gated onto 
MAP lines 


UZ4-UO 1 •■ mrtr W 1 0- /VlAr Wzz 




kiii a pii/i r Mfunufii 






One's complement of data 
gated from MAP data line; 
onto PB data lines 


IN/v\ArVV 1 D-INmArWzz * 
W/P B0/1 5 -W/P BO/22 th rough 
W/PB3/15-W/PB3/22 






(Continued) 
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Table 3-122. Move to Memory Control, Phase Sequence (Cont.) 



D hase 


Function Performed 


Signals Involved 


Comments 


PH4 
T6L 
(Cont.) 


Add a one to P32, P33 


PCTP1 
PA33 


= FUMMC PH4 (NP32 + NP33) 
+ ... 

= FUMMC PH4 (NP32 + NP33) 


Selects next byte to be 
downward aligned 




Add a one to P17-P20 


PCTP4/1 
PCTP5 


= FUMMC NSW4 NANLZ PH4 
+ ... 

= PI 9 P20 NPA22 PCTP4 


Selects next bit position 
to be written into. 
PA22 = 




Repeat PH4 until P32 and P33 are 
both ones 


S/PH4 


= BRPH4 = FUMMC PH4 (NP32 
+ NP33) + ... 






During passes 2, 3, and 4, generate 
signal MMCW and clock bytes 0, 1, 
and 2 into PCB-registers 


MMCW 

PCBW 
K/PB0-K/PB3 


= FUMMC PH4 (P32 + P33) 

- MMCW SW2 

= PCBW CK-24U06 


Clock bytes into 
selected bits of PCB- 
register 




If flip-flop SW3 is true, gate address 

n i r r\r\r\ - I mr i inn 






SW3 => load write lock 
registers 


rlj-rzU ■" L/V\l D-L/V\zU 




i ni r imi" 7 > i n i •" im -7 






LB15 and LB16 select 
module in which write 
locks are to be stored. 
LB17 selects alternate 
halves of module 


L/WI J-L/V\l / "" LdID-Ldi/ 




i n i •■ i n l "* »- \ '\ v c\ '~\ 








LdIj-LdI/ "^ L/LI\U/I- 
L/LK3/1 and L/LK0/2-L/LK3/2 




i m a i non » I '\ vr\ /r \ 






LB18 through LB20 select 
bit positions to be written 
into 


LdIo-LdzU ■* L/LI\U/o, 
L/LKO/4, L/LK0/5-L/LK3/3, 
L/LK3/4, L/LK3/5 




r\n a nil k a a a pwi r mapw 10 


MAPWXD 


= FUMMC EXU 


Selected byte gated onto 
MAP lines 


Uz4-Uo 1 •* /V\Ar W 1 o-/V\Ar Wzz 




mmapi 1 ; Mf.jiAP'"*'"' m 






One's complement of 
byte gated from MAP 
data lines onto write lock 
data lines 


IN/V\Ar 1 j-IN/V\ArZZ m 
W/LK0/15-W/LK0/22 through 
W/LK3/15-W/LK3/22 




Add a one to P32 P33 


PCTP1 
PA33 


~ FUMMC PH4 'NP32 + NP33^ 
+ ... 

= FUMMC PH4 (NP32 + NP33) 


downward aligned 






(Continued) 
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Table 3-122. Move to Memory Control, Phase Sequence (Cont. ) 



Phase 


Function Performed 


Signals Involved 


Comments 


PH4 


Add a one to P17-P20 


PCTP4/1 


- FUMMC NSW4 NANLZ PH4 


PA22 = 


T6L 
(Cont.) 


Repeat PH4 until P32 and P33 are 
both ones 


PCTP5 
S/PH4 


- PI 9 P20 NPA22 PCTP4 

= BRPH4 = FUMMC PH4 (NP32 

+ NP33) + ... 






During passes 2, 3, and 4, generate 
signal MMCW and clock bytes 0, 1, 
and 2 into write lock registers 


MMCW 
LOCKW 


= FUMMC PH4 (P32 + P33) 
= MMCW SW3 








K/LK0-K/LK2 


= LOCKW CK-24U04 


Clock bytes into selected 
bits of write lock registers 




Reset flip-flop SW4 


R/SW4 


= FUMMC PH4 + ... 


Reset during first pass 
through PH4 




When flip-flops P32 and P33 are both 
ones, set flip-flop PH5 


S/PH5 


- PH4 NBR + ... 






Enable clock T8L 


R/NT8L 


= SA8L = FUMMC PH4 




PH5 
T&L 


pi r nil w C1C CO 1 


SXP 
BXS 


= FUMMC PH5 + ... 


Store control start address 


rIO-rol m jI J joi 
S15-S31 —h~- B15-B31 


= FUMMC PH5 + ... 






D24-D31 — MAPW15- 

MAPW22 


MAPWXD 


= FUMMC EXU 






Generate signal MMCW 


MMCW 


= FUMMC PH5 






Store byte 3 into register as deter- 
mined by SW1, SW2, or SW3 






Last byte stored in 
addressed register 




Reset flip-flop MAPDIS 


R/MAPDIS 


= FUMMC PH5 + ... 






Clear D-register 


DX/1 


= FUMMC PH5 + ... 






Force a one into flip-flop CS31 


CSX 1/8 


= FUMMC PH5 + ... 


For use during PH6 




Subtract one from count in E-register 


MCTE1 


= FUMMC PH5 + ... 


Indicates one word 
loaded 




Set flip-flop PH6 


S/PH6 


= PH5 NBR + ... 






Enable clock T6L 


T6L 


= NT1L NT4L NT8L NT10L 
N RESET 












Mnemonic: MMC (6F, EF) 
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Table 3-122. Move to Memory Control, Phase Sequence (Cont) 



Phase 


Function Performed 


Signals Involved 


Comments 


PH6 
T6L 


A0-A31 + CS0-CS31 - S0-S31 


SXADD 


= FUMMC PH6 + ... 


Add one to image address 
to select next word 




fir roi / _ pi r no 1 


PXS 


- FUMMC PH6 + ... 




o ID-bo 1 / m rlO-rol 




fir nil m 1 lii r 1 noi 






Address of next word from 
image address 


jlj-rol m L/VIIO-LdJI 




r r\ r "i'\ / k An ATI 


AXS 


= FUMMC PH6 + ... 


Image address clocked 
back into A-register 


jU-jo 1 / "* AU-AJ 1 




Generate a memory request for next 
word 


MRQ 


= FUMMC PH6 NEZ + ... 






Set flip-flop ARQ 


S/ARQ 


= FUMMC PH6 + ... 


Inhibits transmission of 
another clock until ad- 
dress release signal is 
received 




If the E -register has not been counted 
down to zero and an interrupt occurs 
set flip-flop SW4 


S/SW4 


= FUMMC NEZ PH6 INT + ... 


Inhibits branching to PH4 
during PH7 




Set flip-flop PH7 


S/PH7 


= PH6 NBR + ... 






Enable clock T6L 


T6L 


= NT1L NT4L NT8L NT10L NRESET 




PH7 
T6L 


nn mi » r n r ii 


SXB 
PXS 


= FUMMC PH7 + ... 
- FUMMC PH7 + ... 


Control start addressing 
information 


tSU-DO 1 * ju-jo 1 


510-oJI / * rID-rol 




If flip-flop SW4 is not set, and the 
count in the E -register is not all 
zeros, branch to PH4 


S/PH4 


= BRPH4 = FUMMC PH7 NSW4 
NANLZ NEZ + ... 






Disable MAP 


S/MAPDIS 


= FUMMC BRPH4 






Repeat phases PH4 through PH7 until 
an interrupt occurs (that is, flip-flop 
SW4 is set), or the count in the E- 
register reaches zero, indicating that 
all the words have been loaded. Flip- 
flop PH8 is then set 


S/PH8 


= PH7 NBR + ... 






Enable clock T8L 


RA8L 


= SA8L = FUMMC PH7 + ... 








(Continued) 


Mnemonic: MMC (6F, EF) 
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Table 3-122. Move to Memory Control, Phase Sequence (Cont.) 



Phase 


Function Performed 


Signals Involved 


Comments 


PH7 
T6L 
(Cont.) 


Set flip-flop DRQ 


S/DRQ 


= FUMMC PH7 + ... 


Inhibits transmission of 
another clock until data 
release signal is received 
for memory request gen- 
erated during PH6 




MB0-MB31 - C0-C31 


CXMB 


= DGC 


When data release signal 
is received, next word is 
gated into C-register 


PH8 
T8L 




SXA 
RWXS 


= FUMMC PH8 + ... 
= FUMMC PH8 + ... 


Image address 


AU-AJI ■" jU-jJI 

S0-S31 - RW0-RW31 




Generate write-byte signals 
RWB0-RWB3 


RWB0-RWB3 
RW 


= FUMMC PH8 + ... 
= FUMMC PH8 + ... 


Stores modified image 
address in even numbered 
private memory register 




Add a one to PI 9 through P22 if SW1 
is true or to P17 through P20 if SW2 
or SW3 is true 


PA22 
PCTP4/1 


= N(FUMMC PH8 NSW1) 
- FUMMC PH8 


Control start address 
points to next module and 
bit to be loaded 




Set flip-flop IEN 


S/IEN 


= FUMMC PH8 + ... 


Enable interrupt 




Set flip-flop PH9 


S/PH9 


= PH8 NBR + ... 






Enable clock T6L 


T6L 


= NT1L NT4L NT8L NT10L 
N RESET 




PH9 
T6L 


PI R P11 — -.*> ^l 1 ! <\11 


SXP 
BXS 


= FUMMC PH9 + ... 
= FUMMC PH9 + ... 


Modified control start 
address stored in B- 
register 


rlO-rol *^ oio-joi 


jIj-joi ■'/ *" dIj-doI 




Set flip-flop IEN 


S/IEN 


= FUMMC PH9 + ... 


Allows interrupt to be 
recognized 




Force a one on address line LR31/2 


R/NLR31/2 


- LR31/2 = FUMMC PH9 + ... 






E0-E7 -/-*- A0-A7 


AXE 


- FUMMC PH9 + ... 


Count stored in A-register 




Generate memory request for next 
instruction 


MRQ/1 


= FUMMC PH9 + ... 








(Continued) 


Mnemonic: MMC (6F, EF) 
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Table 3-122. Move to Memory Control, Phase Sequence (Cont.) 



Phase 


Function Performed 


Signals Involved 


Comments 


PH9 




PXQ 


= MRQ/1 + ... 


Address of next instruction 


Q15-U31 / ■" P15-P3I 


T6L 
(Cont.) 


nir noi ^ • * j« t •— ■ no i 








rlj-rol * L/VUO-LdoI 










Set flip-flop DRQ 


S/DRQ 


- FUMMC PH9 + ... 


Inhibits transmission of 
another clock until data 
signal is received 




Set flip-flop PHI 


S/PH10 


= PH9 NBR + ... 






Enable clock T8L 


R/NT8L 


- S/T8L = FUMMC PH9 + ... 




PH10 


Art A7 - rr\ i — 7 


SXA 


= FUMMC PH10 + ... 


Modified word count 


AU-A/ *■ bU-b/ 


T8L 








gated onto sum bus 




B15-B31 - S15-S31 


SXB 


= FUMMC PH10 + ... 


Control start address 
gated onto sum bus 




T\ r il k r*wn p wi i 


RWXS 


= FUMMC PH10 + ... 




oU-jo 1 ^ KWU-KWJ 1 




Generate write-byte signals 


RWB0-RWB3 


= FUMMC PH10 + ... 


Store count and control 




RWB0-RWB3 






start address in odd num- 
bered private memory 
register 




Generate signal ENDE 


ENDE 


= (FUMMC NSW4 NANLZ) PH10 

+ ... 






I 
Set flip-flop PRE 1 


S/PRF1 


= ENDE (NHALT + FUEXU) 
N(S/1NTRAPF) 






Enable clock T6L 


T6L 


= NT1L NT4L NT8L NT10L 
NRESET 












Mnemonic: MMC (6F, EF) 
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Table 3-123. Walt, Phase Sequence 



Phase 


Function Performed 


Signals Involved 


Comments 


PHI 
T4RL 


Q15-Q31 -/-*- P15-P31 
Enable memory request 


PXQ 

MRG/1 


= MRQ/1 + ... 

= FUWAIT PHI + ... 


To read next instruction 






S/DRQ 
S/HALT 


= FUWAIT PHI + ... 






1 /■■■»■ MALI 


- FUWAIT PHI + ... 




PH2 
T6L 


End of Wait 


ENDE 
DXC 


= FUWAIT PH2 + ... 
= ENDE + ... 


Next instruction to D- 


L.U-LJI / *" UU-UJI 










register 




Suppress PRE1 


S/PRE1 


= ENDE (NHALT + FUEXU) 
N(S/INTRAPF) + ... 






Go toPCPl 


S/PCP1 

(S/PCP1) 


= (S/PCP1) NPCP3 + ... 

- ENDE HALT/1 N(S/INTRAPF) 
NFUEXU 




PCP1 


Go to PCP2 


S/PCP2 

(S/PCP2) 


= (S/PCP2) NPCP3 
= PCP1 NCLEAR 




PCP2 


Halt in PCP2 until COMPUTE switch 
is set to IDLE and then back to RUN 


S/PCP3 

(S/PCP3) 

R/HALT 


= (S/PCP3) NPCP3 

= PCP2 NHALT NCLEAR 
KAS/1 KAS/2 

= PCP2 NKAS/B + ... 




PCP3 


Go to PCP4 


S/PCP4 


= PCP3 (NPCP7 NENDE) 




PCP4 


Go to PCP5 


S/PCP5 


= PCP4 (NPCP7 NENDE) 




PCP5 


Go to PRE1 


S/PRE1 
ENDE 


- ENDE (NHALT + FUEXU) 
N(S/INTRAPF) + ... 

- PCP5 NKIDLE + ... 












Mnemonic: WAIT (2E,AE) 
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Table 3-124. Read Direct Internal Control Mode, Phase Sequence 



Phase 


Function Performed 


Signals Involved 


Comments 


PHI 


Enable memory request for next 


MRQ/1 


FARWD PHI + ... 




T4RL 


instruction 










Q15-Q31 -A— P15-P31 


PXQ 


MRQ/1 + ... 


Next instruction address 




Go to PH2 


S/PH2 


PHI NBR N(...) + ... 




PH2 


Enable T6L 


T6L 


NT1L NT4L NT8L NT10L NRESE1 




T6L 


Go to PH3 


S/PH3 


PH2 NBR N(. ..) + ... 




PH3 


Enable T6L 


T6L 


NT1L NT4L NT8L NT10L NRESET 




T6L 












1 -/-*- SW1 


S/SW1 
R/SW1 


(FARWD PH3) B1619Z NSW1 
+ ... 

FADIO + ... 


Differentiates between 
two PH3 intervals 




C -4. U i - r-ri r-rA 


BRPH3 


FARWD PH3 NSW1 + ... 




Dense switches / * C . C . 1 — CC_4 






R/CC1 


FARWD SW1 + ... 






S/CC1 


FARWD SW1 B1619Z KSS1 + ...| 






S/CC2 


I 
FARWD SW1 B1619Z KSS2 + ...! 






S/CC3 


FARWD SW1 B1619Z KSS3 + ... 








S/CC4 


FARWD SW1 B1619Z KSS4 + ...j 




ft Mr? 7 p?7 fiAri n f./tri7 / » 


DXPARITY = 


(FARWD B1619Z N07 NRZ 1 Memory fault indicators 


it in rcz_ o£./ r /v\r LU-mr L/ / ■■ 




D24-D31 




B27 PH3) + ... 






S/D24-D31 = 


(MFL0-MFL7) DXPARITY | 




it K|p7 w~>7 ni z / » Mrin kAr\~ 7 


PFSR 


(FARWD SW1 B1619Z NRZ B27) Reset memory fault 


IT INK/. 13//, US / "^ mr LU _ /V\r L/ 








+ . • • i indicators 




Go to PH4 


S/PH4 


PH3 NBR + ... 






R/SW1 


FADIO + ... 




PH4 


Enable T6L 


T6L 


NT1L NT4L NT8L NT10L NRESET 




T6L 


End RD indrurtinn if DRQ = 1 


ENDE 
S/DRQ 


FARWD PH4 DRQ + 
FARWD PH4 B1619Z + ... 








(Continued) 


Mnemonic: RD (6C, EC) 
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Table 3-124. Read Direct Internal Control Mode, Phase Sequence (Cont. ) 



Phas 



Function Performed 



Signals Involved 



Comments 



PH4 
T6L 
(Cont.) 



If R28-R31 7*0, D0-D31- 
S0-S31 



S0-S31 



RW0-RW31 



SXD = OU6 OLC PH4 NRZ + 

RW = OU6 OLC PH4 NRZ + 
BRPH4 = FARWD PH4 NDRQ + . 



Status of memory fault 
indications into private 
memory 



Mnemonic: RD (6C, EC) 
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Table 3-125. Read Direct External Mode, Phase Sequence 



Phase 


Function Performed 


Signals Involved 


Comments 


PHI 


Enable memory request for next 


MRQ/1 


= FARWD PHI + ... 




T4RL 


instruction 










nic nil / to pi^ mi 


PXQ 


= MRQ/1 + ... 


Address of next instruction 


vJIO-vWjI / * rlD-rol 




pi r pni fc r l'~ fi-i 


SXP 


= FADIO PHI + ... 


toP 




rlo-rol ■■ olo-bol 






S0-S31 -/— - B0-B31 


BXS 


= FADIO PHI + ... 


Effective address to B 




Set SW3 


S/SW3 


= FADIO PHI + ... 


For use in PH2 




Go to PH2 


S/PH2 


= PHI NBR N(...) + ... 




PH2 


Enable T6L 


T6L 


= NT1L NT4L NT8L NT10L 




T6L 






N RESET 






B16-B31 - DI032-DI047 


DIOXB 


= FARWD SW3 + ... 


Device address to direct 
input/output address lines 




Go to PH3 


S/PH3 


= PH2 NBR N(...) + ... 




PH3 


Enable T6L 


T6L 


= NT1L NT4L NT8L NT10L 




T6L 






NRESET 






Set SW4 


S/SW4 
R/SW4 


- FARWD PH3 NSW1 + ... 

- FADIO SW1 + ... 






Repeat PH3 until SW1 =-- 1 


BRPH3 

S/FH3 
S/PH4 


= FARWD PH3 NSW1 + ... 

= BRPH3 + ... 
= PH3 NBR + ... 


SW1 => device response 
received 




Set SW1 when device response 


S/SW1 


-- FARWD PH3 DI049 NSW1 


DI049 => device 




received 




+ ... 


response 






R/SW1 
DXDIO 


- FADIO SW1 + ... 

- FARWD SW1 NB1619Z + ... 


Input data from device 




UlUU-DlUol — T — *~ DU-Dol 






S/D0-D31 


- (DIO0-DIO31) DXDIO 






Set CC3-CC4 f r orn device 


S/CC3 

S/CC4 


- FARWD SW1 NB1619Z DI051 
+ ... 

- FARWD SW1 NB1619Z DI052 
+ ... 


Condition code informa- 
tion from device 










Mnemonic: RD (6C, EC) 
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Table 3-125. Read Direct External Mode, Phase Sequence (Cont. ) 



Phc 



Function Performed 



Signals Involved 



Comments 



PH3 
T6L 
(Cont.) 



Strobe data 



/DI048/ = DI048X1 

D1048X1 - FADIO SW1 SW4 IARWD 



PH4 
T6L 



Enable T6L 



Remain in PH4 until device response 
signal drops and sets data request 



D0-D31 



S0-S31 



S0-S31 - RW0-RW31 

End of RD instruction sequence 



T6L 

BRPH4 

S/DRQ 

SXD 

RW 

ENDE 

R/SW3 



NT1L NT4L NT8L NT10L 
NRESET 

FARWD PH4 NDRQ + ... 

FARWD PH4 NDI049 + . 

OU6 OLC PH4 NRZ + . 

OU6 OLC PH4 NRZ + . 
FARWD PH4 DRQ + ... 
CLEAR + ... 



Strobe signal to device 



Final PH4 sequence 

Read input data into 
private memory register 
unless address is zero 



Mnemonic: RD (6C, EC) 
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If the R— fie Id of the RD instruction is not zero, the states 
of the memory fault indicators, MFL0-MFL7, are trans- 
ferred to the addressed private memory register R, bit posi- 
tions 24 through 31. Bit positions through 23 of the pri- 
vate memory register are cleared to zeros, and the memory 
fault indicators are reset. 

When the RD instruction is executed in the external mode, 
an external device is addressed. The RD instruction then 
waits until the device responds with input data to the CPU 
and then loads the data into the addressed private memory 
register. 

Timing for the RD instruction internal control mode is 
shown in figure 3-193; timing for the RD instruction exter- 
nal mode is shown in figure 3-194. 

Fifty-five separate input/output lines associated with the 
read direct instruction are available. The 32 data lines 
DIO0 through DI031 are bidirectional lines used as input 
lines for the read direct instruction. The input data is 
accepted from the data lines by the D-register. (See Fig — 
ure3-195.) The 16 address lines, /DI032/ through /DI047/, 
are used to address the input device. (See figure 3-196. ) 



There are 7 direct input control lines, /DI048/ through 
/D1054/. (See figure 3-197. ) /D1048/ is a strobe signal 
to the addressed device. /DI049/ is a response signal from 
the device. Signal /DIO50/ is false for read-direct opera- 
tion. Signals /D1051/and /DI052/are input lines from 
the device and can be used for miscellaneous purposes, for 
example, for temperature out of limits in some applications, 
or for A/Doff scale readings. The status of lines /DIG51/ 
and /DI052/ is transferred into condition code bits CC3and 
CC4. Line /DI053/ is used for the resetting of all inputs 
when the I/O RESET or SYS RESET switch -indicators are 
pressed or when power is first applied to the computer sys- 
tem. A 1 -MHz signal to all devices associated with the 
read-direct operations is provided on line/DI054/. 

The RD instruction can be indirectly addressed, indexed, or 
both. The normal preparation sequence, as well as the se- 
quencing for all modes and conditions of the RD instruction, 
is described under Preparation Sequence. 

The effective address in P is transferred to the sum bus and 
is clocked into the B-register. The next instruction address 
in Q is clocked into P; SW3 and PH2 are set. The address 
of the device is taken from the B-register (B16-B31) and is 
placed on the input/outout address lines. 





PHI 


PH2 | PH3 


PH3 


PH4 


PH4 




SW1 | 






1 










SW3 
















SW4 ~j 












■ — 




MRQ/1 










PFSR 




DXPARITY 












DRQ 




ENDE 








901060A.3641 



Figure 3-193. Read Direct Internal Control Mode, Timing Diagram 
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PHI | PH2 | PH3 | PH3 



PH3 



PH3 



SW3 



SW4 



DI048 (STROBE TO DEVICE) 



-fh 



-fh 



-fh 



PH4 



PH4 



-fh 



-fh 



DI049 (DEVICE RESPONSE) 



SW1 



DRQ 



ENDE 



J 



-fh 



-fh 



-fh 



-fh 



fh 

WAIT FOR DEVICE TO 
RESPOND (DI049) 



-fh 



// 

WAIT FOR DEVICE 

TO REMOVE 
RESPONSE SIGNAL 



901 060A. 3642 



Figure 3-194, Read Direct External Mode, Timing Diagram 



/DIO0/. 



/DI031/ 





DXDIO- 



DIOXS- 



SO- 




-*-TO DO 



•TO D31 




S31- 



9C1C6GB.3643 



Figure 3-195. Read/V/rite Direct Input/Output Lines DIO0-DIO31 



i-543 



XDS 901060 



B16 



DIOXB 



B31 





-►/DI032/ 



/DI047/ 



901060B.3644 



Figure 3-196. Read/Write Direct Address Lines /D1032/-/DI047/ 



FADIO 
SW1 



DI048X1 




/DI048/ 



FSA 



DI049 





/DI049/ 



OU6 
OLD 



DIO50X1 




-►/DIO50/ DI051 




/DI051/ 



DIQ52 




KIORESET NKAS/B- 
/D1052/ KSYYSR NKAS/B- 

START 




RIO 




/DI053/ 



IMC 




CD> ► /DI054/ 



901 060B. 3645 



Figure 3-197. Read/Write Direct Control Lines /DI048/-/DI054/ 
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Paragraphs 3-251 fo 3-253 



The PH3 sequence of the RD instruction operates differently 
in the internal control mode (B1619Z) and in the external 
mode (NB1619Z). Each mode will be discussed separately 
in the following paragraphs. 

3-251 PH3 INTERNAL MODE (B1619Z). The CPU leaves 
PH2 and enters PH3 for two clock periods. SW1 differen- 
tiates between the two PH3 intervals by setting at the end 
of the first PH3 interval and resetting at the end of the 
second PH3 interval. The sense switches are strobed into 
CC1 through CC4 when SW1 is high. If the R-field of the 
RD instruction word is not zero (NRZ), and if B27 is a one, 
the memory fault indicators are strobed into D24 through 
D31, and the memory fault indicators are reset. 

3-252 PH3 EXTERNAL MODE (NB1619Z) . The CPU 
leaves PH2 and enters PH3 to wait for the device response 
signal /DI049/. Flip-flop SW4 is set after the first PH3 
sequence. When SW4 is true, the strobe signal /DI048/ is 
sent to the device. The CPU is forced to remain in PH3by 
the signal BRPH3 until the device responds with the signal 
/DI049/. When /DI049/ is received, SW1 is set, and the CPU 
prepares to sequence to PH4. CC3 and CC4 are set if sig- 
nals /D1051/ and /DI052/are received from the input device. 
Flip-flop SW1 true marks the final PH3 sequence. At the 
clock of this final sequence in PH3, the input data from 
the device is read into the D-register. The CPU remains 
in PH4 until the device response signal /DI049/ drops. Dur- 
ing PH4, if the R-field of the RD instruction was not zero 
(NRZ), the contents of D are placed on the sum bus and 
are then clocked into the addressed private memory register. 
When the device response signal drops, data release flip- 
flop DRQ is set, marking the final PH4 sequence. 

A sequence chart of the Read Direct Internal Control Mode 
is shown in table 3-124. The External Mode Phase Sequence 
is shown in table 3-125. 

3-253 Write Direct (WD 6D, ED) 

Fifty-five separate input/output lines are associated with 
the write direct instruction. The 32 data lines, /DIO0/ 
through /DI031/, are bidirectional lines used for data out- 
put during the write direct instruction. The output data is 
placed on the data lines from the sum bus. 

Sixteen address lines, /DI032/ through /DI047/, are used 
to address the output device. There are seven control lines, 
/DI048/ through /DI054/. Line /DI048/ carries a strobe 
that informs the addressed device that data is present on the 
data lines. Line /DI049/ carries a response signal from 
the addressed device. The signal on line /DIO50/is always 
true during write direct operations. Lines /DI051/and 
/DI052/ are input lines from the device that can be used 
for miscellaneous purposes. The status of the signals on 
these lines is transferred to condition code flip-flops CC3 
and CC4. Line /DI053/ is used to reset all output func- 
tions when the I/O RESET or SYS RESET switch-indicators 
are pressed or when power is first applied to the computer 
system. A 1-MHz signal to all devices associated with the 
write direct operations is provided on line /DI054/. 



The WD instruction can be executed in one of three modes: 
internal control (table 3-126), interrupt control (table 3- 
127), or output (table 3-12&). The mode of execution is 
determined by the contents of bit positions 16 through 19 
of the effective word. If these four bits contain a hexa- 
decimal zero, the internal control mode is specified; if they 
contain a hexadecimal one, the interrupt control mode is 
specified; if they contain any hexadecimal number 2 through 
F, the output mode is specified. These three modes of WD 
execution are described in the following paragraphs. 

When the WD instruction is executed in the internal con- 
trol mode (B1619Z), bits 25 through 31 of the effective 
word determine the functions to be performed. (See figure 
3-198. ) The contents of the effective word are transferred 
to the B-register during the execution of the instruction and 
remain in the B-register until the end of the instruction; 
thus, the signal B1619Z represents the internal control mode 
of operation. Bits 25 through 31 of the B-register repre- 
sent the function to be executed. 

The interrupt inhibits can be set (if B27 = 1 ) or reset (if 
B27 = 0) either individually or in any combination if a 1 
bit is placed in bits 29, 30, or 31 . Bit 29 addresses the 
counter interrupt inhibit flip-flop CI; bit 30 addresses the 
input/output interrupt inhibit flip-flop II, and bit 31 ad- 
dresses the priority interrupt inhibit flip-flop EI. A 1 bit 
in bit positions 25 and 31 sets the ALARM indicator on the 
processor control panel, and a 1 bit in bit position 25anda0 
bit in bit position 31 resets the ALARM indicator. The AUDIO 
ALARM can be toggled by the flip-flop MUSIC if bit posi- 
tions 25 and 30 both contain a one. Whenever the ALARM 
indicator is set and the CPU is in the RUN state (KRUN/B), 
the PCP speaker emits a 1 -kHz signal to the panel speaker. 

When the WD instruction is executed in the interrupt control 
mode (B16190NE), bits 21 through 23 of the effective word 
(which is transferred to the B-register) determine the inter- 
rupt action code, and bits 28 through 31 address the interrupt 
group through F. (See figure 3-199. ) 

The individual interrupt levels of the addressed interrupt 
group are addressed by 1 bits contained in bit positions 16 
through 31 of the private memory register addressed by the 
R-field of the WD instruction word. In all code conditions 
except code 4 above, zeros in the addressed private memory 
register do not affect the current status of the associated in- 
terrupt levels. 

The WD instruction operates in the output mode if bits 16 
through 19 of the effective word represent a hexadecimal 
2 through F as shown in figure 3-200. Bits 20 through 31 
of the effective word represent the address of the output 
device (such as a digital to analog converter or digital dis- 
play) to which the output data is to be transferred. The out- 
put data is represented by the contents of the private mem- 
ory register addressed by the R-field of the WD instruction 
word. 

The write direct instruction in any of the three modes of 
operation can be indexed, indirectly addressed, or both. 
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Table 3-126. Write Direct Internal Control Mode, Phase Sequence 



Phase 


Function Performed 


Signals Involved 


Comments 


PHI 
T4RL 


Enable memory request for next 
instruction 


MRQ/1 


= FARWD PHI + ... 






PI/, PTl . ■ m. CIA c /> 1 


SXP 


- FADIO PHI + ... 




1 10-1 Jl ^ olO-JOl 






FADIO 


- FARWD + FAIO + ... 








BXS 


= FADIO PHI + ... 


Contains mode of opera- 
tion (zeros in the case of 
internal mode) and func- 
tion to be performed 


JIO-JJl /■■■•■ DlO-liJI 




O's -?—- B0-B31 


S/SW3 


- FADIO PHI + ... 




1 / *" jWj 




Go toPH2 


S/PH2 


= PHI NBR N(. ..) + ... 




PH2 
T6L 


Enable T6L 


T6L 
DIO50X1 


= NT1L NT4L NT8L NT10L 
NRESET 

= OU6 OLD SW3 + ... 




1 *" /UiKjJU/ 




1 » WniMTI 


WDINTL 


= OU6 OLD PH2 B1619Z 
+ ... 




1 "" VVUlIN 1 L 




If (WDINTL B25 B31) = 1, 
-/— - ALARM 


S/ALARM 
ALARM/L 


= WDINTL B25 B31 
- ALARM 


Alarm light on PCP 




If (WDINTL B25 NB31) - 1, 
1 -/— ALARM 


R/ ALARM 


= WDINTL B25 + RESET 






If (WDINTL B25 B30) - 1, 
toggle MUSiC 


S/MUSIC 
R/MUSIC 
WDINTL 


= WDINTL B25 B30 NMUSIC 

- WDINTL B25 B30 

= OU6 OLD PH2 B1619Z 






If (MUSIC NALARM) --- 1, or 
(ALARM KRUN/B) - 1, 
1 -A— AUDIO 


AUDIO 


= MUSIC NALARM 

+ (ALARM KRUN/B) 1 KC 






ir no/. - 1 1 , -, IMHYWn 


INHXWD 
S/CIF 


= OU6 OLD PH2 B1619Z B26 
= INHXWD B27 B29 + ... 






If (INHXWD B27 B29) - 1, 


Inhibit counter interrupts 


I / ■" Lii 




If (INHXWD NB27 B29) = 1, 

o -y-— CIF 


R/CIF 


= INHXWD B29 + ... 


Allow counter interrupts 






(Con 


finued) 
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Table 3-126. Write Direct Internal Control Mode, Phase Sequence (Cont.) 



Phase 


Function Performed 


Signals Involved 


Comments 


PH2 
T6L 
(Cont.) 


If (INHXWD B27 B30) = 1, 


S/II 
R/II 


= INHXWD B27 B30 + ... 
= INHXWD B30 + ... 


Inhibit I/O interrupts 
Allow I/O interrupts 


I / *■ 11 

If (INHXWD NB27 B30) = 1, 

— 7*— II 




If (INHXWD B27 B31) = 1, 
i ... j. *> n 


S/EI 


= INHXWD B27 B31 + ... 


Inhibit external interrupts 


l .-f„ *. li 




If (INHXWD NB27 B31) = 1, 
0-/-+ EI 


R/EI 


= INHXWD B31 + ... 


Allow external interrupts 




Go to PH3 


S/PH3 


= PH2 NBR + ... 




PH3 
T6L 


Enable T6L 


T6L 


= NT1L NT4L NT8L NT10L 
NRESET 






If SW1 = 0, remain in PH3 


BRPH3 


= FARWD PH3 NSW1 + ... 








DIO50X1 


= OU6 OLD SW3 + ... 


Identifies write direct 


1 *" /DltJjU/ 




1 / >_ r\AM 


S/SW1 


= (FARWD PH3) B1619Z NSW1 
+ ... 




1 / ->vv 1 






R/SW1 


= FADIO + ... 






Read sense switches into condition 


S/CC1 


= (FARWD SW1) B1619Z KSS1+... 






codes 


S/CC2 
S/CC3 
S/CC4 


= (FARWD SW1) B1619Z KSS2 + ... 
= (FARWD SW1) B1619Z KSS3 + ... 
= (FARWD SW1) B1619Z KSS4+... 






If SW1 =1, go toPH4 


S/PH4 


= PH3 NBR + . .. 




PH4 
T6L 


Enable T6L 


T6L 


= NT1L NT4L NT8L NT10L 
NRESET 






If DRQ = 0, remain in PH4 and set 
data request 


BRPH4 

S/DRQ 

R/SW3 

CLEAR 
ENDE 


= FARWD PH4 NDRQ + ... 

= FARWD PH4 B1619Z + ... 

= CLEAR + ... 

--= ENDE + ... 

- FARWD PH4 DRQ + ... 
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Table 3-127. Write Direct Interrupt Control Mode, Phase Sequence (Cont. ) 



Phase 


Function Performed 


Signals Involved 


Comments 


PHI 
T4RL 


Enable memory request for next 
instruction 


MRO/1 


- FARWD PHI + ... 








SXP 


= FADIO PHI + ... 


Contains mode (one in the 
case of interrupt) function 
and group address 


rlo-rol *" jIO-jJI 




S16-S31 -/— B16-B31 


BXS 


= FADIO PHI + ... 






0's -/-*■ B0-B15 












Normal ac 


tion 




Kzo-Kol — '•" LKZo-LKJI 




RR0-RR31 -/-*- A0-A31 


AX/1 


= FARWD PHI + ... 


Interrupt selection bits 






S/SW3 


= FADIO PHI + ... 




\ f jWJ 




Go to PH2 


S/PH2 


= PHI NBR + ... 




PH2 
T6L 


Enable T6L 

niA mi . •_ /nimo/ /rwc^Ai / 


T6L 
DIOXB 


= NT1L NT4L NT8L NT10L NRESET 
= FARWD SW3 + ... 


Mode function and group 
address to address lines 


lilO-liJI *^ /\J\\J OL/ -/ UIU4// 




If R / 0, A0-A31 S0-S31 

cia m *» /nionn/ / nioi c i/ 


SXA 
DIOXS 


= OU6 OLD SW3 NRZ + ... 
= OU6 OLD SW3 NRZ + ... 


Selection bits to data 
lines. Bits 16-31 are used 






Go to PH3 


S/PH3 


=- PH2 NBR + ... 




PH3 
T6L 


Enable T6L 

If SW1 = 0, remain in PH3 


T6L 
BRPH3 


=■■ NT1L NT4L NT8L NT10L NRESET 
= (FARWD PH3) NSW1 + . . . 








S/SW4 


= (FARWD PH3) NSW1 + ... 




1 / "" JW4 






R/SW4 


- FADIO SW1 + ... 








S/SW1 


- FARWD PH3 DI049 


DI049 => response from 
interrupt chassis 






/DI048/ 


= DI048X1 








DI048X1 


= FARWD SW4 + ... 








WD 


= /D1O50/ 










(Continued) 
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Table 3-127. Write Direct Interrupt Control Mode, Phase Sequence (Cont.) 



Phase 


Function Performed 


Signals Involved 


Comments 


PH3 
T6L 
(Cont.) 




/DIO50/ 

DIO50X1 
/DI049/ 


= DIO50X1 

= OU6 OLD SW3 + ... 

= FSA 


True during write direct 






FSA 


= NCNA CNB + FSA FS 


Timing for inhibiting 
interrupts during WD, 
generated in interrupt 
circuits 






FS 


= /DI048/ 








S/CNA 


= NCNA NCNB SCNA 








R/CNA 


= CNB 








S/CNB 


= CNA 








R/CNB 


= ... 








SCNA 


= EWDM FS + ENFNL 
RCENFNL NCPURESET 








EWDM 


- WD BI6190NE 








R/SW4 


= FADIO SW1 + ... 






If SW1 = 1, go to PH4 


S/PH4 


= PH3 NBR + ... 




PH4 
T6L 


Enable T6L 


T6L 


= NT1L NT4L NT8L NT10L 
N RESET 






If /DIQ49/ = 1, remain in PH4 


BRPH4 

S/DRQ 

R/SW3 

CLEAR 
ENDE 


= FARWD PH4 NDRQ + ... 

= FARWD PH4 NDI049 + ... 

= CLEAR + ... 

= ENDE + ... 

= FARWD PH4 DRQ + ... 
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Table 3-128. Write Direct Output Mode, Phase Sequence 



Phase 


Function Performed 


Signals Involved 


Comments 


PHI 
T4RL 


Enable memory request for next 
instruction 


MRQ/1 


= FARWD PHI + ... 






HI ' P"fl a '"I ' rn 1 


SXP 


= FADIO PHI FADIO 
= FARWD + FAIO 


Address of output device 


rlo-rol * JiO-ool 




S16-S31 -/-*- B16-B31 
n 1 ' k no m r 


BXS 


= FADIO PHI + ... 




Us / *" tJU-blo 




R28-R31 LR28-LR31 


Normal action 










AXRR 


= FARWD PHI + ... 


Output data 




RR0-RR31 —h*- A0-A31 


AX/1 


= FARWD PHI + ... 


Register into A 




1 -t^^SW3 


S/SW3 


= FADIO + ... 






Go to PH2 


S/PH2 


= PHI NBR + ... 




PH2 
T6L 


Enable T6L 


T6L 


- NT1L NT4L NT8L NT10L 
NRESET 






rn ' nil K 'nmT 1 y 'r\\(~\\~' ' 


DIOXB 


= FARWD SW3 + ... 


Device address to DIO 
address lines 


dIo-doI * /uiKJol/-/u\\J'\/ / 




tr n -j n An ATI b r n ro i 


SXA 


= OU6 OLD SW3 NRZ + ... 




It K f U, AU-AJ 1 *" oU-oo 1 




r n r, 7i ■- / v\\c\r\c\ ' /nTO ! / 


DIOXS 


= OU6 OLD SW3 NRZ + ... 


Data into DIO data lines 


oU-OOl ^ /UlKjKJxJ/ -/UlUo 1 / 




Go to PH3 


S/PH3 


= PH2 NBR + ... 




PH3 
T6L 


Enable T6L 


T6L 


= NT1L NT4L NT8L NT10L 
NRESET 






If SW1 = 0, remain in PH3 


BRPH3 


= (FARWD PH3) NSW1 + ... 






1 / > SW4 


S/SW4 


= (FARWD PH3) NSW1 + ... 








/DI048/ 


= DI048X1 


Strobe to device 






DI048X1 


= FARWD SW4 + ... 








/DIO50/ 


= DIO50X1 








DIO50X1 


= OU6 OLD SW3 + ... 








WD 


- /DIO50/ 








(Con 


hinued) 
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Table 3-1 2£. Write Direct Output Mode, Phase Sequence (Cont. ) 



Phase 



Function Performed 



Signals Involved 



Comments 



PH3 
T6L 
(Cont.) 



When /D1049/= 1, 1 —/-^ SW1 



S/SW1 



(FARWD PH3) DI049 + 



If SW1 = 1, go to PH4 



DI049 is response from 
device 



R/SW1 


= FADIO + ... 






R/SW4 


= FADIO SW1 + 






R/CC 


= (FARWD SW1) 


NB1619Z 


+ ... 


S/CC3 


= (FARWD SW1) 
+ ... 


NB1619Z 


DI051 


S/CC4 
S/PH4 


= (FARWD SW1) 

+ ... 

= PH3 NBR + . 


NB1619Z 


DI052 



Set condition codes from 
device 



PH4 
T6L 



Enable T6L 

If DRQ = 0, remain in PH4 
Set data received request 



T6L - NT1L NT4L NT8L NT10L 

N RESET 

BRPH4 = FARWD PH4 NDRO + ... 

S/DRQ = FARWD PH4 NDI049 + 

R/SW3 = CLEAR + ... 

CLEAR = ENDE + ... 
ENDE = FARWD PH4 DRQ + ... 



When device response 
goes low 
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Figure 3-198. Write Direct Function Decoding in Internal Control Mode 
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Figure 3-199. Write Direct Interrupt Control Mode Action Decoding 
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Figure 3-200. Write Direct Output Mode Decoding 



XDS 901060 



Paragraphs 3-254 to 3-255 



The normal preparation sequence, as well as the sequencing 
for all modes and conditions of the WD instruction, is de- 
scribed under Preparation Sequence. 

3-254 INTERNAL CONTROL MODE . Timing for the WD 
instruction, internal control mode, is shown in figure 3-201. 
During PHI, the memory request for the next instruction is 
enabled. The contents of the P-register are transferred to 
the sum bus and are then clocked into B16 through B31. 
During the remaining sequences of the WD instruction exe- 
cution the B-register contains the mode (B1619Z) and the 
function to be performed. Flip-flop SW3 is set at the PHI 
clock. The following flip-flops are set or are reset ac- 
cording to the contents of B25 through B31: ALARM, 
MUSIC, CIF, II, and EI. 

The CPU sequences through two PH3 states. Flip-flop SW1 
is true during the second PH3 sequence and, at the next 
clock, the condition codes read the PCP sense switches. 

The CPU sequences from PH3 to PH4 for two clock times. 
DRQ is set, and SW3 is reset. 

A sequence chart of the Write Direct internal control mode 
is shown in table 3-126. 

3-255 INTERRUPT CONTROL MODE . Timing for the WD 
instruction execution, interrupt control mode, is shown in 



figure 3-202. During PHI the memory request for the next 
instruction is enabled, the contents of the P-register are 
transferred to the sum bus and are then clocked into the B- 
register, B16 through B31. During the remaining part of 
the execution, the B-register contains the mode (Bl 61 90NE), 
the function code in B21 through B23, and the interrupt 
group address in B28 through B31 . Flip-flop SW3 is set. 

The selection bits in the addressed private memory register 
are clocked into the A-register, and the contents of B16 
through B31 are placed on DIO address lines /DI031/ through 
/D1047/.If the R-field of the WD instruction word did not 
address register 0, the contents of A are transferred to the 
sum bus, and sum bus bits SO throuqh S31 are placed on the 
DIO data I ines/DIOOO/ through /DI031/. Only bits 15 
through 31 contain the selection bits. Flip-flop SW4 is set. 

The write directoutput lines, /DIO00/ through /DI031 /and 
WD address lines, /DI032/ through /DI047/, are shown in 
figures 3-203 and 3-204, respectively. Figure 3-205 is a 
logic diagram showing the interrupt group and function de- 
coding for the WD instruction in the interrupt control mode. 
The CPU sequences to PH3 and remains in PH3 until SW1 
is set. SW1 does not set until response signal DI049 is 
received from the interrupt circuits. /DI049/ is delayed for 
a minimum of 3 but not more than 4 microseconds, and is 
timed by flip-flops CNA and CNB in the interrupt chassis, 
which are clocked by the 1-MHzclock. 
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Figure 3-201. Write Direct Internal Mode, Timing Diagram 
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Figure 3-202. Write Direct Interrupt Mode, Timing Diagram 
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SO- 
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DIOXS- 
516. 



S29- 
DIOXS- 



DIOXS- 
S30- 



DIOXS- 
S31- 




/DIOO/ 



'/DI015/ 
CD> 1 *- 



/DI016/ 



f 



/DI029/ 



/DIO30/ 



CD>- 



/DI031/ 



J 



I 



BASIC INTERRUPT LOGIC 



EXTERNAL INTERRUPT CHASSIS 



{> 



£> 



DATA16 



TO IN2, IP2, IS2 
OF BASIC 
INTERRUPTS 



EWDM- 



DATA29 



DAT16 



TO IN15,IP15,IS15 

OF BASIC 
INTERRUPTS 



EWDM 



DATA30 



C^>- 



EWDM- 



DATA31 



EWDM' 



CD>- 



£> 



/DAT16/ 



! 



/DAT29/ 



/DAT30/ 



/PAT31/ 



£> 



i> 



TO INO, IPO, ISO 

OF EXTERNAL 
INTERRUPTS 



DATA16 



TO IN13,IP13, 
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EXTERNAL 
INTERRUPTS 
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OF EXTERNAL 
INTERRUPTS 



■DATA30 



TO IN15, IP15, IS15 

OF EXTERNAL 
INTERRUPTS 



•DATA31 



X 

u 

o 
o 
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o 
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Figure 3-204. Write Direct Address Lines 
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Figure 3-205. Write Direct Interrupt Mode Function Decoding 
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Signal /DI049/ is generated in the internal interrupt chassis 
for both internal and external interrupts. 

The internal interrupts levels are enabled, disabled, armed, 
disarmed, or triggered when CNA is true, since the ad- 
dressed interrupt group gate can be true only when CNA is 
true. For example: 

GRPO = NADDR12 NADDR13 NADDR14 
NADDR15 CNA 

The addressed group gate in the external interrupt chassis 
is selected by the group code from the CPU and switch set- 
tings for each chassis: 

GRPSEL = N(GPADR0 NSWTHO 

+ GPADR1 NSWTH1 

+ GPADR2 NSWTH2 

+ GPADR3 NSWTH3 

+ NGPADRO SWTHO 

+ NGPADR1 SWTH1 

+ NGPADR2 SWTH2 

+ NGPADR3 SWTH3) 

The individual interrupt levels within a group are selected 
by signals DATA16 through DATA31, which are generated 
from the selection bits on the CPU data lines. The equa- 
tions for the internal interrupt circuits are as follows: 

S/IN2 = AEENLE1 DATA16 + ... 



The first two interrupt levels of the basic interrupts (power 
on, power off) are never addressed by the WD instruction. 
The data lines, DATA 16 through DATA31, are offset by two 
when addressing group interrupts compared to all other 
interrupt groups. For example: 



DATA 16 
DATA17 
DATA 18 



DATA28 
DATA29 
DATA30 
DATA31 



Basic 


External 


Interrupt 


Interrupt 


Group 


Group 



14 

15 



12 
13 
14 
15 



R/IN2 



ADBDB1 DATA16 + REN 



When /DI049/ comes true,SWl is set and the CPU sequences 
to PH4. The CPU remains in PH4 until /DIQ49/drops. 



S/IN15 = AEENLE1 DATA29 + ... 
R/IN15 - ADBDB1 DATA29 + REN 



The number of PH3 and PH4 iterations for any WD instruc- 
tion execution depends on the time relationship of the T6L 
clock and the 1-MHzclock as the instruction sequences 
out of PH2 into PH3. 



S/SP2 


- AEADB1 DATA 16 + 


R/IP2 


= DARM DATA16 + . 


S/IP15 


= AEADB1 DATA29 + 


R/IP15 


- DARM DATA 29 + . 



A sequence chart of the Write Direct interrupt control mode 
is given in table 3-127. 

Timing for the WD instruction 



output mode, is shown in figure 3-206. During PHI the 
memory request for the next instruction is enabled, the 
contents of the P-register are transferred to the sum bus 
and are clocked into B16 through B31. During the remain- 
ing sequences of the WD instruction, the B-register con- 
tains the address of the output device. SW3 is set at the 
PHI clock. 



S/IS2 


- TRIG1 


IP2 DATA 16 + 


R/IS2 


= DARM 


DATA16 + ... 


S/IS15 


= TRIG1 


1P15 DATA29 + 


R/IS15 


= DARM 


DATA29 + ... 



The output data in the addressed private memory register 
is transferred from the RR lines to the A-register. The de- 
vice address in B is placed on the direct output address 
lines, /DI032/ through /DI047/. If the R-field of the 
WD instrucrion word was not zero, tue output data is taken 
from the A-register, is placed onto the sum bus, and then 
is transferred to the output data lines, /DIO00/ through 
/DIQ31/. 



3-558 



XDS 901060 



Paragraph 3-257 
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Figure 3-206. Write Direct External Mode, Timing Diagram 



During PH3 the strobe signal /DI048/ is sent to the output 
device. The CPU remains in PH3 until the response signal 
from the device /DI049/ is received. When /DI049/goes 
true, SW1 is set and, at the next clock condition, codes 
CC3 and CC4 are set according to the states of the device 
signals /DI05l/and /DI052/. 

In PH4theCPUwaitsforthe device response signal /DI049/ 
to fall. Flip-flop DRQ is set, and ENDE comes true to 
mark the final phase of the instruction. 

A sequence chart of the Write Direct output mode is given 
in table 3-128. 

3-257 Start Input/Output (SIO 4C, CC ) 

Before the SIO instruction is executed, private memory 
register R0 must contain, in bit positions 16 through 31, the 
first command address for the IOP operation. This address 
is placed into the A-register together with the IOP, con- 
troller and device addresses and the status (zero, odd or 
even) of the R-field of the instruction word. This data in 
the A-register is stored into memory location X'20 1 as 
shown in figure 3-207. 



After the CPU stores this data into location X'20', the 
IOP reads this same data. If the IOP, controller or 
device address is nonexistent, CC1 is set and the SIO 
instruction execution is aborted. If these addresses 
are valid, the IOP performs the following operations: 

a. If the R-field of the SIO instruction word is zero, 
the IOP attempts to start the addressed device. If the start 
is successful, CC2 is reset; if the start is not successful, 
CC2 is set. 

b. If the R-field of the SIO instruction word is even, 
but is not zero, the IOP stores the current status and byte 
count of the IOP operation into memory location X'20 1 , 
and stores the current command address into location X'21 . 

c. If the R-field of the SIO instruction word is odd, 
the IOP stores the status and byte count of the current IOP 
operation into memory location X'21 1 . 

If the contents of the R-field of the SIO instruction word 
are even but not zero, the CPU reads the contents of 
core memory location X'21 1 (current command address) into 
private memory register R, and reads the contents of X'20' 
(status and byte count) into private memory register R+l. 
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A-REGISTER TO X'20' 








W 




, 1 I 2 I 3 I 4 , 3 I 6 I 7 


8 


9 


T i r i 

10 11 12 13 14 15 


16 17 18 19 20 21 22 23 24 25 26 27 28 29 30 31 



I 

IOP 

CONTROLLER 

AND DEVICE 

ADDRESS 



1 

FIRST COMMAND ADDRESS 



R-FIELD ZERO 

1 R-FIELD ODD 

1 1 R-FIELD EVEN, BUT NOT ZERO 
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Figure 3-207. Skirt Input/Output Information Stored in Location X'20' 



If the contents of the R-field of the SIO instruction word 
are odd, the CPU reads the contents of X'21 1 (status and 
byte count) into private memory register R. The meaning 
of each of the various status bits for all input/output in- 
structions (SIO, HIO, TIO, TDV, AIO) is given in table 
3-129. 

The preparation sequence for the SIO instruction is the 
same as the general preparation sequence described under 
the Preparation Sequence. 

All conditions of the SIO instruction execution are described 
by the logic sequence diagram, figure 3-208. This diagram 
also describes the execution of all other input/output in- 
structions (HIO, TIO, TDV, AIO). Figure 3-209 is a sim- 
plified timing diagram that applies to an SIO instruction 
when the R-field of the instruction word is even but is not 
zero. Figure 3-210 shows the timing for the same instruc- 
tion when the R-field of the instruction word is zero, or 
when the R-field is not zero, but the IOP made an unsuc- 
cessful start. 

In PHI the contents of the P-register (which contains the 
first command address) are transferred to the sum bus and 
are then clocked into the least significant halves of both 
the A- and B-registers. The indicator flip-flop SW1 is re- 
set, the data flip-flop SW3 is reset, and ones are clocked 
into the CS-register for the upward alignment of A to the 
sum bus during PH2. The memory map is disabled, since 
locations X'20' and X'2 1 ' must always be actual addresses. 

At PHI clock flip-flop NLRXR is set to force zeros onto 
the LR lines during PH2. During PH2 of an SIO instruction, 
the function code lines, FNC0 through FNC2, are gated 
to represent the type of input/output instruction, where: 



FNC0 FNC1 FNC2 



FNC0 FNC1 



FNC2 



Represents SIO (4C) 



1 Represents TIO (4D) 



Represents TDV (4E) 



1 Represents HIO (4F) 



Represents AIO (6E) 



The LR lines are forced to an address of zero by NLRXR 
true. The 17 least significant bits of register R0 are read 
and are clocked into A16 through A31, but only if the in- 
struction is an SIO. Bits A24 through A31 are realigned 
and are transferred to SO through S7and are clocked back 
into A0 through A7. A9 is set if the R-field of the instruc- 
tion word is not zero. AS is set if the R-field is an even 
number but is not zero. For all I/O instructions except 
AIO, MRQ is enabled in PH2. The address release request 
flip-flop ARQ is set and the P-register is set to an address 

of 20.,. 
16 

In PH3 the strobe flip-flop SW4, the address release request 
flip-flop ARQ, and the data request flip-flop DRQ are set. 
Phase 3 repeats until the proceed signal PR is received from 
the IOP. The indicator flip-flop SW1 sets at the next clock 
after the proceed signal is received. The contents of the 
A-register are read into memory location 20] o in PH3, and 
condition codes CC1 and CC2 are set or reset according to 
the IOP signals CONDI and COND2. 

At this point in PH3, two conditions can exist that sequence 
the CPU to PH8 to read the next instruction: CONDI true 



rusAn 
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Table 3-129. Status Bits for Input/Output Instructions 



Position and State in Register R+l 

12 3 4 5 6 7 8 9 10 11 12 13 14 15 

1 ____ ____ 

-10- ____ ____ 

-11- ____ ____ 

___1 ____ ____ 

1 ____ _.__ 



- - 1 



Meaning (SIO, HIO, TIO) 



Dev 
Dev 
Dev 
Dev 
Dev 
Dev 
Dev 



ce interrupt pending 

ce ready 

ce not operational 

ce unavailable 

ce busy 

ce manual 

ce automatic 



Position and State in Register R 



Device unusual end 

Device controller ready 

Device controller not operational 

Device controller unavailable 

Device controller busy 

Unassigned 

Incorrect length 
Transmission data error 
Transmission memory error 
Memory address error 

IOP memory error 
IOP control error 
IOP halt 
IOP busy (SIOP only) 

Meaning (AIO) 



Meaning (TDV) 



12 3 4 5 6 7 8 9 10 11 12 13 14 15 



- 1 



Data overrun 
Device end interrupt 



Unique to the device and 
the device controller 



Data overrun 
Device end 



- 1 



- 



Incorrect length 
Transmission data error 
Zero byte count interrupt 
Channel end interrupt 

Unusual end interrupt 

Unassigned 



Incorrect length 
Transmission data error 
Transmission memory error 
Memory address error 

IOP memory error 
IOP control error 
IOP halt 
IOP busy 
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PHI 



P16-P31-— S16-S3H—B16-B31 
S16-S31+— A16-A31 
1+- CS0-CS31 
0-+*-SWl,SW3 
DISABLE MAP 



PH2 



c 



AIO 



YES 



NO 



c 



\NO 



1— «-MRQ 



FORCE 0's— H.R LINES 
FUNCTION CODE— -FNC0-FNC2 



SIO 



YES 

— ► 



) 



RR16-RR31-+«-A16-A31 READ (R0) 
A24-A31— -S0-S7-**-A0-A7 



0-*-A8 
0-/— A9 



yes/ r=0 \ 



NO 



( R31 =0 J 



YES 



NO 



0-^— A8 



PH3 



( SWI ) 



1-^-DRQ, ARQ 

1— -CNST 

A0-A31— — S0-S31— MB0-MB31 

WRITE (R0) INTO (20 
YES 



16' 



NO 



1-/-SW4 NO 



r-x^o 



NO 



-SWI 



YES 



0-^»SW4 

YES 



f COND2 J 



NO 



0+— CC2 

«« 



l+*-CC2 



( CONDI \ 



YES 



NO 



0^»<C1 



^a{ ..o y 



t YES _ 
R = I ► 



AIO 



1-^CC1 



ENABLE MAP 
Q+— P 
1^— DRQ 



BRPH8 



YES 



NO 







BRPH6 



l-^-^LB31/l 






i 


' 






PH4 




( 


i 


1 — 

2, ,6 

r 


MRQ 
DRQ 

-—LB LINES 


R31 - 1 


^YES 




) 




NO 




ENABLE MAP 
Q^-P 


r 








PH5 
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Figure 3-208. SIO, HIO, TIO, TDV, AIO, Logic Sequence Diagram (Sheet 1 of 2) 
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C0-«-D0-D15 
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RW 
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Figure 3-208. SIO, HIO, TIO, TDV, AIO, Logic Sequence Diagram (Sheet 2 of 2) 
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SW3 (DATA FF) 

IOPXFCAD 

SW4 (STROBE FF) 



| PHI | PH2 | PH3 | PH3 | PH3 H PH3 | PH4 | PH5 | PH6 | PH7 | PH8 | 

// 



ih 



ih 



PR (IOP PROCEED SIGNAL) 



if 



SW1 (INDICATOR FF) 

IOPXSTRB 

MRQ 

MRQ/1 
ARQ 

DRQ 

MAPDIS 

ENDE 



ihJ 



ih 



~n 



-ih 



^iTTVL 



REQUEST TO WRITE INTO 20 REQUEST REQUEST TO READ 20 

TO READ 21 r*~y" 



ih 
~/h 



X 

D 



O 

o 



REQUEST TO READ NEXT INSTRUCTION 



~/h 



ih 



ih 
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Paragraph 3-258 



| PHI | PH2 | PH3 | PH3 


fc. 1 nun 1 nun 1 


^ 1 rl lo | nlcJ | 
It 


SW3 (DATA FF) 


II 




SW4 (STROBE FF) 


li 


" 


IOPXFCAD 


1 1 


// 


MAPDIS 


/PR/QOP PROCEED SIGNAL) 
SW1 (INDICATOR FF) 




// 1 


II 


// 1 


II 


MRQ | / [ 

REQUEST TO WRITE INTO 20 


.. 1 / 1 


"REQUEST NEXT INSTRUCTION 


DRQ | | 


// 
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Figure 3-210. SIO, R-Field Zero or R-Field Not Zero But Start Unsuccessful, Simplified Timing Diagram 



(nonexistent IOP address), or the R-field of the instruction 
word was zero. In either case, the contents of memory 
locations X'20' and X'21' are not read into private memory. 
The memory map is enabled; DRQ is set; and the next 
instruction address in Q is transferred to the P-register. 

If the R-field in the instruction word is not zero, flip-flop 
LB31/1 is set in order to address memory location 21 in 
PH4. 

S/LB31/1 = FAIO PH3 NBR 

If the instruction is an AIO with the R-field zero and the 
CONDI signal from the IOP true, the memory map is en- 
abled, the next instruction address in Q is transferred to P, 
and the CPU branches to PH6. 

In PH5, the contents of the P-register are placed on the 
memory address lines. P equals 20.. , if the R-field of the 
instruction word is even, and ARQ is set; if the R-field of 
the instruction word is odd, the contents of P are the next 
instruction address. At PH5 clock, the contents of loca- 
tion 21 are transferred from the C-register into D. 
16 

In PH6, if the instruction is an AIO or if the R-field of the 
instruction word is even, MRQ/l is enabled to request the 
next instruction from memory. The data request flip-flop 
DRQ is set, and the next instruction address in the Q- 
register is clocked into P. The memory map is enabled, 
and flip-flop LR31/2 is set to address R+l. 



In PH7, if the instruction is not an AIO, the contents of 
memory location 20.. , are gated into the C-register and are 
then clocked into D. This data in D is not stored into reg- 
ister R0, however, until PH8. If the instruction is an SIO, 
HIO, TIO, or TDV, the 16 high order bits of C are trans- 
ferred to the 16 low order bits of D. DO through D15 ex- 
tend the status of CO. The contents of D are transferred to 
the sum bus, are placed onto the RW lines, and are then 
transferred to register R+l. 

In PH8, if the R-field of the instruction word is even, but 
is not zero, and if CC1 is not true, the contents of the sum 
bus (the original contents of memory location 20 ,) are 
transferred to register R. 

A sequence chart of the Start Input/Output instruction is 
given in table 3-130. 

3-258 Halt Input/Output (HIO 4F, CF) 

The HIO instruction causes the addressed device to halt 
immediately its current operation. If the R-field of the 
HIO instruction is zero, condition codes CC1 and CC2 are 
affected, but no data is transferred into private memory reg- 
isters. If the R-field of the HIO instruction is an even 
value but is not zero, condition codes CC1 and CC2 are 
affected, private memory register R is loaded with the cur- 
rent command address, and register R+l is loaded with the 
current status and the byte count of the IOP operation being 
halted. If the R-field of the HIO instruction word is an odd 
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Table 3-130. Start Input/Output, Phase Sequence 



Phase 


Function Performed 


Signals Involved 


Comments 


PHI 
T4RL 


P16-P31 S16-S31 

S16-S31 — /^"-A16-A31 


SXP 
AXS 


- FAIO PHI + ... 

- FAIO PHI + ... 


I/O address 




^lA ni ... / k- r>i /. mi 


BXS 


= FAIO PHI + ... 




jlo-oJI / *" L5IO-L5JI 




l's-/— - CS0-CS31 


S/NPRX 
CSX1 


= FAIO PHI + ... 
= (S/NPRX) 


Ones into CS-register for 
upward alignment in PH2 




1 / »> ^\A/7 


S/SW3 


= FAIO PHI + ... 


Data flip-flop 






n -./ »- r:\A/i 


R/SW1 


= FAIO PHI + CLEAR + ... 


Indicator flip-flop 






Disable MAP 


S/MAPDIS 


- FAIO PHI + ... 


Since locations X'20 1 
and X'21 ' must be actual 
addresses 




Prepare for 0's *- LR in PH2 


S/NLRXR 


= FAIO PHI + ... 






Select T6RL for PH2 


T6RL 


= FAIO PHI + ... 






Go toPH2 


S/PH2 


= PHI NBR + ... 




PH2 
T6RL 


Enable T6L 


T6L 


- NT1L NT4L NT8L NT10L 
N RESET 






A24-A31 ^ K23-K30 

K23-K30 - S0-S7 


SXUAB 


= FAIO PH2 + ... 


Upward align byte 


NzJ-KJU ■" jo-jIJ 


l\zo-l\oU '•" jIo-jzJ 
K23-K30 S24-S31 




S0-S7 -/-— A0-A7 


AXS/1 
AX/1 


= FAIO PH2 + . , , 
= FAIO PH2 + ... 






0's »- LR lines 






Address private memory 
register D because 
NLRXR is true 




RR16-RR31 —/-— A16-A31, if SIO 


AXRR/2 


= OU4 OLC PH2 + ... 


Command address SIO 
only 




If R / 0, 1 -/-*- A9 


A9X1 


= FAIO PH2 NRZ + ... 






IfR^n L* "»"" 1 / * Aft 


a 8X1 


= FAIO PH2 NRZ NR3I + 






20, . -/-*- P16-P31 
1 6 


PX20 


= FAIO PH2 + ... 


Memory address 20. , 
1 6 








(Continued) 


Mnemonic: SIO (4C, CC) 
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Table 3-130. Start Input/Output, Phase Sequence (Cont.) 



Phase 


Function Performed 


Signals Involved 


Comments 


PH2 




S/P26 


= PX20 + ... 




T6RL 
(Cont.) 


Enable function codes 


/FNC0/ 
/FNC1/ 
/FNC2/ 


= IOPXFCAD 02 
= IOPXFCAD 06 
= IOPXFCAD 07 






nil n n ^ t b inr sn topa° 


IOPXFCAD 
MRQ 


= FAIO SW3 

= FAIO/1 PH2 + ... 


IOP address to IOP's 




dZ 1 -oZo f m i\Jv AU -lUrAo 
Enable memory request 


But not if AIO 






FAIO/1 


= FAIO OU4 






Set address release request 


S/ARQ 


= FAIO PH2 + ... 






Go toPH3 


S/PH3 


= PH2 NBR + ... 




PH3 


Enable T6L 


T6L 


= NT1L NT4L NT8L NT10L 




T6L 






N RESET 






Set address release request 


S/ARQ 


= FAIO PH3 + ... 






t~ c\ hii m r r\ r *} 1 


SXA 


= FAIO PH3 + ... 


Command address 




AU-AJI * bU-oo 1 


■* location z\j , 
lo 




Ti '-'"h k Mnn md°i 


MW 


= FAIO PH3 + ... 




bU-bol * jv\dU-/V\doi 










To write into 20 

16 


zU n , * ld I ines 
1 6 




1 ^— SW4 


S/SW4 


= FAI03 NPR NSW1 + ... 


Set strobe flip-flop if 
proceed signal from IOP 
has not arrived 




Set data request 


S/DRQ 


= FAI03 NSW1 + ... 






Repeat PH3 until SW1 = 1 


BRPH3 


= FAI03 NSW1 + ... 






1 / Mi '"\A/1 


S/SW1 


= FAI03 PR NSW1 SW4 + ... 


After proceed signal PR 


1 / * bW 1 










arrives, set indicator 










flip-flop, and then reset 










at next clock 




Enable memory request 


MRQ 


= FAI03 SW1 + ... 






If R = 0, or CONDI = 1, 










r*\ i / r^i" 1 i ' k pi '_ni 


PXQ 


= (FAIO RZ 




Ulo-Wol / ^ rlo-rol 








+ FAIO CONDI) SW1 +. .. 


Next instruction address 










Mnemonic: SIO (4C, CC) 






(Continued) 
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Table 3-130. Start Input/Output, Phase Sequence (Cont. 



-'hase 


Function Performed 


Signals Involved 


Comments 


PH3 
T6L 
(Cont.) 


Enable MAP 

Set data release request 


R/MAPDIS 
S/DRQ 


= (FAIO RZ + FAIO CONDI) 
SW1 + ... 

- (FAIO RZ + FAIO CONDI) 

SW1 + ... 






Go to PH8 


BRPH8 


- (FAIO RZ + FAIO CONDI) 
SW1 + ... 






Set condition codes 


(S/CC1/1) 
(S/CC2/1 ) 


= FAI03 CONDI SW1 + ... 
= FAI03 COND2 SW1 + ... 


CONDI => nonexistent 
IOP address 




If (AIO, R = 0, CONDI = 1), 










Enable MAP 


R/MAPDIS 


= (FAIO RZ + FAIO CONDI) 
SW1 + ... 






Go to PH6, if AIO 


BRPH6 


= (OU6 OLE NRZ NCOND1) 
SW1 + ... 






Strobe IOP via CNST line 


CNST 

IOPXSTRB 


= IOPXSTRB 
= FAI03 SW4 






If no branch to PH6 or PH8, 










1 -/-*- LB31/1 


(S/LB31/1) 


= FAIO PH3 NBR + ... 






Go to PH4 


S/PH4 


= PH3 NBR + ... 




PH4 
T6L 


Enable T6L 


T6L 


= NT1L NT4L. NT8L NT10L 
N RESET 


To read iocation X'2 1 ' w • 
P26 set by PX20 in 
PH2. LB31 set in PH3 




16 








Enable memory request 


MRQ 


= FAIO PH4 + ... 






Set data release request 


S/DRO 


= FAIO PH4 + ... 






If R31 = 1, 










ni/ oil y » pi/ p'm 


PXQ 


= FAIO PH4 R31 + ... 


If R -fie Id was odd 


w 1 -Uo 1 / * r 1 -r J 1 




Go to PH5 


S/t»H5 


= PH4 NBR + ... 








(Cont 


nued) 


Mnemonic: SIO (4C, CC) 
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Table 3-130. Start Input/Output, Phase Sequence (Cont. ) 



Phase 


Function Performed 


Signals Involved 


Comments 


PH5 
T6L 


Enable T6L 


T6L 


= NT1L NT4L NT8L 
NRESET 


NT10L 








DXC/6 


= FAIO PH5 + ... 




Contents of location X'21' 


LU-Lol / *" UU-DJI 




If R31 = 1, 












Set address release request 


S/ARQ 


= FAIO PH5 NR31 + ... 




PH6 
T6L 


Enable T6L 

If AIO, or R31 = 1 


T6L 


= NT1L NT4L NT8L 
NRESET 


NT10L 






Enable memory request 


MRQ/1 


= FAIO PH6 (NR31 


+ 02) + ... 


For next instruction 




Set data release request 


S/DRQ 


= FAIO PH6 (NR31 


+ 02) + ... 








PXQ 


= MRQ/1 + ... 




Next instruction address 


QIj-UoI / *" 1 lo-ljl 




Enable MAP 

1 -.../-■» 1 Ml /O 


R/MAPDIS 
S/LR31/2 


= FAIO PH6 + ... 
= FAIO PH6 + ... 






1 / ■" LKJI/z 




1 —/-^18L 


SA8L 


= FAIO PH6 + ... 








Go to PH7 


S/PH7 


= PH6 NBR + ... 






PH7 




DXC/6 


= OU6 OLE PH7 + 






If AIO, LU-Lol / ■" DU-DJI 


T8L 


If not AIO, C0-C15 —h~- D16-D31 


DXCR16 


= FAIO/1 PH7 + .. 




Contents of location 
20 ,6 


LU / *" DU-DIj 




D0-D31 / » S0-S31 


SXD 


= FAIO/1 PH7 + .. 


• 






S0-S31 - RW0-RW31 


RW 


= FAIO/1 PH7 + .. 




Transfer contents of 
location X'2T to odd 
numbered private 
memory register 




Set data request 


S/DRQ 


= FAIO PH7 + ... 








Set T8L 


(SA8L) 


= FAIO PH7 + ... 








Go to PH8 


S/PH8 


= PH7 NBR + ... 
















Mnemonic: SIO (4C, CC) 






(C 


ontinued) 
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Table 3-130. Start Input/Output, Phase Sequence (Cont. 



Phc 



Function Performed 



PH8 
T&L 



R28-R31 - LR lines 

P16-P31 LB lines 

Reset data flip-flop 



D0-D31 - S0-S31 



If (AIO + R31 = 0) 
(R ? 0, CC1 =1) 



S0-S31 



RW0-RW31 



Signals Involved 



R/SW3 - CLEAR + .. 

CLEAR - ENDE + ... 

ENDE = FAIO PH8 + 
SXD 



RW 



FAIO PH8 02 + FAIO/1 PH8 

+ ... 



FAIO NRZ NCC1 (NR31 
+ 02) PH8 + ... 



Comments 



Mnemonic: SIO 4C, CC) 
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Paragraphs 3-259 to 3-260 



value, condition codes CC1 and CC2 are affected, and 
register R is loaded with the current status and the byte 
count of the IOP operation is halted. Register R+l is 
not affected. 



Condition codes CC1 and CC2 have the following meaning 
after the HIO instruction has been executed: 

CC1 CC2 

- I/O address recognized 

1 - I/O address not recognized 

Device not operating at time of the halt 

1 Device operating at time of the halt 

The preparation sequence for the HIC instruction is the 
same as the general preparation sequence described under 
Preparation Sequence. 

All conditions of the HIO instruction execution are described 
by the Logic Sequence Diagram, figure 3-208, and by the 
SIO execution sequence logic. An HIO instruction is iden- 
tical to an SIO instruction in its execution except that reg- 
ister R0 is not used, and therefore the contents of register 
R0 are inhibited from entering the A-register in PH2 by the 
equation 

AXRR/2 = OU4 OLC PH2 

which applies only to an SIO instruction. 



The meaning of the status bits in register R+l after the HIO 
instruction has been executed is described in table 3-129. 



3-259 Test Input/Output (TIP 4D 7 CD) 

The TIO instruction interrogates the addressed IOP, con- 
troller, and device for its current status without affecting 
these units in any way. No input/output operations are 
initiated or are terminated by this instruction. 

If the R-field of the TIO instruction is zero, condition codes 
CC1 and CC2 are affected but no data is transferred into 
private memory registers. If the R-field of the TIO instruc- 
tion is an even value but is not zero, condition codes CC1 
and CC2 are affected, private memory register R is loaded 
with the current command address, and register R+l is loaded 
with the current status and the remaining byte count of the 
IOP operation. If the R-field of the TIO instruction word 
is an odd value, condition codes CC1 and CC2 are affected, 
and register R is loaded with the current status and the re- 
maining byte count of the IOP operation; register R+l is not 
affected. The meaning of the various status bits for the TIO 
instruction is given in table 3-129. 



Condition codes CC1 and CC2 have the following meanings 
after the TIO instruction has been executed: 



CC1 

1 



CC2 



I/O address recognized 
I/O address not recognized 
Successful SIO is currently possible 
Successful SIO is not currently possible 



The preparation sequence for the TIO instruction is the same 
as the general preparation sequence described under Prep- 
aration Sequence. 

All conditions of the TIO instruction execution are described 
by the Logic Sequence Diagram, figure 3-208, and by the 
SIO execution sequence logic described in table 3-130. A 
TIO instruction is identical to an SIO instruction in its exe- 
cution except that register R0 is not used. Therefore, the 
contents of register R0 are inhibited from entering the A- 
register in PH2 by the equation which applies only to an 
SIO instruction. 

3-260 Test Device (TDV 4E, CE ) 

The TDV instruction obtains information about the addressed 
device other than that obtainable by means of a TIO instruc- 
tion. The operation of the selected IOP, controller, and 
device are not affected. No operations are initiated or are 
terminated by this instruction. Responses to TDV provide 
the program with information giving details on the condition 
of the selected device, the number of bytes remaining to be 
transmitted in the current operation, and the present point 
at which the IOP is operating in a command list. 

If the R-field of the TDV instruction is zero, the condition 
code flip-flop CC1 is affected but no private memory reg- 
isters are affected. If the R-field of the instruction word is 
even, but not zero, the condition code flip-flop CC1 is af- 
fected, register R is loaded with the current command ad- 
dress, and register R+l is loaded with the current status and 
the remaining byte count of the IOP operation. If the R- 
field of the instruction word is odd, condition code flip- 
flop CC1 is set, and the device status and the remaining 
byte count are loaded into register R. 

After the TDV instruction has been executed, condition code 
flip-flop CC1 has the following meaning: 



CC1 


1 



I/O address recognized 
I/O address not recognized 



The preparation sequence for the TDV instruction is the same 
as the general preparation sequence described under Prep- 
aration Sequence. 

All conditions of the TDV instruction execution are described 
by the logic sequence diagram, figure 3-208 and by the SIO 
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execution sequence logic described in table 3-130. A TDV 
instruction is identical to an SIO instruction in its execution 
except that register R0 is not used. Therefore, the contents 
of register R0 are inhibited from entering the A-register in 
PH2 by the equation 

AXRR/2 = OU4 OLC PH2 

which applies only to an SIO instruction. 

3-261 Acknowledge Input/Output (AIO 6E, EE) 

The AIO instruction is used to acknowledge an I/O interrupt 
and to identify the source and the reason for the interrupt. 
Bits 21 through 23 of the effective program address of the 
AIO instruction word (the IOP address portion of the I/O 
selection code field) specify the type of interrupt being 
acknowledged. For the standard I/O system interrupt ac- 
knowledgement, these bits should be coded 000. Other cod- 
ings are reserved for use with special I/O systems. 

If the R-field of the AIO instruction word is zero, only 
condition code flip-flops CC1 and CC2 are affected. CC1 
and CC2 are affected if the R-field of the AIO instruction 
word is not zero. Register R is loaded with status identifi- 
cation bits and with the address of the interrupting I/O unit. 
The status bits for acknowledging an I/O interrupt are de- 
scribed in table 3-129. 



3-262 FLOATING POINT FEATURE 



3-263 General 



Implemented floating point instructions can be used to add, 
subtract, multiply, and divide floating point numbers. Float- 
ing point instructions are implemented by the addition of 
the floating point option to the Sigma 7 computer system. 
If the floating point option is not implemented in the com- 
puter and if execution of a floating point instruction is at- 
tempted, the computer will abort execution of the instruc- 
tion and will trap to location X'4l ' (65), the unimplemented 
instruction trap location. 



The following floating point instructions are included in the 
floating point option: 



Instruction 

Floating Add 
Short 

Floating Add 
Long 

Floating Sub- 
tract Short 



Mnemonic 



FAS 



FAL 



FSS 



Basic Family 
FAFLAS 

FAFLAS 

FAFLAS 



After the TDV instruction has been executed, condition 
code flip-flops CC1 and CC2 have the following meanings: 



CC1 CC2 

1 



I/O interrupt recognition 
No I/O interrupt is present 
Normal interrupt 
Unusual condition interrupt 



The preparation sequence for the AIO instruction is the 
same as the general preparation sequence described under 
Preparation Sequence. 

All conditions of the AIO instruction execution are de- 
scribed by the logic sequence diagram, figure 3-208, and 
by the SIO execution sequence logic described in table 
3-130. The execution of an AIO instruction is similar to 
the execution of an SIO instruction except that register R0 
is not used. Therefore, the contents of register R0 are in- 

iiiuiicu iium ciiiciiiiy me n-icyijici 



DUO U.. U,~ 
'1 """" 



AXRR/2 = OU4 OLC PH2 



which applies only to an SIO instruction. 



Floating Sub- 
tract Long 

Floating Mul- 
tiply Short 

Floating Mul- 
tiply Long 

Floating Divide 
Short 

Floating Divide 
Long 



FSL 



FMS 



FML 



FDS 



FDL 



FAFLAS 



FAFLM 



FAFLM 



FAFLD 



FAFLD 



3-264 Floating Point Formats 

There are short and long floating point number formats pos- 
sible with the Sigma 7 computer. Both are shown in figure 
3-211. The short format is made up of a sign bit (bit 0), a 
biased base-16 exponent (bits 1 through 7), and a 24-bit 
fraction (bits 8 through 31). 

The long format floating point number adds 32 bits of lower 
significance to the fraction. The short format floating point 
number can be contained in a single word of memory or in 
one general register; the long format floating point number 
occupies a doubleword memory location or an even-odd pair 
of general registers. 
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BINARY POINT 






SHORT 
FORMAT 




+ 


EXPONENT 


FRACTION 




LONG 
" FORMAT 
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1 '2 I 3 I 4 I 5 I 6 I 7 


8 l 9 l 10 l ll'l2 l 13 l 14 l 15 , 16 l 17 , 18 l 19 l 20 l 21 , 22 l 23 l 24 l 25 l 26 l 27 l 28 l 29 l 30 l 31 




ADDITIONAL FRACTIONAL PRECISION 






32 l 33 l 34 l 35 l 36 l 37 l 38 1 39 l 40 l 41 1 4^ AsWaS^WasK^SO^sM 53^54^5 ^6 'v'sb's^^I '62*63 


— ' 



Figure 3-211. Short and Long Floating Point Formats 



The range of numbers that can be expressed in both the 
short and the long floating point formats and the register 
for sample floating point numbers are shown in figure 3-212. 
The floating point number contained in a register is ex- 
pressed by the equation 



Floating point number 



16 



The fraction of the floating point number, F, is contained 
in bit position (sign) and in bit positions 8 through 31 
(short format) or 8 through 63 (long format). The binary 
point is before bit position 8. The fraction is in true form 
if the sign bit is zero (positive floating point number). It 
is in two's complement form if the sign bit is a one (nega- 
tive floating point number). 

Bit positions 1 through 7 contain a quantity that is 64 more 
than the exponent, E, of the floating point number. This 
is the biased exponent (excess 64). Subtracting 64 from 
this quantity produces the actual or unbiased exponent of 
the floating point number. If the floating point number is 
positive (sign bit zero), the exponent is in true form; if the 
floating point number is negative (sign bit one), the ex- 
ponent is in one's complement form. The term inverted 
exponent refers to the one's complemented (negated) form; 
the term uninverted exponent refers to the true form of the 
exponent of a floating point number. 

Biasing the exponent by 64 and inverting the biased expo- 
nent of a negative number enables processing of floating 
point numbers with fixed-point instructions, making possible, 
for example, the performance of a Compare instruction. 

The range of Sigma 7 floating point numbers is from approx- 
imately + 16°^ to approximately -16 for both short and 
long formats. (The most positive and most negative long 
format floating point numbers are slightly more positive or 
negative than the short format because of the extra bits of 



significance of the fraction. ) There are several types of 
floating point numbers which equal zero. A number with 
a zero fraction and a zero-biased exponent (shown in fig- 
ure 3-212), for example, is a true zero. A number with a 
fraction of zero and a nonzero, biased exponent is an ab- 
normal zero and may or may not be treated as a true zero. 

3-265 Implementation of Floating Point Instructions 

3-266 MODULE ADDITIONS FOR FLOATING POINT 
OPTION . Forty-eight modules are added to the Sigma 7 
system to implement the floating point arithmetic instruc- 
tions. In addition to providing floating point logic circuits, 
these modules contain the circuitry required to extend five 
of the CPU registers by 25 bit positions. The CPU registers 
and their floating point extensions are shown in figure 3-213. 
The S-bus extension is also shown. 

3-267 FLOATING POINT REGISTER NOMENCLATURE . 
In the discussion of floating point instructions, the following 
nomenclature will be used: 



a. The letters A, B, C, CS, and D refer to bit posi- 
tions (MSB) through 31 of the respective register (32 bits). 
The letter S refers to bit positions through 31 of the sum 
bus. 



b. The designations A', B', C\ CS', and D' refer to 
bit positions 47 (MSB) through 71 of the respective register 
(25 bits). The designation S refers to bit positions 47 through 
71 of the sum bus. 



c. The designations A", B", C", CS", and D" refer 
to bit positions 47 (MSB) through 31 (57 bits) of the respec- 
tive registers; S" refers to bit positions 47 through 31 of the 
sum bus. 
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SHORT FORMAT 



LONG FORMAT 



3 

cr 



(1 - 2" 56 ) x 16 +63 



NUMBER 
RANGE 



MOST POSITIVF 
SHORT-FORMAT NUMBER 



1111111 



1 — 



— 1 



1 , 9 , 10 , H I !2 I 13 I U , 15 I 16 I !7 I 18 I I9 , 20 , 21 I 22 I 23 I 24 I 25'24 I 27 , 2B I J9 , 30 I 31 

+ (1 - 2- 24 ) x 16 63 



10 10 



1 — 



-^1 



| , 9 , 10 , tl l 12 l 13'H , 15 l !6 , |7 l 18 l 19 l 20 l 21 l 22 l 23 , 2' l 25 , 26 , 27 l 2e , 29'3O l 31 

+ ( 1 - 2" 24 ) x 16 8 



-64 
+0 x 16 =0 



ZERO (A POSITIVE NUMBER) 



FLOATING 
POINT 







— 



— 



l , 2 , 3 , 4 , S , A l 7 , 8 l 9 , 10 , t| l 12 , n l 14 l 15 l 16 , |7 l 18 l 19 l 20 , ;'t l 22 l 23 l 2< l 25 , 26 , 27 l 28 , 29 , 3O , 3l 

(TRUE ZERO) 



1110 111 



— 1 



1 1 ' 2 ' 3 ' 4 ' 5 ' *' .' l 8 l 9 , IO , U , 12 l 13 l 14 , 15 , 16 l t7 l l8 , |9 , 20 l 21 , 22 l 23 , 2« , 25 , 26 , 27 l 28 , 29 , ao l 31 

(-2" 24 )x 16- 56 



(-) 



10 1001 



!♦ 



, I l 2 , 3 , 4 l 5 I 6 , 7 l 8 , 9 , ,0 , n , ,2 l 1 3 , U l ,5 l , 6 l I 7 l , 8 l ,9 l 2O , 2, l 22 , 23 l 2J25 l 26 , 2; l 28 , 29l30 , 3 

(-2- 24 )xl6 22 

MOST NEGATIVE SHORT- 
FORMAT NUMBER 



C 



— 



♦0 1 



-(1 -2" 56 )xl6 +63 



l , l 2>3 l J J 'j7l8 l 9l,0 l n , ,2 l ,3 l U , , S l , 4 l l 7 l ,8 l .9 l 20 l 2 l , 22 , 23 l 2.y 26 I 27 I 28 l 29'30 I 3 

-(1 - 2" 24 ) x 16 63 



MOST POSITIVE LONG- 
FORMAT NUMBER 



1111111 



1 — 



100 1000 



1- -1 



Kl - 2" 24 ) x 16 8 



-64 
+0x 16 =0 



0000000 



I I I I I ! 1 I I I I I I I I I I I I I I I I 

(TRUE ZERO) 



1110 111 



1 — 



10 1001 



1 — 



MOST NEGATIVE LONG- 
FORMAT NUMBER 



0000000 



00 — 



i i i i i i I i i i I i i i I i I I i i i I I i 



■(1 - 2" 56 ) x 16 63 



-*-! 



i i i i i i I i i i i i i i I I I I l l l l l i j Mill 



it «-56> , ,63 
+(1-2 ) x 16 



i i i i i i I i i i i i i i I i i i i i i i i i f Villi 



l I I I 



— 1 



I I I II I I I I I I I I 1 I I I T I I I I I I I /lll| 



(-2" 56 )x 16" 56 



— 1 



I I I I I I I I I I l I I I I I I i I I I I I i \ Ml i| 



(-2- 56 ) x 16 22 



-0 1 
l I I I 
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FLOATING POINT EXTENSION 



STANDARD REGISTER CONFIGURATION 



A" 

_i 



, 48 l 49 , 50 l 51 l 52 l 53 l 54 l 55 l 56 l 57 l 58 l 59 l 60 l 61 l 62 l 63 , 64 t 65 l 66 l 67 l 68 l 69 l 70 l 71 l l 1 ' 2 ' 3 ' 4 ' 5 ' 6 ' 7 ' 8 ' 9 ' lO 1 11 'n'u'u'is'^ 1 17 l 18 l 19 l 20 , 21 l 22 l 23 l 24 l 25 l 26 , 27 l 28 l 29 l 30 l ; 



47 I 48 , 49 I 50 , 51 I 52 I 53 I 54 I 55 I 56 I 57 I 58 I 59 I 60 I 61 I 62 I 63 I 64 I 65 I 66 I 67 I 68 1 69 70 71 rrrTTTT?? 10 II 13 H JM4V5 16 1 7 ' 1 S* 19^0 2122 23 24 25'26'27 28 29*30 31 

C" 

, 1 



~1 



c 



D" 

1 



CS" 

I 



CS' 



CS 



47W49W52 1 5 3 , 54 I 5 5 W58 I 59W 6 2 , 63W^ 



S" 

-J 



47 48 49 50 51 52 ^S^^'sd's? 58 S?'^^!^ 63^64*65 l 66 l 67 l 68 l 69 l 70 l 71 l l l^'s^'s'b' 7 ' 8 ' 9 ' lo' 11 ' 12* 13* u'l5 16 u'ls' 19^0 21 22 23 74 25'26'27 28 29*30 31 
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Figure 3-213. Floating Point Register Extensions 
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3-268 Description of Floating Point Instructions 

3-269 FLOATING ADD SHORT (FAS 3D, BD) . Instruction 
FAS adds the effective word from core memory and the 
contents of an odd or even numbered private memory reg- 
ister. If no floating point arithmetic faultoccurs, the sum 
is stored back in the same odd or even numbered private 
memory register as a short format floating point number. 

3-270 FLOATING ADD LONG (FAL ID, 9D) . Instruction 
FAL adds the effective doubleword from core memory and 
the contents of an odd and even numbered private memory 
register. If no floating point arithmetic fault occurs, the 
sum is stored back in the same two registers as a long for- 
mat floating point number. The R-field of the instruction 
word must be an even value for a correct result. 

3-271 FLOATING SUBTRACT SHORT (FSS 3C, BC). In- 
struction FSS is identical to instruction FAS except that 
the effective word from core memory is subtracted from the 
contents of the private memory register. 

3-272 FLOATING SUBTRACT LONG(FSL 1C, 9C) . In- 
struction FSL is identical to instruction FAL except that 
the effective doubleword from core memory is subtracted 
from the contents of the odd and even numbered private 
memory registers. 

3-273 FLOATING MULTIPLY SHORT (FMS 3F, BF ). In- 
struction FMS multiplies the effective word from core mem- 
ory by the contents of an odd or even numbered private 
memory register, after effective prenormalization of both 
operands. The product is postnormalized. If the R-field 
of the instruction word is an even value and if there is no 
fault condition, the product is loaded into the odd and 
even numbered private memory registers as a long format 
floating point number. If the R-field is an odd value and 
there is no fault condition, the product is loaded into the 
odd numbered private memory register as a truncated short 
format floating point number. 

3-274 FLOATING MULTIPLY LONG (FML IF, 9F) . In- 
struction FML multiplies the effective doubleword from 
core memory by the contents of the odd and even numbered 
private memory registers after prenormalization of both 
operands. The product is postnormalized and, if no float- 
ing point arithmetic fault occurs, the product is truncated 
to a long format floating point number and is loaded into 
the odd and even numbered private memory registers. The 
R-field of the instruction word must be an even value for 
correct results. 

3-275 FLOATING DIVIDE SHORT (FDS 3E, BE ). Instruc- 
tion FDS divides the contents of an odd or even numbered 
private memory register by the effective word from core 
memory after prenormalization of both operands. If no 
floating point arithmetic fault occurs, the quotient is loaded 
uQck into fne odd or even numbered private memory register 
as a short format floating point number. 

3-276 FLOATING DIVIDE LONG (FPL IE, 9E ). Instruc- 
tion FDL divides the contents of the odd and even numbered 
private memory registers by the effective doubleword from 



core memory after prenormalization of both operands. If 
no floating point arithmetic fault occurs, the quotient is 
loaded back into the same two registers as a long format 
floating point number. The R-field of the instruction word 
must be even for the correct result. 

3-277 FLOATING POINT CONDITION CODES AND 
MODE CONTROL BITS. Three mode control bits, FS 
(floating significance), FN (floating normalize), and FZ 
(floating zero), in the program status doubleword, are used 
to qualify floating point operations. The floating mode 
control bits and condition code settings are described under 
the discussion of the individual floating point operation 
codes. 

3-278 Floating Point Concepts 

3-279 SHIFTING FLOATING POINT NUMBERS . Shifting 
floating point numbers is accomplished by adjusting both 
the fraction and the exponent of the floating point number. 
Changing the exponent by one changes the size of the num- 
ber by a factor of 16 (2 4 ). The minimum shift in the frac- 
tion of a floating point number, consequently, is four bit 
positions (one hexadecimal place, shortened to one hex). 
A right shift of one hex necessitates adding one to the ex- 
ponent in addition to shifting the fraction; a left shift of 
one hex necessitates subtracting one from the exponent. 
Each successive shift of one changes the exponent by one 
bit. A right shift is usually used during overflow adjust- 
ment and is used to equalize exponents of two numbers. A 
left shift is usually used during normalization procedures. 
Examples of floating point shifts are shown in figure 3-214. 

In the following discussion of floating point operation codes, 
shifting will always refer, unless otherwise noted, to shift- 
ing the fraction of the floating point number one hexadeci- 
mal place (four bit positions) and changing the exponent 
by one bit (one power of 16). 

3-280 GENERAL NORMALIZATION . A floating point 
number is normalized if the absolute value of the fraction 
is less than one but is equal to or is greater than 1/16. The 
fraction of a positive floating point number must have a 
one somewhere in the four most significant bits for the num- 
ber to be normalized. The fraction of a negative floating 
point number is in two's complement form. A negative float- 
ing point number, therefore, must have a zero somewhere 
in the four most significant bits or have all ones in the four 
most significant bits and all zeros in the remaining digits. 
The following lists all possible cases. 



Normalized Positive 
Floating Point Numbers 

J xxxxxxx J 0001 xx— — x 
xxxxxxx I 001 Oxx— — x 

J xxxxxxx llllxx— — x 



Normalized Negative 
Floating Point Numbers 

1 | xxxxxxx | 111100—0 

1 I xxxxxxx I 111 Oxx— — x 

1 I xxxxxxx I llOlxx— X 

1 I xxxxxxx j OOOOxx— — x 
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NUMBER =[(1 x 2 17 ) + (1 x 2 -23 ) x 16 49 ] 



1110001 



1 I 2 1 3 , 4 , 5 I 6 I 7 



0000 



0000 



0000 



0000 



1000 



00 10 




1110010 



0000 



0000 



0000 



0" 1 2 3 4 5 6 7 8 9 10 11 12 13 14 15 16 17 18 19 2ff21 22 23 24 25'26 27 28 29*30 31 



0000 



0000 



1000 



NUMBER =[(1 x2" 21 ) x 16 5 °] 

NUMBER =[(1 x 2" 17 ) + (1 x 2~ 23 ) x 16 49 ] 



1110001 



0000 



0000 



0000 



12 3 4 5 6 7 8 9 10 11 12 13 14 15 16 17 18 19 20 21 22 23 24 25 26^7 28 29^0 31 



0000 



1000 



00 10 




1110000 



, I 2 , 3 I 4 I 5 I 6 I 7 



00 



TXJ 



0000 



XX7 



0000 



TXT 



8 9 10 11 12 13 14 15 16 17 18 19 



1000 



00 10 



24 25 26 27 



0000 



28 29 ! 30 31 



NUMBER =1(1 x 2 13 ) + (1 x 2" 19 ) x 16 



481 



SHIFT RIGHT ONE 
HEX DIGIT 



(LOST) 



SHIFT LEFT ONE 
HEX DIGIT 
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Figure 3-214. Shifting Floating Point Numbers 



The negative floating point number lxxxxxxxOOOO — *~0 

is illegal, since the absolute value of the fraction is greater 
than the number of bit positions allocated for the fraction. 
This number is always changed to an equal number whose 
exponent is one greater than the original and whose frac- 
tion is 1/16 of the original. 



1 0000010 o- 



■0 = -1 x 1 



,61 



1 | 0000001 | 11110- — -0 - -1/16x16 



62 



-1 x 16 61 = -1/16 x 16 62 



Normalization of floating point numbers in implementation 
of floating point instructions may occur before the arith- 
metic operation takes place (prenormalization) or after the 
arithmetic operation (postnormalization). Normalization 
is usually performed on absolute numbers. Both prenormal- 
ization and postnormalization are accomplished by left 
shifting operations. Left shifting continues until the abso- 
lute value of the fraction is greater than or is equal to 1/16. 
Normalization is illustrated in figure 3-215. 



3-281 SIMPLE NORMALIZATION . Valid floating point 
numbers in the Sigma 7 memory are numbers whose fractions 
are in the range 1/16 < |N|< 1. In the hardware, however, 
the computer tolerates another range of floating point num- 
bers while arithmetic operations are performed. Floating 
point number, valid in the execution of an instruction, may 
be in the ranges +1/16 < N < 1 and -1 < N <-l/16. Num- 
bers in these ranges are called simple normalized numbers. 

3-282 TRUNCATION . A floating point number may be 
truncated when it is necessary to discard some of the least 
significant bits of the number. Multiplication of two long 
format floating point numbers, for example, produces a 
fraction product of 1 12 bits, of which it is convenient to 
retain only 56. 

Truncation takes the place of rounding off a number and is 
accomplished simply by discarding the unwanted bits. The 
error in the truncated number may range from (when 
0.00100000 is truncated to 0.0010, for example) to almost 
one bit of the lowest order in the truncated number (when 
0.00101111 is truncated to 0.0010). Since it is more 
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NUMBER TO BE 
NORMALIZED 
(SHORT FORMAT) 



FIRST SHIFT 



SECOND SHIFT 



100000 1 



7W7777 



0000 



8 9 10 11 



0000 



12 13 14 15 



0000 



00 10 



2021 22 23 



0000 



24 25* 26*27 



0000 



28 29*30 31 



1 \ , 6 1 



'(?»)■' 



1 000000 
I I I I I I 



0000 
III 



0000 
I I I 



00 10 
I I I 



0000 
I I I 



0000 
I I I 



0000 
I I I 



&> 



16 







111111 
I I I I I I 



0000 
I I I 



00 10 
I I I 



0000 



0000 



(?) 



4/^-lx 16 



I I I I I I I 

-1 



0000 
) I I I 



0000 
I I I I 



THIRD SHIFT, 

NORMALIZED 

NUMBER 





111 
ii i 


1 1 
i i i 


00 10 

i r i 


0000 

r r i 


0000 
i i i 


0000 
1 1 1 


0000 


0000 

T 1 1 



&)• 



16 



-2 



FRACTION = 



(>i) 
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Figure 3-215. Normal ization of Floating Point Numbers 



accurate to truncate absolute values than negative num- 
bers, negative numbers are always put in the absolute form 
in the Sigma 7 operations where truncation may occur. 

3-283 OVERFLOW AND UNDERFLOW . There are two 
types of overflow in floating point operations: fraction 
(mantissa) and exponent (characteristic). When fraction 
overflow occurs, the fault is easily corrected by shifting 
the absolute value of the floating point number one hex to 
the right. There may be some error in the adjustment pro- 
cess because of truncation. Fraction overflow is illustrated 
in figure 3-216. 

When exponent overflow occurs during any floating point 
instruction, a trap to memory location X'44 1 (68) always 
occurs. 

Underflow occurs if the final result of an addition, sub- 
traction, multiplication, or division cannot be postnormal- 
ized because the result is smaller than the smallest possible 



quantity which can be represented in the computer. Under- 
flow may cause a trap to location X'44' (68); it may cause 
a setting of the result to true zero; or it may be ignored, 
depending on the floating point mode control bits. 

3-284 Floating Point Addition and Subtraction (FAFLAS) 

3-285 GENERAL. The implementation of addition and 
subtraction of floating point numbers is nearly identical 
since, for example, subtracting (A) from (B) is identical to 
adding (-A) to (B). Operations with short and long format 
numbers are also very similar; there are only differences in 
the number of digits to be operated upon. Because of the 
similarities between operations and format, all FAFLAS op- 
eration codes (FAS, FAL, FSS, FSL) are discussed as a 
group, with differences between them noted in the discus- 
sion. The floating point number which is operated upon is 
called the augend whether it is the actual augend (addition) 
or the minuend (subtraction), and the floating point number 
which is added or is subtracted is called the addend (whether 
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OPERATION: ADD - 



SUM: OVERFLOW 
CONDITION 
EXISTS 



ADJUST FOR 
OVERFLOW: 



ADJUSTED SUM: 



10000 10 
i l i i i i 



1 1 1 



1 1 



i i i I I I I I I I I I I l l i I l l l l l 



10000 10 



I I I I I I 







10 1 



I I I I I I I I I I I I I I I I I I I I I I I 



OVERFLOW OF ONE 



1000010 

TT 



I 1 I 

ADD 

+1 TO 

EXPONENT 



00 



i i i i i i i i i i i i i i i i i i i 




SHIFT FRACTION RIGHT ONE HEX DIGIT 



TRUNCATED 
PORTION 



10000 1 1 
i i i i i i 



000 100 



•00 



I I I I I I I I I I I I I I I I 



I I 1 I 
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Figure 3-216. Fraction Overflow and Adjustment 



it is the addend or subtrahend). The result of the operation 
is always called the sum. 

3-286 FLOATING POINT MODE CONTROL BITS . The 
three floating point mode control bits, FN, FZ, and FS, 
determine the operation of floating point addition and sub- 
traction. The three are interrelated and the setting of one 
bit may affect the other two. 

If mode control bit FN, floating normalize, equals zero, 
the results of the addition orsubtraction are postnormalized. 
If underflow occurs, result is zero, or if more than two post- 
normalization shifts (4 bit positions each) are required, the 
settings for FZ and FS determine the resultant action. If 
FN = 1, postnormalization of the result is inhibited, and 
the settings of FZ and FS have no effect on the instruction 
operation. 

FZ, floating zero, is effective only when FN - 0. If FN 
- and FZ ~ : 0, underflow causes the results to be setequal 
to true zero. The one exception to this is if FS = 1 and a 
trap occurs. In this case, the underflow generated in the 
process of postnormalization is ignored. If FN - and FZ 
= 1, underflow causes the result to trap to location X'44 1 
(68). 

FS, floating significance, is valid only when FN = 0. If 
FN = and FS ~ 1, and if more than two postnormalizing 



shifts are required or if the result is zero, the computer 
traps to location X'44' (68). If FN = and FS = 0, the 
significance trap is inhibited. If the result of an addition 
or subtraction is zero, the result is set equal to true zero, 
and no trap occurs. No trap occurs if more than two post- 
normalizing shifts are required and underflow does not occur. 

3-287 EXPONENT OVERFLOW . If exponent overflow 
occurs, the computer always traps to location X'44' (68). 

3-288 CONDITION CODE SETTINGS . The condition 
code settings and their meanings for floating point addition 
and subtraction are shown in table 3-131. 

3-289 BASIC STEPS IN FAFLAS IMPLEMENTING . To add 
or to subtract two floating point numbers in Sigma 7, the 
following basic steps are performed: 

a. Transfer of operands (PHI and PH3): The augend 
(from private memory) and the addend (from core memory) 
are transferred to the arithmetic unit registers. 

b. Exponent differencing (PH2 and PH3): The unin- 
verted biased addend exponent is subtracted from the unin- 
verted biased augend exponent. 

c. Equalization of exponents (PH4 through PH8): The 
exponent difference is examined. 
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Table 3-131. Condition Codes for Floating Point Addition and Subtraction 



CONDITION CODE 
12 3 4 



10 



IF NO TRAP TO LOCATION X'44' OCCURS 



IF TRAP TO LOCATION X'44' OCCURS 




-A + A, result set to true zero 



-A + A 



10 1 



Result negative, more than two postnormal- 
izing shifts, FS = 0, FN = 0, no underflow 



Result negative, more than two postnor- 
malizing shifts, FS = 1, FN = 0, no 
underflow with FZ = 1 



10 10 



Result positive and nonzero, more than two 
postnormalizing shifts, FS = 0, FN = 0, 
no underflow 



Result positive and nonzero, more than 
two postnormalizing shifts, FS = I, 
FN = 0, no underflow with FZ = 1 




1. If the difference is zero, the exponents of the 
augend and the addend are the same and the two floating 
point numbers can be added or subtracted. 

2. If the difference is not zero, the exponents of 
the augend and the addend are different, and the smaller 
floating point number must be adjusted (shifted right) so 
that its exponent equals the exponent of the other. When 
the exponents of both floating point numbers are equal or 
when the fraction of the smaller number is found to be zero, 
the numbers are ready for addition or subtraction. 



d. Addition (PH9): The augend and addend fractions 
are added. The exponent of the floating point number that 
was not adjusted (originally the larger number) is unbiased 
by subtracting 64 from it. 

e. Overflow detection and postnormalization (PH12): 
The sum of the fractions is changed to its absolute value 
and examined. 

1. If fraction overflow has occurred, the absolute 
value of the sum is shifted one hex to the right to correct 
the overflow condition. 
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Paragraph 3-290 



2. If fraction overflow has not occurred, if the sum 
is not simple normalized, and if FN ~ 0, the absolute value 
of the sum is shifted one hex to the left for the first try at 
normalization. 

3. The sum is left unchanged, if fraction overflow 
has not occurred, and if the sum is simple normalized or if 
normalization is to be inhibited (FN - 1). 



f. Postnormalization (PH13): The adjusted sum is 
examined. 



1. The result is ready for storage if the sum is 
normalized or if it is not normalized and FN = 1, or if the 
sum is zero. Sixty-four is added to the exponent to bias 

it once again. 

2. If the sum is not normalized, if FN -- 0, and if 
the result is not zero, the sum is shifted left one hex at a 
time until it is normalized. Step 1 above is then performed. 



g. Storage (PHI 3 and PH15): The biased exponent 
and the fraction result are assimilated and are stored in 
memory in proper form if there is no trap condition. 



An example of FAFLAS implementation is shown in figure 
3-217. The lettered steps correspond to the basic steps dis- 
cussed. 

3-290 DETAILED STEPS IN FAFLAS IMPLEMENTATION . 
Figure 3-216 shows the FAFLAS phases and the operations 
performed for each phase. The following discussion is sup- 
plemented by table 3-132 and by figure 3-218. 

The preparation sequence is the same as the general prep- 
aration sequence. 

a. PHI. At the PHI clock, the most significant word 
(MSW) of the augend is transferred to the A-register from 
the even numbered private memory register by signal AXRR. 
The MSW of the addend has already been transferred to the 
C -register from core memory during the preparation phases. 
Flip-flop RN is set at the PHI clock if the augend is nega- 
tive; flip-flop MWN is set if the addend is negative. Flip- 
flop CXCL32 is set for use in PH2. Flip-flops CC1 and 
CC2 are reset for underflow and overflow tests in PHI 5, 
and flip-flop IEN is set to start interruptibility. Ones are 
forced into flip-flops CS0 through CS7 by signal CSX1/5 
to invert the augend exponent to its true form if the augend 
is negative. 

S/CXCL32 = FAFL PHI + ... 

R/CC1 = FAFL PHI + ... 

R/CC2 - FAMDSF PHI NFAMULH + ... 



b. PH2. At the PH2 clock, the fraction part of the 
augend MSW (or the complete fraction if FAS or FSS is 
being performed) is transferred by signal AXAL32 from flip- 
flops A0 and A8 through A31 to A47 and A48 through A71, 
respectively. The fraction part of the addend MSW is trans- 
ferred to the C-register extension (C) in the same manner 
by signal CXCL32. The augend and addend exponents are 
set up in PH2 for exponent differencing. The uninverted 
(absolute) augend exponent either is present in flip-flops 
Al through A7 or is found by combining bits Al through A7with 
bits CS0 through CS7 (all ones) in an exclusive OR operation. 
The uninverted augend exponent is gated to the sum bus during 
PH2 and, at the PH2 clock, is transferred from the sum bus to 
two locations: flip-flops A0 through A7and B0 through B7 
by signals AXS/T and BXS, respectively. Flip-flops B0 
through B7 retain the uninverted exponent for later use. 

The uninverted addend exponent must be subtracted in ex- 
ponent differencing. The inverted addend exponent is there- 
fore transferred to flip-flops DO through D7 (signals DXC/6 
or DXNC). A one is forced into flip-flop CS7 by signal 
CS7X1 in preparation for exponent differencing. (The con- 
tents of flip-flops A0 through A7, DO through D7, and CS7 
are later added to find the difference of exponents.) 

Ones are forced on core memory address line LB31 and on 
private memory line LR31 for possible use in PH3 (with FAL 
or FSL). If FAL or FSL are being implemented, signal MRQ 
(memory request) is enabled and flip-flop DRO (data release) 
is set to transfer the least significant word (1SW) of the au- 
gend to the C-register at the PH3 clock. Clock T6RL is en- 
abled for PH3 if FAL is being performed. If FAS or FSS is 
being implemented, flip-flop CX/1 is set at the PH2 clock 
to force all zeros into the C-register in PH3. 

c. PH3. During PH3, the uninverted exponent augend 
(in flip-flops A0 through A7) and the two's complemented 

addend exponent (in flip-flops DO through D7 and CS7) are 
added, and the result gated to the sum bus. At the PH3 
clock, the sum bus outputs on SO through S7 are transferred 
to flip-flops E0 through E7 by signal EXS. Flip-flops E0 
through E7 now hold the difference of exponents, which may 
be zero, positive, or negative. E0 is the sign bit of the 
difference. If E0 is a zero, the difference is positive or 
zero and is in true form. If E0 is a one, the difference is 
negative and in two's complemented form. 

If FAL or FSL is being implemented, the 1 SW of the augend 
is clocked into flip-flops A0 through A31 from the odd num- 
bered private memory register by signal AXRR. The 1 SW of 
the addend is clocked into CO through C31. If FAS or FSS 
is in effect, zeros are clocked into flip-fops A0 through 
A31 (no gating term is present) and are forced into CO 
through C31 (signal CX/1 is set in PH2). 

d. PH4 through PH8. Phases 4 through 8 are the 
phases in which the exponents of the augend and the ad- 
dend are compared and are equalized, if necessary. 
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A. TRANSFER OF OPERANDS: 



B. EXPONENT DIFFERENCING: 



C. EQUALIZATION OF 
EXPONENTS: 

EXAMINE EXPONENT DIFFERENCE 

ADJUST SMALLER FLOATING 
POINT NUMBER 



EXAMINE EXPONENT DIFFERENCE 



D. ADDITION: 



UNBIAS EQUALIZED EXPONENT 



E. OVERFLOW DETECTION AND 
POSTNORMALIZATION: 

CHANGE TO ABSOLUTE VALUE 
AND EXAMINE 



FIRST POSTNORMALIZATION 
TRY 



F. POSTNORMALIZATION: 



BIAS EXPONENT 



G. STORAGE: 

CHANGE TO PROPER FORM 
AND STORE 



(FN - 0) 

0|100011l|000000000100 AUGEND 

, ,11 (2" 10 xl6 7 ) 

1 |0 1 1 1 1 1 1 1 1 1 1 1 1 1 ADDEND 

-9 9 

-(2 x 16 V ) 



r 



SIGN BIT 



1 1 1 1 - 71 - 64 - * 7 

1 1 1 1 1 - 73 - 64 = -(<9) 

1_ 

11111110 -2 



1111110 1/0 

I I ' ' 

0J10001 11)0 00000000 100 



+ 1 



SHIFT 
RIGHT 



SIGN BIT 




|-m<o-inbii TWO HEX DIGITS j>v 

|o|i oo i oo ijoooooooooooo 



(LOST) (LOST) 



10 10 1 

10 110 110 

1 



I o o ■■■ 



m oooooooooooo 
'%%Wi 111111111000 



10 10 1 
-1 (-64) 

10 1 



I I 

010001 00 11000000001 000 




SHIFT LEFT ONE 
HEX DIGIT 



01 00100 0|0 00010000000 




SHIFT LEFT ONE 
HEX DIGIT 



1 1 1 1 1 1 00000000000 
+1 

I I 

1 00000000000 







10 1 1 1 



I ,11 

1011100 0100000000000 



RESULT 
-C2" 1 x 16 ' 7 i 
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Figure 3-217. Example of FAFLAS Implementation (Floating Add) 
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RN 














R 






A 


± E Au : .i 


F AU1 










* 


__ 





PHI 









MWN 






MB 






C 


* e ad£ 


F AD1 












w& 



1 




+ 


A' 


| E AU| 


A0-A7 




B0- 


B7 


± 


! E All 


F AU1 












llilfl 






1 






t 


it 




; 


i 











I 








C 


"I e adI 


' 








c 




\ 


rDO 


± 


; e a1 


F AD1 
















A0-A7 












z 














IXI-D7 




11111 






CS7 — »> 











F AU2 






* 



MBU1 




C 


F AD2 









I 



CASE 1 : E = 



AD1 



AD2 



NC" IF 



C" IF ADD 

SUB D" 



PH4 



CASE 2: E>0 







C" 








D" 


± 


F AD1 


F AD2 




± 









CASE3:E<0 

D0-D7 Bl -B7 E0-E 7f 






+i i 



r 

' IF AUGEND NEGATIVE 



E=0 



E<0 







A" 








C" 


± 


F AU1 


F AU2 




± 









E0 -E7f~ 



<rC\ 



IF ADD AND (-) ADDEND 
IF SUB AND (+) ADDEND 



2 









D" 






± 


F AD1 


F AD2 \ 








C" 




t 


' 


F AU1 


F AU2 J 



' — |d| x 1/16 



CIFNFPR 
NC" IF FPR 



£ 



E/0 



PH7 



± 


F AU1 


F AU2 



A x 1/16 



C" 



*♦ 








1 





V 1 

1 — CI 



F (ADD NFPR + SUB FPR) 
NC OTHERWISE 



E/0 



I I 1 



aj: 



1/16 



TO 8 CLKS (SHORT) 
TO 15 CLKS (LONG) 



E0-E7 f~ 



+1 
OR-1 



- GUARD DIGIT 
IF FAS OR FSS 



E/0 | 



JEL 



B0-B7 




E0-E7 






• : :! 


-64 



CS31- 



FMOF 



± 


F R1 


F R2 



LEGEND 

A A0-A31, B B0-B31, 
A' A47-A71, B' B47-B71, 
A" A47-A31, B" B47-B31, 

ADD FAS OR FAL 
SUB FSS OR FSL 



CASE 1: FMOF 



Rl 'R2 

1 



|F R |xl/.6 



e£ 



PHI 2 



CASE 2: NFMOF (ASN + FNF) 



Rl " R2 

T 



CASE 3: NFMOF (NASN NFNF) 



± 


F R1 


F R2 



ALL CASES: SET IF FR = 



1 H RTZ REVERSE — J 

1 1 IF FR (-) l 



CASE 1 : NFPRR 



PHI 3 





A 


■* 


± 


| F Rl| 


| F R2| 



TO 5 CLKS (SHORT) 
TO 12 CLKS (LONG) 



(A47 = 1 CASE 
NOT SHOWN) 



CASE 2: FPRR 











/ 


*<" 






«■ 




± 


M 






m 


E0-E7 




i F R,i oR -i F R 2 r 




OR ZERO'S 








+64 

















| OR ZER O'S } R+ i 



INVERT A1-A7 IF - 
RESULT NEGATIVE 
OR ZERO'S 



E R 



Figure 3-218. FAFLAS Implementation, 
Block Diagram 
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Table 3-132. Floating Add, Floating Subtract (FAFLAS), Phase Sequence 



Phase 


Function Performed 


Signals Involved 


Comments 


PREP 


Same as general preparation sequence 






PHI 


ppn pmi ' »- m aii 


AXRR 


= RNRXRRO/2 PHI + ... 


MSW of augend / »■ A 


KKU-KKJ 1 / m AU-Ao 1 


T4RL 






- FAFL PHI + ... 






Set flip-flop RN if augend negative 


S/RN 


- RRO RNRXRRO + ... 

RRO PHI FAFL + ... 


Stores augend sign 




MB0-MB31 -/-*- C0-C31 


Preparation 


control 


MSW of addend -/—- C 




Set flip-flop MWN if addend 


S/MWN 


= C0C16 FAMDSF PHI + ... 


Stores addend sign 




negative 




- MBO NP32 CXMB + ... 






Set flip-flop CXCL32 


S/CXCL32 


- FAFL PHI + ... 


For PH2 use 




Reset flip-flops CC1 and CC2 


R/CC1 
R/CC2 


- FAFL PHI + ... 

- FAMDSF PHI NFAMULH + ... 


For PHI 5 use 




Force ones into CS0-CS7 


CSX1/5 


--- FAFL PHI + ... 


To invert the augend ex- 
ponent if augend negative 




Set flip-flop 1EN 


S/IEN 


--■■ FAMDSF NFAMUL PHI + ... 


Starts interrupt! bi 1 i ty 




Enable clock T6L 


T6L 


= NT1L NT4L NT8L NT10L NRESET 




PH2 


A f\ A O A'lT / M » p » in A -71 


AXAL32 


= FAFL PH2 


MSW of augend / - A 1 


AU, Ao-Aol / * A4/, A40-A/I 


T6L 












cc\ f~o (~^~\ * c i* 7 f~ *r> f~~*'\ 


CXCL32 


- Set in PHI 


MSW of addend C 


i_U, ( -0- ( _.ol ■" L4/, i_4o-(~/ 1 




\r\ a. -7 i r~ r r\ c^ >. r n ■ — 7 t 








AU-A/ + t-oU-L-o/ *" jU-->/ it 




augend negative 


SXPR 


- FAFL PH2 RN + ... 






or 


SXA 


- FAFL PH2 NRN + ... 




AU-A/ ■' ju-j/ it augena posi- 




tive 










f ' b * n ^ -» 


AXS/1 
DXC/6 


= FAFL PH2 + ... 

= FAFL PH2 N(FAFLM N02) 

= FAFL PH2 NMWN + ... 


Uninverted augend 
exponent 


S0-S7 ' A °" A7 
I ^^B0-B7 




LU-L/ / * UU-U/ it addend 


V 




negative 










or 






Inverted addend 

► 

exponent 




NC0-NC7 / * D0-D7 if addend 


DXNC 


- FAFL PH2 NMWN + ... 






positive 












< 


Continued) 


Mnemonic: FAS (3D, BD), 
FAL (ID, 9D), FSS (3C, 
BC), FSL (1C, 9C) 
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Table 3-132. Floating Add, Floating Subtract (FAFLAS), Phase Sequence (Cont. ) 



Phase 


Function Performed 


Signals Involved 


Comments 


PH2 
T6L 


Force a one into CS7 


CS7X1 


= FAFL PH2 NFAFLM 


For two's complement 
subtraction (PH3) 


£ont. ) 


Force a one onto LB31 address line 


S/LB31/1 


- FAFL PH2 + ... 


Selects LSW of addend 




Force a one onto LR31 address line 


R/1MLR31/2 


= LR31/2 = FAFL PH2 + ... 


Selects LSW of augend 




Enable MRQ if FAL or FSL 


MRQ 


= FAFL PH2 N02 + ... 






Set flip-flop DRQ if FAL or FSL 


S/DRQ 


= FAFL PH2 N02 + ... 


Inhibits transmission of 
another clock until data 
release signal is received 




Set flip-flop CX/1 if FAS or FSS 


S/CX/1 


= FAFL PH2 02 + ... 


To clear C0-C31 in PH3 




Enable clock T6RL if FAL or FSL 


T6RL 


= FAFL PH2 N02 + ... 




PH3 


A0-A7 + D0-D7 + CS7 - 




SXK/1 


= FAFL PH3 + ... 


Unbiased exponent dif- 




T6L 


t\ r "7 f m rn r"? 








ference — / *~ E0-E7 


bU-b/ / ■• tu-t/ 


ifshor 










T6RL 


' 


SXPR/1 


= FAFL PH3 + ... 




if lone 




EXS 
AXRR 


= FAFL PH3 + ... 

= FAFL PH3 N(FAFLM ASN) N02 
+ ... 


1 ^W nf nnnf»nH — /■ — ^ A 




RR0-RR31 / - A0-A31 " 


' if long 


UJVV ot uuuenu / ry 




futnn yini », (~r\_f~ r \'\ 




See PH2 




LSW of addend - C 


NxoKJ-NxOOl *" V-U-^-OIJ 




Clear A47-A31 


AX/1 


= FAFL PH3 + ... 


A47-A71 remains 




S47-S71 / - A47-A71 


AXS/4 


- FAFL PH3 N(FAFLM ASN)+... 


the same 




Enable clock T6L 


T6L 


= NT1L NT4L NT8L NT10L 
N RESET 




PH4 


Case 1: E0-E7 = 








T6L 


C47-C71 -y— - D47-D71 
if FAS or FAL 


DXC/6 


= FAFLAS PH4 EZ 07 + ... 






NC47-NC71 -/— D47-D71 ' 


if FSS 
if FSS 


DXNC/1 


- FAFLAS PH4 EZ N07 + ... 






Force 1 into CS31 


or FSL 


DXNC/1 


= Same 


For two's complement 




Set flip-flop T8L 


R/NT8L 


- T8L = FAFLAS PH4 EZ + ... 






Enable PH9 


BRPH9 


r- » r- I AC nu A I CI X 

- TMTLMO r 1 It ' Li < ... 












(Continued) 


Mnemonic: FAS (3D, BD), 
FAL (ID, 9D), FSS (3C, 
BC), FSL (1C, 9C) 
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Table 3-132. Floating Add, Floating Subtract (FAFLAS), Phase Sequence (Cont. 



Phase 


Function Performed 


Signals Involved 


Comments 


PH4 


Case 2: E0-E7 > 








T6L 










(Cont.) 


(~ i-7 f o i / , nr 


-D31 


DXC/6 


= FAFLAS PH4 NEO NEZ + ... 




L4/-Lol / fc U4/ 




Set flip-flop CXS 


S/CXS 


- FAFLAS PH4 NEO NEZ + ... 


For PH5 use 




Case 3: E0-E7 < 










D1-D7-V— B1-B7 


BXND 


= FAFLAS PH4 E0 


Augend exponent — / — 
B1-B7 




Clear D-register 


DX/1 


- FAFLAS PH4 + ... 






Increment E -register by one 


PCTE1 


= FAFLAS PH4 E0 + ... 


To record PH7 shift 




Set flip-flop NGX ' 


if 

augend 


S/NGX 


- FAFLAS PH4 E0 RN + ... 


For PH7 use 




Set flip-flop FPR . 


negative 


S/FPR 


= FAFLAS PH4 E0 RN + ... 


Result must be reversed 




Set clock T8L 


R/NT8L 


= T8L = FAFLAS PH4 E0 + ... 






Enable PH7 


BRPH7 


= FAFLAS PH4 E0 + . . . 




PH5 


(Entered from PH4, case 2) 








T6L 












AA7_A?1 »■■ ^47-^1 


SXA 


= FAFL PH5 + ... 


A j r t* 




r\H/ — MO 1 JHv -JO 1 


Mugena traction *- 

S47-S31 




<~ A~7 r Tl k C T 1 


C31 


CXS 


= Set in PH4 




o4/ - jj 1 ■* L4/- 




Clear A-register 


AX/1 


= FAFLAS PH5 + ... 






Set flip-flop NGX if addend 


S/NGX 


= FAFLAS PH5 MWN + ... 






negative 










Decrement E-register by one 


MCTE1 


= FAFLAS PH5 + ... 


To record PH6 shift 




Set FPR if absolute value of the 


S/FPR 


= FAFLAS PH5 (MWN 07 


Result must be reversed 




addend is opposite to form required 




+ NMWN N07) + ... 






for addition or subtraction 










Set clock T8L 


R/NT8L 


- T8L - FAFLAS PH5 + ... 




PH6 


(Entered from PH5) 








T&L 












| D47-D31 | — S47 -S3 1 


SXADD 


- FAFLAS PH6 + ... i 




Shift addend to the right 




r T7 r 1 1 1 y 1 / / ■> Kl All 


AXSR4 


— CACI AQ PUA 4- 




one hex 


54/ -oo 1 x 1 / 1 O / * AD 1 -Aj 1 


— rArLAo rno + . . . J 










(Continued) 




Mnemonic: FAS' (3D, BO), 
FAL (ID, 9D), FSS (3C, 
BC), FSL (1C, 9C) 
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Table 3-132. Floating Add, Floating Subtract (FAFLAS), Phase Sequence (Cont. ) 



Phase 


Function Performed 


Signals Involved 


Comments 


PH6 


C47-C71 -V— D47-D71 if NFPR 


DXC/6 


= FAFLAS PH6 NFPR + ... 


-\ 


T8L 








Augend D", sign reversed 


(Cont.) 


or 






► if sign of addend was 
reversed 




NC47-NC71 -/-*- D47-D7T 


if 


DXNC/1 


= FAFLAS PH6 FPR + ... 


. 




Force one into CS31 


FPR 


DXNC/1 


= Same 


For two's complement 




Decrement E-register by one 


MCTE1 


= FAFLAS PH6 + ... 


To record next shift 




If E0-E7 is zero, enable PH9 and set 


BRPH9 


= FAFLAS PH6 EZ + ... 






flip-flop T8L 










or 


R/MT8L 


= T8L = FAFLAS PH8 EZ + ... 






If E0-E7 is not zero, enable PH8 


BRPH8 


= FAFLAS PH6 NEZ + ... 




PH7 


(Entered from PH4, case 3) 








T8L 












| A47-A31 | -S47-S31 


SXADD 


= FAFLAS PH7 + ... 


1 Shift absolute value of 
V augend one hex to the 




r 4-7 f^l 1 /■! / / -_ A C 1 . 


\31 


AXSR4 


= FAFLAS PH7 + ... 


J right 


b4/-bol X l/IO / "^ AD 1 -t 




Increment E-register by one 


PCTE1 


= FAFLAS PH7 + ... 






C47-C31 / - D47-D31 if per- 


DXC/6 


= FAFLAS PH7 (07 © FPR) + . . . 






forming addition with NFPR or 










subtraction with FPR 






Change addend in same 
sense as augend was 




or 






changed 




i \f i" 1 h 1 1'- oi f ki nc mi 


f not 


DXNC/1 


= FAFLAS PH7 N(07 © FPR) + ... 




N(_4/-iNv_ol / • U4/-UJI 




the above 










If E0-E7 is zero, enable PH9 and set 


BRPH9 


- FAFLAS PH7 EZ + ... 






rit — rl — tqi 


R/MT8L 


= T8L = FAFLAS PH7 EZ + ... 




PH8 


(Entered from PH6 or PH7) 








T6L 


0-8 clocks if FAS or FSS 
0-15 clocks if FAL or FSL 










A -i -7 A"*1 & r 1" 7 r 71 TTA 


S 


SXA/3 


= FAFLAS PH8 02 + ... 


Zeros to S0-S31 


A4/ -A/ I *■ j4/ - O/ I It rfl 




or FSS 










A47-A31 S47-S31 if FAL 


SXA 


= FAFLAS PH8 N02 + ... 






— rci 
















Mnemonic: FAS (3D, BD), 










FAL (ID, 9D), FSS(3C, 










(Continued) 


BC), FSL (1C, 9C) 
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Table 3-132. Floating Add, Floating Subtract (FAFLAS), Phase Sequence (Cont. ) 



Phase 


Function Performed 


Signals Involved 


Comments 


PH8 


S47-S31 x 1/16-/— A47 -A3 1 


AXSR4 


= FAFLAS PH8 + ... 


Shift augend or addend 


T6L 








right one hex. A0-A3 is 


(Cont.) 








guard digit for FAS and 
FSS 




Increment E -register by one if E is 


PCTE1 


= FAFLAS PH8 E0 + . . . x 






negative 










or 




► 


Count towards zero 




Decrement E-register by one if E is 


MCTE1 


= FAFLAS PH8 NEZ 






positive 










Retain state of CS31 for PH9 


R/CS31 


= N(FAFLAS PH8) + ... 


Remains set for two's 
complement 




Sustain PH8 if E0-E7 is nonzero and 


BRPH8 


= FAFLAS PH8 NEZ NA4731Z+ ... 






if A47-A31 is nonzero 










or 
Advance to PH9 if not above and 


R/NT8L 


= T8L = FAFLAS PH8 EZ + ... 






set flip-flop T8L 








PH9 


(Entered from PH4 case 1, PH6, 








T8L 


PH7, or PH8) 








or 
T6L 


A47-A31 + D47-D31 
+ CS31 — S47-S31 


SXADD 


= FAFLAS PH9 + ... 






S47-S31 -/— - A47-A31 


AXS 


= FAFLAS PH9 NFMOF (ASN + FNF) 


Fraction sum *- A47- 

A31 (Inverted if FPR). 
Does not include case 1 




Set flip-flop FMOF if fraction 


S/FMOF 


= FAFLAS PH9 (A47 D47 NK47 






overflow exists 




+ NA47 ND47 K47) 






(rf\ n -7 ^ ' i f ■ rn i — 7 


EXB 


= FAFLAS PH9 + ... 


Unbiased exponent of sum 

1 -m rn i — ' 


^dI-d/ ; -04 / ^tu-t/ 


/ *■ tu-t/ 




Clear B-register 


BX/1 


= FAFLAS PH9 + ... 






Clear D-register 


DX/1 


= FAFLAS PH9 + ... 






Set flip-flop NGX 


S/NGX 


= FAFLAS PH9 + ... 






Enable MRQ/1 


MRQ/1 


= FAFLAS PH9 + ... 


Memory request for next 
instruction 








(Continued) 


Mnemonic: FAb (3D, BDJ, 
FAL (ID, 9D), FSS (3C, 
BC), FSL(1C, 9C) 
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Table 3-132. Floating Add, Floating Subtract (FAFLAS), Phase Sequence (Cont.) 



Phase 


Function Performed 


Signals Involved 


Comments 


PH9 
T8L 
or 
T6L 
(Cont.) 


Reset flip-flop IEN 
Enable PH12 
Set flip-flop T8L 


R/1EN 

BRPH12 

R/NT8L 


= FAFLAS PH9 + ... 
= FAFLAS PH9 + ... 
= T8L = FAFLAS PH9 + ... 


Stop interruptibility 


PH12 


NA47-NA31 + 1 -S47-S31 


SXADD 


- (FAFLAS PHI 2) (A47 © FMOF) " 


NGX set in PH9 


T8L 


if sum is negative 










or 




► 


1 Sum | 




A47-A31 - S47-S31 if sum 


SXA 


= (FAFLAS PH12) N(A47 © FMOF) > 






is positive 










Reverse state of flip-flop if sum is 
negative 


S/FPR 
R/FPR 


= FAFLAS PHI 2 NFPR (A47 © FMOF) 

= FAFLAS PHI 2 (A47 © FMOF) 
+ CLEAR 


Taking the absolute value 
of the sum has changed 
the sum 




Case 1: FMOF (1 < sum<2 
-2< A 










S47-S31 x 1/16 —H- A47-A31 


AXSR4 


= FMOF + ... 


Shift |sum | to correct 
overflow 




Increment E0-E7 by one 


PCTE1 


= FMOF + ... 




Force a one into A50 if A47-A31 


S/A50 


= FMOF A4731Z + ... 






are all zeros 










Case 2: NFMOF (ASN + FNF) 










S47-S31 -/-*- A47-A31 


AXS 


= FAFLAS PH9 NFMOF (ASN + FNF) 
+ ... 


|Sum | -A" 




Case 3: NFMOF NASN NFNF 












AXSL4 


= FPPN = FAFLAS PH12 NFMOF 
NASN NFNF NRTZ + ... 


|Sum| x 1/16 -A— 
A" 


547-531 x 1/16 —f — *"A4/-AJI 




Decrement E0-E7 by one 


MCTE1 


= FPPN + ... 






Set flip-flop BC31 


S/BC31 


= FPPN + . . . 


For postnormalization 
counting 




Set flip-flop RTZ if sum is zero 


S/RTZ 


= FAFLAS PH12 NFMOF NA4731Z 
+ ... 










(Continued) 


Mnemonic: FAS (3D, BD), 
FAL(1D, 9D), FSS (3C, 
BC), FSL (1C, 9C) 
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Table 3-132. Floating Add, Floating Subtract (FAFLAS), Phase Sequence (Cont.) 



Phase 


Function Performed 


Signals Involved 


Comments 


PH12 
T8L 
(Cont.) 


Clear D -register 
Set flip-flop NGX 


DX/1 
S/NGX 


= FAFL PH12 + ... 
= FAFL PH12 + ... 


For PH13 use 




Set flip-flop G0003/1 if FAS or FSS 


(S/G0003/1 ) 


= FAFL PH12 NFPRD 


Causes K71 in PHI 3 




Set flip-flop T10L if FALor FSL 


saiol 

FPRD 


= FPRD PH12 + .. 
= FAFL N02 + ... 






Force a one onto LR31 address line 


R/NLR31/2 


= LR31/2 = FAFL PH12 + ... 




PH13 
T6L 


1-6 clocks if FAS or FSS 
1-13 clocks if FAL or FSL 








or 
T10L 


Case 1: NFPRR - Result Not Ready 
for Storage 


FPRR 


= FAFLAS PH13 NA47 
N(NRTZ NFNF A4751Z) 






A47-A31 -S47-S31 


SXA 


= FAFL PH13 NFPRR + ... 






Sustain PHI 3 


BRPH13 


= FAFL PH13 NFPRR + ... 






Set flip-flop T10L if FAL or FSL and 
more than two postnormalizing shifts 


saiol 


= FAFL PH13 NFPRR N(FPPN 
A5255Z) FPRD + . . . 






are required 










Force a one on LR31 address line 


R/NLR31/2 


= LR31/2 = FAFL PH13 NFPRR 
+ ... 






Set flip-flop NGX 


S/NGX 


= FAFL PH13 NFPRR + ... 






S47-S31 x 1/16 S—~ 
A51-A31 

Increment E0-E7 by one 


If 

A47 
is a 
one 


AXSR4 
PCTE1 


= FAFL PHI 3 A47 + ... 

► 

= FAFL PH13 A47 + ... 


Absolute value of sum 
equals + case 1 . | Sum | 

1 / l / M A " P 1 1 


x l/lo fc A . Kesult 
now ready for storage 




c A-r r^i i /, fc -s 




FPPN 

AXSL4 
MCTE1 


= FAFL PHI 3 A4751Z NRTZ " 
NFNF 

= FPPN + ... 

= FPPN + ... 


0-5 clocks if FAS or FSS, 
0-12 clocks if FALor FSL. 
After last clock result is 
ready for storage 


j4/ -JO 1 X 1 O *" 

A47-A27 

Decrement E0-E7 by one 


if 
' FPPN 




Set flip-flop BC31 




S/BC31 


= FPPN + ... 






B31 -V— B30 


BXBL1 

FPRR 


= FAFL PH13 NFPRR 
= Same as above 










(Continued) 


Mnemonic: FAS (3D, BD), 
FAL (ID, 9D), FSS (3C, 
BC), FSL (1C, 9C) 
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Table 3-132. Floating Add, Floating (FAFLAS), Phase Sequence (Cont.) 



Phase 


Function Performed 


Signals Involved 


Comments 


PH13 

T6L 

or 

T10L 
(Cont.) 


Case 2: FPRR - Result Ready for 
Storage 

NA47-NA31 + K — S47-S31 

if sum must be negative 


SXADD 


= FPRR N(RTZ + FEUF NFZ) FPR 
+ ... 


K = K31 because of 
NGX or K71 if 
G0003/1 was set 
in PH12 




A47-A31 S47-S31 if sum 

must be positive 


SXA 


= FPRR N(RTZ + FEUF NFZ) NFPR 
+ ... 






All zeros onto S47-S31 if result is 
zero or if exponent underflow with 
FZ = 


No gating 


term enabled 






ca coi ». i?wn i?\a/ti ;r tai ^,- 


RW 


= FPRR FPRD NFTRAP + ... 


Store LSW of result 


FSL 






AXSR32 


= FPRR N(FAFLD 02) 


Most significant fraction 
sum bits 


j4o-j/I / •" Ao-AJI 




PI F7i A A / »rAl A 7 


AXE 


= FPRR + ... 


(NE1 -A— Al, E2-E7 

/ *■ A2-A7)uninverted 
exponent plus bias 


LI— L/ I 04 / ^ A 1 -A/ 




Force ones into CS0-CS7 if result 
is negative 


CSX 1/5 


= FPRR FPR + ... 


To invert exponent 




Set flip-flop DRQ 


S/DRQ 


= FPRR+ ... 


Inhibits transmissions of 
another clock until data 
release signal is received 




Set flip-flop T8L 


R/NT8L 


= T8L = FPRR + ... 






Set flip-flop RTZ if FAS or FSS and 
A47-A71 = 


S/RTZ 


= FPRR NFPRD N06 A4771Z 


Needed for PHI 5 use 




Set flip-flops TRAP and TR29 for trap 
to 68 if trap conditions exist 


SARAP 

SAR29 


= FPRR FTRAP + ... 
= FPRR FTRAP + ... 






Go to phase 15 


BRPH15 


= FPRR + ... 








FTRAP 


= FEOF = NEO El NRTZ FAFL 

+ FEUF FZ = FZ EO NE1 
NRTZ FAFL 

+ FRNSIG FS 

= FS (FAFLAS B30 

+ FAFLAS NFNF RTZ) 


1 Exponent overflow with 
[result not equal to zero 

[Exponent underflow with 
JFZ = 1 

"J More than two postnor- 
[malizing shifts (FN = 0, 
J FS = 1 ) 

) Result is zero (FN = 0, 
J FS = 1 ) 








(Continued) 


Mnemonic: FAS (313, BD), 
FAL (ID, 9D), FSS (3C, 
BC), FSL (1C, 9C) 
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Table 3-132. Floating Add, Floating (FAFLAS), Phase Sequence (Cont. ) 



Phase 



Function Performed 



Signals Involved 



Comments 



PH15 
T8L 



A0-A31 8 CS0-CS7 - 

S0-S31 if result does not equal zero 



S0-S31 — 
if NTRAP 



RW0-RW31 



Set flip-flop TESTA 

Merge a one into CS31 if result is 
nonzero 

Set flip-flop CC1, CC2, CC3 and 
CC4 as applicable 



Enable ENDE 
Set flip-flop PRE1 

Enable clock T6L 



SXPR = FAFL PH15 N(RTZ + FEUF NFZ) 
+ ... 

RW = FAMDSF PHI 5 + ... 

RWDIS = TRAP NINTRAPF + ... 

SAESTA = FAMDSF NFASHFX PHI 5 + ... 

A31X1 = FAFL PH15 N(RTZ + FEUF NFZ) 
+ ... 

S/CC1 = FAFL PH15 FEUF 

+ FAFL PH15 FR1NSIG + ... 



S/CC2 = FAFL PH15 FEUF 

+ FAFL PH15 FEOF + ... 

S/CC3 = TESTS NAO NA0031Z + ... 

S/CC4 = TESTA A0 + ... 

ENDE - FAMDSF PH15 + ... 

S/PRE1 = ENDE (NHALT + FUEXU) 
N(S/INTRAPF) 

T6L = NT1L NT4L NT8L NT10L N RESET 



Invert exponent if result 
negative 

Store MSW of result 

Disable storage 

For CC3 and CC4 use 

For CC3 test 

Exponent underflow 

Insignificant result, 
FN = 

Exponent underflow 
Exponent overflow 

Result greater than zero 

Result less than zero 



Mnemonic: FAS (3D, BD), 
FAL (ID, 9D), FSS (3C, 
BC), FSKIC, 9C) 
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There are three possible quantities that flip-flops E0 through 
E7 may contain at the beginning of PH4: all zeros, a posi- 
tive number, or a negative number. If E0 through E7 are 
all zeros, signal EZ goes true. If a positive number is pre- 
sent, NEZ is true and E0 goes false. A negative quantity 
is defined by a one in E0. If flip-flops E0 through E7 are 
zeros, the augend and addend exponents are equal, the 
augend and addend are set up for addition or subtraction, 
and a branch to PH9 occurs. If flip-flops E0 through E7are 
positive, the augend exponent is larger than the addend 
exponent. The augend and addend are interchanged, and 
the addend is shifted to the right until the addend exponent 
equals the augend exponent (flip-flops E0 through E7 = 0). 
The shifting and the examination process occurs in PH5, 
PH6, and possibly in PH8. PH8 is used if the original ex- 
ponent difference was greater than one. If flip-flops E0 
through E7 are negative, the addend exponent is larger than 
the augend exponent. The augend is shifted to the right 
until the augend exponent equals the addend exponent. The 
shifting and the examination process occurs in PH7 and pos- 
sibly is PH8. 



EZ = NEO NE1 NE2 NE3 NE4 NE5 NE6 NE7 



1. PH4, flip-flops E0 through E7 = 0. If the aug- 
end and the addend exponents are equal, PH4 is used to set 
up the addend for the addition or the subtraction of the two 
floating point numbers. If FAS or FAL is being performed, 
the complete fraction of the addend in bits C47 through C31 
is transferred to flip-flops D47 through D31 at the PH4 
clock (signal DXC/6). Bits CO through C31 contain zeros 
if FAS is being implemented. If FSS or FSL is being per- 
formed, the inverted added fraction is transferred to flip- 
flops D47 through D31, and a one for the two's complement 
is forced into flip-flop CS31 by signal DXNC/1. PH9 and 
clock T8L are enabled. 



»rvJ 



2. PH4, flip-flops E0 through E7> 0. If the aug- 
onent is Greater than the addend exponent PH4 is 
used to set up the registers for the interchange of the add- 
end and the augend. The complete fraction of the addend 
in bits C47 through C31 is transferred to flip-flops D47 
through D31 at the PH4 clock by signal DXC/6. The add- 
end fraction is held temporarily in D" register until it can 
be transferred to the A-register in PH6. Flip-flop CXS is 
set for use in PH5. 



3. PH4, flip-flops E0 through E7 > 0. If the add- 
end exponent is larger than the augend exponent, PH4 is 
used to set up the augend for right-shifting in PH7 and PH8. 
The inverted addend exponent is in flip -flops DO through D7. 
The absolute value of the addend exponent is taken by trans- 
ferring bits ND0 through ND7 to flip-flops Bl through B7. 
(Flip-flops Bl through B7 always hold the absolute value of 
the larger of the original exponents. ) The D-register is 



cleared at the PH4 clock by signal DX/l . The E-register 
contents are incremented by one to record the right shift 
which occurs in PH7 (E-register is counting toward zero). 
PH7 and T8L are enabled. 



If the augend is negative, flip-flops NGX and FPR are set. 
NGX is used in the right shift during PH7. Signal FPR sig- 
nifies that the floating point polarity of the result of the 
addition or the subtraction should be reversed. If the aug- 
end is negative, it is changed to positive before the addi- 
tion for shifting purposes. The addend is also inverted to 
retain the same relationship to the augend. The result of 
the addition is therefore the inverse of the proper result. 



e. PH5. PH5 is entered only if the E-register con- 
tained a positive number in PH4 (the augend was greater than 
the addend). PH5 is used to transfer the augend fraction to 
the C "-register. The augend fraction in flip-flops A47 
through A31 is gated to the sum bus by signal SXA and is 
transferred at the PH5 clock to the C "-register by signal 
CXS. The A"-register is cleared by signal AX/1. The E- 
register contents are decremented by one to record the first 
right shift of the addend in PH6. (The E-register is counting 
toward zero. ) Flip-flop NGX is sei for use in PH6 if the 
addend is negative. The absolute value of the addend must 
be taken for shifting purposes. Flip-flop FPR is consequently 
set if the absolute value of the addend is opposite to the 
form required for addition or subtraction (if an addition is 
being performed with a negative addend or if a subtraction 
is being performed with a positive addend). Clock T8L is 
enabled for PH6. 



f. PH6. PH6 is entered only from PH5 (the augend was 
greater than the addend in PH4). PH6 is used to complete 
the interchange of augend and addend and to perform the 
first shift of the addend. The absolute value of the addend 
is gated to the sum bus by signal SXADD. (NGX was set 
in PH5 if addend was negative. ) The sum bus outputs are 
shifted one hex to the right and are transferred to the A"- 
register at the PH6 clock. The E-register contents are dec- 
remented one count to record a possible PH8 shift. 

The augend was put into C"-register in PH5. If flip-flop 
FPR has been set, the sign of the addend is opposite to what 
it should be, and likewise, the augend sign must be reversed. 
The augend is transferred to the D "-register by signal DXC/6 
at the PH6 clock if signal FPR is false. The inverted aug- 
end is transferred to the D "-register, and a one is forced 
into flip-flop CS31 for the two's complement by signal 
DXNC/1 if FPR is true. If the E-register contains a zero 
at the PH6 clock, PH9 and T8L are enabled. If flip-flops 
E0 through E7 are not ali zeros, more shifting of the addend 
must be done, and PH8 is enabled. 

g. PH7. PH7 is entered only if the E-register con- 
tained a negative number in PH4(the addend was greater 
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than the augend). PH7 is used to perform the first shift of 
the augend. The absolute value of the augend is gated to 
the sum bus from the A"-register by signal SXADD. (NGX 
was set in PH5 if the addend was negative. ) The sum bus 
outputs are shifted one hex to the right and are transferred 
back to the A"-register at the PH6 clock. The E-register 
contents are incremented by one count. 



Since the absolute value of the augend has been taken, the 
sign of the addend must also be reversed either if FPR is 
true and an addition is being performed or if FPR is false 
and a subtraction is being performed. Either the addend or 
the inverted addend is transferred to the D "-register at the 
PH6 clock (signals DXC/6 and DXNC/1, respectively). A 
one is forced into flip-flop CS31 if the inverted addend is 
transferred to complete the two's complemented addend. If 
the E-register contains a zero at the PH7 clock, PH9 and 
T8L are enabled. If flip-flops E0 through E7 are not all 
zeros, more shifting of the augend must be done, and PH8 
is entered. 



h. PH8. PH8 is entered from either PH6 (the augend 
was greater than the addend) or PH7 (the addend wasgreater 
than the augend). If PH8 is entered, it signifies that the dif- 
ference of augend and addend exponents was greater than 
one and that more shifting is required before the addition can 
take place. If FAS or FSS is being performed, the augend or 
the addend in flip-flops A47 through A71 is gated to sum 
bus outputs S47 through S71 by signal SXA/3. If FAL or FSL 
is in effect, flip-flops A47 through A31 are gated to S47 
through S31 by signal SXA. The sum bus outputs are shifted 
one hex to the right and are transferred back into the A- 
register at the PH8 clock. If FAS or FSS is being imple- 
mented, only bits A47 through A31 are significant. The 
bits in flip-flop A0 through A3 are the guard digits which 
may be retained in the final answer if postnormalization is 
needed. The count in the E-register is counted toward 
zero by incrementing the contents by one (if the contents 
are negative) or by decrementing the contents by one (if 
the contents are positive). Flip-flop CS31 remains set for 
complement for an inverted operand in the D-register. 
This must be held until the addition or subtraction takes 
place; repeater flip-flop CS31 is therefore not reset. 



If the E-register is nonzero at thePH8 clock, PH8 is sus- 
tained and another shift is performed. If the E-register 
contains zero at any PH8 clock, the addend and augend 
exponents are equal and the addition or the subtraction can 
be performed. PH9 and clock T8L are enabled in this case. 
PH9 may also be enabled if a zero fraction in flip-flops 
A47 through A31 is detected. PH9 is enabled in this case 
but clock T8L is not, since carry propagation time in the 
addition is not required. 

i. PH9 is the addition phase of FAFLAS, entered 
from PH4, PH6, PH7, or PH8. At this point in the 



implementation, the exponents of the augend and the add- 
end are equalized and the addition or subtraction can take 
place. The augend and the addend in the A- and D-registers 
(not necessarily in that order) and bit CS31 are added and 
the fraction result (sum) gated to the sum bus by signal 
SXADD. At the PH9 clock, the result on S47 through S31 
is transferred from the sum bus outputs to flip-flops A47 
through A31 . If signal FPR is true at this time, the result 
obtained in the addition process has the opposite polarity 
of the correct result. The result will be inverted in a later 
phase. 

Fraction (mantissa) overflow may occur with the addition. 
When two positive or two negative numbers are added and 
their absolute sum is greater than or is equal to one, the 
usual overflow that occurs is a carry into the sign bit posi- 
tion. Maximum overflow into bit position 46 exists when 
the sum of the addition is -2. Overflow is corrected in all 
cases by a right shift of one hex. Flip-flop FMOF (floating 
point mantissa overflow) is set if overflow exists, but not if 
the overflow is caused by a sum of -1 . Overflow is cor- 
rected in PH12 if FMOF is set, or in PFN3 if caused by a 
sum of -1 . 



Flip-flops Bl through B7 contain the biased uninverted ex- 
ponent of the sum (put in the register in PH2 or PH4). Sixty- 
four is subtracted from this by inverting the content of flip- 
flop Bl and by transferring Bl through B7 to E0 through E7. 
The result is the unbiased exponent of the sum. Bit El is 
now used as the sign bit of the exponent and the seven ex- 
ponent bits may represent a positive or negative number, 
depending upon the state of bit El . If bits El through E7 
are a negative number (bit El =1), it is in two's comple- 
ment form. 



The B- and D-registers are cleared by signals BX/1 and 
DX/1, respectively, at the PH9 clock. Flip-flop NGX is 
set for PHI 2 use. Memory request signal MRQ/l is enabled 
to request the next instructions; interruptibility is stopped 
by resetting flip-flops IEN; and PH12 and T8L are enabled. 



j. PHI 2. PHI 2 is used for overflow adjustments and 
first postnormalization attempts. The absolute value of the 
fraction result is gated to the sum bus by signal SXADD (if 
the result is negative) or by signal SXA (if the result is posi- 
tive). Fraction overflow causes the state of bit position 47 
of the result to be reversed. A negative result is detected 
either when there has been no overflow and the sign bit is 
true or when there has been overflow and the sign bit is 
false. A positive result is detected when the opposite con- 
ditions are true. The state of flip-flop FPR is reversed if the 
result generated in PH9 was negative, since the taking of the 
absolute value has changed the result from negative to positive. 

There are three possible sets of conditions at the beginning 
of PHI 2: overflow, no overflow with postnormalization not 
necessary, and no overflow with postnormalization necessary. 
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When overflow has occurred, the absolute value of the result 
must be shifted one hex to the right. If FMOF is true, the 
sum bus outputs S47 through S27 are shifted this amount to 
the right and are transferred back into the A-register at the 
PH12 clock. The unbiased exponent in the E-register is in- 
cremented by one as the fraction result is shifted. A special 
case of overflow occurs if FMOF is true and if flip-flops 
A47 through A31 contain all zeros. This is the case when 
the addition or the subtraction has yielded -2. A one is 
forced into flip-flop A50 as the number is shifted in this 
case. 



If overflow has not occurred and the result is simple normal- 
ized, or if the result is not simple normalized and postnor- 
malization is to be inhibited (mode control bit FN = 1), the 
absolute value of the result is transferred to the A"-register 
at the PH12 clock by signal AXS. 



If overflow has not occurred, and if the result is not simple 
normalized (postnormalization is to be performed), the sum 
bus outputs S51 through S31 are shifted one hex to the left 
and are transferred into flip-flops A47 through A27 at the 
PH12 clock. The unbiased exponent in the E-register is 
decremented by one count as the shift is made. This is the 
first try at postnormalization; if other shifts are required, 
they are performed in PHI 3. Also at the PHI 2 clock, a 
one is forced into flip-flop BC31 . Flip-flops BC31, B31, 
and B30 form the postnormalization counter. When the 
first postnormalization attempt is made (PH12 or PHI3), flip- 
flop BC31 is set. The B-register was cleared in PH9; it shifts 
left one bit position (B30 - / B31 * / BC31) for each 
postnormalization attempt. If flip-flop B31 contains a one 
and if postnormalization is still in progress or if flip-flop 
B30 contains a one when the result is ready for storage, 
more than two postnormalization shifts have taken place. 



If the result is not ready for storage (NFPRR true), it is gated 
to the sum bus by signal SXA during PH13. PH13 is sus- 
tained as long as signal NFPRR is true. At the first PHI 3 
clock, clock T10L is enabled if FAL or FSL is in effect and 
if more than two postnormalization shifts are required. A 
one is again forced on private memory address line LR31, 
and flip-flop NGX is set. 



One of two courses is then followed: 



1. If bit A47 is true, it signifies that the absolute 
value of the sum is +1. This can happen if the result in PH9 
was -1/16 and FN = 1, or if the result in PH9 was -1 . The 
result must be shifted to the right to correct the overflow. 
The S-bus outputs are shifted one hex to the right and the 
shifted result is transferred into the A "-register at the PHI 3 
clock. The exponent in the E-register is increased by one. 
The result is now ready for storage. 



2. If bit A47 is false, the result is nonzero, and 
if the result is not yet normalized and is to be, five post- 
normalization tries are made if FAS or FSS is in effect or 
twelve tries are made if FAL or FSL is being performed. The 
first clock is TIOL; all others are T6L. The result on the 
sum bus is shifted one hex to the left and clocked into the 
A "-register. The E-register is decreased by one count to 
adjust the exponent. A one is forced into flip-flop BC31 
and the contents of the B-register and bit BC31 are shifted 
one bit position to the left for postnormalization counting 
logic. Since the result is nonzero, no more than four addi- 
tional clocks normalize the result if FAS or FSS is in effect, 
and no more than eleven additional clocks normalize the 
result if FAL or FSL is being implemented. This step is re- 
peated for each clock until the result is normalized. 



If overflow has not been detected and if flip-flops A47 
through A31 contain all zeros, the result is equal to zero. 
Flip-flop RTZ is set in this case for use in following phases. 
The D-register is cleared by signal DX/l, and flip-flop 
NGX is set for PH13 use. If FAS or FSS is being performed, 
flip-flop G0003/1 is set for PHI 3 use. If FAL or FSL is 
being performed, clock T10L is enabled. A one is forced 
on private memory address line LR31 for transfer of the LSW 
of the result into the odd numbered private memory register 
in PH13. 



k. PH13. PH13 is the postnormalization phase of 
FAFLAS. The result at this time is either ready for storage 
or not ready for storage. The result is not ready for storage 
if, at the beginning of PHI 3 or after adjustment,, bit A47 
is true or if there is a nonzero result that must be postnor- 
malized. The result is ready for storage if bit A47 is not 
true, and there is a zero result, if the result is postnor- 
malized, or if postnormalization is to be inhibited. 



Underflow or exponent overflow is detected during PH13. If 
the exponent of the result in the E-register is decremented 
so often by postnormalization shifts that it becomes negative, 
underflow has occurred and signal FEUF goes true. The un- 
derflow indication is killed if more than two postnormalizing 
shifts are required, FZ = 0, and FS = 1 (trap on significance 
but not an underflow). A one is merged into flip-flop El to 
accomplish this. Exponent overflow is detected when the 
exponent is changed so that the quantity it holds exceeds 
+63 or is less than -63. Signal FEOF goes true with expo- 
nent overflow. If an overflow condition exists, adding 64 
to bias the exponent would result in a biased exponent ex- 
ceeding + 127 or a negative exponent, neither of which is 
possible. 



FEUF = E0 NE1 FAFL NRTZ 



E1X1 = FAFLAS FPPN FS NFZ E0 B31 
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S/El = El XI + ... 

FEOF = NEO El FAFL NRTZ 

When the result is ready for storage, one of three actions 
is taken 

1 . The result is negated, and a one is added for 
the two's complement if FPR is true. The one for two's com- 
plementing is provided by signal K31 (if FAL or FSL is in 
effect) or signal K71 (if FAS or FSS is being performed). 
The negated result is gated to the sum bus by signal SXADD. 

2. The result remains unaltered if signal FPR is 
false; it is gated to the sum bus by signal SXA. 

3. Zeros are gated to the sum bus if the result is 
zero or if there was exponent underflow with FZ = 0. 

If FAL or FSL is being performed, and if there is no trap 
condition (signal RWDIS is false), sum bus outputs SO through 
S31, LSW of the result, are transferred to the odd numbered 
private memory register at the PHI 3 clock by signal RW. 
Sum bus outputs S48 through S71 are transferred to flip-flops 
A8 through A31 at the clock by signal AXSR32. The expo- 
nent result in flip-flops El through E7 is biased by adding 
64, and is clocked into flip-flops Al through A7. Bias is 
achieved by reversing the state flip-flop of El . Ones are 
clocked into flip-flops CSO through CS7 to invert the expo- 
nent if the final result is negative. The A-register now 
holds a zero in flip-flop A0, the uninverted exponent in 
flip-flops Al through A7, and the most significant part of 
the fraction result in flip-flops A8 through A31 . 

Flip-flops DRQ, T8L, and PH15 are set at the PH13 clock. 
Flip-flop DRQ inhibits transmission of another clock until 
a data release signal is received from memory. If FAS or 
FSS are being performed and if the result is zero, flip-flop 
RTZ is set for PHI 5 use. 

If trap conditions exist, flip-flops TRAP and TR29 are set 
to provide a trap to memory location X'44' (68). Trap con- 
ditions are the following: 

1. Exponent overflow. If the result is not equal 
to zero, exponent overflow causes an unconditional trap. 

2. Underflow. Underflow causes a trap if the float- 
ing zero mode control bit, FN, is a one, if the result is not 
zero, and if signal FEUF is true. 

3. Insignificant result. If FN = (result is to be 
postnormalized), and FS = 1, a trap results if more than two 
postnormalizing shifts are required or if the result is zero. 

I. PHI 5. PHI 5 is used to store the MSW of the result 
and to set the condition codes. If the result is not equal to 
zero, the MSW of the result is summed with the CS-register 
in an exclusive OR operation (bits CSO through CS7 are all 



ones if the result is negative and invert the exponent in 
this case). If the result is equal to zero and if there is no 
trap condition, zeros are on sum bus outputs SO through S31. 
The sum bus outputs, SO through S31, are transferred to the 
even numbered private memory register if no trap condition 
exists. Signal RWDIS disables the transfer if a trap exists. 
The sum bus outputs are also transferred to flip-flops A0 
through A31 for condition code use. A one is merged into 
flip-flop A31 by signal A31X1 if the result was not equal 
to zero. This action is necessary because a portion of the 
result has already been stored (PH13), and the most signifi- 
cant part may be zero. 

Flip-flop TESTA is set to enable condition code bits 3 and 
4. Condition code 1 is set if underflow has occurred or if 
there is an insignificant result with FN = 0. Condition 
code 2 is set if there is underflow with FZ = (inhibited if 
FS = 1 and significance trap exists). Condition code 3 is 
set if the result is positive and nonzero; condition code 4 
is set if the result is negative. Signal ENDE is generated. 
Flip-flop PRE1 is set to begin the preparation sequence for 
the next instruction. Clock T6L is enabled. 

3-291 Floating Point Multiplication (FAFLM) 

3-292 GENERAL . The implementation of FML is identical 
to the implementation of FMS with the exception of the 
number of fractional digits to be operated upon. The two 
instructions will be discussed together and differences be- 
tween them will be noted in the discussion. 

3-293 FLOATING POINT MODE CONTROL BITS . Mode 
control bit FZ, floating zero, determines the operation of 
floating point multiplication. Mode control bits FN and 
FS are not in effect. 

If mode control bit FZ = 0, underflow or a zero result causes 
the result to be set equal to true zero. If FZ = 1, underflow 
causes the computer to trap to memory location X'44' (68). 
The contents of the general registers remain unchanged if 
the trap occurs. 

If exponent overflow occurs, the computer always traps to 
location X'44' (68). 

3-294 CONDITION CODE SETTINGS. The condition 
code settings and their meanings for floating point multipli- 
cation are shown in table 3-133. 

3-295 BASIC STEPS IN FAFLM IMPLEMENTATION. To 
multiply two floating point numbers in Sigma 7, the follow- 
ing basic steps are performed: 

a. Transfer of operands (PHI and PH3). The multiplier 
(from private memory) and the multiplicand (from core mem- 
ory) are transferred to the arithmetic unit registers. 

b. Exponent summing (PH2 and PH3). The uninverted 
biased multiplicand exponent is added to the uninverted 
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Table 3-133. Condition Codes for Floating 
Point Multiplication 



CONDITION 
CODE 



12 3 4 







1 



10 



10 



10 1 



IF NO TRAP TO 

LOCATION 

X'44' OCCURS 



Result negative 



Result positive 
and nonzero 



IF TRAP TO LOCA- 
TION X'44' OCCURS 



110 



10 



10 1 



10 10 



110 



110 1 



1110 




Underflow, result 
positive and nonzero, 
FZ = 1 



biased multiplier exponent. Also, -128 is subtracted from 
the exponent sum to remove the bias (since the exponent 
sum is biased by twice the normal amount after the addition 
of the two biased numbers). The unbiased exponent sum of 
the two floating point numbers represents the exponent of 
the product. This product exponent may be corrected as 
prenormalizing shifts are performed on the fractions of the 
two operands, or as postnormalizing shifts are performed on 
the product. 

c. Prenormalization (PH3-PH7). Before the two float- 
ing point numbers are multiplied, both are simple normalized. 
After the exponents are added (step b), the multiplier and 
the multiplicand are examined. The following conditions 
are possible. 

1. The multiplier and the multiplicand are both 
simple normalized. In this case, the multiplication may be 
performed without adjustment of either operand. 

2. The multiplier is simple normalized but the 
multiplicand is not. The multiplicand is shifted to the left 
one ii6x at a time until it is simple normoiizeu onu is reauy 
for multiplication. With each shift, the exponent sum is 
decremented by one to compensate for the shift. 

3. The multiplicand is simple normalized but the 
multiplier is not. The multiplier is shifted to the left one 



hex at a time until it is simple normalized and is ready for 
multiplication. With each shift, the exponent sum is dec- 
remented by one. 

4. Neither the multiplicand nor the multiplier 
are simple normalized. The multiplier is shifted to the right 
until it is simple normalized, and is followed by the simple 
normalization of the multiplicand. The exponent sum is dec- 
remented by an amount equal to the total number of mul- 
tiplicand and multiplier shifts. Prenormalization of the 
multiplier is done only to record the number of insignificant 
digits in the multiplier. The prenormalized multiplier is 
discarded before the multiplication. When the multiplica- 
tion is effected, the original multiplier is used; the insigni- 
ficant digits of the original multiplier are ignored in the 
multiplication. 

5. The multiplier or multiplicand or both are equal 
to zero. The multiplication is not performed and the product 
is set equal to zero. 

d. Multiplication (PH10). After prenormalization of 
both operands, the fractions of the prenormalized floating 
point multiplicand and the significant bits of the original 
multiplier are multiplied. Multiplication methods are al- 
most identical to the bit-pair methods used for fixed-point 
numbers (MW, MI, and MH opcodes). 

e. Postnormalization (PH13). The product is examined. 

1. If the product is normalized or is zero, and if 
there is no overflow, the product is ready for storage; 64 is 
added to the exponent to bias it once again. 

2. If the product is not normalized, it is shifted 
to the left one hex to perform the postnormalization (since 
both operands were prenormalized, only one postnormaliza- 
tion shift is required). Step 1 is then performed. 

3. If there is overflow in the product, it is shifted 
right one hex to correct the overflow condition. Step 1 is 
then performed* 

f. Storage (PHI 3 and PH15). The biased exponent and 
the fraction result of the product are assimilated and are 
stored in memory in proper form, if there is no trap condition. 

An example of FAFLM is shown in figure 3-219. The lettered 
steps correspond to the basic steps discussed. 

3-296 DETAILED STEPS IN FAFLM IMPLEMENTATION . 
Figure 3-220 shows the FAFLM phases and the operations 
performed for each phase. The following discussion is sup- 
plemented by table 3-134 and by figure 3-220. 

If FML is being performed, a one is forced on private 
memory address line LR31 during the phase preceding 
PRE2 NIA. The least significant word of the multi- 
plier (LSW) is transferred from the odd numbered private 
memory register to the A-register during PRE2 NIA. 
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A. TRANSFER OF OPERANDS: 



o | i ooo i o i|oooo'oooo'ooo 



MULTIPLIER 
(^2- ,2 x,6 5 ) 



l|l 1 1 1 1 1 1 l'l 1 1 l'l 1 10 MULTIPLICAND 



B. EXPONENT SUMMING: 



C. PRENORMALIZATION 
OF OPERANDS: 

EXAMINE MULTIPLIER FRACTION 
AND MULTIPLICAND FRACTION 



SIMPLE NORMALIZE [mULTIPLIER| 
AND RECORD NUMBER OF HEX- 
ADECIMAL SHIFTS REQUIRED; 
ADJUST EXPONENT PRODUCT 



SIMPLE NORMALIZE MULTIPLICAND 
AND ADJUST EXPONENT PRODUCT 



(-2- n x,6- 7 ) 



r-EXPONENT SIGN BIT 



1 1 1 1 
'01 1 10 1 
10 
11111110 



69 
+ 57 
- 128 (TO UNBIAS SUM) 



2 (EXPONENT PRODUCT) 



(MULTIPLIER NOT 
SIMPLE NORMALIZED) 

(MULTIPLICAND NOT 
SIMPLE NORMALIZED) 



0||§|||g|0 000 0000 0001 
°WMM?A ' 1 1 ' ' ' 1 1 ' ' ' ' 1 ° 

opfllllffloooo'oooo'ooo 1 

A S // SH IFT LEFT TWO RECORD 
yS HEX DIGITS ' 

opHHHIJo ooi'oooo'oooo 

11111110 EXPONENT PRODUCT 

- 1 

1111110 NEW EXPONENT PRODUCT 



■m 



D. MULTIPLICATION OF FRACTIONS: 

CHANGE MULTIPLICAND TO SAME 
SIGN AS ORIGINAL MULTIPLIER 



MULTIPLY BY ORIGINAL MULTIPLIER. 
NOTE NUMBER OF SHIFTS IN STEP C 
AND MULTIPLY ONLY BY THE 
SIGNIFICANT DIGITS IN THE MULTIPLIER 



E. OVERFLOW DETECTION AND POST- 
NORMALIZATION: 



EXAMINE |PRODUCT| 



POSTNORMALIZE; 
ADJUST EXPONENT 
PRODUCT 



BIAS EXPONENT 



F. STORAGE: 



ASSIMILATE FRACTION AND 
EXPONENT CHANGE TO PROPER 
FORM, AND STORE 




11111111 1110 

SHIFT LEFT 

TWO HEX DIGITS 

■WWM\ 1 10 000 0' 0000 

EXPONENT PRODUCT 



11111100 

- 1 

111110 10 



NEW EXPONENT PRODUCT 



ioO 1 O'OOOO'OOOO (+2~ 3 ) 



[—EFFECTIVE 

| BINARY POINT 



x0| 

0^ 



foooo'oooo'looo ll <+2"' 2 ) 



. ■ n » . n< , 



30 000 0010 0000 



FRACTION PRODUCT 



ONLY SIGNIFICANT 
MULTIPLIER HEX DIGIT 



30 000 00100000 



/ 



SHIFT LEFT ONE 
HEX DIGIT 



111110 10 
-0 1 



11111001 

+1000000 
111001 



0010 0000 0000 

EXPONENT PRODUCT 
NEW EXPONENT PRODUCT 



BIASED EXPONENT PRODUCT 



olo i i i oo lloo i o'oooo'oooo 
i ji ooo i i o| i i i o'oooo'oooo 



PRODUCT 



PRODUCT 



(-2- 3 x 16~ 7 ) 



-23 -2 

(-2 /J x 16 I 
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Figure 3-219. Example of FAFLM Implementation 
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R OR R + 1 




A 









LSW (FML) OR COMPLETE 
MULTIPLIER (FMS) 



* |f MR J F MR1 



//»»»»IA 

| e md| f mdi 



1 * 




1 


A' 










B7-B31 




A0-A7 


flfH 


F MR1 

















HP 






1 






t 


(FMS ONLY) 


t , , 




i 


, 










| fc MRl 





I e mdI 






^^MdI F MD1 



r^ f 



D0-D7 1 



HZI 

cso 





A' 






B' 


± 


F MR1 











CSO 

MB + 1 



F MD2 






* 



(FML ONLY) 



CASE 1 : NASN (CSN OR NCSN) 

R + 1 (FML ONLY) A 



(FOR REGENERATION ONLY) 



CASE 2: ASN NCSN 



CASE 3: ASN CSN=*MPP 

C" 



/BCON \ 
\ LOGIC/ 



CASE I: MULTIPLIER =0 
RTZ 



■HZI 



CASE 2: MULTIPLIER * 





A" 








A" 


* 


F MR1 


F MR2 










y 



^| F Mr|x 16 
(NCSN ONLY) 




P15-P18,MP19 



± 


F MD) 


F MD2 













" " 





A" 


x 16 




A" 


± 


| F MR,| 


| F MR2| 










*" 



E0-E7 



P15-P18,MP19 



TO 5 CLKS (SHORT) 
TO 13 CLKS (LONG) 





D" 


x 16 




A" 


± 


F MD1 


F MD2 










* 



CASE 1 : MULTIPUCAND = 
RTZ 



•HZI 1 



CASE 2: MULTIPLICAND 4 



TO 6 CLKS (SHORT) 
TO 14 CLKS (LONG) 




C 



LAST CLOCK : ASN=*MPP 
C" 






D" 


± 


F MD1 


F MD2 










* 



(ALSO BCON LOGIC) 



D" IF N(MWN©RN) 
/ND" IF(MWN©RN) 



(BCON LOGIC) 



UP TO 12 CLOCKS (SHORT) 
OR 28 CLOCKS (LONG) 



MULTIPLY ITERATIONS AND 
BCON LOGIC SEE FIGURE 3-221 



A ., 


B0-B3 


z 
















CS" 
















* 






K31 













(ALSO BCON LOGIC) 



*-r~ 












z 


*■ 


D" 












CS31 ft- 



I PRODUCT | 



FROMPH4I FROM PH7 



I FROM PH7I 



CASE 1 : NFPRR 



* 


| F Rl| 


| F R2| 



PH13 
TO 2 CLKS 



| F R |x.6 




(A47 = 1,CASE NOT SHOWN) 



r| OR -| F R2| 



M 



;; m 'T'T" i 

I OR rR2| 



JMi 



*m 



INVERT A1-A7 IF RESULT' 
NEGATIVE OR ZEROS 





mmk 





A A0-A31 B B0-B31, 

A' A47-A71 B' B47-B71, 

A" A47-A31 B" B47-B31, 



Figure 3-220. FAFLM Implementation, 
Block Diagram 
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Table 3-134. Floating Multiply (FAFLM), Phase Sequence 



Phase 


Function Performed 


Signals Involved 


Comments 


PREP 


Same as general preparation 
except for 








Phase 


Force one onto LR31 address 


R/NLR31/2 


= (PRE1 NIA + PRE3 IX 


To select odd numbered 


Pre- 


line if FML 




+ PRE4) OUI OUF + ... 


private memory register 


ceding 










PRE2,~ 










NIA 










PRE2 


r>r>n nnoi / w *n a^i 


AXRR 


= FAMDSF PRE2 NIA + ... 


LSW of multiplier (FML) 


KKU-KKol / * AU-Aol 


NIA 








or complete multiplier 


T4RL 








(FMS) 


PHI 


An Ail mi r n r, >i 


SXA 


= FAFL PHI + ... 




AU-Aol *■ oU-oo 1 


T4RL 


S0-S31 —f-~~ B0-B31 


BXS 


= FAMDSF PHI + ... 






RR0-RR31 / » A0-A31 


AXRR 


= RNXRRO/2 PHI + ... 
= FAFL PHI + ... 


Redundant if FMS; MSW 
of multiplier if FML 




Set flip-flop RN if multiplier 


S/RN 


= RRO RNRXRRO + ... 


Stores multiplier sign 




negative 




= RRO PHI FAFL + ... 






a. Ann umi » r~f\ m 


Preparation 


control 


MSW of multiplicand 


/VIdU-AAdo 1 * ^U-CwOl 




Set flip-flop MWN if multiplicand 


S/MWN 


= C0C16 FAMDSF 


Stores multiplicand sign 




negative 










Set flip-flop CXCL32 


S/CXCL32 


= FAFL PHI + ... 


For PH2 use 




Reset flip-flop CC1 


R/CC1 


= FAFL PHI + ... 






Reset flip-flop CC2 


R/CC2 


= FAMDSF NFAMULH 






Force all ones into CS0-CS7 


CSX1/5 


= FAFL PHI + ... 


To invert multiplier 
exponent if multiplier 
negative 




Set flip-flop IEN 


S/IEN 


= FAMDSF NFAMUL + ... 


Start interruptibility 


PH2 


A0, A8-A31 —h*- A47, A48-A71 


AXAL32 


= FAFL PH2 


MSW of multiplier 


T6L 








—f— A' 




r-i\ /-n /-oi _ /- A-r y~ An r—>-\ 


CXCL32 


= set in PHI 


MSW of multiplicand 


L.U, L.O-V-OI *■■ ^4/, <_4o-*w/ 1 










-H*- C 




A0-A31 + CS0-CS7 - 


SXPR 


= FAFL PH2 RN + ... 


" 






S0-S31 if multiplier negative 












or 


SXA 


= FAFL PH2 NRN + ... 




Uninverted multiplier 
exponent 




AU-Aol ^ iU-io 1 It 








multiplier positive 












S0-S7 -A-*- A0-A7 


AXS/1 


= FAFL PH2 + ... 


-. 












Mnemonic: FMS (3F, BF), 






(C 


ontinued) 


FML (IF, 9F) 
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Table 3-134. Floating Multiply (FAFLM), Phase Sequence (Cont. 



Phase 


Function Performed 


Signals Involved 


Comments 


PH2 
T6L 
(Cont.) 




D7 if 


DXNC 


- FAFL PH2 MWN + ... 


"V 


INLU-NL/ / ■" UU- 
multiplicand negative 

or 




„ Uninverted multipli- 
cand exponent 




C0-C7 -/—- D0-D7 if 
multiplicand positive 


DXC/6 


= FAFL PH2 NMWN + ... 


< 






Force a one into CSO 


S/CSO 


= FAFLM PH2 + ... 


To remove 2X bias from 
the exponent sum 




S8-S31 -/-— B8-B31 if FMS 


BXS 


= FAFL PH2 N(FAFLM N02) 
+ ... 


Multiplier / * B8-B31 




Set flip-flop FPR if final product 
is to be negative 


S/FPR 


= FAFLMD PH2 (MWN © RN) 
+ ... 


Result must be reversed 




Force a one onto LB31 address line 


S/LB31/1 


= FAFL PH2 + ... 






Force a one onto LR31 address line 


R/NLR31/2 


= LR31/2 = FAFL PH2 + ... 






Enable MRQ 




MRQ 


= FAFL PH2 + ... 






Set flip-flop DRQ 


► if FML 


S/DRQ 


= FAFL PH2 N02 + ... 


Inhibits transmission of 
another clock until data 
release signal received 




Enable T6RL 




T6RL 


= FAFL PH2 02 + ... 






Set flip-flop CX/1 if FMS 


S/CX/1 


= FAFL PH2 02 + ... 




PH3 
T6L 
(FML) 
T6RL 


A47-A71 - S47-S71 

S47-S71 -/-*- B47-B71 

A0-A7 + D0-D7 + CSO - 

S0-S7 


SXA/3 
BXS/1 
SXK/1 

SXPR/1 


= FAFL PH3 + ... 

= FAFL PH3 

= FAFL PH3 + ... 

= FAFL PH13 + ... 


Insignificant if FMS 
Exponent product 








EXS 


= FAFL PH3 + ... 


Exponent product 


jU-j/ / •* LU-L/ 




Clear P-register 


PX 


= FAFL PH3 + ... 








-C31 if FML 


See PH2 




Zeros C0-C31 

if FMS 


/V\liU-/V\liJ 1 ■" L.U 




Clear A "-register 


AX/1 


= FAFL PH3 + ... 


May be regenerated (see 
case 1 below) 








(C 


ontinued) 


Mnemonic: FMS (3F, BF), 
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Table 3-134. Floating Multiply (FAFLM), Phase Sequence (Cont. ) 



Phase 


Function Performed 


Signals Involved 


Comments 


PH3 
T6L 
(FMS) 


Case 1: NASN 


ASN 


= (A47 + A48 + A49 + A50 
+ A51) (NA47 + NA48 
+ NA49 + NA50 + NA51) 


A, not simple normalized 
case 


T6RL 
(Cont.) 




AXS/4 


= FAFL PH3 N(FAFLM ASN) 


Regenerate A' 


54/-b/l / *■ A4/-A/I 




nnn np n i m AD A^l "f ["AlAI 


AXRR 


= FAFL PH3 N(FAFLM ASN) N02 
+ ... 


LSW of multiplier (zeros 
- A if FMS) 


KKO-KKol * AU-Ao 1 it r/V\L 




Set flip-flop NGX if multiplier 


S/NGX 


= FAFL PH3 


For PH4 use 




negative 










Clear D' -register 


DX/1 


= FAFLMD PH3 + ... 






Set flip-flop T8L 


R/NT8L 


= T 8L = FAFL PH3 N(FAFLM ASN) 
FAFLMD + ... 






Case 2: ASN NCSN 


CSN 


= (C47 + C48 + C49 + C50 
+ C51) (NC47 + NC48 
+ NC49 + NC50 + NC51) 


ASN and C, not simple 
normalized case 




C47-C31 —H- D47-D31 


DXC/6 


= FAFLM PH3 ASN + MPP + ... 


Multiplicand / *- D 




Clear A"-register 


AX/1 


= See above, PH3 






Enable PH6 


BRPH6 


= FAFLM PH3 ASN + ... 






Case 3: ASN CSN => MPP 






A and C, simple nor- 
malized case 




C47-C31 -y— D47-D31 


DXC/6 


= FAFLM PH3 ASN + MPP + ... 


Multiplicand / »~ D" 




Enable MPP 


MPP 


= FAFLM PH3 ASN CSN + ... 


Prepare for multiply 
iterations 




Clear A"-register 


AX/1 


= MPP + ... 


Redundant in this phase 




C47-C31 -/— D47-D31 


DXC/6 


= MPP + ... 


Redundant in this phase 




Force ones into CS47-CS31 if 
signs of multiplier and multiplicand 

•i nn nAfi f -m no P°l 


CSX1 

BXBR2 
BCON 


= MPP (MWN © RN) 

= MPP + ... 

- BXBR2 FAMDSF/M + ... = MPP 


To generate absolute 
value of product 

'Examine multiplier bit 
pair 2', 2°. Set multi- 
plier control flip-flops 
to this bit-pair. Shift 
multiplier to bring next 

.bit-pair into B30, B31 


opposite BO-Bzy —f ^ dz-dJI 

Enable BCON 

Set up flip-flops DXCM, DXNCM, 
DXCLIM, BC31 as functions of B30, 
B31, and BC31 




Set flip-flop CXS 


S/CXS 


= MPP + ... 


For PH9 use 








(Continued) 


Mnemonic: FMS (3F, BF), 
FML (IF, 9F) 



3-605 



XDS 901060 



Table 3-134. Floating Multiply (FAFLM), Phase Sequence (Cont. 



Phase 


Function Performed 


Signals Involved 


Comments 


PH3 

T6L 

(FMS) 

T6RL 

(Cont.) 


Reset flip-flop IEN 
Enable PH9 


R/IEN 
BRPH9 


MPP + ... 
MPP + ... 


Stop interruptibility 
Pre -iterations phase 


PH4 
T8L 


(Entered only if NASN in PH3) 
Case 1: A" = 










Set flip-flop RTZ 


S/RTZ 


FAFLM PH4 A4731Z 

+ ... = (S/RTZ/1) + ... 


Product = 




Enable MRQ/1 


MRQ/1 


FAFLMD (S/RTZ/1) + ... 


Memory request for next 
instruction 




Reset flip-flop IEN 


R/IEN 


(S/RTZ/1) + ... 


Stop interruptibility 




Force a one onto LR31 address line 


R/NILR31/2 = 


LR31/2 = (S/RTZ/1) + ... 






Set flip-flop T10L if FML or on even 
R-field 


S/T10L 

FPRD = 


(S/RTZ/1) FPRD + ... 

- (S/RTZ/1) FAFLM NR31 N02 

+ ... 

FAFLM NR31 N02 






Enable PHI 3 


BRPH13 


(S/RTZ/1) + ... 






Case 2: A" / 










| A47-A31 | - S47-S31 


SXADD 


FAFLMD PH4 + ... 


NGX set in PH3 if 
multiplier negative 




Enable FPRENR 


FPRENR 


FAFLMD PH4 + NASN + ... 


Prenormalize R operand 




S51-S31 x 16 -y— A47-A27 


AXSL4 


FPRENR + ... 


Shift multiplier one hex 




Increment E0-E7 by one 


MCTE1 


FPRENR + ... 






Up-count P15-P18 


PCTP5/1 
DXC/6 


FPRENR NA4731Z + ... 
FAFLMD PH4 NCSN + ... 


Delete two multiply 
iterations 


L-4/-L-JI / *" U4/-UJI il 




multiplicand not simple normalized 








PH5 
T6L 


(Entered only from PH4 case 2) 
1-5 clocks if FMS 
1-13 clocks if FML 












(Continued) 


Mnemonic: FMS (3F, BF), 
FML (IF, 9F) 
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Table 3-134. Floating Multiply (FAFLM), Phase Sequence (Cont. ) 



Phase 


Function Performed 


Signals Involved 


Comments 


PH5 
T6L 


Case 1: NASN 
Enable FPRENR 
A47-A31 — S47-S31 


FPRENR - FAFLMD PH5 NASN + ... 
SXA = FAFL PH5 + ... 
AXSL4 = FPRENR + ... 

MCTE1 =■■ FPRENR + ... 

PCTP5 - FPRENR NA4731Z + ... 

BRPH5 = FPRENR PH5 + ... 

Same as PH3, case 3 

MPP = FAFLM PH5 ASN CSN + ... 


Shift multiplier one hex 
to the left 

Delete two multiply 
iterations 

Prepare for multiply 
iterations (enable PH9) 


oj 1 -yo 1 x 16 / *" A4/-AZ/ 

Increment E0-E7 by one 
Up -count P15-P18 

Sustain PH5 if NASN 
Case 2: ASN NCSN 
Advance to PH6 
Case 3: ASN-CSN => MPP 


PH6 
T6L 


(Entered only from PH3, case 2 
or PH5, case 2) 

D47-D31 S47-S31 

Enable FPRENM 


SXD = FAFLMD PH6 + ... 

FPRENM = FAFLMD PH6 N(PH7 ASN) + ... 

AXSL4 = FPRENM + ... 

MCTE1 = FPRENM FAFLM + ... 

S/CXS = FAFLMD PH6 + FPRENM NA4731Z 


Multiplicand in D" 

Prenormalize M operand 

Shift multiplicand one 
hex to the left 

For PH7 use 


oD 1 -oo 1 x lo / ** A4/-AZY 

Decrement E0-E7 by one 
Enable S/CXS 


PH7 
T6L 


(Entered from PH6) 
1-6 clocks if FMS 
1-14 clocks if FML 
Case 1 : A = 


Same as PH4, case 1 

(S/RTZ/1) - FAFLD PH7 NA4731Z + ... 


Product = (enable PH13) 






(Continued) 
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Table 3-134. Floating Multiply (FAFLM), Phase Sequence (Cont. ) 



Phase 


Function Performed 


Signals Involved 


Comments 


PH7 
T6L 
(Cont.) 


Case 2: A / 0, NASN 
Enable FPRENM 


FPRENM 
SXA 


= FAFLMD PH7 N(PH7 ASN) 
= FAFLMD PH7 + ... 




A4/-AJI "" 54/ - j J 1 






AXSL4 


= FPRENM + ... 


Shift multiplicand left 


bJ 1 -jo 1 T~ A 4/ -f\Z/ 










one hex 




Decrement E0-E7 by one 


MCTE1 


= FPRENM FAFLM + ... 








CXS 


= See PH6 


To save adjusted multi- 
plicand 


54/-0JI -■-■»> ^4/ -v_J l 




Enable S/CXS again 


S/CXS 


= FPRENM NA4731Z + ... 


To save adjusted multi- 
plicand 




Sustain PH7 is NASN 


BRPH7 


= FPRENM NA4731Z + ... 






Case 3: A / 0, ASN => MPP 


Same as PH3, case 3 and 


Prepare for multiply 
iterations (enable PH9) 






MPP 


= FAFLM PH7 ASN + ... 








SXA 


= Same as above, case 2 




A4/-Aol *" J4/-JJI 


1 




CXS 


= PH6 or PH7, case 2 






b4/-bJI •"" L.4/ -L.J 1 


PH9 
T6L 


(Entered from PH3, case 3; 
PH5, case 2; or PH7, case 3) 












SXPR 


= FAMDSF/M PH9 + ... 


Match multiplicand to 
multiplifier for | product | 


U4/-UJI ti> L.J4/-L-JJI *" 

S47-S31 




S47-S31 - C47-C3I 


S/CXS 


= Enabled by MPP 


PH3, PH5, or PH7 




C47-S31-/— - D47-D31 


DXCM 


= Previously set by MPP 


•> 






or 
NC47-NC31 -/-— D47-D31 


DXNCM 


= Previously set by MPP 








or 








„ First C — /— D 
transfer as f(BCON) 




C47-C31 -f-~* D46-D30 


DXCLIM 


= Previously set 








or 

Zeros / - D47-D31 if none of 
above 






> 










(Continued) 
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FML (IF, 9F) 



3-608 



XDS 901060 



Table 3-134. Floating Multiply (FAFLM), Phase Sequence (Cont.) 



Phase 


Function Performed 


Signals Involved 


Comments 


PH9 
T6L 
(Cont.) 


Force a one into flip-flop DCWCM 
if ones complement transferred to D" 


S/BC31 
S/DCWCM = 


BCON (B30 B31 NBC31 + B30 
BC31 + ...) 

CCWCM (DXCM + DXCLIM) 
+ NCCWCM DXNCM 


One added later to make 
up two's complement 




B0-B29 / » B2-B31 


BXBR2 


FAMDSF/M PH9 + ... 


3 2 
Examine bit-pair 2,2. 

Set multiplier control 

flip-flops to this bit-pair. 

Shift multiplier to bring 

next bit-pair into B30, 

B31 




Sustain BCON 


BCON 


FAMDSF/M PH9 + ... 






Set up flip-flops DXCM, DXWCM, 
DXCLIM, B31 as functions of B30, 
B31, BC31 










Set flip-flop MIT 


S/MIT 


FAMDSF/M PH9 + ... 






Enable clock TIL if not a single 
clocking 


sail 


FAMDSF/M PH9 NKSC 
N(S/FLMC/1 PI 8) 






Set flip-flop FLMC if significance 
in original multiplier is only in the 
least significant hex 


S/FLMC 


PH9 P18 FAFLM P16(P15 + 02) 


Only two PH10 clocks 
necessary 


PH10 
TIL 


12 clocks (FMS) or 28clocks (FML) - 
two times number of prenormalization 
shifts. For each clock the following 
events occur: 








A © U OS L-> *" 1 K4/-I KJ l 




PR47-PR31 -^— A48-A31, BO, Bl 


AXPRR2 


MIT 


Sums of the partial 
products 




A" D" + A" CS" + D" CS" 
-H*- G47-G31 






Carries of the partial 
products 






CSXGR1 


MIT 




C34/-C3JI / ■" ^j4o-»>-jJZ 




Contents of C" are transferred to D" 
under control of the multiplier con- 
trol. Flip-flops DXCM, DXNCM, 
DXCLIM, set during previous clock 










DCWCM set as before 












(Continued) 
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Table 3-134. Floating Multiply (FAFLM), Phase Sequence (Cont. ) 



Phase 


Function Performed 


Signals Involved 


Comments 


PH10 


my n"~> ' * nio r\~ 7 '\ ~) 




BXBR2 


= MIT + ... 




D4/ -D07 / • D47-D/ I 




TIL 


PT4 rt"71 P A f> or > ' » 










D/U, 5/ 1 , D4-bZ7 / * 


(Cont.) 


B4-B71 












Sustain BCON 


BCON 


= BXBR2 NFLMC + ... 






Set up flip-flops DXCM, DXNCM, 










DXCLIM, B31 as functions of B30, 










B31, BC31 










Count iterations using P15-P18 and 


PCTP5 


= MP19 + ... 






MP19 


S/MP19 


= MIT N(FLMC + MITEX) NMP19 






On the 26 count: 










Other events listed above 










Set flip-flop FLMC 


S/FLMC 


= MP19 FAFLM P16 (P15 + 02) 
+ ... 






Reset flip-flop TIL 


RAIL 


= MP 19 (S/FLMC/1) + NMIT 






On the 27 count: 










Other events listed above 










Set flip-flop MITEX 


S/MITEX 


= FLMC + ... 






On the 28 count: 




; 




Other events listed above 




, 




Reset flip-flop MIT 


R/MIT 


= 






Set flip-flop T8L 


R/NT8L 


= T8L = MITEX FAFLM + ... 






Advance to PHI 1 


BRPH10 


= MIT NMITEX + ... 


Signal BRPH10 disabled 


PH11 


A47-A31 + CS47-CS31 


SXADD 


= FAMDSF/M PH11 


K31 is end carry from B 


T8L 


+ K31 - S47-S31 










S47-S31 -Y— A47-A31 " 




AXS 


= FAFLM PH12 + ... 


t 




B0-B1 + CS32, CS33, 


► 


BXB 


= FAMDSF/M PH11 + ... 


Last partial product 




dLI / * dU-dI J 
















Mnemonic: FMS (3F, BF), 












(Continued) 
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Table 3-134. Floating Multiply (FAFLM), Phase Sequence (Cont. ) 



Phase 


Function Performed 


Signals Involved 


Comments 


PHll 
T8L 
(Cont.) 


Contents of C" are transferred to D" 
under control of the multiplier control 
flip-flops DXCM, DXNCM, DXCLIM, 
which were set during last clock of PHI 










Force a one into CS31 if one's 
complement transferred to D" 


CSX 1/8 


-PHll (S/DCWCM) + ... 


Used in lieu of DCWCM 




Enable MRQ/1 


MRQ/1 


= FAFLM PHll + ... 


Memory request for next 
instruction 




Set flip-flop T8L 


R/NT8L 


= T8L = FAFLMD PHll 




PH12 
T8L 


A47-A31 + D47-D31 
+ CS31 S47-S31 


SXADD 


= FAFLM PH12 


| Product | 




r- a-1 r<~>-t 1 fc A 4Y AO 1 


AXS 


= FAFLM PH12 + ... 




b4/ -bo i / " A 4/ -Ao 1 




Clear D"-register 


DX/1 


= FAFL PH12 + ... 






Set flip-flop NGX 


S/NGX 


= FAFL PH12 + ... 


For PHI 3 use 




Set flip-flop G0003/1 if FMS 
and R-field is odd 


(S/G0003/1 ) 


= FAFL PH12 NFPRD 


Causes K71 in FPRR case 




Force a one on address line LR31 


R/NLR31/2 


= LR31/2 = FAFL PH12 + ... 




PH13 

T6L 

or 


Set flip-flop T10L if not FMS or 
the R-field is not odd 


SA10L 


= FPRD PH12 + ... 




One to two clocks, both T6L if 
FMS and R are odd; otherwsie, 
both are T10L 








T10L 


Case 1: NFPRR - Result Not 
Ready for Storage 


FPRR 


= FAFLAS PH13 NA47 
N(NRTZ NFNF A4751Z) 






A47-A31 S47-S31 


SXA 


= FAFL PH13 NFPRR 






Sustain PH13 


BRPH13 


= FAFL PH13 NFPRR + ... 






Set flip-flop T10L if not FMS or 
R-field is not odd 


SA10L 


= FAFL PH13 NFPRR 
N(FPPN A5255Z) FRD 






Force a one on LR31 address line 


R/NLR31/2 


- LR31/2 - FAFL PH13 NFPRR 
+ ... 






Set flip-flop NGX 


S/MGX 


- FAFL PH13 NFPRR + ... 








(Continued) 
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Table 3-134. Floating Multiply (FAFLM), Phase Sequence (Cont. 



Phase 


Function Performed 


Signals Involved 


Comments 


PH13 
T6L 
or 

T10L 
(Cont.) 


r a-7 roi Wl* ^ ^ 


If A47 
-is a 
one 


AXSR4 

PCTE1 
FPPN 


= FAFL PHI 3 A47 + ... 

= FAFL PHI 3 A47 + ... 

= FAFL PH13 A4751Z NRTZ NFNF 




04/ -JO 1 X l/IO ^ 

A51-A31 

Increment E0-E7 by one 




S47-S31 x 16-7*—- 1 
A47-A27 


I" 

FPRN 


AXSL4 


= FPPN + ... 






B0-B3 —/-*- A28-A31 


MCTE1 


= FPPN + ... 






Decrement E0-E7 by one 












Case 2: FPRR - Result Ready 
for Storage 


FPRR 


= Same as above, case 1 






NA47-NA31 + K 

S47-S31 if product must be negative 


SXADD 


= FPRR N(RTZ + FEUF NFZ) FPR 
+ ... 






A47-A31 -S47-S31 if product 

must be positive 


SXA 


= FPRR N(RTZ + FEUF NFZ) NFPR 

+ ... 






All zeros into S47-S31 if result is 
zero or if exponent underflow with 
FZ = 


No gatir 


g term enabled 






c f\ <">1 f »■ PWA P\fti''>1 


if not r-MS 
o trap) 


RW 


= FPRR FPRD NFTRAP + . . . 


Store LSW of result 


jU-jO 1 / ^ KVVU-KWvJl 

or R-field is not odd (and r 




S48-S71 —H- A8-A31 


AXSR32 


= FPRR N(FAFLD 02) 


Most significant fraction 
product bits 




E1-E7 + 64 -A— A1-A7 


AXE 


- FPRR + ... 


NE1 -/-*-Al, E2-E7 


/ * A^ — A/ un i nverted 










exponent plus bias 




Force ones into CS0-CS7 if 


CSX 1/5 


= FPRR FPR + ... 






result negative 










Set flip-flop DRQ 


S/DRQ 


= FPRR + ... 


Inhibits transmission of 
another clock until data 
release signal received 




Set flip-flop T8L 


R/NT8L 


= T8L = FPRR + ... 






Set flip-flops TRAP and TR29 for 
trap to 68 if trap conditions exist 


SARAP 


= FPRR FTRAP + ... 












(Continued) 
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Table 3-134. Floating Multiply (FAFLM), Phase Sequence (Cont. ) 



Phase 


Function Performed 


Signals Involved 


Comments 


PH13 




FTRAP 


= FEOF + FEUF FZ 




T6L" 










or 




FEOF 


= NEO El NRTZ FAFL 


Exponent overflow 


T10L 










(Cont.) 




FEUF 
SAR29 


= E0 NE1 NRTZ FAFL 
= FPRR FTRAP + ... 


Exponent underflow with 
FZ = 1 




Enable PH15 


BRPH15 


= FPRR + ... 




PH15 


A0-A31 8 CS0-CS7 - 


SXPR 


= FAFL PH15 N(RTZ + FEUF NFZ) 


Invert exponent if result 


T8L 


S0-S31 if result does not equal zero 




+ ... 


negative 




S0-S31 —/-*- RW0-RW31 if NT RAP 


RW 


= FAMDSF NFASHFX PH15 + ... 


Store MSW of result 




T\ r 11 / ^ AD A°l 


AXS 


= FAFL PH15 + ... 




OU-JO 1 / m AU-AO 1 






RWDIS 


= TRAP NINTRAPF + ... 


Disable storage 




Set flip-flop TESTA 


SAESTA 


= FAMDSF NFASHFX PH15 + ... 


For CC3 and CC4 use 




Merge a one into CS31 if result 


A31X1 


= FAFL PH15 N(RTZ + FEUF NFZ) 


For CC3 test 




is nonzero 




+ ... 






Set flip-flops CC1, CC2, CC3, and 


S/CC1 


= FAFL PH15 FEUF + ... 


Exponent underflow 




CC4 as applicable 












S/CC2 


= FAFL PH15 (FEUF + FEOF) + ... 


Exponent underflow or 
overflow 






S/CC3 


= TESTA NAO NA0031Z + ... 


Result greater than zero 






S/CC4 


= TESTA A0 + ... 


Result less than zero 




Enable ENDE 


ENDE 


= FAMDSF PH15 + ... 












Mnemonic: FMS (3F, BF), 










FML (IF, 9F) 
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(If FMS is being implemented, the entire 32 bits of the 
multiplier is transferred from the even numbered private 
memory register to the A-register. ) 

a. PHI. At the PHI clock, the contents of the A- 
register are transferred to the B-register by signal BXS, and 
the even numbered private memory register contents are 
transferred to the A-register. (If instruction FMS is being 
performed, this operation is redundant; if instruction FML 

is being implemented, the most significant word, MSW, of 
the multiplier is now in flip-flops A0 through A31 and the 
LSW of the multiplier is now in flip-flops BO through B31. ) 
Flip-flop RN is set at the PHI clock if the multiplier is 
negative. 

The MSW of the multiplicand has already been transferred 
to the C-register during the preparation phases. Flip-flop 
MWN is set if the multiplicand is negative. 

Signal CXCL32 is generated for use in PH2. Flip-flops CC1 
and CC2 are reset for underflow and overflow tests in PHI 5, 
and flip-flop IEN is set to start interruptibility. Ones are 
forced into flip-flops CSO through CS7 by signal CSX1/5 
to invert the multiplier exponent to its true form if the mul- 
tiplier is negative. 

b. PH2. At the PH2 clock, the fraction part of the 
multiplier MSW (or the complete fraction if FMS is being 
performed) is transferred from flip-flops A0 and A8 through 
A31 to flip-flops A47 and A48 through A71, respectively, 
by signal AXAL32. The fraction part of the multiplicand 
MSW is transferred to the C-register extension in the same 
manner by signal CXCL32. 

The multiplier and the multiplicand exponents are set up in 
PH2 for exponent addition. The uninverted multiplier ex- 
ponent is either present in flip-flops Al through A7 or is 
found by combining bits Al through A7 with bits CSO through 
CS7 (all ones) in PH3 in an exclusive OR operation. The 
uninverted multiplier exponent is gated to the sum bus dur- 
ing PH2 and, at the PH2 clock, is transferred from the sum 
bus to flip-flops A0 through A7 by signal AXS/1 . 

The uninverted multiplicand exponent must be added to the 
uninverted multiplier exponent. The uninverted multipli- 
cand is transferred to flip-flops DO through D7 by signal 
DXNC (if the multiplicand is negative) or by signal DXC/6 
(if the multiplicand is positive). 

A one is forced into flip-flop CSO at the PH2 clock. When 
the exponents are added in PH3, the one in flip-flop CSO 
subtracts 128 from the exponent sum, removing the bias. 

S/CSO = FAFLM PH2 + ... 

If FMS is being performed, the complete multiplier consists 
of only 32 bits. The fraction of the multiplier is transferred 
from the sum bus outputs S8 through S31 to flip-flops B8 
through B31 by signal BXS. Flip-flop FPR is set if the pro- 
duct of the multiplication is to be negative (that is, if a 



positive floating point number is to be multiplied by a nega- 
tive floating point number). 

Ones are forced on core memory address line LB31 and on 
private memory line LR31 for possible use in PH3 (with FML). 
If FML is being implemented, flip-flops MRQ (memory ser- 
vice request) and DRQ (inhibits transmission of another clock 
until data release signal is received from memory) are set to 
transfer the least significant word of the multiplicand to the 
C-register at the PH3 clock. Clock T6RL is enabled for PH3. 
If FMS is being implemented, flip-flop CX/l is set at the 
PH2 clock to force all zeros into flip-flops CO through C31 
in PH3. 

c. PH3. During PH3, the most significant part of the 
multiplier fraction in flip-flops A47 through A71 is gated to 
the sum bus outputs S47 through S71 by signal SXA/3. At 
the PH3 clock, S47 through S71 are transferred to flip-flops 
B47 through B71 by signal BXS/1 . (The transfer is insignifi- 
cant if FMS is being performed. ) The complete multiplier is 
held in flip-flops B47 through B31 if FML is being performed 
or in flip-flops B7 through B31 if FMS is in effect. This 
multiplier is the one involved in the actual multiply process 
in PH10 and is saved in the B-register until that phase. The 
multiplier in the A"-register is the one involved in any pre- 
normalization and is later discarded. 

During PH3, the uninverted multiplier exponent in flip-flops 
A0 through A7, the uninverted multiplicand exponent in 
flip-flops DO through D7, and the 1 in flip-flop CSO are 
added, and their sum is gated to the sum bus. At the PH3 
clock, the sum bus outputs on SO through S7 are transferred 
to flip-flops E0 through E7 by signal EXS. Flip-flops E0 
through E7 now hold the unbiased exponent sum. 

At the PH3 clock, the P-register is cleared by signal PX. 
The P-register later serves as an iteration counter for the 
multiply iterations. If FML is being implemented, the LSW 
of the multiplicand is gated into CO through C31 from the 
odd numbered private memory register. If FMS is being 
performed, zeros are read into CO through C31 (no gating 
term enabled). The A-register is cleared by signal AX/1. 
The contents of the A-register may be regenerated if the 
multiplier is not simple normalized. 

The multiplier and multiplicand are examined in PH3. If 
the multiplier is simple normalized, signal ASN goes true. 
If the multiplicand is simple normalized, signal CSN goes 
true. 

There are three normalization combinations in PH3. Each 
causes a different sequence of events to take place. 

1 . Case 1 . The multiplier is not simple normalized. 
If signal ASN is false, sum bus outputs S47 through S71 are 
transferred to flip-flops A47 through A71, regenerating the 
contents of the A-register extension cleared by signal AX/l . 
To regenerate this portion of the multiplier, the contents 
of the odd numbered private memory register are again 
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transferred to flip-flops A0 through A3! if FML is being 
performed. If FMS is in effect, zeros are clocked into 
flip-flops AC through A3! . Flip-flop NGX is set if the 
multiplier is negative. The D"-register is cleared and clock 
T8L is enabled for PH4. 

2. Case 2. The multiplier is simple normalized, 
but the multiplicand is not simple normalized. Preparations 
are made to normalize the multiplicand. If signal ASN is 
true and if signal CSN is false, the multiplicand is transferred 
from the C "-register to the D "-register by signal DXC/6. 
The A-register is cleared by signal AX/1. PH6 is enabled. 

3. Case 3. Both the multiplier and the multipli- 
cand are simple normalized. Preparations are made to mul- 
tiply the two operands. If signals ASN and CSN are both 
true, the multiplicand is transferred from the C-register to 
the D-register by signal DXC/6. The A-register is cleared 
by signal AX/l . Signal MPP (multiply preparation) is en- 
abled. Ones are clocked into the CS"-register if the mul- 
tiplier and the multiplicand signs are of opposite polarity. 
Buffer latch CXSissetfor PH9 use. Flip-flopIEN is reset to 
stop interruptibility. Signal BCON (B control) goes true for 
the multiplication process. (The PH3 BCON functions and 
other BCON functions are described inPH9.) PH9 is enabled. 



S/D47 

S/D31 

R/D47 through D31 

C/D47 through D41 



= C47 DXC/6 + ... 

= C31 DXC/6 + ... 
= DX = DXC/6 + ., 
= CL-32P28 (typical) 



d. PH4. PH4 is entered only if the multiplier is not 
simple normalized. The multiplicand may or may not be 
normalized at this point. 

If the multiplier is zero, the product of the floating point 
multiplication is zero. Multiply iterations do not have to 
take place in this case and the first storage phase (PHI 3) 
of the instruction may be enabled. If the multiplier is zero, 
flip-flop RTZ (result zero) is set. Signal MRQ/1 (memory 
request) is enabled and flip-flop IEN is reset. A one is 
forced on private memory address line LR31 to select the 
odd numbered private memory register in the storage phase. 
Clock T10L is enabled if FMS is not being performed or if 
the R-field is not odd. PH13 is enabled. 

If the multiplier is not zero, the first simple normalization 
attempt is made in this phase. The absolute value of the 
multiplier in flip-flops A47 through A71 (FMS) or A47 
through A31 (FML) is gated to the sum bus by signal SXADD 
during the phase. The multiplier is shifted one hex to the 
left by signal AXSL4, and the exponent sum is decremented 
by one to compensate for the shift. Flip-flops P15 through 
PI 8 and flip-flop MP19 are used during the multiply itera- 
tions to record the number of iterations performed (the de- 
scription of iteration counting may be found in the multiply 
word opcode description). Since performing a prenormali- 
zation shift means that there are effective zeros in the four 
most significant bits of the multiplier, two multiply itera- 
tions may be discarded; the iteration counter is incremented 



(from zero count) by two to record this fact (PI 8 is the 2' 
bit position). If the multiplicand is not simple normalized, 
it is transferred from the C "-register to the D "-register by 
signal DXC/6 to prepare for simple normalization in PH6. 
PH5 is entered even if the multiplier is now simple normalized. 

e. PH5. PH5 is entered only if the multiplier was not 
simple normalized in PH3, and if it is nonzero. If FMS is 
being performed, up to four normalization shifts may be 
used. If FML is being implemented, up to 12 normalization 
shifts are used. Since the multiplier is nonzero if this phase 
is entered, simple normalization is always accomplished at 
the end of the phase. 

The absolute value of the multiplier (found in PH4) is gated 
to the sum bus by signal SXA. The prenormalization shift is 
performed by signal AXSL4. The exponent sum is decre- 
mented by one to record the shift. The iteration counter is 
incremented by two to delete two multiply iterations. If 
signal FPRENR is still true, PH5 is sustained and another 
prenormalization shift occurs. 

If the multiplier is simple normalized after any PH5 clock, 
signal ASN goes true and signal FPRENR goes false. PH5 
is no longer sustained. If the multiplicand is not simple 
normalized, PH6 is enabled; if the multiplicand is alsosim- 
ple normalized, signal MPP goes true and PH9 is enabled. 
Signal MPP true causes the same actions that are described 
in case 3 of PH3; that is, the operands are prepared for the 
multiply iterations. 

f. PH6. PH6 is entered from PH3 or PH6 if the mul- 
tiplicand is not simple normalized. The multiplier is non- 
zero and simple normalized at this point. 

The multiplicand in the D"-register is gated to the S-bus 
by signal SXD. Signal FPRENM is true if PH6 is entered. 
The multiplicand is shifted left one hex by signal AXSL4, 
and the exponent sum is decremented by one to compensate 
for the shift. The iteration counter remains unchanged since 
the number of significant multiplier digits, and not the mul- 
tiplicand digits, determine the number of iterations. Buffer 
latch CXS is set for PH7 use. The above shift is insignifi- 
cant if the multiplicand is all zeros. 

g. PH7. PH7 is entered from PH6 only; the multipli- 
cand was not simple normalized in PH3 or PH5. If the mul- 
tiplicand is still not simple normalized and is nonzero, up 
to 13 prenormalization shifts may be used (up to five if FMS 
is being performed). The multiplicand is always simple nor- 
malized at the end of PH7. Clock T8L is used only for the 
first clock of PH7. 

If the multiplicand is zero, flip-flop RTZ is set and PH13 
is enabled. Signal (S/RTZ/1 ) causes the same actions to 
occur as described in PH4. 

If the multiplicand is not zero, it is gated to the sum bus 
by signal SXA. The first prenormalization shift of PH7 is 
performed by signal AXSL4. The exponent sum is decre- 
mented by one to compensate for the shift. Flip-flop CXS 
is set for the next PH7 clock. The adjusted multiplicand 
is transferred to the C "-register by signal CXS at each PH7 
clock. Signal CXS is true during all the clocks of PH7. 
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At the end of PH7, the normalized multiplicand is in the 
C-register. If FPRENM is still true after the first shift, 
PH7 is sustained and another prenormalization shift occurs. 

If the multiplicand is simple normalized after any PH7 clock, 
signal ASN goes true and signal FPRENM goes false. PH7 
is no longer sustained. Signal MPP goes true and PH9 is 
enabled. Signal MPP causes the same actions described in 
PH3 in preparation for the multiply iterations. 

h. PH9. PH9 is entered from PH3, PH5, or PH7. To 
enter PH9, the multiplicand must be simple normalized and 
nonzero. The multiplier is nonzero and is in the B"-register. 
The prenormalized multiplier has been discarded, and the 
iteration counter has been incremented by two counts for 
every multiplier prenormalization shift. The CS-register is 
loaded with all ones if the original multiplier and multipli- 
cand were of different signs (signal CSX1). The multipli- 
cand in the D "-register is added to the contents of theCS"- 
register in an exclusive OR operation, and the result trans- 
ferred from the sum bus to the C "-register. The C "-register 
now holds the multiplicand with a polarity such that the 
product of the multiplication is the absolute value of the 
true product. The absolute value of the product is needed 
for the later truncation of the product. 

Signal BCON was set during the same phase in which signal 
MPP went true. Signal BCON is high during the time that 
the multiplier bit-pairs are examined and is an enable sig- 
nal to the examination logic. When BCON first went true, 
bit-pair 2 , 2 of the multiplier was examined and the mul- 
tiplier control flip-flops DXCM, DXCLIM, and DXNCM 
were set up. At the same time, the B"-register shifted two 
bit positions to the right, bringing the second multiplier 
bit-pair into flip-flops B30 and B31. At the beginning of 
PH9, the multiplier control flip-flops have set up by the 
first bit-pair, and the next bit-pair is in position for exami- 
nation. 

Signal BCON is again enabled in PH9, and the following 
operations occur simultaneously at the PH9 clock: 

1. The contents of the C "-register are clocked 
into the D "-register as a function of the multiplier control 
flip-flop set in the previous phase. If no multiplier con- 
trol flip-flops are set, zeros are clocked into the D"- 
register. 

2. The multiplier control flip-flops are again set 
up by bit-pair 2^, 2^ of the multiplier. 

3. The B"-register shifts right two bit positions 
by signal BXBR2, bringing bit-pair 2 , 7r of the multiplier 
into flip-flops B30, B31. 



FMn-flor. M!T is set. Signal MIT controls the 



A nin-tirj 

number of multiply iterations. 

5. Clock TIL is enabled for PH10. 

6. Flip-flop FLMC is set if the original multiplier 
had significance only in the least significant hex (only two 
clocks of T10 are to be used). 



i. PH10. PH10 is the multiply iterations phase of 
FAFLM. Figure 3-221 shows the register arrangement dur- 
ing the implementation of FMS and FML. The implementa- 
tion is very similar to the implementation of opcodes MW 
and MI. A detailed description of the multiply process of 
this phase is therefore not given; only difference between 
FAFLM and FAMULNH are noted. 

At the beginning of PH10, the D"-register holds the first 
partial sum in flip-flop D46 through D31, the A'-register 
(flip-flops A47 through A31) is all zeros (cleared in phase 
preceding PH9), and the CS-register holds all zeros. The 
C "-register holds the multiplicand in bits C47 through C31 
(FML) or bits C47 through C71 (FMS). The multiplier has 
been shifted so that it is now in flip-flops B47 through B71 
and in B4 through B31 (FML) or Bl 1 through B31 (FMS); the 
four least significant bits of the multiplier have been ex- 
amined and discarded. 

The maximum number of multiply iterations in PH10 is 12, 
if no prenormalization multiplier shifts have been performed, 
or if FMS is being performed. The maximum number is 28 
if FML is being implemented. Since each prenormalization 
shift of the multipliers means that thereare four binary zeros 
in the more significant part of the multiplier, two times the 
number of prenormalization multiplier shifts is subtracted 
from 12 or 28 to give the number of multiply iterations that 
must be performed in PH10. Each prenormalization multi- 
plier shift has already been recorded by up-counting the 
iteration counter. 

For each clock (iteration) of PH10, the following events 
occur: 

1. The D"-register is combined with A"- and CS"- 
registers to produce the partial product for that iteration. 
Figure 3-222 shows the addition process and signal routing. 
The sums portion of the product is clocked into flip-flops 
A47 through A31 and BO through B3, As the multiply itera- 
tions progress, the less significant bits of the partial product 
are lost (truncated) as they spill over to the right. The 
carries portion of the partial product is clocked into bit 
positions 47 through 33 of the CS"-register. The sums and 
carries are generated in the same manner as in instructions 
MW, MI, and MH. 

2. The extreme higher-order and lower-order bits 
of the partial product are formed by special logic, logic 
identical to instructions MW, MI, and MH except for signal 
names. Bit A47 of the sum is used only for sign-padding 
the partial product and is a one whenever there is a one in 
bits A47 or D46 or both. Bit A48 would norma! ! w be the 
sign bit in a straight addition, but it is a sum bit in carry- 
save addition since flip-flop CS48 may hold a carry after 
the addition. Flip-flops A49 through A31 and BO and Bl 
are set by the propagate signal two orders to the left. Flip- 
flop B3 is set by signal BIS, equivalent to a propagate sig- 
nal from bit position 33, and is true when there is a total of 
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Figure 3-221. FAFLM Register Organization (Phase 10) 



1 or 3 ones in bits Bl, BC1, and CS33. Flip-flop BC1 is 
set by signal DCWCM and contains a one if the one's com- 
plement of the multiplicand was put in the D-register at 
the previous iteration. Paying the D"-register the one 
needed to make a two's complement is done by adding a 
one to bit B3 of the partial product one clock after the 
addition of the A"-, D"-, and CS" -registers. The partial 
product has been shifted so that bit B3 is in the same order 
that would have received the one if it had been added to 
the D"-register initially. Flip-flop B2 is set by the pro- 
pagate signal for bit position 32, PRE32; this is the same as 
the normal propagate signal except that only the CS"- and 



B"-registers are combined. Flip-flop B2 is not set when 
there are both a PR32 signal and a generate signal from the 
33rd bit position. Signal G33 amounts to a carry from bit 
position 33. The carry from bit position 33, if not resolved 
by setting flip-flop B2, is stored in flip-flop CS33. Flip- 
flops CS1 through CS32 are set by GO through G31, respec- 
tively. 



3. The contents of the C "-register are clocked 
into the D "-register as a function of the multiplier control 
flip-flops set during the previous clock. 
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Figure 3-222. Floating Point Multiply Iteration Signal Routing 
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4. The next bit-pair of the multiplier is examined, 
and the multiplier control flip-flops are set. 

5. The B "-register shift right two bit positions by 
signal BXBR2 which brings a new bit pair into bit positions 
B30and B31. 

6. The number of the iteration is counted. The 
iteration counter is made up of five flip-flops, P15 through 
P18 (cleared in PH3 by signal PX), and flip-flop MP19. The 
counter operates exactly as in instruction MW except that 
flip-flop FLMC is set on the 10th count for instruction FMS 
and the 28th count for instruction FML. The counter may 
have been up-counted before PH10 if the multiplier was 
prenormalized (see PH4 and PH5). 

At the 26th count (10th if FMS), signal FLMC goes true. 
A true FLMC signal sets flip-flop MITEX at the 27th (11th) 
count. MITEX resets flip-flop MIT at the 28th (12th) count. 
At the 26 (10th) count, also, flip-flop TIL is reset to ini- 
tiate the end of TIL (TIL timing lasts through PH10). The 
27th (1 1th) count is the second-to-the-last transfer of the 
C "-register contents to the D"-register under control of 
the multiplier control flip-flop. One more transfer occurs 
during PH11. The last carry-save addition of the A-, D-, 
and CS-register occurs during the 28th (12th) clock. Two 
more additions occur: in PH11 a partial product is assim- 
ilated and is put in the A-register; in PHI 2, this partial 
product is added to the last multiplicand transfer in the D- 
register to form the final product of the multiplication. 
Clock T8L is enabled. 

j. PH11. PHI 1 is used to assimilate the partial pro- 
duct of the multiplication from the results of the last itera- 
tion in PH10. The sum portion of this partial product is con- 
tained in flip-flops A47 through A31 and in B0 through B3. 
The carries are contained in flip-flops CS47 through CS33. 
The contents of flip-flops A47 through A71, the contents of 
flip-flops CS47 through CS31, and K31 (carry from the lower 
order bits) are added by signal SXADD and are clocked into 
flip-flops A47 through A31 by signal AXS. The contents of 
flip-flops B0 through B3, CS32, CS33, and BC1 are added 
by signal BXB and clocked into flip-flops B0 through B3. 
Flip-flops A47 through A31 and B0 through B3 now hold the 
last partial product; the final product is found in PHI 2. 

At the PH11 clock, the last transfer to the D"-register takes 
place. The multiplier control flip-flops for this transfer 
were set during the last clock of PH10. A one is forced 
into flip-flop CS31 if the one's complement is transferred to 
the D"-register. Signal MRQ/1 (memory request) is enabled. 
Clock T8L is enabled. 

k. PH12. During PHI 2, the final product is assimi- 
lated. This final product is the absolute value of the actual 
product (seePH9). The partial product in the A-register is 
added to the last transfer of the multiplicand in the D" -register 
(the transfer took place in PHI 1 ). Bit CS31 isalsoadded, since 
it may contain a one if the one's complement were placed in 



the D"-register in PH11. The result of the addition, on 
S47 through S31, is clocked into the A-register. The D"- 
register is cleared by signal DX/1 . Flip-flop NGX is set 
for use in PHI 3. Signal (S/G0003/1 ) is enabled if FMS is 
being performed and the R-field of the instruction word is 
odd; flip-flop G0003/1 generates signal K71 for truncation 
of the short product. A one is forced on private memory 
address line LR31 to select the odd numbered private mem- 
ory register in PH13. Clock T10L is enabled if FMS is not 
being performed or if the R-field of the instruction word is 
not odd. 

I. PH13. PH13isthe postnormalization phaseof FAFLM. 
PH13 is entered from a phase preceding PH12 if the result 
of the multiplication is to be zero because of a zero multi- 
plier or multiplicand; or from PH12 if the multiplier is not 
zero. The result, at this time, is either ready for storage 
or not ready for storage. The result is not ready for storage 
if, at the beginning of PHI 3 or after adjustment, bit A47 is 
true or there is a nonzero result that must be postnormalized. 

If the result is not ready for storage (NFPRR true), it is 
gated to the sum bus by signal SXA during PH13. PHI 3 is 
sustained as long as signal NFPRR is true. At the first PH13 
clock, clock T10L is enabled if FMS is not being performed 
or if the R-field of the instruction word is not odd. A one 
is again forced on private memory address line LR31, and 
flip-flop NGX is set. 

One of two courses is then followed: 

1. If bit A47 is true, it signifies that the absolute 
value of the product is +1. This can happen if the original 
operands were both -1/16. If both operands were -1/16, 
they are prenormalized to -1, and changed to +1 for the 
multiplication, resulting in a product of +1 . The result 
must be shifted to the right to correct the overflow condi- 
tion. The S-bus outputs are shifted one hex to the right, 
and the shifted result is transferred back into the A"- 
register at the PH13 clock. The exponent in the E-register 
is increased by one. The result is now ready for storage. 

2. If bit A47 is false, if the result is nonzero, and if 
the result is not normalized, one postnormalization shift 
will normalize the product (only one postnormalization shift 
is required since the operands were both prenormalized, and 
there must be a one at least in the second most significant 
hex of the product). The result on the sum bus is shifted to 
the left one hex by signal AXSL4 and is clocked into the 
A-register. The E-register is decremented by one to adjust 
the exponent. The four least significant bits of the product, 
flip-flops in B0 through B3, are also shifted left by signal 
AXSL4. 

When the result is ready for storage, one of three actions 
is taken: 

1 . The result is negated, and a one added for two's 
complement if FPR is true. The one for two's complementing 
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is provided bysignalsK31 or K71 (if FMS is being performed 
and if the R -field is odd). The negated result is gated to the 
sum bus by signal SXADD. 

2. The result remains unaltered if FPR is false, 
and is gated to the sum bus by signal SXA. 

3. Zeros are gated to the sum bus if the result is 
zero or if there was exponent underflow with FZ = 0. 

If FML is being performed, there is no trap condition, and 
the R-field is not odd, Sum bus outputs SO through S31, 
the LSW of the result, are transferred to the odd numbered 
private memory register at the PHI 3 clock (first or second). 
Sum bus outputs S48 through S71 are transferred to flip-flops 
A8 through A31 at the clock by signal AXAR32. The expo- 
nent result flip-flops in El through E7 is biased by adding 
64 and is clocked into flip-flops Al through A7. Bias is 
achieved by reversing the state of flip-flop El . Ones are 
clocked into flip-flops CS0 through CS7 to invert the ex- 
ponent if the final result is to be negative. The A-register 
now holds a zero in bit A0, the uninverted exponent in 
flip-flops Al through A7, and the most significant part of 
the fraction product in flip-flops A8 through A31. 

Flip-flops DRQ, T8L, and PH15 are set at the PH13 clock. 
Flip-flop DRQ inhibits transmission of another clock until 
a data release signal is received from memory. 

If trap conditions exist, flip-flops TRAP and TR29 are set 
to provide a trap to memory location X'44' (68). Trap con- 
ditions are the following: 

1. Exponent overflow. If the result is not equal 
to zero, exponent overflow causes an unconditional trap. 

2. Underflow. Underflow causes a trap if the 
floating zero mode control bit, FZ, is a one. 

m. PH15. PH 15 is used to store the MSW of the result 
and toset the condition codes. If the result is not equal to zero, 
the MSW of the result is added to the contents of the CS- 
register in an exclusive OR operation (bit positions CS0 
through CS7 are all ones if the result is negative and invert 
the exponent and the sign bit in this case). The sum bus 
outputs, SO through S31, are transferred to the even num- 
bered private memory register if no trap condition exists. 
Signal RWDIS disables the transfer if a trap condition exists. 
The sum bus outputs are also transferred to flip-flops A0 
through A31 for condition code use. A one is merged into 
bit A31 by signal A31X1 if the result was not equal to zero. 
This action is necessary because a portion of the result has 
already been stored (PH13),and the most significant part 
may be zero. 

Flip-flop TESTA is set to enable condition code bits 3 and 
4 at the next clock. Condition code 1 is set if underflow 
has occurred, and if the result is not equal to zero. Con- 
dition code 2 is set if the overflow or underflow occurs, 



and the result is nonzero. Condition code 3 is set if the 
result is positive and nonzero; condition code 4 is set if the 
result is negative. Signal ENDE is generated. 

Flip-flop PRE1 is set to begin the preparation sequence for 
the next instruction, and clock T6L is enabled. 

3-297 Floating Point Division (FAFLD ) 

3-298 GENERAL . The implementation of FDL is identical 
with the implementation of FDS with the exception of the 
number of fractional digits to be operated upon. The two 
instructions will be discussed together, with their differences 
noted in the discussion. 

3-299 FLOATING POINT MODE CONTROL BITS . Mode 
control bit FZ, floating zero, is the only control bit influ- 
encing floating point division. 

If mode control bit FZ = 0, underflow or a zero result causes 
the result to be set equal to true zero. If FZ - 1, underflow 
causes the computer to trap to memory location X'44' (68). 
The contents of the general registers remain unchanged if 
the trap occurs. 

If division by zero is attempted, or if exponent overflow 
occurs, the computer unconditionally traps to location 
X'44' (68). 

3-300 CONDITION CODE SETTINGS . The condition 
code settings and their meanings for floating point division 
are shown in table 3-135. 

3-301 BASIC STEPS IN FAFLD IMPLEMENTATION . To 
divide two floating point numbers in Sigma 7, the following 
basic steps are performed: 

a. Transfer of operands (PHI and PH3). The numerator 
(from private memory) and the denominator (from core mem- 
ory) are transferred to the arithmetic unit registers. 

b. Exponent differencing (PH2 and PH3,). The unin- 
verted biased denominator exponent is subtracted from the 
uninverted biased numerator exponent. The difference is 
the exponent of the quotient; bias has been removed by the 
subtraction process. This quotient exponent may be cor- 
rected as prenormalizing or postnormalizing shifts are per- 
formed on the fractions of the two operands. 

c. Prenormalization (PH4-PH10). Before the two 
floating point numbers are divided, both are simple normal- 
ized. After the exponents are differenced (step b), the 
numerator and the denominator are examined; the following 
conditions are possible: 

1. The numerator is zero, and the denominator is 
not simple normalized. The denominator is prenormalized 
to detect a zero value. The denominator is shifted right 
one hex at a time until it is simple normalized or is found 
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Table 3-135. Condition Codes for Floating Point Division 




to be zero. If the denominator is nonzero, a zero quotient 
is produced without going through the division process. If 
the denominator is zero, an unconditional trap results. 

2. The numerator is zero, and the denominator is 
simple normalized. The division is not performed, and the 
result is set equal to true zero. 

3. The numerator is nonzero and is not simple 
normalized (denominator may or may not be simple normal- 
ized). The numerator is shifted right one hex at a time 
until it is simple normalized. The exponent difference is 
decremented one with each shift. The denominator is then 
shifted right one hex at a time until it is simple normalized 
or is found to be zero. The exponent difference is incre- 
mented one with each shift. If the denominator is nonzero, 



the division of the two operands occurs. If the denominator 
is zero, an unconditional trap results. 

4. The numerator is nonzero and is simple nor- 
malized (denominator may or may not be simple normalized). 
The denominator is shifted to the right one hex at a time 
until it is simple normalized or is found to be zero. The 
exponent difference is incremented one with each shift. 
If the denominator is nonzero, the division of the two op- 
erands occurs. If the denominator is zero, an unconditional 
trap occurs. 

d. Division (PH11 and PH12). The floating point 
numbers are divided after prenormalization of the fractions 
of both operands and provided that neither the denominator 
nor the numerator is zero. (Division methods are almost 
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identical to the nonrestoring division methods used for 
fixed -point numbers (DW and DH opcodes). 

e. Storage (PHI 3 and PH15). To bias it again, 64 is 
added to the exponent result. The biased exponent and 
the fraction result of the quotient are assimilated and are 
stored in memory in proper form, provided that there is no 
trap condition. 

An example of FAFLD is shown in figure 3-223. The let- 
tered steps correspond to the basic steps discussed. 

3-302 DETAILED STEPS IN FAFLD IMPLEMENTATION . 
Figure 3-224 shows the FAFLD phases and the operations 
performed for each phase. The following discussion is sup- 
plemented by table 3-136 and by figure 3-224. 

a. PHI. Signal CXCL32 is generated for use in PH2. 
Flip-flops CC1 and CC2 are reset for underflow and over- 
flow tests in PHI 5, and flip-flop IEN is set to start inter- 
ruptibility. Ones are forced into flip-flops CS0 through 
CS7 by signal CSXl/5 to invert the numerator exponent to 
its true form if the numerator is negative. 

b. PH2. At the PH2 clock, the fraction part of the 
numerator MSW (or the complete fraction if FDS is being 
performed) is transferred from flip-flops A0 and A8 through 
A31 to A47 and A48 through A71, respectively, by signal 
AXAL32. The fraction part of the denominator MSW is 
transferred to the C -register extension in the same manner 
by signal CXCL32. 

The numerator and denominator exponents are set up in PH2 
for exponent differencing. The uninverted numerator ex- 
ponent is either present in flip-flops Al through A7 or is 
found by combining bits Al through A7 with CS0 through 
CS7 (all ones) in PH3 in an exclusive OR operation. The 
uninverted numerator exponent is gated to the sum bus dur- 
ing PH2 and, at the PH2 clock, is transferred from the sum 
bus to flip-flops A0 through A7 by signal AXS/1 . 

The uninverted denominator exponent must be subtracted 
from the uninverted numerator exponent. The inverted de- 
nominator is therefore transferred to flip-flops DO through 
D7 by signals DXNC (if the denominator is negative) or to 
DXC/6 (if the denominator is positive). 

A one is forced into flip-flop CS7 at the PH2 clock by sig- 
nal CS7X1 to complete the two's complemented form of the 
denominator exponent (needed for the subtraction). Ones 
are forced on core memory address line LB31 and on private 
memory line LR31 for possible use in PH3 (with FDL). If 
FDL is being implemented, signal MRQ (memory request) 
is enabled and flip-flop DRQ (data release) is set to trans- 
fer the least significant word of the denominator to the C- 
register during PH3. Clock T6RL is enabled for PH3. If 
FDS is being implemented, flip-flop CS/1 is set at the PH2 
clock to force all zeros into the C-register in PH3. 



The division is performed such that the absolute value of 
the quotient is generated. Flip-flop FPR (floating result 
polarity reversed) is set in PH2 if the final (true) quotient 
is to be negative. 

c. PH3. During PH3, the uninverted numerator ex- 
ponent in flip-flops A0 through A7, the inverted denominator 
exponent in flip-flops DO through D7, and the one in flip- 
flops CS7 are added; their sum is gated to the sum bus. At 
the PH3 clock, the sum bus outputs on SO through S7 are 
transferred to flip-flops E0 through E7 by signal EXS. Flip- 
flops E0 through E7 now hold the unbiased difference of 
exponents. 

At the PH3 clock, the P-register is cleared by signal PX. 
The P-register later serves as an iteration counter for the 
multiply iterations. The A"-register is cleared by signal 
AX/1 but the contents are immediately regenerated by sig- 
nals SXA/3 and AXS/4. 

If FDL is being implemented, the LSW of the denominator 
is clocked into CO through C31, and the LSW of the nu- 
merator is clocked into flip-flops A0 through A31 . If FDS 
is being implemented, zeros are transferred to the C- and 
A-register (no gating term enabled). Flip-flop NGX is set 
if the numerator is negative for use in PH4. The D"- 
register is cleared by signal DX/1, and clock T8L is enabled. 

d. PH4. PH4 is used to examine the numerator and 
the denominator and to initiate simple normalization for 
either or both. There are four conditions possible at the 
beginning of PH4. 

1. The numerator is zero and the denominator is 
not simple normalized. The denominator is prenormalized 
in this case to detect a possible zero value. The denomi- 
nator in bits C47 through C31 is transferred to flip-flops 
D47 through D31 at the PH4 clock. The absolute value of 
the numerator (in this case, zeros) is transferred to the sum 
bus outputs by signal SXADD and into flip-flops B47 through 
B31 by signal BXS (for PH8 use). PH6 is enabled. 

2. The numerator is zero, and the denominator is 
simple normalized (and cannot be zero). The multiplication 
is disabled and zeros are produced for the quotient result. 
Flip-flop RTZ is set, and flip-flop IEN is reset to stop inter- 
ruptibility. Signal MRQ/1 is generated to request the next 
instruction. A one is forced on private memory address line 
LR31 for PH13 use. Clock T10L is enabled if FDL is being 
performed, and PHI 3 is enabled. 

3. The numerator is nonzero and is not simple 
normalized (the denominator may or may not be simple nor- 
malized). The first prenormalization attempt is made in 
PH4. Further prenormalization attempts are made in PH5 
if necessary. Signal FPRENR is true if the numerator is not 
normalized. The absolute value of the numerator fraction 
is gated to S47 through S31 by signal SXADD and is shifted 
one hex to the left into flip-flops A47 through A27 by sig- 
nal AXSL4. 
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A. TRANSFER OF OPERANDS: 



B. EXPONENT DIFFERENCING: 



C. PRENORMALIZATION OF 
OPERANDS: 

EXAMINE NUMERATOR FRACTION 
AND DENOMINATOR FRACTION 



SIMPLE NORMALIZE 
I NUMERATOR I 



ADJUST EXPONENT QUOTIENT 



simple normalize 
IdenominatorI 



ADJUST EXPONENT QUOTIENT 



D. DIVISION OF FRACTIONS: 



divide i numerator i 
by IdenominatorI 



E. STORAGE: 

BIAS EXPONENT 



ASSIMILATE FRACTION AND 
EXPONENT, CHANGE TO 
PROPER FORM AND STORE 



1 00 1 1 l|000000 1 00000 NUMERATOR 

(2- 7 x,6 n ) 

1 |0 1 1 1 0|l 1 1 l'l 1 1 1 'l DENOMINATOR 

-9 7 

(-2 x 16 ) 



EXPONENT SIGN BIT 

♦ 

10 10 1 1 - +75 

10 1 1 1 --- -(+71) 

L = (FOR TWO'S COMPLEMENT) 

00000100- +4 (EXPONENT QUOTIENT) 










000000100000 NUMERATOR / 0, NOT 

SIMPLE NORMALIZED 

1 1 1 l'l 1 1 l'lOOO DENOMINATOR / 0, 

NOT SIMPLE 
NORMALIZED 

o o o o'o o i o'o 

./ 

SHIFT LEFT ONE 
HEX DIGIT 

1 O'O O'O 

10 EXPONENT QUOTIENT 

- 1 









10 1 



11 NEW EXPONENT QUOTIENT 

o o o o'o 0*1 



SHIFT LEFT TWO 
HEX DIGITS 



1 00000000000 

EXPONENT QUOTIENT 
NEW EXPONENT QUOTIENT 




11 
+ 1 



Q W//M//m^ oiooooooooo 
i ooo'oooo'oooo 



10000000000 



I FRACTION I 
PRODUCT I 



10 1 
+ 10 

10 10 1 



EXPONENT QUOTIENT 



BIASED EXPONENT QUOTIENT 



0|l000 1.0l|0l0 0'000 0'0000| PRODUCT | 

I 
1 1 1 1 1 1 l|l 1 OO'OOOO'OOOO PRODUCT 

-2 5 

(-2 x 16 ) 



(-2 



16 
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Figure 3-223. Example of FAFLD Implementation 
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R 


— ► 


A 


B 


>M F - 


— ► 




► 





MWN 




MB 




C 


•S 'o. 


»■ 





«a~^ 



a^ 



F N2 









MBul 




C 


F D2 







(FMLONLY) 



(FML ONLY) 



P 



e 



D0-D7 



^ 



E0-E7 



m 



CASE 2: N = 0, CSN 
RTZ 



<<2 



CASE 3: N * 0, NASN => FPRENR 



\iV 



N| * 16 
tNCSN ONLY) D" 



CASE 4: N/0, ASN 



MWN© RN 



N© RN 
CS7 



CASE 1: A -C 


, NCSN 
C" 








D" 



















fj 



* 


F D> 


F D2 

















C" 




,NCSN ONLY) 


D" 




F D. 


F D2 










' 





C" 




(CSN ONLY) 


D" 


- F D, 


F D2 


— +■ 







CASE 1:ASN, CSN => DPP 
C" 



Dl 



D2 



A 



CASE 2: ASN, NCSN 



^ 



M 



CASE 3: NASN ^> FPRENR 



| F N.I 



(NCSN 
ONLY) 



CJ 



CASE 1 DENOMINATOR - 



1— H RTZ 



■HZI 



CASE 2: DENOMINATOR *C 



\i 



CASE ENUMERATOR 



E0-E7 J 



CASE 2: NUMERATOR ■ 



1 -*\ RTZ 



•<J 



CASE 3: NUMERATOR - 0, < DENOMINATOR 



CASE: 4 NUMERATOR * 0, > DENOMINATOR 



PH5 
TO 5 CLKS (SHORT) 
TO 13 CLKS (LONG) 



TO 4 CLKS (SHORT) 
TO 1 2 CLKS (LONG) 







D" 




xl6 




A" 




F D, 


F D2 











TO 6 CLKS (SHORT) 
TO 14 CLKS(LONG') 



Q 







A" 


16 






A" 




* 



















E0-E7I 

m 



ffj 



BC-B2 



FROM PH9 



DIVIDE ITERATIONS 
SEE FIGURE 3-225 



23 CLKS (SHORTO) 
33 CLKS (LONG) 



1 CLK 
IF CASE 1 



2 C1KS 
OTHERWISE 



FROM PH4 



E0-E7 



1^ 



'| F Rll OR -| F Rlt 
OR ZEROS 



u 



INVERT Al - A7 / 
IF RESULT NEGATIVE 
OR ZEROS 



JWM 



^-^ 



A AC - A31 
A' A47-A71 
A" A47-A31 



Figure 3-224. FAFLD Implementation, 
Block Diagram 
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Table 3-136. Floating Divide (FAFLD), Phase Sequence 



Phase 


Function Performed 


Signals Involved 


Comments 


PREP 


Same as general preparation sequence 






PHI 
T4RL 


RR0-RR31 —/-*- A0-A31 

Set flip-flop RN if numerator 
negative 

MB0-MB31 - C0-C31 

Set flip-flop MWN if denominator 
negative 

Set flip-flop CXCL32 

Reset flip-flop CC1 

Reset flip-flop CC2 

Force all ones into CS0-CS7 

Set flip-flop IEN 


AXRR = RNXRR/2 PH2 + ... 
= FAFL PHI + ... 

S/RN = RRO RNRXRRO + ... 

= RRO PHI FAFL + ... 

Preparation control 

S/MWN = C0C16 FAMDSF PHI + ... 
= MBO NP32 CXMB + ... 

S/CXCL32 = FAFL PHI + ... 

R/CC1 = FAFL PHI + ... 

R/CC2 = FAMDSF PHI NFAMULH + ... 

CSX1/5 - FAFL PHI + ... 

S/IEN = FAMDSF NFAMUL PHI + ... 


MSW of numerator 

Stores numerator sign 

MSW of denominator 
Stores denominator sign 

To invert numerator 
exponent if numerator 
negative 

Start interruptibility 


PH2 
T6L 


A0, A8-A31 -7— A47, A48-A71 

fft /~Q r"71 .- - ■> (~ A~! C AQ Cl~\ 


AXAL32 = FAFL PH2 j MSW of numerator 

j -/— A' 

CYC\ ^9 - ^ot 'in PHI M^W nf rlonnmrnnVrir 


\JO, L.O-LJI *^ t-4/, ^,40-^/1 


SXPR = FAFL PH2 RN + ... 

SXA = FAFL PH2 NRN + ... 

AXS/1 = FAFL PH2 + ... 
DXNC = FAFL PH2 MWN + ... 

DXC/6 = FAFL PH2 + NMWH + ... 


-y— - c 


AU-AJI 1 L!>U-Lj/ *" 
S0-S31 if numerator negative 

or 




, Uninverted numerator 
exponent 

Inverted denominator 
exponent 


AU-AJI ■" jU-jo 1 11 
numerator negative 

S0-S7 -/-- A0-A7 

NC0-NC7 —f—~ D0-D7 
if denominator positive 

or 


LU-L/ / ■" UU-U/ 
if denominator negative 








(Continued) 


Mnemonic: FDS (3E, BE), 
FDL(1E, 9D) 
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Table 3-136. Floating Divide (FAFLD), Phase Sequence (Cont. ) 



Phase 


Function Performed 


Signals Involved 


Comments 


PH2 


Force a one into CS7 


CS7X1 


= FAFL PH2 + NAFAFLM 


For two's complement 


T6L 








subtraction (PH3) 


(Cont.) 


Set flip-flop FPR if final quotient is 
to be negative 


S/FPR 


= FAFLMD PH2 (MWN © RN) 
+ ... 


Result must be reversed 




Force a one onto LB31 address line 


S/LB31/1 


= FAFL PH2 + ... 






Force a one onto LR31 address line 


R/NLR31/2 


= LR31/2 = FAFL PH2 + ... 






Enable MRQ 




MRQ 


= FAFL PH2 + ... 


Memory request for LSW 




Set flip-flop DRQ 


> if 
FDL 


S/DRQ 


= FAFL PH2 N02 + ... 


Inhibits transmission of 










another clock until data 
release signal received 




Enable T6RL 




T6RL 


= FAFL PH2 + N02 + ... 






Set flip-flop CX/1 if FDS 


S/CX/1 


= FAFL PH2 02 + ... 




PH3 


A0-A7 + D0-D7 + C! 


*n ^ 


SXK/1 


= FAFL PH3 + ... 




>U ■" 


T6L 
(FDS) 
T6RL 


S0-S7 










SXPR/1 


= FAFL PH3 + ... 




(FDL) 


r n < — » / m rn r~? 




EXS 


= FAFL PH3 + ... 


Exponent quotient 


ou-o/ / *^ tU-t/ 




Clear P -register 


PX 


= FAFL PH3 + ... 






Clear A "-register 


AX/1 


= FAFL PH3 + ... 






A47-A71 ^— S47-S71 


SXA/3 


= FAFL PH3 + ... 






S47-S71 — /— - A47-A71 


AXS/4 


= FAFL PH3 (NFAFLM ASN) 


A "-regenerated 




RR0-RR31 — /-*- A0-A31 " 


if 

FDL 


AXRR 


= FAFL PH3 (NFAFLM ASN) N02 


LSW of numerator (zeros 
if FDS) 




Mrtn Him » cr\ (" 


:3i . 




See PH2 




LSW of denominator 


AAdU-/v\doI fc L.u-^ 










(zeros if FDS) 




Set flip-flop NGX if numerator 


S/NGX 


= FAFL PH3 N(FAFLM ASN) RN 


For PH4 use 




is negative 




+ ... 






Clear D "-register 


DX/1 


= FAFLMD PH3 + ... 






Set flip-flop T8L 


R/NT8L 


= T8L = FAFL PH3 N(FAFLM 
ASN) FAFLMD + ... 










Mnemonic: FDS (3E, BE), 










(Continued) 


FDL (IE, 9D) 
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Table 3-136. Floating Divide (FAFLD), Phase Sequence (Cont. ) 



Phc 



Function Performed 



Signals Involved 



Comments 



PH4 



Case 1: Numerator - 0, 
denominator not simple normalized 

C47-C31 ^-^D47-D31 

I A47-A3l| S47-S31 

S47-S31 —/— B47-B31 

Enable PH6 

Case 2: Numerator = 0, 
denominator is simple normalized 

Set flip-flop RTZ 

Enable MRQ/1 

Reset flip-flop IEN 

Force a one onto LR31 address line 

Set flip-flop T10L 

Enable PH13 

Case 3: Numerator / and is 
not simple normalized 

|A47-A3l| S47-S31 

S51-S31 x 16 - S51-S31 

Decrement E0-E7 by one 

C47-C31 -/— D47-D31 if NCSN 

Case 4: Numerator / 
and simple normalized 



DXC/6 
SXADD 
BXS 

BRPH6 



S/RTZ 



FAFLMD PH4 NCSN + . 
FAFLMD PH4 + ... 
FAFLD PH4 NCSN + ... 



FAFLD PH4 NCSN (ASN 
+ A4731Z) + ... 



(S/RTZ/1) + ... 

= FAFLD PH4 CSN NA4731Z 

+ ... 



MRQ/1 = (S/RTZ/1) + ... 

R/IEN = (S/RTZ/1) + ... 

R/NLR31/2 - LR31/2 = (S/RTZ/1) + . 

SA10L - (S/RTZ/1) + ... 

BRPH13 = (S/RTZ/1) + ... 

FPRENR = FAFLM PH4 + NASN + 



SXADD 


= FAFLMD PH4 + ... 


AXSL4 


= FPRENR + ... 


MCTE1 


= FPRENR + ... 


DXC/6 


= FAFLMD PH4 NCSN + 



A47-A31 



S47-S31 



S47-S31 —H*- A47-A31 



SXADD = FAFLMD PH4 + ... 

AXS = FAFLMD PH4 ASN + . 



NGX set in PH3 

Save numerator for 
later use 



Memory request for next 
instruction. Also gates 
Q^-^ P 



Division need not be 
performed 

Prenormalize R-operand 



Shift numerator one hex 
to the right 



To prepare for PH6 



|Numerator| *- A" 



(Continued) 



Mnemonic: FDS (3E, BE), 
FDL (IE, 9D) 
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Table 3-136. Floating Divide (FAFLD), Phase Sequence (Cont. ) 



Phc 



Function Performed 



Signals Involved 



Comments 



PH4 
T8L 
(Cont. 



PH5 
T6L 



C47-C31 -/-*• D47-D31 
S47-S31 -y-^ B47-B31 
Enable PH6 



NCSN 
only 



Enable DPP 
r 



DPP 
only 



C47-C31 -f— 
D47-D31 if denominator 
is negative 

NC47-NC31-V— A 

D47-D31 if denominator 
is positive 

Force a one into CS31 
if denominator is positive 

Clear B " register 

Set flip-flop T8L 

Enable PH9 



DXC/6 


= FAFLMD PH4 NCSN + . 


BXS 


= FAFLD PH4 NCSN + ... 


BRPH6 


= FAFLD PH4 NCSN (ASN 




+ A4731Z) + ... 


DPP 


= FAFLD PH4 ASN CSN 


DXC/6 


= DPP MWN + ... 



DXNC/1 = DPP NMWN + .. 

S/CS31 = DXNC/1 

BX/1 = FPP + ... 

RNT8L = T8L = DPP + ... 

BRPH9 - DPP + ... 



(Entered from PH4, case 3) 
1-5 clocks (FMS) 
1-13 clocks (FML) 

Case 1: ASN CSN => DPP 



Case 2: ASN NCSN 

A47-A31 -S47-S31 

S47-S31 —/—- B47-B31 
Advance to PH6 
Case 3: NASN 

A47-A31 S47-S31 

(S41-S31) x 16^"- A47-A27 



Same actions as PH4, case 4 (enable PH9) 

DPP = FAFLD PH5 ASN CSN + 

NFPRENR = FAFLMD PH5 ASN 

SXA - FAFL PH5 + ... 

BRPH5 = FPRENR PH5 + ... 

FPRENR = FAFLMD PH5 NASN 

SXA = FAFL PH5 + ... 

AXSL4 = FPRENR + ... 



* I Denominator 
-/— D" 



Division may be performed 



Shift absolute value of 
numerator one hex to 
the left 



(Continued) 



Mnemonic: FDS (3E, BE), 
FDL (IE, 9D) 
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Table 3-136. Floating Divide (FAFLD), Phase Sequence (Cont. ) 



Phase 


Function Performed 


Signals Involved 


Comments 


PH5 


Decrement E0-E7 by one 


MCTE1 


= FPRENR + ... 




T6L 










(Cont.) 


Sustain PH5 


BRPH5 


= FPRENR PH5 + ... 






S47-S31 —h~~ B47-B31 


BXS 


= FAFLD PH5 NCSN + ... 


Save normalized 
| numerator | 


PH6 


(Entered from PH4, cases 1 and 4, 


FPRENM 


= FAFLMD PH6 + ... 




T6L 


PH5 case 2) 

r\ a-i riii ^ <~ l -7 >~r\ 1 


SXD 


= FAFLMD PH6 + ... 




U4/-DJI * o4/-bol 




S51-S31 x 16 -/-*- A47-A27 


AXSL4 


= FPRENM + ... 


Shift denominator one 
hex to the left 




Increment E0-E7 by one 


PCTE1 


= FPRENM FAFLD + ... 






Enable S/CXS 


S/CXS 


= FPRENM NA4731Z 
+ FAFLMD PH6 + ... 




PH7 


(Entered from PH6 only) 








T6L 


1-6 clocks (FMS) 
1-14 clocks (FML) 

Case 1: Denominator = 










Set flip-flop CC2 


S/CC2 


= FAFLD PH7 A4731Z 


(N -r 0) 




Set flip-flop RTZ 


(S/RTZ/1 ) 
Other signa 


= FAFLMD PH7 NA4731Z + ... 
s same as PH4, case 2 






Case 2: Denominator / 0, NASN 


FPRENM 
SXA 


= FAFLM PH7 NASN + ... 
= FAFLMD PH7 + ... 




A4/ -A & 1 * :>4/ -oo 1 




S51-S31 x 16-/— A47-A31 


AXSL4 
CXS 


- FPRENM + ... 
= See PH6 and PH7 


Shift denominator one 
hex to the left 


j4/ -JO 1 * L.4/ -L.O 1 




Increment E0-E7 by one 


PCTE1 


= FPRENM FAFLD + ... 






Set flip-flop CXS 


S/CXS 


- FPRENM NA4731Z + ... 






Sustain PH7 


BRPH7 


= FPRENM NA4731Z + ... 












Mnemonic: FDS (3E, BE), 






(Continued) 


FDL (IE, 9D) 
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Table 3-136. Floating Divide (FAFLD), Phase Sequence (Cont.) 



Phase 


Function Performed 


Signals Involved 


Comments 


PH7 
T6L 
(Cont.) 


Case 3: Denominator ^ 0, ASN 
Advance to PH8 


NFPRENM = FAFLM PH7 ASN + ... 
BRPH7 = FPRENM NA4731Z + ... 




PH8 
T6L 


(Entered from PH7 only) 


SXB = FAFLD PH8 + ... 




U4/ -\5o 1 ■*■ j4/ -jo 1 




S47-S31 -/—- A47-A31 


AXS = FAFLD PH8 + ... 


Retrieve normalized 
(numerator | 




Enable DPP 


DPP = FAFLD PH8 + ... 
Other signals same as PH4, case 4 




PH9 
T8L 
or 
T6L 


(Entered from PH4, PH5 or PH8 
as the function of DPP) 1-2 clocks, 
2 clocks only if | numerator | = 1 
(in which case second clock is T6L) 

Case 1 : Numerator = +1 








A47-A31 — S47-S31 


SXA = FAFLD PH9 + ... 








AXSR4 = FAFLD PH9 A47 + ... 


Shift absolute value of 
numerator one hex to the 
right to avoid overflow 
in product 


j4/ -bZ/ X 1/(0 / "*" Aj 1 -AJ 1 




Increment E0-E7 by one 


PCTE1 = FAFLD PH9 A47 + ... 






Sustain PH9 (advance to next PH9 
clocked) 


BRPH9 = FAFLD PH9 A47 + ... 






Case 2: Numerator = 








Set flip-flop RTZ 


(S/RTZ/1) = FAFLD PH9 A4731Z + ... 








Other signals same as PH4, case 2 


Enable PH13 




Case 3: Numerator ^ 0, 
numerator < denominator 


SXA = FAFLD PH9 + ... 




A4/-AJI ■" j4/-joI 




S47-S31 x 2 —h~- A47-A31 


AXSL1 = FAFLD PH9 NA47 + ... 


Scale for division 






(Continued) 


Mnemonic: FDS (3E, BE), 
FDL (IE, 9D) 
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Table 3-136. Floating Divide (FAFLD), Phase Sequence (Cont.) 



Phase 


Function Performed 


Signals Involved 


Comments 


PH9 


Set flip-flop T8L 


R/MT8L = T8L = FAFLD PH9 NK46 NA4731Z 






T8L 




+ ... 






or 










T6L 


Enable PH11 


BRPH11 = FAFLD PH9 NK46 NA4731Z + ... 






(Cont.) 


Case 4: Numerator / 0, 
numerator > denominator 

A47-A31 - S47-S31 


SXA = FAFLD PH9 + ... 








S47-S31 x 2 —H- A47-A30 


AXSL1 = FAFLD PH9 NA47 + ... 


Scale for division 






Advance to PHI 










All cases: 










Hold CS31 for first iteration in 


R/CS31 = N(FAFLD PH9) + ... 








division (PH11) 








PH10 


(Entered only from PH9, case 4) 








T6L 




SXA = FAMDSF PH10 + ... 






A4/ -Ao 1 j4/ -00 \ 




S47-S31 x 1/16 -/— A51-A31 


AXSR4 = FAFLD PH10 + ... 
Gated by FAFLD PH10 + ... 


Shift numerator right 
one hex 




jZo-oJU -y— »- uu-dz 




Increment E0-E7 by one 


PCTE1 = FAFLD PH10 + ... 








Hold CS31 for first PH11 iteration 


R/CS31 = N(FAFLD PH10) + ... 






PH11 


23 clocks if FDS, 35 clocks if FDL. 








T6L 


During each clock, the following 
events occur 

Enable signal DIT 

A47-A31 + D47-D31 + CS31 
- S47-S31 

S48-S31 -/-— A47-A31 

BO -/-— A31 


DIT = FAMDSF/D PH11 + ... 
SXADD = DIT + ... 

AXSL1 = DIT + ... 

S/A31 - BO FAMDSF/D N [FAFLD (PHI 1 P26 
+ PH12)] + ... 

BXBL1 = DIT + ... 






154/ -do 1 x z / ■*" 134/ -liJU 








Mnemonic: FDS (3E, 


BE), 






(Continued) 


FDL (IE, 9D) 
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Table 3-136. Floating Divide (FAFLD), Phase Sequence (Cont. ) 



Phase 


Function Performed 


Signals Involved 


Comments 


PHll 

T6L 

(Cont.) 


Clock a quotient bit into B31 
NC47-NC31-t^ D47-D31 


S/B31 
DXNC/D = 


K46 FAFLD PHll + ... 

FAFLD PHll (MWN © K46) 
+ ... 


Polarity of denominator 
clocked into D" and CS31 
must be opposite to the 
residue clocked into A" 




Force a 1 into CS31 


S/CS31 
DXC/D 


DXNC/D + ... 

FADIV PHll N(MWN K00) 
+ ... 




(_4/-LJI / *" D4/-DJI 




Count iterations, using P26-P31 


PCTP1 


DIT NDITEX + ... 






Sustain PHll 


BRPH1 1 


DIT NDITEX + ... 






On the 22nd clock (FDS) 








or the 55th clock (FDL): 


Other events listed above 




Enable DITEX 


DITEX = 


FAFLD 02 (P27 P29 P30) 
+ FAFLD P26 P27 P29 P30 

+ ... 


Initiate end of iterations 




Stop sustaining PHI 1 


BRPH11 


DIT NDITEX + ... 






Enable MRQ/1 


MRQ/1 


DIT DITEX + ... 


Memory request for next 
instruction 




On the 23rd clock (FDS) 


R/NT8L 


T8L = FAFLMD PHll + ... 




or the 55th clock (FDL): 


Set flip-flop T8L 




Reset flip-flop IEN 


R/IEN 


DIT DITEX + ... 


Stop interruptibility 


PH12 
T8L 


D A~! 1)11 *. C/17 ^11 


SXB 

AXSL1 

S/A31 


FAFLD PH12 + ... 
FAFLD PH12 + ... 
K46 FAFLD PH12 + ... 


^Completes quotient 


U4/-15JI *^ .54/ -oj 1 

S49-S31 x 2 —h~~ A48-A30 
K46-t<-^ A31 




Clear D-register 


DX/1 


FAFL PH12 + ... 


J 




Set flip-flop NGX 


S/NGX 


FAFL PHI2 + ... 






Force a one onto LR31 address line 


R/NLR31/2 - 


LR31/2 = FAFL PH12 + ... 






Set flip-flop T10L if FDL 


SA10L 


FPRD PH12 + ... 

= FAFL N02 PH12 + ... 








(Continued) 


Mnemonic: FDS (3E, BE), 
FDL (IE, 9D) 
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Table 3-136. Floating Divide (FAFLD), Phase Sequence (Cont. ) 



Phase 


Function Performed 


Signals Involved 


Comments 


PH13 


One clock only 


FPRR 


= FAFLD PH13 + ... 




T10L 










if FDL 


k. 1 A A-l k| All I Y » r I" 7 r 11 


SXADD 


= FPRR N(RTZ + FEUF NFZ) FPR 




INA4/-1NAJI + l\ ■■ j4/ -jj 1 


T6L 


if product must be negative 




+ ... 




(Cont.) 


A 1" 7 All M r A'' ro 1 


SXA 


= FPRR N(RTZ + FEUF NFZ) NFPR 




A4/ -A J 1 *■ 54/ -oo 1 




if product must be positive 




+ ... 






All zeros into S47-S31 if result 


No gating 


term enabled 






is zero or if exponent underflow 










with FZ - 










t\ r ii / a. r»\A/n p\*/ii 


RW 


= FPRR FPRD NFTRAP + ... 


Store LSW of result 


jU-jo 1 / * KWU-KWj 1 




if FML and no trap 










fin 1 M / fc Art A rt 1 


AXSR32 


= FPRR N(FAFLD 02) 


Most significant fraction 


b4o-V 1 / * Ao-Aol 










quotient bits 




r- i r-r it / _ at a -7 


AXE 


= FPRR + ... 


Chin / » ai r n v 


1 1 -t/ + 64/ * Al-A/ 


^INCI / • AI, C/-C/ 










A2-A7) uninverted expo- 










nent plus bias 




Force ones into CS0-CS7 if 


CSX 1/5 


= FPRR FPR + ... 






result negative 










Set flip-flop DRQ 


S/DRQ 


= FPRR + ... 


Inhibit transmission of 
another clock until data 
release signal received 




Set flip-flop T8L 


R/NT8L 


= T8L = FPRR + ... 






Set flip-flops TRAP and TR29 for 


FTRAP 


= FEOF + FEUF FZ + CC2 


Exponent overflow 




trap to X'44' (68) if trap conditions 










exist 












FEOF 


= FAFL NRTZ NEO El 


Exponent overflow 






FEUF 


= E0 NE1 NRTZ FAFL 


Exponent underflow with 
FZ = 1. See PH7 






SAR29 


= FPRR FTRAP + ... 






Enable PH15 


BRPH15 


= FPRR + ... 




PH15 


A0-A31 © CS0-CS7 


SXPR 


= FAFL PH15 N(RTZ + FEUF NFZ) 


Invert exponent if result 


T8L 


S0-S31 if result does not equal zero 


RW 


+ ... 
= FAMDSF NFASHFX PH15 + ... 


negative 

Store MSW of result 




bU-jJI ■" KWU-KWol it IN 1 KAr 








Mnemonic: FDS (3E, BE), 








(Continued) 


FDL (IE, 9D) 
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Table 3-136. Floating Divide (FAFLD), Phase Sequence (Cont.) 



Phc 



Function Performed 



Signals Involved 



Comments 



PH15 

T8L 

(Cont.) 



S0-S31 —/-*- A0-A31 



Set flip-flop TESTA 

Merge a one into CS31 if result 
is nonzero 

Set flip-flops CC1, CC2, CC3, 
and CC4 as applicable 



Enable ENDE 
Set flip-flop PRE1 

Enable clock T6L 



AXS - FAFL PH15 + ... 

RWDIS - TRAP NINTRAPF + ... 
SAESTA = FAMDSF NFASHFX PHI 5 + ... 

A31X1 = FAFL PH15 N(RTZ + FEUF NFZ) 

+ ... 



S/CC1 



FAFL PH15 FEUF + 



S/CC2 = FAFL PH15 (FEUF + FEOF) + ... 

S/CC3 = TESTA NAO NA0031Z + ... 

S/CC4 = TESTA A0 + ... 

ENDE = FAMDSF PH15 + ... 

S/PRE1 = ENDE (NHALT + FUEXU) 
N(S/INTRAPF) 

T6L - NT1L NT4L NT8L NT10L NRESET 



Disable storage 

For CC3 and CC4 use 

For CC3 test 

Exponent underflow 

Exponent underflow 
or overflow 

Result greater than zero 

Result less than zero 



Mnemonic: FDS (3E, BE), 
FDL (IE, 9D) 
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The exponent difference in the E -register is decremented 
by one to compensate for the shift. If the denominator is 
not simple normalized, it is transferred to flip-flops D47 
through D31 by signal DXC/6 in preparation for normali- 
zation in PH6. PH5 is entered. 

4. The numerator is nonzero andissimple normal- 
ized (the denominator may or may not be simple normalized). 
The absolute value of the numerator is gated from flip-flops 
A47 through A3! to the sum bus outputs S47 through S31 by 
signal SXADD and back into flip-flops A47 through A31 by 
AXS. If the denominator is not simple normalized, it will 
be prenormalized to detect a possible zero value. The de- 
nominator is transferred to the D "-register, the absolute 
value of the numerator is transferred to the B"-register, and 
PH6 is enabled as in case 1. 

If the denominator is simple normalized (the denominator is 
nonzero), the division may take place. In this case, signal 
DPP (divide preparation) goes true, signifying that the two 
operands are being set up for the division. When signal 
DPP is true, one of two actions occur. If the denominator 
in the C"-register is negative, it is transferred to the D"- 
register by signal DXC/6. If the denominator is positive, 
the inverted denominator is transferred to the D"-register 
by signal DXNC/l, and a one is forced into flip-flop CS31 
to make up the two's complement of the inverted denomi- 
nator. The B-register is cleared by signal BX/l . Clock 
T8L and PH9 are enabled. 

e. PH5. PH5 is entered only if the numerator was not 
simple normalized at the beginning ofPH4. At this point, the 
numerator may be simple normalized because of the one 
prenormalizing shift in PH4 or it may need further prenor- 
malization shifting. Up to five clocks (FDS) or thirteen 
clocks (FDL) are used in PH5 to perform the prenormaliza- 
tion. There are three possible conditions at the start of 
PH5: 

1. Numerator issimple normalized and denominator 
is simple normalized. If both ASN and CSN are true, sig- 
nal DPP goes true and initiates the actions described in PH4, 
case 4. 

2. Numerator issimple normalized and denominator 
is simple normalized. A true ASN disables PH5 and PH6 is 
entered to simple normalize the denominator. The absolute 
value of the simple normalized numerator in the A-register 
is gated to the sum bus by signal SXA and into the B-register 
by signal BXS at the PH5 clock. The numerator must be re- 
tained for later division. 

3. Numerator is notsimple normalized (denominator 
mayor may notbe normalized). If signal ASN is false, signal 
FPRENR is true, causing another prenormalization shift to be 
performed on the numerator.. The fraction is shifted by signal 
AXSL4 and the exponent difference is decremented by one to 
compensate for the shift. PH5 is sustained by signal FPRENR. 
At each PH5 clock, the contents of the A "-register are gated 



to the sum bus and, if CSN is false, are transferred to the B"- 
register by signal BXS. On the last clock of PH5, the B"- 
register saves the simple normalized numerator if simple 
normalization is to be performed on the denominator. 

FPRENR = FAFLMD PH5 NASN + ... 

S47 = A47 SXA + ... 



S31 = A31 SXA + ... 

SXA = FAFL PH5 + ... 
S/A47 = S51 AXSL4 + ... 



S/A27 



S3! AXSL4 + 



f. PH6. PH6 is used to perform the first prenormalization 
shift on a denominator that is notsimple normalized. The de- 
nominator maybe zero at this point, but this condition is not 
detected until PH7. PH6 is entered only from PH4 or PH5. 

During PH6, the denominator in the D "-register is gated to 
sum bus outputs S47 through S3! by signal SXD. Signal 
FPRENM is true during this phase and causes a prenormali- 
zation shift to occur by enabling signal AXSL4. The de- 
nominator on the sum bus outputs are shifted one hex to the 
left and are clocked into flip-flops A47 through A27. The 
exponent difference in the E-register is incremented by one 
to compensate for the shift. (The shift is meaningless if the 
denominator is zero). Buffer latch CXS is set for PH7 use. 

g. PH7. PH7 is entered only from PH6and is used to per- 
form simple normalization shifts of the denominator, if nec- 
essary, and to detect a zero denominator. Up to 6 clocks 
(FDS) or 14 clocks (FDL) may be used to perform further 
normalization shifts on the denominator. The following 
conditions may be present at the start of PH7: 

1. Denominator = 0. If thedenominatorequals zero, 
division is impossible and the computer traps to location 
X'44' (68). Flip-flop CC2 is set at the PH7 clock. Signal 
(S/RTZ/1) goes true with all zeros in flip-flops A47 through 
A71, and initiates the actions described in PH4. Step 2 
(PHI 3 is entered). 

2. Denominator does not equal zero and is not 
simple normalized (another prenormalization shift is to be 
performed). Signal FPRENM is true and causes a prenormal- 
izing shift to occur by enabling signal AXSL4. The denomi- 
nator in flip-flops A47 through A31 is gated to the sum bus out- 
puts S47 through S31 by signal SXA. The sum bus outputs S47 
through S31 by signal SXA. The sum bus outputs are shifted 
one hex to the left and are transferred back to flip-flops 
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A47 through A27. The exponentdifferencein the E-register, 
is incremented by one to compensate for the shift. Buffer 
latch CXS is set for use in the next clock of PH7. PH7 is 
sustained. 

3. Denominator issimple normalized. Ifthedenomi- 
nator is simple normalized, signal ASN goes true, and PH7 
is not sustained for another clock. PH8 is then entered. 

During all of the above cases, the sum bus outputs are trans- 
ferred to C47 through C31 during each PH7 clock so that 
the simple normalized denominator is in the C "-register at 
the end of PH7 (or PHI 3 has been enabled for the zero de- 
nominator case). 

h. PH8. If the denominator underwentsimple normali- 
zation in PH6and PH7, the absolute value ofthe normalized 
numerator was temporarily stored in the B"-register. During 
PH8, the numerator is clocked into the A "-register. Signal 
DPP goes true in PH8, initiating the same actions as de- 
scribed in PH4, step 4. PH9 is enabled. 



S47 



B47 SXB + ... 



S31 = B31 SXB + .. 
SXB= FAFLD PH8 + 
S/A47 = S41 AXS + 



S/A31 



S3! AXS + 



i. PH9. PH9 is entered from PH4, PH5, or PH8 after 
signal DPP goes true. Atthispoint, the A "-register holds the 
absolute value of the simple normalized numerator, in the 
range 1/16^ N < 1 or equal to zero. (The zero case is 
possible only when PH9 is entered from PH8. ) The D"- 
register holds the negated form of the absolute value of the 
denominator with the absolute denominator in the range 
1/16 ^ D < 1 . The absolute value of the quotient of the 
division, if performed at this point, would be 1/16 < N <1 
divided by 1/16 < D < 1, or in the range 1/16 < Q < 16. 
PH9 and PH10 are used to adjust the numerator so that the 
absolute value of the quotient will always be a normalized 
number in the range 1/16 < Q < 1 . There are two clocks 
in PH9 if the value of the numerator is +1; the first clock 
in this case is T8L and the second is T6L. In all other cases, 
only one T8L clock occurs. The following cases are pos- 
sible. 

1. Numerator is +1 . If the numerator is + 1, the ab- 
solute quotient is in the range from 1 to 16. The numerator 
is shifted one hex to the right to bring the quotient into 
the acceptable range. The numerator in flip-flops A47 
through A3! is gated to the sum bus by signal SXA. At the 



PH9 clock, the sum bus outputs are shifted one hex to the 
right into flip-flops A51 through A31 by signal AXSR4. The 
exponent difference in the E-register is incremented by one 
to compensate for the shift. PH9 is sustained, and one of 
cases 2, 3, or 4 is enabled. 

2. Numerator equals zero. If the numerator isequal 
to zero, the quotient is also zero (the denominator must be 
nonzero for PH9 to be entered). Flip-flop RTZ is set, and 
PH13 is enabled in the same manner as PH4, case 2. The 
division does not take place. 

3. Numerator is nonzero and is less than the denomi- 
nator. Bit D47 is a one (denominator negated), and bit 
A47 is a zero (numerator in absolute form). If the numerator 
is smaller than the denominator, there is no carry into the 
sign bit position (sum of numerator and denominator in a 
hypothetical addition would be negative); hence, there is 
no carry into bit position 46. If K46 = 0, therefore, the 
numerator is smaller than the denominator; if NA4731Z = 1, 
the numerator is nonzero. If the conditions exist, the ab- 
solute value of the quotient must be in the normalized range 
and the division may take place. The numerator in flip- 
flops A47 through A31 is gated to the sum bus by signal SXA 
and is shifted one bit position to the left by signal AXSL1 
back to the A"-register to prescale the numerator for the 
division (see PHI 1 ). Clock T8L and PHI 1 are enabled. 

4. Numerator is nonzero and is greater than or equal 
to the denominator (but not equal to +1). If these conditions 
exist the absolute value of the quotient is greater than or is 
equal to one and is less than 16. The numerator must be 
shifted right to bring the quotient into the normalized range. 
The numerator is prescaled, as in case 3, and PHI is entered 
to perform the right shift. 

In cases 1 through 4, flip-flop CS31 remains set to hold the 
one for the two's complemented (negated) denominator found 
in the phase where signal DPP was enabled. 

j. PH10. PHI is entered from PH9only when case 4 of 
PH9applies. The numerator in A47 through A30 is gated to the 
sum bus by signal SXA. The sum bus outputs S47 through 
S31 are shifted one hex to the right and are clocked back 
into S51 through S31 by signal AXSR4. Sum bus outputs 
S28 through S30 are clocked into BO through B2, respec- 
tively. The exponent difference in the E-register is incre- 
mented by one to compensate for the shift. The one in 
CS31 is retained by not resetting the flip-flop. 

k. PH11. PHI 1 is thedivide iteration phase of FAFLD. 
Figure 3-225 shows the register arrangement during the imple- 
mentation of FDS and FDL. The implementation is very similar 
to the implementation of opcodes DW and DH. A detailed 
description of the division process of this phase is therefore 
not given; only differences between FAFLD and FADIV are 
noted. 

At the beginning of PH11, the A"-register holds two times 
the adjusted numerator in absolute form. The numerator was 
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Figure 3-225. FAFLD Register Organization (Phase 11) 



shifted one bit position to the right in PH9 so that the first 
quotient bit produced is the 2"' bit. The D "-register and 
flip-flop CS31 contain the first denominator transfer from 
the C"-register. The transfer was made so that the D"- 
register contains the negated denominator, which is added 
to the numerator at the first clock of the nonrestoring divi- 
sion process. 

There are 23 divide iterations in PH11 if FDS is being per- 
formed, or 55 divide iterations if FDL is being implemented. 
Signal DIT (divide iterations) is true as long as the itera- 
tions are to be performed. For each clock (iteration) of 
PH11, the following events occur: 

1 . The numerator is added to the contents of the. 
D-register and flip-flop CS31 and the residue (see opcodes 



DW and DH) is shifted one bit position to the left. The 
residue is clocked back into the A-register. 

2. The contents of flip-flop BOare transferred toflip- 
flop A31. Flip-flops BO through B2 may contain a portion 
of the numerator (see PH10), and these least significant bits 
must be shifted into the residue as the iterations progress. 
Bit BO is transferred to flip-flop A31 with each clock until 
the 31st clock is reached, although only three transfers are 
actually necessary. 



3. The B-register is shifted one bit position to the left 
by signal BXBL1. The B-register holds the partial quotients. 
Shifting one bit position to the left opens up B31 to receive 
a new quotient bit. 
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4. Another quotient bit is clocked into flip-flops B31 . 
The quotient bit is a one when K46 is a one, and is a zero 
when K46 is a zero. K46 takes the place of K00 used in 
instruction DW and DH and is the end carry for the nonre- 
storing division process. 

5. Thedenominatoror the inverted denominator is 
transferred from the C "-register to the D "-register. The 
transfer is made so that the contents of the D "-register are 
opposite polarity to the residue in the A"-register and en- 
able the next addition in the nonrestoring process to occur. 
The true denominator is transferred by signal DXC/D if the 
residue is negative and the true denominator is positive or 
if the residue is positive and the true denominator is nega- 
tive. The inverted denominator is transferred by signal 
DXNC/D if both the residue and the true denominator have 
like signs. A one is clocked into flip-flop CS31 in the 
latter case to make up the two's complement of the denomi- 
nator when the next addition takes place. 

6. The number of the iteration is counted. Flip-flops 
P26 through P31 make up a six bit iteration up-counter for 
instruction FDS and FDL. When the counter indicates 22 
for FDS or 55 for FDL, signal DITEX goes true, enabling 
signal MRQ/1 to request the next instruction. Signal 
BRPH11 goes false as DITEX is enabled. At the next clock, 
flip-flop T8L is set and flip-flop IEN is reset. 

-1 -23 

If FDS is being performed, bits 2 through 2 of the 

quotient are in flip-flops B9 through B31 at the end of PH11. 

If FDL is in effect, bits 2 through 2"^ of the quotient 

are in flip-flops B49 through B31. One more iteration must 

be performed to complete the absolute value of the product. 

I. PH12. PH12is usedforthe last iterationof thedivi- 
sion process. The partial quotient in the B"-register isshifted 
one bit position to the left and transferred into flip-flops 
A47 through A30 of the A"-register by signal AXSL1 . The 
last quotient bit (2~ 24 if FDS or 2" 56 if FDL) is clocked 
into flip-flop A31. The A"-register now holds the complete 
absolute quotient. 

Also at the PHI 2 clock, the D"-register is cleared by sig- 
nal DX/1 . Flip-flop NGX is set for possible negation of 
the quotient in PHI 3. A one is forced on private memory 
address line LR31 to select the odd numbered private mem- 
ory register for storage of the quotient. Flip-flop T10L is 
set if FDL is being performed. 

m. PH13. Atthestartof PH13, the absolute value of the 
quotient is in flip-flops A8 through A31 if FDS is being per- 
formed or is in flip-flops A48 through A31 if FDL is in ef- 
fect. The result is ready for storage and signal FPRR is 
true. The quotient is normalized unless flip-flop RTZ is 
set. PHI 3 and PHI 5 are the two storage phases of FAFLD. 
One of three actions is now taken: 

1. The result is negated and a one is added for two's 
complementing if FPR is true. The one for two's complementing 



is provided by K31 (NGX set in PH12). The negated result 
is gated io the sum bus by signal SXADD. 

2. The result remains unaltered if FPR is false, and 
is gated to the sum bus by signal SXA. 

3. Zeros are gated to the sum bus if the result is 
zero or if there was exponent underflow with FZ = 0. 

If FDL is being performed and if there is no trap condition, 
sum bus outputs SO through S31, the LSW of the result, are 
transferred to the odd numbered private memory register at 
the PH13 clock. Sum bus outputs S48 through S71 are trans- 
ferred to flip-flops A8 through A31 at the clock by signal 
AXAR32. The exponent result flip-flops in El through E7 
is biased by adding 64 and clocked into flip-flops Al through 
A7. Bias is achieved by reversing the state of flip-flop El. 
Ones are clocked into flip-flops CSO through CS7 to invert 
the exponent if the final result is to be negative. The A- 
register now holds a zero in bit A0. It holds the uninverted 
exponent in bits Al through A7 and the most significant part 
of the fraction product in bits A8 through A31. 

Flip-flops DRO, T8L, and PH15 are set at the PH13 clock. 
Flip-flop DRQ inhibits transmission of another clock until a 
data release signal is received from memory. 

If trap conditions exist, flip-flops TRAP and TR29 are set to 
provide a trap to memory location X l 44' (68). Trap condi- 
tions are the following". 

1. Exponent overflow. If the result is not equal 
to zero, exponent overflow causes an unconditional trap. 

2. Underflow. Underflow causes a trap if the 
floating zero mode control bit, FZ, is a one. 

n. PH15. If the result is not equal to zero, the MSW of 
the result is added to the contents of CS -register in an exclu- 
sive OR operation (bits CSO through CS7 are all ones if the 
result is negative and invert the exponent and sign bit in 
this case). The sum bus outputs, SO through S31 are trans- 
ferred to the even numbered private memory register if no 
trap condition exists. Signal RWDIS disables transfer if a 
trap condition exists. The sum bus outputs are also trans- 
ferred to flip-flops A0 through A31 for condition code use. 
A one is merged into bit A31 by signal A31X1 if the result 
was not equal to zero. This action is necessary because a 
portion of the result has already been stored (PHI 3) the 
most significant part of which may be zero. 



Flip-flop TESTA is set to enable condition code bits 3 and 
4 at the next clock. Condition code 1 is set if under- 
flow has occurred and if the result is not equal to zero. 
Condition code 2 is set if overflow or underflow occurs 
and if the result is nonzero. Condition code 3 is set if 
the result is positive and nonzero; condition code 4 is 
set if the result is negative. Signal ENDE is generated. 
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3-303 PROCESSOR CONTROL PANEL 

The Processor Control Panel (PCP) is divided into two sepa- 
rate functional sections. The upper section (MAINTENANCE 
SECTION) is reserved for maintenance controls and indi- 
cators; the lower section, which is not labeled, contains 
the controls and the indicators for the computer operator. 
All controls and indicators appearing on the lower section 
of the PCP are functional ly duplicated on the Free-Standing 
Console (FSC). The Sigma 7 Processor Control Panel is 
shown in figure 2-1. The PCP switches, with their desig- 
nators and output signals are listed in table 3-137. The 
PCP indicators, with their designators and associated lamp 
driver origins, are listed in table 3-138. The POWER and 
INTERRUPT pushbuttons in the center of the panel are il- 
luminated. The NORMAL MODE, RUN, and WAIT assem- 
blies are indicators only. 

3-304 Common Output Signals 

Three logic signals are not directly associated with any 
single control switch, but are the result of several combi- 
nations of switch settings. These logic signals are KAS/1, 
KAS/2, and NKAS/B. Table 3-139 shows the conditions 
under which these signals are true. 

3-305 POWER Switch 

The POWER switch is an illuminated push on-push off button 
that connects ac power to the computer and to units under 
its control. When the switch is engaged and the ac power 
is available at the power source, +8 volts are supplied to 
the internal indicator to light the pushbutton. When the 
power is turned off, the indicator goes out. The events 
that take place in the CPU when the power goes on and 
off are described in the paragraphs on power on and power 
off sequence under Entering PCP Phases. 

3-306 CONTROL MODE Switch 

The CONTROL MODE switch distributes +8 and -8 volts 
to points in the PCPdepending on whether it is set to LOCAL, 
REMOTE, or LOCK. These voltages can enable or disable 
operation of the switches to which they are connected. 
When the CONTROL MODE switch is in the LOCAL posi- 
tion, all control functions can be carried out from the PCP. 
When the switch is in the REMOTE position, most control 
functions can be carried out from the Free-Standing Console 
(FSC). All controls and indicators on the maintenance 
section except the CLOCK MODE and SENSE switches are 
operative; all switches on the lower portion of the PCP ex- 
cept the POWER and INTERRUPT switches are inoperative. 
When the switch is in the LOCK position, all switches on 
the PCP are inoperative except the POWER, INTERRUPT, 
SENSE, and AUDIO switches. In the LOCK position, the 
switch connects +8 or -8 volts to the switch circuits in such 
a way that the COMPUTE switch appears to be in the RUN 
position; the WATCHDOG TIMER and INTERLEAVE SELECT 
switches appear to be in the NORMAL position; and the 



PARITY ERROR MODE and CLOCK MODE switches appear 
to be in the CONT position. 

3-307 CLOCK MODE Switch 



When the CLOCK MODE switch is in the CONT position, 
signals KC and KSC are false and signal NKC/B is true. 
The program sequences normally and clock enable signal 
CE is active. When the switch is placed in the center posi- 
tion, signal KSC goes true, signal KC goes false, and signal 
NKC/B remains true. Clock enable signal CE is inhibited 
by the following equation. 

CE = N(KSC NSC2) (...) 

If the switch is held in the SINGLE STEP position, signal 
KSC remains true, signal KC goes true, and. signal NKC/B 
goes false. Signal CE goes true long enough to allow a 
single clock pulse. Further clock pulses are inhibited by 
SCD as follows: 

CE = N(KSC SCD) (...) 

SCD = SCD SC2 + SC2 SCEN CL 

S/SC2 = SCI 

S/SC1 = KSC KC 

When the switch is returned to the center position or is set 
to CONT, NKC/B goes true, SCD drops, and clock pulses 
are again enabled as follows: 

R/SC1 = NKC/B SCD 

R/SC2 = NSC1 

During single step operation, the watchdog timer is inoper- 
ative because signal KSC holds signal WDTR true and the 
watchdog timer is held in the reset state. 

WDTR = KSC + ... 

This logic is explained further in the following paragraphs. 

3-308 WATCHDOG TIMER Switch 

When the WATCHDOG TIMER switch is in the NORMAL 
position, switch output signal KWDTR is false, and the 
watchdog timer counter is reset by signal WDTR only at in- 
terruptible points during program execution. 

WDTR = 1EN + ENDE + KWDTR + ... 

where IEN signifies interrupt enable and ENDE is true dur- 
ing the last phase of instruction execution. If the counter 
reaches a count of 39 before an interruptible point is reached, 
timer runout has occurred, and the program traps to loca- 
tion X'46'. 
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Table 3-137. PCP Control Switches 



Switch Name 


Designator 


Output Signals 


Switch Position 


Logic Level 


CONTROL 


S3 


None 


LOCAL 


Supplies 


MODE 






REMOTE 
LOCK 


+8V and 
-8V voltage 
to switch 
circuits 


WATCHDOG 


S12 


KWDTR 


NORMAL 


False 


TIMER 






OVERRIDE 


True 


INTERLEAVE 


Sll 


KINLVSEL 


NORMAL 


False 


SELECT 






DIAGNOSTIC 


True 


PARITY 


S10 


KHOP 


HALT 


True 


ERROR MODE 






CONT 


False 


SENSE 1 


S9 


KSS1 


ON 


True 


SENSE 2 


S8 


KSS2 


ON 


True 


SENSE 3 


S7 


KSS3 


ON 


True 


SENSE 4 


S6 


KSS4 


ON 


True 


CLOCK 


S5 


KC 


CONT 


False 


MODE 






Center 
SINGLE STEP 


False 
True 






NKC/B 


CONT 
Center 
SINGLE STEP 


True 
True 
False 






KSC 


CONT 
Center 
SINGLE STEP 


False 

True 

True 


REGISTER 










DISPLAY 


S4 


KD 


ON 
Off 


True 
False 


REGISTER 


SI8 


KDSHI 


CS H E 


True 


SELECT 














D H 


True 








S N 


True 



(Continued) 
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Table 3-137. PCP Control Switches (Cont. ) 



Switch Name 


Designator 


Output Signals 


Switch Position 


Logic Level 








A H 


True 








B H 


True 








D L 


False 








P 


False 








S L 


False 








A L 


False 








B L 


False 








CS L 


False 






KSXB 


B L 
B H 


True 
True 






KSXCS 


CS 
CS H E 


True 
True 






KSXD 




True 
True 






KSXP 


P 


True 






KSXS 


S H 


True 
True 






KSXA 


A L 
A H 


True 
True 


AUDIO 


S2 


None 


ON 




POWER 


S19 


None 






CPU 


S18 


KCPURESET 


Pressed 


True 


RESET/ 




NKCPURESET/ 






CLEAR 




B 




False 



(Continued) 



3-643 



XDS 901060 



Table 3-137. PCP Control Switches (Cont. ) 



Switch Name 


Designator 


Output Signals 


Switch Position 


Logic Level 


I/O RESET 


S17 


KIORESET 


Pressed 


True 


LOAD 


S16 


KFILL/B 


Pressed 


True 


UNIT ADDRESS 


S15A 


KUA21 


0-3 
4-7 


False 
True 






KUA22 


0, 1, 4, 5 
2, 3, 6, 7 


False 
True 






KUA23 


0, 2, 4, 6 

1, 3, 5, 7 


False 
True 




S15B 


KUA24 


0-7 
8-F 


False 
True 






KUA25 


0-3, 8-B 
4-7, C-F 


False 
True 






KUA26 


0, 1, 4, 5, 8, 9, C, D 
2, 3, 6, 7, A, B, E, F 


False 
True 






KUA27 


0, 2, 4, 6, 8, A, C, E 

1, 3, 5, 7, 9, B, D, F 


False 
True 




S15C 


KUA28 


0-7 
8-F 


True 
False 






KUA29 


0-3, 8-B 
4-7, C-F 


True 
False 






KUA30 


0, 1, 4, 5, 8, 9, C, D 
2, 3, 6, 7, A, B, E, F 


True 
False 






KUA31 


0, 2, 4, 6, 8, A, C, E 

1, 3, 5, 7, 9, B, D, F 


True 
False 


SYS 


S14 


KSYSR/B 


Pressed 


True 


RESET/ 










CLEAR 




NKSYSR 




False 


INTERRUPT 


S13 


KINTRP 
NKINTRP/B 


Pressed 


True 
False 


INSERT 


S21 


KPSW1/B 


PSW1 
PSW2 


True 
False 






KPSW2/B 


PSW1 
PSW2 


False 
True 


STORE 


S23 


KSTORK/B 


SELECT ADDR 
INSTR ADDR 


True 
False 






KSTORQ/B 


INSTR ADDR 
SELECT ADDR 


True 
False 



(Continued) 
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Table 3-137. PCP Control Switches (Cont. ) 



Switch Name 


Designator 


Output Signals 


Switch Position 


Logic Level 


DATA 


S43 


KCLEARD/B 


CLEAR 
ENTER 


True 
False 






KENTERD/B 


ENTER 
CLEAR 


True 
False 


INSTR ADDR 


S20 


KINCRE/B 


INCREMENT 
HOLD 


True 
False 






NKHOID 


HOLD 
INCREMENT 


True 
False 


DISPLAY 


S22 


KDISPLAK/B 


SELECT ADDR 
INSTR ADDR 


True 
False 






KDISPLAQ/B 


INSTR ADDR 
SELECT ADDR 


True 
False 


COMPUTE 


S42 


KRUN/B 


RUN 
IDLE 
STEP 


True 

False 

False 






KSTEP/B 


RUN 
IDLE 
STEP 


False 
False 
True 


SELECT 


S24 


KSP31 


1 


True 


ADDRESS 


• 


• 


Center 


False 




S40 


KSP15 





False 


ADDR STOP 


S41 


KADDRSTOP 


ON 


True 


DATA 


S75 


KNCO 
KSO 


1 
Center 



1 
Center 




True 

True 

False 

True 

False 

False 


DATA 31 


S44 


KNC31 
KS31 


1 
Center 



1 
Center 




True 

True 

False 

True 

False 
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Table 3-138. PCP Indicators 



Indicator Name 


Designator 


Lamp Driver Origin 


INSTRUCTION ADDRESS 


DS39 


Q31/L 




DS55 


Q15/L 


TRAP 






ARITH 


DS56 


AM/L 


DEC 


DS57 


DM/L 


MODE 






MAP 


DS58 


MAPF/L 


SLAVE 


DS59 


NMASTER/L 


FLOAT MODE 






NRMZ 


DS60 


FNF/L 


ZERO 


DS61 


FZ/L 


SIG 


DS62 


FS/L 


CONDITION CODE 






1 


DS66 


CC1/L 


2 


DS65 


CC2A 


3 


DS64 


CC3/L 


4 


DS63 


CC4A 


POINTER 


DS29 


RP27/L 




DS33 


RP23/L 


INTRPT INHIBIT 






EXT 


DS34 


EI/L 


I/O 


DS35 


HA 


CTR 


DS36 


CIFA 


WRITE KEY 


DS37 


WKO/L 




DS38 


WK2/L 


DISPLAY 






31 


DS67 


S31/L 





DS98 


SO/L 


POWER 


DS28 


+8V 


NORMAL MODE 


DS25 


Switch 55C-1 
(on PT16 
power supplies) 


RUN 


DS24 


RUN/L 


WAIT 


DS23 


WAIT A 



(Continued) 
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Table 3-138. PCP Indicators (Cont.) 



Indicator Name 


Designator 


Lamp Driver Origin 


INTERRUPT 


DS22 


CPILITE/L 


MEMORY FAULT 






1 


DS21 


MFOA 


8 


DS14 


MF7A 


ALARM 


DS13 


ALARM/L 


PHASES 


DS12 


PRE4/L 


PREPARATION 


DS11 


PRE2/L 




DS10 


PRE1/L 


PCP 


DS9 


PCP4/L 




DS8 


PCP2/L 




DS7 


PCP1/L 


EXECUTION 


DS6 


PH8A 




DS5 


PH4A 




DS4 


PH2/L 




DS3 


PH1/L 


INT/TRAP 


DS2 


INTRAP2/L 




DS1 


INTRAP1/L 



Table 3-139. Switch Settings for Signals KAS/1, KAS/2, and NKAS/B 



SWITCH 
NAME 


KAS/1 * 


KAS/2 ** 


NKAS/B** 


LOAD Switch Off 
and Any One of 
Switch Positions Shown 


LOAD Switch Pressed 
and All Switch 
Positions as Shown 


LOAD Switch Off 
and Any One of 
Switch Settings Shown 


LOAD Switch Off 
and All of Switch 
Positions as Shown 


INSERT 
INSTR ADDR 
STORE 

DISPLAY 

DATA 

COMPUTE 


PSW1 or PSW2 

INCREMENT 

INSTR ADDR 

or 
SELECT ADDR 

INSTR ADDR 

or 
SELECT ADDR 

CLEAR 

or 
ENTER 

RUN or STEP 


Center 

Center or HOLD 

Center 

Center 

Center 

IDLE 


PSW1 or PSW2 
INCREMENT 

INSTR ADDR 

or 
SELECT ADDR 

INSTR ADDR 

or 
SELECT ADDR 

CLEAR 

or 
ENTER 

RUN or STEP 


Center 

Center or Hold 
Center 

Center 

Center 

IDLE 


* Always true with CONTROL MODE switch in LOCK position 
Always true with LOAD switch pressed 
** Always false with LOAD switch pressed 
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Setting the switch to OVERRIDE holds WDTR true with 
KWDTR, and the counter is held in the reset state. Timer 
runout cannot occur in this condition, 

3-309 INTERLEAVE SELECT Switch 

When the INTERLEAVE SELECT switch is in the NORMAL 
position, signal KINLVSEL is false and has no effect on 
the memory. With the switch in the DIAGNOSTIC posi- 
tion, KINLVSEL is true, and memory interface signal 
/ORIL/ is developed to override the interleaving operation 
in core memory. 

3-310 PARITY ERROR MODE Switch 

When the PARITY ERROR MODE switch is in the CONT 
position, switch output signal KHOP is false. A memory 
parity error causes one of eight signals from memory, MFL0 
through MFL7, to go true, according to the memory module 
in which the parity error occurs. These signals light cor- 
responding memory fault indicators on the PCP, and inter- 
rupt signal PEI is transmitted to the memory parity interrupt 
level. 

Signal PEI is generated from parity error signal PEC from 
memory as follows. 

PEI = PEF1 + PEF2 

S/PEF1 = PEL NINTEN 

PEL = PE + ... 

PE = /PEC/ (memory interface) 

NINTEN = N(KHOP PEL) 

When the switch is in the HALT position, signal KHOP is 
true and computer clock enable signal CE is driven low, 
halting operation. The equation is as follows: 

CE = NINTEN NCROF NWDTA (...) 

When parity error signal PEC is received from memory, PEL 
goes true, and as a result, NINTEN goes low, disabling 
CE. The memory fault indicators are lighted in the same 
manner as when the switch is in the CONT position. 

With KHOP true, a halt on fault signal is transmitted to 
memory as follows: 

/HOF/ = KHOP 

Signal HOF in memory causes parity error signal PE, which 
is in the module where the error occurred, to latch, thereby 
inhibiting the memory delay line in that module and pre- 
venting further access. While PE is latched, clock enable 
signal CE in the CPU is also held low. The latch may be 
reset by pressing the SYS RESET/CLEAR button on the PCP. 
This switch also turns off the memory fault indicators. 



3-311 AUDIO Switch 

The AUDIO switch, when in the ON position, connects 
signal AUDIO/L to the computer speaker. Signal AUDIO/L 
is generated from the MUSIC or the ALARM flip-flop as 
follows: 

AUDIO/L = AUDIO 

AUDIO = MUSIC NALARM 

+ ALARM KRUN/B 1KC 

The MUSIC flip-flop, referred to in the Sigma 7 reference 
manual as the program-controlled frequency flip-flop, is 
toggled by a Write Direct instruction in the internal mode. 
The frequency, therefore, is determined by the frequency 
of the Write Direct instructions. 

The ALARM flip-flop is set and is reset by internal mode 
Write Direct instructions or by a RESET signal. The AUDIO 
switch and the ALARM flip-flop connect a 1 -kHz frequency 
to the computer speaker. 

3-312 SENSE Switches 

The four SENSE switches have outputs KSS1 through KSS4, 
which are true when the switches are in the 1 position and 
are false when the switches are in the zero position. These 
outputs are used to set the condition code flip-flops during 
a Read Direct or Write Direct internal mode instruction as 
follows: 



(S/CC1-S/CC4) 



FARWD SW1 B1619Z 
(KSS1-KSS4) 



If the CONTROL MODE switch is in the REMOTE position, 
the +8 volts are removed from the SENSE switches, holding 
their outputs low and making them inoperative. 

3-313 REGISTER DISPLAY Switch 

The REGISTER DISPLAY switch is used in connection with 
the REGISTER SELECT switch to display the contents of the 
internal CPU registers shown on the PCP panel around the 
REGISTER SELECT switch in the DISPLAY indicators. When 
the REGISTER DISPLAY switch is on, signal KD is generated 
unless the CLOCK MODE switch is in the CONT position, 
thereby removing the +8 voltage from the KD circuit. Sig- 
nal KD is used to generate signal SDIS, which enables sum 
bus information to be placed on the DISPLAY indicator lines 
S0/L through S31/L. The equation for SDIS is as follows: 

SDIS = KD KSC NSC1 

where KSC indicates that the CLOCK MODE switch is not 
in the CONT position and where NSC1 indicates that the 
CLOCK MODE switch is not in the SINGLE STEP position. 

3-314 REGISTER SELECT Switch 

The REGISTER SELECT switch has 11 positions which allow 
the display of the contents of the registers indicated if the 
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REGISTER DISPLAY switch is in the ON position and if the 
CLOCK MODE switch is not in the CONT position. The 
switch positions, the logic signals generated, and the reg- 
isters displayed are shown in table 3-140. 



Table 


3-140. REGISTER SELECT Switch Logic 


Switch 


Information 


DISPLAY 
Indicators 


Switch Output 


Position 


Displayed 


Lighted 


Logic Signals 


A L 


A0-A31 


0-31 


KSXA 


A H 


A47-A71 


7-31 


KSXA, KDSHI 


B L 


B0-B31 


0-31 


KSXB 


B H 


B47-B71 


7-31 


KSXB, KDSHI 


CS 


CS0-CS31 


0-31 


KSXCS 


CS H E 


E0-E7 
CS48-CS71 


0-7 
8-31 


KSXCS, KDSHI, KSXE 


D L 


D0-D31 


0-31 


KSXD 


D H 


D47-D71 


7-31 


KSXD, KDSHI 


P 


P15-P31 


15-31 


KSXP 


S L 


S0-S31 


0-31 


KSXS 


S H 


S47-S71 


7-31 


KSXS, KDSHI 



The switch outputs gate the contents of the internal registers 
onto the sum bus as follows: 

SXA = KSXA SDIS + ... 

SXB = KSXB SDIS + ... 

SXCS = KSXCS SDIS + ... 



SXD 



KSXD SDIS + 



SXP = KSXP SDIS + ... 

Signal SDIS is false when the COMPUTE switch is in the 
IDLE position and the REGISTER DISPLAY switch is off or 
when the CLOCK MODE switch is not in the center posi- 
tion or when the REGISTER DISPLAY switch is at S|_ or Sh 
and the contents of the D -register are displayed by way of 
the sum bus: 

SXD = PCP2 NRESET/F NSDIS + ... 

The sum bus outputs are gated onto display indicator lines 
S0/L through S31/L by KSHI or NKSHI. Signal KSHI is 
generated as follows: 

KSHI = KD KDSHI KSC 



Signal KDSHI is true when the REGISTER SELECT switch is 
set at Ah, Bh, CS|-]E, D|-|, or S |— | to display bits 47 through 
71 of the selected register. If KDSHI is false, bits through 
31 of the register are displayed. A typical equation is as 
follows: 



S8/L 



S8 NKSHI + S48 KSHI 



In the case of the setting CS(-|E, display indicators through 
7 display the contents of the E-register and indicators 8 
through 31 display bits 48 through 71 of the CS-register. 
The following are typical equations: 

S0/L = SO NKSHI + E0 KSXE 

S7/L = S7 NKSHI + S47 KSHI NKSXE 

+ E7 KSXE 

KSXE = KSXCS KSHI 



The second two equations cause S7/L to display E7 rather 
than CS47 because KSXE is always true in this position. 

The P-register is displayed by way of S15I through S31I as 
follows: 



(S15-S31) 



= (S15I-S31I) 



(S15I-S31I) = (P15-P31 SXP) 

3-315 I/O RESET Pushbutton 

The I/O RESET pushbutton, when pressed with the COMPUTE 
switch in the IDLE position, generates signal KIORESET. 
This signal is gated with NKAS/B to develop signal RIO 
and its resulting cable driver signal /RIO/ which is to be 
sent to the lOP. The /RIO/ signal is used in the IOP to 
reset to the ready condition all peripheral devices under 
the control of the CPU and to reset all status, interrupt, 
and control indicators in the input/output system. Signal 
KIORESET is held false when the CONTROL MODE switch 
is in the LOCK position. The I/O RESET switch does not 
affect the current operation of the CPU. 

3-316 UNIT ADDRESS Thumbwheels 

The three UNIT ADDRESS thumbwheels decode into binary 
numers the three hexadecimal numbers which represent the 
address of the device, the device controller, and the IOP, 
respectively. Signals KUA21, KUA22, and KUA23 are the 
outputs of the left-hand switch, signals KUA24, KUA25, 
KUA26, and KUA27 are the outputs of the center switch, 
and signals KUA28, KUA29, KUA30, and KUA31 are the 
outputs of the right-hand switch. These signals are used in 
the logic that generates the bootstrap program so that the 
value of the UNIT ADDRESS switches may be inserted into 
the appropriate memory location during load operation. 
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3-317 INTERRUPT Switch 

The INTERRUPT switch is an illuminated pushbutton with 
two outputs, KINTRP and KINTRP/B. When the pushbutton 
is pressed, signal KINTRP goes true and signal KINTRP/B 
goes false. Signal KINTRP is used to generate SR13 which, 
in turn, is used to set interrupt flip-flop IS13. Signal 
NINTRP/B is used to reset service request interlock control 
flip-flop CNLK. When the control panel interrupt is opera- 
tive, the program goes to interrupt location X'5D'. The 
interrupt does not occur if the interrupt inhibit bit in posi- 
tion 6 of program status doubleword 2 is set. 

The indicator in the INTERRUPT pushbutton is lighted by 
signal CPILITE/L, which is the output of a lamp driver 
whose input is INT11. Signal INT11 is true when flip-flops 
IP13 and IS 1 3 in the interrupt circuits are set, indicating 
that the control panel interrupt signal has been received 
and that the interrupt is in the waiting state. The indicator 
goes out when the control panel interrupt goes to the active 
state. 

3-318 SELECT ADDRESS Switches 

The SELECT ADDRESS switches have outputs KSP15 through 
KSP31 which are used for three purposes: 

a. To select the virtual address at which the program 
is to be halted when the ADDR STOP switch is in the ON 
position. In this case, the outputs are compared with the 
LM address lines to generate an ADMATCH signal if the ad- 
dress on the core memory address lines is the same as the 
address in the switch settings. 

b. To select the virtual address of a memory location 
to be altered if the STORE switch is in the SELECT ADDR 
position. In this case, the switch outputs are used to set 
the P-register flip-flops as in the following equation: 

S/P18 = KSP18 PXK 

PXK = PCP4 KSTORK/B + ... 

c. To select the virtual address of a memory location 
whose contents are to be displayed if the DISPLAY switch 
is in the SELECT ADDR position. In this case, the switch 
outputs are used to set the P-register flip-flops as in the 
following equation: 

S/P18 = KSP18 PXK 

PXK = PCP4 KDISPLAK/B + ... 

3-319 32 DATA Switches 

The 32 DATA switches have outputs KNCO through KNC31 
and KSO through KS31. The KNC terms are true if the 
corresponding switch is in the 1 or center position and false 
if the switch is in the position. The KS terms are true if 



the corresponding switch is in the 1 position and are false if 
the switch is in the center or position. 

When the single DATA switch is operated, KENTERD/B is 
true, and, in the appropriate PCP phase, the D-register is 
loaded according to the 32 DATA switch settings. The logic 
sequence for these operations is explained in the paragraphs 
on the DATA ENTER/CLEAR function. 

When one of the 32 DATA switches is in the 1 position, the 
associated KNC and KS signals are both true and the cor- 
responding D-register flip-flop is set. When the switch is 
in the center position, the KNC signal is true and the KS 
signal is false, and the corresponding D-register flip-flop 
remains in its previous state. If the switch is in the posi- 
tion, the KNC and KS signals are both false and the cor- 
responding flip-flop is reset. 

3-320 PCP Phase Sequencing 

The PCP control operations described in the following para- 
graphs require one or more PCP phase sequences. These 
phase sequences are controlled by seven flip-flops, PCP1 
through PCP7. The logic for the PCP phase flip-flops is 
shown in the PCP phase sequence charts. 

3-321 ENTERING PCP PHASES (See figure 3-226. ) The 
PCP phases are entered when signal HALT/1 is true unless 
a trap or interrupt is active or an Execute instruction is in 
process. 

S/PCP1 = NPCP3 [HALT/1 ENDE N(S/INTRAPF) 
NFUEXU] 

Signal HALT/1 is true whenever the HALT flip-flop is set 
or when DCSTOP is true. This occurs under the following 
conditions: 

a. The COMPUTE switch is set to IDLE. 
S/HALT = NKRUN/B PRE1 + ... 

b. A Wait instruction has been executed. 
S/HALT = FUWAIT PHI + ... 

c. The ADDR STOP switch is set to ON, and the 
value in the SELECT ADDRESS switches is equal to the ad- 
dress on the memory address bus. 

HALT/1 = DCSTOP 

DCSTOP = KADDRSTOP MR ADMATCH 

ADMATCH = (LM15 KSP15)-(LM22 KSP22) 
(LB23 KSP23)-(LB31 KSP31) 

d. A trap or an interrupt has occurred, and the in- 
struction taken from the trap or interrupt location is not 
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Paragraph 3-322 







1-V-— HALT 
CONTINUE 
TO ENDE 

1 ^ CLEAR 

/ > BWZ 



'INTERRUPT OR TRAP AND 
NO MODIFY AND TEST OR 
EXCHANGE PROGRAM 
STATUS DOUBLEWORD 
INSTRUCTION 



CONTINUE CURRENT 
INSTRUCTION TO ENDE 
READ NEXT INSTRUCTION 
AND GO TO 



PRE1 



1-/— HALT 
CONTINUE TO ENDE 
I - CLEAR 

o-y—Bwz 

DISABLE P+ IV— ~P 



PCP1 



NBWZ 
NHALT 



PCP2 



>P-/-— Q 

POWER ON, POWER OFF 
SEE FIGURE 3-227 



SEE FIGURE 3-229 
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Figure 3-226. Entering PCP Phases 



a Modify and Test or Exchange Program Status Doubleword 
instruction. 

S/HALT = PHI INTRAPF N(FAS7 + FAPSD) 

e. Dc power is applied to or is removed from the sys- 
tem 

S/HALT = RESET + . . . 
RESET = START + ... 
START = /ST/ 

where /ST/ is a signal received from the power monitor 
when the power rises above or drops be low a specified level. 



3-322 COMPUTE SWITCH TO IDLE. When the PCP phases 
are entered as a result of setting the COMPUTE switch to 
IDLE, execution of the current instruction is completed as 
if nothing had happened. During the ENDE phase of the 
instruction, the next instruction (addressed by the P-register) 
is read into the C -register as usual, and the P-register is 
plus counted to obtain the next instruction address. 

The CPU now goes into PRE1, and the instruction in the 
C-register is executed in the normal manner except that the 
HALT flip-flop is set in PRE1 as explained above. During 
the ENDE phase of this instruction, the P-register is not 
plus counted in the usual manner because this operation is 
disabled by signal PCPT1DIS: 



PCTP1 

PCTP1DIS 



ENDE NPCTP1DIS 
ENDE (HALT + ...)(...) 
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(The P-register is plus counted later as explained under 
STEP or RUN function. ) 

After the second instruction has been executed, the CPU 
can no longer go into another execution sequence because 
the HALT flip-flop is set. 

S/PRE1 = ENDE (NHALT 

+ FUEXU) N(S/INTRAPF) 

Instead, phase PCP1 is entered 

S/fCPl = [ENDE HALT/1 N(S/INTRAPF) NFUEXU] 
NPCP3 

followed by PCP2 

S/PCP2 = (PCP1 NCLEAR + ...) NPCP3 

The LOAD button is pressed when the program is in PCP2 
and when one of the six control switches on the lower right- 
hand side of the panel is operated. The computer advances 
to PCP3 when the CPU RESET/CLEAR and SYS RESET/CLEAR 
buttons are pressed simultaneously. 

S/PCP3 = NPCP3 (PCP2 NHALT/1 NCLEAR 
KAS/1 KAS/2) 
+ PCP2 NHALT/1 NCLEAR CLEARMEM 

The PCP phase sequencing following PCP2 is described under 
the functions of the various control switches. 

3-323 DCSTOP. If the CPU has been halted because of 
an ADMATCH signal when the ADDR STOP switch is on, 
the DCSTOP signal is latched by KRUN if the CONTROL 
MODE switch is in the LOCAL position, or by KSLOW if 
the CONTROL MODE switch is in the REMOTE position. 



DCSTOP 



DCSTOP DCSTOP/H 

+ KADDRSTOP MR ADMATCH 



DCSTOP/H = NRESET (KRUN + KSLOW) 

The CPU waits in PCP2 until the COMPUTE switch is moved 
from RUN to IDLE to STEP and back to RUN. When the 
free-standing console controls the PCP (PCP CONTROL 
MODE switch in REMOTE), the address match function op- 
erates only when the free-standing console is in SLOW. 

3-324 POWER ON OR POWER OFF SEQUENCE . (See 
figure 3-227. ) When the CPU enters the PCP phases as the 
result of application or removal of power, signal PON or 
IOFF forces an interrupt. In the case of power on, the /ST/ 
signal is received immediately from the power monitor, 
which generates a reset and forces the computer into PCP2. 

S/VCP2 = (RESET + ... ) NPCP3 

The RESET signal also disarms and disables all interrupts ex- 
cept the power interrupts and forces zeros into PSW1, PSW2, 



and other control flip-flops, the D-regisrer, and Q-register. 
The PON interrupt signal is received from the power moni- 
tor, and /ST/ drops. This drives signal RESET low, allowing 
flip-flop HALT to be reset and PCP3 to be entered if the 
COMPUTE switch is in RUN (KAS/1 and KAS/2). The se- 
quence goes through PCP4 to PCP5, and ENDE goes true, 
allowing flip-flop INTRAPF to be set and an interrupt se- 
quence to be entered. 



ENDE 

NKIDLE/B 
S/INTRAPF 



PCP5 NKIDLE/B 



KRUN + KSTEP 



NRESET (INT ENDE NINTRAPF 
NINTEN KRUN/B + ...) 



In the case of power off, the interrupt sequence is entered 
as a result of signal IOFF from the power monitor, and is 
allowed from 5 to 20 milliseconds (adjustable in the power 
monitor) before signal /ST/ is generated. The CPU then 
goes to PCP2 as described above. 

When the PCP phases are entered, flip-flop BWZ is reset by 
the CLEAR signal to permit the next instruction address in 
the P-register to be transferred to the Q-register in PCP1 . 

QXP = PCP1 NBWZ (...) 

Any PCP operation that subsequently sequences through 
PCP7 causes BWZ to be set to prevent the P- to Q-register 
transfer in any PCP1 phase except the first. 

3-325 RESET FUNCTION (See figure 3-228. ) Signal RESET 
is true if: 

a. The CPU RESET/CLEAR switch is pressed in PCP2 

b. The SYS RESET/CLEAR switch is pressed in PCP2 

c. Signal START is true 

In cases a and b above, the COMPUTE switch must first be 
set to the IDLE state in order to put the computer in PCP2. 
The RESET signal generated by either of the two resetswitches 
is enabled by NKAS/B, which cannot be true with the COM- 
PUTE switch in RUN; therefore, the reset switches do not af- 
fect the current operations of the CPU when in the run state. 
Signal START, however, causes a reset without placing the 
computer in the idle state. 

The logical sequence of a reset operation when either the 
CPU RESET/CLEAR or the SYS RESET/CLEAR switch is pressed 
is shown in table 3-141. 

3-326 COMPUTE STEP OR RUN FUNCTION (See figure 
3-229. ) When the CPU is waiting in PCP2 because the 
COMPUTE switch is in IDLE, setting the switch to STEP or 
to RUN causes the CPU to sequence to PCP3, PCP4, and 
PCP5. In PCP5, signal ENDE is forced true, all normal 
ENDE functions are performed, and the program branches 
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^IOF 
1^— INTRAPF 

INTERRUPT TO X'5T 

AND WAIT FOR 

START 

START => 1 —RESET 
1— CLEAR 
l^HALT 
Ot^BWZ 



START => 
1 — —RESET 
1— CLEAR 
1-7^- HALT 
Ot^BWZ 



PCP2 



D — -S- 



START = 1 



YES 



DISPLAY INDICATORS 



NO 

0-* 
— 



-RESET 
-CLEAR 



YES, 



KRUN/B => 
0V— -HALT 



PON 



PCP3 



NO 



PCP4 



COMPUTE 
IN IDLE 



PCP5 



1^—INTRAPF 

INTERRUPT TO 

LOCATION X'50 l 



YES 



NO 

0— NKAS/B 



DISARM AND 
DISABLE ALL 
INTERRUPT 
LEVELS EXCEPT 
POWER ON 
AND OFF 
0'S/-PSW1,PSW2 
0'St^D,Q 
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FLIP-FLOPS 



1 -^NKAS/B 
0-/-HALT 



PON 
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Figure 3-227. Power On or Power Off, Sequence Flow Diagram 
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Table 3-141. RESET Function, Phase Sequence (Cont. ) 



Phase 


Function Performed 


Signals Involved 


Comments 




Switch outputs 








CPU RESET/CLEAR => 
SYS RESET/CLEAR => 
COMPUTE in IDLE => 


KCPURESET, KCPURESET/B 
KSYSR, KSYSR/B 

NKAS/B, NKRUN (necessary for operation of 
either reset switch 






Power On or Off => 


START 




PCP2 

or 
START 


Idle phase - sustained until control 
switch operated 

Generate RESET 


RESET = KCPURESET RESET/B 

+ KSYSR RESET/B + START 

RESET/B = NKAS/B (KCPURESET/B 
+ KSYSR/B) 






Set HALT flip-flop 


S/HALT = RESET + , . . 






Disarm and disable all interrupts 


REN = CPUREST1 


Interrupt reset enable 




except power on and power off 


CPUREST1 = RESET 








R/CNA = CPUREST2 + ... 
CPUREST2 = RESET 


Interrupt control flip- 
flops 






R/CNB = CPUREST2 + ... 








E/IP2-IP7 - CPUREST2 


Interrupt level arm flip- 
flop 






E/IP8-IP15 = CPUREST1 








E/IS2-IS7 = CPUREST2 








E/IS8-IS15 = CPUREST1 








R/INTRAPF = CLEAR + ... 


Interrupt set - reset 
flip-flop 






CLEAR = NPREL NCLEARMEM (RESET 
+ ...) 








R/INTRAP1 - RESET + ... 


Interrupt phase flip-flop 




Unlatch interrupt group active 


CHAO = CHAO RCCHAO NCPURSET 


CPURSET drops latch 




signals 


+ ... 
CPURSET = RESET 








Mnemonic: RESET 






(Continued) 
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Table 3-141. RESET Function, Phase Sequence (Cont. ) 



Phase 


Function Performed 


Signals Involved 


Comments 


PCP2 
or 




CHA1 


= CHA1 RCCHA1 
NCPURSET + ... 




START 
(Cont.) 




CHA2 


= CHA2 RCCHA2 
NCPURSET + ... 






1-1 / _. r>r\*n 


PSW1XS 


= N(S/INTRAPF) (RESET 
+ ...) 


Clear program status 
doubleword 


U / * "JW 1 




—f-*- PSW2 


PSW2XS 


= RESET + ... 






/ * P-register 


PX/4 


= CLEAR + ... 






Reset control flip-flops 










Index 


R/IX 


= CLEAR + ... 






Alarm 


R/ALARW 


1 = RESET + ... 






Analyze 


R/ANLZ 


= CLEAR + ... 






B is zero 


R/BWZ 


= CLEAR + ... 






Map disconnect 


R/MAPDIS = CLEAR + ... 






Memory request 


R/RQ 


= CLEAR + ... 






Switch flip-flops 


R/SW1-SW4 = CLEAR + ... 






Trap 


RARAP 


= RESET + ... 






Trap condition code flip-flops 


R/TRACC4 = RESET + ... 






Reset HALT when switch is 
released 


R/HALT 


= PCP2 NKAS/B 






KSYSR => Reset I/O 


RIO 


= KSYSR NKAS/B 
+ START 






If reset by switches (RESET/B true) 
X'02000000^-^ D 


S/D6 
DX 


= RESET/B 
= RESET 






Y " i q i / ■. r\ 


S/Q26 " 
S/Q29 
S/Q31 . 


= RESET/B 




A ZJ / * <oJ 




If start / » Q 


QX 


= RESET 






Reset memory fault indicators 


/MFR/ 


= MFR = RESET + ... 






If KSYSR or /ST/, reset memory 
control signals to initial state via 
interface cables /MRS/ or /ST/ 


/MRS/ 
MEM 

/ST/ 


= Memory Reset 

ORYRESET = KSYSR NKAS/B 
NCLEARMEM 

= Signal from power 
monitor 












Mnemonic: RESET 
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Figure 3-228. CPU RESET/CLEAR and SYS RESET/CLEAR, 
Sequence Flow Diagram 

to PRE1. If the COMPUTE switch is in STEP, the HALT 
flip-flop is set in PRE1. At the end of instruction execu- 
tion, the CPU returns to PCP1 and then to PCP2, the idle 
phase. If the COMPUTE switch is in RUN, the HALT flip- 
flop is not set, and the program resumes its normal sequence. 
The logic for the STEP and RUN functions is given in table 
3-142. 

3-327 INSERT FUNCTION (See figure 3-230). In the 
idle state, if the INSERT switch is set to PSW1, program 
status doubleword PSW1 is altered according to the settings 
of the DATA switches. If the INSERT switch is set to PSW2, 
program status doubleword PSW2 is altered according to the 
settings of the DATA switches. The entire program status 
doubleword is first transferred to the D -register so that in 
PCP5 the DATA switches can alter either the entire double- 
word or only a portion of the word. In the 1 or positions, 
the switches change the corresponding bit of the program 
status doubleword. In the center position, the switches 
cause the previous state of the PSW bit to be entered in 
the doubleword by transferring the corresponding bit in the 



D-register to PSW1 or PSW2. The next instruction in the 
D-register is saved in the A-register and is returned to the 
D-register in PCP7. A sequence chart of the INSERT func- 
tion is shown in table 3-143. 

3-328 DATA ENTER/CLEAR FUNCTION (See figure 3-231 ). 
When the DATA switch is set to ENTER, the states of the 32 
DATA switches are transferred to the D-register and are dis- 
played in the 32 DISPLAY indicators. A switch in the up 
position places a one in the corresponding D-register bit. 
A switch in the down position enters a zero. A switch in 
the center position retains the previous D-register bit. The 
contents of the D-register are accepted as the next instruc- 
tion to be executed after data has been transferred from the 
DATA switches into the D-register and the COMPUTE switch 
is set to either RUN or STEP. When the DATA switch is set 
to CLEAR, zeros are placed in the D-register. 

A sequence chart of the ENTER/CLEAR function is given in 
table 3-144. 

3-329 STORE INSTR ADDR/SELECT ADDR FUNCTION 
(See figure 3-232). The STORE switch is operative only 
while the CPU is in the idle state. When the STORE switch 
is set to INSTR ADDR, the contents of the D-register are 
stored in the virtual memory address currently in the Q- 
register and are moved to the P-register for memory address- 
ing. When the STORE switch is set to SELECT ADDR, the 
contents of the D-register are stored in the virtual address 
specified by setting the 17 SELECT ADDRESS switches. 

A sequence chart of the store function is shown in table 3-145. 

3-330 DISPLAY iNSTR ADDR/SELECT ADDR FUNCTION 
(See figure 3-233). If the DISPLAY switch is set to INSTR 
ADDR in the idle phase, the CPU reads into the D-register 
the contents of the memory location pointed to by the Q- 
register, which is moved to the P-register for memory ad- 
dressing. If the DISPLAY switch is set to SELECT ADDR in 
the idle phase, the CPU reads into the D-register the con- 
tents of the memory location whose value is equal to the 
contents of the 17 SELECT ADDRESS switches. The data 
read from memory is displayed in the 32 DISPLAY indicators. 

A sequence chart of the DISPLAY INSTR ADDR/SELECT 
ADDR function is shown in table 3-146. 

If the SELECT ADDR switch has been operated, the C-register 
and the D-register contain the contents of the selected lo- 
cation at the end of the PCP phases. In order to return the 
current instruction to the C- and D-registers for execution, 
the DISPLAY switch must be momentarily placed in the 
INSTR ADDR position. 

3-331 INSTR ADDR HOLD/INCREMENT FUNCTION (See 
figure 3-234). The HOLD position of the INSTR ADDR 
switch in itself does not take the program into the PCP phases. 
When the COMPUTE switch is placed in the RUN or STEP 
position and when the INSTR ADDR switch is in the HOLD 
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SEE FIGURE 3-226 



WAIT IN 
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NO 
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NO 



KINCRE/B 



) 



YES SEE FIG. 3-234 



NO 



RESET 



YES SEE FIG. 3-228 



NO 



CLEARMEM 



YES SEE FIG. 3-235 



NO 



KFILL/B 



YES SEE FIG. 3-236 
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PCP4 



D ^S 
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NO 




COMPUTE 
IN STEP 
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Figure 3-229. PCP Sequence Beyond Wait Stare 
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Table 3-142. STEP, RUN Function, Phase Sequence 



Phase 


Function Performed 


Signals Involved 


Comments 




Switch outputs 








COMPUTE RUN => 
COMPUTE STEP => 
Either position => 


KRUN/B 
KSTEP/B 
KAS/l, KAS/2 




PCP2 


Idle phase 






T6L 


Set flip-flop PCP3 


S/PCP3 = PCP2 NHALT NCLEAR 
KAS/l KAS/2 NPCP3 


Go to PCP phase 3 


PCP3 
T6L 


One clock long (Q15-Q31) -*<-»- 
(P15-P31) 


R/PCP2 = PCP3 


Program address into 
P -register 




Set latch CXS 


PXQ = PCP3 + ... 

CXS = PCP3 NKIDLE/B + ... 






Prepare tor j *■ L 
in PCP4 




Set flip-flop PCP4 


S/PCP4 = PCP3 (NPCP7 NENDE) 


Go to PCP phase 4 




Reset flip-flop PCP2 


R/PCP2 = PCP3 






Reset flip-flop PCP3 


R/KP3 = ... 




PCP4 




CXS set in PCP3 


Next instruction into 


D0-D3I jO-ooI 


T6L 




SXD = PCP4 NKIDLE/B + ... 


C -register 


bU-ool ■" L.U-LJI 




Set flip-flop PCP5 


S/PCP5 = PCP4 NPCP7 NENDE 


Go to PCP phase 5 




Reset flip-flop PCP4 


R/PCP4 = ... 




PCP5 


Force ENDE 


ENDE = PCP5 NKIDLE/B + ... 


Simulate end of instruc- 


T6L 




PCTP1 = ENDE NPCTP1DIS 


tion execution to prepare 
for PRE1 of next instruc- 
tion 


r + 1 / ■" r 






PCTP1D1S = ENDE (HALT + ...) (...) 


Add one to program 
address in P-register. 
Inhibited by HALT In 
PH10 of last instruction 
execution 








Mnemonic: STEP, RUN 






(Continued) 
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Table 3-142. STEP, RUN Function, Phase Sequence (Cont. ) 



Phas 



Function Performed 



Signals Involved 



Comments 



PCP5 C0-C31 —/-*- D0-D31 

T6L 

(Cont.) 

Cl-C7^— - 01-07 

C8-C11 —H*~ R28-R31 

Set flip-flop PRE1 

Reset flip-flop PCP5 



DXC 


= ENDE 


+ ... 


OXC 


= ENDE 


+ ... 


ORXC 


- ENDE 


+ ... 


S/PRE1 


= ENDE 
+ ... 


NHALT N(S/INTRAPF) 



R/PCP5 



Repeat other ENDE 
functions 



PRE1 
T6L 



KSTEP => Set HALT flip-flop 



S/HALT = PRE1 NKRUN/B 



If COMPUTE switch in 
STEP, return program to 
idle phase after one 
instruction execution 



Menmonic: STEP, RUN 
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Figure 3-230. INSERT Function, Sequence Flow Diagram 

position, signal NKAHOLD is false, PCPT1 DIS is true, and 
upcounting of the P-register is inhibited during the ENDE 



phase of any instruction that is being executed. The equa- 
tions are as fol lows: 

PCTP1DIS = ENDE [N(NKAHOLD) + . . .] 

PCTP1 = NPCTP1DIS (PCTP1 + ENDE) 

With the COMPUTE switch in RUN, the CPU repeatedly 
executes the instruction addressed by the Q-register and 
does not sequence to the next instruction. 

With the COMPUTE switch in IDLE, moving the INSTRADDR 
switch to INCREMENT causes the current instruction address 
to be counted up by one and the contents of this updated 
address to be displayed in the DISPLAY indicators. Thus, 
the operator can display the contents of sequential memory 
locations by repeatedly moving the INSTR ADDR switch to 
INCREMENT. 

A sequence chart of the INCREMENT function is given in 
table 3-147. 

3-332 CLEAR MEMORY FUNCTION (See figure 3-235). 
When the CPU RESET/CLEAR and SYS RESET/CLEAR switches 
are closed simultaneously with the COMPUTE switch in IDLE, 
signal CLEARMEM is true, and all core memory locations 
are cleared to zero. 

When CLEARMEM is true, crossover is inhibited; therefore, 
core memory locations X'0' through X'15' are cleared, and 
scratch pad memory is not affected. Since one of the two 
clear switches closes before the other, a memory clear op- 
eration is always preceded by a reset operation, which en- 
sures that no memory mapping can occur while memory is 
being cleared. 

The clearing process takes place in PCP6, which is repeated 
until the CLEARMEM signal is no longer true. The sum bus 
contents, containing zeros, are transferred to the memory 
bus lines each PCP6. The contents of the P-register, which 
are being increased by one with each repetition of PCP6, 
are placed on the memory address lines so that each memory 
location in succession is cleared. 

A sequence chart of the clear memory function is shown in 
table 3-148. 

3-333 LOAD FUNCTION (See figure 3-236). If the LOAD 
pushbutton is pressed with the COMPUTE switch in the IDLE 
position, signal KFILL/B goes true, and the CPU goes into 
the PCP phases. The CPU forces a bootstrap program into 
core memory locations X'20' through X'29' by placing the 
decoded outputs of the P-register onto the sum bus and by 
writing into memory. 

A sequence chart of the LOAD function is shown in table 3-149. 

The bootstrap program and its function is shown in table 3-150. 
Execution of the bootstrap program starts at location 26. 



3-660 



XDS 901060 



Table 3-143. INSERT Function, Phase Sequence 



Phase 


Function Performed 


Signals Involved 


Comments 




Switch Outputs 

INSERT PSW1 => KPSW1/B 
INSERT PSW2 => KPSW2/B 
Either position => KAS/1 , KAS/2 
DATA switches up => KNC0-KNC31, 

KS0-KS31 
DATA switches center => KNC0- 
KNC31 






PCP2 


• 
Idle phase 

Set flip-flop PCP3 


S/PCP3 = PCP2 NHALT NCLEAR KAS/1 
KAS/2 NPCP3 


Go to PCP phase 3 


PCP3 
T6L 


One clock long 


PXQ = PCP3 + ... 

SXD = PCP3 KPSW/B 

AXS = PCP3 KPSW/B 

KPSW/B = KPSW1/B + KPSW2/B 
(S/CXS) = PCP3 KPSW/B 

S/t J CP4 = PCP3 NPCP7 NENDE 
R/PCP2 = PCP3 
R/FCP3 = ... 


Program address into 
P -register 

Save current instruction 
in A-register 


UIj-UJI / •" 1 10-1 Jl 
D0-D31-/-— S0-S31 
S0-S31 -A— A0-A31 

Set latch CXS 

Set flip-flop PCP4 
Reset flip-flop PCP2 
Reset flip-flop PCP3 


Prepare loi J *" L 
in PCP4 

Go to preparation phase 4 


PCP4 
T6L 


One clock long 
KPSW1/B=> 


SXP = PCP4 KPSW1/B + ... 
CXS set in PCP3 

DXC = PCP4 KPSW1/B + ... 
DXPSW1 = PCP4 KPSW1/B + ... 


Transfer original PSW1 
or 

Floating control, modes, 
and masks into D-register 


1 IJ-rol ■" jIj-joI 


jU-joI ■" LIj-LJI 
C15-C31 —/—- D15-D31 
PSW1 —/— D0-D11 






(Continued) 


Mnemonic: INSERT 
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Table 3-143. INSERTFunction, Phase Sequence (Cont. ) 



Phase 


Function Performed 


Signals Involved 


Comments 


PCP4 
T6L 
(Cont.) 


KPSW2/B => 

PSW2^—- D2-D7, D23-D27 


DXPSW2 


= PCP4 PSW2/B 


Write key, interrupt 
inhibits, and register 
pointer into D-register 




Set flip-flop PCP5 


S/PCP5 


= PCP4 NPCP7 NENDE 


Go to preparation phase 5 




Reset flip-flop PCP4 


R/PCP4 


= ... 




PCP5 
T6L 


One clock long 

DATA switches / » D 


DXK 

S/D0-D31 


= PCP5 KPSW/B 

= KS0-KS31 DXK 

+ D0-D31 KNC0-KNC31 
DXK 


Transfer information 
from DATA switches 
into D-register. Up 
position transfers ones; 
down position transfers 






R/D0-D31 


= DXK 


zeros; center position 
retains D-register bit. 




Set flip-flop PCP6 


S/PCP6 


= PCP5 in PCP7 NENDE 


Go to preparation phase 6 




Reset flip-flop PCP5 
KPSW1/B=> 


R/PCP5 


= ... 




PCP6 
T6L 


SXD 


= PCP6 NPCP7 KPSW1/B 
NSDIS + ... 


Place contents of DATA 
switch on sum bus 


UU-UJ 1 / *" jU-jo 1 






PXS 


= PCP6 NPCP7 KPSW1/B 
+ ... 


Transfer address from 
sum bus to P-register 


j| J-jo 1 / ■" II 0-1 J 1 




S0-S11 —/-*- PSW1 


PSW1XS 


= PCP6 NPCP7 KPSW1/B 
+ ... 


Transfer floating and 
mode control and mask 
bits from sum bus to 
appropriate PSW1 flip- 
flops 




KPSW2/B => 












PSW2XD 


= PCP6 NPCP7 KPSW2/B 
+ ... 


Transfer write key, 
inhibit bits, and register 
pointer from D-register 
to appropriate PSW2 
flip-flops prepared for 
•; ..*- c :.^ Pf~P7 


UZ-U/f UZo-UZ/ — t — ** 1 jWZ 






Set latch CXS 


CXS 


= PCP6 KPSW/B 












Mnemonic: INSERT 






(Continued) 
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Table 3-143. INSERT Function, Phase Sequence (Cont. ) 



Phase 



Function Performed 



Signals Involved 



Comments 



PCP5 

T6L 

(Cont.) 



Set flip-flop PCP7 



S/PCP7 



= (S/PCP7) NPCP7 NENDE 



Go to preparation phase 7 



(S/PCP7) = PCP6 NCLEARMEM NKFILL/B 

+ ... 



PCP7 One clock long 

A0-A31 - S0-S31 

S0-S31 - C0-C31 

C0-C31 -/-*- D0-D31 
P15-P31 —/-*- Q15-Q31 

Set flip-flop PCP1 
Reset flip-flop PCP6 



SXA 



PCP7 KPSW/B + ... 



CXS set in PCP6 

DXC = PCP7 KPSW/B + ... 

OXP = PCP7 KPSW/B + ... 

S/PCP1 = (PCP7 + ...) NPCP3 

R/PCP6 = PCP7 + ... 



Return current instruction 
to C- and D-registers 



Place new program 
address in Q-register 

Go to preparation phase 1 



PCP1 One clock long 

Set HALT flip-flop 
Set flip-flop PCP2 

Reset flip-flop PCP1 



S/HALT 
S/PCP2 

R/PCP1 



= PCP1 NPCP3 + . 

= (PCP1 NCLEAR + 
NPCP3 



Halt computer 
Go to idle phase 



Mnemonic: INSERT 
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PCP2 



KCLEARD/B 

OR 

KENTERD/B 



-=> 



-KAS/1 
KAS/2 



PCP3 



Q- 



PCP4 



KCLEARD/B 



YES 



NO 



O'Sth-D 

< 



DATA SWITCHES t^-D 



PCP5 



PCP6 



PCP7 



1/-BWZ 



PCP1 



i 



1 ^HALT 



PCP2 1 IDLE PHASE 



90I060B.3712 



Figure 3-231. DATA ENTER/CLEAR, Sequence Flow Diagram 



below. The operation of the indicators in the POWER and 
the INTERRUPT switches is explained in the descriptions of 
these switches. 



3-335 DISPLAY INDICATORS . The DISPLAY indicator 
lamp drivers, SO/L through S31/L, contain information that 
is gated onto the sum bus. The sum bus outputs are selected 
according to the state of signals KSHI and KSXE, as ex- 
plained in the paragraphs on the REGISTER DISPLAY end 
the REGISTER SELECT switches. 



3-336 NORMAL MODE INDICATOR . (See figure 3-237. ) 
The NORMAL MODE indicator lights when the memory logic 
power margins are normal and when the following switches 
are in the positions indicated: 



WATCHDOG TIMER 



INTERLEAVE SELECT 



PARITY ERROR MODE 



CLOCK MODE 



NORMAL 
NORMAL 
CONT 
CONT 



Under these conditions, with the CONTROL MODE switch 
in LOCAL, the MARGINS NORMAL input to the AND gate 
is true and the -8 local voltage cannot be connected to the 
second AND gate input. Therefore, the inverted output of 
the AND gate is low, and current flows through the indi- 
cator. With the CONTROL MODE switch in LOCK and 
with the MARGINS NORMAL input true, the lamp is un- 
conditionally lighted because the switch input to the AND 
gate cannot be false. 



Address X'25'is placed in the Q -register when the SYS 
RESET/CLEAR switch is activated (see Reset Function). When 
the COMPUTE switch is set to RUN, this address is trans- 
ferred to the P-register in PCP3 (see STEP, RUN Function). 
During PCP5, the ENDE signal forces P + 1 / - P, allow- 
ing location 26 to be addressed for the bootstrap program. 
The instruction executed after PCP5 is meaningless because 
nothing is in the C- or D-register. 



3-334 Indicators 



3-337 RUN INDICATOR . The RUN indicator lamp driver 
signal, RUN/L, is true as a result of signal RUNLITE, whose 
equation is 



RUNLITE = KRUN/B N HALT/1 



where KRUN/B indicates that the COMPUTE switch is in 
the RUN position and where NHALT/1 indicates that the 
HALT flip-flop is reset and that signal DCSTOP is false. 



The PCP indicators, their designators, function, and asso- 
ciated lamp driver signals are listed in tables 2-1 and 2-2. 
The inputs to most of the lamp drivers are the outputs of CPU 
flip-flops. However, in some cases, gating is used to en- 
ergize the lamp drivers, as explained in the paragraphs 



3-338 WAIT INDICATOR . The WAIT indicator receives 
a lamp driver output WAIT/L, which is true if HALT/1 is 
true, indicating that the halt flip-flop is set or that signal 
DCSTOP is true (ADDR STOP switch is set to ON and SE- 
LECT ADDRESS is located). 
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Table 3-144. DATA ENTER/CLEAR, Phase Sequence 



Phase 


Function Performed 


Signals Involved 


Comments 




Switch outputs 










DATA ENTER => KENTER D/B 
DATA CLEAR => KCLEAR D/B 
Either position => KAS/1, KAS/2 
DATA switches up => KNC0-KNC31, 

KS0-KS31 
DATA switches center => KNC0- 
KNC31 








PCP2 


Idle phase 










Set flip-flop PCP3 


S/PCP3 


= PCP2 NHALT KAS/1 KAS/2 
NPCP3 + ... 


Go to PCP phase 3 


PCP3 
T6L 


One clock long 


PXQ 


= PCP3 + ... 


Program address into 
P-register 


(JlJ-Uol / *" Hj-rJI 




Set flip-flop PCP4 


S/PCP4 


= PCP3 NPCP7 NENDE 


Go to PCP phase 4 




Reset flip-flop PCP2 


R/PCP2 


= PCP3 




PCP4 
T6L 


One clock long 

KCLEAR D/B => -/— D 


DX 


= PCP4 KCLEARD/B + ... 


Clear D-register 




KENTERD/B => 

Data switches / — D 


DXK 


= PCP4 KENTRD/B + ... 


Transfer information from 
DATA switches into D- 
register 






S/D0-D31 


= KS0-KS31 DXK 

+ D0-D31 KNC0-KNC31 DXK 
+ ... 


Up position transfers ones, 
down position transfers 
zeros; center position 
retains D-register bit 






R/D0-D31 


= DXK 






Set flip-flop PCP5 


S/PCP5 


= PCP4 NPCP7 NENDE 


Go to PCP phase 5 




Reset flip-flop PCP4 


R/PCP4 


= .... 




PCP5 


One clock long 








T6L 


Set flip-flop PCP6 


S/PCP6 


= PCP5 NPCP7 NENDE 


Go to PCP phase 6 




Reset flip-flop PCP5 


R/PCP5 


= ... 








(Continued) 


Mnemonic: DATA 
ENTER/CLEAR 
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Table 3-144. DATA ENTER/CLEAR, Phase Sequence (Cont. ) 



Phase 



Function Performed 



Signals Involved 



Comments 



PCP6 
T6L 



PCP7 
T6L 



One clock long 
Set flip-flop PCP7 



S/PCP7 = PCP6 NCLEARMEM NKFILL/B 

+ ... 



Go to PCP phase 7 



One clock long 
Set flip-flop BWZ 

Set flip-flop PCP1 
Reset flip-flop PCP6 
Reset flip-flop PCP7 



S/BWZ 



PCP7 + 



S/PCP1 = (PCP7 + 
R/PCP6 - PCP7 + 
R/PCP7 = ... 



) NPCP3 



Prevent P *- Q 

transfer in PCP1 

Go to preparation phase 1 



PCP1 
T6L 



PCP2 



Set HALT flip-flop 
Set flip-flop PCP2 
Reset flip-flop PCP1 

Idle phase 

DQ-D3! S0-S31 

S0-S31 ■- display indicators 



S/HALT = PCP1 NPCP3 + ... 

S/PCP2 = (PCP1 NCLEAR + ...) NPCP3 

R/PCP1 - ... 



Go to PCP phase 2 



SXD 



PCP2 NRESET/F NSDIS 



Display contents of 
D-register 



S0L-S31L = S0-S31 NKSHI 



Mnemonic: DATA 
ENTER/CLEAR 
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PCP2 



KSTORQ/B 

OR 

KSTORK/B 



PCP3 



-=> 



1 - KAS/1 

1 - KAS/2 



Q —H~? 



PCP4 



KSTORQ/B 



YES 



NO 



SEL ADDR SWITCHES 



1 -h 



DRQ 

MRQ 



PCP5 



— LB LINES 



1 -MW 

D - S - MB LINES 



PCP6 



PCP7 



PCP1 



PCP2 



1 -/-*- HALT 
IDLE PHASE 



901 060B. 3713 



Figure 3-232. STORE INSTR ADDR/SELECT ADDR, 
Sequence Flow Diagram 



PCP2 



KDISPLAK/B 

OR 

KDISPLAQ/B 



- => 



1 - KAS/1 

1 KAS/2 



PCP3 



Q -f— P 



PCP4 



KDISPLAK/B 







YES 



NO 



SELECT ADDRESS 
SWITCHES —/-*■ P 



1 -/—- DRQ 
1 MRQ 



PCP5 



MB - 
C -+ 



PCP6 



PCP7 



1 —A— BWZ 



PC PI 



PCP2 



1 -/-*- HALT 
IDLE PHASE 



901060B.3714 



Figure 3-233. DISPLAY INSTR ADDR/SELECT ADDR, 
Sequence Flow Diagram 
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Table 3-145. STORE INSTR ADDR/SELECT ADDR, Phase Sequence 



Phase 


Function Performed 


Signals Involved 


Comments 




Switch outputs 

STORE SELECT ADDR =-> KSTOR K/B 
STORE INSTR ADDR => KSTORQ/B 
Either position => KAS/l, KAS/2, 
KSTOR/B 

1 






PCP2 
T6L 


Idle phase 

Set flip-flop PCP3 


S/PCP3 = PCP2 NHALT KAS/1, KAS/2 
NPCP3 


Go to PCP phase 3 


PCP3 
T6L 


One clock long 
Q15-Q31 -y— P0-P31 

Set flip-flop PCP4 
Reset flip-flop PCP2 


PXQ = PCP3 + ... 

S/PCP4 = PCP3 NPCP7 NENDE 
R/PCP2 = PCP3 


Transfer INSTRUCTION 
ADDRESS indicator con- 
tents to P -register 

Go to PCP phase 4 


PCP4 
T6L 


One clock long 
KSTOR K/B => 


PXK = PCP4 KSTORK/B + ... 

S/P0-P31 = PXK KSP15 KSP31 
S/DRQ = PCP4 KSTOR/B 

MRQ = PCP (S/DRQ) 

S/PCP5 = PCP4 NENDE NPCP7 
R/PCP4 = ... 


Place SELECT ADDRESS 
switch outputs in P- 
register 

Inhibits clock until data 
release signal received 
from memory 

Request memory cycle 
to store D-register data 

Go to PCP phase 5 


l\jr I j-I\jI Jl / ■" 1 1 —I Jl 

Set flip-flop DRQ 

Generator memory request 

Set flip-flop PCP5 
Reset flip-flop PCP4 


PCP5 
DR 


Sustained until data release 
Inhibit memory protection 


PROTD = FAILD NPCP4 NPCP6 








(Continued) 


Mnemonic: STORE 
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Table 3-145. STORE INSTR ADDR/SELECT ADDR, Phase Sequence (Cont. ) 



Phase 


Function Performed 


Signals Involved 


Comments 


PCP5 
DR 
(Cont.) 


Enable core memory write 
pi 1 ; r>Ti .. .»» i ru ^ i mi 


MW 
LB15-LB31 

SXD 

MBXS 

S/PCP6 

R/PCP5 


= PCP5 KSTOR/B 

= P15-P31 NCMXQ NCMXC 

= PCP5 KSTOR/B + ... 

= MW (. . . ) 

= PCP5 NENDE NPCP7 


Addressed from P -register 
which received Q- 
register contents in PCP3 

Transfer D -register 
contents to core memory 
data lines. If KSTORK/B 
location is contents of 
switches; if KSTORQ/B 
location is Q -register 
contents, either one now 
in P -register 

Go to PCP phase 6 


1 ID-IJI "^ LlilO-Luol 


DU-Uol *" jU-jo 1 


jU-jo 1 *" /VIdU-Mdo 1 
Set flip-flop PCP6 
Reset flip-flop PCP5 


PCP6 
T6L 


One clock long 
Set flip-flop PCP7 


S/PCP7 


= PCP6 NCLEARMEM NKFILL/B 


Go to PCP phase 7 


PCP7 
T6L 


One clock long 
Set flip-flop PCP1 
Reset flip-flop PCP7 
Reset flip-flop PCP6 


S/PCPl 
R/PCP7 
R/PCP6 


= (PCP7 + ...) NPCP3 
= PCP7 + ... 


Go to PCP phase 1 


PCP1 
T6L 


One clock long 
Set HALT flip-flop 
Set flip-flop PCP2 
Reset flip-flop PCP1 


S/HALT 
S/PCP2 
R/PCP1 


= PCP1 NPCP3 + ... 

= (PCP1 NCLEAR + ...) NPCP3 


Go to PCP phase 2 


PCP2 


Idle phase 














Mnemonic: STORE 
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Table 3-146. DISPLAY INSTR ADDR/SELECT ADDR, Phase Sequence 



Phase 


Function Performed 


Signals Involved 


Comments 




Switch outputs 










DISPLAY SELECT ADDR =$► 
KDISPLAK/B 










DISPLAY INSTR ADDR ==> 
KDISPLAQ/B 










Either position => KAS/l, KAS/2 
KDISPLA/B 








PCP2 


Idle phase 










Set flip-flop PCP3 


S/PCP3 


PCP2 NHALT NCLEAR KAS/l 
KAS/2 NPCP3 


Go to PCP phase 3 


PCP3 
T6L 


One clock long 










<o> I o -Uo 1 / ■" r 1 J -r o 1 


PXQ 


PCP3 + . . . 


Program address into 
P-register 




Set flip-flop PCP4 


S/PCP4 


PCP3 NENDE NPCP7 


Go to PCP phase 4 




Reset flip-flop PCP2 


R/PCP2 


PCP3 






Reset flip-flop PCP3 


R/PCP3 


... 




PCP4 
T6L 


One clock long 
KDISPLAK/B => 










KSP15-KSP31 —h~- P15-P31 


PXK 
S/P15-P31 = 


PCP4 KDISPLAK/B + ... 
KSPI5-KSP31 PXK + ... 


Contents of SELECT 

ADDRESS switches ^ 

P-register 




Set flip-flop DRQ 


S/DRQ 


PCP4 KDISPLA/B 


Inhibits clock until data 
release signal received 
from memory 




Generate memory request 


MRQ 


PCP (S/DRQ) 


Request memory cycle 
for data to display 




Set flip-flop PCP5 


S/PCP5 


PCP4 NENDE NPCP7 


Go to PCP phase 5 




Reset flip-flop PCP4 


R/PCP4 












Mnemonic: DISPLAY 






(Continued) 
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Table 3-146. DISPLAY INSTR ADDR/SELECT ADDR, Phase Sequence (Cont. 



Phase 


Function Performed 


Signals Involved 


Comments 


PCP5 

T6L 

DR 


Sustained until data release 
Inhibit memory protection 


PROTD 


= FAILD NPCP5 NPCP6 






niq mi , .fc. i rk i nil 


LB15-LB31 


= P15-P31 NCMXQ NLMXC 


Addressed from P- 
register, which received 
Q-register contents in 
PCP3 


1 IJ-IJI •" LdID-LDOI 






CXMB 


= DGC 




/V\L5U— /VAliJ 1 " "■■ ■* l_U-v_JI 




C0-C31 -/—- D0-D31 


DXC 


= PCP5 KDISPLA/B 


Display data gated into 
C- and D -registers when 
data gate signal received 
from memory. If 
KDISPLAK/B, location 
is contents of SELECT 
ADDRESS switches; if 
KDISPLAQ/B, location 
is contents of Q-register, 
either one now in P- 
register 




Set flip-flop PCP6 


S/PCP6 


= PCP5 NENDE NPCP7 


Go to PCP phase 6 




Reset flip-flop PCP5 


R/PCP5 


= ... 




PCP6 
T6L 


One clock long 
Set flip-flop PCP7 


S/PCP7 


= PCP6 NCLEARMEM NKFILL/B 


Go to PCP phase 7 


PCP7 
T6L 


One clock long 
Set flip-flop PCP1 


S/PCP1 


= (PCP7 + ...) NPCP3 


Go to PCP phase 1 




Reset flip-flop PCP6 


R/PCP6 


= PCP7 + ... 






Reset flip-flop PCP7 


R/PCP7 


= ... 




PCP1 


One clock long 








T6L 


Set HALT flip-flop 


S/HALT 


= PCP1 NPCP3 + ... 






Set flip-flop PCP2 


S/PCP2 


= (PCP1 NCLEAR + ...) NPCP3 


Go to PCP phase 2 




Reset flip-flop PCP1 


R/PCP1 


= . . . 




PCP2 


Idle phase 










D0-D31 ■*- display indicators 


SXD 


= PCP2 NRESET NSDIS 


Display D-register 
contents 










Mnemonic: DISPLAY 
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PCP2 


i 


KINCRE/B => 1-**AS/1 KAS/2 

r 


PCP3 


i 


Q/*-P 


PCP4 


1 


P+ l/*-P 
l^DRQ 
1/-MRQ 


PCP5 | 


i 


MB — ^C 
C/-D 

F MEMORY PROTECTION 


I PCP6 | 


1 


— -AHCL 


PCP7 


\ 


It^BWZ 


PC PI I 


i 


It^-HALT 


PCP2 IDLE PHASE 


901 060B. 3715 



PCP2 



CPURESET,SYSRESET=> 

1 CLEARMEM 

CLEAR 



PCP3 



PCP4 



PCP5 



PCP6 



l^lQ 



— S 



O'S 

1 -/-*- DRQ 

1 - MRQ 

1 -MW 

P + 1 —H*- P 

INHIBIT CROSSOVER 

INHIBIT MEMORY PROTECTION 

P-^—Q 



CLEARMEM 



) 



NO 



PCP7 



BWZ 



PCP1 



PCP2 



HALT 



IDLE PHASE 



901 060B. 3716 



Figure 3-234. INSTR ADDR INCREMENT, 
Sequence Flow Diagram 



Figure 3-235. CLEARMEM Function, 
Sequence Flow Diagram 
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Table 3-147. INSTR ADDR INCREMENT, Phase Sequence 



Phase 


Function Performed 


Signals Involved 


Comments 




Switch outputs 










INCREMENT => KINCRE/B, KAS/1, 










KAS/2 










Center or INCREMENT => 










NKAHOLD 








PCP2 


Idle phase 








T6L 


Set flip-flop PCP3 


S/PCP3 


= PCP2 NHALT KAS/1 KAS/2 
NPCP3 


Go to PCP phase 3 


PCP3 


One clock long 








T6L 


Q15-Q31 -/-— P15-P31 


PXQ 


= PCP3 + ... 


Program address into 
P -register 




Set flip-flop PCP4 


S/PCP4 


= PCP3 NENDE NPCP7 


Go to PCP phase 4 




Reset flip-flop PCP2 


R/PCP2 


= PCP3 






Reset flip-flop PCP3 


R/KP3 


= ... 




PCP4 


One clock long 








T6L 


P + 1 -A— P 


PCTP1 


= PCP4 KINCRE/B + ... 


Plus count the P -register 
by one 




Set flip-flop DRQ 


S/DRQ 


= PCP4 KINCRE/B + ... 


Inhibits clock until data 
release received from 
memory 




Generate memory request 


MRO 
PCP 


= PCP (S/DRQ) + ... 
= PCP4 + ... 


Request contents of 
P -register address from 
memory 




Set flip-flop PCP5 


S/PCP5 


= PCP4 NENDE NPCP7 


Go to PCP phase 5 




Reset flip-flop PCP4 


R/PCP4 


= ... 




PCP5 


One clock long 








T6L 














QXP 


= PC55 KINCRE/B 


Return upcounted address 


rlO-rol / ■" (JlJ-voMI 










to Q-register 










Mnemonic: INSTR ADDR 
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Table 3-147. INSTR ADDR INCREMENT, Phase Sequence (Cont.) 



Phase 


Function Performed 


Signals Involved 


Comments 


PCP5 


MB0-MB31 - C0-C31 


CXMB 


= DGC 


Data gated into C- 


T6L 
(Cont.) 




DXC 


= PCP5 KINCRE/B 


register from memory bus 
when data gate signal 
received from memory 

Clock data into D- 




LU-LJI / ■* DU-DJI 










register 




Inhibit memory protection 


PROTD 


= FAILD NPCP5 






Set flip-flop PCP6 


S/PCP6 


= PCP5 NENDE NPCP7 


Go to PCP phase 6 




Reset flip-flop PCP5 


R/PCP5 


= ... 




PCP6 


One clock long 








T6L 


Reset latch AHCL 


AHCL 

NAHCL 


= N(NAHCL) 

= (PCP6 + ...)(...) 


Memory address clock 




Set flip-flop PCP7 


S/PCP7 


= PCP6 NCLEARMEM NKFILL/B 


Go to PCP phase 7 


PCP7 


One clock long 








T6L 


Set flip-flop PCP1 


S/PCP1 


= (PCP7 + ...) NPCP3 


Go to PCP phase 1 




Reset flip-flop PCP6 


R/PCP6 


= PCP7 + ... 






Reset flip-flop PCP7 


R/PCP7 


= ... 




PCP1 


One clock long 








T6L 


Set HALT flip-flop 


S/HALT 


= PCP1 NPCP3 + ... 






Set flip-flop PCP2 


S/PCP2 


= NPCP3 (PCP1 NCLEAR + ...) 


Go to PCP phase 2 




Reset flip-flop PCP1 


R/^CPl 


= ... 




PCP2 


Idle phase 










Display D-register 


SXD 


= PCP2 NRESET NSDIS 












Mnemonic: INSTR ADDR 
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Table 3-148. CLEARMEM Function, Phase Sequence 



Phase 


Function Performed 


Signals Involved 


Comments 




Switch outputs 

CPU RESET/CLEAR => KCPURESET 
SYS RESET/CLEAR => KSYSR/B 
COMPUTE in IDLE => NKAS/B 






PCP2 
T6L 


Idle phase 

Generate RESET when first 
switch activated 

Set flip-flop PCP3 when both 
switches activated 


RESET = NKAS/B (KCPURESET/B 
+ KSYSR/B) + ... 

S/PCP3 = PCP2 NHALT NCLEAR 
CLEARMEM NPCP3 

CLEARMEM = KCPURESET KSYSR NKAS/B 


See RESET function 


PCP3 
T6L 


One clock long 
Set flip-flop PCP4 
Reset flip-flop PCP2 
Reset flip-flop PCP3 


S/FCP4 = PCP3 NENDE NPCP7 
R/PCP2 = PCP3 

R/PCP3 = ... 


Go to PCP phase 4 


PCP4 
T6L 


One clock long 
Set flip-flop PCP5 
Reset flip-flop PCP4 


S/PCP5 = PCP4 NENDE NPCP7 
R/PCP4 = ... 


Go to PCP phase 5 


PCP5 
T6L 


One clock long 
Set flip-flop PCP6 
Reset flip-flop PCP5 


S/PCP6 = PCP5 NENDE NPCP7 
R/FCP5 = ... 


Go to PCP phase 6 


PCP6 
T6L 


Repeated until NCLEARMEM 
Set flip-flop DRQ 

Generate memory request 


S/DRQ = PCP6 CLEARMEM + ... 

MRO = PCP (S/DRQ) + ... 
PCP = PCP6 + ... 


Inhibits clock until data 
release received from 
memory 

Prepare to write into 
core memory 






(Continued) 


Mnemonic: CLEARMEM 
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Table 3-148. CLEARMEM Function, Phase Sequence (Cont. ) 



Phase 


Function Performed 


Signals Involved 


Comments 


PCP6 

T6L 

(Cont.) 


Generate memory write 


MW = PCP6 CLEARMEM + . . . 

MBXS = MW = PCP6 CLEARMEM + . . . 

PCPT1 = PCP6 CLEARMEM + . . . 

CRO = NCLEARMEM (address 0-15) 
PROTD = FAILD NPCP6 NPCP6 

S/PCP7 - PCP6 NCLEARMEM NKFILL/B 

+ . . . 

QXP = CLEARMEM NINTRAP2 + . . . 


Write zeros into addressed 
memory location 

Plus count the P-register 
by one to address next 
location 

Clear locations 0-15 

Place current address in 
INSTRUCTION ADDRESS 
indicators 


(bU-bJI) ' "•"" ^/V\13U-/V\dJ I ) 

P+ I-/— P 

Inhibit crossover 

Inhibit memory protection 

Repeat PCP6 until switches released 


rlo-rol / "" LjlO-CjJJI 


PCP7 
T6L 


One clock long 
Set flip-flop PCP1 
Reset flip-flop PCP6 
Reset flip-flop PCP7 


S/PCPl = NPCP3 (PCP7 + ...) 
R/PCP6 = PCP7 + ... 
R/PCP7 = ... 


Go to PCP phase 1 


PCP1 
T6L 


One clock long 
Set HALT flip-flop 
Reset flip-flop PCP1 
Set flip-flop PCP2 


S/HALT = PCP1 NPCP3 + ... 

R/PCP1 = ... 

S/PCP2 = NPCP3 (PCP1 NCLEAR + ...) 


Go to PCP phase 2 


PCP2 


Idle phase 












Mnemonic: CLEARMEM 
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9010606.3717 




PCP2 




0— HALT 
, ( KFILl/B => l-»-KAS/l KAS/2 


PCP3 




„Q^P 


PCP4 




X'20'/»-P 


PCP5 




l^DRQ 
1-— MRQ 






PCP6 






REPEAT PCP6 
EIGHT TIMES 

NO f 


1 


BO( 

1-* 
1-- 
INF 
P+l 


DTSTRAP PROGRAM— -S ^MB 

-DRQ 

-MRQ 

-MW 

IBIT MEMORY PROTECTION 


p-X'28' 




L 








YES 




PCP7 




1 


P=X'29' 

1-^MW 

X'69C00028'-^S-^MB 

INHIBIT MEMORY PROTECTION 
1/-BWZ 
,P+1**~P 


PCP1 




i 




HALT 


PCP2 


IDLE PHASE 











Figure 3-236. LOAD, Sequence Flow Diagram 
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Table 3-149. LOAD Function, Phase Sequence 



Phase 


Function Performed 


Signals Involved 


Comments 




Switch outputs 










LOAD => KFILL/B, KAS/1, KAS/2 
UNIT ADDRESS => KUA21 - KUA31 








PCP2 
T6L 


Idle phase 










Set flip-flop PCP3 


S/PCP3 


PCP2 NHALT NCLEAR KAS/1 
KAS/2 NPCP3 


Go to PCP phase 3 


PCP3 
T6L 


One clock long 
Set flip-flop PCP4 


S/T J CP4 


PCP3 NENDE NPCP7 


Go to PCP phase 4 




Reset flip-flop PCP2 


R/PCP2 


PCP3 






Reset flip-flop PCP3 


R/t>CP3 


... 




PCP4 


One clock long 








T6L 


X'20' -/-*- P 


S/P26 

PX20 = 
PX/13 = 


PX20 

PCP4 KFILL/B + ... 
PX = PX20 


Bootstrap program starts 
at location X'20' 




Set flip-flop PCP5 


S/PCP5 


PCP4 NENDE NPCP7 


Go to PCP phase 5 




Reset flip-flop PCP4 


R/t>CP4 


... 




PCP5 


One clock long 








T6L 


Set flip-flop DRQ 


S/DRQ 


PCP5 KFILL/B + ... 


Inhibits clock until data 
release signal received 
from memory 




Generate memory request 


MRQ 

PCP = 


PCP (S/DRQ) 
PCP5 + ... 


Prepare for memory write 




Set flip-flop PCP6 


S/PCP6 


PCP5 NENDE NPCP7 


Go to PCP phase 6 




Reset flip-flop PCP5 


R/t>CP5 










(Cont 


inued) 


Mnemonic: LOAD 
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Table 3-149. LOAD Function, Phase Sequence (Cont. ) 



Phase 


Function Performed 


Signals Involved 


Comments 


PCP6 
T6L 


Repeated until switch released 
Set flip-flop DRQ 


S/DRQ 


= PCP6 NPCP7 KFILL/B + ... 


Inhibits clock until data 
release signal received 
from memory 




Generate memory request 


MRQ 

MBXS 

PCTP1 


= PCP (S/DRQ) + ... 

= MW = PCP6 KFILL/B + ... 

= PCP6 KFILL/B + ... 


Write bootstrap program 

Address successive 
memory locations 




SOrSol *~ MB0-MB31 




P + 1 / *" P 




Force bootstrap program on sum bus 


S0-S31 


= S0I-S31I + ... 






P — Y"?n' Y"71 ■ n te r fc KAt\ 








r — A Z\J , A Z 1 U ■" 5 — /V\b 




p \finm __^ vn^nnnn^n 1 m 


S6I, S28I 


= KFILL/B NP29 P30 + ... 


Decode P -register to 
set sum bus bits 


r — A ZZ — s A UzUUUUAo *" 


j *■ l\\a 






S24I 


= KFILL/B NP29 P30 NP31 
+ ... 








S26I 


= KFILL/B P30 NP31 + ... 






p — y"^o> ^ 'nrnnnnTf ^ 


S4I, S5I, S27I 
PF23 


= KFILL/B PF23 + ... 
= KFILL/B NP29 P30 P31 




r - A Zo — ■> UtUUUlDo *" 

S -MB 






S6I, S28I 


= KFILL/B NP29 P30 + ... 








S25I 


= PF23 






p - y?A' — x Y'nnnnnni l ' ■. 


S27I, S3 11 
PF24 


= KFILL/B PF24 + ... 

= KFILL/B P29 NP30 NP31 




r s\ £.H / y\ UUUUvAJ II ■ 

S -MB 




n _ \/tnr-l ^ \/ tnr\nnn\t\s\i t 


S21I-S31I 
PF25 
S2I, S6I, S29I 


= PF25 KUA21-KUA31 + ... 
= KFILL/B P29 NP30 P31 
= PF26 + ... 




r A Zo —> A UUUUUAAA — 

S -MB 

r> \rir\ri -* \/lnnnnnnnil _ 




r - A zo — > A oZQUwzA * 








PF26 


= KFILL/B P29 P30 NP31 








S31 


= KFILL/B PF26 + ... 








S26I 


= KFILL/B P29 P30 + ... 










Mnemonic: LOAD 






(Continued) 





3-679 



901060 



Table 3-149. LOAD Function, Phase Sequence (Cont. ) 



Phase 


Function Performed 


Signals Involved 


Comments 


PCP6 


P =X , 27'=>X , CC000025 I 


SOI, S5I, S29I, S31I = PF278 + ... 




T6L 

(Cont.) 




PF278, PF2789 = KFILL/B P29 P30 P31 
+ ... 

SI I, S4I = PF2789 + ... 

S26I = KFILL/B P29 P30 + . . . 






P =X , 28 , =>X'CD000025' 


SOI, S5I, S29I, S3! I = PF278 + ... 

PF278 = KFILL/B P28 NP31 
+ ... 

SI I, S4I = PF2789 + ... 

PF2789 = KFILL/B P28 

S7I, S26I = KFILL/B P28 + ... 






Set flip-flop PCP7 


S/PCP7 = P28 PCP6 

NCLEARMEM 


Go to PCP phase 7 


PCP7 


One clock long 


SI I, S4I = PF2789 + ... 




T6L 




PF2789 = ... 






r% wmm v \/i/n/>nnnnnl _ 


S2I, S8I, S9I, S28I = KFILL/B P28 P31 + . . . 


Force last bootstrap 
word onto sum bus 


r - A 2r — > A oyLUUU/o ■* 




b * MB 


S7I, S26I = KFILL/B P28 + ... 




Generate memory write 


MBXS = PCP6 KFILL/B + ... 






P + 1 —/-+- P 


PCTP1 = PCP6 KFILL/B + ... 






Inhibit memory protection 


PROTD = FAILD NPCP6 NPCP5 

+ . . . 






Set flip-flop PCP1 


S/PCPl = NPCP3 (PCP7 + ...) 


Go to PCP phase 1 




Reset flip-flop PCP6 


R/PCP6 = PCP7 






Reset flip-flop PCP7 


R/PCP7 = ... 








Mnemonic: LOAD 
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Table 3-149. LOAD Function, Phase Sequence (Cont. ) 



Phase 



Function Performed 



Signals Involved 



Comments 



PCP1 
T6L 



One clock long 
Set HALT flip-flop 
Set flip-flop PCP2 
Reset flip-flop PCP1 



S/HALT = PCP1 NPCP3 + . . . 

S/PCP2 = NPCP3 (PCP1 NCLEAR + ...) 

R/PCP1 = ... 



Go to PCP phase 2 



PCP2 



Idle phase 



Mnemonic: LOAD 
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Table . 


3-150. Bootstrap Program 


Location 


Contents 


Significance 


20 


00000000 


Reserved for I/O 


21 


00000000 


Reserved for I/O 


22 


020000A8 


Bits through 31 of I/O command doubleword. Specifies read order 
(02) and starting byte location X'A8'. Word location is X'A8'/4, or 
X'2A' 


23 


0E000058 


Bits 32 through 63 of I/O command doubleword. Contains flag bits 
0E, which specify halt on transmission error, interrupt on unusual 
end, and suppress incorrect length. X'58 1 specifies reading 88 bytes 
into consecutive memory locations 


24 


0000001 1 


Command address of I/O command doubleword (shifted one bit posi- 
tion to the left in IOP to specify word location X'22') 


25 


OOOOOXXX 


Address of I/O unit. (XXX represents address taken from UNIT 
ADDRESS switches) 


26 


32000024 


Load Word instruction. Loads the contents of location X'24 1 (X '11') 
into private memory register 


27 


CC000025 


Indirectly-addressed Start Input/Output instruction. Takes command 
doubleword from location specified in private memory register and 
specifies device pointed to by address in location 25 


28 


CD000025 


Indirectly-addressed Test Input/Output instruction 


29 


69C00028 


Branch on Conditions Set (BCS) instruction. Branches to location 
X'28 1 if condition code is not X'C. If the device address used by 
the SIO and the TIO instructions is not recognized by any device 
condition codes CC1 and CC2 are set by both instructions, causing 
the BCS instruction to branch continuously to X'28' until operator 
intervention occurs 

During a successful loading operation, when the TIO is executed 
the device should be busy because of the previous SIO instruction. 
As long as the device is busy, condition code CC2 is set when the 
TIO is executed, causing the BCS to branch continuously to X'28 1 

The next time the TIO is executed, when the device finishes its 
input operation, CC2 is reset, causing the BCS not to branch, and 
allowing the CPU to sequence to location X'2A' for the next in- 
struction 
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Z 

o 

TO 
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> 



o 



WATCHDOG 
TIMER 



NORMAL 



I 1 



INTERLEAVE 
SELECT 



OVERRIDE 



NORMAL 



▼ A 



PARITY ERROR _ 
MODE 



DIAGNOSTIC 



CONTINUE 



T 



CLOCK 
MODE " 



HALT 



SINGLE STEP 



: r 



CONTINUE 



NT14 CONSOLE 
INTERFACE NO. 1 



* 



+8V 

*° LOCK 



-8V 



GND 



X 



o 
o 



t> 



-VW- 
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ft 
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-O +8V 



J33-1 © © J34-1 
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3-339 PHASE INDICATORS . The PREPARATION, PCP, 
and the EXECUTION phase indicators represent the binary 
encoding of the states of the phase flip-flops, PRE! through 
PRE4, PCP1 through PCP7, and PHI through PH15. A typ- 
ical equation is as follows 



PH1/L = PHI + PH3 + PH5 + PH7 + PH9 
+ PH11 + PH13 + PH15 



The INT/TRAP phase indicators are lighted by the outputs 
of flip-flops INTRAP1 and INTRAP2 which define interrupt 
and trap phases. 



Figures 3-244 through 3-247 show a typical power config- 
uration, interconnections, and functional diagram. These 
figures give general information; the installation conditions 
may make it necessary to use different cable lengths than 
those indicated. Specific installation information is pro- 
vided by the XDS Customer Service department. 



Table 3-151 lists installation drawings for peripheral equip- 
ment and power supplies. Table 3-152 lists the types of 
power cables used. 



3-342 GLOSSARY TABLES 



3-340 MEMORY FAULT INDICATORS . MEMORY FAULT 
indicators 1 through 8 are lighted by lamp drivers MFO/L 
through MF7A, which are activated by memory fault indi- 
cator signals MFLO through MFL7 from the memory. 



3-341 POWER DISTRIBUTION 



The first five illustrations that follow give information 
needed to understand power distribution in Sigma 7. Figure 
3-238 explains the cable designation code; figure 3-239 
explains the cabinet and frame location codes; and figure 
3-240 shows the standard prong shapes of connectors. Fig- 
ures 3-241 and 3-242 show typical positioning of power 
supplies and distribution units. 



A typical system power distribution is shown in figure 3-243. 



A glossary of signals is given as follows: 



a. Table 3-153. Symbols Used in Glossaries and Equa- 
tions, Miscellaneous Information. 



b. Table 3-154. Glossary of CPU Signals. 

Note 

This glossary includes memory map, 
memory protect, and floating point 
signals, as well as certain interrupt 
signals. 

c. Table 3-155. Glossary of Interrupt Signals. The 
glossary is divided into two parts, internal and external. 



CABLE ASSEMBLY NUMBER 



LENGTH ( IN TENTHS OF FEET) 
DECIMAL MULTIPLIER 

r(NO. OF PLACES DECIMAL POINT MOVED TO THE RIGHT) 



124418- 101 

EXAMPLES: 101 = 1 FT 
102 = 10 FT 
253 = 250 FT 

NOTE: THE DESIGNATION L INDICATES LENGTH TO BE SPECIFIED. EXAMPLE: 124418-L 



90 1060 A. 31700 



Figure 3-238. Cable Designation Code 
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-TARTKIFT PI IkirTTHMAl nF^TfiMATTONI (< 


:cc K\rs 1 dci r\\ki\ 


1 
F 






fADTMCT KIIIA/IDCD /CI IMz-TirMvl A 1 r»Dr*Cn\ 




| FRAME LOCATION (SEE NO. 2, BELOW) 

2 F 

1. CABINET CODE 




CODE 


CABINET 




P 

M 
R 
L 
D 


PROCESSOR 

MEMORY 

ACCESSORY TO THE RIGHT OF CPU 

ACCESSORY TO THE LEFT OF CPU 

DEVICE CONTROLLER 




2. FRAME LOCATION CODE 






CODE 


FRAME LOCATION 




F 
C 
R 


FRONT 

CENTER 

REAR 


EXAMP 

M3C M 
D5R D 
R2R A 


LES: 

EMORY, THIRD CABINET, CENTER 

EVICE CONTROLLER, FIFTH CABINET, REAR 

CCESSORY TO THE RIGHT OF CPU, SECOND CABINE 


T, REAR 901 060A. 31701 



Figure 3-239. Cabinet and Frame Location Codes 



PH3 NOT USED 
FOR CARD PUNCH 





125V, 15A 

50/60 HZ 

SINGLE PHASE 



125V,15A 

2000 HZ 

SINGLE PHASE 



FRAME FANS 

50/60 HZ 

SINGLE PHASE 



PRINTER AND 
MAGNETIC 

TAPE INPUT 
125V,20A 
50/60HZ 



CARD PUNCH INPUT 
600V, 30A 
3 PHASE 



901060A.362 



Figure 3-240. Male Connectors, Prong Shapes and Uses 
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1 20 VAC, 2000 HZ 
OUTPUT (OUTPUT ON 
LEFT AND RIGHT SIDES 
CONNECTED IN PARALLEL) 



REGULATOR MODULES 



FUSE, 3AG, 125V, 1 A 



REMOTE 



FAN POWER 




LOCAL OFF REMOTE SWITCH 



LOCAL 



POWER MONITOR MODULES 
208 VAC 3-PHASE INPUT 



Jl J2 
120V 
60 HZ 



120V 
2000 HZ 



J9 J10 
120V 
60 HZ 

ITT 



PT15 INVERTER 
POWER SUPPLY 

PI, 120V 
2000 HZ 
OUTPUT 



PT14 CONVERTER 
POWER SUPPLY 



TEMP/OC SWITCH 
(OVERCURRENT 
CIRCUIT BREAKER) 



120V, 2000 HZ 



MAIN POWER 
DISTRIBUTION BOX 



FAN POWER 



P2, 120V 
60 HZ 



IONEN SWITCH 
(POWER ON 
INTERRUPT ENABLE) 



POWER JUNCTION BOX 



900630A. 360 



Figure 3-241. PT15 Power Supply, PT14 Power Supply, Main Power Distribution Box, 



and Power Junction Box (Typical Installation) 
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PT15 INVERTER 
POWER SUPPLY 



PT14 CONVERTER 
POWER SUPPLY 



LEGEND 

VC VOLTAGE, CONSTANT 

VCR VOLTAGE, DIODE (CR) 

(USED TO NULL AN AMPLIFIER 
CONTROLLED BY TEMPERATURE 
SENSING DIODES) 

VD VOLTAGE, DRIVE 




VC ADJUSTMENT 
VD ADJUSTMENT 



XY DRIVE, COARSE ADJUSTMENT 
REFERENCE NO. 



XY DRIVE, COARSE ADJUSTMENT 



MAIN POWER 
DISTRIBUTION 
BOX 



PT16, LOGIC POWER SUPPLY 

INPUT: 120V, 2000 HZ, SINGLE PHASE 
REGULATED OUTPUTS: +4V, 100 A 
+8V, 50 A 
-8V, 5 A 



CB1, CIRCUIT BREAKER/POWER SWITCH 

SI, MARGINS SWITCH, HIGH, 
NORMAL, LOW (USED WITH 
DIAGNOSTIC TEST) 

F3, FUSE, 3 AG, 125V, 8 A 
F2, FUSE, 3 AG, 125V, 8 A 
Fl, FUSE, 3 AG, 125V, 8 A 



OVERVOLTAGE ADJUSTMENT 

-8V ADJUSTMENT 

-tflV ADJUSTMENT 

+4V ADJUSTMENT 

PT17, MEMORY POWER SUPPLY 
INPUT: 120V, 2000 HZ 
REGULATED OUTPUTS: 18 TO 25 VDC 
(ADJUSTABLE) 0-20 A 
25 VDC, 0-2 A 

VCR NULL 

OVERVOLTAGE ADJUSTMENT 



XY DRIVE, FINE ADJUSTMENT 
REFERENCE NO. 



XY DRIVE, FINE ADJUSTMENT 
Fl, FUSE, 3AG, 250V, 15 A 

CB1, CIRCUIT BREAKER/POWER SWITCH 



\U 



Figure 3-242. PT16 Power Supply 
and PT17 Power Supply (Typical Installation) 
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NOTES: 

[T^ THE PT ' 4 AND PT15 POWER SUPPLIES AND THE MAIN POWER DISTRIBUTION BOX FOR CPU 
CABINET NO. 2 ARE USUALLY OPTIONAL. HOWEVER, IF THE SYSTEM HAS FOUR MEMORY 
CABINETS, THEY ARE REQUIRED. EXCEPTION: THE MEMORY CABINETS MAY OBTAIN POWER 
FROM RIGHT ACCESSORY CABINET NO. 1 WITH PT14 AND PT15 POWER SUPPLIES WHEN THEY 
ARE AVAILABLE 

fflj EIGHT MAGNETIC TAPE UNITS ARE A MAXIMUM CONFIGURATION FOR A MAGNETIC TAPE 
SUBSYSTEM. SEE INSTALLATION DRAWING NO. 137114, MAGNETIC TAPE SUBSYSTEM 

[51 POWER EXTENSION CORDS TO THE FREE STANDING CONSOLE CAN CONNECT TO ANY 
JUNCTION BOX IF CABLE LENGTH, POWER, OR CONNECTOR LIMITATIONS OCCUR. (SEE 
ITEM 5 AND FIGURE 3-246, ITEM 8) 

[3 THE REMOTE LINE TO PERIPHERAL STATIONS CONNECT IN SEQUENCE IN ORDER OF 
STARTING SURGE (WITH THE HIGHEST ONE FIRST), UNLESS THE SYSTEM CONTAINS A 
RAD SUBSYSTEM (SEE ITEM 6). THE ORDER OF PERIPHERAL STATIONS, BY DEGREE OF 
STARTING SURGE (FROM THE HIGHEST TO THE LOWEST), IS MAGNETIC TAPE CONTROLLER 
AND TRANSPORT, MAGNETIC TAPE TRANSPORT, RAD SUBSYSTEM, CARD PUNCH, LINE 
PRINTER, PAPER TAPE EQUIPMENT, AND CARD READER 



[5) THE TOTAL LENGTH OF ANY 2-KHZ LINE (FROM THE PT15 POWER SUPPLY TO THE DC POWER) 
MUST NOT EXCEED 60 FEET. THE PREFERRED LENGTH OF 2-KHZ EXTENSION CORD CABLE 
(NO. 124418) IS LESS THAN 50 FEET. IF NECESSARY, 2-KHZ POWER FOR PERIPHERAL STA- 
TIONS MAY BE OBTAINED FROM PT15 POWER SOURCES OTHER THAN THE ONE LOCATED IN 
THE DEVICE CONTROLLER CABINET, WITH THE EXCEPTION OF THE LINE PRINTER (SEE ITEM 7. ) 

[T] IF THE SYSTEM CONTAINS A RAD SYSTEM, A DEVICE WITH A LOWER STARTING SURGE (SUCH 
AS A CARD READER OR PAPER TAPE CABINET) SHOULD BE CONNECTED IN REMOTE-SEQUENCE 
FASHION IMMEDIATELY BEFORE THE RAD. THE PERIPHERAL STATION AND RAD SUBSYSTEM 
TURN ON SIMULTANEOUSLY AFTER THE PREVIOUS LINE SURGE HAS SETTLED 

[7] THE 2-KHZ POWER TO THE LINE PRINTER STATION MUST ORIGINATE FROM THE SAME 2-KHZ 
SOURCE AS THAT TO WHICH THE LINE PRINTER CONTROLLER DC POWER SUPPLIES ARE 
CONNECTED 

[Jl EIGHT RAD STORAGE UNITS ARE A MAXIMUM CONFIGURATION FOR A RAD SUBSYSTEM. SEE 
INSTALLATION DRAWING NO. 137115 FOR RAD SUBSYSTEM 
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THE PT14 AND PT15 POWER SUPPLIES AND THE MAIN POWER DISTRIBUTION BOX FOR CPU CABINET 
NO. 2 ARE USUALLY OPTIONAL IF THE SYSTEM HAS FOUR MEMORY CABINETS, THEY ARE REQUIRED. 
EXCEPTION: THE MEMORY CABINETS MAY OBTAIN POWER FROM RIGHT ACCESSORY CABINET NO. 1 
WITH PT14 AND PT15 POWER SUPPLIES WHEN THEY ARE AVAILABLE 

POWER EXTENSION CORDS TO THE FREE STANDING CONSOLE CAN CONNECT TO ANY JUNCTION 
BOX IF CABLE LENGTH, POWER, OR CONNECTOR LIMITATIONS OCCUR. (SEE ITEMS 4 AND 8) 

THE REMOTE LINE TO PERIPHERAL STATIONS CONNECT IN SEQUENCE IN THE ORDER OF STARTING 
SURGE (WITH THE HIGHEST ONE FIRST), UNLESS THE SYSTEM CONTAINS A RAD SUBSYSTEM. (SEE 
FIGURE 3-244, ITEM 8.) THE ORDER OF PERIPHERAL STATIONS, BY DEGREE OF STARTING SURGE 
(FROM THE HIGHEST TO THE LOWEST), IS: MAGNETIC TAPE CONTROLLER AND TRANSPORT, MAG- 
NETIC TAPE TRANSPORT, RAD SUBSYSTEM, CARD PUNCH, LINE PRINTER, PAPER TAPE EQUIPMENT, AND 
CARD READER 

THE TOTAL LENGTH OF ANY 2- KHZ LINE (FROM THE PT15 POWER SUPPLY TO THE DC POWER) MUST 
NOT EXCEED 60 FEET. THE PREFERRED LENGTH OF 2-KHZ EXTENSION CORD CABLE (NO. 124418) IS 
LESS THAN 50 FEET. IF NECESSARY, 2-KHZ POWER FOR PERIPHERAL STATIONS MAY BE OBTAINED 
FROM PT15 POWER SOURCES OTHER THAN THE ONE LOCATED IN THE DEVICE CONTROLLER CABINET, 
WITH THE EXCEPTION OF THE LINE PRINTER. (SEE FIGURE 3-244, ITEM 7) 

THE LOCAL DESIGNATION INDICATES LOCAL LINE POWER. THIS REFERS TO SINGLE-PHASE POWER 
OBTAINED DIRECTLY FROM THE LINE BEFORE THE CONTACTOR. THE REMOTE DESIGNATION INDI- 
CATES INPUT THAT WILL ENERGIZE THE CONTACTOR 

POWER INTERCONNECTIONS FROM THE MAIN POWER DISTRIBUTION BOX TO THE PCP ARE SHOWN 
BELOW. (THE CONNECTIONS FOR SIGMA 7 WITH A FREE STANDING CONSOLE APPEAR IN FIGURE 
3-244) 

FROM MAIN POWER DISTRIBUTION BOX TO SIGMA 7 PCP 

LOCAL Jl J31 

REMOTE PI J32 

PI ON ANY JUNCTION BOX (2-KHZ REMOTE IN) MUST CONNECT DIRECTLY OR BY MEANS OF AN 
EXTENSION CORD (NO. 12441 8- L) TO A PT15 POWER SUPPLY 

WHEN CHAINING A 60-HZ LINE FROM J-BOX TO J-BOX, THE INPUT LINE ON THE FIRST J-BOX 
(WHERE P2 CONNECTS TO THE MAIN POWER DISTRIBUTION BOX) SHOULD NOT EXCEED 10 AMPERES. 
A TOTAL OF 28 FANS ARE SHOWN, DRAWING CURRENT THROUGH THE J-BOX INPUT LINE. EACH 
FAN DRAWS 0. 16 AMPERES. THE TOTAL CURRENT (0. 16 x 28) IS 4.5 AMPERES. ANY DEVICE DRAWING 
MORE THAN 5.5 AMPERES SHOULD NOT BE CONNECTED TO EITHER OF THE TWO J-BOXES 

J3 AND J4 ON THE MAIN POWER DISTRIBUTION BOXES (60-HZ SWITCHED) ARE USED TO DRIVE FANS. 
J3 AND J4, PHASES Y AND X RESPECTIVELY, SHOULD BE CONNECTED TO DISTRIBUTE BOTH PHASES 
UNIFORMLY 

Jol AN ADDITIONAL J-BOX (NO. 117428) IS REQUIRED ONLY WHEN A REAR FIXED FRAME IS USED 










E 









THE 60-HZ OUTLETS ARE AVAILABLE FOR CONNECTION TO THE J-BOX (OR BOXES) IN MEMORY 
CABINET NO. 2, PROVIDING POWER LIMITS ARE NOT EXCEEDED. (SEE ITEM 8.) 
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Figure 3-246. Peripheral Station Power Control, 
Functional Diagram, Typical (Sheet 1 of 2) 
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NOTES: 
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EIGHT MAGNETIC TAPE UNITS ARE A MAXIMUM CONFIGURATION FOR A MAGNETIC TAPE SUB- 
SYSTEM. SEE INSTALLATION DRAWING NO. 137114, MAGNETIC TAPE SUBSYSTEM 

THE REMOTE LINE TO PERIPHERAL STATIONS CONNECT IN SEQUENCE IN ORDER OF STARTING SURGE, 
WITH THE HIGHEST ONE FIRST, UNLESS THE SYSTEM CONTAINS A RAD SUBSYSTEM (SEE ITEM 4). THE 
ORDER OF THE PERIPHERAL STATIONS, BY DEGREE OF STARTING SURGE (FROM HIGHEST TO LOWEST), 
IS: MAGNETIC TAPE CONTROLLER AND TRANSPORT, MAGNETIC TAPE TRANSPORT, RAD SUBSYSTEM, 
CARD PUNCH, LINE PRINTER, PAPER TAPE EQUIPMENT, AND CARD READER 

THE TOTAL LENGTH OF ANY 2- KHZ LINE (FROM PT15 POWER SUPPLY TO DC POWER) MUST NOT 
EXCEED 60 FEET. THE PREFERRED LENGTH OF 2- KHZ EXTENSION CORD CABLE (NO. 124418) IS LESS 
THAN 50 FEET. IF NECESSARY, 2- KHZ POWER FOR PERIPHERAL STATIONS MAY BE OBTAINED FROM 
PT15 POWER SOURCES OTHER THAN THE ONE LOCATED IN THE DEVICE CONTROLLER CABINET, WITH 
THE EXCEPTION OF THE LINE PRINTER (SEE ITEM 5) 

IF THE SYSTEM CONTAINS A RAD SUBSYSTEM, A DEVICE WITH A LOWER STARTING SURGE (SUCH AS 
CARD READER OR PAPER TAPE CABINET) SHOULD BE CONNECTED IN REMOTE-SEQUENCE FASHION 
IMMEDIATELY BEFORE THE RAD. THE PERIPHERAL STATION AND RAD SUBSYSTEM WILL TURN ON 
SIMULTANEOUSLY AFTER THE PREVIOUS LINE SURGE HAS SETTLED 



J] THE 2- KHZ POWER TO THE LINE PRINTER STATION MUST ORIGINATE FROM THE SAME 2- KHZ SOURCE 
AS THAT TO WHICH THE LINE PRINTER CONTROLLER DC SUPPLIES ARE CONNECTED 



EIGHT RAD STORAGE UNITS ARE A MAXIMUM CONFIGURATION FOR A RAD SUBSYSTEM. SEE 
INSTALLATION DRAWING NO. 137115 FOR RAD SUBSYSTEM 

WITH THE EXCEPTION OF THE RAD, PERIPHERAL STATIONS HAVE A THERMAL DELAY RELAY AT THE 
REMOTE INPUT. THE RELAY LIMITS POWER SURGES WHEN THE EQUIPMENT IS TURNED ON 

ONLY TWO PHASES ARE USED BY THE CARD PUNCH. THE THIRD PHASE IS NOT WIRED TO THE 
CONNECTOR 
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Figure 3-246. Peripheral Station Power Control, Functional Diagram, Typical (Sheet 2 of 2) 
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NOTE : MARGINAL VOLTAGE CABLING MUST CONNECT TO 
ALL PT16 POWER SUPPLIES IN THE SYSTEM AND CAN 
BE CHAINED IN ANY SEQUENCE 
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Figure 3-247. Marginal Voltage Indicator Interconnections, Typical 
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Table 3-151. Peripheral Equipment and Power Supply Installation Drawings 


Drawing Name 


Drawing Number 


Magnetic Tape Station 


128336 


Magnetic Tape susbystem 


137114 


RAD Memory 


132841 


RAD Memory 


126657 


RAD Subsystem 


137115 


Card Punch 


124638 


Card Reader 


124773 


Line Printer 


123898 


Paper Tape Station 


127714 


PT14 Power Supply, PT15 Power Supply, 


123310 


and Main Power Distribution Box 




PT16 Power Supply 


123509 


PT17 Power Supply 


123636 


PT1 8 Power Supply 


127156 


PT1 9 Power Supply 


127192 



Table 3-152. Types of Power Cables 



Cable Description 


Part Number 


50-60 Hz extension cord 

2 -kHz extension cord 

Marginal voltage indicator cable 


1 29944 -L* 
124418-L* 
1 35663 -L* 


*The designation -L indicates a length to be specified 
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Table 3-153. Symbols Used in Glossaries, Equations, and Phase Sequence Charts 



SYMBOL 


EXPLANATION 




N 


Prefixes 


Not. The letter N, before a signal, has the same meaning as the bar that previously appeared 






over the signal 




s/ 


Set input to flip-flop 




R/ 


Reset input to flip-flop 




c/ 


Clock input to flip-flop 




E/ 


Erase input to flip-flop (DC reset) 




F/ 


Force input to flip-flop (DC set) 




W/ 


Data write input to high-speed memory 




1/ 


Address line to high-speed memory 




K/ 


Read/write control to high-speed memory 




Suffixes 


Dash (-) followed by number or letter: same logic signal generated by different driver. Example: 






PXQ-2 = I NPXQ NMULC NMRQ/1 






PXQ-3 =" I NPXQ NMULC NMRQ/l 






Note 






PXQ-3 is the output of another inverter 




/ 


Slash (/) followed by number or letter: similar logic signal generated by different driver. Example: 
PX/13 = I NPX NPXS NMULC 
PX/12 = I NPX NPXS NMULC NPX/2 




Z 


Usually means 0, as in A0031Z, which means A0 through A31 = 0. Exception: P31Z means force 
into P31 


a 


w 


Usually means a 1 




F 
S/name 


Either floating point of flip-flop 




Miscellaneous Symbols 


Flip-flop set input 
Implies 










Transfer to 

Clocked transfer to (CL clock) 

Logical AND 




/ fc 




/ * 




+ 


Logical OR 




© 


Exclusive OR 
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Table 3-154. Glossary of CPU Signals 



Signal 


Definition 


A0004W 


A0-A4 contain ones 




A0004Z 


A0-A4 contain zeros 




A0007Z 


A0-A7 contain zeros 




A0015Z 


A0-A15 contain zeros 




A0031 Z 


A0-A31 contain zeros 




A0107Z 


Al -A7 contain zeros 




A0115Z 


A1-A15 contain zeros 




A0131Z 


A1-A31 contain zeros 




A1631Z 


A16-A31 contain zeros 




A1731Z 


A17-A31 contain zeros 




A4771Z 


A47-A71 contain zeros 




A8X1 


A8 loaded by clock with a one 




A9X1 


A9 loaded by clock with a one 




ABOi 


Where i = A, B f or C. Abort core memory port N because of memory lockout 




ADMATCH 


Address match between the LM and KSP lines 15-31 




AH 


Add halfword, hexadecimal opcode 10 or 90 




AHCL 


Memory address here clock 




AHi 


Where i = A, B, or C. Core memory address; signal sent from port i 




ALARM 


Causes PCP ALARM light to light, and causes a 1 KC alarm to sound if the COMPUTE switch is 
RUN and the AUDIO switch is set to ON 


set to 


AM 


Flip-flop holding the arithmetic mask bit for program status word 1 




AND 


AND word, hexadecimal opcode 4B or CB 




ANLZ 


Flip-flop used during execution of analyze instruction 




ARQ 


Flip-flop indicating that the next clock will not occur until the address release signal (ARC) h 
received from memory if there is a memory request out 


as been 


ARi 


Where i = A, B, or C. Core memory address release signal sent from port i 




ASN 


A simple normalized (that is, -1 < A < -jr orrr< A < 1) 

— 16 16 — 




ATE 


Memory address time elapsed 





(Continued) 
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Table 3-154. Glossary of CPU Signals (Cont. ) 



Signal 



Definition 



AUDIO 

AX 

AX/1 

AXAL32 

AXE 

AXE/1 

AXPRR2 

AXR 

AXRR 

AXRR/2 

AXRR/3 

AXRRL1 

AXRRR1 

AXRRR2 

AXS 

AXS/1 

AXS/2 

AXS/3 

AXS/4 

AXSL1 

AXS LI /l 

AXSL4 

AXSR4 

AXSR32 



Signal sent to the PCP speaker 

Signal is true to load or reset the A-register. This reset term is voided if a simultaneous set occurs 

— /-*-A0-A31, —h-~ A47-A71 

A0 + A47 -/— A47, A8 + A48 / * A48, ... A31 + A71 -/— A71 

E0-E7 / * A0-A7, / * A8-A31, / * A47-A71. Special action to A0 and Al during 
FAMDSF 

E0 + A0 / - A0, El + Al / - Al, ... E7 + A7 -/— - A7. Special action to A0 and Al 
during FAMDSF 



A47. Special action 



A30 —H*- A0, A31 -/— Al, PRO-20 -/— A2-A31, A47 + D46 - 
to A0 and Al during FAMDSF 

R28-R31 -/— A28-A31, —H*- A0-A27, A57-A71 

RR0-RR31 —/-*• A0-A31, 0-y—- A47-A71 

RR16-RR31 -/-*- A16-A31, -V-— A0-A15, A47-A71 

RR24-RR31 -/-*- A24-A31, -¥-*• A0-A23, -/-*■ A47-A71 

RR16-RR31 -/-^A15-A30, -V— -A0-A14, -t*— -A31, -tA— A47-A71 

RR14-RR30^-^A15-A31, RR31 -f-+- P32, -/-*- P33, ^A47-A71 

RR13-RR29-/-— A15-A31, RR30-RR31 -/— - P32-P33, -A— A47-A71 

S0-S31 -/-*- A0-A31, S47-S71 -7 t -*-A47-A71 

S0-S7-7 6 -*- A0-A7, -y— A8-A31, —/—- A47-A71 

S0-S15-7^— A0-A15, 0-/-— A16-A31, -/-*- A47-A71 

S8-S15 «y— A8-A31, -y—- A0-A7, -A— A47-A71 

S47-S71 -7— A47-A71, -V-*- A0-A31 

S1-S31 -y-^A0-A30, AO^A— A31, S48-S71 -y— ~ A47-A70, SO-/— A71. Special action to 
A31 during FAMDSF 

S9-S31 / -A8-A30, A0 -/-*- A31, S48 —/-+- A47, -/— - A48-A71. Special action to A31 
during FAMDSF 

S4-S31 -V— ~ A0-A27, A0-A3 -V— A48-A31, S51-S71 — /-*- A47-A67, S0-S3 A68-A71. 

Special action to A28-A31 during FAMDSF 

S68-S71-A— A0-A3, S0-S27 -+-*- A4-A31, S47-S67 -/— - A51 -A71, -/— A47-A50. 
Special action to A50 during FAFLAS 

S48 + A8 -/-*- A8, S49 + A9 -/— A9 . . . S71 + A31 —/-*- A31 
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Signal 



Definition 



BOS 

BIS 

B16190NE 

B1619Z 

B31X1 

BC1 

BC31 

BCO'N 

BR 

BRPHi 

BRQ 

BWZ 
BX/1 
BXB 

BXBL1 

BXBL4 

BXBR2 

BXND 

BXS 

BXS/1 



BO sum 

Bl sum 

Flip-flops B16-B19 contain 0001 

B16-B19 contain zeros 

Load B31 by clock with a one 

B carry into position 1 (used in multiply) 

B carry into position 31 (used in BCON logic; also used in shift) 

B control, high during multiply when the multiplier is being interrogated 

BRPHI + ... + BRPH15 + CLEAR + MITEX 

Where i = 1-15. Branch to phase i and inhibit the nonbranch phase setting 

Causes Q / - P, used during trapping or interrupting to make sure that the address stored by the 
XPSD instruction points at the right instruction 

B was zero. Used in divide overflow logic (fixed point) 

-f—~ B0-B31, -/— B47-B71 

PR32 e G33-y-~ B0, Bl © BC1 © CS33 —/-*- Bl, B2-B7 — 
B47-B71 during FAFLM 



B2-B7. Special action to 



Bl © BC1 © CS33-V— B0, B2-B31 -/—■ B1-B30, B0-/— B31, -/— B47, B49-B71 -/— 
B48-B70, B0 / * B71. Special action to B31 during FAMDSF 

B4-B31 / - B0-B27, / * B28-B31, / - B47-B71. Special action to B28-B31 during 
FASHFX 

B30-B31 / - B0-B1, B0-B29 / - B2-B31. Special action to B0-B3 during FAMDSF. Special 
action to B4-B1 1 and B48-B71 during FAFLM 



ND1-ND7-/— - B1-B7, -/—-BO, —/-*- B8-B31, 0-/— B47-B71-A 

S0-S31 -h*- B0-B31, S47-S71 -/— B47-B71 -/— 

S47 + B47 —H- B47, S48 + B48 —/-— B48, .'. . S71 + B71 -/-*- B71 



C0C16 Holding CO or C16 depending on P32 

COO 6/1 7 used for sign extension in C / * D transfers 

C0C16, 12 5 used for sign extension in C / » D transfers 

CC1 Condition code 1 

Condition code 2 

(Continued) 



3-703 



XDS 901060 



Table 3-154. Glossary of CPU Signals (Cont. ) 



Signal 


Definition 


CC3 


Condition code 3 


CC4 


Condition code 4 


CCXDU 


HMO k l /, ^ cc\ ni ia ^ n / ■_ cc\ ru n i /» tr"} ni \~r » n / ». 


UUU » l / — twV«-l, DUO •■ U / *• v-L.1, L>UI *- 1 / ^ LLz, UU/ ■* U / ■" 




CC2 


CCXDU/1 


DU2 -/— CC3, DU3 -7*—- CC4 


CCXS 
CCXTRACC 


°n C T ' k CC\ CCA 


TRAr""f~l THA^f"! / » CC\ CC 4 


1 lvAV^v_ 1 - 1 KALL4 / • V-Vx 1 -v^V„4 


CCWCM 


C-register contains one's complement for multiply 


CCZ 


True if CC1 = CC2 = CC3 = CC4 = 


CE 


Clock enable 


CEINT 


Causes next clock to be synchronized with 2.048 MHz interrupt clock. Clock enable by interrupt 


CK/1 


Scratch pad register clock, also CK/2 - CK/12 


CKT2NL 


Scratch pad register clock from DL3/040 NDL3/080 where N = 2, 3, 4, or 5 for T4L, T6L, or T10L, 




respectively 


CL/1 


Ac for clock for CPU, also CL/2 - CL/1 2 


CLEAR 


True if ENDE or S/INTRAPF or RESET 


CLEARMEM 


True if both SYSTEM RESET/CLEAR and CPU RESET/CLEAR are set simultaneously 


CLEXT 


Extended clock 


CLEXTE 


Extended clock enable 


CLT1LE 


TIL even clock 


CLT1 L0 


TIL odd clock 


CLT2NL 


CL clock from DL3/060 NDL3/100 where N = 2, 3, 4, or 5 for T4L, T6L, T8L, or T10L, 




respectively 


CLT4LG 


Generate T4L clock 


CLT6LG 


Generate T6L clock 


CLT8LG 


Generate T8L clock 


CLT10LG 


Generate T10L clock 


CPULi 


Where 1 = 1-4. Count pulses for the counter interrupts 


CRO 


Decoded from LM15-LM22 and LB23-LB27. Crossover from core memory address to fast memory 




address 



(Continued) 



3-704 



XDS 901060 



Table 3-154. Glossary of CPU Signals (Cont. ) 



Signal 


Definition 


CROF 


Crossover flip-flop (actually buffer latch) indicating that crossover addressing is being used 




CS32 


Extension of CS-register, needed for multiply 




CS33 
CS7X1 


Extension of CS -register, needed for multiply 
i / » f — » 




1 / * LV 




CSi 


Carry-save register. Where i = 0-33 or 47-71 




CSN 


C simple normalized (that is, -1 < C < ~-rr or y-r < C < 1) 




CSX1 


ii. / fcr\ feii 1 *„ / ,» rCi(7 fr~71 l..i i fCT) ,,, fCTf 




1 s —r — *■ LbU-Lool, Is / * Lj4/-Lj/I, but not Ljo^ or v^ioo 


CSX 1/1 


1 ' / ■ C C C\ ff^r, 




IS / • LjU-L5z7 


CSX1/2 


i "i / » r c r\ fe"*~> 




is r LjU-Lj/c/ 


CSX 1/3 


1 '- / » CSO CSI 5 




1 5 r ^ ^J\-/^A^ J 1 *J 


CSX 1/5 


1 » / fc fTl f~ r- 7 




Is / * L.0U-L.0/ 


CSX 1/8 


1 ■ / » fll 




IS / "^ V^OOl 


CSX 1/9 


CS0-CS27 loaded by clock with ones. Intermediate control term 




CSX 1/10 


CS28-CS31 and CS47-CS71 loaded by clock with ones. Intermediate control term 




CSXGR1 


f n fii / •> rci /~coo rtn /-<;t7 i pi?t5 f'i'i .,, ./. ■» r"C?T c XI f~7(\ fZAft f~c_7i nr-we-AA 




OU-vjol / ^ (_J 1 -Ljoz, IxJ Ljo/ ' IKoZ Wo 7 * L.000, U4/-U/U I_04o-L.0/ 1, U^vvv„/V\ 

— ^ 1 / ■ pn 


CX/1 






La uses Us / "^ L-U-^ol una u /■■»- nj^-io 


CXCL32 dc rep 


CO -V— - C47, C8-C31 C48-C71 




CXMB 


C0-C31 loaded from the memory bus data lines MB0-MB31 




CXMB/D 


CXMB after a 50 nanosecond time delay 




CXMB/i 


Where i = 1-4 or 10-13. Same as CXMB/D 




CXRR 


r^.L^L l?I?n n po l / ,». fr\ ("">! Mpoi n [?[?n / » CC\C\A PT? — N [?F?1A — / — ■- COCIA 




L.auses KKU-KKoi / *■ v_u— Loi, intoz / mvu / *■ luv-io, roz s r\i\i«j / v-uv-10 


CXS 


f en m / «. ft\ fti . 1 c^v cyi / ■> c \i f~7i 




Lauses oU-ool / * LU-Lol unci j4/-j/I / ■■ v_4/-wl 


D27X1 


D27 loaded by clock with a one 




DCH 


DC hold clock for CXS and CXRR (C -register latch) 




DCSTOP 


Signal to halt the CPU if a core memory parity error occurs with the PARITY ERROR MODE switch in 
the HALT position, or if an address match occurs with the ADDR STOP switch on 




DCWCM 


D-register contains one's complement for multiply 





(Continued) 
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Signal 



Definition 



DEOPTION 

DI048X1 

DIO50X1 

DIOXB 

DIOXS 

DIT 

DITEX 

DL1 

DL1/D1 

DL1/D2 

DLl/iii 

DL1E 

DL1E/S 

DL1PC 

DL1PE 

DL2 

DL2/D1 

DL2/D2 

DL2I 

DL2PC 

DL2PE 

DL2R 

DL2RE 

DL2TC1 

DL2TC2 

DL2TCC 

DL3 

DL3PC 



True if decimal option implemented 

1 - /DI048/ (RD/WD function strobe) 

1 *- /DIO50/ (indicates WD instruction) 

B16-B31 /DI032-DI047/(RD/WD address lines) 

S0-S31 -/DIO0-DIO31/(RD/WDdata lines) 

High during divide iterations 

Exit from DIT (high last clock) 

CPU delay line 1 for clock timing 

Positive timing pulse with delay Dl (DLl/030) with respect to CL-1 leading edge 

DL1 tap after delay D2 (DLl/050) with respect to CL-1 leading edge 

Delay line 1 tap for iii ns 

CPU DL1 enable 

DL1 enable set (CPU DLl/180) 

Delay line 1 pulse cutoff (CPU DLl/080) 

Delay line 1 pulse width expander (CPU DLl/020) 

CPU delay line 2, clock timing 

DL2 tap after delay Dl (DL2/100) 

DL2 tap after delay D2 (DL2/150) 

DL2 initiate 

Delay line 2 pulse cutoff (DL2/080) 

Delay line 2 pulse width expander (DL2/020) 

DL2 recirculate 

DL2 recirculate enable 

DL2 trip counter first flip-flop 

DL2 trip counter second flip-flop 

DL2 trip counter clock 

CPU delay line 3, clock phase 

Delay line 3 pulse width cutoff (DL3/080) 
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Signal 


Definition 


DL3PE 


Delay line 3 pulse width expander (DL3/020) 


DL4 


CPU delay line 4, extended clock generator 


DLSE1 


CPU delay line sensor enable 1, qualifies CLT1LO, CLT4LG, CLT6LG, and CLT8LG 


DLSE1/S 


Set delay line sensor enable 1 (CPU DLl/120) 


DLSE2 


CPU delay line sensor enable 2, qualifies DL2I and CLT10LG 


DLSE2/S 


Set delay line sensor enable 2 (CPU DLl/240) 


DLSE3 


CPU delay line sensor enable 3, DL2R and (TP520 NTP560) 


DLSE3/S 


Set delay line sensor enable 3 (CPU DL2/150) 


DPP 


Divide preparation 


DR 


Data release signal from memory after the .buffer cable receiver 


DRi 


Where i = A, B, or C. Core memory data release signal sent from port i 


DRQ 


Flip-flop indicating that the next clock will not occur until the data release signal has been 
received from memory if there is a memory request out 


DU0-DU7 


Data lines to decimal unit 


DU8 


DUCLOCK signal to decimal unit 


DU9 


DUSTART signal to decimal unit 


DU10 


DUEND signal from decimal unit 


DU11 


DUCLEAR signal to decimal unit 


DU12 


DUMDM signal to decimal unit 


DUCLEAR 


Reset signal to decimal unit (DU11 on cable) 


DUCLOCK 


Signal used to gate clock in decimal unit (DU8 on cable) 


DUEND 


Signal from decimal unit indicating the end of a particular phase of decimal unit operation (DU10 on 
cable) 


DUMDM 


Decimal trap mask or EBS mark option or interrupt request for use during DM and DD (DU12 on cable) 


DUSTART 


Signal indicating the beginning of a decimal instruction (DU9 on cable) 


DUTI 


Decimal unit trap immediately 


DUTEI 


Decimal unit trap at end of instruction 


DUXCC 


f f- 1 c c i ■ 'n i in ni n ' 


CL 1 -v_C4 * /UUU-UUo/ 


DUXO 


C — », ■• ^ — », — » B /p. 1 M Pi 1 1"* ' 


04-0/ "^ /UU4-DU// 
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Signal 



Definition 



DUXR 

DUXS 

DX/1 

DXC/1 

DXC/2 

DXC/3 

DXC/4 

DXC/5 

DXC/6 

DXC/7 

DXC/8 
DXC/9 
DXC/1 
DXC/1 3 
DXC/D 
DXCBP 



DXCC 

DXCL/M ' 

DXCL1 

DXCM 

DXCR8 

DXCR16 

DXCR16/1 

DXCR24 

DXDIO 



R28-R31 



/DU0-DU3/ 



S24-S31 - /DU0-DU7/ 

0—/-~- D0-D31, 0-/-— D46-D71 

C24-C31 —H- D24-D31, C47 -/-*- D46-D47, -/— D0-D23, -/—- D48-D71 

C0C16 —h~- D0-D15, C16-C31 -/-*- D16-D31, C47 -f-*~ D46-D47, -A— D48-D71 

C12-C31 —H- D12-D31, C47— /-*- D46-D47, -/-^D0-Dll f -/-*■ D48-D71 

CI 2 -/— -D0-D11, C12-C31-y-^ D12-D31, C47-A— D46-D47, -/-*- D48-D71 

Downward align halfword C to D according to P32, NP32 — DXCR16 P32 DXC/2 

C0-C31 -H- D0-D31, C47 -/-*- D46, C47-C63 -H- D47-D63 FAFL C64-C71 

D64-D71 NFAFL— ^— —/-*- D64-D67, l's — /-- D68-D70, CO -y— - D71 

C16 D16-V--D16, C17 D17-A—D17, ... C31 D31 -/— - D31, C47 D46 -V— - D46, 
C47 D47 / * * D47, Intermediate control signal 

C12 D12 / * D12, C13 D13 / - D13, ...C15 D15 / » D15, Intermediate control signal 

C4-C15 -H~ D20-D31, -/-— D0-D19, —f-+ D46-D71 

DXC/6 + DXCM + DXC/D 

DXC/1 + DXC/7 + DXC/D + DXCM 

DXC generated by divide instructions 

Downward align byte C to D according to P32 and P33 

NP32 NP33 - NDXCR24 

NP32 P33 - NDXCR16/1 

P32 NP33 - NDXCR8 

P32 P33 N DXC/1 

CC1 -CC4 -/-*- D28-D31, -/-»- D0-D27, -/— D46-D71 

Multiplicand control flip-flop (2C / - D) 

Load the D-register from the C-register with a left one shift and a clock 

Multiplicand control flip-flop (C / - D) 

C16-C23-/-*- D24-D31, -t* 1 — D0-D23, -y— - D46-D71 

C0-C15-/— D16-D31, C0-C16-/-— D0-D15, 0's -/-*- D46-D71 

C8-C15-A— D24-D31, -/— D0-D23, -/— D46-D71 

C0-C7 -y— -D24-D31, 0—/-*- D0-D23, -/— D46-D71 

DI00-DI31 / * D0-D31, -y— D46-D71 
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Signal 



Definition 



DXDU 
DXK 

DXNC 

DXNC/1 
DXNC/2 
DXNC/3 

DXNCM 

DXNCR1G 

DXPARITY 

DXPCP 

DXPSW1 

DXPSW2 

DXTRACC 



DU0-DU7 -^-— D24-D31, -/— D0-D23, -/— D46-D71 

- Dl, ... KS31 + KNC31 D31 -+■ 



KSO + KNCO DO -/-—DO, KS1 + KNC1 Dl -7 
D31, 0-/— D46-D71 

NC0-NC31 -/—- D0-D31, NC47-V— D46-D47, NC48-NC63 -/-*- D48-D63 FAFL - 

NC64-NC71 -/-*- D64-D71 NFAFL-^— -/— D64-D67, 1 's -/— D68-D70, NCO^/— - 
D71 

Same as NDXNC and 1 -/— CS31 

NC0C16 — ^— D0-D1 1,NC16-NC31-/-*- D16-D31, NC47 —/-*- D46-D47 -/-*- D48-D71 

Downward align halfword NC to D according to P32 NP32 »- NDXNCR16 

P32 - N DXNC/2 

Multiplicand control flip-flop (NC / * D) 

NC0C1G— /— D0-D11, NC0-NC15-y—- D16-D31, -/— D46-D71 

MFL0-MFL7 — — D24-D31, O's - D0-D23 and D46-D71 

PCP-^— D 

CC1-CC4-/— D0-D3, FS-/ L — D5, FZ -/-*- D6, FNF —/-»- D7, MAST ERF —/-*- D8, 
MAPF -/— D9, DM^— D10, AM —/-*• Dll, -/-— D4, O's -/— D12-D31 and D46-D71 



WK0-WK1 -/- 



D2-D3, CIF— /— D5, II -/-*- D6, EI—/-*- D7, RP23-RP27~t^— D23-D27, 



O's-/-— DO, Dl, D4, D8-D22, D28-D31 and D46-D71 

TRACC1 + D28-/— D28, TRACC2 + D29 -7^— D29, TRACC3 + D30 -/-*■ D30, 
TRACC4 + D31 -/-*- D31 



(E = l) E = l 

(E = 1 or 2) E = 1 or 2 

E05Z E0-5 / 

E06Z EO-6 / 

E1X1 1^—E1 

E6X1 1 -/— - E6 

E7X1 1 -/— E7 

EDR Early data release signal from memory after the buffer cable receiver 

EDRi Where i = A, B, or C. Early data release signal in memory for port i 
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Signal 


Definition 


ENDE 


Signal that is true during the last execution phase of an instruction (end ex 
rMnr m unvr /f 


ecution) 


tlNUt * rNDAL./o 
rhinr » urinvr 


tiNUt *~ INvJKAL 

ENDE - NOXC 

ENDE NHALT N(S/INTRAPF) => S/PRE1 


CINUt ™" ^o/LKAU/ 

ENDE HALT N(S/INTRAPF) => S/PCP1 

r> inr * n r»n 


tlNUt ~ CLtAK 

ENDE N(TRAP + HALT + FUEXU + KAHOLD) => PCTP1 


ES4 


If ES4 is false when MCTE1 is true, E-4 / — E is performed 
If ES4 is true when MCTE1 is true, E-l / »■ E is performed 




EX 


/ — E0-E7, intermediate control signal 




EX/1 


r\ f * rn r~* 




U / * tu-t/ 


EXB 


NB1 -y-^EO-El, B2-B7^-— E2-E7 




EXCC 
EXS 


CC1-CC4-t<— -E4-E7, -/-— E0-E3 

<~f\ r—r / _- vr* f- —r 




bv-b/ / ■" tO-b/ 




EXU 


Execute flip-flop, high from PHI through ENDE of all instructions 




FABC 


Family of branch on conditions (BCR, BCS) 




FABO 


Family of byte operations (TTBS, TBS, CBS, MBS, EBS) with NPHA 




FABO/1 


Family decode for MBS, CBS, TBS, and TTBS instructions 




FABO/2 


Family decode for MBS, CBS, and EBS instructions 




FABOA 


Family of byte operations (TTBS, TBS, CBS, MBS, EBS) with PHA 




FABOA/1 


Same as FABO/1 with PHA 




FABOA/2 


Same as FABO/2 with PHA 




FABOX 


Family of byte operations (TTBS, TBC, CBS, MBS, EBS) 




FABR 


Family of branch on decrementing or incrementing register (BDR, BIR) 




FABRANCH 


BDR, BIR, BCR, BCS, BAL 




FABS 


Family decode for byte string instructions (MBS, CBS) 




FABSA 


Same as FABS with PHA 




FACAL 


CAL1, 2, 3, 4. Family of CALL instructions 




FACV 


Family decode for conversion (CVA, CVS) 




FADE 


Family decode for decimal (DL, DST, DA, DS, DM, DD, DC, DSA, PAK, 


UNPK) 
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Signal 


Definition 


FADIO 


Family of direct and input/output instructions (SIO, TIO, TDV, HIO, AIO, RD, WD) 


FADIV 


Family of divide instructions, fixed -po in t (DW, DH) 


FADIVH 


DH 


FADIVW 


DW 


FADW 


Family of double word instructions. Consists of 19 instructions, opcodes 08 through IF, inclusive 


FAFL 


Family decode for floating point arithmetic instructions (FAL, FSL, FML, FDL, FAS, FSS, FMS, FDS) 


FAFLAS 


Floating point add and subtract (FAS, FSS, FAL, FSL) 


FAFLD 


Family of floating divide instructions (FDL, FSD) 


FAFLM 


Family of floating multiply instructions (FML, FMS) 


FAFLMD 


Floating point multiply and divide (FMS, FD, FML, FDL) 


FAFRR 


S, STD, MI 


FAFRR/1 


DW, MW, STS, FML 


FAILL 


Family of illegal instructions. Consists of all of the following illegal opcodes, both directly and 
indirectly addressed, plus all indirectly addressed immediate instructions: 00, 01, 03, 0C, 0D, 
14, 16, 17, 26, 27, 2C, 2D, 34, 42, 43, 54, 59, 5C, 5D, 5E, 5F, 62 


FAIM 


Family of immediate instructions (LCFI, AI, CI, LI, MI, TTBS, TBS, CBS, MBS, EBS) 


FAIO 


Family of input/output instructions (SIO, TIO, TDV, HIO, AIO) 


FAIO/1 


SIO, TIO, TDV, HIO 


FAMDSF 


Family of multiply, divide, shift, and floating instructions (MW, MH, MI, DW, HD, S, SF, FSL, 
FAL, FDL, FML, FSS, FAS, FD, FMS) 


FAMDSF/D 


Family of divide instructions (DW, DH, FDL, FDS) 


FAMDSF/M 


Family of multiply instructions (MW, MH, MI, FML, FMS) 


FAMUL 


Family of fixed -point multiply instructions (MW, MH, MI) 


FAMULH 


Family of multiply halfword (MH) 


FAMULI 


Family of multiply immediate (MI) 


FAMULNH 


Family of multiply not halfword (MW, MI) 


FAMULW 


Family of multiply word (MW) 


FAN IMP 


Family of nonimplemented instructions. Consists of the floating point, decimal, and edit instructions, 
but the decoding signal is gated with either NFPOPTION or NDEOPTION 
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Signal 


Definition 


FAPRIV 


Family of privileged instructions (LPSD, XPSD, WAIT, LRP, MMC, RD, WD, 
HIO, AIO) 


SIO, TIO, TDV, 


FAPSD 


Family of program status doubleword instructions (LPSD, XPSD) 




FARWD 


Family of read and write direct instructions (RD, WD) 




FAS! 


CLM, CLR 




FAS2 


SD, CD 




FAS3 


AD, SD 




FAS6 


CS, STS, LS 




FAS7 


MTW, MTH, MTB 




FAS8 


MTW, AWM 




FAS9 


XW, OR, EOR, AND 




FAS10 


LAW, LAH 




FAS11 


CI, CW, CH, CB 




FAS 12 


AI, AW, SW, AH, SH 




FAS13 


MTH, MTB 




FAS14 


STS, STD 




FAS15 


CS, LS 




FAS16 


LCD, LAD, LD 




FAS17 


LCF, LCFI 




FAS18 


STCF, STB, STW, STH 




FAS 19 


LCD, LAD 




FAS21 


LW, LH, LB, LI, LCW, LCH, LAW, LAH 




FAS22 


AD, CD, SD, CLM, CLR 




FAS23 


LW, LH, LB, LI, LCW, LCH 




FAS24 


AWM, MTW, MTB, MTH 




FAS26 


LCW, LAW 




FASH 


Family of shift instructions (S, SF) 




FASHFL 


Family term for the floating point shift instruction (SF) 
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FASHFX 


Family term for the fixed-point shift instruction (S) 




FASi 


Families of simple opcodes where i equals a number from 1 to 26 




FAST/1 


Family of stack instructions (PLW, PSW, PLM, PSM, MSP, LM, STM) 




FAST 


PLM, PSW, PSM, MSP, LM, STM, PLW (with NPHA) 




FASTA 


(FAST PHA) 




FATR 


TBS, TTBS. Family of translate instructions (with NPHA) 




FATR5 


TBS, TTBS. Family of translate instructions (with NPHA, PH5) 




FATRA 


TBS, TTBS. Family of translate instructions (with PHA) 




FAW 


Family of word instructions. Consists of all of the following opcodes, whether 
04-07, 24-3F, 44-4F, 64-6F 


implemented or not: 


FEOF 


Floating point exponent overflow 




FEUF 


Floating point exponent underflow 




FLMC 


On during next-to-last clock of MIT in floating multiply 




FLPN 


Floating point post -normalize 




FLRR 


Floating point result ready 




FMOF 


Floating point mantissa overflow 




FPOPTION 


Floating point option 




FPR 


Floating point polarity (of result) reversed 




FSZNXS 


r£ ; / » r r T/. / ^ i — 7 '"i / b. rMr 




50 / *■ 1 j, jo / *" 1 Z., j/ / *■ rlNr 


FUAD 


AD 




FUAND 


AND 




FUANLZ 


ANLZ 




FUAWM 


AWM 




FUBAL 


BAL 




FUCB 


CB 




FUCI 


CI 




FUCLM 


CLM 




FUCLR 


CLR 
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FUCS 


CS 




FUCVS 


CVS 




FUEBS 


EBS (with NPHA) 




FUEBS8 


EBS (with NPHA PH8) 




FUEBS9 


EBS (with NPHA PH9) 




FUEBS14 


EBS (with NPHAPH14) 




FUEBSA 


EBS (with PHA) 




FUEOR 


EOR 




FUEXD 


EXU 




FUiii 


A signal decoded from the opcode register for the function of one particular instruction, 


iii 


FUINT 


INT 




FULAD 


LAD 




FULCD 


LCD 




FULD 


LD 




FUL1 


LI 




FULRP 


LRP 




FULS 


LS 




FUMMC 


MMC 




FUMTB 


MTB 




FUMTH 


MTH 




FUMTW 


MTW 




FUOR 


OR 




FUSTCF 


STCF 




FUSTD 


STD 




FUSTH 


STH 




FUSTS 


STS 




FUSTW 


STW 




FUWAIT 


WAIT 
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FUXW 


XW 


GN 


Where N = 0-31 or 33 or 47-71. Carry generate term activated by two or more ones in its respective 




binary digit 


(S/NGX) 


Terms for -A or -D »- S (preset) 


HALT 


Flip-flop that causes the CPU to halt in PCP2 




S/HALT = FUWAIT + NKRUN/B PHI + PCP7 + DCSTOP PHI + RESET 




R/HALT - INT NDCSTOP PCP2 KRUN/B + PCP2 NKAS/B 


HOF 


Halt on fault in memory 


IA 


Indirect address flip-flop set by bit of the instruction word 


IEN 


Interrupt enable. An interrupt can be accepted on any clock if this flip-flop is set; otherwise, an 




interrupt can be accepted only at ENDE 


INDX 


Nonzero index field and not an immediate instruction. Indexing is to be performed 


INHXWD 


True during PH2 of internal mode WD which sets or resets interrupt inhibits 


INT 


Flip-flop indicating that an interrupt request from the interrupt logic is present. Also the mnemonic 




for the interpret instruction with hexadecimal opcode 6B or EB 


INTRAPF 


Flip-flop that indicates an XPSD, MTW, MTH, or MTB is being executed as the result of an interrupt 




or trap 


(S/INTRAPF/1) 


Signal that when true indicates that the CPU is halted by a parity error or an address stop or that the 




COMPUTE switch is not in RUN 


INTRAPi 


Where i = 1 or 2, interrupt or trap phase flip-flops 


IOPXFCAD 


<">i - /rki/~ri / n/ w, /TMn / rc? _ /rMr*o / noi rv?T ■» /iriPAD 0/ PPM tj-v 


Uz *~/rlNHJ/, UO * /liNv^l/, U/ *- /rrsL./// lizl-uzJ ■" /iurAU-z/, v_ru to 




IOP. Function code lines and IOP address 


IOPXSTRB 


1 k f f\- \ r T ' f PI 1 I Tf'lP I 1 


1 * /LNbl/, LrU to IUr strobe 


INTRAPF 


The interrupt or trap flip-flop 


IORESET 


Signal that when false indicates that the I/O RESET switch is set or that power is going off or on 


IX 


Index flip-flop set by a nonzero index field (bits 12-14) of the instruction word. 


K00H 


Flip-flop for holding K00 (end -carry) for double precision floating shifts 


K31 


Carry into position 31 of the adder 


KADDRSTOP 


True if ADDR STOP switch is ON 
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KAHOLD 

KAS/1 and 
KAS/2 



KAS/B 

KC 

KC/B 

KCLEARD/B 

KCPURESET 

KCPURESET/B 

KD 

KDISPLA/B 

KDISPLAK/B 

KDISPLAQ/B 

KDSHI 

KENTERD/B 

KFILL/B 

KHOP 

Kii 

KIDLE/B 

KINCRE/B 

KINLVSEL 

KINTRP 

KINTRP/B 

KIORESET 

KNCO 



True if INSTR ADDR switch is in HOLD position 

If KAS/1 is true and NKAS/2 is false, one of the following PCP switches is set: DATA ENTER, 
DATA CLEAR, STORE SELECT ADDR, STORE INSTR ADDR, INSERT PSW2, INSERT PSW1, 
COMPUTE STEP, COMPUTE RUN, DISPLAY SELECT ADDR, DISPLAY INSTR ADDR, INSTR ADDR 
INCREMENT, FILL, or both SYSTEM RESET/CLEAR and CPU RESET/CLEAR 

If KAS/B is true, one or more of the following PCP switches is set: DATA ENTER, DATA CLEAR, 
STORE SELECT ADDR, STORE INSTR ADDR, INSERT PSW2, INSERT PSW1, COMPUTE STEP, 
COMPUTE RUN, DISPLAY SELECT ADDR, DISPLAY INSTR ADDR, INSTR ADDR INCREMENT, 
FILL, or both SYSTEM RESET/CLEAR and CPU RESET/CLEAR 



f CLOCK MODE switch is in SINGLE STEP position (normally open contact) 

f CLOCK MODE switch is in SINGLE STEP position (normally closed contact generates NKC/B) 

f DATA CLEAR switch is set 

f CPU RESET switch is set (normally open contact) 

f CPU RESET switch is set (normally closed contact generates NKCPURESET/B) 

f REGISTER DISPLAY switch is in the ON position and CLOCK MODE switch is not in the 



True 

True 

True 

True 

True 

True 

CONT position 

True if either the DISPLAY SELECT ADDR switch or the DISPLAY INSTR ADDR switch is set 

True if DISPLAY SELECT ADDR switch is set 

True if DISPLAY INSTR ADDR switch is set 

True if REGISTER SELECT switch is in any of the following positions: AH, BH, CSHE, DH, SH 

True if DATA ENTER switch is set 

True if LOAD switch is set 

True if PARITY ERROR MODE switch is in the HALT position 

Where ii = 0-31 or 47-70. Carry into position NN of adder 

True if COMPUTE switch is in the IDLE position 

True if INSTR ADDR INCREMENT switch is set 

True if INTERLEAVE SELECT switch is in the DIAGNOSTIC position 

True if INTERRUPT switch is set (normally open contact generates N KINTRP) 

False if INTERRUPT switch is not set (normally closed contact) 

True if I/O RESET switch is set 

True if DATA switch is in either center or in the 1 position 
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KNC1 -31 Same as KNCO for switch positions 1 -31 

KPSW/B True if either the INSERT PSW1 switch or the INSERT PSW2 switch is set 

KPSW1/B True if INSERT PSW1 switch is set 

KPSW2/B True if INSERT PSW2 switch is set 

K RUN/6 True if the COMPUTE RUN switch is set 

KSO True if DATA switch is in the 1 position 

KS1-31 Same KSO for switch positions 1 -31 

KSC True if CLOCK MODE switch is not in the CONT position 

KSHI True if REGISTER DISPLAY switch is in the ON position, CLOCK MODE switch is not in the CONT 
position, and REGISTER SELECT switch is in any of the following positions: AH, BH, CSHE, DH, SH 

KSP15 True if SELECT ADDRESS switch 15 is in the 1 position 

KSP16-31 Same as KSP15 for switch positions 16-31 

KSS1 True if SENSE 1 switch is in the ON position 

KSS2-4 Same as KSS1 for switch positions 2-4 

KSTEP/B True if COMPUTE STEP switch is set 

KSTOR/B True if either the STORE INSTR ADDR switch or the STORE SELECT ADDR switch is set 

KSTORK/B True if the STORE SELECT ADDR switch is set 

KSTORQ/B True if the STORE INSTR ADDR switch is set 

KSXA True if the REGISTER SELECT switch is either in the AL or AH position 

KSXB True if REGISTER SELECT switch is either in the BL or BH position 

KSXCS True if REGISTER SELECT switch is either in the CSL or CSHE position 

KSXD True if REGISTER SELECT switch is either in the DL or DH position 

KSXP True if REGISTER SELECT switch is in the P position 

KSXS True if REGISTER SELECT switch is either in the SL or SH position 



LB31/1 

LBii 

ABM/ 



OR-gates a 1 into register address for doubleword operation 

Where ii = 15-31. Address lines to memory 

Where ii = 15-31. Core memory address lines to memory after all CPU logic 
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lAk 

LMii 
LMXC 

LMXQ 

LR31/2 
LRXD 

LRXLB 
ARii/ 
LRXR 

MAA 

MAP 

MAPDIS 

MAPF 

MASTER 

MASTERF 

MBB 

MBii 

MBXS/0 

MBXS/1 

MBXS/2 

MBXS/3 

MCC 

MCTE1 

MCTP1 



Memory protection flip-flop address 

Where ii = 15-31. Memory address lines into the map logic 

Transfer onto the address lines into the map logic from the C-register. C15-C22- 
C23-C31 *- LB23-LB31 

Transfer onto the address lines into the map logic from the Q-register. Q15-Q22 
Q23-Q31 LB23-LB31 



LM15-LM22, 
- LM15-LM22, 



Flip-flop to force 1 »- LR31 (preset) 

Transfer onto the address lines for the registers from the D-register index bits. D12-D14 *- 

LR29-LR31. Also resets LRXR 

LB *- LR (crossover) 

Where ii = 23-31. The address lines for the registers in the fast memory 

Transfer onto the address lines for the registers from the flip-flops holding the R-field of the 
instruction. R28-R31 LR28-LR31 

Memory state flip-flop for no memory requests pending 

If this signal is true, program addresses are transformed by the map 

Map disconnect. This flip-fioi inhibits mapping regardless of the state of MAPF 

Map flip-flop holding the mapping bit of program status word 1 

If this signal is true, the CPU operates in the master mode. MASTER will be true if either MASTERF 
or INTRAPFis high 

Master flip-flop holding the master/slave bit of program status word 1 

Memory state flip-flop for one memory request sent and address release not yet received 

Where ii = 00-31 . Memory data lines to and from CPU 

S0-S7 -/MB0-MB7/, 1 -/MW0/ special action if LRXLB is true 

S8-S15 /MB8-MB15/, 1 ^/MWl/ special action if LRXLB is true 

S16-S23 - /MB16-MB23/, 1 - /MW2/ special action if LRXLB is true 

S24-S31 - /MB24-MB31/, 1 - /MW3/ special action if LRXLB is true 

Memory state flip-flop for one memory request sent and address release received 

ES4 => E-l / *" E; NES4 => E-4 / *■ E; minus count exponent by one 

Minus count the P-register (decrement), flip-flops P26-P31 minus one 
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MCTP2 


Minus count control for P26-P29 (equals MCTP1 NP30 NP31) 




MCTP5 


Minus count the P -register (decrement). Only used to count PI 5 -PI 8 down from 0000 to 1111 

u* i_i_l D *-j. A — Dl fc D 




MCTR 


Minus count the K -register, K-l *■ K 




MDD 


Memory state flip-flop for remembering that a second memory request has been sent before the 
request has received its data release 


first 


MEE 


Memory state flip-flop for a satisfied first memory request, but a pending second request 




MFF 


Memory state flip-flop for one memory request sent and early data release received 




MFLi 


Where i = 0-7. Core memory fault lights 




MGG 


Memory state flip-flop for one memory request sent and data release received 




MIT 


Flip-flop high during multiply iterations 




MITEX 


Flip-flop exit from MIT (high during last clock) 




MULC 


Flip-flop, on during next to last clock if MIT in fixed multiply 




MUSIC 


If the alarm flip-flop is off, the music flip-flop drives the PCP speaker 




MW 


Write word to core memory MW => MBXS/0-3 




MWB 


Write byte to core memory according to P32 and P33 

NP32 NP33 => MBXS/0 
NP32 P33 => MBXS/1 
P32 NP33 => MBXS/2 
P32 P33 => MBXS/3 




MWBO 


Write to core memory byte 




MWB1 


Write to core memory byte 1 




MWB2 


Write to core memory byte 2 




MWB3 


Write to core memory byte 3 




MWH 


Write halfword to core memory according to P32 

NP32 => MBXS/0, MBXS/1 
P32 => MBXS/2, MBXS/3 




MMC 


Move to memory control, hexadecimal opcode 6F or EF (privileged) 




MNN 


Margins not normal (from PT16 logic power supplies) 




MP19 


Flip-flop represents PI 9 during multiply iterations 




MPP 


Multiply preparation 
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MQi 


Where i = A, B, or C. Request for core memory access through port i 




MR 


Any CPU core memory request. MR through a cable driver becomes /MQC/ 




MRDL 


Memory request delay line 




MRTC 


Memory request timing control 




MRQ 


Causes a request for memory service with the P-register specifying the address. Special action if 
P15-P22 = 




(S/MRQ/1 ) 


Sets MRQ and causes Q / *• P. Use to initiate accessing of next instruction when set RQ is not 
allowed 




MWH 


Write to memory, halfword 




MWiA 


Where i = 0-3. Memory write byte lines 




MWiB 


Where i = 0-3. Memory write byte lines 




MWiC 


Where i = 0-3. Memory write byte lines 




MWN 


Flip-flop memory word negative 




Oi 


Where i = 1 -7. The opcode register which remembers bits 1 -7 of the instruction word 




OLi 


Where i = through F. The decoding of the low order four bits of the opcode field, using the 
opcode register flip-flops 04, 05, 06, and 07 




OPRQ 


Dc flip-flop that is true during preparation for those instructions for which the memory request for 
operand is made during preparation 


an 


ORIL 


Override interleave 




ORSP 
ORXC 


Override slow sorts 

/-n / _ ?A r-t /-- 7 / _ r\i r\-7 r-a rn — t — — DOQ-DTl 




Q^U — r — *^ IA, L.I— L./ r — \J\~\J/, lo-\.i i / ^ i\zo-i\oi 




OUi 


Where i = 0-7. The decoding of the high order (upper) three bits of the opcode field, using the 
opcode register flip-flops Ol, 02, and 03 




OVER 


Overflow signal, true if A0 = DO = 1 and K0 = or if A0 = DO = and K0 = 1 




OX/1 


1 / - Ol, / * 02-04, 1 / *■ Oo, / * Oo-U/ 




OXC 


Load the O-register from C. CI -C7 / * Ol -07 also load the indirect address flip-flop. 
CO -A— IA 




P1929W 


PI 9-29 contain ones 




P2329W 


P23-29 contain ones 
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P2629W 


P26-29 contain ones 




P2629Z 


P26-29 contain zeros 




P31Z 


Force P31 = if S — / — P (used in double operand accessing for even location word) 




PA22 


Positive add with P22 instead of P20 as the least significant flip-flop 




PA33 


Positive add (or decrement) with P33 instead of P31 as the least significant flip-flop 




PCB 


Indicates that CPU is operating in map mode and not in master mode 




PCP 


True during PCP2-PCP6 




PCPi 


Where i = 1 -7. Processor control panel phase flip-flops 




PCTE1 


E + 1 -/-— E 




PCTP1 


Plus count the P-register (increment): if NPA33, then P15-P31, plus one, if PA33, then P15-P33 




plus one 




PCTP2 


Plus count control for P26-P29 




PCTP2/1 


PCTP1 and carry information from P30-P33 




PCTP1DIS 


PCTP1 disable, prevents incrementing of P-register 




PCTP3 


Plus count control for P23-P25 (equals PCTP2/1 P2629W) 




PCTP4 


Plus count control for P19-P22 (equals PCTP2/1 P2329W + PCTP4/1 ) 




PCTP4/1 


Plus count the P-register (increment): if NPA22, then P15-P20 plus one, if PA22, then 
plus one 


P15-P22 


PCTP5 


Plus count control for P15-P19 




PCTP5/3 
PCTR 


Plus count the P-register flip-flops P15-P18 
r*ii / t- p 




K + I / • K 




PE 


Core memory parity error. /PEC/ through a cable receiver becomes PE 




PEF1 and 


Flip-flops used to generate 3-ns interrupt input signal when a parity error is signaled fro 


m memory 


PEF2 






PEi 


Where i = A, B, or C. Core memory parity error signal sent from port i 




PEI 


Parity error interrupt signal 




PEL 


Dc flip-flop set by parity error signal from memory 




PFSR 


Power fail-safe and reset signal to memory 
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PHA 


Additional phase flip-flop used to generate 15 additional phases for complex instructions (that is, 
PHI, NPHA-PH15 NPHA, PHI PHA-PH15 PHA). Used by stack and byte string instructions 


PHi 


Instruction execution phase flip-flops where i = 1-15 


Pii 


Where ii = 15-33. The P-register flip-flops for holding program address, and counting for various 




instructions 


POF 


Buffered power off 


PON 


Buffered power on 


PRE DO 


Preparation for double operand instructions (AD, CD, LD, SD, CLM, LCD, LAD). Generated from 




the O -register 


PREFADO 


True for those instructions requiring two operands during preparation. Generated from the C-register 


PREFLL 


True for floating long instructions that require during preparation only, one operand which must be 
the low order 32 bits of a memory doubleword. Generated from the C-register 


pre; 


Preparation phase flip-flops where i = 1, 2, 3, or 4 


PREIM 


Preparation for some immediate instructions (LCFI, AI, LI, CBS, MBS, EBS) which go from PRE1 
directly to PHI during preparation. Generated from the O-register 


PREOPRQ/1 

and 

PREOPRQ/2 


One of these signals will be true for all instructions requiring either one or two operands during 
preparation. Generated from the C-register 


PREP 


True during PRE1 through PRE4 


PRERQ 


True for those instructions for which RQ should be set during preparation 


PR! 


Where i = 0-32 or 47-71 . Carry propagate term activated by an odd number of ones in its respective 




binary digit 


PROTECTD 


Protect or lock fail on data flip-flop to be sensed at data ready clock; sets trap unless specially 
prevented 


PROTECTDIS 


Protect disable. This signal inhibits PROTECTD from causing a trap 


PROTECTI 


Protect or lock fail on instruction flip-flop sensed at ENDE only 


PRX 


Carry propagate enable flip-flop for addition and exclusive OR functions 


PSW1XS 


cr^ n / k. rr"\ (~t~ a co / >. MACTPPr co / .» a a apt Tin / ■» hm r ii / » am 


jU-oo / *" L-L. I H»L.4, jo / ■" /VVAbltkl, jy / * /V\AI 1 , JlU / *" U/V\, jll / * AM 


PSW2XD 


no m / — \m\sc\ \fi/\s'\ nr .. /., &. ftr n/. ,. /,.*. n nv / ». n noi no7 / _ nnio ono-7 


UZ-Uo — T — ^ Wi\U-WM, UD / m L.1I , Vo r ** 11, U/ / • tl, UZo-UZ/ — f — *- Krzo-KrZ/ 
Special action to WKO and EI during RESET/B 


PX 


C\ f m PI ^ PIT 


1/ / * rlO-roo 


PX/1 


n / m PTJ pti 


U / ■ roi-roo 


PX/2 


n / » pi*; p o, > 


V / * r ij-r// 
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PX20 

PXINT 

PXK 

PXP3233 

PXQ 

PXS 

PXS/1 

PXTR 



1 -/— - P26 for load 

INT0-INT8 ^— P23-P31, -/~—P]5-P22, -/— P32-P33 

KSP15-KSP31 — /—- P15-P31, —/-*- P32-P33 

P32 and P33 -/-*- P32 and P33 when PXS 

Q15-Q31 -/—P15-P31, 0^— P32-P33 

S15-S30 -/—- P15-P30, S31 NP31Z -/— - P31, P32-P33 —H~ P32-P33 

S15-S30 -¥-*- P15-P30, S3! NP31Z -/-*- P31, S0-S1 —h*~ P32-P33 

1 —f-+ P25, TR28-TR31 —/-** P28-P31, —/+ P15-P24, -/-*- P26-P27, -^— P32-P33 



RATEA 
RESET 

RESET/B 

RESETCL 

Rii 

RIDL 

RIP 

RN 

W/RP0B0/0 

W/RPaBb/c 

RPii 

RPXD 

RQ 



RQC 

RRii 

/RRWii/ 



Signal that drives the instruction rate indicator on the free-standing console. Driven by PRE1 

CPU RESET switch (normally open contact) if NKAS/B is true, or Start signal from the power monitor 
option 

CPU RESET switch (normally closed contact) if NKAS/B is true 

Reset signal for clock 

Where ii =28-31. The register address flip-flops holding the R-field from the instruction 

Memory request in delay line 

Memory request in progress 

Flip-flop high when R is negative 

Write control line for register page 0, byte 0, bit 

Where a = 0-3, b = 0-3, and c = 0-31 : similar to W/RP0B0/0 

Register page flip-flops where ii equals 23-27 

D23-D27 -++ RP23-RP27 

RQ is set during certain instructions at the same time as the memory request for the last operand 
required by that instruction. If RQ is set when the address release signal associated with that 
operand access is received, another memory request is initiated with the Q-register specifying the 
address. Since the Q-register contains the address of the next instruction, RQ results in the next 
instruction being accessed 

RQC causes a memory request during either PRE1 or PRE4. The C-register specifies the address 

Where ii = 00-31 . Register read (fast memory) data lines 

Where ii = 00-31. Register read and write (fast memory) data lines on bidirectional cable 
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RRWXS-0 


S0-S7 *~ /RRWO/ through /RRW7/: byte 


RRWXS-1 


r n r i r - /n r>\ a /r> / , 1 1 /nn\»/ir/ 1 . t 


oo-b\D * /KKWo/ through /KKWIj/: byte 1 


RRWXS-2 


f l / r-nn _ Mniui / / ,l 1 /nrwkinn / I r\ 


blo-b/o * /KKW 16/ through /KKW/o/: byte 2. 


RRWXS-3 


mi <~n-\ ^ /np\kini / .1 1 /ppiA/^1 •/ 1 I O 


oz4-bo 1 "^ /KKWZ4/ through /KKWol/: byte o 


RTZ 


Flip-flop high when the result is 


RUN/L 


PCP RUN light 


RW 


Write word to fast memory RW => RWB0-RWB3 


RWBi 


Where i = 0-3. Control for RRWXS-i. Register write byte i 


RWDIS 


Register (fast memory) write disable. When RWDIS is true, RWB0-RWB3 do not cause a write into 
fast memory 


RWii 


Where ii = 00-31. Register write (fast memory) control lines 


RWXS-0 


r r\ * — ' m p\Aff~i r*w i i r\ 


ju-5/ * KWU-KW/: byte U 


RWXS-1 


m fir- _ n\i/n nw/n r 1 . 1 


jo-blj " KWo-KWIO: byte 1 


RWXS-2 


S16-S23 RW16-RW23: byte 2 


RWXS-3 


C, }A r 1l » I?W?j1 f?\A/11 lutn 1 


j/4— j«3 I ■ l\VVz4-J\VVO I : Dyre o 


RX1 


R28-R31 ioaded by clock with ones 


RZ 


R = 


QX26 
QXP 

S00XK00 


Set Q = X'26' 


rlD-21 / * QJlD-ol 
Tirwvnrt — > i » Tidy 


jUUAIs.UU — > 1 ^ oUUA 


S00XN 


S00XN => N(A0 © DO) ^S00X 


SOOXP 


r/-k/\\sn -v /in *T\ r\n\ _ mn\f 


oUUAr — > (AV a? u\j) ** iUUA 


SCI 


A flip-flop clocked by the 1.024 MHz clock used to detect the SINGLE STEP switch when single 




clocking 


SC2 


A flip-flop clocked by the 1.024 MHz clock. SC2 is the same as SCI delayed by 1 ps 


SCD 


SCD is a buffer latch used during single clocking to disable CE after a clock has occurred as a 
result of setting the SINGLE STEP switch 


SCEN 


Single clock enable. When SCEN is false during single clocking, CE does not go false after the 
first clock, but stays true, allowing another clock to occur. Used when single clocking interrupt 




processing 
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Table 3-154. Glossary of CPU Signals (Cont. ) 



Signal 


Definition 


SDIS 


Select display. When SDIS is false, the register selected by the REGISTER SELECT switch is displayed 
in the DISPLAY REGISTER 


SFTL 


Shift left 


SFTL1 


Shift left one binary place 


SFTL4 


Shift left four binary places (one hexadecimal place) 


SFTR 


Shift right 


SFTR2 


Shift right two binary places 


SHEX 


Exit from shifting phase of shift instructions 


SHPC 


P control flip-flop used in shifts 


SRA 


Second memory request allowed signal from memory after CPU cable receiver 


SRAF 


Second memory request allowed flip-flop (actually buffer latch) set by SRA and reset by AR or 
RESETM 


SRAi 


Where i = A, B, or C. Second core memory access request allowed 


ST 


Start signal from the power monitor during power on and power off 


START 


Buffered ST signal 


STRAP 


A dc buffer latch that causes a trap to occur if WDTLATCH is set 


SWi 
SXA 
SXA/1 


Where i = 1 -4. Four general purpose flip-flops for use during instruction execution 

An »ii m. rnroi a a~j a -7i rii C7i 


AU-A31 jU-joi, A4/-A/I ■ - *~ o4/-o/l 


A *^ bU-bzo 


SXA/2 


A, mi '*'"» A '•'11 


A " bz4-oo 1 


SXA/3 


t\ l" 7 A. -7 ! k ** i^ '""M 


A4/-A/I ^ b4/-b/l 

r»r>.~. , i/n _ m n n i , is i _. ci npni i 1/01 „ fc COT PQA7 1 Y A~7 »- ^.4.7 


SXADD 


PRO + KO ^ SO, PR1 + K.1 ■ ■ *"bl, . . . 1 Kol " \\o\ *" ool, I K4/ ' K4/ ■" 04/ , 

nmn , i.'Tn &. r"?n nr>7i i i/nn ■> C7i 


... rK/0 + K./U J/U, rK/l ' l\UU * 0/ 1 


SXB 
SXCS 
SXD 
SXD/1 


n n DO 1 .. On CO 1 nn U71 ^ C A~7 C71 #■ n,*^. T *»■ 1 ,■•,■• 1 i ***-* f ,-» RH rliirinn F A Ml II nnrl F A Fl KA 


bU-bo 1 *" oU-joI, b4/ -b/ 1 • j4/ -j/ 1 , special acrion ro du aunng rMiviuL ana r/-\ri_iv\ 

^~cn rroi n. en ""oi ffA~7 f^ny •- r j17 C71 


CbO-Cbol * jU-joI, Lo4/-v_J/l ^ b4/-o/l 

r>n nil » rn roi Pui7 ri7i »> c.47 C7i 


UU-Uol ■•* jU-joI, U4/-U/I ■" 54/-0/I 
n*o a nio i ~ rod co l Pi*4"7 ■■ -^ C^7 


D24-D31 * bz4-bJl, U4/ * o4/ 


SXD/2 


mi' nil mi '"w ""Ti r>>f7 _ c>i7 


Ulo-Uol " ilo-ool, U4/ *- j4/ 
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Table 3-154. Glossary of CPU Signals (Cont. ) 



Signal 



Definition 



SXK 

SXK/1 

SXP 

SXPR 

SXPR/1 

SXUAB 

SXUAH 

SX UAH/1 

TIL 

T10L 

T10LE 

TREE 

T1LOE 

T1LPE 

T4L 

T4RL 

T6L 

T6RL 

T8L 



TESTA and 
TESTA/1 



TiL 

TP100 
TP140 



K - S 

K - S0-S7 

P15-P31 - S15-S31, P32-P33- — - S0-S1 

PR0-PR31 -S0-S31, PR47-PR71 - S47-S71 

PR -S0-S7 

K23-K30 - S0-S7, K23-K30 - S8-S15, K23-K30 — S16-S23, A24 + B24 - 

S24, A25 + B25 S25, ... , A31 + B31 S31, B47 -S47. Load S with an 

upward aligned byte 

K15-K30 -S0-S15, A16 + B16 S16, A17 + B17 -S17, ...,A31 + B31 - 

S31, B47 "- S47. Load S with an upward aligned halfword 

K15-K30 - S0-S15 

Tl clock request line for 150-ns period clock for multiply inner loop 

Replace T6L when addressing any private memory bank whose address is greater than three 

T10 clock request line enable 

TIL even enable 

TIL odd enable 

TIL post enable; time interval between last TIL clock and next clock (T6L or T8L) 

T4 clock request line for 280-ns period clock. Index add, straight forward operation without carry 

Sets T4L if RP contains 0, 1,2, or 3; sets T10L otherwise 

T6 clock request line for 320-ns period clock 

Sets T10L if PR does not contain 0, 1, 2, or 3 when reading out of fast memory 

T8 clock request line for 380-ns period clock. Use for write to scratchpad when it would have been 
T4L, if it were S— -f — *~ A; that is, four levels extra for writing to scratchpad. Also for controls 
with late inputs 

TESTA NTESTA/1 => NA0 NA0031Z -/— CC3 
TESTA/1 => NKOOH NA0031Z — /—- CC3 
TESTA NTESTA/1 => A0 — /-*- CC4 
TESTA/1 => K00H NA0031Z -H»~ CC4 

Ti clock request line to clock generator where i = 1, 4, 6, 8, or 10 

Timing point 100, 100 ns from last falling to next leading edge (CPU DLl/140) 

Timing point 140, 140 ns from last falling to next leading edge (CPU DLl/180) 

(Continued) 
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Table 3-154. Glossary of CPU Signals (Cont. ) 



Signal 


Definition 


TP520 


Timing point 520 (DL2/260) 




TP560 


Timing point 560 (DL2/300) 




TP700 


Timing point 700 (DL2/1 40) 




TP1140 


Timing point 1140 (DL2/280) 




TP1180 


Timing point 1180 (DL2/020) 




TP1300 


Timing point 1300 (DL2/140) 




TP1300E 


TP1300 enable 




TR28-TR31 


Four flip-flops that are set when TRAP is set. TR28-TR31 + 64 is the trap address 




TRACC1- 


Four trap condition code flip-flops that are set when TRAP is set. TRACC1 -TRACC4 are 


merged 


TRACC4 


into the CC-register and are added to the P-register during the XPSD caused by a trap 




TROVER 


Trap on fixed point overflow when AM is high 




WAIT/L 


PCP WAIT light 




WCTi 


Where i = 1-6. Watchdog counter flip-flops 




WDLATCH 


Watchdog latch set by 40 us count (WDTA) and reset by TRAP 




WDTA 


Watchdog timer activate, high when the watchdog counter has counted 40 ms 




WDTR 


Watchdog timer restart 




WDTRAC 


Watchdog timer restart and check for present count of 40 ms 




WKi 


Where i = or 1. Write key flip-flops for protection against writing into memory 




WRITE 


WRITE is true whenever a write to core memory is taking place 





Table 3-155. Glossary of Interrupt Signals 



SIGNAL 


DEFINITION 


Internal Interrupts 


ADBDB 

NADB 

ADDR05 

through 

ADDR07 

ADDR12 

through 

ADDR15 


(Arm and disable) or (disable). A decode of the WD function code 
Not arm and disable. A decode of the WD function code 
Function lines decoded from the CPU WD instruction 

Group lines decoded from the CPU WD instruction 
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Table 3-155. Glossary of Interrupt Signals (Cont. ) 



SIGNAL 



DEFINITION 



Internal Interrupts 



NAE 
AEADB 
AEENLE 
AIB 

AIEA 

AIEB 
ARE 

ARMCTR 

ARMIO 

ARMOVD 

BUS1 
/BUS1/ 
BUS2 
/BUS2/ 

CHAO 
CHA1 
CHA2 
CI 

CNA 

CNB 

CNLK 

CNLN7 

CNLN8 



Not arm and enable. A decode of the WD function code 

(Arm and enable) or (arm and disable) 

(Arm and enable) or (enable) or (load enables) 

Control flip-flop set by LEVACT, the leave -active -state signal from the CPU. This flip-flop, if set, 
remains true for one clock period. Part of the logic for turning off the arm flip-flop 

Control flip-flop set by ENTACT, the enter-active -state signal from the CPU. This flip-flop, if set, 
remains true for one clock period 

Control flip-flop set by AIEA. This flip-flop, if set, remains true for one clock period 

Action response to the CPU. Acknowledges receipt of an enter-active -state signal ora leave-active- 
state signal 

Arm counter group signal. Sets arm flip-flop when counter group leaves active state 

Arm input/output interrupt signal. Sets arm flip-flop when I/O group leaves active state 

Arm override interrupt signal. Sets arm flip-flop when override group leaves active state 

Priority chain busy signal 

Cable input signal to the counter group 

Priority chain busy signal 

Cable input signal to the I/O group 

Override group active signal 
Counter group active signal 
I/O group active signal 

Counter interrupt group inhibit. Bit position 37 of the WD PSD. If CI contains a one, counter 
interrupts are inhibited 

Control flip-flop. Set by the enable WD mode signal EWDM through SCNA 

Control flip-flop. Set by the true output of flip-flop CNA 

Service request interlock control flip-flop 

Counter group requesting address line 7 

Counter group requesting address line 8 



(Continued) 
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Table 3-155. Glossary of Interrupt Signals (Cont. ) 



SIGNAL 


DEFINITION 


Internal Interrupts 


CNRQ 


Counter group service request 




CNTZREQ 


Counter zero request 




CPUL1, 
CPUL2, 
CPUL3, and 
CPUL4 


Counter-count-pulse 1, 2, 3, or 4 service request 




CPUREST 


CPU reset buffer. When this term is true, all IS and IP flip-flops are reset 




/CPURST/ 


RESET-1 cable driver 




NCPURST 


RESET-1 inverter 




DARM 


Disarm. A decode of the WD function code. Reset term for IS and IP flip-flops 




DAT 16 
through 
DAT31 


Data signals transmitted to the external interrupts 




DATA 16 

through 

DATA31 


Buffers for data and control bits 16-31 of the WD interrupt control instruction. Inputs from the 
to these buffers are /DIOl 6/ through /DIO30/ 


CPU 


NDB 


Not disable. A decode of the WD function code 




/DI037/ 

through 

/DI039/ 


Direct I/O signals of the WD interrupt control instruction decoded to form function lines ADDR05, 
ADDRQ6, and ADDR07 


/DI044/ 

through 

/DI047/ 


Direct I/O signals of the WD interrupt control instruction decoded to form group address lines 
ADDR12 through ADDR15, which become GRPADR00-GRPADR03 




/DI048/ 


Function strobe signal from the CPU 




/DI049/ 


Function strobe acknowledge signal sent to the CPU 




EI 


External interrupt group inhibit. Bit position 39 of the WD PSD. If EI contains a one, externa 
interrupts are inhibited 


1 


ENCNTR 


Enable counter group 




ENEXSTR 


(Enter strobe) or (exit strobe) 




/ENEXSTR/ 


ENEXSTR driver 




ENFNL 


Enable function lines. This term goes true as the result of the EWDM mode signal having been 
See RCENFNL 


true. 



(Continued) 
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Table 3-155. Glossary of Interrupt Signals (Cont. ) 



SIGNAL 


DEFINITION 


Internal Interrupts 


ENIO 


Enable I/O group 




ENOVRD 


Enable override group 




ENTACT 


Enter active state signal from the CPU 




EWDM 


Enable WD mode signal. This signal is true if FNL00, FNLOl, or FNL02 is true 




EWDM1 and 
EWDM2 


Buffer amplifiers for EWDM 




FN LOO, 
FNLOl, and 
FNL02 


Function lines carrying bits from the WD control instruction for control of the IS, IN, 
flip-flops 


and IP 


/FN LOO/, 
/FNLOl/, and 
/FNL02/ 


Input drivers for FNL00, FNLOl, and FNL02 




FS 


Function strobe from the CPU 




FSA 


Function strobe acknowledge signal to the CPU 




GARF 


Action response flip-flop. One of the input terms to the ARE buffer 




GATCLOCK 


The 1-MHz clock gated by the AIEA control flip-flop.When AIEA is set, there is no c 
GATCLOCK is the gated clock input to the interrupt level flip-flops IN, !S, and IP 


lock pulse. 


GCLK1 and 
GCLK2 


One megahertz gated clock signal. Same signal as GATCLOCK, but through different buffers 


/GPADRO/ 

through 

/GPADR3/ 


Buffer cable drivers driven by GRPADROO - GRPADR03 




GRPO 


Internal interrupt group select signal. This signal selects the group to be acted upon 
instruction. GRPO includes all internal interrupts except PONN and POFF 


by the WD 


GRPADROO 

throgh 

GRPADR03 


Group address lines from the WD control instruction. These lines specify which group 
are acted upon 


of interrupts 


HBZ1 


Higher-priority-group -busy signal received by counter group 




HBZ2 


Higher-priority-busy signal received by I/O group 




HRQBZ1 


Higher-priority-group-requesting-or-busy signal received by the counter group 




HRQBZ2 


Higher-priority-group-requesting-or-busy signal received by the I/O group 




NHRQ1 


An inverter with the input RQY1, counter group request signal 
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Table 3-155. Glossary of Interrupt Signals (Cont. ) 



SIGNAL 


DEFINITION 


Internal Interrupts 


NHRQ2 


An inverter with the input RQY2, the I/O group request signal 


II 


The I/O interrupt group inhibit. Bit position 38 of the WD PSD. If II contains a one, I/O interrupts 
are inhibited 


IBO 


Reset highest active level of the override group 


IB1 


Reset highest active level of the counter group 


IB2 


Reset highest active level of the I/O group 


IEO 


Set highest waiting level to active for override group 


IE1 


Set highest waiting level to active for counter group 


IE2 


Set highest waiting level to active for I/O group 


IEN 


Interrupt enable. An interrupt can be accepted on any clock if this flip-flop is true. Used to 
interrupt during multi -operand instructions 


INO 

through 

IN15 


Level enable flip-flops for a group of 16 interrupts. An IN flip-flop is one of three basic flip-flops 
for each interrupt level and is physically located on an LT16 module 


INT 


Set-reset flip-flop set by INT9. INT indicates that an interrupt request from the interrupt logic is 




present 


INTO through 
INT8 and 
/INTOO/ 
through 
/INT08/ 


Interrupt buffer cable receivers for /INTOO/ through /INT08/. These terms designate the interrupt 
address location in memory interrupt service routine address lines 


INT9 


Interrupt service request 


/INT09/ 


Interrupt address request sent to the CPU 


/INT11/ 


PCP interrupt light signal 


/INT 12/ 


One megacycle clock signal to the CPU 


/INT13/ 


One kilocycle clock signal to the CPU 


INT14 

through 

INT26 


Control signals from the CPU 


INTRAP1 


Interrupt (or trap) phase flip-flop 


INTRAP2 


Interrupt (or trap) phase flip-flop 



(Continued) 
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SIGNAL 


DEFINITION 


Internal Interrupts 


INTRAPF 


Set-reset flip-flop, which indicates an XPSD, MTW, MTH, or MTB is being executed as the result 
of an interrupt or trap 


IOLN7 


I/O interrupt group requesting line 7 


IOLN8 


I/O interrupt group requesting line 8 


IOREQ 


I/O interrupt group service request 


IPO through 
IP15 


Level arm flip-flops for a group of 16 interrupts. An IP flip-flop is one of three basic flip-flops 
for each interrupt level and is physically located on an LT16 module 




Interrupt request from the IOP 


IS through 
IS15 


Level request flip-flops for a group of 16 interrupts. An IS flip-flop is one of three basic flip-flops 
for each interrupt level and is physically located on an LT16 module 


NISINO 
through 
NISIN15 


Priority control signals for a group of 16 interrupts. These terms are used for forming address lines 
to the CPU when an interrupt enters the waiting-enabled state. For example, if NISIN11 is true, 
interrupt level 11 is in the waiting-enabled state, and no higher priority flip-flops are in the active 
state or waiting -enabled state 


NISNIPO 

through 

NISNIP15 


Priority control signals for a group of 16 interrupts. These terms are used to indicate the active state 
of higher priority interrupt levels. For example, if interrupt level 7 is active, NISNIP8 through 
NISNIP15are true 


KINTRP 


Console switch signal for generating an interrupt request to memory location X'5D' 


LEN 


Load enables. Output term of an inverter with NLE input 


LEVACT 


Leave active state signal 


LEVARM 


Leave in armed state signal. If this signal is true, a level remains in the armed state after leaving 
the active state 


LINOO 

through 

LIN08 


Interrupt service routine address line signals from the external interrupts 


LINREQ 


Interrupt service request to the CPU received from external interrupts 


OF 


Counter overflow flip-flop 


OVLN6, 
OVLN7, 
OVLN8 


Override interrupt group requesting address lines 6, 7, or 8 


OVRQ 


Override interrupt group service request 
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Table 3-155. Glossary of Interrupt Signals (Cont. ) 



DEFINITION 



SIGNAL 

PEI 

PCBZC 

PCBZ1 

PCBZO 

/PCBZC/ 

/PCBZI/ 

/PCBZO/ 

PCRQBZC 
PCRQBZI 
PCRQBZO 
/PCRQBZC/ 

/FCRQBZI/ 

/PCRQBZO/ 

POFF 
PON 
PXINT 



Internal Interrupts 



Parity error interrupt signal 

Priority chain counter interrupt busy signal. CHA1 is the input signal to this buffer 

Priority chain I/O interrupt busy signal. CHA2 is the input signal to this buffer 

Priority chain override interrupt busy signal. CHAO is the input signal to this buffer 

Buffer cable driver output signal indicating the counter interrupt priority chain is busy. Input to this 
buffer is PCBZC 

Buffer cable driver output signal indicating the I/O interrupt priority chain is busy. Input to this 
buffer is PCBZI 

Buffer cable driver output signal indicating the override interrupt priority chain is busy. Input to 
this buffer is PCBZO 

Priority chain counter interrupt request for service or busy signal 

Priority chain I/O interrupt request for service or busy signal 

Priority chain override interrupt request for service or busy signal 

Buffer cable driver output signal indicating a counter interrupt request for service or busy signal. 
Input to this buffer is PCRQBZC 

Buffer cable driver output signal indicating an I/O interrupt request for service or busy signal. 
Input to this buffer is PCRQBZI 

Buffer cable driver output signal indicating an override interrupt request for service or busy signal. 
Input to this buffer is PCRQBZO 

Power-off signal to the ISO flip-flop of the power fail-safe system 

Power-on signal to the IS1 flip-flop of the power fail-safe system 

Transfers the interrupt address, INT0-INT8, to the P -register, P23-P31 



R0, R2, R4, 
R6, R8, RIO, 
R12, R14 

NR01, NR23, 
NR45, NR67, 
NR89, NR911, 
NR101 1, 
NR1213, 
NR1315, 
NR1357, 
NR1415 



Part of the LT16 decode logic 



Part of the LT16 decode logic used to form interrupt subroutine addresses. For example, if NR01 is 
false, then interrupt level or 1 is signalling for a request 



(Continued) 
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SIGNAL 



DEFINITION 



Internal Interrupts 



RCCHAO, 
RCCHA1, 
RCCHA2 

RCDAT26 
RCDAT27 

RCENFNL 

RCNB 

REIP1, REIP3, 
REIP5, REIP7, 
REIP9, REIP11, 
REIP13, REIP15 

REN 

RIJ 

RGY1 

RQY2 



SCNA 

NSDARM 

(S/INTRAPF) 

SR8, SR9, SR10, 
SRI 1, SR13 

TNI00 through 
TNI08 

TNIREQ 

TRIG 

TRIG1 
WD 



Recirculate group 0, 1, or 2 active signal. These are the recirculate terms for the channel active 
signals CHAO, CHA1, CHA2 

Recirculate terms for DAT26 and DAT27 dc latches 

Recirculate enable function lines. Recirculate term for the ENFNLdc latch 

Part of the reset term logic for the CNB flip-flop 

Control signals which establish priority for interrupt levels in the waiting-enabled state 



Reset enable. (CPUREST1) or (load enable and GRPO). One of the reset logic terms for the IN 
flip-flops 

Reset term for OF, IJ8, LJ9, IJ10, and Ull 

Higher priority request or busy signal received by the counter interrupts from the priority chain 

Higher priority request or busy signal received by the I/O interrupts from the priority chain 

Part of the set term logic for the CNA flip-flop 

Not DARM 

This term initiates the interrupt sequence when all conditions exist for an interrupt 

Part of the set term logic for request flip-flops IS8, IS9, IS10, IS11, and IS13 

Interrupt service routine address lines to the CPU. Input terms to /INT00/ through /INT08/ 

Interrupt service request line to the CPU. Input term to /INT09/ 

Trigger signal. Part of the logic used to set the IS request flip-flops and trigger an interrupt. Not 
used for power fail-safe 

Buffer with TRIG input. Same as TRIG 

Write direct. Privileged instruction which can be used to control various states of the interrupts 
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SIGNAL 



DEFINITION 



External Interrupts 



NR01, NR23, 
NR45, NR67, 
NR89, NR1011, 
NR1213, 
NR1415 

R0THR7 

RCCHA 

REIP1 

through 

REIP15 

REN 

RUN 05 
through 
RLIN07 

NRODD 

RQY 

/ROY/ 



SFN LOO 
through 
SFNL02 

SWTHO 
through 
SWTH3 



TRIG 



V8NJ 



Part of the LT16 decode logic used to form interrupt subroutine addresses. For example, if NR01 is 
false, the interrupt level or 1 is signalling for a request 



R0-R7. Request present from interrupt level 0, 1,2, 3, 4, 5, 6, or 7 

Recirculate term for the channel active signal dc latch 

Control signals which establish priority for interrupt levels in the waiting-enabled state 

Reset enable. One of the reset logic terms for the IN flip-flops 
Request signals for interrupt service routine lines, 5, 6, and 7 

Decode logic for odd numbered NR logic signals 

Signal received by a lower priority group indicating that a higher priority group is requesting service 

Driver input to RQY 



Function code bits gated to a specific chassis or group which has been selected to receive a WD 
instruction 



Select switches 0, 1, 2, or 3 



Trigger signal. Part of the logic used to set the IS request flip-flops and to trigger an interrupt 



Special voltage signal 
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Paragraphs 4-1 to 4-5 



SECTION IV 
INSTALLATION AND MAINTENANCE 



4-1 INTRODUCTION 

This section provides installation and maintenance data for 
the Sigma 7 computer. A basic Sigma 7 computer consists 
of a central processing unit (CPU), a multiplexing input/ 
output processor (MIOP), and a 4K memory with optional 
features, devices, and device controllers for peripheral 
equipment added as applicable. 

A set of documents provided with each Sigma 7 system in - 
eludes an installation material list(IML), installation draw- 
ings, module location charts, assembly drawings, logic 
equations, and diagnostic programs (refer to table 4-1). 

The Sigma 7 computer and peripheral equipment are installed 
by XDS personnel. To facilitate system expansion or relo- 
cation, the primary installation requirements for main units 
and optional features in the mainframe are included in this 
section. 



4-2 INSTALLATION 

4-3 BASIC CABINET INSTALLATION REQUIREMENTS 

4-4 Floor Space 

Space assignments for Sigma 7 computer cabinets must allow 
for the sweep of access doors and frames, as indicated on 
installation drawings. Space must also be allowed to permit 
access by maintenance personnel with test equipment while 
the frames are extended. A summary of space requirements 
is provided in table 4-2. 

4-5 Power 

The power requirements of each main unit, optional feature, 
and device controller are summarized in the related instal- 
lation drawing. Power supplies are installed in each cabinet 
as indicated in figure 1-2. The primary reference sources 



Table 4-1. Reference Documents for Sigma 7 Installation 



Document 


Identification Number 


Contents 


Installation Material List 


Unique to each 


All parts of a specific Sigma 7 installation, including 




installation 


layout drawing showing each major item of Sigma 7 
computer and peripheral equipment. Point-to-point 
cabling instructions provided 


Installation Drawing 


134056 


General information about Sigma 7 computer installation 
and cabling 


Power Interconnection Diagram 


139273 


General information about power connections for Sigma 7 
computer and peripheral equipment 


Basic Cabinet 




General information about cabinet for Sigma 7 computer 


Assembly 


131416 




Installation 


131417 




Free Standing Console 




General information about optional FSC 


Assembly 


1 2741 8 




Installation 


127441 
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Table 4-2. Space Requirements for Sigma 7 Cabinets 



Equipment 


Overall Dimensions 


Clear Area 


Basic cabinet 


Width - 31 in 


Front - 3 ft 




Depth - 29 in 


Rear - 3 ft 




Height - 64 in 




Free standing 


Width - 60 in 


Front - 4 ft 


console 








Depth - 30 in 


Rear - 3 ft 




Height - 41 in 





The following engineering documents contain information 
required for installation of the CPU: 



for power distribution are the IML and the Sigma system 
power interconnection installation drawing (refer to table 
4-1). 

4-6 Cable Connections 

Cable connections consist of combinations of elements listed 
in table 4-3. The length of cable, number of connections, 
and restrictions are summarized in the installation drawings 
for each main unit, optional feature, and device controller. 

4-7 MAIN UNIT INSTALLATION REQUIREMENTS 

4-8 Central Processing Unit 

The CPU occupies the forward and the center frame of one 
cabinet and part of the forward frame of a second cabinet. 
Preassigned locations in the CPU are reserved for modules 
for the following optional features: two additional real time 
clocks, power fail-safe, memory protection, memory map, 
private memory register extension and floating point arithmetic , 



Table 4-3. Sigma 7 Cable Connections 


Part No. 


Function 


129796 


Interconnecting cable assembly. Intercon- 
nects component sides of modules 


129797 


Interconnecting cable assembly. Intercon- 
nects etched sides of modules 


127314 


Interconnecting cable assembly. Connects 
module etched side to component side 


127315 


Resistor connector assembly. Terminates 
cable chain at module 


128047 


Terminator. Terminates I/O priority cable 
chain. 


115832 


Blank cable terminal 



Document 



Document No. 



Assembly drawing 117307 

Module location chart 127092 

Installation drawing 117333 

System installation drawing 134056 

4-9 OPTIONAL FEATURE INSTALLATION REQUIREMENTS 

4-10 Real-Time Clock 

The real-time clock feature consists of two modules installed 
in the CPU cabinet as indicated in the CPU module location 
chart. Reference documents for the real-time clock feature 



Document 


Document No 


Assembly drawing 


117616 


Module location chart 


127092 


Installation drawing 


1 1 7333 



Two real-time clocks are included in the CPU; two optional 
real-time clocks may be added. Counters 1, 2, and 3 of the 
real-time clock feature are controlled by address selector 
module ST14 as illustrated infigure 4-1. Counter 4 is fixed 
at 400 Hz. Counters 3 and 4 are part of the CPU; counters 
1 and 2 are optional. 

4-11 Power Fail -Safe 

The power fail-safe feature consists of one module installed 
in the CPU cabinet as indicated in the CPU module location 
chart. Reference documents for the power fail-safe feature 
are: 



Document 


Document No. 


Assembly drawing 


117612 


Module location chart 


127092 


Installation drawing 


1 1 7333 


4-12 Memory Protection 





The memory protection feature consists of five modules in- 
stalled in the CPU cabinet as indicated in the CPU module 
location chart. Reference documents for the memory pro- 
tection feature are: 



Document 


Document No. 


Assembly drawing 


1 1 761 7 


Module location chart 


127092 


Installation drawing 


117333 
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4-13 Me mory Map 

The memory map feature consists of 21 modules installed in 
the CPU cabinet as indicated in the CPU module location 
chart. Reference documents for the memory map feature 
are: 



Document 


Document No. 


Assembly drawing 


117615 


Module location chart 


127092 


Installation drawing 


1 1 7333 



4-14 Private Memory Register Extension 

Each private memory register extension consists of four fast- 
access memory 16 x 8-bit FT25 modules and additional mod- 
ules as necessary. Four FT25 modules are included in the 
CPU; additional private memory registers may be added as 
an optional feature in banks of 16 registers (four FT25 mod- 
ules). The first three banks of four FT25 modules may be 
added by inserting the modules in preassigned locations in 
the CPU. Additional banks are added by including a 32- 
module chassis in one of the available locations within a 
frame with the four FT25 modules and the additional modules 
which form the interface between the CPU and the private 
memory extension options. A maximum of 112 additional 
FT25 modules in seven 32-module chassis can be installed 
after the first 12 additional FT25 modules are inserted in 
the preassigned locations in the CPU. 



FREQUENCY 

SELECTION 

SWITCHES 

PLACE ONE SWITCH UP 
TO SELECT FREQUENCY 
FOR EACH COUNTER. 
IF ALL FOUR SWITCHES 
ARE DOWN, THE EXTER- 
NALLY SUPPLIED SIG- 
NAL IS SELECTED (IF 
IT IS CONNECTED) 



8 KHZ 



2 KHZ 



500 HZ 



LINE 
FREQ 



COUNT 

PULSE 

INTERRUPT 

NO. 3 






COUNT 

PULSE 

INTERRUPT 

NO. 2 






COUNT 

PULSE 

INTERRUPT 

NO. 1 






oc 




PLACE THESE SWITCHES UP 
IF NO MODULE IS INSTALLED 
IN LOCATION 15 W 



PLACE THIS SWITCH UP IF 
NO MODULE IS INSTALLED IN 
LOCATION 23 W 



901060A.402 



Figure 4-1. Address Selector Module ST14 
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The following reference documents are required for installa- 
tion of the private memory register extension: 



Table 4-4. LT26 Switch Settings - 
Register Extension Address 



Document 


Document No. 


Assembly drawing 


117621 


Module location chart 


124819 


Register extension unit assembly 


130071 


Register interface assembly 


132208 


Logic equations 


124817 


Installation drawing 


124816 


Module location chart (CPU) 


127092 


Installation drawing (System) 


134056 


Installation drawing (CPU) 


117333 


Modules list 


129698 



Interconnections between each register extension unit as- 
sembly and the CPU are indicated on Sigma 7 system in- 
stallation drawing 134056. A switch. comparator LT26 mod- 
ule is included on each register extension unit assembly to 
establish the address (see table 4-4 and figure 4-2). 



Register Extension 
Unit Assembly 


Switch Setting 


S3 -2 


S3-1 


S2-2 


4 -7 
8-11 
12 - 15 
16 - 19 
20 -23 
24 -27 
28 -31 





1 
1 
1 
1 



1* 
1 



1 
1 


1 


1 


1 



1 



As each register extension unit assembly beyond the first is 
added, CPU jumper wires must be connected as follows: 



Register Extension 
Unit Assembly 

1 
2 
3 
4 
5 
6 
7 



Jumper 

None 

28U03 to29U17 

28U07 to29U19 

28U10to29U21 

28U14to29U23 

28U18to29U25 

28U22 to 29U27 




Figure 4-2. Switch Comparator LT26 
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4-15 Floating Point 

The floating point feature consists of 41 modules installed 
in the CPU cabinet as indicated on the CPU module loca- 
tion chart. Reference documents for the floating point fea- 
ture are: 

Document Document No. 

Assembly drawing 117611 

Module location chart 127092 

Installation drawing 117333 

4-16 Decimal Arithmetic 

The decimal arithmetic feature consists of three 32-module 
chassis and the associated modules. The three chassis must 
be installed in one of the CPU cabinets. Additional deci- 
mal arithmetic feature modules are also placed in the CPU 
frames. Reference documents for the decimal arithmetic 
feature are: 



Document 
Assembly drawing 
Module location chart 



Document No. 
117613 
124823 



Installation drawing 124820 

Module location chart (CPU) 127092 

4-17 External Interrupt Chassis 

Each external interrupt chassis consists of a 32-module 
chassis and the associated modules. Each external interrupt 
chassis contains a maximum of 16 programmable interrupts 
and is installed within an available cabinet. The control 
elements of each external interrupt chassis consist of 13 
modules; interrupt levels are added in increments of two by 
inserting up to eight LT16 priority interrupt modules. A 
maximum of 14 chassis, each containing 16 interrupt levels 
can be included to provide 224 interrupt levels. Reference 
documents for the external interrupt chassis are: 



Document 
Assembly drawing 
Modules 
Modules 

Module location chart 
Installation drawing 
Logic equations 



Document No. 
117330 
1 29699 
132206 
129700 
124469 
124470-001 



4-18 Free-Standing Console 

The free-standing console (FSC) contains three 32-module 
chassis with the associated modules in addition to power 
supplies, control panels, and indicator panels. The FSC 
is cable-connected to the Sigma 7 computer. Reference 
documents for the FSC are: 



Document 
Assembly drawing 

Module location chart 

Installation drawing 

Logic equations 

Schematic diagrams 

4-19 MAINTENANCE 



Document No. 
1 2741 8 

1 27547 

127441 

127546-001 

127439 



4-20 SPECIAL TOOLS AND TEST EQUIPMENT 

Special tools and test equipment recommended for repair or 
maintenance of the Sigma 7 computer are listed in table 4-5. 

Table 4-5. Special Tools and Test Equipment 





Manufacturer's 




Name 


Part No. 


Manufacturer 


P6010 IBM accessories 


010-0186-00 


Tektronix, Bea- 


and probe package 




verton, Oregon 


Oscilloscope 


453 




Wirewrap tool 


14XA2 


Gardner-Denver, 
Grand Haven, 
Mich. 


Wirewrap bit 


502128 




Wirewrap sleeve 


502129 




Wire unwrap tool 


505084 (LH) 




Module extractor 


126668 


XDS, El Segundo, 
Calif. 


Extender module ZT10 


117037 




Solder sucker 


(None) 





4-21 PREVENTIVE MAINTENANCE 

Preventive maintenance of the Sigma 7 computer consists 
of scheduled diagnostic testing in addition to visual inspec- 
tion and routine maintenance. Because there are no me- 
chanical devices in the Sigma 7 computer, lubrication and 
mechanical adjustments are not required. 

External surfaces of the Sigma 7 computer cabinets must be 
kept clean and dust-free. Doors and panels must close 
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completely and must be in reasonable alignment. The top- 
side of cabinets must remain cleared to permit fans to ex- 
haust properly. 

The interior of cabinets must be free of wire cuttings, dust, 
and other foreign matter. No clip leads or push -on jumpers 
should be in use during normal operation and all cables must 
be neatly dressed by clamps or routing. All chassis and 
frames must be properly bolted down with all hardware in 
place. Air filters should be checked for cleanliness and 
be replaced periodically. 

4-22 DIAGNOSTIC TESTING 

The following diagnostics are available for testing the per- 
formance of the Sigma 7 CPU and the related options. These 
diagnostics should be run whenever preventive maintenance 
is performed or when corrective maintenance is necessary. 
Information on loading and operating the diagnostics is in- 
cluded within each diagnostic program manual. 

4-23 CPU Diagnostic System (SENSE) 

This diagnostic locates malfunctions associated with the 
controls and the indicators on the Processor Control Panel 
(PCP). In addition, the proper operation of a basic instruc- 
tion set (LPSD, XPSD, LW, STW, BCS, BCR, WAIT) is ver- 
ified for use in sections of the more complex diagnostic pro- 
grams. The program is written in three procedural steps. The 
first step checks the basic CPU controls and is entirely 
manual. The second step checks the controls used to enter 
and to retrieve data. The third step checks the operation 
of the Sense switches and verifies the operation of the basic 
instruction set. 

Because of its simplicity, this diagnostic should not be run 
unless other CPU diagnostics fail. The first step ofthis diag- 
nostic is time consuming and should not be run unless the 
operator is completely unfamiliar with the PCP switches. 



Document No. Description 

900870 Sigma 5 and 7 CPU Diagnostic 

Program (VERIFY), Diagnostic 
Program Manual 

704042-83 Diagnostic program on absolute 

binary paper tape 

704042-84 Diagnostic program on absolute 

binary cards 

4-25 CPU Diagnostic System (PATTERN) 

This diagnostic tests and diagnoses errors pertaining to the 
ability of the CPU to address and to access all available 
core memory, and private memory registers. The functions 
and operations tested by AUTO must be working before 
PATTERN is run. 

Document No. Description 

900891 Sigma 7 CPU Diagnostic System 

(Pattern), Diagnostic Program 
Manual 

704043-83 Diagnostic program on absolute 

binary paper tape 

704043-84 Diagnostic program on absolute 

binary cards 

4-26 CPU Diagnostic System (AUTO) 

This diagnostic tests and diagnoses errors pertaining to all 
Sigma 7 instructions excluding decimal, floating point, 
byte string, stack, multiple, and convert instructions which 
are tested by other diagnostics. The functions and opera- 
tions tested by VERIFY must be working before AUTO is 



Document No. Description 

900824 Sigma 7 CPU Diagnostic System 

(Sense), Diagnostic Program 
Manual 

704041 -83 Diagnostic program on absolute 

binary paper tape 

704041 -84 Diagnostic program on absolute 

binary cards 



Document No. Description 

900872 Sigma 7 CPU Diagnostic-Auto, 

Diagnostic Program Manual 

704044-83 Diagnostic program on absolute 

binary paper tape 

704044-84 Diagnostic program on absolute 

binary cards 



4-24 CPU Diagnostic System (VERIFY) 



4-27 CPU Diagnostic System (SUFFIX) 



This diagnostic tests and diagnoses errors pertaining to the 
instructions LPSD, XPSD, LW, STW, BCS, WAIT, AND, 
EOR, and BIR. VERIFY assumes that all the functions 
tested by the SENSE diagnostic are operating correctly. 



The diagnostic tests and diagnoses errors pertaining to the 
instructions CBS, MBS, TBS, TTBS, PSW, PSM, PLW, PLM, 
MSP, STM, LM, CVA, and CVS. 
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Document No. 



Description 



900893 Sigma 7 CPU Diagnostic (Suffix), 

Diagnostic Program Manual 

704045-83 Diagnostic program on absolute 

binary paper tape 

704045-84 Diagnostic program on absolute 

binary cards 

4-28 CPU Diagnostic System (FLOAT) 

This diagnostic tests and diagnoses errors pertaining to all 
Sigma 7 floating point instructions excluding Floating Shift 
(SF). Successful operation of AUTO is a prerequisite to 
the running of FLOAT. 



Document No. 



Description 



900898 Sigma 5 and 7, CPU Diagnostic- 

Float, Diagnostic Program Manual 

704046-83 Diagnostic program on absolute 

binary paper tape 

704046-84 Diagnostic program on absolute 

binary cards 

4-29 CPU Diagnostic System (MAP) 

This diagnostic tests and diagnoses errors pertaining to the 
optional memory map feature, including the instruction 
MMC. 



Document No. 



Description 



900920 Sigma 7 MAP Diagnostic Program, 

Diagnostic Program Manual 

704048-83 Diagnostic program on absolute 

binary paper tape 

704048-84 Diagnostic program on absolute 

binary cards 

4-30 Sigma 5 and 7 Real-Time Clock Test 

This diagnostic tests and diagnoses errors pertaining to the 
operation of the real-time clocks by computing the time of 
day or elapsed time using the real-time clocks. 



Document No. 



Description 



901136 Sigma 5 and 7 Real-Time Clock 

Test, Diagnostic Program Manual 

704017-83 Diagnostic program on absolute 

binary paper tape 

704017-84 Diagnostic program on absolute 

binary cards 



4-31 Sigma 5 and 7 Memory Protect Diagnostic 

This diagnostic tests and diagnoses errors pertaining to the 
optional memory protect feature by checking the operation 
of the Write Locks and Keys. 



Document No. 



Description 



901516 Sigma 5 and 7 CPU Diagnostic 

Program (Memory Protect), 
Diagnostic Program Manual 

704062-83 Diagnostic program on absolute 

binary paper tape 

704062-84 Diagnostic program on absolute 

binary cards 

4-32 Sigma 5 and 7 Power Fail -Safe Test 

This diagnostic tests and diagnoses errors pertaining to the 
optional Power Fail -Safe feature by checking the operation 
of the power-on and power-off interrupts. 



Document No. 



Description 



901 135 Sigma 5 and 7 Power Fail -Safe 

Test, Diagnostic Program Manual 

704122-83 Diagnostic program on absolute 

binary paper tape 

704122-84 Diagnostic program on absolute 

binary cards 

4-33 Sigma 5 and 7 Interrupt Test 

This diagnostic tests and diagnoses errors pertaining to the 
interrupt system. 



Document No. 



Description 



901 134 Sigma 5 and 7 Interrupt Test, 

Diagnostic Program Manual 

704143-83 Diagnostic program on absolute 

binary paper tape 

704143-84 Diagnostic program on absolute 

binary cards 

4-34 Sigma 5 and 7 Systems Test Monitor (SEVA) 

This diagnostic tests and diagnoses errors pertaining to pe- 
ripheral devices. The monitor program (SEVA) is loaded 
with individual peripheral diagnostic routines, and the 
program attempts to verify the operation of a number of 
peripherals running concurrently. The object of the pro- 
gram is not to isolate malfunctions within a peripheral, but 
rather to isolate malfunctions within the system. 
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Document No. Description 

901076 Sigma 5 and 7 Systems Test 

Monitor, Diagnostic Program 
Manual 

704138-83 Diagnostic program on absolute 

binary paper tape 

704138-84 Diagnostic program on absolute 

binary cards 

Refer to the individual peripheral technical manuals for 
information on the individual peripheral diagnostic routines 
used with this monitor program. 

4-35 CORRECTIVE MAINTENANCE 

The following paragraphs contain information relating to 
some of the more common procedures encountered in trouble- 
shooting the CPU. 

4-36 Power 

An electronic circuit breaker exists in each PT15 Power 
Supply located at the top rear of most cabinets. The 1 15 
Vac, 2kHz output can be checked at any of the 3 -prong 
receptacles on the side of the PT15. 

A circuit breaker and three fuses are located on each PT16 
Power Supply mounted on the hinged side of each frame. 
The PT16 plugs into a junction box on the bottom of the 
cabinet. The {unction box is plugged into the PT15. 

If a free-standing console is in the system, its power switch 
is in series with the power switch on the PCP. Both must 
be on to power-up the system. 

Inability to operate the switches on the PCP may be caused 
by the power monitor signal ST always being true. Check 
its input to the CPU logic at frame 1, as noted in the logic 
equations. 

4-37 Clocks 

Pressing the CPU RESET switch with the CLOCK MODE 
switch in CONTINUOUS and the COMPUTE switch in IDLE 
should initialize and start the clock generation logic. All 
of the PCP phases use only the T6L clock. Other clock in- 
tervals can be checked by executing the instructions using 
those clock intervals as noted in the phase sequence charts. 
There are no clock margins other than the secondary effects, 
which occur when the three -position voltage margin switches 
on each of the PT16 Power Supplies are manipulated. 

Single clock logic can be checked by moving the CLOCK 
MODE switch from CONTINUOUS to its center (unlabeled) 
position, which inhibits all clocks. With an instruction in 
the 32 DISPLAY indicators, and the COMPUTE switch in 



the RUN position, a subsequent depression of the CLOCK 
MODE switch to the SINGLE STEP position produces one 
clock and should cause the PHASE indicators to advance, 
depending upon the instruction. 

If single clocking through a PCP phase, the appropriate PCP 
switch must be manually held in position and the COMPUTE 
switch must be in IDLE. 

If single clocking through an interrupt sequence, two clocks 
rather than one are produced in INTRAP1 and in the phase 
used to clear the interrupt level during the execution of 
either an LPSD or Modify and Test instruction. 

4-38 Memory 

Memory operation can be quickly checked by using the 
STORE and the DISPLAY switches on the PCP using both 
core memory and private memory register addresses. These 
PCP functions use much of the memory request logic within 
the CPU. These functions can be repeated easily by ground- 
ing the set input to the HALT flip-flop at location 20A50, 
and by holding (or taping) the PCP switch in position. 

If the memory request state flip-flops (MAA through MGG) 
seem to be out of step, it may first show up in the operation 
of the DISPLAY SELECT ADDRESS function. The first time 
that the switches are operated, the contents of the current 
instruction address is displayed instead of the select address. 
The second time that the switches are operated, the correct 
information is displayed. 

4-39 Instructions 

Instructions may be executed one at a time directly from 
the control panel, or a short program may be stored and 
executed from either core memory or the private memory 
registers. 

To iterate any nonbranching instruction at its maximum rate, 
use the INSTRUCTION ADDRESS switch in the HOLD posi- 
tion. The instruction to be iterated (or held) must reside in 
memory. Use the DISPLAY switch to access it from memory 
and to put it into the DISPLAY indicators, then place the 
INSTRUCTION ADDRESS switch in the HOLD position and 
the COMPUTE switch to RUN. 

If an instruction hangs up in a phase, place an XPSD in- 
struction in the trap location X'46 1 with a new instruction 
address equal to the address of the instruction which is hang- 
ing up. In this way, the watchdog timer can be used auto- 
matically to cause the computer to return to that instruction 
for scoping purposes. 

If an instruction fails during the running of the diagnostic, 
it is sometimes useful to place the diagnostic in a short loop 
using the sense switch options called out in the diagnostic 
program manual, and to set the SELECT ADDRESS switches 
to the location of the Execute instruction within the driver 
portion of the diagnostic. In this manner a sync pulse is 
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generated whenever the Execute instruction is accessed. 
This sync pulse is the logic term ADMATCH, which can be 
found in frame 3 of the CPU logic equations. 

If problems are being experienced in loading programs, the 
Bootstrap program, inserted into core memory through the 
LOAD switch, can be easily checked by inserting an exist- 
ing teletype unit address number into the UNIT ADDRESS 
switches, and by attempting to load from the teletype. The 
Bootstrap program can also be changed quite easily to per- 
form an output operation by changing the structure of the 
I/O Command Doubleword. 

4-40 Replacement of Miniature Incandescent Lamps (DS1 
through DS21 and DS29 through DS98) (See figure 

When a miniature lamp of the soldered lead type (P/N 
123710) used for indicators DS1 through DS29 and DS29 
through DS98 becomes defective, it shall be replaced with 
a new plug-in type lamp (P/N 108814-009). Installation 
of each new lamp requires the addition of one new lamp 
holder (P/N 180223) and one new O-ring (P/N 
111344-001). 

Replace the defective soldered lead type lamp with the 
new plug-in type lamp as follows: 

a. Cut leads of defective lamp as close as possible 
to base of lamp. Remove lamp by releasing mounting 



spring clip. Keep clip to install new lamp. Discard defective 
lamp. 



CAUTION 



Do not allow physical shocks to occur 
to lamp during installation. 

b. Insert new type lamp through mounting hole in 
front of panel until lamp shoulder butts against front panel 
surface. 

c. Install O-ring over terminal end of lamp module 
and slide O-ring forward until it is flush with back surface 
of panel. 

d. Using long nose pliers, open spring clip by gently 
squeezing two opposing tabs together. Slide spring clip over 
terminal end of lamp module and move clip forward until its 
legs fit over O-ring and contact panel. Lock spring clip in 
position by releasing tabs. 

e. Install lampholder over lamp module by inserting 
lamp terminals in matching terminals of lampholder and then 
gently pushing lampholder forward. 

f. Using long nose pliers, separately connect ends of 
two lamp leads to two lampholder terminals and solder con- 
nections. 



4-9 



XDS 901060 



SHOULDER 



MODULE- 



FRONT- 



BACK- 



LEG 



TABS 



TERMINALS- 




XS>^\H I^U^ 



E3I 



-PLUG- IN LAMP 



-TERMINALS 



CONTROL PANEL 



-O-RING 




■SPRING CLIP 




LAMPHOLDER 



Figure 4-3. Plug-In Lamp Assembly Installation 
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APPENDIX A 
PARTS LIST 



A-l INTRODUCTION 

Appendix A lists and illustrates replaceable parts of the 
basic Sigma 7 CPU as well as its optional features, but does 
not include the Sigma 7 peripheral equipment or device con- 
trollers. Parts below the level of XDS circuit modules are 
not listed. 

A-2 TABULAR LISTING 

Appendix A is arranged in parts list of tables, starting with 
a listing of the main assemblies of the basic Sigma 7 Cen- 
tral Processing Unit Model 8401. Breakdown of the Sigma 
7 CPU optional equipment by tables follows. 

A-3 ILLUSTRATIONS 

In some cases, the parts tables refer to accompanying illus- 
trations to indicate the parts described in the table and to 
show their locations in the assembly. 

A-4 REPLACEABLE PARTS 

Replaceable parts are defined as parts having maintenance 
significance, that is, parts which can be replaced because 
of wear, damage, or for malfunctions caused by normal use 
of the equipment. Standard hardware, such as nuts, screws 
and washers, parts that are normally supplied in bulk, such 



as wire and tubing, and structural parts, such as panels and 
brackets, are not considered replaceable parts. In some in- 
stances, however, the parts list tables do list such nonre- 
placeable parts for reference purposes only. 

4-5 PARTS LIST TABLES 

Each parts list table is arranged in six columns as follows: 

a. Figure and index number of the listed part, where 
applicable 

b. Brief description of the part 

c. Reference designator of the part, if applicable 

d. Manufacturer code number 

e. Manufacturer's part number 

f. Quantity of the part used for each assembly 

A-6 MANUFACTURERS CODE INDEX 

Table 4-30 contains the names and addresses of manu- 
facturers identified by code number given in the previous 
tables. 



A-l 



XDS 901060 



Table A-l. Sigma 7 Central Processing Unit Model 8401, Replaceable Parts 



Fig. & 
Index No. 



Description 



Reference 
Designator 



Manufacturer 



Part No. 



Qty 



A-l Assembly, Central Processing Unit, Sigma 7 

. Basic cabinet, Model 8900 (see table 
A-29 for breakdown) 

. Power Supply Model PT14 

. Power Supply Model PT15 

. Power Distribution Box 

. Quartz crystal, 2.048 MHz 

. Frame No. 1, CPU cabinet No. 1 
(see table A-2 for breakdown) 

. Frame No. 2, CPU cabinet No. 1 
(see table A-6 for breakdown) 

. Frame No. 1, CPU cabinet No. 2 
(see table A- 10 for breakdown) 



XDS 
XDS 

XDS 
XDS 
XDS 
XDS 
XDS 

XDS 

XDS 



1 1 7307 
131416 

117262 
117263 
1 1 7428 
128131-017 
1 1 7309 

1 1 7308 
126601 
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POWER SUPPLIES 



FRAME 2 



FRAME 1 




FRONT 



CPU CABINET 



901060A.600 



Figure A-l. CPU Cabinet No. 1 
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Table A-2. Frame No. 1, CPU Cabinet No. 1, Replaceable Parts 



Fig. & 


Description. 


Reference 


Manufacturer 


Part No. 


Qty 


Index No. 




Desginator 








A-l 


Assembly, Frame No. 1, CPU Cabinet 
No. 1 (see table A-l for next higher 
assembly) 




XDS 


117309 


1 




Power Supply PT16 




XDS 


117264 


1 




Cables, busbar pickup 




XDS 


131891-005 


2 




Cables, 33 ohm, single condition 




XDS 


128147-372 


5 




Cable, intraframe 




XDS 


128060-171 


19 




Cable, intraframe 




XDS 


128060-292 






Cable, intraframe 




XDS 


128060-302 






Cable, intraframe 




XDS 


128060-182 






Chassis No. 1 (Logic), cabinet No. 1 




XDS 


117313 






Assembly, top fan (see table A-29 for 




XDS 


123943 






breakdown) 












Assembly, bottom fan (see table A-29 




XDS 


117320 






for breakdown) 












Assembly, wired board A, B, C (see 




XDS 


124729 






table A-3 for breakdown) 












Assembly, wired board D, E, F (see 




XDS 


124727 






table A-4 for breakdown) 












Assembly, wired board G, H, J (see 




XDS 


124724 






table A-5 for breakdown) 











A-4 
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Table A-3. Wired Board Assembly (A, B, C), Replaceable Parts 



Fig. & 


Description 


Reference 


Manufacturer 


Part No. 


Qty 


Index No. 


Designator 








A-l 


Assembly, wired board A, B, C (see table A-2 
for next higher assembly) 




XDS 


124729 


Ref 




. Cable Driver AT21 




XDS 


127797 


1 




. Buffered AND/OR Gate BT10 




XDS 


116056 


3 




. BAND Gate BT 11 




XDS 


116029 


3 




. Gated Buffer No. 1 BT16 




XDS 


125262 


3 




. BAND Gate BT18 




XDS 


126613 


2 




Universal Flip-Flop FT22 




XDS 


124713 


6 




Gate Expander No. 2 GT1 1 




XDS 


124881 


5 




Gated Inverter IT 1 6 




XDS 


125264 


7 




Gated Inverter IT20 




XDS 


126747 


7 




. NAND/NOR Gate IT24 




XDS 


128188 


1 




. NAND Gate IT25 




XDS 


128190 


6 




. NAND Gate IT26 




XDS 


128192 


7 




Buffer Inverter LT13 




- XDS 


123016 


1 




Buffer Inverter LT14 




XDS 


123017 


12 




Logic Element LT20 




XDS 


124717 


3 




Logic Element LT21 




XDS 


126615 


2 




Terminator XT10 




XDS 


116257 


8 




. Cable Plug, ZT23 




XDS 


128164 


1 



A-5 
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Table A-4. Wired Board Assembly (D, E, F), Replaceable Parts 



Fig. & 
Index No. 


Description 


Reference 
Designator 


Manufacturer 


Part No. 


Qty 


A-l 


Assembly, wired board D, E, F (see 
table A-2 for next higher assembly) 




XDS 


124727 


Ref 




Cable Driver/Receiver ATI 1 




XDS 


123019 


1 




. Buffer AND/OR Gate BT10 




XDS 


116056 


1 




. BAND Gate BT 11 




XDS 


1 16029 


5 




. Gated Buffer No. 1 BT16 




XDS 


125262 


2 




. Gated Buffer BT 17 




XDS 


126330 


1 




Universal Flip-Flop FT22 




XDS 


124713 


5 




Gate Expander No. 1 GT10 




XDS 


124715 


1 




Gated Inverter No. 2 GT1 1 




XDS 


124881 


2 




Gated Inverter IT 1 6 




XDS 


125264 


7 




Gated Inverter IT20 




XDS 


126747 


7 




. NAN D Gate IT25 




XDS 


128190 


6 




. NAND Gate IT26 




XDS 


128192 


4 




Buffer Inverter LT13 




XDS 


123016 


6 




Buffer Inverter LT14 




XDS 


123017 


6 




Logic Element LT20 




XDS 


124717 


5 




Logic Element LT21 




XDS 


126615 


2 




Terminator XT 10 




XDS 


116257 


6 




. Cable Plug ZT23 




XDS 


128164 


1 



A-6 



XDS 901060 



Table A-5. Wired Board Assembly (G, H, J), Replaceable Parts 



Fig. & 
Index No. 



Description 



Reference 
Designator 



Manufacturer 



Part No. 



Qty 



A-l Assembly, Wired Board G, H, J (see 

table A-2 for next higher assembly) 



Buffered AND/OR Gate BT10 
BAND Gate BT11 
Gated Buffer No. 1 BT16 
Gated Inverter IT16 
Gated Inverter IT20 
NAND/NOR Gate IT24 
NAND Gate IT25 
NAND Gate IT26 
Buffer Inverter LT14 
Logic Element LT20 
Logic Element LT21 
Terminator XT 10 



XDS 

XDS 
XDS 
XDS 
XDS 
XDS 
XDS 
XDS 
XDS 
XDS 
XDS 
XDS 
XDS 



124724 



Ref 



116056 


4 


116029 


16 


125262 


2 


125264 


8 


126747 


12 


128188 


3 


128190 


4 


128192 


1 


123017 


3 


124717 


10 


126615 


6 


116257 


6 



A-7 
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Table A-6. Frame No. 2, CPU Cabinet" No. 1, Replaceable Parts 



Fig. & 
Index No. 



Description 



Reference 
Designator 



Manufacturer 



Part No. 



Qty 



A-l 



Assembly, Frame No. 2, CPU Cabinet No. 1 
(see table A-l for next higher assembly) 

Power Supply PT16 

Cable, busbar pickup 

Cable, 33 ohm, single condition 

Cable, intraframe 

Cable, intraframe 

Chassis No. 2 (Logic), cabinet No. 1 

Assembly, top fan 
(see table A-29 for breakdown) 

Assembly, bottom fan 
(see table A-29 for breakdown) 

Assembly, wired board K, L, M 
(see table A-7 for breakdown) 

Assembly, wired board N, P, O 
(see table A-8 for breakdown) 

Assembly, wired board R, S, T 
(see table A-9 for breakdown) 



XDS 

XDS 
XDS 
XDS 
XDS 
XDS 
XDS 
XDS 

XDS 

XDS 

XDS 

XDS 



117308 



117264 


1 


131891-005 


7 


128147-372 


27 


128060-182 


1 


128060-171 


14 


117314 


1 


123943 


1 



117324 



124728 



124730 



124736 



A-8 
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Table A-7. Wired Board Assembly (K, L, M), Replaceable Parts 






Fig. & 
Index No. 


Description 


Reference 
Designator 


Manufacturer 


Part No. 


Qty 


A-l 


Assembly, Wired Board K, L, M 

(see table A-6 for next higher assembly) 




XDS 


124728 


Ref 




Cable Driver/Receiver ATI 1 




XDS 


123019 


2 




. Buffer AND/OR Gate AT21 




XDS 


127797 


2 




. Gated Buffer No. 1 BT16 




XDS 


125262 


2 




. Gated Buffer BT17 




XDS 


126330 


5 




. BAND Gate BT18 




XDS 


126613 


2 




Register Flip— Flop FT17 




XDS 


124628 


12 




Counter F lip— Flop FT 1 8 




XDS 


124634 


5 




Universal Flip-Flop FT22 




XDS 


124713 


6 




Fast Access Memory FT25 




XDS 


126743 


4 




Gate Expander No. 1 GT10 




XDS 


124715 


1 




Gate Expander No. 2 GT11 




XDS 


124881 


2 




Gated Inverter IT 16 




XDS 


125264 


6 




. NAND Gate IT26 




XDS 


128192 


3 




Buffer Inverter LT13 




XDS 


123016 


1 




. Adder No. 1 LT17 




XDS 


123554 


4 




. Carry No. 1 LT18 




XDS 


123590 


3 




Logic Element LT21 




XDS 


126615 


2 




Terminator XT10 




XDS 


1 16257 


8 




. Clock Terminator No. 1 XT18* 




XDS 


132009 


4 


*If float! 


ng point is not installed 









A-9 



XDS 901060 





Table A-8. Wired Board Assembly (N, P, Q), Replaceable Parts 






Fig. & 
Index No. 


Description 


Reference 
Designator 


Manufacturer 


Part No. 


Qty 


A-1 / 
t 


Assembly, Wired Board N, P, Q (see 
able A-6 for next higher assembly) 




XDS 


124730 


Ref 




Cable Driver/Receiver ATI 1 




XDS 


123019 


6 




Buffered AND/OR Gate AT21 




XDS 


127797 


2 




Gated Buffer No. 1 BT16 




XDS 


125262 


6 




Gated Buffer BT17 




XDS 


126330 


3 




Delay Element DT16 




XDS 


128172 


1 




Register Flip-Flop FT17 




XDS 


124628 


8 




Counter Flip-Flop FT18 




XDS 


124634 


1 




Universal Flip-Flop FT22 




XDS 


124713 


4 




Fast Access Memory FT25 




XDS 


126743 


1 




Gate Expander No. 1 GT10 




XDS 


124715 


3 




Gate Expander No. 2 GT1 1 




XDS 


124881 


3 




Gated Inverter IT 16 




XDS 


125264 


7 




Gated Inverter IT 17 




XDS 


126331 


2 




. NAND Gate IT26 




XDS 


128192 


1 




Buffer Inverter LT13 




XDS 


123016 


2 




. Adder No. 1 LT17 




XDS 


123554 


5 




. Carry No. 1 LT18 




XDS 


123590 


2 




Logic Element LT20 




XDS 


124717 


1 




Logic Element LT21 




XDS 


126615 


3 




Terminator XT10 




XDS 


1 16257 


9 




. Cable Plug ZT23 




XDS 


128164 


1 



A-10 
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Table A-9. Wired Board Assembly (R, S, T), Replaceable Parts 



Fig. & 


Description 


Reference 


Manufacturer 


Part No. 


Qty 


Index No. 


Designator 








A-l 


Assembly, Wired Board R, S, T (see 
table A-6 for next higher assembly) 




XDS 


124736 


Ref 




Cable Driver/Receiver ATI! 




XDS 


123019 


2 




. Cable Driver AT21 




XDS 


127797 


2 




. Gated Buffer No. 1 BT16 




XDS 


125262 


5 




. Gated Buffer BT 17 




XDS 


126330 


1 




. BAND Gate BT 18 




XDS 


126613 


3 




Register Flip— Flop FT17 




XDS 


124628 


12 




. Counter Flip-Flop FT18 




XDS 


124634 


2 




Universal Flip-Flop FT22 




XDS 


124713 


4 




Fast Access Memory FT25 




XDS 


126743 


2 




Gate Expander No. 2 GT11 




XDS 


124881 


4 




Gated Inverter IT 16 




XDS 


125264 


5 




. NAND Gate IT25 




XDS 


128190 


1 




. Adder No. 1 LT17 




XDS 


123554 


8 




. Carry No. 1 LT18 




XDS 


123590 


2 




Terminator XT10 




XDS 


116257 


5 




. Clock Terminator No. 1 XT18* 




XDS 


132009 


2 


*If floating point is not installed 



A-l 1 
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Table A-10. Frame No. 1, CPU Cabinet No. 2, Replaceable Parts 



Fig. & 
Index No. 



Description 



Reference 
Designator 



Manufacturer 



Part No. 



Qty 



A-2 



Assembly, Frame No. 1, CPU Cabinet No. 2 
(see table A-l for next higher assembly) 

Cable, 33 ohm, single condition 

Cable, intraframe 

Power Supply PT 16 

Assembly, CPU Chassis No. 3 

. Assembly, top fan (see table A-29 
for breakdown) 

Assembly, bottom fan (see table 
A-29 for breakdown) 

Blank Panel Simulator 

Assembly, wired board U, V, W 
(see table A- 11 for breakdown) 

Assembly, wired board Y (see table 
A-12 for breakdown) 



XDS 

XDS 
XDS 
XDS 
XDS 
XDS 

XDS 

XDS 
XDS 

XDS 



126601 

128147-372 
137481-171 

117264 

126593 

123943 

117320 

129694 
126594 

126596 



A-12 



FRAME 2 



n 

c 



z 

o 



■D 



POWER ■ 

SUPPLY 

PT15 



POWER ■ 

SUPPLY 

PT14 



POWER 

DISTRIBUTION 
PANEL 



POWER SUPPLY 
PT16 



OPTIONAL 
CHASSIS 



BOTTOM FAN 

ASSEMBLY 
(NOT SHOWN) 



FRAME 1 



TOP FAN 
ASSEMBLY 




X 

o 



o 
o 
o 



FRAME 3 LOGIC 
ROWS U THROUGH Y 



EXTERNAL 
INTERRUPT 
CHASSIS 



"MULTIPLEXING 
INPUT/OUTPUT 
PROCESSOR 



> 

CO 



XDS 901060 



Table A- 11. Wired Board Assembly (U, V, W), Replaceable Parts 



Fig. & 
Index No. 


Description 


Reference 
Designator 


Manufacturer 


Part No. 


Qty 


A-2 > 
t 


Assembly, Wired Board U, V, W (see 
able A- 10 for next higher assembly) 




XDS 


126594 


Ref 




Cable Receiver AT19 




XDS 


123018 


1 




Cable Driver/Receiver ATI 1 




XDS 


123019 


2 




Cable Driver AT12 




XDS 


124629 


2 




Cable Driver/Receiver AT13 




XDS 


125260 


2 




Clock Driver No. 1 AT23 




XDS 


128166 


4 




BAND Gate BT11 




XDS 


116029 


4 




Gated Buffer No. 1 BT16 




XDS 


125262 


3 




Gated Buffer BT17 




XDS 


126330 


4 




Medium Frequency Oscillator CT16 




XDS 


133694 


1 




Delay Line DT14 




XDS 


127319 


4 




Delay Line Expander DT15 




XDS 


127883 


1 




Delay Element DT16 




XDS 


128172 


1 




Universal Flip— Flop FT22 




XDS 


124713 


2 




Buffered Latch No. 3 FT26 




XDS 


126856 


1 




Control Flip-Flop FT28 




XDS 


126984 


2 




Delay Line Sensors HT15 




XDS 


127391 


4 




Gated Delay Line Sensor HT16 




XDS 


128011 


3 




Gated Inverter IT 16 




XDS 


1 15264 


3 




. NAND/NOR Gate IT24 




XDS 


128188 


2 




. NAND Gate IT25 




XDS 


128190 


7 




Buffer Inverter LT13 




XDS 


123016 


4 




Buffer Inverter LT14 




XDS 


123017 


2 




Priority Interrupt LT16 




XDS 


123379 


5 




Logic Element LT21 




XDS 


126615 


4 




Address Selector ST 14 




XDS 


123008 


1 




Time Base Selector ST29 




XDS 


129460 


1 




Terminator XT 10 




XDS 


116357 


6 




. Cable Plug ZT23 




XDS 


128164 


3 
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Table A- 12. Wired Board Assembly (Y), Replaceable Parts 



Fig. & 
Index No. 



Description 



Reference 
Designator 



Manufacturer 



Part No. 



Qty 



A-2 



Assembly, Wired Board Y (see table A- 10 
for next higher assembly) 

Cable Driver AT 12 

Buffered AND/OR Gate BT10 

Gated Buffer No. 1 BT16 

Gated Inverter IT 1 6 

Terminator XT10 

Clock Terminator No. 2 XT19* 

Clock Terminator No. 2 XT19 



XDS 

XDS 
XDS 
XDS 
XDS 
XDS 
XDS 
XDS 



126596 

124629 
116056 
125262 
125264 
1 16257 
132015 
132015 



Ref 



*If memory map is not installed 
If memory protect is not installed 



A-15 



XDS 901060 





Table A- 13. Processor Control Panel Assembly, Replaceable Parts 






Fig. & 
Index No. 


Description 


Reference 
Designator 


Manufacturer 


Part No. 


Qty 


A-3 


Assembly, Processor Control Panel 




XDS 


117417 


1 


-1 


. Door, PCP 




XDS 


117421 


1 


-2 


Nameplate, Sigma 7 




XDS 


126665-001 


1 


-3 


Panel Overlay 




XDS 


126388 


1 


-4 


. Hinge, door 




XDS 


127335-002 


1 


-5 


. Guide, module 




XDS 


126392 


2 


-6 


Chassis, connector, mtg 




XDS 


126389-002 


2 


-7 


Speaker, miniature 




372 


22A 0-628 


1 


-8 


Clip, lamp mtg 


DS1 through DS21, 
DS29 through DS98 


56 


10905-01 


91 


-9 


Lamp, miniature incandescent 
(108814-009) 


DS1 through DS21, 
DS29 through DS98 


56 


CF032 


91 


-9A 


. O-ring (111344-001) 


DS1 through DS21, 
DS29 through DS98 


333 


2-X-N2197 


91 


-9B 


Lampholder 


DS1 through DS21, 
DS29 through DS98 


56 


Q-082-2K 


91 


-10 


. Switch Lever, single station 


S2, S4, S6 through 
SI 2, S40, S41 


371 


18S-1021 


11 


-11 


Switch, keylock, 3-position 


S3 


XDS 


132571 


1 


-12 


Housing, lampholder 




162 


2N6 


9 


-13 


. Lampholder 


DS27 


XDS 


116284-007 


1 


-14 


Switch, momentary, dpdt 


S13, S14, S16, 
S17, S18 


203 


10EF1 


5 


-15 


. Lampholder 


DS28 


XDS 


116284-010 


1 


-16 


. Switch, alternating action, dpdt 


S19 


203 


10EF3 


1 


-17 


Lamp, miniature incandescent, 6V, 
0.200A 




84 


328 


10 


-18 


Lampholder 


DS99 


XDS 


116284-008 


1 


-19 


. Lampholder 


DS100 


XDS 


116284-009 


1 


-20 


Switch, lever, 8-station 


S24 through S39 


371 


18S-1022 


2 


-21 


. Switch, lever, 8-station 


S44 through S75 


371 


18S-1023 


4 


-22 


Switch, thumbwheel, 16-position 


S15 


140 


33644B-2 


1 


-23 


Switch, lever 


S21, S22, S23, S43 


371 


22S-1002 


4 


-24 


Switch, lever 


S5, S20, S42 


371 


22S-1001 


3 


-25 


Lampholder 


DS22 


XDS 


116284-002 


1 


-26 


Lampholder 


DS23 


XDS 


116284-003 


1 



(Continued) 
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Table A-13. Processor Control Panel Assembly, Replaceable Parts (Cont. ) 



Fig. & 
Index No. 



Description 



Reference 
Designator 



Manufacturer 



Part No. 



A-3 



-27 
-28 
-29 
-30 
-31 
-32 
-33 
-34 
-35 
-36 



Lampholder 
Lampholder 
Lampholder 
Switch, rotary 
Knob, skirted 
Trim, door 
Receptacle, male 
Receptacle, female 
Connector, one pin 
Block, terminal 

Console Interface No. 1, NT14 

Console Interface No. 2, NT15 

Console Interface No. 3, NT16 
Lamp Driver, QT14 



DS24 
DS25 
DS26 
SI 



J31 
J32 

TBI 



XDS 

XDS 

XDS 

352 

XDS 

XDS 

102 

102 

371 

107 

XDS 
XDS 
XDS 
XDS 



116284-004 

116284-005 

116284-006 

PS-70SL-2 

126876 

127336 

5287 

5256 

350 IF 

1492 

130666 
130674 
130682 
132055 



A-17/A-1I 



901060 




NOTE: 



1 REFERENCE DRAWINGS, SCHEMATIC, P.C.P. NC. 126385. 
WIRE LIST NO, 126386. 
MODULE LOCATION CHART NO. 132038 



2. REFERENCE 



DWG:117417-U 




SEE SHEET 2 



Figure A -3. Assembly, Processor Control Panel 
(Sheet 1 of 2) 

901 060A. 602/1 

A-19/A-20 



XDS 901060 



JAS&Y *Ui7 FCP| SEW .' 





VIEW A -A 
(DOOR OMITTED FOR CLARITY) 




(35) 



VIEW \\ - \\ 



D 



W 



-♦- 



I I 



view y.y 

SEE SHEET 1 



NOTE: REFERENCE XDS DWG: 11 741 7-2L 



901 060A. 602/2 



Figure A-3. Assembly, Processor Control Panel (Sheet 2 of 2) 



A-21 
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Table A- 14. Floating Point Ar ithmetic Assembly, Replaceable Parts 



Fig. & 
Index No. 



Description 



Reference 
Designator 



Manufacturer 



Part No. 



Oty 

1 

4 

1 

1 

4 
17 

3 

1 
12 

4 

1 



A-l, -2 



Assembly, Floating Point Arithmetic 
Gated Inverter IT 16 
Gated Inverter IT20 
NAND/NOR Gate IT24 
NAND Gate IT25 
Register Flip-Flop FT17 
Universal Flip-Flop FT22 
Buffer Inverter LT14 
Adder No. 1 LT17 
Carry No. 1 LT18 
Logic Element LT20 



XDS 
XDS 
XDS 
XDS 
XDS 
XDS 
XDS 
XDS 
XDS 
XDS 
XDS 



117611 
125264 
126747 
128188 
128190 
124628 
124713 
123017 
123554 
123590 
124717 



A-22 
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Table A-15. Decimal Arithmetic Assembly, Replaceable Parts 



Fig. & 
Index No. 


Description 


Reference 
Designator 


Manufacturer 


Part No. 


Qty 


A-l 


Assembly, Decimal Arithmetic 




XDS 


117613 






. Cable Driver/Receiver ATI 1 




XDS 


123019 






. Gated Buffer BT17 




XDS 


126330 






. Gated Inverter IT16 




XDS 


125264 






. Logic Element LT20 




XDS 


124717 






. Cable Driver/Receiver ATI! 




XDS 


123019 






. Buffered AND/OR Gate BT10 




XDS 


116056 


5 




. BAND Gate BT1 1 




XDS 


116029 


5 




. Gated Buffer No. 1 BT16 




XDS 


125262 


1 




. BAND Gate BT18 




XDS 


126613 


4 




. Register Flip-Flop FT17 




XDS 


124628 


4 




. Counter Flip-Flop FT18 




XDS 


124634 


5 




. Universal Flip-Flop FT22 




XDS 


124713 


3 




. Fast Access Memory FT25 




XDS 


126743 


3 




. Buffered Latch No. 3 FT26 




XDS 


126856 


1 




. Gate Expander No. 2 GT11 




XDS 


124881 


6 




. Gated Inverter IT15 




XDS 


1 1 7375 


1 




. Gated Inverter IT! 6 




XDS 


125264 


5 




. NAND Gate IT25 




XDS 


128190 


1 




. Parity Generator LT12 




XDS 


117382 


7 




. Carry No. 1 LT18 




XDS 


123590 


2 




. Logic Element LT20 




XDS 


124717 


1 




. Logic Element LT21 




XDS 


126615 


24 




. Terminator XT10 




XDS 


116257 


4 




. Cable Plug ZT23 




XDS 


128164 


1 



A-23 
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Table A-16. Memory Map Assembly, Replacea 


ble Parts 






Fig. & 
Index No. 


Description 


Reference 
Designator 


Manufacturer 


Part No. 


Qty 


A-2 


Assembly, Memory Map 




XDS 


117615 


1 




. NAND/NOR Gate IT24 




XDS 


128188 


1 




. Fast Access Memory FT25 




XDS 


126743 


20 





Table A-17. Real Time Clock Assembly, Replaceable Parts 






Fig. & 
Index No. 


Description 


Reference 
Designator 


Manufacturer 


Part No. 


Qty 


A-2 


Assembly, Real Time Clock 
. Priority Interrupt LT16 




XDS 
XDS 


117616 
123379 


1 
2 





Table A-18. Power Fail-Safe Assembly, Replaceable Parts 






Fig. & 
Index No. 


Description 


Reference 
Designator 


Manufacturer 


Part No. 


Qty 


A-2 


Assembly, Power Fail-Safe 
. Priority Interrupt LT16 




XDS 
XDS 


117612 
123379 


1 
1 





Table A-19. Additional Register 


Banks Assembly, Replaceable Parts 






Fig. & 
Index No. 


Description 


Reference 
Designator 


Manufacturer 


Part No. 


Qty 


A-l 


Assembly, High Speed Register Bank 
. Fast Access Memory, FT25* 
. Fast Access Memory, FT25 
. Fast Access Memory, FT25** 




XDS 
XDS 
XDS 
XDS 


117621 
126743 
126743 
126743 


1 

4 
4 
4 


*First additional register bank 
Second additional register bank 
**Third additional register bank 
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Table A-20. Register Extension Unit Assembly and 


Register Extension Uni 


t Interface, Replaceable Parts 




Fig. & 
Index No. 


Description 


Reference 
Designator 


Manufacturer 


Part No. 


Qty 


A-3 


Assembly, Register Extension Unit 




XDS 


130071 


1 




. Cable Driver/Receiver ATI 1 




XDS 


123019 


5 




. Gated Buffer No. 1 BT16 




XDS 


125262 


2 




. Fast Access Memory FT25 




XDS 


126743 


4 




. Gated Inverter IT16 




XDS 


125264 


1 




. Switch Comparator LT26 




XDS 


126982 


1 




. Terminator XT 10 




XDS 


116257 


3 




. Cable Plug ZT23 




XDS 


128164 


1 




. Fast Access Memory FT25* 




XDS 


126743 


4 




. Fast Access Memory FT25 




XDS 


126743 


4 




. Fast Access Memory FT25** 




XDS 


126743 


4 




Register Extension Unit Interface 




XDS 


132208 


1 


*Second register bank 










*Third register bank 










**Fourth register bank 











Table A-21. Memory Protect Assembly, Replaceable Parts 



Fig. & 
Index No. 


Description 


Reference 
Designator 


Manufacturer 


Part No. 


Qty 


A-2 


Assembly, Memory Protect 
. NAND/NOR Gate IT24 
. Fast Access Memory FT25 




XDS 
XDS 
XDS 


117617 
128188 
126743 


1 
1 
4 
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Table A-22. Priority Interrupt Assembly, Replaceable Parts 



Fig. & 
Index No. 



Description 



Reference 
Designator 



Manufacturer 



Part No. 



Qty 



A-2 Assembly, Priority Interrupt 

. Cable Driver/Receiver ATI I 

. Cable Driver/Receiver AT 1 3 

. Gated Buffer No. 1 BT16 

. Gated Buffer BT17 

. BAND Gate BT18 

. Priority Interrupt LT16 

. Switch Comparator LT26 

. Address Selector ST14 

. Terminator XT10 



XDS 
XDS 
XDS 
XDS 
XDS 
XDS 
XDS 
XDS 
XDS 
XDS 



1 1 7330 
123019 
125260 
125262 
126330 
126613 
123379 
126982 
123008 
116357 
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Table A-23. Basic Memory, 4096 Words, Assembly, Replaceable Parts 



Fig. & 
Index No. 


Description 


Reference 
Designator 


Manufacturer 


Part No. 


Qty 


A -4 


Assembly, Basic Memory, 4096 Words 












. Basic Cabinet Model 8900 (see table 




XDS 


131416 


1 




A -29 for breakdown) 












. Power Supply PT16 




XDS 


1 1 7264 


1 




. Power Supply PT17 




XDS 


1 1 7265 


1 




. Assembly, Basic Memory, 4K x 33 bit, 




XDS 


132546 


1 




Model 8251 












. . Memory Frame 




XDS 


1 1 7500 


1 




. . Resistor Connector 




XDS 


127315 


8 




. . Cable Receiver AT10 




XDS 


123018 


1 




. . Cable Driver/Receiver ATI 1 




XDS 


123019 


6 




. . Rejection Gate AT16 




XDS 


126611 


2 




. . Cable Driver/Receiver AT31 




XDS 


133053 


1 




. . Gated Buffer BT16 




XDS 


125262 


6 




. . Fast Buffer BT22 




XDS 


127393 


11 




. . Buffered AND/OR Gate BT24 




XDS 


130967 


3 




. . BAND Gate BT25 




XDS 


130947 


1 




. . Delay Line DTI 1 




XDS 


126963 


2 




. . Buffered Latch No. 2, FT37 




XDS 


130942 


3 




. . Buffered Latch No. 3, FT38 




XDS 


130952 


6 




. . Memory Sense Amplifier, HT11 




XDS 


123010 


6 




. . Delay Line Sensor, HT15 




XDS 


127391 


3 




. . Memory Preamplifier, HT26 




XDS 


131633 


6 




. . Gated Inverter, IT 14 




XDS 


126617 


6 




. . Gated Inverter, IT 16 




XDS 


125264 


3 




. . NAND/NOR Gate IT24 




XDS 


128188 


1 




. . NAND Gate IT25 




XDS 


128190 


2 




. . Logic Element LT1 9 




XDS 


123915 


1 




. . Logic Element w/ Inverter LT20 




XDS 


124717 


1 



(Continued) 
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Table A-23. Basic Memory, 4096 Words, Assembly, Replaceable Parts (Cont.) 



Fig. & 
Index No. 



Description 



Reference 
Designator 



Manufacturer 



Part No. 



Qty 



A -4 
(Cont.) 



Logic Element w/ Buffer LT21 

Parity Generator LT34 

Memory Switch A ST 10 

Memory Switch B ST11 

Toggle Switch ST14 

Memory Preamplifier Selector ST15 

Voltage Regulator ST17 

Inhibit Driver ST21 

Terminator XT10 

Resistor Module C XT 13 

Resistor Module D XT14 

Ribbon Cable ZT35 

Core Diode Module, 8-bit 

Core Diode Module, 9-bit 

Memory Driver ST22 



XDS 
XDS 
XDS 
XDS 
XDS 
XDS 
XDS 
XDS 
XDS 
XDS 
XDS 
XDS 
XDS 
XDS 
XDS 



126615 
130958 
123005 
123006 
123008 
123012 
131292 
132153 
116257 
127791 
127793 
132277 
115549 
115550 
132159 



5 
9 
10 
16 
2 
1 
1 

6 

14 

9 

1 

3 
3 
1 
4 
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POWER SUPPLY 
PT16 



MEMORY 



POWER SUPPLY 
PT16 




ONE OR 
y TWO PORT 
EXPANDERS 
FAND S 



MEMORY 



FRAME 1 
SECOND 16K 
MEMORY BLOCK 



POWER SUPPLIES 
PT17 



FRAME 2 
FIRST 16K 
MEMORY 

BLOCK 



FRAME 3 



Figure A-4. Memory Cabinet 
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Table A-24. Memory Increment, 


4096 Words, Replacea 


ble Parts 






Fig. & 
Index No. 


Description 


Reference 
Designator 


Manufacturer 


Part No. 


Qty 


A -4 


Assembly, Memory Increment, 4096 Words 












. Memory Expansion Kit, 4K to 8K 




XDS 


1 1 7638 


1 




. . Memory Preamplifier HT26 




XDS 


131633 


5 




. . Memory Switch A STIO 




XDS 


123005 


2 




. . Memory Switch B ST1 1 




XDS 


123006 


16 




. . Memory Driver ST22 




XDS 


132159 


1 




. . Core Diode Module, 8-bit 




XDS 


111549 


3 




. . Core Diode Module, 9-bit 




XDS 


111550 


1 




. Memory Expansion Kit 8K to 12K 




XDS 


1 1 7639 


1 




. . Memory Preamplifier HT26 




XDS 


131633 


6 




. . Memory Switch A ST10 




XDS 


123005 


8 




. . Memory Driver ST22 




XDS 


132159 


1 




. . Core Diode Module, 8-bit 




XDS 


111549 


3 




. . Core Diode Module, 9-bit 




XDS 


111550 


1 




. Memory Expansion Kit 12K to 16K 




XDS 


117640 


1 




. . Memory Preamplifier HT26 




XDS 


131633 


5 




. . Core Diode Module, 8-bit 




XDS 


111549 


3 




. . Core Diode Module, 9-bit 




XDS 


111550 


1 



Table A-25. Three-Way Access Memory (Port A), Replaceable Parts 



Fig. & 
Index No. 


Description 


Reference 
Designator 


Manufacturer 


Part No. 


Qty 


A-4 


Assembly, Port Expansion, 1 x 2 




XDS 


129463 


1 




. Resistor Connector 




XDS 


127315 


4 




. Interconnecting Cable 




XDS 


127314-102 


5 




. Cable Receiver ATI 




XDS 


123018 


1 




. Cable Driver/Receiver AT11 




XDS 


123019 


3 




. Buffered Latch No. 2 FT37 




XDS 


130942 


3 




. Logic Element w/lnverter LT20 




XDS 


124717 


1 




. Logic Element w/Buffer LT21 




XDS 


126615 


1 
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Table A-26. Six-Way Access Memory, Replaceable Parts 



Fig. & 
Index No. 


Description 


Reference 
Designator 


Manufacturer 


Part No. 


Qty 


A-4 


Assembly, Six-Way Access Memory 












. Memory Port Expander F 




XDS 


130625 


1 




. . Cable Receiver AT10 




XDS 


123018 


4 




. . Cable Driver/Receiver ATI! 




XDS 


123019 


16 




. . Rejection Gate AT16 




XDS 


126611 


2 




. . Gated Buffer BT15 




XDS 


1 1 7389 


1 




. . Fast Buffer BT22 




XDS 


127393 


3 




. . Buffered AND/OR Gate BT24 




XDS 


130967 


1 




. . Buffered Latch No. 3 FT26 




XDS 


126856 


1 




. . Buffered Latch No. 2a FT27 




XDS 


126986 


14 




. . Buffered Latch No. 3a FT38 




XDS 


130952 


7 




. . Gated Inverter IT 15 




XDS 


117375 


1 




. . Gated Inverter IT 16 




XDS 


125264 


6 




. . Logic Element w/lnverter LT20 




XDS 


124717 


4 




. . Logic Element w/Buffer LT21 




XDS 


126615 


4 




. . Address Selector ST14 




XDS 


123008 


2 




. . Terminator XT10 




XDS 


116257 


7 




. . Twisted Pair Cable ZT38 




XDS 


133625 


5 




. Memory Expander S 




XDS 


130626 


1 




. . Rejection Gate ATI 6 




XDS 


126611 


2 




. . Gated Buffer BT15 




XDS 


117389 


1 




. . Fast Buffer BT22 




XDS 


127393 


2 




. . Buffered AND/OR Gate BT24 




XDS 


130967 


1 




. . Buffered Latch No. 3a FT38 




XDS 


130952 


7 




. . Gated Inverter IT15 




XDS 


1 1 7375 


1 




. . Gated Inverter IT16 




XDS 


125264 


1 




. . Logic Element w/lnverter LT20 




XDS 


124717 


4 




. . Logic Element w/Buffer LT21 




XDS 


126615 


4 




. . Address Selector ST14 




XDS 


123008 


2 



(Continued) 
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Table A-26. Six-Way Access 


Memory, Replaceable Parts (Cont.) 






Fig. & 
Index No. 


Description 


Reference 
Designator 


Manufacturer 


Part No. 


Qty 


A -4 
(Cont.) 


. . Terminator XT10 

. . Twisted Pair Cable ZT38 

. . Ribbon Cable ZT45 




XDS 
XDS 
XDS 


116257 
133625 
133218 


5 
5 
4 





Table A-27. Multiplexor I/O Processor, Replaceable 


Parts 






Fig. & 
Index No. 


Description 


Reference 
Designator 


Manufacturer 


Part No. 


Qty 


A -2 


Assembly, Multiplexer I/O Processor 




XDS 


117610 


1 




. Cable Receiver ATI 




XDS 


123018 


1 




. Cable Driver/Receiver ATI 1 




XDS 


123019 


6 




. Cable Driver AT 12 




XDS 


124629 


2 




. Cable Driver/Receiver ATI 3 




XDS 


125260 


1 




. Clock Driver No. 2 AT24 




XDS 


128168 


1 




. BAND Gate BT11 




XDS 


116029 


9 




. Delay Line DT11 




XDS 


126963 


2 




. Increment/Decrement Register FT23 




XDS 


126749 


5 




. Buffered Latch No. 1 FT24 




XDS 


126745 


19 




. Fast Access Memory FT25 




XDS 


126743 


5 




. Buffered Latch No. 3 FT26 




XDS 


126856 


5 




. Buffered Latch No. 2 FT27 




XDS 


126986 


6 




. Delay Line Sensors HT15 




XDS 


127391 


2 




. Gated Inverter IT16 




XDS 


115264 


5 




. NAND Gate IT25 




XDS 


128190 


12 




. Parity Generator LT12 




XDS 


117382 


1 




. Buffer Inverter LT13 




XDS 


123016 


4 




. Logic Element LT21 




XDS 


126615 


3 




. Switch Comparator LT26 




XDS 


126982 


1 




. Terminator XT10 




XDS 


116257 


8 
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Table A-28. Additional IOP/DC Expansion (Up to 8 Channels), Replaceable Parts 



Fig. & 
Index No. 


Description 


Reference 
Designator 


Manufacturer 


Part No. 


Qty 


A =2 


Assembly, IOP/DC Expansion (up to 8 
channels) 

. Fast Access Memory FT25 




XDS 
XDS 


117618 
126743 


1 
15 



Table A-29. Basic Cabinet Hardware, Replaceable Parts 



Fig. & 
Index No. 


Description 


Reference 
Designator 


Manufacturer 


Part No. 


Qty 


A-l 


Basic Cabinet (see table A-l for next 
higher assembly) 




XDS 


131416 


1 




. Cabinet, basic structure 




XDS 


117419 


1 




. Cap, cabinet top 




XDS 


134232 


1 




. Angle, mounting 




XDS 


1 1 7422 


4 




. Plate, bottom 




XDS 


130146 


1 




. Assembly, power distributor box 




XDS 


1 1 7428 


1 




. Panels, side 




XDS 


1 1 7338 


1 




. Door, cabinet 




XDS 


131419 


1 




. . Trim, door 




XDS 


127336 


1 




. . Hinge, door 




XDS 


127335-002 


1 




. . Trim, side 




XDS 


127384 


4 




. . Catch, spring loaded 




XDS 


106829 


2 




. Assembly, power distributor box, 




XDS 


130155 


1 




chassis panel 












. Casters, full swivel, 16-32-1/2- xK 




373 




4 




. Frame, swing 




XDS 


117319 


1 




. Door, chassis column 




XDS 


124386 


1 




. Bracket, pin protect 




XDS 


132165-002 


2 




. Block, stop 


XDS 


132523 


2 




. Assembly, bus bar 


XDS 


130111 


1 




. Cable Clamp 


| XDS 


100657-002 


6 




. Cable Clamp XDS 


100657-004 


3 



(Continued) 
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Table A-29. Basic Cabinet Hardware, Replaceable Parts (Cont.) 



Fig. & 
Index No. 


Description 


Reference 
Designator 


Manufacturer 


Part No. 


Qty 


A-1 
(Cont.) 


. Door, Chassis column 

. Assembly, top fan (see tables A -2, A -6, 
and A-10 for next higher assembly) 




XDS 
XDS 


1341^ 
1239-13 


1 
1 




. . Bracket, fan 




XDS 


117281 


2 




. . Cord, ac 




XDS 


126374-001 


1 




. . Bushing, strain relief 




374 


SR 


3 




. . Fan, electric 




139 


MARK 4 


3 




. . Guard, fan 




XDS 


111187 


3 




. Assembly, bottom fan (see tables A -2, 
A-6, and A-10 for next higher assembly) 




XDS 


117320 


1 




. . Support, side, blower chassis 




XDS 


126337 


2 




. . Plate, base, blower chassis 




XDS 


126338 






. . Filter Air 




XDS 


117427 






. . Cord, ac 




XDS 


126374-001 






. . Bushing, strain relief 




374 


SR 






. . Shim, sponge rubber, 34 inches 




XDS 


100238-001 






. . Fan, electric 




137 


MARK 4 


3 



Table A-30. Manufacturer's Code Index 



Code No. 


Name 


Address 


55 


Centra lab Electronics 


900 E. Keefe Ave., Milwaukee, Wise. 53201 


56 


Eldema Corp. 


18345 Susana Rd., Compton, Calif. 90221 


84 


General Electric Co., Miniature Lamp Dept. 


Nela Park, Cleveland, Ohio 44112 


102 


Harvey Hubbell Inc. 


Harvey St. and Bostwick, Bridgeport, Conn. 06600 


107 


Allen-Bradley Co. 


1201 Second St., Milwaukee, Wise. 53204 


139 


Rotron Mfg. Co. 


Woodstock, N. Y. 12498 


140 


The Digitran Co. 


855 S. Arroyo Pkwy., Pasadena, Calif. 91105 


162 


Honeywell, Micro Switch Div. 


11 W. Spring St., Freeport, III. 61033 


203 


Master Specialties Co. 


15020 Figueroa, Gardena, Calif. 90247 



(Continued) 
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Table A-30. Manufacturer's Code Index (Cont.) 



Code No. 



Name 



Address 



352 
371 
372 
373 
374 



Buckeye Stamping Co. 
Switchcraft, Inc. 
Quam-Nichols Corp. 
Darnell Corp. 
Heyman Mfg. Co. 



555 Marion Rd., Columbus, Ohio 43207 
5533 N. Elston Ave., Chicago, III. 60630 
Marquette Rd. at Prairie Ave., Chicago, M- 60637 
12000 S. Woodruff Ave., Downey, Calif. 90240 
E. Michigan Ave., Kenilworth, N.J. 07033 
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